
ABOVE FINISH FLOOR
ACCESS PANEL
ACCESSIBLE
ACOUSTICAL TILE
ADHESIVE
ADJUSTABLE, ADJACENT
AUTHORITY HAVING JURISDICTION
ALUMINUM
APPROVED, APPROVAL
APPROXIMATE
ARCHITECTURAL
ASBESTOS CONTAINING MATERIAL
BEAM
BETWEEN
BLOCKING
BOARD
BOTTOM OF
BUILDING
CARPET
CEILING
CENTER LINE
CERAMIC TILE
CLEAR(ANCE)
COLUMN
CONCRETE
CONCRETE MASONRY UNITS
CONSTRUCTION
CONSTRUCTION MANAGER
CONTINUOUS
CONTROL JOINT
CORNER GUARD
COUNTERFLASHING
COUNTER SINK
DEGREE
DEMOLITION
DETAIL
DIAMETER
DIMENSION
DISPENSER
DRAWINGS
DRINKING FOUNTAIN
DOWNSPOUT
EACH
EXTERIOR INSULATION AND

FINISH SYSTEM
ELECTRIC(AL)
EQUAL
EQUIPMENT
ELECTRIC WATER COOLER
ELECTRICAL PANELBOARD
EXISTING
EXPANSION
EXPANSION JOINT
EXTERIOR
FINISH
FINISHED FLOOR
FIRE EXTINGUISHER
FIRE EXTINGUISHER CABINET
FIREPROOF, FIRE PROTECTION
FLOOR
FLOOR DRAIN
FLUORESCENT
FIBER REINFORCED GYPSUM
FIBER REINFORCED PLASTIC
FIBER RETARDANT TREATED
FOUNDATION
FURNISH
GAUGE
GENERAL CONTRACTOR
GLASS, GLAZING
GRAB BAR
GYPSUM BOARD
HARDWARE
HARDWOOD
HEIGHT
HIGH DENSITY FIBERBOARD
HOLLOW CORE
HOLLOW METAL
HOSE BIB
HORIZONTAL
HOUR
INCANDESCENT
INSIDE DIAMETER
INSULATION
INTERIOR
LANDLORD, LEASE LINE

AFF
AP
ACC
ACT
ADH
ADJ
AHJ
AL
APPD
APPROX
ARCH
ACM
BM
BTWN
BLKG
BD
B.O.
BLDG
CPT
CLG
CL
CT
CLR
COL
CONC
CMU
CONST
CM
CONT
CJ
CG
CFLG
CTSK
DEG
DEMO
DTL
DIA
DIM
DISP
DWG
DF
DS
EA
EIFS

ELEC
EQ
EQUIP
EWC
EP
EXG
EXP
EJ
EXT
FIN
FF
FE
FEC
FP
FLR
FD
FLUOR
FRG
FRP
FRT
FDN
FURN
GA
GC
GL
GB
GYP BD
HDW
HDWD
HT
HDF
HC
HM
HB
HOR
HR
INCAN
ID
INSUL
INT
LL

LAVATORY
LINEAR
LINEAR FEET
LIGHTING
MASONRY
MATERIAL
MAXIMUM
MECHANICAL
MEDIUM DENSITY FIBERBOARD
METAL
MEZZANINE
MANUFACTURER
MINIMUM
MISCELLANEOUS
MASONRY OPENNING
MOUNTED
NOMINAL
NOT IN CONTRACT
NUMBER
NOT TO SCALE
ON CENTER
OPENING
OPPOSITE
OUTSIDE DIAMTER
OWNER FURNISHED/

CONTRACTOR INSTALLED
OWNER FURNISHED/

OWNER INSTALLED
OVERHEAD
OVERHEAD COILING GRILLE
PAINT
PANEL
PARTICLE BOARD
PARTITION
PLASTIC LAMINATE
PLATE
PLUMBING
PLYWOOD
QUANTITY
QUARRY TILE
RADIUS
REFER TO
REQUIRED
RESILIENT
REVISION
RISER
ROOF DRAIN
ROOM
ROUGH OPENING
RUBBER BASE
SCHEDULE
SECTION
SHEET
SIMILAR
SIMILAR, OPPOSITE HAND
SLOTTED WALL BOARD
SOLID CORE
SPECIFICATION(S)
SQUARE FEET
STAINLESS STEEL
STAIN, SEAL & VARNISH
STANDARD
STEEL
STRUCTURAL
SUSPENDED
TEMPERED, TEMPERATURE,

TEMPORARY
THICK(NESS)
TONQUE & GROOVE
TOP OF
TREAD
TYPICAL
UNLESS NOTED OTHERWISE
VINYL BASE
VINYL COMPOSITION TILE
VINYL WALL COVERING
VERTICAL
VERIFY IN FIELD
VENT THROUGH ROOF
WATER CLOSET
WATER HEATER
WATERPROOF
WITH
WITHOUT
WOOD

LAV
LIN
LF
LTG
MAS
MATL
MAX
MECH
MDF
MTL
MEZZ
MFR
MIN
MISC
MO
MTD
NOM
NIC
NO.
NTS
O.C.
OPG
OPP
OD
OFCI

OFOI

OH
OHCG
PT
PNL
PBD
PTN
PLAM
PL
PLBG
PLYWD
QTY
QT
RAD
REF
REQ
RES
REV
R
RD
RM
RO
RB
SCHED
SECT
SHT
SIM
SIM OPP
SWB
SC
SPEC(S)
SF
STS
SSV
STD
STL
STRUCT
SUSP
TEMP

THK
T&G
T.O.
T
TYP
U.N.O.
VB
VCT
VWC
VERT
VIF
VTR
WC
WH
WP
W/
W/O
WD

LOCAL AUTHORITY:

BUILDING DEPARTMENT:
CITY OF TALLAHASSEE
BUILDING DEPARTMENT
435 N MACOMB ST
TALLAHASSEE, FL 32301
PH: 850-891-7001

BUILDING CODE: 2023 FLORIDA BUILDING CODE
MECHANICAL CODE: 2023 FLORIDA MECHANICAL CODE
PLUMBING CODE: 2023 FLORIDA PLUMBING CODE
ELECTRICAL CODE: 2020 NATIONAL ELECTRICAL CODE
FIRE CODE: 2023 FLORIDA FIRE CODE
ENERGY CODE: 2023 FLORIDA ENERGY CONSERVATION CODE
ACCESSIBILITY CODE: ADA/ANSI A117.1, 2017 ADDITION

PROJECT DESCRIPTION: TENANT FINISH REMODEL OF PILATES STUDIO IN A MULTI-STORY 
MIXED USE DEVELOPMENT - FIRST FLOOR

ZONING: -

TYPE OF USE: FITNESS
TYPE OF OCCUPANCY: B-USE
TYPE OF CONSTRUCTION: III-A, FULLY-SPRINKLERED

MINIMUM PLUMBING FIXTURE CALCULATION:

FIXTURES REQ'D/PROVIDED:   MALE - 1WC/1LAV  FEMALE - 1WC/1LAV

TOTAL SQUARE FOOTAGE: 2153 SF

ALLOWABLE OCCUPANT LOAD:
EXERCISE ROOM:
LOBBY:   
ACCESSORY USE (RESTROOMS, UTILITY, CLOSET):

TOTAL INTERIOR OCCUPANT LOAD:

1542SF @ 1 PERSON PER REFORMER = 1 TRAINER  = 15
359 SF @ 60 SF / PERSON = 06
252 SF @ 0 SF / PERSON = 00

   
= 21

X

ROOM ROOM INDICATORNORTH ARROW

EXTERIOR ELEVATION

INTERIOR ELEVATION

SECTION CALLOUT

DETAIL CALLOUT

1 REVISION TAG

FINISH TAG

DOOR TAG

COLUMN GRID REFERENCE

01

1

WINDOW TAG

EQUIPMENT TAG

KEYED NOTE

XXX

X

XXX

XXX

XXX

X

X

1

1

1

WORK POINT

W#.# WALL TYPE TAG

MILLWORK ELEVATIONXXXX

1

1. IN THE CASE OF A STRIP CENTER RENOVATION WHERE APPROXIMATE DIMENSIONS ARE
INDICATED (±), THEY SHALL BE CONSIDERED VARIABLE TO ALLOW FOR EXISTING CONDITIONS.
ALL OTHER DIMENSIONS SHALL BE CONSIDERED FIXED UNLESS MODIFIED BY A PROPERLY
EXECUTED CHANGE ORDER.

2. IT IS THE GC'S RESPONSIBILITY TO MAKE SURE THAT ALL WORK ON THE PREMISES COMPLIES
WITH THE CONSTRUCTION GUIDELINES.

3. ANY DISCREPANCIES WHICH SHOULD BECOME APPARENT DURING THE COURSE OF
CONSTRUCTION SHALL BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE ARCHITECT.

4. PROPOSED SUBSTITUTIONS SHALL BE SUBMITTED TO THE ARCHITECT. THE PROPOSAL SHALL
INCLUDE MANUFACTURER'S CUT SHEETS, COST CHANGE, TIME CHANGE, AND IMPACT ON ANY
OTHER TRADES. APPROVAL WILL TAKE THE FORM OF A CHANGE ORDER.

5. ALL CHANGE ORDERS MUST BE SUBMITTED ON AN AIA CHANGE ORDER FORM WITH THE
SIGNATURE OF THE CLIENT IN ADDITION TO THE OWNER, CONTRACTOR AND ARCHITECT.
SUBMIT CHANGE ORDERS TO CLIENT FOR REVIEW. PROVIDE FULL INFORMATION REQUIRED
FOR EVALUATION OF PROPOSED CHANGES, SUBSTANTIATE COSTS AND ADVISE AS TO EFFECT
UPON PROJECT SCHEDULE. NO CHANGE ORDER SHALL BE VALID UNTIL SIGNED BY ALL PARTIES.

6. ANY DEVIATION FROM THE CONSTRUCTION GUIDELINES WITHOUT A PROPERLY EXECUTED
CHANGE ORDER SHALL BE THE SOLE FINANCIAL RESPONSIBILITY OF THE
CONTRACTOR / SUPPLIER.

7. PROVIDE TEMPORARY PROTECTION FOR INSTALLED PRODUCTS AND FINISHES TO PREVENT
DAMAGE. ALL ITEMS DAMAGED DURING CONSTRUCTION SHALL BE REPLACED AT NO COST TO
THE OWNER.

8. PROJECT (INTERIOR / EXTERIOR) AND ENTIRE SITE IF APPLICABLE MUST BE CLEANED PRIOR
TO PUNCH-LIST INSPECTION AND MUST BE LEFT IN OR RESTORED TO CLEAN CONDITION UPON
PROJECT COMPLETION.

9. ALL WORK SHALL BE GUARANTEED FOR ONE FULL YEAR FROM DATE OF COMPLETION AND
OBTAINING CERTIFICATE OF OCCUPANCY.

10. HVAC, PLUMBING AND ELECTRICAL SYSTEMS HAVE BEEN DESIGNED TO MEET OWNER
REQUIREMENTS. EACH SUB-CONTRACTOR SHALL REVIEW THE DRAWINGS AND SHALL
IMMEDIATELY ALERT THE ARCHITECT AS TO ANY MODIFICATIONS THAT MAY BE REQUIRED TO
COMPLY WITH LOCAL CODES OR EXISTING CONDITIONS. IT IS THE GENERAL CONTRACTOR'S
RESPONSIBILITY TO ENSURE THAT ALL WORK DONE ON THE PREMISES SATISFIES ALL
GOVERNING AGENCIES.

11. ARCHITECTURAL DRAWINGS ARE TYPICALLY DRAWN TO A REPRESENTATIVE SCALE WHICH IS
NOTED ON EACH INDIVIDUAL DRAWING. THIS SCALING CAUSES THE DRAWING TO BE
PROPORTIONAL IN ITS REPRESENTATION OF THE WORK. DRAWING REPRODUCTION METHODS
ARE NOT CONSIDERED PERFECT, HOWEVER, AND EACH SUCCESSIVE PLOT, COPY OR
BLUEPRINT MAY INTRODUCE A SLIGHT ERROR TO THE DRAWINGS. FOR THIS REASON, NO
PERSON SHOULD EVER USE A RULER, ARCHITECT'S SCALE OR ENGINEER'S SCALE TO
DETERMINE EXACT DIMENSIONS. NUMERICAL DIMENSIONS ARE GIVEN. IF THESE PROVE TO BE
INSUFFICIENT OR CONTRADICTORY, THE CONTRACTORMUST CONTACT THE ARCHITECT FOR
FINAL VERIFICATION. WORK BASED UPON SCALED DIMENSIONS MAY BE SUBJECT TO REPAIR
OR REPLACEMENT AT THE SOLE FINANCIAL RESPONSIBILITY OF THE CONTRACTOR.

12. REMOVAL OF WINDOWS, WINDOW FRAMES AND CENTER DOOR POST FOR ENTRY OF
EQUIPMENT SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR.

13. FIRE SUPPRESSION AND SPRINKLER DRAWINGS TO BE COORDINATED BY GC AND SUBMTTED 
UNDER SEPERATE PERMIT.
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ABBREVIATIONSGENERAL NOTES BUILDING CODE ANALYSIS

VICINITY MAP

SYMBOL LEGEND

3D VIEW - ILLUSTRATIVE PURPOSES ONLY

CONTACTS

SHEET INDEX
SHEET # SHEET NAME CURRENT ISSUE DATE

GENERAL

GN.0 COVER SHEET 02.23.2026

GN.1 SITE PLAN 02.23.2026

ARCHITECTURAL

A0.0 CODE COMPLIANCE 02.23.2026

A2.1 FRAMING & SLAB PLAN 02.23.2026

A2.2 FIXTURE, FURNITURE & EQUIPMENT PLAN 02.23.2026

A2.3 FINISH PLAN 02.23.2026

A2.4 REFLECTED CEILING PLAN 02.23.2026

A2.6 RESTROOM PLANS & ELEVATIONS 02.23.2026

A4.1 INTERIOR ELEVATIONS 02.23.2026

MECHANICAL

M0.1 MECHANICAL LEGEND & NOTES 02.23.2026

M0.2 MECHANICAL NOTES 02.23.2026

M1.0 MECHANICAL DETAILS 02.23.2026

M1.1 MECHANICAL DETAILS 02.23.2026

M1.2 MECHANICAL DETAILS 02.23.2026

M2.0 MECHANICAL SCHEDULES 02.23.2026

M3.0 MECHCANICAL PLAN 02.23.2026

M4.0 MECHANICAL COMCHECK 02.23.2026

PLUMBING

P0.1 PLUMBING LEGEND AND NOTES 02.23.2026

P0.2 PLUMBING SPECIFICATIONS 02.23.2026

P0.3 PLUMBING DETAILS AND SCHEDULES 02.23.2026

P1.0 WASTE PLAN 02.23.2026

P1.1 WATER PLAN 02.23.2026

ELECTRICAL

E0.1 ELECTRICAL LEGEND & NOTES 02.23.2026

E0.2 ELECTRICAL SPECIFICATIONS 02.23.2026

E0.3 ELECTRICAL SPECIFICATIONS 02.23.2026

E1.0 LIGHTING PLAN 02.23.2026

E2.0 POWER PLAN 02.23.2026

E3.0 GARAGE PLAN ABOVE 02.23.2026

E4.0 ELECTRICAL DETAILS 02.23.2026

E5.0 ONELINE, NOTES & SCHEDULES 02.23.2026

E6.0 ELECTRICAL COMCHECK & APPENDIX B 02.23.2026

DEFERRED SUBMITTALS (TO BE COMPLETED BY GC AND SUBS):
• FIRE ALARM
• FIRE SPRINKLER

ARCHITECT:

JEFFREY BAKER, ARCHITECT
6373 SILVER STREAM LN
FRISCO, TX 75036
PH: 214-784-5014 x 2

MECH, ELEC, & PLBG ENGINEER:

NEARBY ENGINEERS
382 NE 191ST ST, STE 49674
MIAMI, FL 33179
PH: 646-814-1271

REQUIRED FLOORING VENDOR:

DAVE HARPSTER
TERRITORY MANAGER, SHAW INDUSTRIES
PH: 612.209.1665
dave.harpster@shawinc.com

JETSET
NO. DESCRIPTION DATE

1 PERMIT 02.23.2026
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72'-6" MAX EGRESS TRAVEL DISTANCE

x42

2
2
" 

M
IN

x42

2
2
" 

M
IN

30x48

30x48

THE LETTERS PROVIDED IN THE UPPER LEFT CORNERS CORRESPOND TO THE FIGURES FROM THE 2010 ADA STANDARDS SECTION 404.2.4

30"x48"
WHEELCHAIR 
ACCESS

60"-DIAMETER 
TURNING RADIUS T-SHAPED TURN SPACE

FRONT APPROACH
PULL SIDE

FRONT APPROACH
PUSH SIDE
(IF CLOSER OR LATCH, NOT BOTH)

FRONT APPROACH
PUSH SIDE
(W/ BOTH CLOSER AND LATCH)

HINGE APPROACH
PULL SIDE (V2)

HINGE APPROACH
PULL SIDE (V1)

HINGE APPROACH
PUSH SIDE
(IF CLOSER OR LATCH, NOT BOTH)

HINGE APPROACH
PUSH SIDE
(W/ BOTH CLOSER AND LATCH)

LATCH APPROACH
PULL SIDE
(NO CLOSER)

LATCH APPROACH
PULL SIDE (W/ CLOSER)

LATCH APPROACH
PUSH SIDE
(NO CLOSER)

LATCH APPROACH
PUSH SIDE
(W/ CLOSER)

(a) (b) (c) (d)

(e) (f) (g) (h)

(i)

(j) (k)

ø 60"

30x48 T-TURN

x
4
8

x
4
8

12" MIN

4
' -

 0
"

2' - 6"

x
6
0

18" MIN 4
' -

 0
"

3' - 0"

x
4
8

22" MIN

x
4
2

22" MIN3
' -

 6
"

4' - 10"

4' - 0"

4
' -

 0
"

4' - 6"

5
' -

 0
"

4
' -

 0
"

4' - 10"

x
4
8

24" MIN4
' -

 0
"

5' - 0"

x
5
4

24" MIN

4
' -

 6
"

5' - 0"

5' - 0"

3
' -

 0
"

2
' -

 0
"

1' - 0"

3' - 0"

1' - 0"

x
4
2

24" MIN

5' - 0"

3
' -

 6
"

x
4
8

24" MIN 4
' -

 0
"

5' - 0"

36" MIN

x
6
0

6' - 0"

5
' -

 0
"

42" MIN

x
5
4

6' - 6"

4
' -

 6
"

60x59

CLEAR TANK TOILET AREA
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1/4" = 1'-0"
2

EGRESS AND CODE COMPLIANCE PLAN

KEYED NOTES

PROVIDE SIGN "THIS DOOR TO REMAIN UNLOCKED WHEN THIS SPACE IS 
OCCUPIED" 

1

2

PERMANENTLY LOCK DOOR SHUT, REMOVE HARDWARE AND POST SIGN ON 
EXTERIOR "NO FIRE ACCESS"

3
RECESSED 2A10BC FIRE EXTINGUISHER TO BE FURNISHED AND INSTALLED BY GC. 
VERIFY LOCATIONS WITH LOCAL FIRE DEPARTMENT PRIOR TO INSTALLATION

PER IBC 1010.2.4

ELECTRICAL PANEL(S), RE: ELECTRICAL

4

1/4" = 1'-0"
1

ADA ACCESSIBILITY CLEARANCES

4

1

2

3

NO. DESCRIPTION DATE
1 PERMIT 02.23.2026



TYPE D1 TYPE D2

HOLLOW METAL
DOOR AND FRAME

TYPE D3

STOREFRONT DOOR

TYPE D4

PAIR
STOREFRONT DOOR

T
E

M
P

E
R

E
D

T
E

M
P

E
R

E
D

T
E

M
P

E
R

E
D

SOLID CORE
DOOR

PARTITION LENGTH

MINIMUM MAXIMUM

0' - 0" 12' - 0"

12' - 0" 18' - 0"

18' - 0" 24' - 0"

30' - 0"

NUMBER OF BRACES REQUIRED

0

1

2

3

ADD ONE BRACE PER EACH ADDITIONAL 6'-0" OF PARTITION LENGTH.
PROVIDE LATERAL BRACING AT UNSUPPORTED PARTITION ENDS.
PROVIDE LATERAL BRACING FOR ALL PARTITIONS WHICH DO NOT EXTEND TO 
STRUCTURE.

FULL HEIGHT WALL

PARTIAL HEIGHT WALL

EXISTING WALL BATT INSULATION TO MEET FLAME SPREAD<25 & SMOKE INDEX<450

INTERIOR WALL: FULL HEIGHT WALL SOUND BATTS

EXTERIOR WALL: MINIMUM R-19 & VAPOR BARRIER 
ON WARM SIDE OF WALL

A2.6
2

4 7/8" 5' - 1" 4 7/8" 5' - 8" 4 7/8" 4' - 10"

7
' -

 6
"

4
 7

/8
"

7
' -

 6
"

4
 7

/8
"

3

A2.1

Sim

A1.1

W1.1

A1.1

W10

A1.1 W2.1

W
1
.2

W
1
.2

W
1
.2

W1.2

W10W10 W10

W10

W10

W10

W10

W10

W10 W10

W10

W10

W10W10W10W10

W1.1W1.1

W10

W10

W
1
0

W
1
0

W
1
.1

W
1
.1

W
2
.1

4' - 6"

13' - 10"

8
' -

 6
"

E
Q

E
Q

8'
 - 

0"

EQ EQ

8
' -

 0
"

W
1
.2

6
' -

 0
"

5
' -

 6
"

4 7/8" 18' - 9 1/2"

2

1

5

4

3

A2.3

(E
) 

M
U

L
L

IO
N

+
/-

 5
' -

 2
 3

/8
"

3
"

DEMO (E) WALL BELOW (E) STOREFRONT, SALVAGE 
BRICK & STONE CAP FOR NEW FINISHES - MODIFY 
STOREFRONT FOR NEW DESIGN, RE: A4.1

NEW SIDEWALK TO CONNECT TO 
(E) SIDEWALK

VERIFY SALVAGED BRICK WILL FIT 
ALIGNED TO EDGE OF NEW 
STOREFRONT MULLION - PLACE 
SALVAGED STONE CAP, MATCH 
ADJACENT DOOR OVERHANG, FLUSH 
EDGE ETC. DETAILS

MODIFIED STOREFRONT FOR NEW DOOR 
AND SIDE LIGHT, RE: DOOR SCHEDULE, A4.1

1
1

 3
/8

"

1"

FLOORING OVER SLAB

WALL BASE

5/8" GWB ON 6" MTL STUD

LOGO, RE: ELEVATIONS, 
A2.1 FOR LAYOUT 

F
IN

IS
H

E
D

1
' -

 0
"

RECESSED LED STRIP (3) 
SIDES

5/8" GWB ON 3-5/8" MTL STUD

5/8" GWB W/ J CHANNEL EDGE

EDGE OF RECESS BEYOND -
8'-0" WIDE TO CEILING

RE: PLAN FOR WALL TYPE

1/2" PLYWOOD, PAINTED TO 
MATCH WALL

FLOORING OVER SLAB

WALL BASE

RECESSED LED STRIP

5/8" GWB - ATTACH W/ 1" 
LONG TYPE 'S' STEEL 

SCREW @ 16" O.C. TYP

1
 1

/2
"

R
E

: 
A

2
.1

, 
A

4
.1

V
A

R
IE

S
1

 1
/2

"
B

.O
. 
M

IR
R

O
R

1
'-
8
" 

A
F

F

T
.O

. 
M

IR
R

O
R

 R
E

: 
A

2
.2

, 
A

4
.1

C
E

IL
IN

G
, 
R

E
: 
A

2
.4

RECESSED LED STRIP

MIRROR OVER 3/4" FRT 
PLYWOOD, PAINTED TO 
MATCH WALL PRIOR TO 

MIRROR ATTACHMENT W/ 
MASTIC ADHESIVE 

1"

ACOUSTICAL SEALANT

ACOUSTICAL SEALANT

RE: A2.1 FOR WALL  TYPE

E
X

IS
T

IN
G

 W
A

L
L

ACOUSTICAL BATTS

FLOORING OVER SLAB

1-1/4" x 1-1/2" U-CHANNEL 
WITH GASKET, TOP & BOTTOM

1-1/4" x 1-1/2" U-CHANNEL 
WITH GASKET, TOP & BOTTOM

B
.O

. 
C

E
IL

IN
G

, 
R

E
: 
A

2
.4

1/2" SINGLE TEMPERED 
GLASS PANEL

GRAPHIC, RE: GRAPHICS 
PACKAGE, INSTALLED BY VENDOR

DRYWALL SUSPENDED GRID

3-5/8" METAL STUD FRAMING
ATTACHED TO DECK 

SUPPORTED WITH KICKERS
BOTTOM TRACK AND BLOCKING
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KEYED NOTES

1

SHEET NOTESDOOR TYPE LEGEND

FRAME TYPES
F1: HM KNOCKDOWN
F2: 2" WELDED METAL FRAME WITH 1/2" STOPS
F3: ALUMINUM STOREFRONT

HARDWARE SETS
H1: RESTROOM SET: PRIVACY LEVERHARDWARE, 

CLOSER, KICKPLATE, HINGES, DOOR FRAME 
SILENCERS, COAT HOOK AND DOOR STOPS.

H2: SERVICE DOOR SET: LOCKABLE PANIC BAR WITH 
DETEX AUDIBLE ALARM, BEST COMPATIBLE 
INTERCHANGEABLE CORE, CLOSER, ADA THRESHOLD, 
WEATHER STRIPPING, HINGES, DOOR FRAME 
SILENCERS, KICK PLATE, AND A VIEWER.

H3: SF SET: LOCKABLE PANIC BAR, PULL HARDWARE, 
CLOSER, ADA THRESHOLD, WEATHER STRIPPING, 
HINGES, DOOR FRAME SILENCERS.

H4: ENTRANCE SET: G.C. TO VERIFY EXISTING CONDITION 
TO BE LIKE NEW. REPLACE AS NEEDED FOR 
MECHANISM AND FINISH; HANDICAP ACCESSIBLE 
COMPLIANT PUSH\PULL HARDWARE; ALL EXISTING 
EXTERIOR EXIT DOORS SHALL OPEN OUTWARD, BE 
SELF CLOSING AND FIT TIGHTLY; MANUALLY 
OPERATED FLUSH BOLTS OR SURFACE BOLTS ARE 
NOT PERMITTED; AUTOMATIC FLUSH BOLTS ARE 
PERMITTED, BEST COMPATIBLE INTERCHANGEABLE 
CORE, CLOSER, ADA THRESHOLD, 
WEATHERSTRIPPING, HINGES.

H5: UTILITY SET: STOREROOM LEVER HARDWARE, 
CLOSER, KICKPLATE, HINGES, DOOR FRAME 
SILENCERS,  AND DOOR STOPS.

HARDWARE NOTES
• ALL HARDWARE TO BE APPROVED FOR ADA 

ACCESSIBILITY.
• PROVIDE A FACTORY INSTALLED SMOKE GASKET IF 

FRAME IS IN A RATED PARTITION.
• FINISHES FOR HARDWARE AT INTERIOR OF STORE 

SHALL BE SATIN CHROME. FINISHES AT STOREFRONT 
SHALL MATCH EXISTING AND NEW STOREFRONT.

• ALL DOOR HARDWARE SHALL BE LEVER OR PUSH 
TYPE, MOUNTED 30" TO 44" ABOVE THE FLOOR AND 
BE OPERABLE WITH A MAX EFFORT OF 5 LBS. FOR 
EXTERIOR DOORS AND 5 LBS. FOR INTERIOR DOORS, 
AND 15 LBS. AT FIRE DOORS.

• ALL EXIT DOORS MUST BE OPERABLE FROM INSIDE 
WITHOUT THE USE OF A KEY, THUMB TURN OR 
SPECIAL KNOWLEDGE OR EFFORT.

LATERAL BRACING

DOOR FRAME

DOOR NO. DOOR LOCATION DOOR SIZE TYPE FINISH HARDWARE SET CLOSER TYPE FINISH

1 ENTRANCE 3'-0" x 7'-0" STOREFRONT D3 - EXIST ALUM H4 YES F3 - EXIST ALUM

2 CLOSED EGRESS 36" x 80" EGRESS D2 - EXIST N/A LOCKED NO F2-EXIST N/A

3 STORAGE 36" x 84" CLOSET D1 SC WD - PT1 H5 YES F1 PT1

4 UNISEX 36" x 84" RESTROOM D1 SC WD - PT1 H1 NO F1 PT1

5 UNISEX 36" x 84" RESTROOM D1 SC WD - PT1 H1 NO F1 PT1

6 24x24

7 24x24

DOOR SCHEDULE

TYPE WIDTH DESCRIPTION HEIGHT DETAIL GYP BD REQUIREMENTS

A1.1 4 1/4" ACOUSTIC WALL - 3 5/8" METAL
STUD W/ 3.5" MINERAL WOOL

TO DECK 4/A2.1 OFFSET 1" FROM EXISTING WALL - TO DECK 5/8" SOUNDBREAK XP, INSULATE
BETWEEN STUDS WITH ROCK WOOL, SEAL ALL EXISTING AND NEW PENETRATIONS
WITH ACOUSTICAL CAULK AS WELL AS CONTINUOUSLY ALONG FLOOR AND CEILING

A2.3 8 1/4" 6" 20 GA METAL STUD
ACCOUSTICAL WITH 6" MIINERAL
WOOL

TO DECK STC-62,
U465 - 1
HOUR

TO DECK - 5/8" SOUNDBREAK XP ON JSP SIDE & 5/8" FIRE-SHIELD ON 7/8" FURRING
CHANNEL W/ RESILIENT ISOLATION CLIPS ON OPP SIDE, ACCUSTICAL SEALANT AT
TOP AND BOTTOM

W1.1 4 1/4" 3 5/8" METAL STUD TO CLG TO GYP BD CEILING, 6" ABOVE SUSPENDED CEILING OR TO OPEN DECK

W1.2 4 7/8" 3 5/8" METAL STUD TO CLG TO GYP BD CEILING, 6" ABOVE SUSPENDED CEILING OR TO OPEN DECK

W2.1 6 5/8" 6" METAL STUD TO CLG TO GYP BD CEILING, 6" ABOVE SUSPENDED CEILING OR TO OPEN DECK

W10 5/8" 5/8" GYP ON EXISTING FRAMING TO CLG TO GYP BD CEILING, 6" ABOVE SUSPENDED CEILING OR TO OPEN DECK

WALL TYPE SCHEDULE

WALL LEGEND
1. DIMENSIONS SHOWN ARE TO FACE OF GYPSUM WALLBOARD OF NEW  AND 

EXISTING WALLS UNLESS OTHERWISE NOTED.
2. FLOOR DRAINS (REFER TO PLUMBING SHEETS) SHALL BE SET TO BE FLUSH 

WITH TOP OF FINISH FLOOR. UNLESS OTHERWISE NOTED.
3. FLOORING CONTRACTOR IS RESPONSIBLE FOR ANY AND ALL FLOOR PREP 

NECESSARY FOR ALL FLOORING.
4. ALL SEALANTS ARE TO BE CLEAR SILICONE UNLESS OTHERWISE NOTED.
5. ALL METAL STUD FRAMING IS 20 GAUGE AT 16" O.C. UNLESS NOTED 

OTHERWISE. GYPSUM WALLBOARD TO BE 5/8", FIRE CODE TYPE "X",TAPERED 
EDGE, UNLESS OTHERWISE SPECIFIED IN THESE DOCUMENTS. INSTALL PER 
MANUFACTURER'S SPECIFICATIONS.

6. GYPSUM WALLBOARD ON ALL BULKHEADS TO EXTEND 6" ABOVE ADJACENT 
SUSPENDED GRID CEILING.

7. RESTORE OR PROVIDE NEW UL LISTED INSULATION MATERIALS IN DEMISING 
WALL AFTER INSTALLING TENANT UTILITIES.

8. GC TO COORDINATE WITH FIRE MARSHAL TO DETERMINE FINAL LOCATION 
OF FIRE EXTINGUISHERS.

9. G.C. TO REFERENCE CONTRACTORS SHOP DRAWINGS FOR INSTALLATION 
INSTRUCTIONS FOR ALL FIXTURES, BASE CABINETS, AND COUNTERTOPS. 
G.C. TO COORDINATE WITH FIXTURE CONTRACTOR TO ENSURE PROPER FIT 
OF ALL COMPONENTS.

10. ALL WOOD BLOCKING, FURRING, & FRAMING SHALL BE FIRE RETARDANT 
TREATED IN ACCORDANCE WITH AWPA STANDARDS.

11. GENERAL CONTRACTOR TO CUT AND PROVIDE HOLES THROUGH CEILINGS, 
ROOF'S, WALLS AND FLOORS FOR DUCTS, ETC., IN ACCORDANCE WITH 
LOCAL FIRE CODE AND AS SPECIFIED. GC ALSO TO PROVIDE ALL DUCT FIRE 
SEPARATIONS, ENCLOSURES, WRAPPINGS, ETC., AS MAY BE REQUIRED BY 
LOCAL BUILDING AND FIRE CODES.

12. SLEEVES TO BE PROVIDED BY GENERAL CONTRACTOR IN ALL WALLS, FLOOR 
AND CEILINGS FOR ALL LINES (DRAIN, REFRIGERATION, ETC.) TO PASS 
THROUGH AND RESEAL AFTER LINES ARE RUN. PROVIDE ESCUTCHEON 
PLATES WHERE APPROPRIATE.

13. IT IS THE GC'S RESPONSIBILITY TO DO A SITE VISIT AND VERIFY ALL  EXISTING 
FRAMING/DRYWALL PER THE PLANS.  IF EXISTING CONDITIONS DIFFER FROM 
THE PLANS, IT IS REQUIRED TO MAKE THE OWNER AWARE OF THE SITUATION 
SO AN ADDENDUM CAN BE ISSUED.  IF THE OWNER IS NOT MADE AWARE OF 
PRIOR TO BID ACCEPTANCE AND THERE IS MISSING FRAMING/DRYWALL, A 
CHANGE ORDER FOR THIS WORK WILL NOT BE ACCEPTED.

2 MOPSINK, RE: PLUMBING

1/4" = 1'-0"
1

FRAMING & SLAB PLAN

3

ELECTRIC PANEL(S), RE: ELECTRICAL

4
EXISTING WALL - MAINTAIN RATING AS REQ'D, FINISH EXISTING & NEW TO 
LEVEL 4 FINISH, TYP

COORDINATE ELECTRICAL SAW CUTS FOR OUTLETS IN FLOOR OR PARTIAL 
HEIGHT WALLS OR MILLWORK

5

6

FRAME HANGING WALL TO MATCH CEILING, RE: A2.4

7

NOTE: GC TO ENSURE EXISTING HARDWARE COMPLIES WITH LOCAL CODES, SUPPLEMENT HARDWARE AS REQUIRED

PROVIDE AND INSTALL 5/8" CEMENTITIOUS BOARD OR GYPSUM TILE BACKER 
BOARD ON WALLS WHERE TILE FINISH IS CALLED FOR, RE: A4.1, A2.6

3" = 1'-0"
3

STUDIO LOGO RECESS SILL - JAMB SIM
3" = 1'-0"

4
STUDIO MIRRORS @ SOUND PARTITION

3" = 1'-0"
5

RECEPTION GLASS WALL

• REAR EXIT DOOR SHALL BE 20 MIN FIRE RATED 
(UNLESS OTHERWISE (NOTED) WITH SMOKE AND 
DRAFT GASKET ASSEMBLY AND SELF CLOSER. 
RATING LABEL TO REMAIN VISIBLE ON HINGED EDGE 
OF DOOR.

• METAL DOORS AND FRAMES ARE TO BE PAINTED 
WITH (1) COAT OIL BASE PRIMER AND AS MANY 
COATS AS NECESSARY OF OIL BASE PAINT TO 
ACHIEVE A SMOOTH, COMPLETE FINISH.

• PAINT AND LABEL EXTERIOR SIDE OF REAR EXIT 
DOOR PER LANDLORD CRITERIA.

• GC TO ADD / MODIFY HARDWARE ON EXISTING 
EXTERIOR DOORS TO PROVIDE COMPLETE 
HARDWARE SETS NOTED.

PERMANENTLY LOCK DOOR SHUT, REMOVE HARDWARE

CAP END OF FRAMING WITH BREAKMETAL TO MATCH STOREFRONT, SEAL TO 
GLAZING WITH MULLION MATE FOR FIRE AND SOUND PROTECTION

8

EXISTING STRUCTURAL COLUMN TO REMAIN WITH NEW GYP BD APPLIED, RE: 
PLAN. PAINT PT-2 WITH BASE.

9

10

11

STUDIO LOGO WALL RE: 3/A2.1

CEILING LOGO SIGN BLOCKING, RE: NOTES ON A2.4

1

2

3

4

4

4

5

6

6

6

6

7

8

9

10 10

12

12

12

12

10

11

NO. DESCRIPTION DATE
1 PERMIT 02.23.2026
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SHEET NOTES

KEYED NOTES

1

2

MILLWORK SCHEDULE

TYPE QTY DESCRIPTION

RESPONSIBILITY

O.F. C.F. O.I. C.I.

C2 1 RECEPTION DESK - VIA MILLWORK VENDOR ● ●

C3 1 A/V CREDENZA - VIA MILLWORK VENDOR ● ●

C5 1 RETAIL WALL DISPLAY CABINET - VIA MILLWORK VENDOR ● ●

C8.48 1 BENCH SEAT 48" - VIA MILLWORK VENDOR ● ●

C8.72 1 BENCH SEAT 72" - VIA MILLWORK VENDOR ● ●

FURNITURE SCHEDULE

1. VERIFY ALL DIMENSIONS WITH EQUIPMENT SUPPLIER WHERE ITEMS ARE TO BE 
BUILT-IN AND / OR CUTOUTS ARE REQUIRED FOR INSTALLATION.

2. NO PIPING, WIRE, CONDUIT, ETC. SHALL BE EXPOSED MORE THAN THE MINIMUM 
REQUIRED TO INSTALL PROPER FITTINGS AND ESCUTCHEON PLATES.

3. IT IS THE GC'S RESPONSIBILITY TO FIRMLY ANCHOR ANY EQUIPMENT WHICH IS 
REQUIRED TO BE FIXED. CAULK AND SEAL TO WALLS AND FLOOR AS REQUIRED.

4. DIMENSIONS SHOWN AT PLUMBING FIXTURES ARE TO CENTERLINE.
5. PROVIDE 1/8" PER FOOT SLOPE TO ALL FLOOR DRAINS.
6. PROVIDE PLYWOOD REINFORCING AND WOOD BLOCKING  BEHIND ALL WALL 

MOUNTED SINKS AND ALL WALL MOUNTED TOILET ROOM ACCESSORIES.
7. CONCRETE FLOORS SHALL BE FINISHED SMOOTH AND ALL EXPANSION JOINTS OR 

CRACKS  SHALL BE PROPERLY FILLED, NO OPEN CRACKS OR OPEN EXPANSION 
JOINTS ALLOWED.

8. VERIFY FINAL EQUIPMENT LOCATIONS AND DIMENSIONS WITH OWNER'S REP., 
RELATED  SUBCONTRACTORS AND/OR  EQUIPMENT SUPPLIER PRIOR TO 
FABRICATING OR INSTALLING ANY MILLWORK.

9. REFER TO FINISH LEGEND FOR INDICATION OF TYPES, COLORS, ETC.,  REFER TO 
FINISH FLOOR PLAN AND ROOM ELEVATIONS FOR EXTENT OF FINISHES.

10. ALL SIGNAGE SHALL COMPLY WITH LOCAL BUILDING CODE AND WITH THE 
APPLICABLE ANSI PROVISIONS.

11. APPLY A CLEAN, SMOOTH RAISED BEAD OF SILICONE CAULK ON ALL GAPS OR 
SEAMS  BETWEEN IMMOVABLE EQUIPMENT AND WALLS.  SEAL SPACES AROUND 
PIPES OR CONDUIT AT  ALL WALL PENETRATIONS.  FLASH, TRIM OR CAULK SPACES 
BETWEEN WALK IN REFRIGERATORS  AND ADJACENT WALLS.

12. PROVIDE ELASTOMERIC WATER-RESISTANT SEALANT AT ALL FLOOR 
PENETRATIONS AND JOINTS  AT WET AREAS.

13. ALL INTERIOR PUBLIC  AREA LIGHTING  (EXCEPT  FLUORESCENT)  SHALL BE 
DIMMED  WITH SLIDE  DIMMERS  (LUTRON OR EQUAL). 

14. ELECTRICAL CONTRACTOR SHALL SUPPLY  AND   INSTALL ALL BULBS AND  
WARRANT FOR  30 DAYS AFTER TURNOVER. 

15. ELECTRICAL  CONTRACTOR SHALL BE  REQUIRED TO  ASSEMBLE  LIGHT FIXTURES,  
REGARDLESS OF WHO  SUPPLIES  THEM.

16. ELECTRICIAN SHALL  PROVIDE DEDICATED  POWER TO EXTERIOR  SIGNS AND 
MAKE  FINAL  ELECTRICAL CONNECTION WHEN SIGNS ARE   INSTALLED. NO  
OTHER LIGHTS OR MOTORS MAY   BE ON THE SAME  CIRCUIT BREAKER OR  
MOUNTED  NEAR  TRANSFORMERS. 

17. INDIVIDUAL FIXED OR OPERABLE PANELS THAT MEET ALL OF THE FOLLOWING 
CRITERIA SHALL HAVE TEMPERED GLASS:

I) EXPOSED AREA OF AN INDIVIDUAL PANE IS GREATER THAN 9 SQUARE 
FEET, AND:

II) EXPOSED BOTTOM EDGE IS LESS THAN 18 INCHES ABOVE THE 
FLOOR, AND:

III) EXPOSED TOP EDGE IS GREATER THAN 36 INCHES ABOVE THE 
FLOOR, AND:

IV) ONE OR MORE WALKING SURFACES ARE WITHIN 36 INCHES 
HORIZONTALLY OF THE PLANE OF THE  GLAZING.

18. INTERIOR FINISHES TO MEET ASTM E84 OR UL723 CLASS B FLAME SPREAD INDEX 
26-75 & SMOKE DEVELOPED INDEX 0-450

1/4" = 1'-0"
1

FF&E PLAN

TYPE QTY DESCRIPTION

RESPONSIBILITY

O.F. C.F. O.I. C.I.

B1,B2,B3,B
4,B5,B6

14 REFORMER W/ SPARE PARTS KIT, ROPES, STRAPS, PILATES RING, 2lb
DUMBELL, 4lb DUMBELL, 8lb DUMBELL - RE: CORPORATE SPECS

● ●

B8,B10,B11 1 APPLE IMAC, KEYBOARD, MOBILE CREDIT CARD READER, PRINTER - RE:
CORPORATE SPECS

● ●

B9,B9.1 1 IPAD, POS ENCLOSURE - RE: CORPORATE SPECS ● ●

B13 1 A/V SCREEN ● ●

C1.6 18 WALL MIRROR SERIES OF 6'-0" HIGH ● ●

C2.1 1 DESK CHAIR - RE: CORPORATE SPECS ●

C6 5 LOCKER - VIA MILLWORK VENDOR - WHITE LAMINATE 14"x15"x67" W/ 4"
BASE

● ●

C9 2 METAL SHELVING UNIT ● ●

O.F. - OWNER FURNISHED

C.F. - CONTRACTOR FURNISHED
O.I. - OWNER INSTALLED

C.I. - CONTRACTOR INSTALLED

O.F. - OWNER FURNISHED

C.F. - CONTRACTOR FURNISHED
O.I. - OWNER INSTALLED

C.I. - CONTRACTOR INSTALLED

ADA/ANSI COMPLIANT 36" HIGH TRANSACTION COUNTER

MIRROR WALL WITH CONTINUOUS LED TAPE ABOVE AND BELOW, SEE 
ELEVATIONS ON SHEET A4.1 FOR ADDITIONAL INFORMATION. SEE DETAIL ON 
SHEET A2.1 FOR MIRROR ATTACHMENT

DESCRIPTION OF TASK

RESPONSIBILITY

A.V. E.C. G.C. O.F. F.C.

INSTALL AND WIRE EQUIPMENT RACK ●

PROVIDE AND INSTALL CEILING SPEAKERS ●

PROVIDE AND INSTALL EQUIPMENT RACK ●

PROVIDE AND INSTALL "WC" WALL CONTROL ●

PRE-CONFIGURE, PROGRAM AND TEST EQUIPMENT RACK AND
CONTROLS OFFSITE

●

PERFORM FINAL INSTALLATION AND COMMISSIONING ONSITE ●

RESPONSIBLE FOR FULLY FUNCTIONAL SYSTEM AFTER ITEMS
BELOW ARE PROVIDED

●

PROVIDE 120V/20A DUPLEX RECEPTACLE AT RK (CREDENZA RACK) ●

INSTALL EMT CONDUIT AND BACKBOXES PER AV DRAWINGS ●

PROVIDE AND INSTALL CABLING PER AV DRAWINGS ●

OBTAIN ALL NECESSARY LOW VOLTAGE PERMITS ●

COORDINATE SPACE FOR RK EQUIPMENT RACK ●

RECEIVE AND SECURE RACK AND SPEAKERS ONSITE ●

FIELD VERIFY REQUIRED CLEARANCE AT EACH SPEAKER POSITION ●

PROVIDE 3/4" PLYWOOD BACKING AS NOTED ON AV DRAWINGS ●

COORDINATE ISP (INTERNET SERVICE PROVIDER), NETWORK SWITCH
INSTALLATION AND CONFIGURATION

●

CONFIRM EXACT LOCATION FOR RK EQUIPMENT RACK AND WALL
CONTROLLER

●

PROVIDE NC FIRE ALARM RELAY MUTE TO CREDENZA AV RACK IF
REQUIRED BY AHJ

●

AV SCHEDULE
O.F. - OWNER REPONSIBLE

G.C. - CONTRACTOR RESPONSIBLE

F.C. - FIRE SUB RESPONSIBLE

A.V. - AV VENDOR (BY OWNER) 
   RESPONSIBLE

E.C. - ELECTRICIAN RESPONSIBLE

1

2 2 2

2

2

2

NO. DESCRIPTION DATE
1 PERMIT 02.23.2026
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1. FLOORING CONTRACTOR IS RESPONSIBLE FOR ANY AND ALL FLOOR PREP 
NECESSARY FOR ALL FLOORING.

2. REFER TO INTERIOR ELEVATIONS FOR CLARIFICATIONS.
3. RETURN ALL FINISHES TO WINDOW / DOOR FRAMES.
4. ALL CEMENTITIOUS / SANDED GROUT TO RECEIVE "AQUA MIX SEALERS CHOICE 

GOLD" SEALANT.
5. ALL SEALANTS ARE TO BE CLEAR SILICONE UNLESS OTHERWISE NOTED.
6. ALL HORIZONTAL SEAMS ARE TO BE SEALED (I.E. COUNTERTOPS, TILE AND 

STATIONARY FIXTURES, ETC.). USE CLEAR CAULK.

SHEET NOTES

KEYED NOTES

1

FINISH SCHEDULE
NOTE: RE: A4.1 FOR WALL FINISHES - FINISHES TRANSITION AT INSIDE CORNERS UNLESS NOTED OTHERWISE

TAG DESCRIPTION MANUFACTURER & COLOR, PATTERN, ETC. FINISH NOTES

FLOORING

CONC CONCRETE SLAB CLEAR SEALANT

FF-1 LUXURY VINYL JETSET PLANK - COLOR 105 PURCHASE VIA FLOORING REP. SUBFLOOR PREP  SHOULD MEET THE
GUIDELINES  OF THE LATEST EDITION OF ACI 302 AND ASTM F 710

MILLWORK

CT-1 SOLID SURFACE CORIAN - QUARTZ "GLACIER WHITE" VIA MILLWORK VENDOR

CT-2 SOLID SURFACE CORIAN - QUARTZ "ETHEREAL WHITE" VIA MILLWORK VENDOR

LAM-1 PLASTIC LAMINATE WHITE LAMINATE VIA MILLWORK VENDOR

LAM-2 PLASTIC LAMINATE WHITE LAMINATE VIA MILLWORK VENDOR

WALL BASE

BB-1 RUBBER BASE TARKETT - 6.375" WHITE/ICICLE MATTE

BB-1A STAINLESS STEEL BASE SCHLUTER 6.375" STAINLESS STEEL -BRUSHED BRUSHED

WALL COVERING

WC1 FRP MARLITE P-100 WHITE INSIDE CORNER GUARDS, USE MODEL #M350FP / 3/4" (WHITE)

WALL FINISHES

GT-1 CERAMIC WALL TILE GROUT - ARDEX "BRILLIANT WHITE"

PT-1 PAINT - PRIMARY SHERWIN WILLIAMS - "HEAVENLY WHITE" - 6553 SATIN PRIMARY WALLS; INSTALL PER MANUFACTURER SPECIFICATIONS

PT-2 PAINT - ACCENT SHERWIN WILLIAMS - "INDIGO BATIK" - 7602 SATIN ONLY WALLS BEHIND MIRRORS; INSTALL PER MANUFACTURER
SPECIFICATIONS

PT-5 PAINT - PRIMARY SHERWIN WILLIAMS - "HEAVENLY WHITE" - 6553 FLAT CEILING; INSTALL PER MANUFACTURER SPECIFICATIONS

TL-1 WALL TILE DALTILE "GLOSSY ARTIC WHITE" - 4"x8" STACK BOND GROUT GT-1, SCHLUTER DECORATIVE BORDER PROFILE - STAINLESS
STEEL BRASS AT TOP EDGE; USE MATCHING TILE COVE BASE AT
FLOOR

1/4" = 1'-0"
1

FINISH PLAN

GRAY URETHANE CAULK BETWEEN FLOORING FINISH AND THRESHOLD
(AS REQUIRED)

1

NO. DESCRIPTION DATE
1 PERMIT 02.23.2026



WC

A
4" DEEP REGRESS DOWNLIGHT
19 WATT LED

EM1
EMERGENCY LIGHT

G
LED  TAPE
RE: DETAILS

X2
EXIT SIGN \
EMERGENCY LIGHT

C
PENDANT
MIXED LENGTH HANGING 
7'-0" TO 7'-8" AFF
4 WATT

B
4" DOWNLIGHT
19 WATT LED

F
48" STRIP LIGHT
28 WATT LED

D
WALL SCONCE
15.5 WATT LED
7'-0" AFF

H
TRACK LIGHT

A

B

A.F.F.
CT-3

10' - 6"

F

F
E

Q
E

Q

EQ EQ

E
Q

E
Q

B
A.F.F.

CT-4
9' - 0"

A.F.F.
CT-4

9' - 0"

PT-1

PT-1

EM1

EM1

X2

EM1

EM1

A.F.F.
CT-1

11' - 0"

PT-1

13' - 8"

8
' -

 6
"

C

EQ EQ

9
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"

8
' -

 0
"

8
' -
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"

4
' -

 0
"

B

B

7' - 0" 7' - 0"

3
' -

 0
"

H

8' - 4"

B BB

B B B

1
0

' -
 2

"
6

' -
 0

"

9' - 0" 9' - 0" 9' - 0" 9' - 0" 6' - 0"

A

6
' -

 0
"

A

AA

AA

A A

A A

A

1
0

' -
 2

"

A

11' - 0"

W1.2

G G G

G

G

x2

x2

x2

x2

x2

x2G

G x3

9' - 1" 9' - 11" 9' - 11" 9' - 11"

EQ EQ
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TYPE DESCRIPTION MFR MODEL NOTES

CT-1 (1) LAYERS 5/8" GWB
ON USG DRYWALL
SUSPENSION SYSTEM
+ 3/8" FRT PLYWOOD
PER NOTES

USG DGW9626DM LEVEL 4 FINISH, PT-5
HANGER WIRE
SPACING AT 48"OC,
MAIN TEES SPACING
AT 24"OC AND CROSS
TEE SPACING AT
16"OC AND USE
HEAVY 12 GAUGE
HANGER WIRE TO
CARRY MORE THAN
100# LOAD PER WIRE

CT-3 LAY IN CEILING TILE IN
GRID

ARMSTRONG CALLA-2822
WHITE

DONN DX/DXL WHITE

CT-4 5/8" GWB ON 3-5/8"
MTL STUD @ 16" O.C.

BY GC BY GC LEVEL 4 FINISH, PT-1

KEYED NOTES

1

1. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR MANUFACTURER'S 
INFORMATION AND SPECIFICATIONS CONCERNING FIXTURES SHOWN ON THIS PLAN.

2. GYPSUM WALLBOARD ON ALL BULKHEADS TO EXTEND 6" ABOVE ADJACENT 
SUSPENDED GRID CEILING.

3. CEILING DIFFUSERS IN GYP CEILINGS TO BE WHITE.
4. REFER TO ELECTRICAL SHEETS FOR LIGHT FIXTURE SYMBOLS AND 

SPECIFICATIONS.
5. PROVIDE A WIRE CEILING HANGER AT EACH OF TWO DIAGONALLY OPPOSED 

CORNERS FOR EACH LAY-IN LIGHT FIXTURE AND HVAC REGISTER.

SHEET NOTESCEILING TYPE SCHEDULE

LIGHT FIXTURE KEY

2

3

4

5

6

LIGHTING PROVIDED BY
OWNER, INSTALLED BY GC

7

BULKHEAD AND SOFFIT FRAMING, RE: A2.1

GC TO PROVIDE BACKING FOR SPEAKERS, COORDINATE BLOCKING LOCATION 
WITH SOUND VENDOR

GC TO PROVIDE J-BOX FOR SPEAKER SUPPLIED BY OWNER, AND INSTALLED BY 
OWNERS VENDOR

GC TO PROVIDE ARMSTRONG CASTWORKS ROUND CORNERS, HINGED DOOR, 
UNPAINTED 24x24 MUD-IN ACCESS PANEL COORDINATED WITH SIGNAGE VENDOR 
FOR ABOVE CEILING ACCESS

RGB LIGHTS REQUIRE ELECTRICAL DRIVERS & DECODERS APPROXIMATELY 
EVERY 15FT, THEY SHOULD BE PLACED IN ARMSTRONG CASTWORKS ROUND
CORNERS, HINGED DOOR, UNPAINTED 12x12 ACCESS PANELS IN THE (4) 
CORNERS OF THE STUDIO AREA; THESE ARE ALL ITEMS PROVIDED BY THE 
LIGHTING VENDOR AND GC INSTALLED, THERE ARE APPROXIMATELY 20-30 PER 
PROJECT

Ø 12'-0" JETSET ILLUMINATED CEILING SIGN - GC TO PROVIDE 3/8" FRT PLYWOOD 
SUPPORT ABOVE GYP BD PER MANUFACTURER RECOMMENDATIONS @ 24" 
BEYOND EXTENTS, RE:A2.1 FOR LOCATION, START HANGER WIRE AT CENTER OF 
CIRCLE FOR PROPER WEIGHT DISTRIBUTION

1/4" = 1'-0"
1

REFLECTED CEILING PLAN

CEILING GRILLS & REGISTERS TO ALL BE PAINTED TO MATCH CEILING

1

1

1

1

2

33 3

3

3

4

5 5 5 56 6 6

7 7

7
7

6
5

8 FILL AND/OVER COVER ALL PIPE PENETRATIONS WITH ACOUSTICAL MATERIAL 
AND CAULK PER ACOUSTICIAN RECOMMENDATIONS

88

9 INSTALL SECONDARY ARMSTRONG CASTWORKS ROUND CORNERS, HINGED DOOR, 
UNPAINTED 24x24 MUD-IN ACCESS PANEL AS NEEDED, COORDINATED WITH HVAC 
MFG CLEARANCE REQUIREMENTS

9

9

NO. DESCRIPTION DATE
1 PERMIT 02.23.2026
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PROVIDE STAINLESS STEEL METAL SCHLUTER CAP ABOVE TILE

KEYED NOTES

1

1. GC TO PROVIDE AND INSTALL ADA RESTROOM SIGNAGE AS REQUIRED BY LOCAL 
CODE. REFER TO THIS SHEET FOR MINIMUM REQUIREMENTS.

2. REFER TO PLUMBING SHEETS FOR FULL PLUMBING AND EQUIPMENT SCHEDULES.
3. REFER TO FLOOR PLAN FOR BLOCKING REQUIREMENTS.
4. GC TO ENSURE ALL ACCESSORIES ARE INSTALLED TO MEET LOCAL ACCESSIBILITY  

REQUIREMENTS.
5. GC TO PROVIDE ADEQUATE BLOCKING BEHIND ALL RESTROOM ACCESSORIES AND 

EQUIPMENT.

SHEET NOTES

ITEM NO. QTY MANUFACTURER DESCRIPTION

TA1 2 BOBRICK 24x36 MIRROR - B165 2436

TA5 2 CINTAS (PROV BY
OWNER VENDOR,
INSTALLED BY
OWNER VENDOR)

TRASH CAN - SEE DESIGN GUIDE

TA6 2 BOBRICK 36 INCH GRAB BAR - B-9806-36 SATIN

TA7 2 BOBRICK 42 INCH GRAB BAR - B-9806-42 SATIN

TA8 2 BOBRICK 18 INCH GRAB BAR - B-9806-18 SATIN

TOILET ACCESSORIES SCHEDULE

1/2" = 1'-0"
2

ENLARGED RESTROOM PLAN

2 GC TO PROVIDE BLOCKING SHOWN AND AS REQUIRED BY MFG & CODE

3 DO NOT TILE BEHIND MIRROR, TILE TO EDGE OF MIRROR

*ALL ITEMS PROVIDED BY GC, INSTALLED BY GC U.N.O.

1/4" = 1'-0"
1

ADA FIXTURE MOUNTING HEIGHTS

3/8" = 1'-0"
6

UNISEX - TYP
3/8" = 1'-0"

3
UNISEX - TYP

3/8" = 1'-0"
4

UNISEX - TYP
3/8" = 1'-0"

5
UNISEX - TYP

1 1 1 1

2 2

2

3

NO. DESCRIPTION DATE
1 PERMIT 02.23.2026
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KEYED NOTES

1

WALL FINISH KEY RE: A2.3 FOR FULL 
SCHEDULE

TAG DESCRIPTION MANUFACTURER & COLOR, PATTERN, ETC.

BB-1 RUBBER BASE TARKETT - 6.375" WHITE/ICICLE

BB-1A STAINLESS STEEL BASE SCHLUTER 6.375" STAINLESS STEEL -BRUSHED

CT-1 SOLID SURFACE CORIAN - QUARTZ "GLACIER WHITE"

CT-2 SOLID SURFACE CORIAN - QUARTZ "ETHEREAL WHITE"

GT-1 CERAMIC WALL TILE GROUT - ARDEX "BRILLIANT WHITE"

LAM-1 PLASTIC LAMINATE WHITE LAMINATE

LAM-2 PLASTIC LAMINATE WHITE LAMINATE

PT-1 PAINT - PRIMARY SHERWIN WILLIAMS - "HEAVENLY WHITE" - 6553

PT-2 PAINT - ACCENT SHERWIN WILLIAMS - "INDIGO BATIK" - 7602

PT-5 PAINT - PRIMARY SHERWIN WILLIAMS - "HEAVENLY WHITE" - 6553

TL-1 WALL TILE DALTILE "GLOSSY ARTIC WHITE" - 4"x8"

2

3

4

SIMILAR FINISHES ON ADJACENT WALL ELEVATIONS NOT SHOWN, TYP

5

6

ADA COMPLIANT 36"H TRANSACTION COUNTER W/ 36"W ACCESS SURFACE

GC TO PROVIDE PLYWOOD BLOCKING AS SHOWN AND REQUIRED

TIMECLOCK. RE: ELEC

GC TO PROVIDE FRAMELESS 24"x24" WHITE ACCESS PANEL FOR EXTERIOR 
SIGNAGE ELECTRICAL. CONFIRM LOCATION WITH SIGNAGE VENDOR

7 RGB LIGHTS @ TOP & BOTTOM OF MIRROR, RE: 4/A2.1

TV WALL, GC TO PROVIDE BLOCKING AS REQUIRED - GC TO INSTALL
BLACK TV BRACKET & OWNER PROVIDED TV, GC TO MODIFY TV WALL AS 
REQUIRED TO ACCOMMODATE BRACKET AND TV SIZE - OPENING IN FEATURE 
WALL TO BE 24"W X 39"H X 3"D @ 74" TO BOTTOM, GC TO CONFIRM FINAL SIZE 
AND LOCATION PRIOR TO MODIFICATION

1/4" = 1'-0"
1

ENTRANCE
1/4" = 1'-0"

2
RECEPTION

1/4" = 1'-0"
5

FITNESS

1/4" = 1'-0"
3

RETAIL - A/V CREDENZA

1/4" = 1'-0"
4

LOGO WALL

1/4" = 1'-0"
6

FITNESS - RETAIL

1/4" = 1'-0"
7

STORAGE - TYP

1 1

1

1

1

1 1 1 1

1 1

2

3 3 3 3

4

5

6

7

7

7

7

7

7

7

7
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