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Savaria® V-1504 Vertical Platform Lift
V E R S A T I L I T Y  F O R  A N Y  A P P L I C A T I O N 

Suitable for virtually any 

architectural requirements 

including public spaces and 

home use

Ideal for indoor or outdoor 

applications from basic 

installations to large-scale, 

complex projects

Finish options including 

frameless glass for the 

ultimate in luxury for upscale 

commercial applications

The Savaria V-1504 vertical platform lift is built to carry a wheelchair 

and passenger safely up and down one or more levels. 

Suitable for installations in public and commercial buildings, as well 

as private homes, this Savaria lift features an extremely versatile 

design that can be con�gured and customized to suit virtually 

any project requirements and aesthetic needs. From the rugged 

outdoors, to the most luxurious o�ce tower lobbies, the Savaria 

V-1504 lift is ready to serve with its reliable performance, ease of 

use and range of �nish options.



Installation notes:

1   Interior application with optional  
black powder coat. Upper landing  
gate with glass insert.

2   Unenclosed, indoor application  
in optional white with platform  
gate and acrylic insert.  
(courtesy of Eastern Elevator)

3   Prestige Frameless model with  
tempered glass and stainless steel.  
(courtesy of Mobility Elevator & L�Jft)

4   Hoistway application with melamine 
antique white cab panels. 

5  Tall enclosure with acrylic inserts,  
      shown in standard beige, outdoor      
      stadium application.

6    Aluminum enclosure with outdoor 
package and full-sized door.  
(courtesy of Access Lifts & Service)

STANDARD �V�1504 STD�
Ideal for basic commercial applications and home use, this lift can be used indoors 
and outdoors to travel a standard 48" with 2 stops or optionally more distance and 
stops. The standard unit can also be installed inside a constructed hoistway. 

ALUMINUM/ACRYLIC MODEL �V�1504 ALPE�
The aluminum enclosure model can be ordered with an outdoor package that 
features zinc-coated corrosion resistant steel parts. The acrylic model can be 
optionally ordered with tempered or laminated glass inserts. The active ventilation 
system keeps the inside comfortable and the gates and door can be motorized.

LUXURY FRAMED �V�1504 LUX� 
The Lux features an enclosure frame with stainless steel No. 4 �nish and tempered 
or laminated glass inserts, making it a beautiful complement for lobbies and 
interior public buildings.

PRESTIGE FRAMELESS �V�1504 PRESTIGE�
The two-stop Prestige lift features 1/2" structural tempered or laminated glass with  
almost invisible framing. The tower can be �nished in stainless steel or custom 
powder coat, making this lift the ultimate statement for barrier-free access in 
interior settings.

The Savaria V-1504 vertical platform lift is available in a  

range of base models, all with options and con�gurations  

for customization to your needs. 

SMOOTH HYDRAULIC  EXTENSIVE FINISH EASY OPERATION 
2:1 CHAIN DRIVE SYSTEM OPTIONS On-board controls operate the lift easily 
The lift provides a high e�ciency, reliable Choose standard beige powder coat, with constant pressure. Optional call/
and comfortable ride. select from the optional color �nishes, send stations can be added with or 

or even request your own custom color. without key access. Add an optional 

LARGE PLATFORM Enclose your lift with acrylic or glass joystick, 60 mm buttons, or additional 

FOR EASY ACCESS panels. operating panel to add even more 
�exibility for user needs. The standard platform is 36" by 54" (ADA 

compliant), and custom platform sizes EMERGENCY BACK�UP 
are also available. The non-skid surface MACHINE ROOMLESS SYSTEMS 
provides added safety. The Savaria V-1504 does not require In addition to a manual lowering system, 

a machine room to house the drive the lift features a DC battery powered FLEXIBLE DESIGN component, simplifying the installation lowering system for use in the event 
Con�gure up to 23' of travel distance* process. Alternatively, the drive system of a power failure. Optionally, a battery 
with up to four stops, with a full range can be located in a remote machine back-up operating system can be added 
of entrance and exit con�gurations room for ultra-quiet operation. to allow full functionality of the lift for 
available. 

emergencies. *  consult your authorized Savaria dealer for 
complete speci�cations applicable to your 
local code requirements

1  2 3

64 5

SAVARIA® V�1504 VERTICAL PLATFORM LIFT 

Every Savaria V-1504 model is driven by our reliable hydraulic system and can be 
con�gured speci�cally for your needs. The lift travels up and down a rail system enclosed 
in the lift tower. The tower is supported with attachment to an existing wall support or 
through a constructed hoistway. Because the drive system is contained within the lift 
tower, no additional machine room is required for installation.









Toilet 
Partitions











48 
HOURS

Shipped In

ß-accuratepartitions.com

Solid Plastic (HDPE) partitions are water resistant and una�ected 
by steam or high humidity. ASI solid plastic partitions have passed 
the NFPA 286 �re test standard. 

ENVIRONMENTALLY SAFE– 
MILDEW, RUST, GRAFFITI 
AND IMPACT RESISTANT

COLORS, FINISHES, STYLES + SIZES 
Solid Plastic partitions in Blue 9509, see colors on pages 18-19. 
For con�guration styles, see pages 20-21 and sizes on the  
Material Selection Guide.
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SOLID PLASTIC (HDPE) PARTITIONS



SIX DISTINCT MATERIALS 
TO MATCH ANY AESTHETIC 
AND PERFORMANCE NEED

Stainless Steel

ASI�s stainless steel metal partitions 
are manufactured with Integrated 
Privacy� and complement any 
design scheme. By adding a 
textured finish, increased  
resistance to vandalism can  
be achieved. Available in all 
mounting styles.

Solid Plastic (HDPE)

Highly resistant to common 
cleaning agents as well as to 
moisture, mildew, and graffiti. Ideal 
choice for busy public facilities and 
high humidity applications�never 
needs painting and will not easily 
dent, rust, or delaminate. Available 
in a wide variety of colors and 
mounting styles. Floor Anchored/
Overhead Braced, Ceiling  
Hung, and Floor to Ceiling  
Anchored styles.

Powder Coated Steel

ASI�s powder coated metal 
partitions are manufactured with 
Integrated Privacy�. Thermoset 
hybrid powder coating on these 
galvannealed steel partitions 
provide quality and economy.  
The finish is resistant to wear, 
fading, and scuffing. It is easily 
cleaned and wiped dry. Available  
in all mounting styles.

ASI ACCURATE MATERIAL SELECTION

Warranty 5 years* Warranty 25 years* Warranty 3 years*
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STANDARD FINISH:

#4 Satin Diamond Leather Grain

asi-accuratepartitions.com 17

PHENOLIC

Ivory Essence
Speckle 9500*

Metallic Silver 9511

Metallic Bronze 9513Caramel 9658 Mocha 9212

Hunter Green 9508

Hammered†† Pebble Grained

Azure 9231

Charcoal 9237Moss 9233

Blue 9509 Black Confetti 9217*Burgundy 9211 Black 9205

Grey 9200 Folkstone Gray 9400* Olive 9223Cream 9235White 9201

COLOR SELECTION:

AVAILABLE FINISHES:

Tough Texture� (TT)††

48 
HOURS

Shipped In

48 
HOURS

Shipped In

19

Stainless Steel 48 hour shipping available only in #4 Satin �nish.

Available in all non-metallic colors. Stocked in silver and bronze.  
Available in all non-speckled colors  
with additional lead time and 
required minimums.

Available in all non-speckled colors  
with additional lead time and 
required minimums.

48 
HOURS

Shipped In

STAINLESS STEEL**

BLACK CORE SELECTION:**  Price Index: $

SOLID PLASTIC (HDPE)**

	 �� Compartments limits also apply to the non-stocked colors.

   		 Actual colors may vary slightly from those shown due to limitations in the printing process. If color is 	
		  important request color samples prior to ordering. Colors are subject to change without notice.

	 *Directional Pattern�Pattern on panels over 60� wide will run perpendicular to pattern on doors 
		  and pilasters. Patterns shown cropped from full size sheet, contact us for additional references.

** Additional charges for non-standard colors, including White 1050.

Taupe 9096 Dove Gray 3010Silver Gray 3000 Graphite Gra�x 3020

*Neo Walnut 7954

*Weathered Ash 9842

Pastel Grey 3074

Graphite 2150

*Burnt Strand 5107

Dark Grey 3871

*Asian Night 9550

Black 2000C

*Kingswood 
  Walnut 9218

Charcoal 3077

*White Ash 1841

*Aged Ash 9844

Sahara Beige 4816

COLOR-THRU� SELECTION:** (Not available in 48 hours) Price Index: $$$$$

Folkstone Celesta 3300

*Silver Oak Ply 9203Graphite Blue 6944



Floor Anchored/Overhead Braced

This economical and sturdy mounting style  
installs just about anywhere. An anodized 
aluminum anti-grip head rail secures partitions 
firmly to the walls.

Floor to Ceiling Anchored

This mounting style is extremely stable and durable 
as pilasters are anchored into both the concrete 
floor and the structural ceiling support. 

Floor Anchored

Simplified construction permits ease of installation 
anywhere. For concrete floors only: 2" minimum 
penetration into floor required.

Ceiling Hung

When used together with wall-hung fixtures,  
the entire floor is accessible for efficient cleaning. 
Structural steel ceiling supports are necessary  
to assure proper installation.

ASI ACCURATE STYLES
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