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3.14.2, 6.2.4, 10.2.1.2, 10.2.5, 10.4, 12.2.4
Damage to the Work
3.14.2, 9.9.1, 10.2.1.2, 10.2.5, 10.4, 12.2.4
Damages, Claims for
3.2.4, 3.18, 6.1.1, 8.3.3, 9.5.1, 9.6.7, 10.3.3, 11.3.2,
11.3, 14.2.4, 15.1.7
Damages for Delay
6.2.3, 8.3.3, 9.5.1.6, 9.7, 10.3.2, 14.3.2
Date of Commencement of the Work, Definition of
8.1.2
Date of Substantial Completion, Definition of
8.1.3
Day, Definition of
8.1.4
Decisions of the Architect
3.7.4, 4.2.6, 4.2.7, 4.2.11, 4.2.12, 4.2.13, 6.3, 7.3.4,
7.3.9, 8.1.3, 8.3.1, 9.2, 9.4, 9.5.1, 9.8.4, 9.9.1, 13.4.2,
14.2.2, 14.2.4, 15.1, 15.2

Decisions to Withhold Certification
9.4.1, 9.5, 9.7, 14.1.1.3
Defective or Nonconforming Work, Acceptance,
Rejection and Correction of
2.5, 3.5, 4.2.6, 6.2.3, 9.5.1, 9.5.3, 9.6.6, 9.8.2, 9.9.3,
9.10.4, 12.2.1
Definitions
1.1, 2.1.1, 3.1.1, 3.5, 3.12.1, 3.12.2, 3.12.3, 4.1.1, 5.1,
6.1.2, 7.2.1, 7.3.1, 8.1, 9.1, 9.8.1, 15.1.1
Delays and Extensions of Time
3.2, 3.7.4, 5.2.3, 7.2.1, 7.3.1, 7.4, 8.3, 9.5.1, 9.7,
10.3.2, 10.4, 14.3.2, 15.1.6, 15.2.5
Digital Data Use and Transmission
1.7
Disputes
6.3, 7.3.9, 15.1, 15.2
Documents and Samples at the Site
3.11
Drawings, Definition of
1.1.5
Drawings and Specifications, Use and Ownership of
3.11
Effective Date of Insurance
8.2.2
Emergencies
10.4, 14.1.1.2, 15.1.5
Employees, Contractor’s
3.3.2, 3.4.3, 3.8.1, 3.9, 3.18.2, 4.2.3, 4.2.6, 10.2,
10.3.3, 11.3, 14.1, 14.2.1.1
Equipment, Labor, or Materials
1.1.3, 1.1.6, 3.4, 3.5, 3.8.2, 3.8.3, 3.12, 3.13, 3.15.1,
4.2.6, 4.2.7, 5.2.1, 6.2.1, 7.3.4, 9.3.2, 9.3.3, 9.5.1.3,
9.10.2, 10.2.1, 10.2.4, 14.2.1.1, 14.2.1.2
Execution and Progress of the Work
1.1.3, 1.2.1, 1.2.2, 2.3.4, 2.3.6, 3.1, 3.3.1, 3.4.1, 3.7.1,
3.10.1, 3.12, 3.14, 4.2, 6.2.2, 7.1.3, 7.3.6, 8.2, 9.5.1,
9.9.1, 10.2, 10.3, 12.1, 12.2, 14.2, 14.3.1, 15.1.4
Extensions of Time
3.2.4, 3.7.4, 5.2.3, 7.2.1, 7.3, 7.4, 9.5.1, 9.7, 10.3.2,
10.4, 14.3, 15.1.6, 15.2.5
Failure of Payment
9.5.1.3, 9.7, 9.10.2, 13.5, 14.1.1.3, 14.2.1.2
Faulty Work
(See Defective or Nonconforming Work)
Final Completion and Final Payment
4.2.1, 4.2.9, 9.8.2, 9.10, 12.3, 14.2.4, 14.4.3
Financial Arrangements, Owner’s
2.2.1, 13.2.2, 14.1.1.4
GENERAL PROVISIONS
1
Governing Law
13.1
Guarantees (See Warranty)
Hazardous Materials and Substances
10.2.4, 10.3
Identification of Subcontractors and Suppliers
5.2.1
Indemnification
3.17, 3.18, 9.6.8, 9.10.2, 10.3.3, 11.3
Information and Services Required of the Owner
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2.1.2, 2.2, 2.3, 3.2.2, 3.12.10.1, 6.1.3, 6.1.4, 6.2.5,
9.6.1, 9.9.2, 9.10.3, 10.3.3, 11.2, 13.4.1, 13.4.2,
14.1.1.4, 14.1.4, 15.1.4
Initial Decision
15.2
Initial Decision Maker, Definition of
1.1.8
Initial Decision Maker, Decisions
14.2.4, 15.1.4.2, 15.2.1, 15.2.2, 15.2.3, 15.2.4, 15.2.5
Initial Decision Maker, Extent of Authority
14.2.4, 15.1.4.2, 15.2.1, 15.2.2, 15.2.3, 15.2.4, 15.2.5
Injury or Damage to Person or Property
10.2.8, 10.4
Inspections
3.1.3, 3.3.3, 3.7.1, 4.2.2, 4.2.6, 4.2.9, 9.4.2, 9.8.3,
9.9.2, 9.10.1, 12.2.1, 13.4
Instructions to Bidders
1.1.1
Instructions to the Contractor
3.2.4, 3.3.1, 3.8.1, 5.2.1, 7, 8.2.2, 12, 13.4.2
Instruments of Service, Definition of
1.1.7
Insurance
6.1.1, 7.3.4, 8.2.2, 9.3.2, 9.8.4, 9.9.1, 9.10.2, 10.2.5,
11
Insurance, Notice of Cancellation or Expiration
11.1.4, 11.2.3
Insurance, Contractor’s Liability
11.1
Insurance, Effective Date of
8.2.2, 14.4.2
Insurance, Owner’s Liability
11.2
Insurance, Property
10.2.5, 11.2, 11.4, 11.5
Insurance, Stored Materials
9.3.2
INSURANCE AND BONDS
11
Insurance Companies, Consent to Partial Occupancy
9.9.1
Insured loss, Adjustment and Settlement of
11.5
Intent of the Contract Documents
1.2.1, 4.2.7, 4.2.12, 4.2.13
Interest
13.5
Interpretation
1.1.8, 1.2.3, 1.4, 4.1.1, 5.1, 6.1.2, 15.1.1
Interpretations, Written
4.2.11, 4.2.12
Judgment on Final Award
15.4.2
Labor and Materials, Equipment
1.1.3, 1.1.6, 3.4, 3.5, 3.8.2, 3.8.3, 3.12, 3.13, 3.15.1,
5.2.1, 6.2.1, 7.3.4, 9.3.2, 9.3.3, 9.5.1.3, 9.10.2, 10.2.1,
10.2.4, 14.2.1.1, 14.2.1.2
Labor Disputes
8.3.1
Laws and Regulations

1.5, 2.3.2, 3.2.3, 3.2.4, 3.6, 3.7, 3.12.10, 3.13, 9.6.4,
9.9.1, 10.2.2, 13.1, 13.3.1, 13.4.2, 13.5, 14, 15.2.8,
15.4
Liens
2.1.2, 9.3.1, 9.3.3, 9.6.8, 9.10.2, 9.10.4, 15.2.8
Limitations, Statutes of
12.2.5, 15.1.2, 15.4.1.1
Limitations of Liability
3.2.2, 3.5, 3.12.10, 3.12.10.1, 3.17, 3.18.1, 4.2.6,
4.2.7, 6.2.2, 9.4.2, 9.6.4, 9.6.7, 9.6.8, 10.2.5, 10.3.3,
11.3, 12.2.5, 13.3.1
Limitations of Time
2.1.2, 2.2, 2.5, 3.2.2, 3.10, 3.11, 3.12.5, 3.15.1, 4.2.7,
5.2, 5.3, 5.4.1, 6.2.4, 7.3, 7.4, 8.2, 9.2, 9.3.1, 9.3.3,
9.4.1, 9.5, 9.6, 9.7, 9.8, 9.9, 9.10, 12.2, 13.4, 14, 15,
15.1.2, 15.1.3, 15.1.5
Materials, Hazardous
10.2.4, 10.3
Materials, Labor, Equipment and
1.1.3, 1.1.6, 3.4.1, 3.5, 3.8.2, 3.8.3, 3.12, 3.13, 3.15.1,
5.2.1, 6.2.1, 7.3.4, 9.3.2, 9.3.3, 9.5.1.3, 9.10.2,
10.2.1.2, 10.2.4, 14.2.1.1, 14.2.1.2
Means, Methods, Techniques, Sequences and
Procedures of Construction
3.3.1, 3.12.10, 4.2.2, 4.2.7, 9.4.2
Mechanic’s Lien
2.1.2, 9.3.1, 9.3.3, 9.6.8, 9.10.2, 9.10.4, 15.2.8
Mediation
8.3.1, 15.1.3.2, 15.2.1, 15.2.5, 15.2.6, 15.3, 15.4.1,
15.4.1.1
Minor Changes in the Work
1.1.1, 3.4.2, 3.12.8, 4.2.8, 7.1, 7.4
MISCELLANEOUS PROVISIONS
13
Modifications, Definition of
1.1.1
Modifications to the Contract
1.1.1, 1.1.2, 2.5, 3.11, 4.1.2, 4.2.1, 5.2.3, 7, 8.3.1, 9.7,
10.3.2
Mutual Responsibility
6.2
Nonconforming Work, Acceptance of
9.6.6, 9.9.3, 12.3
Nonconforming Work, Rejection and Correction of
2.4, 2.5, 3.5, 4.2.6, 6.2.4, 9.5.1, 9.8.2, 9.9.3, 9.10.4,
12.2
Notice
1.6, 1.6.1, 1.6.2, 2.1.2, 2.2.2., 2.2.3, 2.2.4, 2.5, 3.2.4,
3.3.1, 3.7.4, 3.7.5, 3.9.2, 3.12.9, 3.12.10, 5.2.1, 7.4,
8.2.2 9.6.8, 9.7, 9.10.1, 10.2.8, 10.3.2, 11.5, 12.2.2.1,
13.4.1, 13.4.2, 14.1, 14.2.2, 14.4.2, 15.1.3, 15.1.5,
15.1.6, 15.4.1
Notice of Cancellation or Expiration of Insurance
11.1.4, 11.2.3
Notice of Claims
1.6.2, 2.1.2, 3.7.4, 9.6.8, 10.2.8, 15.1.3, 15.1.5,
15.1.6, 15.2.8, 15.3.2, 15.4.1
Notice of Testing and Inspections
13.4.1, 13.4.2
Observations, Contractor’s
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3.2, 3.7.4
Occupancy
2.3.1, 9.6.6, 9.8
Orders, Written
1.1.1, 2.4, 3.9.2, 7, 8.2.2, 11.5, 12.1, 12.2.2.1, 13.4.2,
14.3.1
OWNER
2
Owner, Definition of
2.1.1
Owner, Evidence of Financial Arrangements
2.2, 13.2.2, 14.1.1.4
Owner, Information and Services Required of the
2.1.2, 2.2, 2.3, 3.2.2, 3.12.10, 6.1.3, 6.1.4, 6.2.5,
9.3.2, 9.6.1, 9.6.4, 9.9.2, 9.10.3, 10.3.3, 11.2, 13.4.1,
13.4.2, 14.1.1.4, 14.1.4, 15.1.4
Owner’s Authority
1.5, 2.1.1, 2.3.32.4, 2.5, 3.4.2, 3.8.1, 3.12.10, 3.14.2,
4.1.2, 4.2.4, 4.2.9, 5.2.1, 5.2.4, 5.4.1, 6.1, 6.3, 7.2.1,
7.3.1, 8.2.2, 8.3.1, 9.3.2, 9.5.1, 9.6.4, 9.9.1, 9.10.2,
10.3.2, 11.4, 11.5, 12.2.2, 12.3, 13.2.2, 14.3, 14.4,
15.2.7
Owner’s Insurance
11.2
Owner’s Relationship with Subcontractors
1.1.2, 5.2, 5.3, 5.4, 9.6.4, 9.10.2, 14.2.2
Owner’s Right to Carry Out the Work
2.5, 14.2.2
Owner’s Right to Clean Up
6.3
Owner’s Right to Perform Construction and to
Award Separate Contracts
6.1
Owner’s Right to Stop the Work
2.4
Owner’s Right to Suspend the Work
14.3
Owner’s Right to Terminate the Contract
14.2, 14.4
Ownership and Use of Drawings, Specifications
and Other Instruments of Service
1.1.1, 1.1.6, 1.1.7, 1.5, 2.3.6, 3.2.2, 3.11, 3.17, 4.2.12,
5.3
Partial Occupancy or Use
9.6.6, 9.9
Patching, Cutting and
3.14, 6.2.5
Patents
3.17
Payment, Applications for
4.2.5, 7.3.9, 9.2, 9.3, 9.4, 9.5, 9.6.3, 9.7, 9.8.5, 9.10.1,
14.2.3, 14.2.4, 14.4.3
Payment, Certificates for
4.2.5, 4.2.9, 9.3.3, 9.4, 9.5, 9.6.1, 9.6.6, 9.7, 9.10.1,
9.10.3, 14.1.1.3, 14.2.4
Payment, Failure of
9.5.1.3, 9.7, 9.10.2, 13.5, 14.1.1.3, 14.2.1.2
Payment, Final
4.2.1, 4.2.9, 9.10, 12.3, 14.2.4, 14.4.3
Payment Bond, Performance Bond and

7.3.4.4, 9.6.7, 9.10.3, 11.1.2
Payments, Progress
9.3, 9.6, 9.8.5, 9.10.3, 14.2.3, 15.1.4
PAYMENTS AND COMPLETION
9
Payments to Subcontractors
5.4.2, 9.5.1.3, 9.6.2, 9.6.3, 9.6.4, 9.6.7, 14.2.1.2
PCB
10.3.1
Performance Bond and Payment Bond
7.3.4.4, 9.6.7, 9.10.3, 11.1.2
Permits, Fees, Notices and Compliance with Laws
2.3.1, 3.7, 3.13, 7.3.4.4, 10.2.2
PERSONS AND PROPERTY, PROTECTION
OF
10
Polychlorinated Biphenyl
10.3.1
Product Data, Definition of
3.12.2
Product Data and Samples, Shop Drawings
3.11, 3.12, 4.2.7
Progress and Completion
4.2.2, 8.2, 9.8, 9.9.1, 14.1.4, 15.1.4
Progress Payments
9.3, 9.6, 9.8.5, 9.10.3, 14.2.3, 15.1.4
Project, Definition of
1.1.4
Project Representatives
4.2.10
Property Insurance
10.2.5, 11.2
Proposal Requirements
1.1.1
PROTECTION OF PERSONS AND PROPERTY
10
Regulations and Laws
1.5, 2.3.2, 3.2.3, 3.6, 3.7, 3.12.10, 3.13, 9.6.4, 9.9.1,
10.2.2, 13.1, 13.3, 13.4.1, 13.4.2, 13.5, 14, 15.2.8,
15.4
Rejection of Work
4.2.6, 12.2.1
Releases and Waivers of Liens
9.3.1, 9.10.2
Representations
3.2.1, 3.5, 3.12.6, 8.2.1, 9.3.3, 9.4.2, 9.5.1, 9.10.1
Representatives
2.1.1, 3.1.1, 3.9, 4.1.1, 4.2.10, 13.2.1
Responsibility for Those Performing the Work
3.3.2, 3.18, 4.2.2, 4.2.3, 5.3, 6.1.3, 6.2, 6.3, 9.5.1, 10
Retainage
9.3.1, 9.6.2, 9.8.5, 9.9.1, 9.10.2, 9.10.3
Review of Contract Documents and Field
Conditions by Contractor
3.2, 3.12.7, 6.1.3
Review of Contractor’s Submittals by Owner and
Architect
3.10.1, 3.10.2, 3.11, 3.12, 4.2, 5.2, 6.1.3, 9.2, 9.8.2
Review of Shop Drawings, Product Data and
Samples by Contractor
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3.12
Rights and Remedies
1.1.2, 2.4, 2.5, 3.5, 3.7.4, 3.15.2, 4.2.6, 5.3, 5.4, 6.1,
6.3, 7.3.1, 8.3, 9.5.1, 9.7, 10.2.5, 10.3, 12.2.1, 12.2.2,
12.2.4, 13.3, 14, 15.4
Royalties, Patents and Copyrights
3.17
Rules and Notices for Arbitration
15.4.1
Safety of Persons and Property
10.2, 10.4
Safety Precautions and Programs
3.3.1, 4.2.2, 4.2.7, 5.3, 10.1, 10.2, 10.4
Samples, Definition of
3.12.3
Samples, Shop Drawings, Product Data and
3.11, 3.12, 4.2.7
Samples at the Site, Documents and
3.11
Schedule of Values
9.2, 9.3.1
Schedules, Construction
3.10, 3.12.1, 3.12.2, 6.1.3, 15.1.6.2
Separate Contracts and Contractors
1.1.4, 3.12.5, 3.14.2, 4.2.4, 4.2.7, 6, 8.3.1, 12.1.2
Separate Contractors, Definition of
6.1.1
Shop Drawings, Definition of
3.12.1
Shop Drawings, Product Data and Samples
3.11, 3.12, 4.2.7
Site, Use of
3.13, 6.1.1, 6.2.1
Site Inspections
3.2.2, 3.3.3, 3.7.1, 3.7.4, 4.2, 9.9.2, 9.4.2, 9.10.1, 13.4
Site Visits, Architect’s
3.7.4, 4.2.2, 4.2.9, 9.4.2, 9.5.1, 9.9.2, 9.10.1, 13.4
Special Inspections and Testing
4.2.6, 12.2.1, 13.4
Specifications, Definition of
1.1.6
Specifications
1.1.1, 1.1.6, 1.2.2, 1.5, 3.12.10, 3.17, 4.2.14
Statute of Limitations
15.1.2, 15.4.1.1
Stopping the Work
2.2.2, 2.4, 9.7, 10.3, 14.1
Stored Materials
6.2.1, 9.3.2, 10.2.1.2, 10.2.4
Subcontractor, Definition of
5.1.1
SUBCONTRACTORS
5
Subcontractors, Work by
1.2.2, 3.3.2, 3.12.1, 3.18, 4.2.3, 5.2.3, 5.3, 5.4,
9.3.1.2, 9.6.7
Subcontractual Relations
5.3, 5.4, 9.3.1.2, 9.6, 9.10, 10.2.1, 14.1, 14.2.1
Submittals

3.10, 3.11, 3.12, 4.2.7, 5.2.1, 5.2.3, 7.3.4, 9.2, 9.3,
9.8, 9.9.1, 9.10.2, 9.10.3
Submittal Schedule
3.10.2, 3.12.5, 4.2.7
Subrogation, Waivers of
6.1.1, 11.3
Substances, Hazardous
10.3
Substantial Completion
4.2.9, 8.1.1, 8.1.3, 8.2.3, 9.4.2, 9.8, 9.9.1, 9.10.3,
12.2, 15.1.2
Substantial Completion, Definition of
9.8.1
Substitution of Subcontractors
5.2.3, 5.2.4
Substitution of Architect
2.3.3
Substitutions of Materials
3.4.2, 3.5, 7.3.8
Sub-subcontractor, Definition of
5.1.2
Subsurface Conditions
3.7.4
Successors and Assigns
13.2
Superintendent
3.9, 10.2.6
Supervision and Construction Procedures
1.2.2, 3.3, 3.4, 3.12.10, 4.2.2, 4.2.7, 6.1.3, 6.2.4,
7.1.3, 7.3.4, 8.2, 8.3.1, 9.4.2, 10, 12, 14, 15.1.4
Suppliers
1.5, 3.12.1, 4.2.4, 4.2.6, 5.2.1, 9.3, 9.4.2, 9.5.4, 9.6,
9.10.5, 14.2.1
Surety
5.4.1.2, 9.6.8, 9.8.5, 9.10.2, 9.10.3, 11.1.2, 14.2.2,
15.2.7
Surety, Consent of
9.8.5, 9.10.2, 9.10.3
Surveys
1.1.7, 2.3.4
Suspension by the Owner for Convenience
14.3
Suspension of the Work
3.7.5, 5.4.2, 14.3
Suspension or Termination of the Contract
5.4.1.1, 14
Taxes
3.6, 3.8.2.1, 7.3.4.4
Termination by the Contractor
14.1, 15.1.7
Termination by the Owner for Cause
5.4.1.1, 14.2, 15.1.7
Termination by the Owner for Convenience
14.4
Termination of the Architect
2.3.3
Termination of the Contractor Employment
14.2.2
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TERMINATION OR SUSPENSION OF THE
CONTRACT
14
Tests and Inspections
3.1.3, 3.3.3, 3.7.1, 4.2.2, 4.2.6, 4.2.9, 9.4.2, 9.8.3,
9.9.2, 9.10.1, 10.3.2, 12.2.1, 13.4
TIME
8
Time, Delays and Extensions of
3.2.4, 3.7.4, 5.2.3, 7.2.1, 7.3.1, 7.4, 8.3, 9.5.1, 9.7,
10.3.2, 10.4, 14.3.2, 15.1.6, 15.2.5
Time Limits
2.1.2, 2.2, 2.5, 3.2.2, 3.10, 3.11, 3.12.5, 3.15.1, 4.2,
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ARTICLE 1   GENERAL PROVISIONS
§ 1.1 Basic Definitions
§ 1.1.1 The Contract Documents
The Contract Documents are enumerated in the Agreement between the Owner and Contractor (hereinafter the
Agreement) and consist of the Agreement, Conditions of the Contract (General, Supplementary and other
Conditions), Drawings, Specifications, Addenda issued prior to execution of the Contract, other documents listed in
the Agreement, and Modifications issued after execution of the Contract. A Modification is (1) a written amendment
to the Contract signed by both parties, (2) a Change Order, (3) a Construction Change Directive, or (4) a written
order for a minor change in the Work issued by the Architect. Unless specifically enumerated in the Agreement, the
Contract Documents do not include the advertisement or invitation to bid, Instructions to Bidders, sample forms,
other information furnished by the Owner in anticipation of receiving bids or proposals, the Contractor’s bid or
proposal, or portions of Addenda relating to bidding or proposal requirements.

§ 1.1.2 The Contract
The Contract Documents form the Contract for Construction. The Contract represents the entire and integrated
agreement between the parties hereto and supersedes prior negotiations, representations, or agreements, either
written or oral. The Contract may be amended or modified only by a Modification. The Contract Documents shall
not be construed to create a contractual relationship of any kind (1) between the Contractor and the Architect or the
Architect’s consultants, (2) between the Owner and a Subcontractor or a Sub-subcontractor, (3) between the Owner
and the Architect or the Architect’s consultants, or (4) between any persons or entities other than the Owner and the
Contractor. The Architect shall, however, be entitled to performance and enforcement of obligations under the
Contract intended to facilitate performance of the Architect’s duties.

§ 1.1.3 The Work
The term “Work” means the construction and services required by the Contract Documents, whether completed or
partially completed, and includes all other labor, materials, equipment, and services provided or to be provided by
the Contractor to fulfill the Contractor’s obligations. The Work may constitute the whole or a part of the Project.

§ 1.1.4 The Project
The Project is the total construction of which the Work performed under the Contract Documents may be the whole
or a part and which may include construction by the Owner and by Separate Contractors.

§ 1.1.5 The Drawings
The Drawings are the graphic and pictorial portions of the Contract Documents showing the design, location and
dimensions of the Work, generally including plans, elevations, sections, details, schedules, and diagrams.

§ 1.1.6 The Specifications
The Specifications are that portion of the Contract Documents consisting of the written requirements for materials,
equipment, systems, standards and workmanship for the Work, and performance of related services.

§ 1.1.7 Instruments of Service
Instruments of Service are representations, in any medium of expression now known or later developed, of the
tangible and intangible creative work performed by the Architect and the Architect’s consultants under their
respective professional services agreements. Instruments of Service may include, without limitation, studies,
surveys, models, sketches, drawings, specifications, and other similar materials.

§ 1.1.8 Initial Decision Maker
The Initial Decision Maker is the person identified in the Agreement to render initial decisions on Claims in
accordance with Section 15.2. The Initial Decision Maker shall not show partiality to the Owner or Contractor and
shall not be liable for results of interpretations or decisions rendered in good faith.

§ 1.2 Correlation and Intent of the Contract Documents
§ 1.2.1 The intent of the Contract Documents is to include all items necessary for the proper execution and
completion of the Work by the Contractor. The Contract Documents are complementary, and what is required by
one shall be as binding as if required by all; performance by the Contractor shall be required only to the extent
consistent with the Contract Documents and reasonably inferable from them as being necessary to produce the
indicated results.
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§ 1.2.1.1 The invalidity of any provision of the Contract Documents shall not invalidate the Contract or its remaining
provisions. If it is determined that any provision of the Contract Documents violates any law, or is otherwise invalid
or unenforceable, then that provision shall be revised to the extent necessary to make that provision legal and
enforceable. In such case the Contract Documents shall be construed, to the fullest extent permitted by law, to give
effect to the parties’ intentions and purposes in executing the Contract.

§ 1.2.2 Organization of the Specifications into divisions, sections and articles, and arrangement of Drawings shall not
control the Contractor in dividing the Work among Subcontractors or in establishing the extent of Work to be
performed by any trade.

§ 1.2.3 Unless otherwise stated in the Contract Documents, words that have well-known technical or construction
industry meanings are used in the Contract Documents in accordance with such recognized meanings.

§ 1.3 Capitalization
Terms capitalized in these General Conditions include those that are (1) specifically defined, (2) the titles of
numbered articles, or (3) the titles of other documents published by the American Institute of Architects.

§ 1.4 Interpretation
In the interest of brevity the Contract Documents frequently omit modifying words such as “all” and “any” and
articles such as “the” and “an,” but the fact that a modifier or an article is absent from one statement and appears in
another is not intended to affect the interpretation of either statement.

§ 1.5 Ownership and Use of Drawings, Specifications, and Other Instruments of Service
§ 1.5.1 The Architect and the Architect’s consultants shall be deemed the authors and owners of their respective
Instruments of Service, including the Drawings and Specifications, and retain all common law, statutory, and other
reserved rights in their Instruments of Service, including copyrights. The Contractor, Subcontractors, Sub-
subcontractors, and suppliers shall not own or claim a copyright in the Instruments of Service. Submittal or
distribution to meet official regulatory requirements or for other purposes in connection with the Project is not to be
construed as publication in derogation of the Architect’s or Architect’s consultants’ reserved rights.

§ 1.5.2 The Contractor, Subcontractors, Sub-subcontractors, and suppliers are authorized to use and reproduce the
Instruments of Service provided to them, subject to any protocols established pursuant to Sections 1.7 and 1.8, solely
and exclusively for execution of the Work. All copies made under this authorization shall bear the copyright notice,
if any, shown on the Instruments of Service. The Contractor, Subcontractors, Sub-subcontractors, and suppliers may
not use the Instruments of Service on other projects or for additions to the Project outside the scope of the Work
without the specific written consent of the Owner, Architect, and the Architect’s consultants.

§ 1.6 Notice
§ 1.6.1 Except as otherwise provided in Section 1.6.2, where the Contract Documents require one party to notify or
give notice to the other party, such notice shall be provided in writing to the designated representative of the party to
whom the notice is addressed and shall be deemed to have been duly served if delivered in person, by mail, by
courier, or by electronic transmission if a method for electronic transmission is set forth in the Agreement.

§ 1.6.2 Notice of Claims as provided in Section 15.1.3 shall be provided in writing and shall be deemed to have been
duly served only if delivered to the designated representative of the party to whom the notice is addressed by
certified or registered mail, or by courier providing proof of delivery.

§ 1.7 Digital Data Use and Transmission
The parties shall agree upon written protocols governing the transmission and use of, and reliance on, Instruments of
Service or any other information or documentation in digital form.

§ 1.8 Building Information Models Use and Reliance
Any use of, or reliance on, all or a portion of a building information model without agreement to written protocols
governing the use of, and reliance on, the information contained in the model shall be at the using or relying party’s
sole risk and without liability to the other party and its contractors or consultants, the authors of, or contributors to,
the building information model, and each of their agents and employees.
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ARTICLE 2   OWNER
§ 2.1 General
§ 2.1.1 The Owner is the person or entity identified as such in the Agreement and is referred to throughout the
Contract Documents as if singular in number. The Owner shall designate in writing a representative who shall have
express authority to bind the Owner with respect to all matters requiring the Owner’s approval or authorization.
Except as otherwise provided in Section 4.2.1, the Architect does not have such authority. The term “Owner” means
the Owner or the Owner’s authorized representative.

§ 2.1.2 The Owner shall furnish to the Contractor, within fifteen days after receipt of a written request, information
necessary and relevant for the Contractor to evaluate, give notice of, or enforce mechanic’s lien rights. Such
information shall include a correct statement of the record legal title to the property on which the Project is located,
usually referred to as the site, and the Owner’s interest therein.

§ 2.2 Evidence of the Owner’s Financial Arrangements
§ 2.2.1 Prior to commencement of the Work and upon written request by the Contractor, the Owner shall furnish to
the Contractor reasonable evidence that the Owner has made financial arrangements to fulfill the Owner’s
obligations under the Contract. The Contractor shall have no obligation to commence the Work until the Owner
provides such evidence. If commencement of the Work is delayed under this Section 2.2.1, the Contract Time shall
be extended appropriately.

§ 2.2.2 Following commencement of the Work and upon written request by the Contractor, the Owner shall furnish
to the Contractor reasonable evidence that the Owner has made financial arrangements to fulfill the Owner’s
obligations under the Contract only if (1) the Owner fails to make payments to the Contractor as the Contract
Documents require; (2) the Contractor identifies in writing a reasonable concern regarding the Owner’s ability to
make payment when due; or (3) a change in the Work materially changes the Contract Sum. If the Owner fails to
provide such evidence, as required, within fourteen days of the Contractor’s request, the Contractor may
immediately stop the Work and, in that event, shall notify the Owner that the Work has stopped. However, if the
request is made because a change in the Work materially changes the Contract Sum under (3) above, the Contractor
may immediately stop only that portion of the Work affected by the change until reasonable evidence is provided. If
the Work is stopped under this Section 2.2.2, the Contract Time shall be extended appropriately and the Contract
Sum shall be increased by the amount of the Contractor’s reasonable costs of shutdown, delay and start-up, plus
interest as provided in the Contract Documents.

§ 2.2.3 After the Owner furnishes evidence of financial arrangements under this Section 2.2, the Owner shall not
materially vary such financial arrangements without prior notice to the Contractor.

§ 2.2.4 Where the Owner has designated information furnished under this Section 2.2 as “confidential,” the
Contractor shall keep the information confidential and shall not disclose it to any other person. However, the
Contractor may disclose “confidential” information, after seven (7) days’ notice to the Owner, where disclosure is
required by law, including a subpoena or other form of compulsory legal process issued by a court or governmental
entity, or by court or arbitrator(s) order. The Contractor may also disclose “confidential” information to its
employees, consultants, sureties, Subcontractors and their employees, Sub-subcontractors, and others who need to
know the content of such information solely and exclusively for the Project and who agree to maintain the
confidentiality of such information.

§ 2.3 Information and Services Required of the Owner
§ 2.3.1 Except for permits and fees that are the responsibility of the Contractor under the Contract Documents,
including those required under Section 3.7.1, the Owner shall secure and pay for necessary approvals, easements,
assessments and charges required for construction, use or occupancy of permanent structures or for permanent
changes in existing facilities.

§ 2.3.2 The Owner shall retain an architect lawfully licensed to practice architecture, or an entity lawfully practicing
architecture, in the jurisdiction where the Project is located. That person or entity is identified as the Architect in the
Agreement and is referred to throughout the Contract Documents as if singular in number.

§ 2.3.3 If the employment of the Architect terminates, the Owner shall employ a successor to whom the Contractor
has no reasonable objection and whose status under the Contract Documents shall be that of the Architect.
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§ 2.3.4 The Owner shall furnish surveys describing physical characteristics, legal limitations and utility locations for
the site of the Project, and a legal description of the site. The Contractor shall be entitled to rely on the accuracy of
information furnished by the Owner but shall exercise proper precautions relating to the safe performance of the
Work.

§ 2.3.5 The Owner shall furnish information or services required of the Owner by the Contract Documents with
reasonable promptness. The Owner shall also furnish any other information or services under the Owner’s control
and relevant to the Contractor’s performance of the Work with reasonable promptness after receiving the
Contractor’s written request for such information or services.

§ 2.3.6 Unless otherwise provided in the Contract Documents, the Owner shall furnish to the Contractor one copy of
the Contract Documents for purposes of making reproductions pursuant to Section 1.5.2.

§ 2.4 Owner’s Right to Stop the Work
If the Contractor fails to correct Work that is not in accordance with the requirements of the Contract Documents as
required by Section 12.2 or repeatedly fails to carry out Work in accordance with the Contract Documents, the
Owner may issue a written order to the Contractor to stop the Work, or any portion thereof, until the cause for such
order has been eliminated; however, the right of the Owner to stop the Work shall not give rise to a duty on the part
of the Owner to exercise this right for the benefit of the Contractor or any other person or entity, except to the extent
required by Section 6.1.3.

§ 2.5 Owner’s Right to Carry Out the Work
If the Contractor defaults or neglects to carry out the Work in accordance with the Contract Documents and fails
within a ten-day period after receipt of notice from the Owner to commence and continue correction of such default
or neglect with diligence and promptness, the Owner may, without prejudice to other remedies the Owner may have,
correct such default or neglect. Such action by the Owner and amounts charged to the Contractor are both subject to
prior approval of the Architect and the Architect may, pursuant to Section 9.5.1, withhold or nullify a Certificate for
Payment in whole or in part, to the extent reasonably necessary to reimburse the Owner for the reasonable cost of
correcting such deficiencies, including Owner’s expenses and compensation for the Architect’s additional services
made necessary by such default, neglect, or failure. If current and future payments are not sufficient to cover such
amounts, the Contractor shall pay the difference to the Owner. If the Contractor disagrees with the actions of the
Owner or the Architect, or the amounts claimed as costs to the Owner, the Contractor may file a Claim pursuant to
Article 15.

ARTICLE 3   CONTRACTOR
§ 3.1 General
§ 3.1.1 The Contractor is the person or entity identified as such in the Agreement and is referred to throughout the
Contract Documents as if singular in number. The Contractor shall be lawfully licensed, if required in the
jurisdiction where the Project is located. The Contractor shall designate in writing a representative who shall have
express authority to bind the Contractor with respect to all matters under this Contract. The term “Contractor” means
the Contractor or the Contractor’s authorized representative.

§ 3.1.2 The Contractor shall perform the Work in accordance with the Contract Documents.

§ 3.1.3 The Contractor shall not be relieved of its obligations to perform the Work in accordance with the Contract
Documents either by activities or duties of the Architect in the Architect’s administration of the Contract, or by tests,
inspections or approvals required or performed by persons or entities other than the Contractor.

§ 3.2 Review of Contract Documents and Field Conditions by Contractor
§ 3.2.1 Execution of the Contract by the Contractor is a representation that the Contractor has visited the site,
become generally familiar with local conditions under which the Work is to be performed, and correlated personal
observations with requirements of the Contract Documents.

§ 3.2.2 Because the Contract Documents are complementary, the Contractor shall, before starting each portion of the
Work, carefully study and compare the various Contract Documents relative to that portion of the Work, as well as
the information furnished by the Owner pursuant to Section 2.3.4, shall take field measurements of any existing
conditions related to that portion of the Work, and shall observe any conditions at the site affecting it. These
obligations are for the purpose of facilitating coordination and construction by the Contractor and are not for the
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purpose of discovering errors, omissions, or inconsistencies in the Contract Documents; however, the Contractor
shall promptly report to the Architect any errors, inconsistencies or omissions discovered by or made known to the
Contractor as a request for information in such form as the Architect may require. It is recognized that the
Contractor’s review is made in the Contractor’s capacity as a contractor and not as a licensed design professional,
unless otherwise specifically provided in the Contract Documents.

§ 3.2.3 The Contractor is not required to ascertain that the Contract Documents are in accordance with applicable
laws, statutes, ordinances, codes, rules and regulations, or lawful orders of public authorities, but the Contractor
shall promptly report to the Architect any nonconformity discovered by or made known to the Contractor as a
request for information in such form as the Architect may require.

§ 3.2.4 If the Contractor believes that additional cost or time is involved because of clarifications or instructions the
Architect issues in response to the Contractor’s notices or requests for information pursuant to Sections 3.2.2 or
3.2.3, the Contractor shall submit Claims as provided in Article 15. If the Contractor fails to perform the obligations
of Sections 3.2.2 or 3.2.3, the Contractor shall pay such costs and damages to the Owner, subject to Section 15.1.7,
as would have been avoided if the Contractor had performed such obligations. If the Contractor performs those
obligations, the Contractor shall not be liable to the Owner or Architect for damages resulting from errors,
inconsistencies or omissions in the Contract Documents, for differences between field measurements or conditions
and the Contract Documents, or for nonconformities of the Contract Documents to applicable laws, statutes,
ordinances, codes, rules and regulations, and lawful orders of public authorities.

§ 3.3 Supervision and Construction Procedures
§ 3.3.1 The Contractor shall supervise and direct the Work, using the Contractor’s best skill and attention. The
Contractor shall be solely responsible for, and have control over, construction means, methods, techniques,
sequences, and procedures, and for coordinating all portions of the Work under the Contract. If the Contract
Documents give specific instructions concerning construction means, methods, techniques, sequences, or
procedures, the Contractor shall evaluate the jobsite safety thereof and shall be solely responsible for the jobsite
safety of such means, methods, techniques, sequences, or procedures. If the Contractor determines that such means,
methods, techniques, sequences or procedures may not be safe, the Contractor shall give timely notice to the Owner
and Architect, and shall propose alternative means, methods, techniques, sequences, or procedures. The Architect
shall evaluate the proposed alternative solely for conformance with the design intent for the completed construction.
Unless the Architect objects to the Contractor’s proposed alternative, the Contractor shall perform the Work using
its alternative means, methods, techniques, sequences, or procedures.

§ 3.3.2 The Contractor shall be responsible to the Owner for acts and omissions of the Contractor’s employees,
Subcontractors and their agents and employees, and other persons or entities performing portions of the Work for, or
on behalf of, the Contractor or any of its Subcontractors.

§ 3.3.3 The Contractor shall be responsible for inspection of portions of Work already performed to determine that
such portions are in proper condition to receive subsequent Work.

§ 3.4 Labor and Materials
§ 3.4.1 Unless otherwise provided in the Contract Documents, the Contractor shall provide and pay for labor,
materials, equipment, tools, construction equipment and machinery, water, heat, utilities, transportation, and other
facilities and services necessary for proper execution and completion of the Work, whether temporary or permanent
and whether or not incorporated or to be incorporated in the Work.

§ 3.4.2 Except in the case of minor changes in the Work approved by the Architect in accordance with Section 3.12.8
or ordered by the Architect in accordance with Section 7.4, the Contractor may make substitutions only with the
consent of the Owner, after evaluation by the Architect and in accordance with a Change Order or Construction
Change Directive.

§ 3.4.3 The Contractor shall enforce strict discipline and good order among the Contractor’s employees and other
persons carrying out the Work. The Contractor shall not permit employment of unfit persons or persons not properly
skilled in tasks assigned to them.
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§ 3.5 Warranty
§ 3.5.1 The Contractor warrants to the Owner and Architect that materials and equipment furnished under the
Contract will be of good quality and new unless the Contract Documents require or permit otherwise. The
Contractor further warrants that the Work will conform to the requirements of the Contract Documents and will be
free from defects, except for those inherent in the quality of the Work the Contract Documents require or permit.
Work, materials, or equipment not conforming to these requirements may be considered defective. The Contractor’s
warranty excludes remedy for damage or defect caused by abuse, alterations to the Work not executed by the
Contractor, improper or insufficient maintenance, improper operation, or normal wear and tear and normal usage. If
required by the Architect, the Contractor shall furnish satisfactory evidence as to the kind and quality of materials
and equipment.

§ 3.5.2 All material, equipment, or other special warranties required by the Contract Documents shall be issued in the
name of the Owner, or shall be transferable to the Owner, and shall commence in accordance with Section 9.8.4.

§ 3.6 Taxes
The Contractor shall pay sales, consumer, use and similar taxes for the Work provided by the Contractor that are
legally enacted when bids are received or negotiations concluded, whether or not yet effective or merely scheduled
to go into effect.

§ 3.7 Permits, Fees, Notices and Compliance with Laws
§ 3.7.1 Unless otherwise provided in the Contract Documents, the Contractor shall secure and pay for the building
permit as well as for other permits, fees, licenses, and inspections by government agencies necessary for proper
execution and completion of the Work that are customarily secured after execution of the Contract and legally
required at the time bids are received or negotiations concluded.

§ 3.7.2 The Contractor shall comply with and give notices required by applicable laws, statutes, ordinances, codes,
rules and regulations, and lawful orders of public authorities applicable to performance of the Work.

§ 3.7.3 If the Contractor performs Work knowing it to be contrary to applicable laws, statutes, ordinances, codes,
rules and regulations, or lawful orders of public authorities, the Contractor shall assume appropriate responsibility
for such Work and shall bear the costs attributable to correction.

§ 3.7.4 Concealed or Unknown Conditions
If the Contractor encounters conditions at the site that are (1) subsurface or otherwise concealed physical conditions
that differ materially from those indicated in the Contract Documents or (2) unknown physical conditions of an
unusual nature that differ materially from those ordinarily found to exist and generally recognized as inherent in
construction activities of the character provided for in the Contract Documents, the Contractor shall promptly
provide notice to the Owner and the Architect before conditions are disturbed and in no event later than 14 days
after first observance of the conditions. The Architect will promptly investigate such conditions and, if the Architect
determines that they differ materially and cause an increase or decrease in the Contractor’s cost of, or time required
for, performance of any part of the Work, will recommend that an equitable adjustment be made in the Contract Sum
or Contract Time, or both. If the Architect determines that the conditions at the site are not materially different from
those indicated in the Contract Documents and that no change in the terms of the Contract is justified, the Architect
shall promptly notify the Owner and Contractor, stating the reasons. If either party disputes the Architect’s
determination or recommendation, that party may submit a Claim as provided in Article 15.

§ 3.7.5 If, in the course of the Work, the Contractor encounters human remains or recognizes the existence of burial
markers, archaeological sites or wetlands not indicated in the Contract Documents, the Contractor shall immediately
suspend any operations that would affect them and shall notify the Owner and Architect. Upon receipt of such
notice, the Owner shall promptly take any action necessary to obtain governmental authorization required to resume
the operations. The Contractor shall continue to suspend such operations until otherwise instructed by the Owner but
shall continue with all other operations that do not affect those remains or features. Requests for adjustments in the
Contract Sum and Contract Time arising from the existence of such remains or features may be made as provided in
Article 15.

§ 3.8 Allowances
§ 3.8.1 The Contractor shall include in the Contract Sum all allowances stated in the Contract Documents. Items
covered by allowances shall be supplied for such amounts and by such persons or entities as the Owner may direct,
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but the Contractor shall not be required to employ persons or entities to whom the Contractor has reasonable
objection.

§ 3.8.2 Unless otherwise provided in the Contract Documents,
.1      allowances shall cover the cost to the Contractor of materials and equipment delivered at the site and

all required taxes, less applicable trade discounts;
.2      Contractor’s costs for unloading and handling at the site, labor, installation costs, overhead, profit,

and other expenses contemplated for stated allowance amounts shall be included in the Contract Sum
but not in the allowances; and

.3      whenever costs are more than or less than allowances, the Contract Sum shall be adjusted
accordingly by Change Order. The amount of the Change Order shall reflect (1) the difference
between actual costs and the allowances under Section 3.8.2.1 and (2) changes in Contractor’s costs
under Section 3.8.2.2.

§ 3.8.3 Materials and equipment under an allowance shall be selected by the Owner with reasonable promptness.

§ 3.9 Superintendent
§ 3.9.1 The Contractor shall employ a competent superintendent and necessary assistants who shall be in attendance
at the Project site during performance of the Work. The superintendent shall represent the Contractor, and
communications given to the superintendent shall be as binding as if given to the Contractor.

§ 3.9.2 The Contractor, as soon as practicable after award of the Contract, shall notify the Owner and Architect of the
name and qualifications of a proposed superintendent. Within 14 days of receipt of the information, the Architect
may notify the Contractor, stating whether the Owner or the Architect (1) has reasonable objection to the proposed
superintendent or (2) requires additional time for review. Failure of the Architect to provide notice within the 14-day
period shall constitute notice of no reasonable objection.

§ 3.9.3 The Contractor shall not employ a proposed superintendent to whom the Owner or Architect has made
reasonable and timely objection. The Contractor shall not change the superintendent without the Owner’s consent,
which shall not unreasonably be withheld or delayed.

§ 3.10 Contractor’s Construction and Submittal Schedules
§ 3.10.1 The Contractor, promptly after being awarded the Contract, shall submit for the Owner’s and Architect’s
information a Contractor’s construction schedule for the Work. The schedule shall contain detail appropriate for the
Project, including (1) the date of commencement of the Work, interim schedule milestone dates, and the date of
Substantial Completion; (2) an apportionment of the Work by construction activity; and (3) the time required for
completion of each portion of the Work. The schedule shall provide for the orderly progression of the Work to
completion and shall not exceed time limits current under the Contract Documents. The schedule shall be revised at
appropriate intervals as required by the conditions of the Work and Project.

§ 3.10.2 The Contractor, promptly after being awarded the Contract and thereafter as necessary to maintain a current
submittal schedule, shall submit a submittal schedule for the Architect’s approval. The Architect’s approval shall not
be unreasonably delayed or withheld. The submittal schedule shall (1) be coordinated with the Contractor’s
construction schedule, and (2) allow the Architect reasonable time to review submittals. If the Contractor fails to
submit a submittal schedule, or fails to provide submittals in accordance with the approved submittal schedule, the
Contractor shall not be entitled to any increase in Contract Sum or extension of Contract Time based on the time
required for review of submittals.

§ 3.10.3 The Contractor shall perform the Work in general accordance with the most recent schedules submitted to
the Owner and Architect.

§ 3.11 Documents and Samples at the Site
The Contractor shall make available, at the Project site, the Contract Documents, including Change Orders,
Construction Change Directives, and other Modifications, in good order and marked currently to indicate field
changes and selections made during construction, and the approved Shop Drawings, Product Data, Samples, and
similar required submittals. These shall be in electronic form or paper copy, available to the Architect and Owner,
and delivered to the Architect for submittal to the Owner upon completion of the Work as a record of the Work as
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constructed.

§ 3.12 Shop Drawings, Product Data and Samples
§ 3.12.1 Shop Drawings are drawings, diagrams, schedules, and other data specially prepared for the Work by the
Contractor or a Subcontractor, Sub-subcontractor, manufacturer, supplier, or distributor to illustrate some portion of
the Work.

§ 3.12.2 Product Data are illustrations, standard schedules, performance charts, instructions, brochures, diagrams,
and other information furnished by the Contractor to illustrate materials or equipment for some portion of the Work.

§ 3.12.3 Samples are physical examples that illustrate materials, equipment, or workmanship, and establish standards
by which the Work will be judged.

§ 3.12.4 Shop Drawings, Product Data, Samples, and similar submittals are not Contract Documents. Their purpose
is to demonstrate how the Contractor proposes to conform to the information given and the design concept expressed
in the Contract Documents for those portions of the Work for which the Contract Documents require submittals.
Review by the Architect is subject to the limitations of Section 4.2.7. Informational submittals upon which the
Architect is not expected to take responsive action may be so identified in the Contract Documents. Submittals that
are not required by the Contract Documents may be returned by the Architect without action.

§ 3.12.5 The Contractor shall review for compliance with the Contract Documents, approve, and submit to the
Architect, Shop Drawings, Product Data, Samples, and similar submittals required by the Contract Documents, in
accordance with the submittal schedule approved by the Architect or, in the absence of an approved submittal
schedule, with reasonable promptness and in such sequence as to cause no delay in the Work or in the activities of
the Owner or of Separate Contractors.

§ 3.12.6 By submitting Shop Drawings, Product Data, Samples, and similar submittals, the Contractor represents to
the Owner and Architect that the Contractor has (1) reviewed and approved them, (2) determined and verified
materials, field measurements and field construction criteria related thereto, or will do so, and (3) checked and
coordinated the information contained within such submittals with the requirements of the Work and of the Contract
Documents.

§ 3.12.7 The Contractor shall perform no portion of the Work for which the Contract Documents require submittal
and review of Shop Drawings, Product Data, Samples, or similar submittals, until the respective submittal has been
approved by the Architect.

§ 3.12.8 The Work shall be in accordance with approved submittals except that the Contractor shall not be relieved of
responsibility for deviations from the requirements of the Contract Documents by the Architect’s approval of Shop
Drawings, Product Data, Samples, or similar submittals, unless the Contractor has specifically notified the Architect
of such deviation at the time of submittal and (1) the Architect has given written approval to the specific deviation as
a minor change in the Work, or (2) a Change Order or Construction Change Directive has been issued authorizing
the deviation. The Contractor shall not be relieved of responsibility for errors or omissions in Shop Drawings,
Product Data, Samples, or similar submittals, by the Architect’s approval thereof.

§ 3.12.9 The Contractor shall direct specific attention, in writing or on resubmitted Shop Drawings, Product Data,
Samples, or similar submittals, to revisions other than those requested by the Architect on previous submittals. In the
absence of such notice, the Architect’s approval of a resubmission shall not apply to such revisions.

§ 3.12.10 The Contractor shall not be required to provide professional services that constitute the practice of
architecture or engineering unless such services are specifically required by the Contract Documents for a portion of
the Work or unless the Contractor needs to provide such services in order to carry out the Contractor’s
responsibilities for construction means, methods, techniques, sequences, and procedures. The Contractor shall not be
required to provide professional services in violation of applicable law.

§ 3.12.10.1 If professional design services or certifications by a design professional related to systems, materials, or
equipment are specifically required of the Contractor by the Contract Documents, the Owner and the Architect will
specify all performance and design criteria that such services must satisfy. The Contractor shall be entitled to rely
upon the adequacy and accuracy of the performance and design criteria provided in the Contract Documents. The
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Contractor shall cause such services or certifications to be provided by an appropriately licensed design
professional, whose signature and seal shall appear on all drawings, calculations, specifications, certifications, Shop
Drawings, and other submittals prepared by such professional. Shop Drawings, and other submittals related to the
Work, designed or certified by such professional, if prepared by others, shall bear such professional’s written
approval when submitted to the Architect. The Owner and the Architect shall be entitled to rely upon the adequacy
and accuracy of the services, certifications, and approvals performed or provided by such design professionals,
provided the Owner and Architect have specified to the Contractor the performance and design criteria that such
services must satisfy. Pursuant to this Section 3.12.10, the Architect will review and approve or take other
appropriate action on submittals only for the limited purpose of checking for conformance with information given
and the design concept expressed in the Contract Documents.

§ 3.12.10.2 If the Contract Documents require the Contractor’s design professional to certify that the Work has been
performed in accordance with the design criteria, the Contractor shall furnish such certifications to the Architect at
the time and in the form specified by the Architect.

§ 3.13 Use of Site
The Contractor shall confine operations at the site to areas permitted by applicable laws, statutes, ordinances, codes,
rules and regulations, lawful orders of public authorities, and the Contract Documents and shall not unreasonably
encumber the site with materials or equipment.

§ 3.14 Cutting and Patching
§ 3.14.1 The Contractor shall be responsible for cutting, fitting, or patching required to complete the Work or to
make its parts fit together properly. All areas requiring cutting, fitting, or patching shall be restored to the condition
existing prior to the cutting, fitting, or patching, unless otherwise required by the Contract Documents.

§ 3.14.2 The Contractor shall not damage or endanger a portion of the Work or fully or partially completed
construction of the Owner or Separate Contractors by cutting, patching, or otherwise altering such construction, or
by excavation. The Contractor shall not cut or otherwise alter construction by the Owner or a Separate Contractor
except with written consent of the Owner and of the Separate Contractor. Consent shall not be unreasonably
withheld. The Contractor shall not unreasonably withhold, from the Owner or a Separate Contractor, its consent to
cutting or otherwise altering the Work.

§ 3.15 Cleaning Up
§ 3.15.1 The Contractor shall keep the premises and surrounding area free from accumulation of waste materials and
rubbish caused by operations under the Contract. At completion of the Work, the Contractor shall remove waste
materials, rubbish, the Contractor’s tools, construction equipment, machinery, and surplus materials from and about
the Project.

§ 3.15.2 If the Contractor fails to clean up as provided in the Contract Documents, the Owner may do so and the
Owner shall be entitled to reimbursement from the Contractor.

§ 3.16 Access to Work
The Contractor shall provide the Owner and Architect with access to the Work in preparation and progress wherever
located.

§ 3.17 Royalties, Patents and Copyrights
The Contractor shall pay all royalties and license fees. The Contractor shall defend suits or claims for infringement
of copyrights and patent rights and shall hold the Owner and Architect harmless from loss on account thereof, but
shall not be responsible for defense or loss when a particular design, process, or product of a particular manufacturer
or manufacturers is required by the Contract Documents, or where the copyright violations are contained in
Drawings, Specifications, or other documents prepared by the Owner or Architect. However, if an infringement of a
copyright or patent is discovered by, or made known to, the Contractor, the Contractor shall be responsible for the
loss unless the information is promptly furnished to the Architect.

§ 3.18 Indemnification
§ 3.18.1 To the fullest extent permitted by law, the Contractor shall indemnify and hold harmless the Owner,
Architect, Architect’s consultants, and agents and employees of any of them from and against claims, damages,
losses, and expenses, including but not limited to attorneys’ fees, arising out of or resulting from performance of the
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Work, provided that such claim, damage, loss, or expense is attributable to bodily injury, sickness, disease or death,
or to injury to or destruction of tangible property (other than the Work itself), but only to the extent caused by the
negligent acts or omissions of the Contractor, a Subcontractor, anyone directly or indirectly employed by them, or
anyone for whose acts they may be liable, regardless of whether or not such claim, damage, loss, or expense is
caused in part by a party indemnified hereunder. Such obligation shall not be construed to negate, abridge, or reduce
other rights or obligations of indemnity that would otherwise exist as to a party or person described in this Section
3.18.

§ 3.18.2 In claims against any person or entity indemnified under this Section 3.18 by an employee of the Contractor,
a Subcontractor, anyone directly or indirectly employed by them, or anyone for whose acts they may be liable, the
indemnification obligation under Section 3.18.1 shall not be limited by a limitation on amount or type of damages,
compensation, or benefits payable by or for the Contractor or a Subcontractor under workers’ compensation acts,
disability benefit acts, or other employee benefit acts.

ARTICLE 4   ARCHITECT
§ 4.1 General
§ 4.1.1 The Architect is the person or entity retained by the Owner pursuant to Section 2.3.2 and identified as such in
the Agreement.

§ 4.1.2 Duties, responsibilities, and limitations of authority of the Architect as set forth in the Contract Documents
shall not be restricted, modified, or extended without written consent of the Owner, Contractor, and Architect.
Consent shall not be unreasonably withheld.

§ 4.2 Administration of the Contract
§ 4.2.1 The Architect will provide administration of the Contract as described in the Contract Documents and will be
an Owner’s representative during construction until the date the Architect issues the final Certificate for Payment.
The Architect will have authority to act on behalf of the Owner only to the extent provided in the Contract
Documents.

§ 4.2.2 The Architect will visit the site at intervals appropriate to the stage of construction, or as otherwise agreed
with the Owner, to become generally familiar with the progress and quality of the portion of the Work completed,
and to determine in general if the Work observed is being performed in a manner indicating that the Work, when
fully completed, will be in accordance with the Contract Documents. However, the Architect will not be required to
make exhaustive or continuous on-site inspections to check the quality or quantity of the Work. The Architect will
not have control over, charge of, or responsibility for the construction means, methods, techniques, sequences or
procedures, or for the safety precautions and programs in connection with the Work, since these are solely the
Contractor’s rights and responsibilities under the Contract Documents.

§ 4.2.3 On the basis of the site visits, the Architect will keep the Owner reasonably informed about the progress and
quality of the portion of the Work completed, and promptly report to the Owner (1) known deviations from the
Contract Documents, (2) known deviations from the most recent construction schedule submitted by the Contractor,
and (3) defects and deficiencies observed in the Work. The Architect will not be responsible for the Contractor’s
failure to perform the Work in accordance with the requirements of the Contract Documents. The Architect will not
have control over or charge of, and will not be responsible for acts or omissions of, the Contractor, Subcontractors,
or their agents or employees, or any other persons or entities performing portions of the Work.

§ 4.2.4 Communications
The Owner and Contractor shall include the Architect in all communications that relate to or affect the Architect’s
services or professional responsibilities. The Owner shall promptly notify the Architect of the substance of any
direct communications between the Owner and the Contractor otherwise relating to the Project. Communications by
and with the Architect’s consultants shall be through the Architect. Communications by and with Subcontractors and
suppliers shall be through the Contractor. Communications by and with Separate Contractors shall be through the
Owner. The Contract Documents may specify other communication protocols.

§ 4.2.5 Based on the Architect’s evaluations of the Contractor’s Applications for Payment, the Architect will review
and certify the amounts due the Contractor and will issue Certificates for Payment in such amounts.
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§ 4.2.6 The Architect has authority to reject Work that does not conform to the Contract Documents. Whenever the
Architect considers it necessary or advisable, the Architect will have authority to require inspection or testing of the
Work in accordance with Sections 13.4.2 and 13.4.3, whether or not the Work is fabricated, installed or completed.
However, neither this authority of the Architect nor a decision made in good faith either to exercise or not to
exercise such authority shall give rise to a duty or responsibility of the Architect to the Contractor, Subcontractors,
suppliers, their agents or employees, or other persons or entities performing portions of the Work.

§ 4.2.7 The Architect will review and approve, or take other appropriate action upon, the Contractor’s submittals
such as Shop Drawings, Product Data, and Samples, but only for the limited purpose of checking for conformance
with information given and the design concept expressed in the Contract Documents. The Architect’s action will be
taken in accordance with the submittal schedule approved by the Architect or, in the absence of an approved
submittal schedule, with reasonable promptness while allowing sufficient time in the Architect’s professional
judgment to permit adequate review. Review of such submittals is not conducted for the purpose of determining the
accuracy and completeness of other details such as dimensions and quantities, or for substantiating instructions for
installation or performance of equipment or systems, all of which remain the responsibility of the Contractor as
required by the Contract Documents. The Architect’s review of the Contractor’s submittals shall not relieve the
Contractor of the obligations under Sections 3.3, 3.5, and 3.12. The Architect’s review shall not constitute approval
of safety precautions or of any construction means, methods, techniques, sequences, or procedures. The Architect’s
approval of a specific item shall not indicate approval of an assembly of which the item is a component.

§ 4.2.8 The Architect will prepare Change Orders and Construction Change Directives, and may order minor changes
in the Work as provided in Section 7.4. The Architect will investigate and make determinations and
recommendations regarding concealed and unknown conditions as provided in Section 3.7.4.

§ 4.2.9 The Architect will conduct inspections to determine the date or dates of Substantial Completion and the date
of final completion; issue Certificates of Substantial Completion pursuant to Section 9.8; receive and forward to the
Owner, for the Owner’s review and records, written warranties and related documents required by the Contract and
assembled by the Contractor pursuant to Section 9.10; and issue a final Certificate for Payment pursuant to Section
9.10.

§ 4.2.10 If the Owner and Architect agree, the Architect will provide one or more Project representatives to assist in
carrying out the Architect’s responsibilities at the site. The Owner shall notify the Contractor of any change in the
duties, responsibilities and limitations of authority of the Project representatives.

§ 4.2.11 The Architect will interpret and decide matters concerning performance under, and requirements of, the
Contract Documents on written request of either the Owner or Contractor. The Architect’s response to such requests
will be made in writing within any time limits agreed upon or otherwise with reasonable promptness.

§ 4.2.12 Interpretations and decisions of the Architect will be consistent with the intent of, and reasonably inferable
from, the Contract Documents and will be in writing or in the form of drawings. When making such interpretations
and decisions, the Architect will endeavor to secure faithful performance by both Owner and Contractor, will not
show partiality to either, and will not be liable for results of interpretations or decisions rendered in good faith.

§ 4.2.13 The Architect’s decisions on matters relating to aesthetic effect will be final if consistent with the intent
expressed in the Contract Documents.

§ 4.2.14 The Architect will review and respond to requests for information about the Contract Documents. The
Architect’s response to such requests will be made in writing within any time limits agreed upon or otherwise with
reasonable promptness. If appropriate, the Architect will prepare and issue supplemental Drawings and
Specifications in response to the requests for information.

ARTICLE 5   SUBCONTRACTORS
§ 5.1 Definitions
§ 5.1.1 A Subcontractor is a person or entity who has a direct contract with the Contractor to perform a portion of the
Work at the site. The term “Subcontractor” is referred to throughout the Contract Documents as if singular in
number and means a Subcontractor or an authorized representative of the Subcontractor. The term “Subcontractor”
does not include a Separate Contractor or the subcontractors of a Separate Contractor.
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§ 5.1.2 A Sub-subcontractor is a person or entity who has a direct or indirect contract with a Subcontractor to
perform a portion of the Work at the site. The term “Sub-subcontractor” is referred to throughout the Contract
Documents as if singular in number and means a Sub-subcontractor or an authorized representative of the Sub-
subcontractor.

§ 5.2 Award of Subcontracts and Other Contracts for Portions of the Work
§ 5.2.1 Unless otherwise stated in the Contract Documents, the Contractor, as soon as practicable after award of the
Contract, shall notify the Owner and Architect of the persons or entities proposed for each principal portion of the
Work, including those who are to furnish materials or equipment fabricated to a special design. Within 14 days of
receipt of the information, the Architect may notify the Contractor whether the Owner or the Architect (1) has
reasonable objection to any such proposed person or entity or (2) requires additional time for review. Failure of the
Architect to provide notice within the 14-day period shall constitute notice of no reasonable objection.

§ 5.2.2 The Contractor shall not contract with a proposed person or entity to whom the Owner or Architect has made
reasonable and timely objection. The Contractor shall not be required to contract with anyone to whom the
Contractor has made reasonable objection.

§ 5.2.3 If the Owner or Architect has reasonable objection to a person or entity proposed by the Contractor, the
Contractor shall propose another to whom the Owner or Architect has no reasonable objection. If the proposed but
rejected Subcontractor was reasonably capable of performing the Work, the Contract Sum and Contract Time shall
be increased or decreased by the difference, if any, occasioned by such change, and an appropriate Change Order
shall be issued before commencement of the substitute Subcontractor’s Work. However, no increase in the Contract
Sum or Contract Time shall be allowed for such change unless the Contractor has acted promptly and responsively
in submitting names as required.

§ 5.2.4 The Contractor shall not substitute a Subcontractor, person, or entity for one previously selected if the Owner
or Architect makes reasonable objection to such substitution.

§ 5.3 Subcontractual Relations
By appropriate written agreement, the Contractor shall require each Subcontractor, to the extent of the Work to be
performed by the Subcontractor, to be bound to the Contractor by terms of the Contract Documents, and to assume
toward the Contractor all the obligations and responsibilities, including the responsibility for safety of the
Subcontractor’s Work that the Contractor, by these Contract Documents, assumes toward the Owner and Architect.
Each subcontract agreement shall preserve and protect the rights of the Owner and Architect under the Contract
Documents with respect to the Work to be performed by the Subcontractor so that subcontracting thereof will not
prejudice such rights, and shall allow to the Subcontractor, unless specifically provided otherwise in the subcontract
agreement, the benefit of all rights, remedies, and redress against the Contractor that the Contractor, by the Contract
Documents, has against the Owner. Where appropriate, the Contractor shall require each Subcontractor to enter into
similar agreements with Sub-subcontractors. The Contractor shall make available to each proposed Subcontractor,
prior to the execution of the subcontract agreement, copies of the Contract Documents to which the Subcontractor
will be bound, and, upon written request of the Subcontractor, identify to the Subcontractor terms and conditions of
the proposed subcontract agreement that may be at variance with the Contract Documents. Subcontractors will
similarly make copies of applicable portions of such documents available to their respective proposed Sub-
subcontractors.

§ 5.4 Contingent Assignment of Subcontracts
§ 5.4.1 Each subcontract agreement for a portion of the Work is assigned by the Contractor to the Owner, provided
that

.1      assignment is effective only after termination of the Contract by the Owner for cause pursuant to
Section 14.2 and only for those subcontract agreements that the Owner accepts by notifying the
Subcontractor and Contractor; and

.2      assignment is subject to the prior rights of the surety, if any, obligated under bond relating to the
Contract.

When the Owner accepts the assignment of a subcontract agreement, the Owner assumes the Contractor’s rights and
obligations under the subcontract.
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§ 5.4.2 Upon such assignment, if the Work has been suspended for more than 30 days, the Subcontractor’s
compensation shall be equitably adjusted for increases in cost resulting from the suspension.

§ 5.4.3 Upon assignment to the Owner under this Section 5.4, the Owner may further assign the subcontract to a
successor contractor or other entity. If the Owner assigns the subcontract to a successor contractor or other entity,
the Owner shall nevertheless remain legally responsible for all of the successor contractor’s obligations under the
subcontract.

ARTICLE 6   CONSTRUCTION BY OWNER OR BY SEPARATE CONTRACTORS
§ 6.1 Owner’s Right to Perform Construction and to Award Separate Contracts
§ 6.1.1 The term “Separate Contractor(s)” shall mean other contractors retained by the Owner under separate
agreements. The Owner reserves the right to perform construction or operations related to the Project with the
Owner’s own forces, and with Separate Contractors retained under Conditions of the Contract substantially similar
to those of this Contract, including those provisions of the Conditions of the Contract related to insurance and
waiver of subrogation.

§ 6.1.2 When separate contracts are awarded for different portions of the Project or other construction or operations
on the site, the term “Contractor” in the Contract Documents in each case shall mean the Contractor who executes
each separate Owner-Contractor Agreement.

§ 6.1.3 The Owner shall provide for coordination of the activities of the Owner’s own forces and of each Separate
Contractor with the Work of the Contractor, who shall cooperate with them. The Contractor shall participate with
any Separate Contractors and the Owner in reviewing their construction schedules. The Contractor shall make any
revisions to its construction schedule deemed necessary after a joint review and mutual agreement. The construction
schedules shall then constitute the schedules to be used by the Contractor, Separate Contractors, and the Owner until
subsequently revised.

§ 6.1.4 Unless otherwise provided in the Contract Documents, when the Owner performs construction or operations
related to the Project with the Owner’s own forces or with Separate Contractors, the Owner or its Separate
Contractors shall have the same obligations and rights that the Contractor has under the Conditions of the Contract,
including, without excluding others, those stated in Article 3, this Article 6, and Articles 10, 11, and 12.

§ 6.2 Mutual Responsibility
§ 6.2.1 The Contractor shall afford the Owner and Separate Contractors reasonable opportunity for introduction and
storage of their materials and equipment and performance of their activities, and shall connect and coordinate the
Contractor’s construction and operations with theirs as required by the Contract Documents.

§ 6.2.2 If part of the Contractor’s Work depends for proper execution or results upon construction or operations by
the Owner or a Separate Contractor, the Contractor shall, prior to proceeding with that portion of the Work,
promptly notify the Architect of apparent discrepancies or defects in the construction or operations by the Owner or
Separate Contractor that would render it unsuitable for proper execution and results of the Contractor’s Work.
Failure of the Contractor to notify the Architect of apparent discrepancies or defects prior to proceeding with the
Work shall constitute an acknowledgment that the Owner’s or Separate Contractor’s completed or partially
completed construction is fit and proper to receive the Contractor’s Work. The Contractor shall not be responsible
for discrepancies or defects in the construction or operations by the Owner or Separate Contractor that are not
apparent.

§ 6.2.3 The Contractor shall reimburse the Owner for costs the Owner incurs that are payable to a Separate
Contractor because of the Contractor’s delays, improperly timed activities or defective construction. The Owner
shall be responsible to the Contractor for costs the Contractor incurs because of a Separate Contractor’s delays,
improperly timed activities, damage to the Work or defective construction.

§ 6.2.4 The Contractor shall promptly remedy damage that the Contractor wrongfully causes to completed or
partially completed construction or to property of the Owner or Separate Contractor as provided in Section 10.2.5.

§ 6.2.5 The Owner and each Separate Contractor shall have the same responsibilities for cutting and patching as are
described for the Contractor in Section 3.14.
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§ 6.3 Owner’s Right to Clean Up
If a dispute arises among the Contractor, Separate Contractors, and the Owner as to the responsibility under their
respective contracts for maintaining the premises and surrounding area free from waste materials and rubbish, the
Owner may clean up and the Architect will allocate the cost among those responsible.

ARTICLE 7   CHANGES IN THE WORK
§ 7.1 General
§ 7.1.1 Changes in the Work may be accomplished after execution of the Contract, and without invalidating the
Contract, by Change Order, Construction Change Directive or order for a minor change in the Work, subject to the
limitations stated in this Article 7 and elsewhere in the Contract Documents.

§ 7.1.2 A Change Order shall be based upon agreement among the Owner, Contractor, and Architect. A Construction
Change Directive requires agreement by the Owner and Architect and may or may not be agreed to by the
Contractor. An order for a minor change in the Work may be issued by the Architect alone.

§ 7.1.3 Changes in the Work shall be performed under applicable provisions of the Contract Documents. The
Contractor shall proceed promptly with changes in the Work, unless otherwise provided in the Change Order,
Construction Change Directive, or order for a minor change in the Work.

§ 7.2 Change Orders
§ 7.2.1 A Change Order is a written instrument prepared by the Architect and signed by the Owner, Contractor, and
Architect stating their agreement upon all of the following:

.1      The change in the Work;

.2      The amount of the adjustment, if any, in the Contract Sum; and

.3      The extent of the adjustment, if any, in the Contract Time.

§ 7.3 Construction Change Directives
§ 7.3.1 A Construction Change Directive is a written order prepared by the Architect and signed by the Owner and
Architect, directing a change in the Work prior to agreement on adjustment, if any, in the Contract Sum or Contract
Time, or both. The Owner may by Construction Change Directive, without invalidating the Contract, order changes
in the Work within the general scope of the Contract consisting of additions, deletions, or other revisions, the
Contract Sum and Contract Time being adjusted accordingly.

§ 7.3.2 A Construction Change Directive shall be used in the absence of total agreement on the terms of a Change
Order.

§ 7.3.3 If the Construction Change Directive provides for an adjustment to the Contract Sum, the adjustment shall be
based on one of the following methods:

.1      Mutual acceptance of a lump sum properly itemized and supported by sufficient substantiating data
to permit evaluation;

.2      Unit prices stated in the Contract Documents or subsequently agreed upon;

.3      Cost to be determined in a manner agreed upon by the parties and a mutually acceptable fixed or
percentage fee; or

.4      As provided in Section 7.3.4.

§ 7.3.4 If the Contractor does not respond promptly or disagrees with the method for adjustment in the Contract Sum,
the Architect shall determine the adjustment on the basis of reasonable expenditures and savings of those performing
the Work attributable to the change, including, in case of an increase in the Contract Sum, an amount for overhead
and profit as set forth in the Agreement, or if no such amount is set forth in the Agreement, a reasonable amount. In
such case, and also under Section 7.3.3.3, the Contractor shall keep and present, in such form as the Architect may
prescribe, an itemized accounting together with appropriate supporting data. Unless otherwise provided in the
Contract Documents, costs for the purposes of this Section 7.3.4 shall be limited to the following:

.1      Costs of labor, including applicable payroll taxes, fringe benefits required by agreement or custom,
workers’ compensation insurance, and other employee costs approved by the Architect;

.2      Costs of materials, supplies, and equipment, including cost of transportation, whether incorporated or
consumed;
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.3      Rental costs of machinery and equipment, exclusive of hand tools, whether rented from the
Contractor or others;

.4      Costs of premiums for all bonds and insurance, permit fees, and sales, use, or similar taxes, directly
related to the change; and

.5      Costs of supervision and field office personnel directly attributable to the change.

§ 7.3.5 If the Contractor disagrees with the adjustment in the Contract Time, the Contractor may make a Claim in
accordance with applicable provisions of Article 15.

§ 7.3.6 Upon receipt of a Construction Change Directive, the Contractor shall promptly proceed with the change in
the Work involved and advise the Architect of the Contractor’s agreement or disagreement with the method, if any,
provided in the Construction Change Directive for determining the proposed adjustment in the Contract Sum or
Contract Time.

§ 7.3.7 A Construction Change Directive signed by the Contractor indicates the Contractor’s agreement therewith,
including adjustment in Contract Sum and Contract Time or the method for determining them. Such agreement shall
be effective immediately and shall be recorded as a Change Order.

§ 7.3.8 The amount of credit to be allowed by the Contractor to the Owner for a deletion or change that results in a
net decrease in the Contract Sum shall be actual net cost as confirmed by the Architect. When both additions and
credits covering related Work or substitutions are involved in a change, the allowance for overhead and profit shall
be figured on the basis of net increase, if any, with respect to that change.

§ 7.3.9 Pending final determination of the total cost of a Construction Change Directive to the Owner, the Contractor
may request payment for Work completed under the Construction Change Directive in Applications for Payment.
The Architect will make an interim determination for purposes of monthly certification for payment for those costs
and certify for payment the amount that the Architect determines, in the Architect’s professional judgment, to be
reasonably justified. The Architect’s interim determination of cost shall adjust the Contract Sum on the same basis
as a Change Order, subject to the right of either party to disagree and assert a Claim in accordance with Article 15.

§ 7.3.10 When the Owner and Contractor agree with a determination made by the Architect concerning the
adjustments in the Contract Sum and Contract Time, or otherwise reach agreement upon the adjustments, such
agreement shall be effective immediately and the Architect will prepare a Change Order. Change Orders may be
issued for all or any part of a Construction Change Directive.

§ 7.4 Minor Changes in the Work
The Architect may order minor changes in the Work that are consistent with the intent of the Contract Documents
and do not involve an adjustment in the Contract Sum or an extension of the Contract Time. The Architect’s order
for minor changes shall be in writing. If the Contractor believes that the proposed minor change in the Work will
affect the Contract Sum or Contract Time, the Contractor shall notify the Architect and shall not proceed to
implement the change in the Work. If the Contractor performs the Work set forth in the Architect’s order for a minor
change without prior notice to the Architect that such change will affect the Contract Sum or Contract Time, the
Contractor waives any adjustment to the Contract Sum or extension of the Contract Time.

ARTICLE 8   TIME
§ 8.1 Definitions
§ 8.1.1 Unless otherwise provided, Contract Time is the period of time, including authorized adjustments, allotted in
the Contract Documents for Substantial Completion of the Work.

§ 8.1.2 The date of commencement of the Work is the date established in the Agreement.

§ 8.1.3 The date of Substantial Completion is the date certified by the Architect in accordance with Section 9.8.

§ 8.1.4 The term “day” as used in the Contract Documents shall mean calendar day unless otherwise specifically
defined.
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§ 8.2 Progress and Completion
§ 8.2.1 Time limits stated in the Contract Documents are of the essence of the Contract. By executing the Agreement,
the Contractor confirms that the Contract Time is a reasonable period for performing the Work.

§ 8.2.2 The Contractor shall not knowingly, except by agreement or instruction of the Owner in writing, commence
the Work prior to the effective date of insurance required to be furnished by the Contractor and Owner.

§ 8.2.3 The Contractor shall proceed expeditiously with adequate forces and shall achieve Substantial Completion
within the Contract Time.

§ 8.3 Delays and Extensions of Time
§ 8.3.1 If the Contractor is delayed at any time in the commencement or progress of the Work by (1) an act or neglect
of the Owner or Architect, of an employee of either, or of a Separate Contractor; (2) by changes ordered in the
Work; (3) by labor disputes, fire, unusual delay in deliveries, unavoidable casualties, adverse weather conditions
documented in accordance with Section 15.1.6.2, or other causes beyond the Contractor’s control; (4) by delay
authorized by the Owner pending mediation and binding dispute resolution; or (5) by other causes that the
Contractor asserts, and the Architect determines, justify delay, then the Contract Time shall be extended for such
reasonable time as the Architect may determine.

§ 8.3.2 Claims relating to time shall be made in accordance with applicable provisions of Article 15.

§ 8.3.3 This Section 8.3 does not preclude recovery of damages for delay by either party under other provisions of
the Contract Documents.

ARTICLE 9   PAYMENTS AND COMPLETION
§ 9.1 Contract Sum
§ 9.1.1 The Contract Sum is stated in the Agreement and, including authorized adjustments, is the total amount
payable by the Owner to the Contractor for performance of the Work under the Contract Documents.

§ 9.1.2 If unit prices are stated in the Contract Documents or subsequently agreed upon, and if quantities originally
contemplated are materially changed so that application of such unit prices to the actual quantities causes substantial
inequity to the Owner or Contractor, the applicable unit prices shall be equitably adjusted.

§ 9.2 Schedule of Values
Where the Contract is based on a stipulated sum or Guaranteed Maximum Price, the Contractor shall submit a
schedule of values to the Architect before the first Application for Payment, allocating the entire Contract Sum to
the various portions of the Work. The schedule of values shall be prepared in the form, and supported by the data to
substantiate its accuracy, required by the Architect. This schedule, unless objected to by the Architect, shall be used
as a basis for reviewing the Contractor’s Applications for Payment. Any changes to the schedule of values shall be
submitted to the Architect and supported by such data to substantiate its accuracy as the Architect may require, and
unless objected to by the Architect, shall be used as a basis for reviewing the Contractor’s subsequent Applications
for Payment.

§ 9.3 Applications for Payment
§ 9.3.1 At least ten days before the date established for each progress payment, the Contractor shall submit to the
Architect an itemized Application for Payment prepared in accordance with the schedule of values, if required under
Section 9.2, for completed portions of the Work. The application shall be notarized, if required, and supported by all
data substantiating the Contractor’s right to payment that the Owner or Architect require, such as copies of
requisitions, and releases and waivers of liens from Subcontractors and suppliers, and shall reflect retainage if
provided for in the Contract Documents.

§ 9.3.1.1 As provided in Section 7.3.9, such applications may include requests for payment on account of changes in
the Work that have been properly authorized by Construction Change Directives, or by interim determinations of the
Architect, but not yet included in Change Orders.

§ 9.3.1.2 Applications for Payment shall not include requests for payment for portions of the Work for which the
Contractor does not intend to pay a Subcontractor or supplier, unless such Work has been performed by others
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whom the Contractor intends to pay.

§ 9.3.2 Unless otherwise provided in the Contract Documents, payments shall be made on account of materials and
equipment delivered and suitably stored at the site for subsequent incorporation in the Work. If approved in advance
by the Owner, payment may similarly be made for materials and equipment suitably stored off the site at a location
agreed upon in writing. Payment for materials and equipment stored on or off the site shall be conditioned upon
compliance by the Contractor with procedures satisfactory to the Owner to establish the Owner’s title to such
materials and equipment or otherwise protect the Owner’s interest, and shall include the costs of applicable
insurance, storage, and transportation to the site, for such materials and equipment stored off the site.

§ 9.3.3 The Contractor warrants that title to all Work covered by an Application for Payment will pass to the Owner
no later than the time of payment. The Contractor further warrants that upon submittal of an Application for
Payment all Work for which Certificates for Payment have been previously issued and payments received from the
Owner shall, to the best of the Contractor’s knowledge, information, and belief, be free and clear of liens, claims,
security interests, or encumbrances, in favor of the Contractor, Subcontractors, suppliers, or other persons or entities
that provided labor, materials, and equipment relating to the Work.

§ 9.4 Certificates for Payment
§ 9.4.1 The Architect will, within seven days after receipt of the Contractor’s Application for Payment, either (1)
issue to the Owner a Certificate for Payment in the full amount of the Application for Payment, with a copy to the
Contractor; or (2) issue to the Owner a Certificate for Payment for such amount as the Architect determines is
properly due, and notify the Contractor and Owner of the Architect’s reasons for withholding certification in part as
provided in Section 9.5.1; or (3) withhold certification of the entire Application for Payment, and notify the
Contractor and Owner of the Architect’s reason for withholding certification in whole as provided in Section 9.5.1.

§ 9.4.2 The issuance of a Certificate for Payment will constitute a representation by the Architect to the Owner,
based on the Architect’s evaluation of the Work and the data in the Application for Payment, that, to the best of the
Architect’s knowledge, information, and belief, the Work has progressed to the point indicated, the quality of the
Work is in accordance with the Contract Documents, and that the Contractor is entitled to payment in the amount
certified. The foregoing representations are subject to an evaluation of the Work for conformance with the Contract
Documents upon Substantial Completion, to results of subsequent tests and inspections, to correction of minor
deviations from the Contract Documents prior to completion, and to specific qualifications expressed by the
Architect. However, the issuance of a Certificate for Payment will not be a representation that the Architect has (1)
made exhaustive or continuous on-site inspections to check the quality or quantity of the Work; (2) reviewed
construction means, methods, techniques, sequences, or procedures; (3) reviewed copies of requisitions received
from Subcontractors and suppliers and other data requested by the Owner to substantiate the Contractor’s right to
payment; or (4) made examination to ascertain how or for what purpose the Contractor has used money previously
paid on account of the Contract Sum.

§ 9.5 Decisions to Withhold Certification
§ 9.5.1 The Architect may withhold a Certificate for Payment in whole or in part, to the extent reasonably necessary
to protect the Owner, if in the Architect’s opinion the representations to the Owner required by Section 9.4.2 cannot
be made. If the Architect is unable to certify payment in the amount of the Application, the Architect will notify the
Contractor and Owner as provided in Section 9.4.1. If the Contractor and Architect cannot agree on a revised
amount, the Architect will promptly issue a Certificate for Payment for the amount for which the Architect is able to
make such representations to the Owner. The Architect may also withhold a Certificate for Payment or, because of
subsequently discovered evidence, may nullify the whole or a part of a Certificate for Payment previously issued, to
such extent as may be necessary in the Architect’s opinion to protect the Owner from loss for which the Contractor
is responsible, including loss resulting from acts and omissions described in Section 3.3.2, because of

.1      defective Work not remedied;

.2      third party claims filed or reasonable evidence indicating probable filing of such claims, unless
security acceptable to the Owner is provided by the Contractor;

.3      failure of the Contractor to make payments properly to Subcontractors or suppliers for labor,
materials or equipment;

.4      reasonable evidence that the Work cannot be completed for the unpaid balance of the Contract Sum;

.5      damage to the Owner or a Separate Contractor;

.6      reasonable evidence that the Work will not be completed within the Contract Time, and that the
unpaid balance would not be adequate to cover actual or liquidated damages for the anticipated delay;
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or
.7      repeated failure to carry out the Work in accordance with the Contract Documents.

§ 9.5.2 When either party disputes the Architect’s decision regarding a Certificate for Payment under Section 9.5.1,
in whole or in part, that party may submit a Claim in accordance with Article 15.

§ 9.5.3 When the reasons for withholding certification are removed, certification will be made for amounts
previously withheld.

§ 9.5.4 If the Architect withholds certification for payment under Section 9.5.1.3, the Owner may, at its sole option,
issue joint checks to the Contractor and to any Subcontractor or supplier to whom the Contractor failed to make
payment for Work properly performed or material or equipment suitably delivered. If the Owner makes payments by
joint check, the Owner shall notify the Architect and the Contractor shall reflect such payment on its next
Application for Payment.

§ 9.6 Progress Payments
§ 9.6.1 After the Architect has issued a Certificate for Payment, the Owner shall make payment in the manner and
within the time provided in the Contract Documents, and shall so notify the Architect.

§ 9.6.2 The Contractor shall pay each Subcontractor, no later than seven days after receipt of payment from the
Owner, the amount to which the Subcontractor is entitled, reflecting percentages actually retained from payments to
the Contractor on account of the Subcontractor’s portion of the Work. The Contractor shall, by appropriate
agreement with each Subcontractor, require each Subcontractor to make payments to Sub-subcontractors in a similar
manner.

§ 9.6.3 The Architect will, on request, furnish to a Subcontractor, if practicable, information regarding percentages of
completion or amounts applied for by the Contractor and action taken thereon by the Architect and Owner on
account of portions of the Work done by such Subcontractor.

§ 9.6.4 The Owner has the right to request written evidence from the Contractor that the Contractor has properly paid
Subcontractors and suppliers amounts paid by the Owner to the Contractor for subcontracted Work. If the Contractor
fails to furnish such evidence within seven days, the Owner shall have the right to contact Subcontractors and
suppliers to ascertain whether they have been properly paid. Neither the Owner nor Architect shall have an
obligation to pay, or to see to the payment of money to, a Subcontractor or supplier, except as may otherwise be
required by law.

§ 9.6.5 The Contractor’s payments to suppliers shall be treated in a manner similar to that provided in Sections 9.6.2,
9.6.3 and 9.6.4.

§ 9.6.6 A Certificate for Payment, a progress payment, or partial or entire use or occupancy of the Project by the
Owner shall not constitute acceptance of Work not in accordance with the Contract Documents.

§ 9.6.7 Unless the Contractor provides the Owner with a payment bond in the full penal sum of the Contract Sum,
payments received by the Contractor for Work properly performed by Subcontractors or provided by suppliers shall
be held by the Contractor for those Subcontractors or suppliers who performed Work or furnished materials, or both,
under contract with the Contractor for which payment was made by the Owner. Nothing contained herein shall
require money to be placed in a separate account and not commingled with money of the Contractor, create any
fiduciary liability or tort liability on the part of the Contractor for breach of trust, or entitle any person or entity to an
award of punitive damages against the Contractor for breach of the requirements of this provision.

§ 9.6.8 Provided the Owner has fulfilled its payment obligations under the Contract Documents, the Contractor shall
defend and indemnify the Owner from all loss, liability, damage or expense, including reasonable attorney’s fees
and litigation expenses, arising out of any lien claim or other claim for payment by any Subcontractor or supplier of
any tier. Upon receipt of notice of a lien claim or other claim for payment, the Owner shall notify the Contractor. If
approved by the applicable court, when required, the Contractor may substitute a surety bond for the property
against which the lien or other claim for payment has been asserted.
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§ 9.7 Failure of Payment
If the Architect does not issue a Certificate for Payment, through no fault of the Contractor, within seven days after
receipt of the Contractor’s Application for Payment, or if the Owner does not pay the Contractor within seven days
after the date established in the Contract Documents, the amount certified by the Architect or awarded by binding
dispute resolution, then the Contractor may, upon seven additional days’ notice to the Owner and Architect, stop the
Work until payment of the amount owing has been received. The Contract Time shall be extended appropriately and
the Contract Sum shall be increased by the amount of the Contractor’s reasonable costs of shutdown, delay and start-
up, plus interest as provided for in the Contract Documents.

§ 9.8 Substantial Completion
§ 9.8.1 Substantial Completion is the stage in the progress of the Work when the Work or designated portion thereof
is sufficiently complete in accordance with the Contract Documents so that the Owner can occupy or utilize the
Work for its intended use.

§ 9.8.2 When the Contractor considers that the Work, or a portion thereof which the Owner agrees to accept
separately, is substantially complete, the Contractor shall prepare and submit to the Architect a comprehensive list of
items to be completed or corrected prior to final payment. Failure to include an item on such list does not alter the
responsibility of the Contractor to complete all Work in accordance with the Contract Documents.

§ 9.8.3 Upon receipt of the Contractor’s list, the Architect will make an inspection to determine whether the Work or
designated portion thereof is substantially complete. If the Architect’s inspection discloses any item, whether or not
included on the Contractor’s list, which is not sufficiently complete in accordance with the Contract Documents so
that the Owner can occupy or utilize the Work or designated portion thereof for its intended use, the Contractor
shall, before issuance of the Certificate of Substantial Completion, complete or correct such item upon notification
by the Architect. In such case, the Contractor shall then submit a request for another inspection by the Architect to
determine Substantial Completion.

§ 9.8.4 When the Work or designated portion thereof is substantially complete, the Architect will prepare a
Certificate of Substantial Completion that shall establish the date of Substantial Completion; establish
responsibilities of the Owner and Contractor for security, maintenance, heat, utilities, damage to the Work and
insurance; and fix the time within which the Contractor shall finish all items on the list accompanying the
Certificate. Warranties required by the Contract Documents shall commence on the date of Substantial Completion
of the Work or designated portion thereof unless otherwise provided in the Certificate of Substantial Completion.

§ 9.8.5 The Certificate of Substantial Completion shall be submitted to the Owner and Contractor for their written
acceptance of responsibilities assigned to them in the Certificate. Upon such acceptance, and consent of surety if
any, the Owner shall make payment of retainage applying to the Work or designated portion thereof. Such payment
shall be adjusted for Work that is incomplete or not in accordance with the requirements of the Contract Documents.

§ 9.9 Partial Occupancy or Use
§ 9.9.1 The Owner may occupy or use any completed or partially completed portion of the Work at any stage when
such portion is designated by separate agreement with the Contractor, provided such occupancy or use is consented
to by the insurer and authorized by public authorities having jurisdiction over the Project. Such partial occupancy or
use may commence whether or not the portion is substantially complete, provided the Owner and Contractor have
accepted in writing the responsibilities assigned to each of them for payments, retainage, if any, security,
maintenance, heat, utilities, damage to the Work and insurance, and have agreed in writing concerning the period for
correction of the Work and commencement of warranties required by the Contract Documents. When the Contractor
considers a portion substantially complete, the Contractor shall prepare and submit a list to the Architect as provided
under Section 9.8.2. Consent of the Contractor to partial occupancy or use shall not be unreasonably withheld. The
stage of the progress of the Work shall be determined by written agreement between the Owner and Contractor or, if
no agreement is reached, by decision of the Architect.

§ 9.9.2 Immediately prior to such partial occupancy or use, the Owner, Contractor, and Architect shall jointly inspect
the area to be occupied or portion of the Work to be used in order to determine and record the condition of the
Work.

§ 9.9.3 Unless otherwise agreed upon, partial occupancy or use of a portion or portions of the Work shall not
constitute acceptance of Work not complying with the requirements of the Contract Documents.
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§ 9.10 Final Completion and Final Payment
§ 9.10.1 Upon receipt of the Contractor’s notice that the Work is ready for final inspection and acceptance and upon
receipt of a final Application for Payment, the Architect will promptly make such inspection. When the Architect
finds the Work acceptable under the Contract Documents and the Contract fully performed, the Architect will
promptly issue a final Certificate for Payment stating that to the best of the Architect’s knowledge, information and
belief, and on the basis of the Architect’s on-site visits and inspections, the Work has been completed in accordance
with the Contract Documents and that the entire balance found to be due the Contractor and noted in the final
Certificate is due and payable. The Architect’s final Certificate for Payment will constitute a further representation
that conditions listed in Section 9.10.2 as precedent to the Contractor’s being entitled to final payment have been
fulfilled.

§ 9.10.2 Neither final payment nor any remaining retained percentage shall become due until the Contractor submits
to the Architect (1) an affidavit that payrolls, bills for materials and equipment, and other indebtedness connected
with the Work for which the Owner or the Owner’s property might be responsible or encumbered (less amounts
withheld by Owner) have been paid or otherwise satisfied, (2) a certificate evidencing that insurance required by the
Contract Documents to remain in force after final payment is currently in effect, (3) a written statement that the
Contractor knows of no reason that the insurance will not be renewable to cover the period required by the Contract
Documents, (4) consent of surety, if any, to final payment, (5) documentation of any special warranties, such as
manufacturers’ warranties or specific Subcontractor warranties, and (6) if required by the Owner, other data
establishing payment or satisfaction of obligations, such as receipts and releases and waivers of liens, claims,
security interests, or encumbrances arising out of the Contract, to the extent and in such form as may be designated
by the Owner. If a Subcontractor refuses to furnish a release or waiver required by the Owner, the Contractor may
furnish a bond satisfactory to the Owner to indemnify the Owner against such lien, claim, security interest, or
encumbrance. If a lien, claim, security interest, or encumbrance remains unsatisfied after payments are made, the
Contractor shall refund to the Owner all money that the Owner may be compelled to pay in discharging the lien,
claim, security interest, or encumbrance, including all costs and reasonable attorneys’ fees.

§ 9.10.3 If, after Substantial Completion of the Work, final completion thereof is materially delayed through no fault
of the Contractor or by issuance of Change Orders affecting final completion, and the Architect so confirms, the
Owner shall, upon application by the Contractor and certification by the Architect, and without terminating the
Contract, make payment of the balance due for that portion of the Work fully completed, corrected, and accepted. If
the remaining balance for Work not fully completed or corrected is less than retainage stipulated in the Contract
Documents, and if bonds have been furnished, the written consent of the surety to payment of the balance due for
that portion of the Work fully completed and accepted shall be submitted by the Contractor to the Architect prior to
certification of such payment. Such payment shall be made under terms and conditions governing final payment,
except that it shall not constitute a waiver of Claims.

§ 9.10.4 The making of final payment shall constitute a waiver of Claims by the Owner except those arising from
.1      liens, Claims, security interests, or encumbrances arising out of the Contract and unsettled;
.2      failure of the Work to comply with the requirements of the Contract Documents;
.3      terms of special warranties required by the Contract Documents; or
.4      audits performed by the Owner, if permitted by the Contract Documents, after final payment.

§ 9.10.5 Acceptance of final payment by the Contractor, a Subcontractor, or a supplier, shall constitute a waiver of
claims by that payee except those previously made in writing and identified by that payee as unsettled at the time of
final Application for Payment.

ARTICLE 10   PROTECTION OF PERSONS AND PROPERTY
§ 10.1 Safety Precautions and Programs
The Contractor shall be responsible for initiating, maintaining, and supervising all safety precautions and programs
in connection with the performance of the Contract.

§ 10.2 Safety of Persons and Property
§ 10.2.1 The Contractor shall take reasonable precautions for safety of, and shall provide reasonable protection to
prevent damage, injury, or loss to

.1      employees on the Work and other persons who may be affected thereby;
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.2      the Work and materials and equipment to be incorporated therein, whether in storage on or off the
site, under care, custody, or control of the Contractor, a Subcontractor, or a Sub-subcontractor; and

.3      other property at the site or adjacent thereto, such as trees, shrubs, lawns, walks, pavements,
roadways, structures, and utilities not designated for removal, relocation, or replacement in the course
of construction.

§ 10.2.2 The Contractor shall comply with, and give notices required by applicable laws, statutes, ordinances, codes,
rules and regulations, and lawful orders of public authorities, bearing on safety of persons or property or their
protection from damage, injury, or loss.

§ 10.2.3 The Contractor shall implement, erect, and maintain, as required by existing conditions and performance of
the Contract, reasonable safeguards for safety and protection, including posting danger signs and other warnings
against hazards; promulgating safety regulations; and notifying the owners and users of adjacent sites and utilities of
the safeguards.

§ 10.2.4 When use or storage of explosives or other hazardous materials or equipment, or unusual methods are
necessary for execution of the Work, the Contractor shall exercise utmost care and carry on such activities under
supervision of properly qualified personnel.

§ 10.2.5 The Contractor shall promptly remedy damage and loss (other than damage or loss insured under property
insurance required by the Contract Documents) to property referred to in Sections 10.2.1.2 and 10.2.1.3 caused in
whole or in part by the Contractor, a Subcontractor, a Sub-subcontractor, or anyone directly or indirectly employed
by any of them, or by anyone for whose acts they may be liable and for which the Contractor is responsible under
Sections 10.2.1.2 and 10.2.1.3. The Contractor may make a Claim for the cost to remedy the damage or loss to the
extent such damage or loss is attributable to acts or omissions of the Owner or Architect or anyone directly or
indirectly employed by either of them, or by anyone for whose acts either of them may be liable, and not attributable
to the fault or negligence of the Contractor. The foregoing obligations of the Contractor are in addition to the
Contractor’s obligations under Section 3.18.

§ 10.2.6 The Contractor shall designate a responsible member of the Contractor’s organization at the site whose duty
shall be the prevention of accidents. This person shall be the Contractor’s superintendent unless otherwise
designated by the Contractor in writing to the Owner and Architect.

§ 10.2.7 The Contractor shall not permit any part of the construction or site to be loaded so as to cause damage or
create an unsafe condition.

§ 10.2.8 Injury or Damage to Person or Property
If either party suffers injury or damage to person or property because of an act or omission of the other party, or of
others for whose acts such party is legally responsible, notice of the injury or damage, whether or not insured, shall
be given to the other party within a reasonable time not exceeding 21 days after discovery. The notice shall provide
sufficient detail to enable the other party to investigate the matter.

§ 10.3 Hazardous Materials and Substances
§ 10.3.1 The Contractor is responsible for compliance with any requirements included in the Contract Documents
regarding hazardous materials or substances. If the Contractor encounters a hazardous material or substance not
addressed in the Contract Documents and if reasonable precautions will be inadequate to prevent foreseeable bodily
injury or death to persons resulting from a material or substance, including but not limited to asbestos or
polychlorinated biphenyl (PCB), encountered on the site by the Contractor, the Contractor shall, upon recognizing
the condition, immediately stop Work in the affected area and notify the Owner and Architect of the condition.

§ 10.3.2 Upon receipt of the Contractor’s notice, the Owner shall obtain the services of a licensed laboratory to verify
the presence or absence of the material or substance reported by the Contractor and, in the event such material or
substance is found to be present, to cause it to be rendered harmless. Unless otherwise required by the Contract
Documents, the Owner shall furnish in writing to the Contractor and Architect the names and qualifications of
persons or entities who are to perform tests verifying the presence or absence of the material or substance or who are
to perform the task of removal or safe containment of the material or substance. The Contractor and the Architect
will promptly reply to the Owner in writing stating whether or not either has reasonable objection to the persons or
entities proposed by the Owner. If either the Contractor or Architect has an objection to a person or entity proposed
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by the Owner, the Owner shall propose another to whom the Contractor and the Architect have no reasonable
objection. When the material or substance has been rendered harmless, Work in the affected area shall resume upon
written agreement of the Owner and Contractor. By Change Order, the Contract Time shall be extended
appropriately and the Contract Sum shall be increased by the amount of the Contractor’s reasonable additional costs
of shutdown, delay, and start-up.

§ 10.3.3 To the fullest extent permitted by law, the Owner shall indemnify and hold harmless the Contractor,
Subcontractors, Architect, Architect’s consultants, and agents and employees of any of them from and against
claims, damages, losses, and expenses, including but not limited to attorneys’ fees, arising out of or resulting from
performance of the Work in the affected area if in fact the material or substance presents the risk of bodily injury or
death as described in Section 10.3.1 and has not been rendered harmless, provided that such claim, damage, loss, or
expense is attributable to bodily injury, sickness, disease or death, or to injury to or destruction of tangible property
(other than the Work itself), except to the extent that such damage, loss, or expense is due to the fault or negligence
of the party seeking indemnity.

§ 10.3.4 The Owner shall not be responsible under this Section 10.3 for hazardous materials or substances the
Contractor brings to the site unless such materials or substances are required by the Contract Documents. The
Owner shall be responsible for hazardous materials or substances required by the Contract Documents, except to the
extent of the Contractor’s fault or negligence in the use and handling of such materials or substances.

§ 10.3.5 The Contractor shall reimburse the Owner for the cost and expense the Owner incurs (1) for remediation of
hazardous materials or substances the Contractor brings to the site and negligently handles, or (2) where the
Contractor fails to perform its obligations under Section 10.3.1, except to the extent that the cost and expense are
due to the Owner’s fault or negligence.

§ 10.3.6 If, without negligence on the part of the Contractor, the Contractor is held liable by a government agency for
the cost of remediation of a hazardous material or substance solely by reason of performing Work as required by the
Contract Documents, the Owner shall reimburse the Contractor for all cost and expense thereby incurred.

§ 10.4 Emergencies
In an emergency affecting safety of persons or property, the Contractor shall act, at the Contractor’s discretion, to
prevent threatened damage, injury, or loss. Additional compensation or extension of time claimed by the Contractor
on account of an emergency shall be determined as provided in Article 15 and Article 7.

ARTICLE 11   INSURANCE AND BONDS
§ 11.1 Contractor’s Insurance and Bonds
§ 11.1.1 The Contractor shall purchase and maintain insurance of the types and limits of liability, containing the
endorsements, and subject to the terms and conditions, as described in the Agreement or elsewhere in the Contract
Documents. The Contractor shall purchase and maintain the required insurance from an insurance company or
insurance companies lawfully authorized to issue insurance in the jurisdiction where the Project is located. The
Owner, Architect, and Architect’s consultants shall be named as additional insureds under the Contractor’s
commercial general liability policy or as otherwise described in the Contract Documents.

§ 11.1.2 The Contractor shall provide surety bonds of the types, for such penal sums, and subject to such terms and
conditions as required by the Contract Documents. The Contractor shall purchase and maintain the required bonds
from a company or companies lawfully authorized to issue surety bonds in the jurisdiction where the Project is
located.

§ 11.1.3 Upon the request of any person or entity appearing to be a potential beneficiary of bonds covering payment
of obligations arising under the Contract, the Contractor shall promptly furnish a copy of the bonds or shall
authorize a copy to be furnished.

§ 11.1.4 Notice of Cancellation or Expiration of Contractor’s Required Insurance. Within three (3) business days of the
date the Contractor becomes aware of an impending or actual cancellation or expiration of any insurance required by
the Contract Documents, the Contractor shall provide notice to the Owner of such impending or actual cancellation
or expiration. Upon receipt of notice from the Contractor, the Owner shall, unless the lapse in coverage arises from
an act or omission of the Owner, have the right to stop the Work until the lapse in coverage has been cured by the
procurement of replacement coverage by the Contractor. The furnishing of notice by the Contractor shall not relieve
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the Contractor of any contractual obligation to provide any required coverage.

§ 11.2 Owner’s Insurance
§ 11.2.1 The Owner shall purchase and maintain insurance of the types and limits of liability, containing the
endorsements, and subject to the terms and conditions, as described in the Agreement or elsewhere in the Contract
Documents. The Owner shall purchase and maintain the required insurance from an insurance company or insurance
companies lawfully authorized to issue insurance in the jurisdiction where the Project is located.

§ 11.2.2 Failure to Purchase Required Property Insurance. If the Owner fails to purchase and maintain the required
property insurance, with all of the coverages and in the amounts described in the Agreement or elsewhere in the
Contract Documents, the Owner shall inform the Contractor in writing prior to commencement of the Work. Upon
receipt of notice from the Owner, the Contractor may delay commencement of the Work and may obtain insurance
that will protect the interests of the Contractor, Subcontractors, and Sub-Subcontractors in the Work. When the
failure to provide coverage has been cured or resolved, the Contract Sum and Contract Time shall be equitably
adjusted. In the event the Owner fails to procure coverage, the Owner waives all rights against the Contractor,
Subcontractors, and Sub-subcontractors to the extent the loss to the Owner would have been covered by the
insurance to have been procured by the Owner. The cost of the insurance shall be charged to the Owner by a Change
Order. If the Owner does not provide written notice, and the Contractor is damaged by the failure or neglect of the
Owner to purchase or maintain the required insurance, the Owner shall reimburse the Contractor for all reasonable
costs and damages attributable thereto.

§ 11.2.3 Notice of Cancellation or Expiration of Owner’s Required Property Insurance. Within three (3) business days of
the date the Owner becomes aware of an impending or actual cancellation or expiration of any property insurance
required by the Contract Documents, the Owner shall provide notice to the Contractor of such impending or actual
cancellation or expiration. Unless the lapse in coverage arises from an act or omission of the Contractor: (1) the
Contractor, upon receipt of notice from the Owner, shall have the right to stop the Work until the lapse in coverage
has been cured by the procurement of replacement coverage by either the Owner or the Contractor; (2) the Contract
Time and Contract Sum shall be equitably adjusted; and (3) the Owner waives all rights against the Contractor,
Subcontractors, and Sub-subcontractors to the extent any loss to the Owner would have been covered by the
insurance had it not expired or been cancelled. If the Contractor purchases replacement coverage, the cost of the
insurance shall be charged to the Owner by an appropriate Change Order. The furnishing of notice by the Owner
shall not relieve the Owner of any contractual obligation to provide required insurance.

§ 11.3 Waivers of Subrogation
§ 11.3.1 The Owner and Contractor waive all rights against (1) each other and any of their subcontractors, sub-
subcontractors, agents, and employees, each of the other; (2) the Architect and Architect’s consultants; and (3)
Separate Contractors, if any, and any of their subcontractors, sub-subcontractors, agents, and employees, for
damages caused by fire, or other causes of loss, to the extent those losses are covered by property insurance required
by the Agreement or other property insurance applicable to the Project, except such rights as they have to proceeds
of such insurance. The Owner or Contractor, as appropriate, shall require similar written waivers in favor of the
individuals and entities identified above from the Architect, Architect’s consultants, Separate Contractors,
subcontractors, and sub-subcontractors. The policies of insurance purchased and maintained by each person or entity
agreeing to waive claims pursuant to this section 11.3.1 shall not prohibit this waiver of subrogation. This waiver of
subrogation shall be effective as to a person or entity (1) even though that person or entity would otherwise have a
duty of indemnification, contractual or otherwise, (2) even though that person or entity did not pay the insurance
premium directly or indirectly, or (3) whether or not the person or entity had an insurable interest in the damaged
property.

§ 11.3.2 If during the Project construction period the Owner insures properties, real or personal or both, at or adjacent
to the site by property insurance under policies separate from those insuring the Project, or if after final payment
property insurance is to be provided on the completed Project through a policy or policies other than those insuring
the Project during the construction period, to the extent permissible by such policies, the Owner waives all rights in
accordance with the terms of Section 11.3.1 for damages caused by fire or other causes of loss covered by this
separate property insurance.

§ 11.4 Loss of Use, Business Interruption, and Delay in Completion Insurance
The Owner, at the Owner’s option, may purchase and maintain insurance that will protect the Owner against loss of
use of the Owner’s property, or the inability to conduct normal operations, due to fire or other causes of loss. The
Owner waives all rights of action against the Contractor and Architect for loss of use of the Owner’s property, due to
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fire or other hazards however caused.

§11.5 Adjustment and Settlement of Insured Loss
§ 11.5.1 A loss insured under the property insurance required by the Agreement shall be adjusted by the Owner as
fiduciary and made payable to the Owner as fiduciary for the insureds, as their interests may appear, subject to
requirements of any applicable mortgagee clause and of Section 11.5.2. The Owner shall pay the Architect and
Contractor their just shares of insurance proceeds received by the Owner, and by appropriate agreements the
Architect and Contractor shall make payments to their consultants and Subcontractors in similar manner.

§ 11.5.2 Prior to settlement of an insured loss, the Owner shall notify the Contractor of the terms of the proposed
settlement as well as the proposed allocation of the insurance proceeds. The Contractor shall have 14 days from
receipt of notice to object to the proposed settlement or allocation of the proceeds. If the Contractor does not object,
the Owner shall settle the loss and the Contractor shall be bound by the settlement and allocation. Upon receipt, the
Owner shall deposit the insurance proceeds in a separate account and make the appropriate distributions. Thereafter,
if no other agreement is made or the Owner does not terminate the Contract for convenience, the Owner and
Contractor shall execute a Change Order for reconstruction of the damaged or destroyed Work in the amount
allocated for that purpose. If the Contractor timely objects to either the terms of the proposed settlement or the
allocation of the proceeds, the Owner may proceed to settle the insured loss, and any dispute between the Owner and
Contractor arising out of the settlement or allocation of the proceeds shall be resolved pursuant to Article 15.
Pending resolution of any dispute, the Owner may issue a Construction Change Directive for the reconstruction of
the damaged or destroyed Work.

ARTICLE 12   UNCOVERING AND CORRECTION OF WORK
§ 12.1 Uncovering of Work
§ 12.1.1 If a portion of the Work is covered contrary to the Architect’s request or to requirements specifically
expressed in the Contract Documents, it must, if requested in writing by the Architect, be uncovered for the
Architect’s examination and be replaced at the Contractor’s expense without change in the Contract Time.

§ 12.1.2 If a portion of the Work has been covered that the Architect has not specifically requested to examine prior
to its being covered, the Architect may request to see such Work and it shall be uncovered by the Contractor. If such
Work is in accordance with the Contract Documents, the Contractor shall be entitled to an equitable adjustment to
the Contract Sum and Contract Time as may be appropriate. If such Work is not in accordance with the Contract
Documents, the costs of uncovering the Work, and the cost of correction, shall be at the Contractor’s expense.

§ 12.2 Correction of Work
§ 12.2.1 Before Substantial Completion
The Contractor shall promptly correct Work rejected by the Architect or failing to conform to the requirements of
the Contract Documents, discovered before Substantial Completion and whether or not fabricated, installed or
completed. Costs of correcting such rejected Work, including additional testing and inspections, the cost of
uncovering and replacement, and compensation for the Architect’s services and expenses made necessary thereby,
shall be at the Contractor’s expense.

§ 12.2.2 After Substantial Completion
§ 12.2.2.1 In addition to the Contractor’s obligations under Section 3.5, if, within one year after the date of
Substantial Completion of the Work or designated portion thereof or after the date for commencement of warranties
established under Section 9.9.1, or by terms of any applicable special warranty required by the Contract Documents,
any of the Work is found to be not in accordance with the requirements of the Contract Documents, the Contractor
shall correct it promptly after receipt of notice from the Owner to do so, unless the Owner has previously given the
Contractor a written acceptance of such condition. The Owner shall give such notice promptly after discovery of the
condition. During the one-year period for correction of Work, if the Owner fails to notify the Contractor and give the
Contractor an opportunity to make the correction, the Owner waives the rights to require correction by the
Contractor and to make a claim for breach of warranty. If the Contractor fails to correct nonconforming Work within
a reasonable time during that period after receipt of notice from the Owner or Architect, the Owner may correct it in
accordance with Section 2.5.

§ 12.2.2.2 The one-year period for correction of Work shall be extended with respect to portions of Work first
performed after Substantial Completion by the period of time between Substantial Completion and the actual
completion of that portion of the Work.
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§ 12.2.2.3 The one-year period for correction of Work shall not be extended by corrective Work performed by the
Contractor pursuant to this Section 12.2.

§ 12.2.3 The Contractor shall remove from the site portions of the Work that are not in accordance with the
requirements of the Contract Documents and are neither corrected by the Contractor nor accepted by the Owner.

§ 12.2.4 The Contractor shall bear the cost of correcting destroyed or damaged construction of the Owner or Separate
Contractors, whether completed or partially completed, caused by the Contractor’s correction or removal of Work
that is not in accordance with the requirements of the Contract Documents.

§ 12.2.5 Nothing contained in this Section 12.2 shall be construed to establish a period of limitation with respect to
other obligations the Contractor has under the Contract Documents. Establishment of the one-year period for
correction of Work as described in Section 12.2.2 relates only to the specific obligation of the Contractor to correct
the Work, and has no relationship to the time within which the obligation to comply with the Contract Documents
may be sought to be enforced, nor to the time within which proceedings may be commenced to establish the
Contractor’s liability with respect to the Contractor’s obligations other than specifically to correct the Work.

§ 12.3 Acceptance of Nonconforming Work
If the Owner prefers to accept Work that is not in accordance with the requirements of the Contract Documents, the
Owner may do so instead of requiring its removal and correction, in which case the Contract Sum will be reduced as
appropriate and equitable. Such adjustment shall be effected whether or not final payment has been made.

ARTICLE 13   MISCELLANEOUS PROVISIONS
§ 13.1 Governing Law
The Contract shall be governed by the law of the place where the Project is located, excluding that jurisdiction’s
choice of law rules. If the parties have selected arbitration as the method of binding dispute resolution, the Federal
Arbitration Act shall govern Section 15.4.

§ 13.2 Successors and Assigns
§ 13.2.1 The Owner and Contractor respectively bind themselves, their partners, successors, assigns, and legal
representatives to covenants, agreements, and obligations contained in the Contract Documents. Except as provided
in Section 13.2.2, neither party to the Contract shall assign the Contract as a whole without written consent of the
other. If either party attempts to make an assignment without such consent, that party shall nevertheless remain
legally responsible for all obligations under the Contract.

§ 13.2.2 The Owner may, without consent of the Contractor, assign the Contract to a lender providing construction
financing for the Project, if the lender assumes the Owner’s rights and obligations under the Contract Documents.
The Contractor shall execute all consents reasonably required to facilitate the assignment.

§ 13.3 Rights and Remedies
§ 13.3.1 Duties and obligations imposed by the Contract Documents and rights and remedies available thereunder
shall be in addition to and not a limitation of duties, obligations, rights, and remedies otherwise imposed or available
by law.

§ 13.3.2 No action or failure to act by the Owner, Architect, or Contractor shall constitute a waiver of a right or duty
afforded them under the Contract, nor shall such action or failure to act constitute approval of or acquiescence in a
breach thereunder, except as may be specifically agreed upon in writing.

§ 13.4 Tests and Inspections
§ 13.4.1 Tests, inspections, and approvals of portions of the Work shall be made as required by the Contract
Documents and by applicable laws, statutes, ordinances, codes, rules, and regulations or lawful orders of public
authorities. Unless otherwise provided, the Contractor shall make arrangements for such tests, inspections, and
approvals with an independent testing laboratory or entity acceptable to the Owner, or with the appropriate public
authority, and shall bear all related costs of tests, inspections, and approvals. The Contractor shall give the Architect
timely notice of when and where tests and inspections are to be made so that the Architect may be present for such
procedures. The Owner shall bear costs of tests, inspections, or approvals that do not become requirements until
after bids are received or negotiations concluded. The Owner shall directly arrange and pay for tests, inspections, or
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approvals where building codes or applicable laws or regulations so require.

§ 13.4.2 If the Architect, Owner, or public authorities having jurisdiction determine that portions of the Work require
additional testing, inspection, or approval not included under Section 13.4.1, the Architect will, upon written
authorization from the Owner, instruct the Contractor to make arrangements for such additional testing, inspection,
or approval, by an entity acceptable to the Owner, and the Contractor shall give timely notice to the Architect of
when and where tests and inspections are to be made so that the Architect may be present for such procedures. Such
costs, except as provided in Section 13.4.3, shall be at the Owner’s expense.

§ 13.4.3 If procedures for testing, inspection, or approval under Sections 13.4.1 and 13.4.2 reveal failure of the
portions of the Work to comply with requirements established by the Contract Documents, all costs made necessary
by such failure, including those of repeated procedures and compensation for the Architect’s services and expenses,
shall be at the Contractor’s expense.

§ 13.4.4 Required certificates of testing, inspection, or approval shall, unless otherwise required by the Contract
Documents, be secured by the Contractor and promptly delivered to the Architect.

§ 13.4.5 If the Architect is to observe tests, inspections, or approvals required by the Contract Documents, the
Architect will do so promptly and, where practicable, at the normal place of testing.

§ 13.4.6 Tests or inspections conducted pursuant to the Contract Documents shall be made promptly to avoid
unreasonable delay in the Work.

§ 13.5 Interest
Payments due and unpaid under the Contract Documents shall bear interest from the date payment is due at the rate
the parties agree upon in writing or, in the absence thereof, at the legal rate prevailing from time to time at the place
where the Project is located.

ARTICLE 14   TERMINATION OR SUSPENSION OF THE CONTRACT
§ 14.1 Termination by the Contractor
§ 14.1.1 The Contractor may terminate the Contract if the Work is stopped for a period of 30 consecutive days
through no act or fault of the Contractor, a Subcontractor, a Sub-subcontractor, their agents or employees, or any
other persons or entities performing portions of the Work, for any of the following reasons:

.1      Issuance of an order of a court or other public authority having jurisdiction that requires all Work to
be stopped;

.2      An act of government, such as a declaration of national emergency, that requires all Work to be
stopped;

.3      Because the Architect has not issued a Certificate for Payment and has not notified the Contractor of
the reason for withholding certification as provided in Section 9.4.1, or because the Owner has not
made payment on a Certificate for Payment within the time stated in the Contract Documents; or

.4      The Owner has failed to furnish to the Contractor reasonable evidence as required by Section 2.2.

§ 14.1.2 The Contractor may terminate the Contract if, through no act or fault of the Contractor, a Subcontractor, a
Sub-subcontractor, their agents or employees, or any other persons or entities performing portions of the Work,
repeated suspensions, delays, or interruptions of the entire Work by the Owner as described in Section 14.3,
constitute in the aggregate more than 100 percent of the total number of days scheduled for completion, or 120 days
in any 365-day period, whichever is less.

§ 14.1.3 If one of the reasons described in Section 14.1.1 or 14.1.2 exists, the Contractor may, upon seven days’
notice to the Owner and Architect, terminate the Contract and recover from the Owner payment for Work executed,
as well as reasonable overhead and profit on Work not executed, and costs incurred by reason of such termination.

§ 14.1.4 If the Work is stopped for a period of 60 consecutive days through no act or fault of the Contractor, a
Subcontractor, a Sub-subcontractor, or their agents or employees or any other persons or entities performing
portions of the Work because the Owner has repeatedly failed to fulfill the Owner’s obligations under the Contract
Documents with respect to matters important to the progress of the Work, the Contractor may, upon seven additional
days’ notice to the Owner and the Architect, terminate the Contract and recover from the Owner as provided in
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Section 14.1.3.

§ 14.2 Termination by the Owner for Cause
§ 14.2.1 The Owner may terminate the Contract if the Contractor

.1      repeatedly refuses or fails to supply enough properly skilled workers or proper materials;

.2      fails to make payment to Subcontractors or suppliers in accordance with the respective agreements
between the Contractor and the Subcontractors or suppliers;

.3      repeatedly disregards applicable laws, statutes, ordinances, codes, rules and regulations, or lawful
orders of a public authority; or

.4      otherwise is guilty of substantial breach of a provision of the Contract Documents.

§ 14.2.2 When any of the reasons described in Section 14.2.1 exist, and upon certification by the Architect that
sufficient cause exists to justify such action, the Owner may, without prejudice to any other rights or remedies of the
Owner and after giving the Contractor and the Contractor’s surety, if any, seven days’ notice, terminate employment
of the Contractor and may, subject to any prior rights of the surety:

.1      Exclude the Contractor from the site and take possession of all materials, equipment, tools, and
construction equipment and machinery thereon owned by the Contractor;

.2      Accept assignment of subcontracts pursuant to Section 5.4; and

.3      Finish the Work by whatever reasonable method the Owner may deem expedient. Upon written
request of the Contractor, the Owner shall furnish to the Contractor a detailed accounting of the costs
incurred by the Owner in finishing the Work.

§ 14.2.3 When the Owner terminates the Contract for one of the reasons stated in Section 14.2.1, the Contractor shall
not be entitled to receive further payment until the Work is finished.

§ 14.2.4 If the unpaid balance of the Contract Sum exceeds costs of finishing the Work, including compensation for
the Architect’s services and expenses made necessary thereby, and other damages incurred by the Owner and not
expressly waived, such excess shall be paid to the Contractor. If such costs and damages exceed the unpaid balance,
the Contractor shall pay the difference to the Owner. The amount to be paid to the Contractor or Owner, as the case
may be, shall be certified by the Initial Decision Maker, upon application, and this obligation for payment shall
survive termination of the Contract.

§ 14.3 Suspension by the Owner for Convenience
§ 14.3.1 The Owner may, without cause, order the Contractor in writing to suspend, delay or interrupt the Work, in
whole or in part for such period of time as the Owner may determine.

§ 14.3.2 The Contract Sum and Contract Time shall be adjusted for increases in the cost and time caused by
suspension, delay, or interruption under Section 14.3.1. Adjustment of the Contract Sum shall include profit. No
adjustment shall be made to the extent

.1      that performance is, was, or would have been, so suspended, delayed, or interrupted, by another
cause for which the Contractor is responsible; or

.2      that an equitable adjustment is made or denied under another provision of the Contract.

§ 14.4 Termination by the Owner for Convenience
§ 14.4.1 The Owner may, at any time, terminate the Contract for the Owner’s convenience and without cause.

§ 14.4.2 Upon receipt of notice from the Owner of such termination for the Owner’s convenience, the Contractor
shall

.1      cease operations as directed by the Owner in the notice;

.2      take actions necessary, or that the Owner may direct, for the protection and preservation of the Work;
and

.3      except for Work directed to be performed prior to the effective date of termination stated in the
notice, terminate all existing subcontracts and purchase orders and enter into no further subcontracts
and purchase orders.
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§ 14.4.3 In case of such termination for the Owner’s convenience, the Owner shall pay the Contractor for Work
properly executed; costs incurred by reason of the termination, including costs attributable to termination of
Subcontracts; and the termination fee, if any, set forth in the Agreement.

ARTICLE 15   CLAIMS AND DISPUTES
§ 15.1 Claims
§ 15.1.1 Definition
A Claim is a demand or assertion by one of the parties seeking, as a matter of right, payment of money, a change in
the Contract Time, or other relief with respect to the terms of the Contract. The term “Claim” also includes other
disputes and matters in question between the Owner and Contractor arising out of or relating to the Contract. The
responsibility to substantiate Claims shall rest with the party making the Claim. This Section 15.1.1 does not require
the Owner to file a Claim in order to impose liquidated damages in accordance with the Contract Documents.

§ 15.1.2 Time Limits on Claims
The Owner and Contractor shall commence all Claims and causes of action against the other and arising out of or
related to the Contract, whether in contract, tort, breach of warranty or otherwise, in accordance with the
requirements of the binding dispute resolution method selected in the Agreement and within the period specified by
applicable law, but in any case not more than 10 years after the date of Substantial Completion of the Work. The
Owner and Contractor waive all Claims and causes of action not commenced in accordance with this Section 15.1.2.

§ 15.1.3 Notice of Claims
§ 15.1.3.1 Claims by either the Owner or Contractor, where the condition giving rise to the Claim is first discovered
prior to expiration of the period for correction of the Work set forth in Section 12.2.2, shall be initiated by notice to
the other party and to the Initial Decision Maker with a copy sent to the Architect, if the Architect is not serving as
the Initial Decision Maker. Claims by either party under this Section 15.1.3.1 shall be initiated within 21 days after
occurrence of the event giving rise to such Claim or within 21 days after the claimant first recognizes the condition
giving rise to the Claim, whichever is later.

§ 15.1.3.2 Claims by either the Owner or Contractor, where the condition giving rise to the Claim is first discovered
after expiration of the period for correction of the Work set forth in Section 12.2.2, shall be initiated by notice to the
other party. In such event, no decision by the Initial Decision Maker is required.

§ 15.1.4 Continuing Contract Performance
§ 15.1.4.1 Pending final resolution of a Claim, except as otherwise agreed in writing or as provided in Section 9.7
and Article 14, the Contractor shall proceed diligently with performance of the Contract and the Owner shall
continue to make payments in accordance with the Contract Documents.

§ 15.1.4.2 The Contract Sum and Contract Time shall be adjusted in accordance with the Initial Decision Maker’s
decision, subject to the right of either party to proceed in accordance with this Article 15. The Architect will issue
Certificates for Payment in accordance with the decision of the Initial Decision Maker.

§ 15.1.5 Claims for Additional Cost
If the Contractor wishes to make a Claim for an increase in the Contract Sum, notice as provided in Section 15.1.3
shall be given before proceeding to execute the portion of the Work that is the subject of the Claim. Prior notice is
not required for Claims relating to an emergency endangering life or property arising under Section 10.4.

§ 15.1.6 Claims for Additional Time
§ 15.1.6.1 If the Contractor wishes to make a Claim for an increase in the Contract Time, notice as provided in
Section 15.1.3 shall be given. The Contractor’s Claim shall include an estimate of cost and of probable effect of
delay on progress of the Work. In the case of a continuing delay, only one Claim is necessary.

§ 15.1.6.2 If adverse weather conditions are the basis for a Claim for additional time, such Claim shall be
documented by data substantiating that weather conditions were abnormal for the period of time, could not have
been reasonably anticipated, and had an adverse effect on the scheduled construction.

§ 15.1.7 Waiver of Claims for Consequential Damages
The Contractor and Owner waive Claims against each other for consequential damages arising out of or relating to
this Contract. This mutual waiver includes
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.1      damages incurred by the Owner for rental expenses, for losses of use, income, profit, financing,
business and reputation, and for loss of management or employee productivity or of the services of
such persons; and

.2      damages incurred by the Contractor for principal office expenses including the compensation of
personnel stationed there, for losses of financing, business and reputation, and for loss of profit,
except anticipated profit arising directly from the Work.

This mutual waiver is applicable, without limitation, to all consequential damages due to either party’s termination
in accordance with Article 14. Nothing contained in this Section 15.1.7 shall be deemed to preclude assessment of
liquidated damages, when applicable, in accordance with the requirements of the Contract Documents.

§ 15.2 Initial Decision
§ 15.2.1 Claims, excluding those where the condition giving rise to the Claim is first discovered after expiration of
the period for correction of the Work set forth in Section 12.2.2 or arising under Sections 10.3, 10.4, and 11.5, shall
be referred to the Initial Decision Maker for initial decision. The Architect will serve as the Initial Decision Maker,
unless otherwise indicated in the Agreement. Except for those Claims excluded by this Section 15.2.1, an initial
decision shall be required as a condition precedent to mediation of any Claim. If an initial decision has not been
rendered within 30 days after the Claim has been referred to the Initial Decision Maker, the party asserting the
Claim may demand mediation and binding dispute resolution without a decision having been rendered. Unless the
Initial Decision Maker and all affected parties agree, the Initial Decision Maker will not decide disputes between the
Contractor and persons or entities other than the Owner.

§ 15.2.2 The Initial Decision Maker will review Claims and within ten days of the receipt of a Claim take one or
more of the following actions: (1) request additional supporting data from the claimant or a response with supporting
data from the other party, (2) reject the Claim in whole or in part, (3) approve the Claim, (4) suggest a compromise,
or (5) advise the parties that the Initial Decision Maker is unable to resolve the Claim if the Initial Decision Maker
lacks sufficient information to evaluate the merits of the Claim or if the Initial Decision Maker concludes that, in the
Initial Decision Maker’s sole discretion, it would be inappropriate for the Initial Decision Maker to resolve the
Claim.

§ 15.2.3 In evaluating Claims, the Initial Decision Maker may, but shall not be obligated to, consult with or seek
information from either party or from persons with special knowledge or expertise who may assist the Initial
Decision Maker in rendering a decision. The Initial Decision Maker may request the Owner to authorize retention of
such persons at the Owner’s expense.

§ 15.2.4 If the Initial Decision Maker requests a party to provide a response to a Claim or to furnish additional
supporting data, such party shall respond, within ten days after receipt of the request, and shall either (1) provide a
response on the requested supporting data, (2) advise the Initial Decision Maker when the response or supporting
data will be furnished, or (3) advise the Initial Decision Maker that no supporting data will be furnished. Upon
receipt of the response or supporting data, if any, the Initial Decision Maker will either reject or approve the Claim
in whole or in part.

§ 15.2.5 The Initial Decision Maker will render an initial decision approving or rejecting the Claim, or indicating that
the Initial Decision Maker is unable to resolve the Claim. This initial decision shall (1) be in writing; (2) state the
reasons therefor; and (3) notify the parties and the Architect, if the Architect is not serving as the Initial Decision
Maker, of any change in the Contract Sum or Contract Time or both. The initial decision shall be final and binding
on the parties but subject to mediation and, if the parties fail to resolve their dispute through mediation, to binding
dispute resolution.

§ 15.2.6 Either party may file for mediation of an initial decision at any time, subject to the terms of Section 15.2.6.1.

§ 15.2.6.1 Either party may, within 30 days from the date of receipt of an initial decision, demand in writing that the
other party file for mediation. If such a demand is made and the party receiving the demand fails to file for
mediation within 30 days after receipt thereof, then both parties waive their rights to mediate or pursue binding
dispute resolution proceedings with respect to the initial decision.

§ 15.2.7 In the event of a Claim against the Contractor, the Owner may, but is not obligated to, notify the surety, if
any, of the nature and amount of the Claim. If the Claim relates to a possibility of a Contractor’s default, the Owner
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may, but is not obligated to, notify the surety and request the surety’s assistance in resolving the controversy.

§ 15.2.8 If a Claim relates to or is the subject of a mechanic’s lien, the party asserting such Claim may proceed in
accordance with applicable law to comply with the lien notice or filing deadlines.

§ 15.3 Mediation
§ 15.3.1 Claims, disputes, or other matters in controversy arising out of or related to the Contract, except those
waived as provided for in Sections 9.10.4, 9.10.5, and 15.1.7, shall be subject to mediation as a condition precedent
to binding dispute resolution.

§ 15.3.2 The parties shall endeavor to resolve their Claims by mediation which, unless the parties mutually agree
otherwise, shall be administered by the American Arbitration Association in accordance with its Construction
Industry Mediation Procedures in effect on the date of the Agreement. A request for mediation shall be made in
writing, delivered to the other party to the Contract, and filed with the person or entity administering the mediation.
The request may be made concurrently with the filing of binding dispute resolution proceedings but, in such event,
mediation shall proceed in advance of binding dispute resolution proceedings, which shall be stayed pending
mediation for a period of 60 days from the date of filing, unless stayed for a longer period by agreement of the
parties or court order. If an arbitration is stayed pursuant to this Section 15.3.2, the parties may nonetheless proceed
to the selection of the arbitrator(s) and agree upon a schedule for later proceedings.

§ 15.3.3 Either party may, within 30 days from the date that mediation has been concluded without resolution of the
dispute or 60 days after mediation has been demanded without resolution of the dispute, demand in writing that the
other party file for binding dispute resolution. If such a demand is made and the party receiving the demand fails to
file for binding dispute resolution within 60 days after receipt thereof, then both parties waive their rights to binding
dispute resolution proceedings with respect to the initial decision.

§ 15.3.4 The parties shall share the mediator’s fee and any filing fees equally. The mediation shall be held in the
place where the Project is located, unless another location is mutually agreed upon. Agreements reached in
mediation shall be enforceable as settlement agreements in any court having jurisdiction thereof.

§ 15.4 Arbitration
§ 15.4.1 If the parties have selected arbitration as the method for binding dispute resolution in the Agreement, any
Claim subject to, but not resolved by, mediation shall be subject to arbitration which, unless the parties mutually
agree otherwise, shall be administered by the American Arbitration Association in accordance with its Construction
Industry Arbitration Rules in effect on the date of the Agreement. The Arbitration shall be conducted in the place
where the Project is located, unless another location is mutually agreed upon. A demand for arbitration shall be
made in writing, delivered to the other party to the Contract, and filed with the person or entity administering the
arbitration. The party filing a notice of demand for arbitration must assert in the demand all Claims then known to
that party on which arbitration is permitted to be demanded.

§ 15.4.1.1 A demand for arbitration shall be made no earlier than concurrently with the filing of a request for
mediation, but in no event shall it be made after the date when the institution of legal or equitable proceedings based
on the Claim would be barred by the applicable statute of limitations. For statute of limitations purposes, receipt of a
written demand for arbitration by the person or entity administering the arbitration shall constitute the institution of
legal or equitable proceedings based on the Claim.

§ 15.4.2 The award rendered by the arbitrator or arbitrators shall be final, and judgment may be entered upon it in
accordance with applicable law in any court having jurisdiction thereof.

§ 15.4.3 The foregoing agreement to arbitrate and other agreements to arbitrate with an additional person or entity
duly consented to by parties to the Agreement, shall be specifically enforceable under applicable law in any court
having jurisdiction thereof.

§ 15.4.4 Consolidation or Joinder
§ 15.4.4.1 Subject to the rules of the American Arbitration Association or other applicable arbitration rules, either
party may consolidate an arbitration conducted under this Agreement with any other arbitration to which it is a party
provided that (1) the arbitration agreement governing the other arbitration permits consolidation, (2) the arbitrations
to be consolidated substantially involve common questions of law or fact, and (3) the arbitrations employ materially
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similar procedural rules and methods for selecting arbitrator(s).

§ 15.4.4.2 Subject to the rules of the American Arbitration Association or other applicable arbitration rules, either
party may include by joinder persons or entities substantially involved in a common question of law or fact whose
presence is required if complete relief is to be accorded in arbitration, provided that the party sought to be joined
consents in writing to such joinder. Consent to arbitration involving an additional person or entity shall not
constitute consent to arbitration of any claim, dispute or other matter in question not described in the written
consent.

§ 15.4.4.3 The Owner and Contractor grant to any person or entity made a party to an arbitration conducted under
this Section 15.4, whether by joinder or consolidation, the same rights of joinder and consolidation as those of the
Owner and Contractor under this Agreement.
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SECTION 08 71 00 - DOOR HARDWARE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS: 

A. Drawings and general provisions of Contract, including General and 

Supplementary Conditions and Division 1 Specification Sections, apply to this 

Section. 

1.2 SUMMARY: 

A. This Section includes items known commercially as finish or door hardware that 

are required for swing, sliding, and folding doors, except special types of unique 

hardware specified in the same sections as the doors and door frames on 

which they are installed. 

B. This Section includes the following: 

1. Architectural Hinges 

2. Continuous Hinges 

3. Pivots Sets 

4. Key Control System, Cylinders and Cores. 

5. Locksets, Latchsets and Deadbolts 

6. Panic Devices and Fire Rated Exit Devices 

7. Closers and Door Control Devices 

8. Automatic Door Operators 

9. Overhead Door Stops and Holders 

10. Floor and Wall Stops 

11. Door Bolts and Coordinators 

12. Door Pulls, Push/Pull Plates and Push/Pull Sets 

13. Protective Plates 

14. Door Seals, Gasketing and Weatherstripping 

15. Thresholds 

16. Miscellaneous Door Control Devices 

17. Electromechanical Hardware 

18. Miscellaneous Access Control Components and Security Equipment 

C. Related Sections: The following Sections contain requirements that relate to the 

following sections. 

1. Section 08 1113: Hollow Metal Doors and Frames 

2. Section 08 1400: Wood Doors 

3. Section 08 3323: Coiling Doors 

4. Section 08 4113: Aluminum-Framed Entrances and Storefronts 

5. Division 26: Electrical 

6. Division 28: Electronic Safety and Security 

D. Products furnished but not installed under this Section to include: 

1. Cylinders for locks on entrance doors. 
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2. Final replacement cores and keys to be installed by Owner. 

1.3 REFERENCES: 

A. UL - Underwriters Laboratories 

1. UL 10B - Fire Test of Door Assemblies 

2. UL 10C - Positive Pressure Test of Fire Door Assemblies 

3. UL 1784 - Air Leakage Tests of Door Assemblies 

4. UL 305 - Panic Hardware 

B. DHI - Door and Hardware Institute 

1. Sequence and Format for the Hardware Schedule 

2. Recommended Locations for Builders Hardware 

3. Keying Systems and Nomenclature 

4. Installation Guide for Doors and Hardware 

C. NFPA – National Fire Protection Association 

1. NFPA 70 – National Electric Code 

2. NFPA 80 – 2016 Edition – Standard for Fire Doors and Other Opening 

Protectives 

3. NFPA 101 – Life Safety Code 

4. NFPA 105 – Smoke and Draft Control Door Assemblies 

5. NFPA 252 – Fire Tests of Door Assemblies 

D. ANSI - American National Standards Institute 

1. ANSI A117.1 – 2017 Edition – Accessible and Usable Buildings and Facilities 

2. ANSI/BHMA A156.1 - A156.29, and ANSI/BHMA A156.31 - Standards for 

Hardware and Specialties 

3. ANSI/BHMA A156.28 - Recommended Practices for Keying Systems 

4. ANSI/WDMA I.S. 1A - Interior Architectural Wood Flush Doors 

5. ANSI/SDI A250.8 - Standard Steel Doors and Frames 

1.4 SUBMITTALS: 

A. General: Submit the following in accordance with Conditions of Contract and 

Division 1 Specification sections. 

B. Product data including manufacturers' technical product data for each item of 

door hardware, installation instructions, maintenance of operating parts and 

finish, and other information necessary to show compliance with requirements. 

For items other than those scheduled in the “Headings” of Section 3, provide 

catalog information for the specified items and for those submitted. 

C. Final hardware schedule coordinated with doors, frames, and related work to 

ensure proper size, thickness, hand, function, and finish of door hardware. 

1. Final Hardware Schedule Content: Based on hardware indicated, 

organize schedule into vertical format “hardware sets" indicating 

complete designations of every item required for each door or opening.  
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Use specification heading numbers with any variations suffixed a, b, etc.  

Include the following information: 

a. Type, style, function, size, and finish of each hardware item. 

b. Name and manufacturer of each item. 

c. Fastenings and other pertinent information. 

d. Location of each hardware set cross-referenced to indications on 

Drawings both on floor plans and in door and frame schedule. 

e. Explanation of all abbreviations, symbols, and codes contained in 

schedule. 

f. Mounting locations for hardware. 

g. Door and frame sizes and materials. 

h. Keying information. 

i. Cross-reference numbers used within schedule deviating from those 

specified. 

j. Column 1: State specified item and manufacturer. 

k. Column 2: State prior approved substituted item and its 

manufacturer. 

2. Furnish complete wiring diagrams, riser diagrams, elevation drawings and 

operational descriptions of electrical components and systems, listed by 

opening in the hardware submittals.  Elevation drawings shall identify 

locations of the system components with respect to their placement in the 

door opening.  Operational descriptions shall fully detail how each 

electrical component will function within the opening, including all 

conditions of ingress and egress.  Provide a copy with each hardware 

schedule submitted for approval.  Supply a copy with delivery of 

hardware to the jobsite and another copy to the Owner at the time of 

project completion. 

3. Submittal Sequence: Submit final schedule at earliest possible date 

particularly where acceptance of hardware schedule must precede 

fabrication of other work that is critical in the Project construction 

schedule.  Include with schedule the product data, samples, shop 

drawings of other work affected by door hardware, and other information 

essential to the coordinated review of schedule. 

4. Keying Schedule:  Submit separate detailed schedule indicating clearly 

how the Owner's final instructions on keying of locks has been fulfilled. 

D. Provide samples if requested of each type of exposed hardware unit in finish 

indicated and tagged with full description for coordination with schedule.  

Submit samples prior to submission of final hardware schedule. 

1. Samples will be returned to the supplier.  Units that are acceptable and 

remain undamaged through submittal, review, and field comparison 

process may, after final check of operation, be incorporated in the Work, 

within limitations of keying coordination requirements. 

E. Templates for doors, frames, and other work specified to be factory prepared 

for the installation of door hardware.  Check shop drawings of other work to 
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confirm that adequate provisions are made for locating and installing door 

hardware to comply with indicated requirements. 

F. Contract closeout submittals: 

1. Operation and maintenance data: Complete information for installed 

door hardware. 

2. Warranty: Completed and executed warranty forms. 

1.5 QUALITY ASSURANCE: 

A. Single Source Responsibility: Obtain each type of hardware (latch and locksets, 

hinges, closers, etc.) from a single manufacturer. 

1. Supplier Qualifications: A recognized architectural door hardware 

supplier, with warehousing facilities in the Project's vicinity, that has a 

record of successful in-service performance for supplying door hardware 

similar in quantity, type, and quality to that indicated for this Project and 

that employs an experienced Architectural Hardware Consultant (AHC) 

who is available for consultation to Owner, Architect, and Contractor, at 

reasonable times during the Work. 

B. Coordination Meetings: 

1. Contractor to set up and attend the following: 

a. Lock distributor to meet with the Owner to finalize lock functions and 

keying requirements and to obtain final instructions in writing. 

b. Lock distributor and lock, closer and exit device manufacturer to 

meet with the installer prior to beginning of installation of door 

hardware. Instruct installer on proper installation of specified 

products. 

2. General Contractor to set up and attend the following: 

3. Meet with the Owner, General Contractor, Supplier, electrical and 

security contractors to coordinate all electrical hardware items.  Supplier 

to provide riser diagrams, elevation drawings, wiring diagrams and 

operational descriptions as required by the General and sub-contractors. 

C. Fire-Rated Openings: Provide door hardware for fire-rated openings that 

complies with NFPA Standard No. 80 requirements of authorities having 

jurisdiction. 

1. Provide only items of door hardware that are listed and tested by UL or 

Warnock Hersey for given type/size opening and degree of label.  Provide 

proper latching hardware, door closers, approved-bearing hinges and 

seals whether listed in the Hardware Schedule or not.  All hardware to 

comply with State and local codes and UL 10C. 

2. Where emergency exit devices are required on fire-rated doors, (with 

supplementary marking on doors’ UL labels indicating “Fire Door to be 

equipped with Fire Exit Hardware”) provide UL label on exit devices 

indicating “Fire Exit Hardware”. 

D. All hardware is to comply with Federal and State Handicap laws. 
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E. Substitutions: Request for substitutions of items of hardware other than those 

listed as “acceptable and approved” shall be made to the architect in writing 

no later than fourteen (14) days prior to bid opening.  Approval of substitutions 

will only be given in writing or by Addenda.  Requests for substitutions shall be 

accompanied by samples and/or detailed information for each manufacturer 

of each product showing design, functions, material thickness and any other 

pertinent information needed to compare your product with that specified.  

Lack of this information will result in a refusal. 

F. Pre-Installation Coordination: 

1. Installation of hardware shall be installed or directly supervised and 

inspected by a skilled installer certified by the manufacturer of locksets, 

door closers, and exit devices used on the project, or with not less than 3 

years’ experience in successful completion of projects similar in size and 

scope. 

2. Schedule a hardware pre-installation meeting on site to review and 

discuss the installation of continuous hinges, locksets, door closers, exit 

devices, overhead stops, and electromechanical door hardware. 

3. Meeting attendees shall be notified 7 days in advance and shall include: 

Architect, Contractor, Door Hardware Installers (including low voltage 

hardware), Manufacturers representatives for above hardware items, and 

any other effected subcontractors or suppliers. 

4. All attendees shall be prepared to distribute installation manuals, 

hardware schedules, templates, and physical hardware samples. 

1.6 PRODUCT HANDLING: 

A. Tag each item or package separately with identification related to final 

hardware schedule and include basic installation instructions with each item or 

package. 

B. Packaging of door hardware is responsibility of supplier.  As material is received 

by hardware supplier from various manufacturers, sort and repackage in 

containers clearly marked with appropriate hardware set number to match set 

numbers of approved hardware schedule.  Two or more identical sets may be 

packed in same container. 

C. Inventory door hardware jointly with representatives of hardware supplier and 

hardware installer until each is satisfied that count is correct. 

D. Deliver individually packaged door hardware items promptly to place of 

installation (shop or Project site). 

E. Provide secure lock up for door hardware delivered to the Project, but not yet 

installed.  Control handling and installation of hardware items that are not 

immediately replaceable so that completion of the Work will not be delayed 

by hardware losses both before and after installation. 
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1.7 WARRANTY: 

A. Manufacturer's standard form in which manufacturer agrees to repair or 

replace components of door hardware that fail in materials or workmanship 

within published warranty period. 

1. Warranty does not cover damage or faulty operation due to improper 

installation, improper use, or abuse. 

2. Warranty Period: Beginning from date of Substantial Completion, for 

durations indicated in manufacturer's published listings. 

B. Warranties: 

1. Locksets: 10 Year Period 

2. Electromechanical Locksets: 3 Year Period  

3. Exit Devices: 10 Year Period 

4. Electromechanical Exit devices: 3 Year Period  

5. Falcon Surface Closers: 10 Year Period 

6. Power Supplies: 3 Year Period 

7. Weather Stripping/Gasketing: 5 Year Period 

8. Overhead Stops: 10 Year Period  

1.8 MAINTENANCE: 

A. Maintenance Tools and Instructions: Furnish a complete set of specialized tools 

and maintenance instructions that are packed in hardware items for Owner's 

continued adjustment, maintenance, and removal and replacement of door 

hardware. 

B. Parts kits: Furnish manufacturers' standard parts kits for locksets, exit devices, 

and door closers.  

PART 2 - PRODUCTS 

2.1 ACCEPTABLE MANUFACTURERS: 

A. Requirements for design, grade, function, finish, size, and other distinctive 
qualities of each type of finish hardware are indicated in the hardware 
schedule at the end of this Section. 

2.2 MANUFACTURED UNITS: (*Denotes manufacturer referenced in the Hardware 
Headings) 

A. Hinges: 

1. Acceptable manufacturers: 

a. Ives* 

b. Stanley 

c. McKinney 

2. Characteristics: 

a. Provide hinges conforming to ANSI/BHMA A156.1. 

b. Provide five knuckle, ball bearing hinges. 
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c. 1-3/4 inch (44 mm) thick doors, up to and including 36 inches (914 

mm) wide: 

1) Exterior: Standard weight, bronze or stainless steel, 4-1/2 inches 

(114 mm) high 

2) Interior: Standard weight, steel, 4-1/2 inches (114 mm) high 

d. 1-3/4 inch (44 mm) thick doors over 36 inches (914 mm) wide: 

1) Exterior: Heavy weight, bronze/stainless steel, 5 inches (127 mm) 

high 

2) Interior: Heavy weight, steel, 5 inches (127 mm) high 

e. 2 inches or thicker doors: 

1) Exterior: Heavy weight, bronze, or stainless steel, 5 inches (127 

mm) high 

2) Interior: Heavy weight, steel, 5 inches (127 mm) high 

f. Adjust hinge width for door, frame, and wall conditions to allow 

proper degree of opening. 

g. Provide three hinges per door leaf for doors 90 inches (2286 mm) or 

less in height, and one additional hinge for each 30 inches (762 mm) 

of additional door height. 

h. Where new hinges are specified for existing doors or existing frames, 

provide new hinges of identical size to hinge preparation present in 

existing door or existing frame. 

i. Hinge Pins: Except as otherwise indicated, provide hinge pins as 

follows: 

1) Steel Hinges: Steel pins 

2) Non-Ferrous Hinges: Stainless steel pins 

3) Out-Swinging Exterior Doors: Non-removable pins 

4) Out-Swinging Interior Lockable Doors: Non-removable pins 

5) Interior Non-lockable Doors: Non-rising pins 

j. Provide hinges with electrified options as scheduled in the hardware 

sets. Provide with number and gage of wires enough to 

accommodate electric function of specified hardware. Locate 

electric hinge at second hinge from bottom or nearest to electrified 

locking component. Provide mortar guard for each electrified hinge 

specified. 

B. Geared Continuous Hinges: 

1. Acceptable manufacturers: 

a. Ives* 

b. Select Products 

c. Markar 

2. Characteristics: 

a. Provide aluminum geared continuous hinges conforming to 

ANSI/BHMA A156.26, Grade 1. 
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b. Provide aluminum geared continuous hinges, where specified in the 

hardware sets, fabricated from 6063-T6 aluminum. 

c. Provide split nylon bearings at each hinge knuckle for quiet, smooth, 

self-lubricating operation. 

d. Provide hinges capable of supporting door weights up to 450 

pounds, and successfully tested for 1,500,000 cycles. 

e. On fire-rated doors, provide aluminum geared continuous hinges 

classified for use on rated doors by testing agency acceptable to 

authority having jurisdiction. 

f. Provide aluminum geared continuous hinges with electrified option 

scheduled in the hardware sets. Provide with number and gage of 

wires enough to accommodate electric function of specified 

hardware. 

g. Provide hinges 1 inch (25 mm) shorter in length than nominal height 

of door, unless otherwise noted or door details require shorter length 

and with symmetrical hole pattern. 

C. Power Transfer: 

1. Acceptable manufacturers: 

a. Von Duprin EPT-10 

2. Requirements: 

a. Provide power transfer with electrified options as scheduled in the 

hardware sets. Provide with number and gage of wires enough to 

accommodate electric function of specified hardware. 

b. Locate electric power transfer per manufacturer's template and UL 

requirements, unless interference with operation of door or other 

hardware items. 

c. All hardwired, door mounted, electrified hardware to receive EPT-10 

power transfer, unless scheduled authorized  

D. Cylinders and Keying: 

1. Acceptable manufacturers: 

a. Match existing keying system or establish new keying system per 

owner direction 

2. Characteristics: 

a. Existing System:  Grandmaster key the locks to the Owner’s existing 

system, with a new master key for the Project. 

b. Review the keying system with the Owner and provide the type 

required (master, grandmaster or great-grandmaster), either new or 

integrated into Owner’s existing system. 

c. Metals: Construct lock cylinder parts from brass or bronze, stainless 

steel, or nickel silver. 

d. Comply with Owner's instructions for master keying and, except as 

otherwise indicated, provide individual change key for each lock 
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that is not designated to be keyed alike with a group of related 

locks. 

e. Permanently inscribe each key with number of locks that identifies 

cylinder manufacturer's key symbol, and notation, “DO NOT 

DUPLICATE”. 

f. Key Material: Provide keys of nickel silver only. 

g. Furnish the following Key Quantities: 

1) Three (3) change keys for each lock. 

2) Five (5) master keys for each master system. 

3) Five (5) grandmaster keys for each grandmaster system. 

4) Ten (10) construction master keys. 

5) Two (2) construction Control Keys. 

6) One (1) extra blank for each lock. 

h. Furnish construction master keys to General Contractor. 

1) Deliver keys to Owner. 

E. Grade One Cylindrical Locks and Latches:  

1. Acceptable manufacturers: 

a. Falcon T Series* 

b. Schlage ND Series 

c. Sargent 10 Line Series 

2. Required Features: 

a. Chassis: Cylindrical design, corrosion-resistant plated cold-rolled 

steel. 

b. Locking Spindle: Stainless steel, interlocking design. 

c. Latch Retractors: Forged steel. Balance of inner parts: Corrosion-

resistant plated steel, or stainless steel. 

d. Lever Trim: Accessible design, independent operation, spring-cage 

supported, minimum 2" clearance from lever mid-point to door face. 

e. All lock functions: 7-year warranty, Vandlgard function outside lever 

is disengaged when in the locked mode. 

f. Rosettes: Minimum 3-7/16" diameter for coverage of ANSI/DHI 

A115.18, 1994 door preparation, through-bolt lugs on both spring 

cages to fully engage this pattern. 

g. Springs: Full compression type. 

h. Electric operation: Manufacturer-installed continuous duty solenoid. 

i. Strikes: 16 gage curved steel, bronze, or brass with 1" deep box 

construction, lips of sufficient length to clear trim and protect 

clothing. 

j. Scheduled Lock Series Design:  

1) Lever Design: TYPE AS REQUIRED  

k. Certifications: 

1) ANSI A156.2, 1994, Series 4000, Grade 1. Tested to exceed 

3,000,000 cycles. 
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2) UL listed for A label single doors up to 4 ft x 8 ft. 

F. Grade 2 Cylindrical Locks and Latches:  

1. Acceptable manufacturers: 

a. Falcon W Series* 

b. Schlage ALX-Series 

c. Sargent 7 Line Series 

2. Required Features: 

a. Chassis: Cylindrical design, corrosion-resistant plated cold-rolled 

steel. 

b. Locking Spindle: Stainless steel, interlocking design. 

c. Latch Retractors: Forged steel. Balance of inner parts: Corrosion-

resistant plated steel or stainless steel. 

d. Lever Trim: Accessible design, independent operation, spring-cage 

supported, minimum 2" clearance from lever mid-point to face of 

door. 

e. Rosettes: Minimum 3-7/16" diameter for coverage of ANSI/DHI 

A115.18, 1994 door preparation, through-bolt lugs on both spring 

cages to fully engage this pattern. 

f. Springs: Full compression type. 

g. Strikes: 16 gage curved steel, bronze, or brass with 1" deep box 

construction, lips of sufficient length to clear trim and protect 

clothing. 

h. Scheduled Lock Series Design:  

1) Lever Design: TYPE AS REQUIRED  

i. Certifications: 

1) ANSI A156.2, 1994, Series 4000, Grade 2 

2) UL listed for A label single doors up to 4 ft x 8 ft. 

G. Surface Closers: 

1. Acceptable manufacturers: 

a. Falcon SC70A Series* 

b. LCN Closers 4050A Series 

c. Norton 7500 Series 

2. Characteristics: 

a. Provide door closers conforming to ANSI/BHMA A156.4 Grade 1 

requirements by BHMA certified independent testing laboratory. ISO 

9000 certifies closers. Stamp units with date of manufacture code. 

b. Provide door closers with fully hydraulic, full rack and pinion action 

with cast aluminum cylinder. 

c. Body: 1-1/2-inch (38 mm) diameter with 11/16-inch (17 mm) 

diameter heat-treated pinion journal and full complement bearings. 
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d. Hydraulic Fluid: Fireproof, passing requirements of UL10C, and all 

weather requiring no seasonal closer adjustment for temperatures 

ranging from 120 degrees F to -30 degrees F. 

e. Spring Power: Continuously adjustable over full range of closer sizes, 

and providing reduced opening force as required by accessibility 

codes and standards. 

f. Hydraulic Regulation: By tamper-proof, non-critical valves, with 

separate adjustment for latch speed, general speed, and back 

check. 

g. Pressure Relief Valve (PRV) Technology: Not permitted. 

h. Provide stick on templates, special templates, drop plates, mounting 

brackets, or adapters for arms as required for details, overhead 

stops, and other door hardware items interfering with closer 

mounting. 

H. Surface Closers: 

1. Acceptable manufacturers: 

a. Falcon SC80 Series* 

b. LCN Closers 1450 Series 

c. Norton 8501 Series 

2. Characteristics: 

a. Provide door closers conforming to ANSI/BHMA A156.4 Grade 1 

requirements by BHMA certified independent testing laboratory. 

b. Provide door closers with fully hydraulic, full rack and pinion action 

with cast aluminum cylinder. 

c. Closer Body: 1-1/4-inch (32 mm) diameter, with 5/8 inch (16 mm) 

diameter heat-treated pinion journal and full complement bearings. 

d. Hydraulic Fluid: Fireproof, passing requirements of UL10C, and 

requiring no seasonal closer adjustment for temperatures ranging 

from 120 degrees F to -30 degrees F. 

e. Spring Power: Continuously adjustable over full range of closer sizes, 

and providing reduced opening force as required by accessibility 

codes and standards. 

f. Hydraulic Regulation: By tamper-proof, non-critical valves, with 

separate adjustment for latch speed, general speed, and back 

check. 

g. Pressure Relief Valve (PRV) Technology: not permitted. 

h. Provide stick on and special templates, drop plates, mounting 

brackets, or adapters for arms as required for details, overhead 

stops, and other door hardware items interfering with closer 

mounting. 

I. Overhead Door Stop/Holders: 

1. Acceptable manufacturers: 

a. Glynn Johnson* 

b. Rixson Firemark 
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2. Characteristics: 

a. Provide heavy duty concealed door holders of stainless steel. 

b. Provide heavy duty surface mounted door holders of stainless steel. 

c. Concealed holders to be installed with the jamb bracket mortised 

flush with the bottom of the jamb.  The arm and channel to be 

mortised into the door. 

d. Surface holders to be installed with the jamb bracket mounted on 

the stop. 

J. Floor Stops and Wall Bumpers: 

1. Acceptable manufacturers: 

a. Ives* 

b. Trimco 

c. Rockwood Manufacturing 

2. Characteristics:  Refer to Hardware Headings. 

K. Door Bolts/Coordinators: 

1. Acceptable manufacturers: 

a. Ives* 

b. Trimco 

c. Rockwood Manufacturing 

2. Characteristics: 

a. Flush bolts to be forged brass 6-3/4" x 1", with 1/2" diameter bolts.  

Plunger to be supplied with milled surface one side that fits into a 

matching guide. 

b. Automatic flush bolts to be UL listed as top and bottom bolts on a 

pair of classified fire doors. Bolt construction to be of rugged steel 

and brass components. 

c. Self-latching flush bolts to be UL listed as top and bottom bolts on a 

pair of classified fire doors.  Bolt construction to be of rugged steel 

and brass components. 

d. Automatic flush bolts and self-latching flush bolts to be UL listed for 

fire door application without bottom bolts (LBB). 

e. Furnish dust proof bottom strikes. 

f. Coordinator to be soffit mounted non-handed fully automatic UL 

listed coordinating device for sequential closing of paired doors with 

or without astragals. 

g. Provide filler piece to close the header.  Provide brackets as required 

for mounting of soffit applied hardware. 

L. Push Plates: 

1. Acceptable manufacturers: 

a. Ives* 

b. Trimco 

c. Rockwood Manufacturing 
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2. Characteristics: 

a. Exposed Fasteners:  Provide manufacturers standard exposed 

fasteners. 

b. Material to be forged stainless steel, per the Hardware Headings. 

c. Provide plates sized as shown in Hardware Headings. 

M. Door Pulls & Pull Plates: 

1. Acceptable manufacturers: 

a. Ives* 

b. Trimco 

c. Rockwood Manufacturing 

2. Characteristics: 

a. Provide concealed thru-bolted trim on back-to-back mounted pulls, 

but not for single units. 

b. Material to be forged stainless steel. 

c. Provide units sized as shown in Hardware Headings. 

N. Push Pull Sets: 

1. Acceptable manufacturers: 

a. Ives* 

b. Trimco 

c. Rockwood Manufacturing 

2. Characteristics: 

a. Provide mounting systems as shown in hardware sets. 

b. Material to be tubular stainless steel. 

c. Provide Push/Pull sets sized as shown in Hardware Headings. 

O. Protective Plates: 

1. Acceptable manufacturers: 

a. Ives* 

b. Trimco 

c. Rockwood Manufacturing 

2. Characteristics: 

a. Provide manufacturers standard exposed fasteners for door trim units 

consisting of either machine screws or self-tapping screws. 

b. Materials: 

c. Metal Plates: Stainless Steel, .050 inch (U.S. 18 gage). 

d. Fabricate protection plates not more than 2 inches less than door 

width on push side and not more than 1 inch less than door width on 

pull side. 

e. Sizes: 

1) Refer to hardware headings for specific sizes. 

P. Thresholds: 
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1. Acceptable manufacturers: 

a. Zero Weatherstripping Co., Inc.* 

b. Pemko 

c. Reese Industries 

2. Types: Indicated in Hardware Headings. 

 

Q. Door Seals/Gasketing: 

1. Acceptable manufacturers: 

a. Zero Weatherstripping Co., Inc.* 

b. Pemko 

c. Reese Industries 

2. Types: Indicated in Hardware Headings. 

 

R. Silencers: 

1. Acceptable manufacturers: 

a. Ives* 

b. Hager 

c. Rockwood Manufacturing 

2. Provide Silencers on all openings not receiving gasketing.  

3. Provide three for each single door; two for each pair of doors. 

S. Key Cabinet and System: 

1. Acceptable manufacturers: 

a. Telkee, Inc. (AS REQUIRED) 

2. Provide a key control system including envelopes, labels, tags with self-

locking key clips, receipt forms, 3-way visible card index, temporary 

markers, permanent markers, and standard metal cabinet, all as 

recommended by system manufacturer, with capacity for 150 percent of 

the number of locks required for the project. 

3. Provide complete cross index system set up by key control distributor, and 

place keys on markers and hooks in the cabinet as determined by the 

final key schedule. 

4. Provide hinged-panel type cabinet for wall mounting. 

5. Provide multiple-drawer type cabinet. 

T. Knox Box: 

1. Acceptable manufacturers: 

a. Knox Box 3200 Series. (AS REQUIRED)  

2. Characteristics: 

a. Provide one surface mount Knox Box 3200 Series. 
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b. Provide unit compatible with the local Fire Department Knox key 

system. 

c. General contractor shall install in location provided by architect. 

2.3 MATERIALS AND FABRICATION 

A. Manufacturer's Name Plate: Do not use manufacturers' products that have 

manufacturer's name or trade name displayed in a visible location (omit 

removable nameplates) except in conjunction with required fire rated labels 

and as otherwise acceptable to Architect. 

1. Manufacturer's identification will be permitted on rim of lock cylinders 

only. 

B. Base Metals: Produce hardware units of basic metal and forming method 

indicated, using manufacturer's standard metal alloy, composition, temper, 

and hardness, but in no case of lesser (commercially recognized) quality than 

specified for applicable hardware units by applicable ANSI/BHMA A156 series 

standards for each type of hardware item and with ANSI/BHMA A156.18 for 

finish designations indicated.  Do not furnish "optional" materials or forming 

methods for those indicated, except as otherwise specified. 

C. Fasteners: Provide hardware manufactured to conform to published templates, 

generally prepared for machine screw installation. 

1. Do not provide hardware that has been prepared for self-tapping sheet 

metal screws, except as specifically indicated. 

2. Furnish screws for installation with each hardware item.  Provide Phillips flat 

head screws except as otherwise indicated.  Finish exposed (exposed 

under any condition) screws to match hardware finish or, if exposed in 

surfaces of other work, to match finish of this other work as closely as 

possible including “prepared for paint" surfaces to receive painted finish. 

3. Provide concealed fasteners for hardware units that are exposed when 

door is closed except to the extent no standard units of type specified are 

available with concealed fasteners. 

4. Do not use thru-bolts or sex bolts for installation where bolt head or nut on 

opposite face is exposed in other work unless their use is the only means of 

adequately fastening the hardware, or otherwise found in Headings.  

Coordinate with wood doors and metal doors and frames.  Where thru-

bolts are used, provide sleeves for each thru-bolt as a means of 

reinforcing the work, or use sex screw fasteners. 

2.4 Hardware Finishes:  

A. Match items to the manufacturer’s standard color and texture finish for the 

latch and lock sets (or push-pull units if no latch or lock sets). 

B. Provide finishes that match those established by ANSI or, if none established, 

match the Architect’s sample. 

C. Provide quality of finish, including thickness of plating or coating (if any), 

composition, hardness, and other qualities complying with manufacturer’s 
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standards, but in no case less than specified by referenced standards for the 

applicable units of hardware. 

D. Provide protective lacquer coating on all exposed hardware finishes of brass, 

bronze, and aluminum, except as otherwise indicated.   The suffix "-NL" is used 

with standard finish designations to indicate "no lacquer." 

E. The designations used to indicate hardware finishes are those listed in 

ANSI/BHMA A156.18, "Materials and Finishes," including coordination with the 

traditional U.S. finishes shown by certain manufacturers for their products. 

F. TYPE AS REQUIRED 

PART 3 - EXECUTION 

3.1 INSTALLATION: 

A. Mount hardware units at heights indicated in following applicable publications, 

except as specifically indicated or required to comply with governing 

regulations and except as otherwise directed by Architect. 

1. "Recommended Locations for Builders Hardware for Standard Steel Doors 

and Frames" by the Door and Hardware Institute. 

2. "Recommended Locations for Builders Hardware for Custom Steel Doors 

and Frames" by the Door and Hardware Institute. 

3. NWWDA Industry Standard I.S.1.7, "Hardware Locations for Wood Flush 

Doors." 

B. Install each hardware item in compliance with the manufacturer's instructions 

and recommendations.  Where cutting and fitting is required to install hardware 

onto or into surfaces that are later to be painted or finished in another way, 

coordinate removal, storage, and reinstallation or application of surface 

protection with finishing work specified in the Division 9 Sections.  Do not install 

surface mounted items until finishes have been completed on the substrates 

involved. 

C. Set units level, plumb, and true to line and location.  Adjust and reinforce the 

attachment substrate as necessary for proper installation and operation. 

D. Drill and countersink units that are not factory prepared for anchorage 

fasteners.  Space fasteners and anchors in accordance with industry standards. 

E. Set thresholds for exterior doors in full bed of butyl rubber or polyisobutylene 

mastic sealant complying with requirements specified in Division 7 Section 

“Joint Sealers”. 

F. Weatherstripping and Seals:  Comply with manufacturer's instructions and 

recommendations to the extent installation requirements are not otherwise 

indicated. 

3.2 ADJUSTING, CLEANING, AND DEMONSTRATING: 

A. Adjust and check each operating item of hardware and each door to ensure 

proper operation or function of every unit.  Replace units that cannot be 
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adjusted to operate freely and smoothly or as intended for the application 

made. 

1. Where door hardware is installed more than one month prior to 

acceptance or occupancy of a space or area, return to the installation 

during the week prior to acceptance or occupancy and make final 

check and adjustment of all hardware items in such space or area.  

Clean operating items as necessary to restore proper function and finish 

of hardware and doors.  Adjust door control devices to function properly 

with final operation of heating and ventilating equipment. 

B. Clean adjacent surfaces soiled by hardware installation. 

C. Door Hardware Supplier's Field Service: 

1. Inspect door hardware items for correct installation and adjustment after 

complete installation of door hardware. 

2. Instruct Owner's personnel in the proper adjustment and maintenance of 

door hardware and hardware finishes. 

3. File written report of this inspection to Architect. 

D. HARDWARE SCHEDULE 

 

1ST & 2ND FLOOR FIT-OUT 

HARDWARE SET: 01 

DOOR NUMBER: 

100 108 112B 112C 117A 202A 

203A 206B 211 212A 110A  

EACH TO HAVE: 

EXISTING 

 

HARDWARE SET: 02 

DOOR NUMBER: 

209A 209B     

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 CLASSROOM LOCK W561H  FAL 

1 CYL/CORE AS REQUIRED  

1 WALL STOP WS406/407CCV IVE 
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HARDWARE SET: 03 

DOOR NUMBER: 

206A      

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 CLASSROOM LOCK W561H  FAL 

1 CYL/CORE AS REQUIRED  

1 OH STOP 90S GLY 

1 KICK PLATE 8400 8" X 2" LDW B-CS IVE 

 

HARDWARE SET: 04 

DOOR NUMBER: 

101 102 118 203 210  

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 ENTRY LOCK W501H  FAL 

1 CYL/CORE AS REQUIRED  

1 FLOOR STOP FS439 IVE 

 

HARDWARE SET: 05 

DOOR NUMBER: 

110 201A     

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 PASSAGE SET W101S  FAL 

1 WALL STOP WS406/407CCV IVE 

 

HARDWARE SET: 06 

DOOR NUMBER: 

104 106 112A 207 208  

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 PRIVACY LOCK W301S  FAL 

1 SURFACE CLOSER SC81A RW/PA FAL 

1 MOP PLATE 8400 6" X 1" LDW B-CS IVE 

1 KICK PLATE 8400 8" X 2" LDW B-CS IVE 

1 WALL STOP WS406/407CCV IVE 
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HARDWARE SET: 07 

DOOR NUMBER: 

109      

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

1 WALL STOP WS406/407CCV IVE 

 

HARDWARE SET: 08 

DOOR NUMBER: 

105 115     

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

1 OH STOP 90S GLY 

 

HARDWARE SET: 09 

DOOR NUMBER: 

117      

EACH TO HAVE: 

3 HINGE 5BB1HW 4.5 X 4.5 NRP 630 IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER SC71A RW/PA FAL 

1 KICK PLATE 8400 8" X 2" LDW B-CS IVE 

1 WALL STOP WS406/407CCV IVE 

1 GASKETING 8144FSBK PSA ZER 

1 DOOR SWEEP 8192AA ZER 

1 THRESHOLD 65A ZER 

 

HARDWARE SET: 10 

DOOR NUMBER: 

112      

EACH TO HAVE: 

3 HINGE 5BB1HW 4.5 X 4.5 NRP 630 IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER SC71A DS FAL 

1 KICK PLATE 8400 8" X 2" LDW B-CS IVE 

1 GASKETING 8144FSBK PSA ZER 

1 DOOR SWEEP 8192AA ZER 

1 THRESHOLD 65A ZER 
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HARDWARE SET: 11 

DOOR NUMBER: 

111      

EACH TO HAVE: 

6 HINGE 5BB1 4.5 X 4.5 IVE 

1 CONST LATCHING BOLT FB51P (HMD) IVE 

1 DUST PROOF STRIKE DP1 IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

2 OH STOP 90S GLY 

 

HARDWARE SET: 12 

DOOR NUMBER: 

114 114A 201B    

ALL HARDWARE BY DOOR MANUFACTURER/SUPPLIER. 

 

HARDWARE SET: 13 

DOOR NUMBER: 

202 204 205 212   

EACH TO HAVE: 

1 KEYED POCKET DOOR LOCK AS REQUIRED  

1 CYL/CORE AS REQUIRED  

COORDINATE HARDWARE POCKET DOOR MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY POCKET DOOR MANUFACTURER/SUPPLIER. 

 

1ST & 2ND FLOOR TOWN CENTER 

HARDWARE SET: 14 

DOOR NUMBER: 

101 106 202    

EACH TO HAVE: 

3 HINGE 5BB1HW 4.5 X 4.5 NRP 630 IVE 

1 STOREROOM LOCK T581 FAL 

1 CYL/CORE AS REQUIRED  

1 OH STOP 90S GLY 

1 KICK PLATE 8400 8" X 2" LDW B-CS IVE 

1 RAIN DRIP 142AA (AS REQ'D) ZER 

1 GASKETING 8144FSBK PSA ZER 

1 DOOR SWEEP 8198 ZER 

1 THRESHOLD 65A ZER 

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 
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HARDWARE SET: 15 

DOOR NUMBER: 

103 105 201    

EACH TO HAVE: 

6 HINGE 5BB1HW 4.5 X 4.5 NRP 630 IVE 

1 SURFACE BOLT 360SB IVE 

1 STOREROOM LOCK T581 FAL 

1 CYL/CORE AS REQUIRED  

2 OH STOP 90S GLY 

1 GASKETING 8144FSBK PSA ZER 

2 DOOR SWEEP 8198 ZER 

1 THRESHOLD 65A ZER 

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

HARDWARE SET: 16 

DOOR NUMBER: 

1F-4 1G-4 2B-2 2C-2 2D-2 2F-2 

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 IVE 

1 PRIVACY LOCK W301S  FAL 

1 SURFACE CLOSER SC81A RW/PA FAL 

1 MOP PLATE 8400 6" X 1" LDW B-CS IVE 

1 KICK PLATE 8400 8" X 2" LDW B-CS IVE 

1 WALL STOP WS406/407CCV IVE 

 

HARDWARE SET: 17 

DOOR NUMBER: 

1B-3 1C-3 1D-3 1F-3 1G-3  

EACH TO HAVE: 

3 HINGE 5BB1 4.5 X 4.5 NRP IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

1 WALL STOP WS406/407CCV IVE 

 

HARDWARE SET: 18 

DOOR NUMBER: 

A1-4 C1-4     

EACH TO HAVE: 

3 HINGE 5BB1 5 X 5 NRP IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

1 WALL STOP WS406/407CCV IVE 

1 SURFACE CLOSER SC81A RW/PA FAL 

1 GASKETING 8144FSBK PSA ZER 

TEMPLATE CLOSER FOR 180/MAX DEGREE SWING.  
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HARDWARE SET: 19 

DOOR NUMBER: 

1A-5 1E-3 1H-2    

EACH TO HAVE: 

6 HINGE 5BB1 4.5 X 4.5 IVE 

1 CONST LATCHING BOLT FB51P (HMD) IVE 

1 DUST PROOF STRIKE DP1 IVE 

1 STOREROOM LOCK W581H  FAL 

1 CYL/CORE AS REQUIRED  

2 OH STOP 90S GLY 

 

HARDWARE SET: 20 

DOOR NUMBER: 

1A-3 1H-4 1H-6    

ALL HARDWARE BY OVERHEAD/COILING DOOR SYSTEM MANUFACTURER/SUPPLIER. 

 

HARDWARE SET: 21  

DOOR NUMBER: 

1A-4 1B-1 1C-1 1D-1 1F-1 1G-1 

2A-3 2B-1 2C-1 2D-1 2E-1 2F-1 

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 ENTRY DEAD LATCH ALM DOOR MFR STANDARD  

1 CYL/CORE AS REQUIRED  

1 PUSH/PULL BAR 9190EZHD-12"-NO IVE 

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 
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HARDWARE SET: 22  

DOOR NUMBER: 

1E-1 1H-1     

EACH TO HAVE: 

2 CONT. HINGE ALM DOOR MFR STANDARD  

1 CONST LATCHING BOLT ALM DOOR MFR STANDARD  

1 DUST PROOF STRIKE ALM DOOR MFR STANDARD  

1 ENTRY DEAD LATCH ALM DOOR MFR STANDARD  

1 CYL/CORE AS REQUIRED  

2 PUSH/PULL BAR 9190EZHD-12"-NO IVE 

1 OH STOP ALM DOOR MFR STANDARD  

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

 

HARDWARE SET: 23  

DOOR NUMBER: 

2A-1 2A-2 2G-1 2G-2 2G-3 2G-4 

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 ENTRY DEAD LATCH ALM DOOR MFR STANDARD  

1 CYL/CORE AS REQUIRED  

1 PUSH/PULL BAR 9190EZHD-12"-NO IVE 

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 
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HARDWARE SET: 24 

DOOR NUMBER: 

1H-5      

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 CLASSROOM DEAD LATCH ALM DOOR MFR STANDARD  

1 CYL/CORE AS REQUIRED  

1 PUSH/PULL BAR 9190EZHD-12"-NO IVE 

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

 

HARDWARE SET: 25  

DOOR NUMBER: 

1B-2 1C-2 1D-2 1E-2 1F-2 1G-2 

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 CLASSROOM DEAD LATCH ALM DOOR MFR STANDARD  

1 CYL/CORE AS REQUIRED  

1 PUSH/PULL BAR 9190EZHD-12"-NO IVE 

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

 

HARDWARE SET: 26 

DOOR NUMBER: 

2G-5      

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 PANIC HARDWARE CD-3547A-L-NL-360-304L VON 

2 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

COORDINATE HARDWARE ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 
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HARDWARE SET: 27 

DOOR NUMBER: 

1H-3      

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 PANIC HARDWARE CD-HH-3547A-L-NL-360-304L VON 

2 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

HARDWARE SET: 28 

DOOR NUMBER: 

1A-1 1A-2     

EACH TO HAVE: 

2 CONT. HINGE ALM DOOR MFR STANDARD  

1 PANIC HARDWARE CD-HH-3547A-L-NL-360-304L VON 

1 PANIC HARDWARE CD-HH-3547A-L-DT-360-304L VON 

2 CYL/CORE AS REQUIRED  

2 SURFACE CLOSER ALM DOOR MFR STANDARD  

2 THRESHOLD ALM DOOR MFR STANDARD  

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 
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HARDWARE SET: 29 

DOOR NUMBER: 

A1-1 B1-1 C1-1    

EACH TO HAVE: 

1 CONT. HINGE (TRANSFER PREP) ALM DOOR MFR STANDARD  

1 POWER TRANSFER ALM DOOR MFR STANDARD  

1 ELEC PANIC HARDWARE QEL-HH-3547A-L-NL-360-304L-CON 24 VDC VON 

1 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

1 THRESHOLD ALM DOOR MFR STANDARD  

1 CREDENTIAL READER BY SECURITY/ACCESS CTRL SYSTEMS  

1 DOOR CONTACT BY SECURITY/ACCESS CTRL SYSTEMS  

1 POWER SUPPLY PS902 900-2RS 120/240 VAC VON 

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH ELECTRICAL, SECURITY AND ACCESS CONTROL SYSTEMS. 

BALANCE OF EAC COMPONENTS BY ELECTRICAL, SECURITY AND ACCESS CONTROL SYSTEMS. 

 

OPERATION: CREDENTIAL READER TO UNLOCK HARDWARE AND ALLOW PASSAGE MOMENTARILY. DOOR CONTACT 

MONITORED REMOTELY VIA SECURITY AND ACCESS CONTROL SYSTEMS. FREE EGRESS AT ALL TIMES. 

 

HARDWARE SET: 30 

DOOR NUMBER: 

1A-6 2A-4     

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 FIRE EXIT HARDWARE 3547A-EO-F-304L VON 

1 SURFACE CLOSER 4040XP SCUSH  LCN 

1 PA MOUNTING PLATE 4040XP-18PA (AS REQ’D) LCN 

1 CUSH SHOE SUPPORT 4040XP-30 (AS REQ’D) LCN 

1 BLADE STOP SPACER 4040XP-61 (AS REQ’D) LCN 

1 SURFACE CLOSER ALM DOOR MFR STANDARD  

COORDINATE HARDWARE WITH FIRE RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY FIRE RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

 



DEER MOSS CREEK TOWN CENTER & RPi FIT-OUT NICEVILLE, FLORIDA 

DOOR HARDWARE 08 71 00 - 27 of 27 

HARDWARE SET: 31 

DOOR NUMBER: 

A1-3 C1-3     

EACH TO HAVE: 

1 CONT. HINGE (TRANSFER PREP) ALM DOOR MFR STANDARD  

1 POWER TRANSFER ALM DOOR MFR STANDARD  

1 ELEC FIRE EXIT HARDWARE QEL-3547A-L-NL-F-360-304L-CON 24 VDC VON 

1 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER 4040XP  LCN 

1 MOUNTING PLATE 4040XP-18 SRT (AS REQ’D) LCN 

1 THRESHOLD ALM DOOR MFR STANDARD  

1 CREDENTIAL READER BY SECURITY/ACCESS CTRL SYSTEMS  

1 DOOR CONTACT BY SECURITY/ACCESS CTRL SYSTEMS  

1 POWER SUPPLY PS902 900-2RS-FA 120/240 VAC VON 

COORDINATE HARDWARE WITH FIRE RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY FIRE RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH FIRE/ELECTRICAL, SECURITY AND ACCESS CONTROL SYSTEMS. 

BALANCE OF EAC COMPONENTS BY ELECTRICAL, SECURITY AND ACCESS CONTROL SYSTEMS. 

 

OPERATION: CREDENTIAL READER TO UNLOCK HARDWARE AND ALLOW PASSAGE MOMENTARILY. DOOR CONTACT 

MONITORED REMOTELY VIA SECURITY AND ACCESS CONTROL SYSTEMS. FREE EGRESS AT ALL TIMES. 

 

HARDWARE SET: 32 

DOOR NUMBER: 

A1-2 C1-2     

EACH TO HAVE: 

1 CONT. HINGE ALM DOOR MFR STANDARD  

1 POWER TRANSFER ALM DOOR MFR STANDARD  

1 ELEC FIRE EXIT HARDWARE QEL-HH-3547A-L-NL-F-360-304L-CON 24 VDC VON 

1 CYL/CORE AS REQUIRED  

1 SURFACE CLOSER 4040XP SCUSH  LCN 

1 PA MOUNTING PLATE 4040XP-18PA (AS REQ’D) LCN 

1 CUSH SHOE SUPPORT 4040XP-30 (AS REQ’D) LCN 

1 BLADE STOP SPACER 4040XP-61 (AS REQ’D) LCN 

1 THRESHOLD ALM DOOR MFR STANDARD  

1 CREDENTIAL READER BY SECURITY/ACCESS CTRL SYSTEMS  

1 DOOR CONTACT BY SECURITY/ACCESS CTRL SYSTEMS  

1 POWER SUPPLY PS902 900-2RS-FA 120/240 VAC VON 

HARDWARE TO COMPLY WITH LOCAL IMPACT/HURRICANE CODE REQUIREMENTS. 

BALANCE OF HARDWARE BY DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH FIRE/ IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

BALANCE OF HARDWARE BY FIRE/IMPACT RATED ALUMINUM DOOR/FRAME MANUFACTURER/SUPPLIER. 

 

COORDINATE HARDWARE WITH FIRE, ELECTRICAL, SECURITY AND ACCESS CONTROL SYSTEMS. 

BALANCE OF EAC COMPONENTS BY ELECTRICAL, SECURITY AND ACCESS CONTROL SYSTEMS. 

 

OPERATION: CREDENTIAL READER TO UNLOCK HARDWARE AND ALLOW PASSAGE MOMENTARILY. DOOR CONTACT 

MONITORED REMOTELY VIA SECURITY AND ACCESS CONTROL SYSTEMS. FREE EGRESS AT ALL TIMES. 

 

 

END OF SECTION 087100 
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SECTION 210523 - GENERAL-DUTY VALVES FOR WATER-BASED FIRE-SUPPRESSION PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Two-piece ball valves with indicators. 
2. Bronze butterfly valves with indicators. 
3. Iron butterfly valves with indicators. 
4. Check valves. 
5. Bronze OS&Y gate valves. 
6. Iron OS&Y gate valves. 
7. NRS gate valves. 
8. Indicator posts. 
9. Trim and drain valves. 

1.2 DEFINITIONS 

A. NRS: Nonrising stem. 

B. OS&Y: Outside screw and yoke. 

C. SBR: Styrene-butadiene rubber. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of valve. 

1.4 DELIVERY, STORAGE, AND HANDLING 

A. Prepare valves for shipping as follows: 

1. Protect internal parts against rust and corrosion. 
2. Protect threads, flange faces, and weld ends. 
3. Set valves open to minimize exposure of functional surfaces. 

B. Use the following precautions during storage: 

1. Maintain valve end protection. 
2. Store valves indoors and maintain at higher-than-ambient dew point temperature. If 

outdoor storage is necessary, store valves off the ground in watertight enclosures. 

C. Use sling to handle large valves; rig sling to avoid damage to exposed parts. Do not use 
operating handles or stems as lifting or rigging points. 

D. Protect flanges and specialties from moisture and dirt. 
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PART 2 - PRODUCTS 

2.1 SOURCE LIMITATIONS 

A. Obtain each type of valve from single manufacturer. 

2.2 PERFORMANCE REQUIREMENTS 

A. UL Listed: Valves shall be listed in UL's "Online Certifications Directory" under the headings 
listed below and shall bear UL mark: 

1. Fire Main Equipment: HAMV - Main Level. 

a. Indicator Posts, Gate Valve: HCBZ - Level 1. 
b. Ball Valves, System Control: HLUG - Level 3. 
c. Butterfly Valves: HLXS - Level 3. 
d. Check Valves: HMER - Level 3. 
e. Gate Valves: HMRZ - Level 3. 

2. Sprinkler System and Water Spray System Devices: VDGT - Main Level. 

a. Valves, Trim and Drain: VQGU - Level 1. 

B. FM Global Approved: Valves shall be listed in its "Approval Guide," under the headings listed 
below: 

1. Automated Sprinkler Systems: 

a. Indicator posts. 
b. Valves. 

1) Gate valves. 
2) Check valves. 
3) Miscellaneous valves. 

C. ASME Compliance: 

1. ASME B1.20.1 for threads for threaded-end valves. 
2. ASME B16.1 for flanges on iron valves. 
3. ASME B31.9 for building services piping valves. 

D. AWWA Compliance: Comply with AWWA C606 for grooved-end connections. 

E. NFPA Compliance for Valves: 

1. Comply with NFPA 13, NFPA 14, NFPA 20, and NFPA 24. 

F. Valve Pressure Ratings: Not less than the minimum pressure rating indicated or higher, as 
required by system pressures. 

G. Valve Sizes: Same as upstream piping unless otherwise indicated. 

H. Valve Actuator Types: 
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1. Worm-gear actuator with handwheel for quarter-turn valves, except for trim and drain 
valves. 

2. Handwheel: For other than quarter-turn trim and drain valves. 
3. Handlever: For quarter-turn trim and drain valves NPS 2 and smaller. 

2.3 TWO-PIECE BALL VALVES WITH INDICATORS 

A. Description: 

1. UL 1091, except with ball instead of disc and FM Global approved for indicating valves 
(butterfly or ball type), Class Number 1112. 

2. Minimum Pressure Rating: 175 psig. 
3. Body Design: Two piece. 
4. Body Material: Forged brass or bronze. 
5. Port Size: Full or standard. 
6. Seats: PTFE. 
7. Stem: Bronze or stainless steel. 
8. Ball: Chrome-plated brass. 
9. Actuator: Worm gear 
10. Supervisory Switch: Internal or external. 
11. End Connections for Valves NPS 1 through NPS 2: Threaded ends. 
12. End Connections for Valves NPS 2-1/2: Grooved ends. 

2.4 BRONZE BUTTERFLY VALVES WITH INDICATORS 

A. Description: 

1. Standard: UL 1091 and FM Global standard for indicating valves, (butterfly or ball 
type), Class Number 1112. 

2. Minimum: Pressure rating: 175 psig. 
3. Body Material: Bronze. 
4. Seat Material: EPDM. 
5. Stem Material: Bronze or stainless steel. 
6. Disc: Bronze]. 
7. Actuator: Worm gear. 
8. Supervisory Switch: Internal or external. 
9. Ends Connections for Valves NPS 1 through NPS 2: Threaded ends. 
10. Ends Connections for Valves NPS 2-1/2: Grooved ends. 

2.5 IRON BUTTERFLY VALVES WITH INDICATORS 

A. Description: 

1. Standard: UL 1091 and FM Global standard for indicating valves, (butterfly or ball type), 
Class Number 112. 

2. Minimum Pressure Rating: 175 psig. 
3. Body Material: Cast or ductile iron. 
4. Seat Material: EPDM. 
5. Stem: Stainless steel. 
6. Disc: Ductile iron. 
7. Actuator: Worm gear. 
8. Supervisory Switch: Internal or external. 
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9. Body Design: Lug or wafer. 

2.6 CHECK VALVES 

A. Description: 

1. Standard: UL 312 and FM Global standard for swing check valves, Class Number 1210. 
2. Minimum Pressure Rating: 175 psig. 
3. Type: Single swing check. 
4. Body Material: Cast iron, ductile iron, or bronze. 
5. Clapper: Bronze, ductile iron, or stainless steel. 
6. Clapper Seat: Brass, bronze, or stainless steel. 
7. Hinge Shaft: Bronze or stainless steel. 
8. Hinge Spring: Stainless steel. 
9. End Connections: Flanged, grooved, or threaded. 

2.7 BRONZE OS&Y GATE VALVES 

A. Description: 

1. Standard: UL 262 and FM Global standard for fire-service water control valves (OS&Y- 
and NRS-type gate valves). 

2. Minimum Pressure Rating: 175 psig. 
3. Body and Bonnet Material: Bronze or brass. 
4. Wedge: One-piece bronze or brass. 
5. Wedge Seat: Bronze. 
6. Stem: Bronze or brass. 
7. Packing: Non-asbestos PTFE. 
8. Supervisory Switch: External. 
9. End Connections: Threaded. 

2.8 IRON OS&Y GATE VALVES 

A. Description: 

1. Standard: UL 262 and FM Global standard for fire-service water control valves (OS&Y- 
and NRS-type gate valves). 

2. Minimum Pressure Rating: 175 psig. 
3. Body and Bonnet Material: Cast or ductile iron. 
4. Wedge: Cast or ductile iron, or bronze. 
5. Wedge Seat: Cast or ductile iron, or bronze. 
6. Stem: Brass or bronze. 
7. Packing: Non-asbestos PTFE. 
8. Supervisory Switch: External. 
9. End Connections: Threaded. 

2.9 NRS GATE VALVES 

A. Description: 
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1. Standard: UL 262 and FM Global standard for fire-service water control valves (OS&Y- 
and NRS-type gate valves). 

2. Minimum Pressure Rating: 175 psig. 
3. Body and Bonnet Material: Cast or ductile iron. 
4. Wedge: Cast or ductile iron. 
5. Wedge Seat: Cast or ductile iron, or bronze. 
6. Stem: Brass or bronze. 
7. Packing: Non-asbestos PTFE. 
8. Supervisory Switch: External. 
9. End Connections: Threaded. 

2.10 TRIM AND DRAIN VALVES 

A. Ball Valves: 

1. Description: 

a. Pressure Rating: 175 psig. 
b. Body Design: Two piece. 
c. Body Material: Forged brass or bronze. 
d. Port size: Full or standard. 
e. Seats: PTFE. 
f. Stem: Bronze or stainless steel. 
g. Ball: Chrome-plated brass. 
h. Actuator: Handlever. 
i. End Connections for Valves NPS 1 through NPS 2-1/2: Threaded ends. 
j. End Connections for Valves NPS 1-1/4 and NPS 2-1/2: Grooved ends. 

B. Angle Valves: 

1. Description: 

a. Pressure Rating: 175 psig. 
b. Body Material: Brass or bronze. 
c. Ends: Threaded. 
d. Stem: Bronze. 
e. Disc: Bronze. 
f. Packing: Asbestos free. 
g. Handwheel: Malleable iron, bronze, or aluminum. 

C. Globe Valves: 

1. Description: 

a. Pressure Rating: 175 psig. 
b. Body Material: Bronze with integral seat and screw-in bonnet. 
c. Ends: Threaded. 
d. Stem: Bronze. 
e. Disc Holder and Nut: Bronze. 
f. Disc Seat: Nitrile. 
g. Packing: Asbestos free. 
h. Handwheel: Malleable iron, bronze, or aluminum. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine valve interior for cleanliness, freedom from foreign matter, and corrosion. Remove 
special packing materials, such as blocks, used to prevent disc movement during shipping and 
handling. 

B. Operate valves in positions from fully open to fully closed. Examine guides and seats made 
accessible by such operations. 

C. Examine threads on valve and mating pipe for form and cleanliness. 

D. Examine mating flange faces for conditions that might cause leakage. Check bolting for proper 
size, length, and material. Verify that gasket is of proper size, that its material composition is 
suitable for service, and that it is free from defects and damage. 

E. Do not attempt to repair defective valves; replace with new valves. 

3.2 INSTALLATION, GENERAL 

A. Comply with requirements in the following Sections for specific valve-installation requirements 
and applications: 

1. Section "Water-Based Fire-Suppression Systems" for application of valves in fire-
suppression standpipes; wet-pipe, fire-suppression sprinkler systems; and dry-pipe, fire-
suppression sprinkler systems. 

2. Section "Foam-Water Systems" for application of valves in AFFF piping. 
3. Section "Site Water Distribution Piping" for application of valves in fire-suppression water-

service piping. 

B. Install listed fire-protection shutoff valves supervised-open, located to control sources of water 
supply, except from fire-department connections. Install permanent identification signs, 
indicating portion of system controlled by each valve. 

C. Install double-check valve assembly in each fire-protection water-supply connection. 

D. Install valves having threaded connections with unions at each piece of equipment arranged to 
allow easy access, service, maintenance, and equipment removal without system shutdown. 
Provide separate support where necessary. 

E. Install valves in horizontal piping with stem at or above the pipe center. 

F. Install valves in position to allow full stem movement. 

G. Install valve tags. Comply with requirements in Section  "Identification for Fire-Suppression 
Piping and Equipment" for valve tags and schedules and signs on surfaces concealing valves; 
and the NFPA standard applying to the piping system in which valves are installed. Install 
permanent identification signs indicating the portion of system controlled by each valve. 

END OF SECTION 210523 
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SECTION 210529 - HANGERS AND SUPPORTS FOR FIRE-SUPPRESSION PIPING AND 
EQUIPMENT 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Metal framing systems. 
4. Thermal hanger-shield inserts. 
5. Fastener systems. 
6. Equipment supports. 

B. Related Requirements: 

1. Section "Metal Fabrications" for structural-steel shapes and plates for trapeze hangers for 
pipe and equipment supports. 

2. Section "Expansion Fittings and Loops for Fire-Suppression Piping" for pipe guides and 
anchors. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication and 
installation details and include calculations for the following: 

1. Trapeze pipe hangers. 
2. Metal framing systems. 
3. Equipment supports. 

1.4 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.5 QUALITY ASSURANCE 

A. Structural-Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M. 
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B. Pipe Welding Qualifications: Qualify procedures and operators according to 2015 ASME Boiler 
and Pressure Vessel Code, Section IX. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Structural Performance: Hangers and supports for fire-suppression piping and equipment shall 
withstand the effects of gravity loads and stresses within limits and under conditions indicated 
according to ASCE/SEI 7. 

1. Design supports for multiple pipes, including pipe stands, capable of supporting 
combined weight of supported systems, system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of 
supported equipment and connected systems and components. 

B. NFPA Compliance: Comply with NFPA 13. 

C. UL Compliance: Comply with UL 203. 

2.2 METAL PIPE HANGERS AND SUPPORTS 

A. Carbon-Steel Pipe Hangers and Supports: 

1. Description: Factory-fabricated components, NFPA approved, UL listed, or FM approved 
for fire-suppression piping support. 

2. Galvanized Metallic Coatings: Pregalvanized or hot-dip galvanized. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

B. Copper Pipe and Tube Hangers: 

1. Description: Copper-coated-steel, factory-fabricated components, NFPA approved, UL 
listed, or FM approved for fire-suppression piping support. 

2. Hanger Rods: Continuous-thread rod, nuts, and washer made of  stainless steel. 

2.3 TRAPEZE PIPE HANGERS 

A. Description: MSS SP-58, Type 59, shop- or field-fabricated pipe-support assembly, made from 
structural-carbon-steel shapes, with NFPA-approved, UL-listed, or FM-approved carbon-steel 
hanger rods, nuts, saddles, and U-bolts. 

2.4 METAL FRAMING SYSTEMS 

A. MFMA Manufacturer Metal Framing Systems: 

1. Description: Shop- or field-fabricated pipe-support assembly, made of steel channels, 
accessories, fittings, and other components for supporting multiple parallel pipes. 

2. Standard: Comply with MFMA-4, factory-fabricated components for field assembly. 
3. Channels: Continuous slotted carbon-steel channel with inturned lips. 
4. Channel Width: Selected for applicable load criteria. 
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5. Channel Nuts: Formed or stamped nuts or other devices designed to fit into channel slot 
and, when tightened, prevent slipping along channel. 

6. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel. 

B. Non-MFMA Manufacturer Metal Framing Systems: 

1. Description: Shop- or field-fabricated pipe-support assembly, made of steel channels, 
accessories, fittings, and other components for supporting multiple parallel pipes. 

2. Standard: Comply with MFMA-4, factory-fabricated components for field assembly. 
3. Channels: Continuous slotted [carbon-steel] <Insert material> channel with inturned lips. 
4. Channel Width: Select for applicable load criteria. 
5. Channel Nuts: Formed or stamped nuts or other devices designed to fit into channel slot 

and, when tightened, prevent slipping along channel. 
6. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel. 

2.5 THERMAL HANGER-SHIELD INSERTS 

A. Insulation-Insert Material: Water-repellent-treated, ASTM C533, Type I calcium silicate with 100-
psiminimum compressive strength. 

B. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe. 

C. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe. 

D. Insert Length: Extend 2 inches beyond sheet metal shield for piping operating below ambient air 
temperature. 

2.6 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners: NFPA-approved, UL-listed, or FM-approved threaded-steel stud, 
for use in hardened portland cement concrete, with pull-out, tension, and shear capacities 
appropriate for supported loads and building materials where used. 

B. Mechanical-Expansion Anchors: NFPA-approved, UL-listed, or FM-approved, insert-wedge-type 
anchors, for use in hardened portland cement concrete; with pull-out, tension, and shear 
capacities appropriate for supported loads and building materials where used. 

1. Indoor Applications: Stainless steel. 
2. Outdoor Applications: Stainless steel. 

2.7 EQUIPMENT SUPPORTS 

A. Description: NFPA-approved, UL-listed, or FM-approved, welded, shop- or field-fabricated 
equipment support, made from structural-carbon-steel shapes. 

2.8 MATERIALS 

A. Aluminum: ASTM B221. 

B. Carbon Steel: ASTM A1011/A1011M. 
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C. Structural Steel: ASTM A36/A36M, carbon-steel plates, shapes, and bars; black and 
galvanized. 

D. Stainless Steel: ASTM A240/A240M. 

E. Grout: ASTM C1107/C1107M, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink 
and nonmetallic grout, suitable for interior and exterior applications. 

1. Properties: Nonstaining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi, 28-day compressive strength. 

PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with requirements in Section "Penetration Firestopping" for firestopping materials and 
installation, for penetrations through fire-rated walls, ceilings, and assemblies. 

B. Strength of Support Assemblies: Where not indicated, select sizes of components, so strength 
will be adequate to carry present and future static loads within specified loading limits. Minimum 
static design load used for strength determination shall be weight of supported components plus 
200 lb. 

3.2 INSTALLATION OF HANGERS AND SUPPORTS 

A. Metal Pipe-Hanger Installation: Comply with installation requirements of approvals and listings. 
Install hangers, supports, clamps, and attachments as required to properly support piping from 
building structure. 

B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-58. Arrange for grouping of 
parallel runs of horizontal piping, and support together on field-fabricated trapeze pipe hangers. 

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size, or 
install intermediate supports for smaller-diameter pipes as specified for individual pipe 
hangers. 

2. Field fabricate from ASTM A36/A36M carbon-steel shapes selected for loads being 
supported. Weld steel according to AWS D1.1/D1.1M. 

C. Metal Framing System Installation: Arrange for grouping of parallel runs of piping, and support 
together on field-assembled metal strut systems. 

D. Thermal Hanger-Shield Installation: Install in pipe hanger or shield for insulated piping. 

E. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less 
than 4 inches thick in concrete, after concrete is placed and completely cured. Use 
operators that are licensed by powder-actuated tool manufacturer. Install fasteners 
according to powder-actuated tool manufacturer's operating manual. Install in 
accordance with approvals and listings. 
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2. Install mechanical-expansion anchors in concrete, after concrete is placed and 
completely cured. Install fasteners according to manufacturer's written instructions. Install 
in accordance with approvals and listings. 

F. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, 
washers, and other accessories. 

G. Equipment Support Installation: Fabricate from welded-structural-steel shapes. 

H. Install hangers and supports to allow controlled thermal and seismic movement of piping 
systems, to permit freedom of movement between pipe anchors, and to facilitate action of 
expansion joints, expansion loops, expansion bends, and similar units. 

I. Install lateral bracing with pipe hangers and supports to prevent swaying. 

J. Install building attachments within concrete slabs or attach to structural steel. Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2  and 
larger and at changes in direction of piping. Install concrete inserts before concrete is placed; 
fasten inserts to forms, and install reinforcing bars through openings at top of inserts. 

K. Load Distribution: Install hangers and supports, so that piping live and dead loads and stresses 
from movement will not be transmitted to connected equipment. 

L. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed 
maximum pipe deflections allowed by ASME B31.9 for building services piping. 

M. Insulated Piping: 

1. Attach clamps and spacers to piping. 

a. Piping Operating Above Ambient Air Temperature: Clamp may project through 
insulation. 

b. Piping Operating Below Ambient Air Temperature: Use thermal hanger-shield 
insert with clamp sized to match OD of insert. 

c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services 
piping. 

2. Install MSS SP-58, Type 39 protection saddles if insulation without vapor barrier is 
indicated. Fill interior voids with insulation that matches adjoining insulation. 

a. MSS SP-58, Type 39 Option: Thermal hanger-shield inserts may be used. Include 
steel weight-distribution plate for pipe NPS 4 and larger if pipe is installed on 
rollers. 

3. Install MSS SP-58, Type 40 protective shields on cold piping with vapor barrier. Shields 
shall span an arc of 180 degrees. 

a. MSS SP-58, Type 40 Option: Thermal hanger-shield inserts may be used. Include 
steel weight-distribution plate for pipe NPS 4 and larger if pipe is installed on 
rollers. 

4. Shield Dimensions for Pipe: Not less than the following: 

a. NPS 1/4 to NPS 3-1/2: 12 inches long and 0.048 inch thick. 
b. NPS 4: 12 inches long and 0.06 inch thick. 
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c. NPS 5 and NPS 6: 18 inches long and 0.06 inch thick. 
d. NPS 8 to NPS 14: 24 inches long and 0.075 inch thick. 
e. NPS 16 to NPS 24: 24 inches long and 0.105 inch thick. 

5. Pipes NPS 8 and Larger: Include wood or reinforced calcium-silicate-insulation inserts of 
length at least as long as protective shield. 

6. Thermal Hanger Shields: Install with insulation of same thickness as piping insulation. 

3.3 INSTALLATION OF EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment, and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 

3.4 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment 
supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be 
shop welded because of shipping size limitations. 

C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; 
appearance and quality of welds; and methods used in correcting welding work; and with the 
following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections, so no roughness shows after finishing and so 

contours of welded surfaces match adjacent contours. 

3.5 ADJUSTING 

A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve 
indicated slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches. 

3.6 PAINTING 

A. Touchup: 

1. Clean field welds and abraded, shop-painted areas. Paint exposed areas immediately 
after erecting hangers and supports. Use same materials as those used for shop 
painting. Comply with SSPC-PA 1 requirements for touching up field-painted surfaces. 
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a. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils. 

B. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas, and apply 
galvanizing-repair paint to comply with ASTM A780/A780M. 

3.7 HANGER AND SUPPORT SCHEDULE 

A. Specific hanger and support requirements are in Sections specifying piping systems and 
equipment. 

B. Comply with NFPA requirements for pipe-hanger selections and applications that are not 
specified in piping system Sections. 

C. Use hangers and supports with galvanized metallic coatings for piping and equipment that will 
not have field-applied finishes. 

D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in 
direct contact with copper tubing. 

E. Use stainless-steel pipe hangers and stainless-steel or corrosion-resistant attachments for 
hostile environment applications. 

F. Use thermal hanger-shield inserts for insulated piping and tubing. 

G. Horizontal-Piping Hangers and Supports: Comply with NFPA requirements. Unless otherwise 
indicated and except as specified in piping system Sections, install the following types: 

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or 
insulated, stationary pipes NPS 1/2 to NPS 30. 

2. Steel Pipe Clamps (MSS Type 4): For suspension of NPS 1/2 to NPS 24 if little or no 
insulation is required. 

3. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8. 

4. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 8. 

5. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 3. 

6. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30. 
7. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36, with steel-

pipe base stanchion support and cast-iron floor flange or carbon-steel plate. 
8. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36, with 

steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate, and 
with U-bolt to retain pipe. 

9. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes 
NPS 2-1/2 to NPS 36 if vertical adjustment is required, with steel-pipe base stanchion 
support and cast-iron floor flange. 

H. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to 
NPS 24. 

2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 
to NPS 24 if longer ends are required for riser clamps. 
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I. Hanger-Rod Attachments: Comply with NFPA requirements. 

J. Building Attachments: Comply with NFPA requirements. Unless otherwise indicated and except 
as specified in piping system Sections, install the following types: 

1. Steel or Malleable-Concrete Inserts (MSS Type 18): For upper attachment to suspend 
pipe hangers from concrete ceiling. 

2. C-Clamps (MSS Type 23): For structural shapes. 
3. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams. 

K. Saddles and Shields: Comply with NFPA requirements. Unless otherwise indicated and except 
as specified in piping system Sections, install the following types: 

1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with 
insulation that matches adjoining insulation. 

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to 
prevent crushing insulation. 

3. Thermal Hanger-Shield Inserts: For supporting insulated pipe. 

L. Comply with NFPA requirements for trapeze pipe-hanger selections and applications that are 
not specified in piping system Sections. 

M. Comply with MFMA-103 for metal framing system selections and applications that are not 
specified in piping system Sections. 

N. Use powder-actuated fasteners or mechanical-expansion anchors instead of building 
attachments where required in concrete construction. 

END OF SECTION 210529 
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SECTION 210553 - IDENTIFICATION FOR FIRE-SUPPRESSION PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Equipment labels. 
2. Valve tags. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Samples: For color, letter style, and graphic representation required for each identification 
material and device. 

C. Equipment-Label Schedule: Include a listing of all equipment to be labeled and the proposed 
content for each label. 

D. Valve-numbering scheme. 

E. Valve Schedules: Provide for fire-suppression piping system. Include in operation and 
maintenance manuals. 

PART 2 - PRODUCTS 

2.1 EQUIPMENT LABELS 

A. Metal Labels for Equipment: 
1. Material and Thickness: Brass, 0.032 inch thick, with predrilled or stamped holes for 

attachment hardware. 
2. Letter and Background Color: As indicated for specific application under Part 3. 
3. Minimum Label Size: Length and width vary for required label content, but not less than 

2-1/2 by 3/4 inch. 
4. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 

1/2 inch for viewing distances of up to 72 inches, and proportionately larger lettering for 
greater viewing distances. Include secondary lettering two-thirds to three-fourths the size 
of principal lettering. 

5. Fasteners: Stainless steel rivets or self-tapping screws. 
6. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

B. Label Content: Include equipment's Drawing designation or unique equipment number, Drawing 
numbers where equipment is indicated (plans, details, and schedules), and the Specification 
Section number and title where equipment is specified. 
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2.2 VALVE TAGS 

A. Description: Stamped or engraved with 1/4-inch letters for piping-system abbreviation and 1/2-
inch numbers. 

1. Tag Material: Brass, 0.04 inch thick, with predrilled or stamped holes for attachment 
hardware. 

2. Fasteners: Brass wire. 

B. Letter and Background Color: As indicated for specific application under Part 3. 

C. Valve Schedules: For each piping system, on 8-1/2-by-11-inch bond paper. Tabulate valve 
number, piping system, system abbreviation (as shown on valve tag), location of valve (room or 
space), normal operating position (open, closed, or modulating), and variations for identification. 
Mark valves for emergency shutoff and similar special uses. 

1. Include valve-tag schedule in operation and maintenance data. 

2.3 WARNING TAGS 

A. Description: Preprinted accident-prevention tags, of plasticized card stock with matte finish 
suitable for writing. 

1. Size: 3 by 5-1/4 inches minimum . 
2. Fasteners: Brass grommet and wire. 
3. Nomenclature: Large-size primary caption, such as "DANGER," "CAUTION," or "DO NOT 

OPERATE." 
4. Letter and Background Color: As indicated for specific application under Part 3. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Clean piping and equipment surfaces of incompatible primers, paints, and encapsulants, as well 
as dirt, oil, grease, release agents, and other substances that could impair bond of identification 
devices. 

3.2 INSTALLATION GENERAL REQUIREMENTS 

A. Coordinate installation of identifying devices with completion of covering and painting of 
surfaces where devices are to be installed. 

B. Coordinate installation of identifying devices with locations of access panels and doors. 

C. Install identifying devices before installing acoustical ceilings and similar concealment. 

D. Locate identifying devices so that they are readily visible from the point of normal approach. 
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3.3 INSTALLATION OF EQUIPMENT LABELS, WARNING SIGNS, AND LABELS 

A. Permanently fasten labels on each item of fire-suppression equipment. 

B. Sign and Label Colors: 

1.  White letters on an ANSI Z535.1 safety-red background. 

C. Locate equipment labels where accessible and visible. 

D. Arc-Flash Warning Signs: Provide arc-flash warning signs on electrical disconnects and other 
equipment where arc-flash hazard exists, as indicated on Drawings, and in accordance with 
requirements of OSHA and NFPA 70E, and other applicable codes and standards. 

3.4 INSTALLATION OF WARNING TAPE 

A. Warning Tape Color and Pattern: Yellow background with black diagonal stripes. 

B. Install warning tape on pipes and ducts, with cross-designated walkways providing less than 6 
ft. of clearance. 

C. Locate tape so as to be readily visible from the point of normal approach. 

3.5 INSTALLATION OF VALVE TAGS 

A. Install tags on valves and control devices in fire-suppression piping systems. List tagged valves 
in a valve-tag schedule in the operating and maintenance manual. Include the identification 
"FSV" on all fire-suppression system valve tags. 

B. Valve-Tag Application Schedule: Tag valves according to size, shape, and with captions similar 
to those indicated in "Valve-Tag Size and Shape" Subparagraph below. 

1. Valve-Tag Size and Shape: 
a. Wet-Pipe Sprinkler System: 1-1/2 inches, square. 

2. Valve-Tag Color: White letters on an ANSI Z535.1 safety-red background. 

END OF SECTION 210553 
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SECTION 210800 - COMMISSIONING OF FIRE SUPPRESSION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes Cx process requirements for the following fire-suppression systems, 
assemblies, and equipment: 

1. Water-based fire-suppression systems. 

B. Related Requirements: 

1. Section "General Commissioning Requirements" for general Cx process requirements 
and CxA responsibilities. 

2. For construction checklists, comply with requirements in various Division 21 Sections 
specifying fire-suppression systems, system components, equipment, and products. 

1.2 DEFINITIONS 

A. Cx: Commissioning, as defined in Section "General Commissioning Requirements." 

B. CxA: Commissioning Authority, as defined in Section "General Commissioning Requirements." 

C. IgCC: International Green Construction Code. 

D. "Systems," "Assemblies," "Subsystems," "Equipment," and "Components": Where these terms 
are used together or separately, they shall mean "as-built" systems, assemblies, subsystems, 
equipment, and components. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For fire-suppression testing technician. 

B. Construction Checklists: 

1. Draft Cx plan, including draft construction checklists to be prepared by CxA under 
Section "General Commissioning Requirements." Contractor is to review Construction 
Checklist in accordance with requirements in Section "General Commissioning 
Requirements" and NFPA 3 and to resolve any issues with the CxA. 

2. Cx plan, including material, installation, and performance construction checklists for 
systems, assemblies, subsystems, equipment, and components relating to fire-
suppression system to be part of the Cx process and in accordance with requirements in 
Section 019113 "General Commissioning Requirements" and NFPA 3. 

C. Test Equipment and Instruments: For all test equipment and instruments to be used in 
conducting Cx tests by Contractor, provide the following: 

1. Equipment/instrument identification number. 
2. Planned Cx application or use. 
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3. Manufacturer, make, model, and serial number. 
4. Calibration history, including certificates from agencies that calibrate the equipment and 

instrumentation. 
5. Equipment manufacturers' proprietary instrumentation and tools. For each instrument or 

tool, identify the following: 

a. Instrument or tool identification number. 
b. Equipment schedule designation of equipment for which the instrument or tool is 

required. 
c. Manufacturer, make, model, and serial number. 
d. Calibration history, including certificates from agencies that calibrate the 

instrument or tool, where appropriate. 

1.4 QUALITY ASSURANCE 

A. Fire-Suppression Testing Technician Qualifications: Technicians to perform fire-suppression 
Construction Checklist verification tests, Construction Checklist verification test demonstrations, 
Cx tests, and Cx test demonstrations shall have the following minimum qualifications: 

1. Journey level or equivalent skill level with knowledge of fire-suppression system, 
electrical concepts, and building operations. 

2. Minimum three years' experience installing, servicing, and operating systems 
manufactured by approved manufacturer. 

B. Clean-Agent Fire-Suppression Systems Testing Technician Qualifications: Technicians to 
perform clean-agent fire-suppression system Construction Checklist verification tests, 
Construction Checklist verification test demonstrations, Cx tests, and Cx test demonstrations 
shall have the following minimum qualifications: 

1. Journey level or equivalent skill level. Vocational school four-year-program graduate or 
an Associate's degree in mechanical systems, fire-suppression systems, or similar field. 
Degree requirement may be offset by three years' experience in servicing fire-
suppression systems in the clean-agent fire-suppression systems industry. Generally, 
required knowledge includes clean-agent fire-suppression systems, electrical concepts, 
building operations, and application and use of tools and instrumentation to measure 
performance of fire-suppression system equipment, assemblies, and systems. 

2. Minimum three years' experience installing, servicing, and operating systems 
manufactured by approved manufacturer. 

C. Testing Equipment and Instrumentation Quality and Calibration: 

1. Capable of testing and measuring performance within the specified acceptance criteria. 
2. Be calibrated at manufacturer's recommended intervals with current calibration tags 

permanently affixed to the instrument being used. 
3. Be maintained in good repair and operating condition throughout duration of use on 

Project. 
4. Be recalibrated/repaired if dropped or damaged in any way since last calibrated. 

D. Proprietary Test Instrumentation and Tools: 

1. Equipment Manufacturer's Proprietary Instrumentation and Tools: For installed equipment 
included in the Cx process, test instrumentation and tools manufactured or prescribed by 
equipment manufacturer to service, calibrate, adjust, repair, or otherwise work on its 
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equipment or required as a condition of equipment warranty, shall comply with the 
following: 

a. Be calibrated by manufacturer with current calibration tags permanently affixed. 
b. Include a separate list of proprietary test instrumentation and tools in operation and 

maintenance manuals. 
c. Fire-suppression system proprietary test instrumentation and tools become 

property of Owner at the time of Substantial Completion. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 Cx PROCESS 

A. Perform Cx process for fire-suppression system in accordance with the following: 

1. Section "General Commissioning Requirements." 
2. NFPA 3. 

3.2 CONSTRUCTION CHECKLISTS 

A. Preliminary detailed construction checklists are to be prepared under Section "General 
Commissioning Requirements" for each fire-suppression system, assembly, subsystem, 
equipment, and component required to be commissioned, as detailed in NFPA 3. Contractor 
performs the following: 

1. Review fire-suppression system preliminary construction checklists and provide written 
comments on Construction Checklist items where appropriate. 

2. Return preliminary Construction Checklist with review comments within 10 days of 
receipt. 

3. When review comments have been resolved, the CxA will provide final construction 
checklists marked "Approved for Use, (date)." 

4. Use only construction checklists marked "Approved for Use, (date)" when performing 
tests. Mark construction checklists in the appropriate place, as indicated Project events 
are completed, and provide pertinent details and other information. 

B. Prepare preliminary detailed construction checklists for each fire-suppression system, 
assembly, subsystem, equipment, and component required to be commissioned, as detailed in 
NFPA 3. 

1. Submit preliminary construction checklists to CxA and Designer for review. 
2. When review comments have been resolved, the CxA will provide final construction 

checklists marked "Approved for Use, (date)." 
3. Use only construction checklists marked "Approved for Use, (date)" when performing 

tests. Mark construction checklists in the appropriate place, as indicated Project events 
are completed, and provide pertinent details and other information. 

C. Systems Required to Be Commissioned under IgCC: 

1. Water-pumping and -mixing systems over 5 hp and purification systems. 
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D. Additional Systems Required to Be Commissioned: 

1. Facility fire-suppression water-distribution piping outside the building, including the 
following: 

a. Fire-suppression water piping, fittings, and specialties outside the building. 
b. Hydrants and fire-department connections. 
c. Fire-alarm devices. 
d. Meters and meter pits. 
e. Outdoor water-storage tanks. 
f. Sleeves and sleeve seals. 
g. Meters and gauges. 
h. General-duty and specialty valves. 
i. Hangers and supports. 
j. Vibration isolation. 
k. Identification. 
l. Insulation. 

2. Fire-suppression sprinkler systems, including the following: 

a. Wet-pipe sprinkler piping, fittings, sprinklers, and specialties. 
b.  
c. Sleeves and sleeve seals. 
d. Meters and gauges. 
e. General-duty and specialty valves. 
f. Hangers and supports. 
g. Vibration isolation. 
h. Identification. 
i. Insulation. 

3. Documentation: 

a. Fire-suppression system operating manuals. 
b. Documentation of required Cx. 
c. Documentation of required operator training. 

3.3 Cx TESTING PREPARATION 

A. Certify that fire-suppression systems, subsystems, and equipment have been installed, 
calibrated, and started and that they are operating in accordance with the Contract Documents 
and approved submittals. 

B. Certify that fire-suppression system instrumentation and control systems have been completed 
and calibrated, that they are operating in accordance with the Contract Documents and 
approved submittals, and that pretest set points have been recorded. 

C. Set systems, subsystems, and equipment into operating mode to be tested in accordance with 
approved test procedures (for example, normal shutdown, normal auto position, normal manual 
position, unoccupied cycle, emergency power, and alarm conditions). 

3.4 Cx TEST CONDITIONS 

A. Perform tests using design conditions, whenever possible. 
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1. Simulated conditions may, with approval of Architect, be imposed using an artificial load 
when it is impractical to test under design conditions. Before simulating conditions, 
calibrate testing instruments. Provide equipment to simulate loads. Set simulated 
conditions as directed by CxA, and document simulated conditions and methods of 
simulation. After tests, return configurations and settings to normal operating conditions. 

2. Cx test procedures may direct that set points be altered when simulating conditions is 
impractical. 

3. Cx test procedures may direct that sensor values be altered with a signal generator when 
design or simulating conditions and altering set points are impractical. 

B. If tests cannot be completed because of a deficiency outside the scope of the fire-suppression 
system, document the deficiency and report it to Architect. After deficiencies are resolved, 
reschedule tests. 

C. If seasonal testing is specified, complete appropriate initial performance tests and 
documentation, and schedule seasonal tests. 

3.5 Cx TESTS COMMON TO FIRE-SUPPRESSION SYSTEMS 

A. Measure capacities and effectiveness of systems, assemblies, subsystems, equipment, and 
components, including operational and control functions, to verify compliance with acceptance 
criteria. 

B. Test systems, assemblies, subsystems, equipment, and components for operating modes, 
interlocks, control responses, responses to abnormal or emergency conditions, and response 
compared to acceptance criteria. 

C. Coordinate schedule with, and perform Cx activities at the direction of, CxA. 

D. Comply with Construction Checklist requirements, including material verification, installation 
checks, startup, and performance test requirements specified in Division 21 Sections specifying 
fire-suppression systems and equipment. 

E. Provide technicians, instrumentation, tools, and equipment to perform and document the 
following: 

1. Cx Construction Checklist verification tests. 
2. Cx Construction Checklist verification test demonstrations. 

3.6 CONSTRUCTION CHECKLIST EXAMPLES 

A. Vibration Isolation in Fire-Suppression Systems: 

1. Prerequisites: Acceptance of results of construction checklists for vibration. 
2. Components to Be Tested: 

a. Vibration isolation control devices in water-based fire-suppression systems. 
b. Support systems. 

3. Test Purpose: Evaluate effectiveness of vibration isolationcontrol devices. 
4. Test Conditions: Measure vibration of the facility structure at threelocations designated by 

Owner's witness while the isolated equipment operates. 
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5. Acceptance Criteria: Structure-borne vibration not to exceed specified performance. 

B. Supervision of Fire-Protection Valves in Water-Based Fire-Suppression Systems: 

1. Prerequisites: Acceptance of results of construction checklists for valves specified in the 
following Sections: 

a. Section "General-Duty Valves for Water-Based Fire Protection Piping." 
b. Section "Water-Based Fire-Suppression Systems." 
c. Section "Addressable Fire-Alarm Systems." 
d. Section "Site Water Distribution Piping." 

2. Equipment and Systems to Be Tested: 

a. Supervised valves in water-based fire-suppression systems. 
b. Division fire-detection and -alarm systems. 

3. Test Purpose: Verify generation of supervisory alarm at the fire-alarm control panel in 
response to activation of valve supervision device or tamper switch. 

4. Test Conditions: 

a. Fire-alarm system operating in normal, automatic mode. 
b. Activate valve supervision devices and tamper switches, one at a time. 

5. Acceptance Criteria: Activation of valve supervision device or tamper switch generates 
supervisory alarm at fire-alarm control panel. 

6. Equipment and Systems to Be Tested: 
a. Interface with fire-alarm control panel. 

7. Test Purpose: 

a. Evaluate response to ambient temperature below freeze-protection set point. 
b. Evaluate heating cable fault alarm. 

8. Test Conditions: 

a. Subject temperature sensor to temperature approximately 3 deg F  above freeze-
protection set point (initial set point 41 deg F). Monitor sensed temperature with a 
calibration-grade thermometer. Gradually change set point or sensed temperature 
until freeze-protection circuit is energized. 

b. Subject temperature sensor to temperature approximately 3 deg F below freeze-
protection set point (initial set point 41 deg F). Monitor sensed temperature with a 
calibration-grade thermometer. Gradually change set point or sensed temperature 
until freeze-protection circuit is de-energized. 

c. Simulate an electrical fault on the heating cable. 

9. Acceptance Criteria: 

a. Freeze-protection circuit is energized at set-point temperature of minus 2 deg F. 
b. Freeze-protection circuit is de-energized at set-point temperature of plus 2 deg F. 
c. Heater trace circuit controller initiates an alarm of cable fault. Alarm is correctly 

reported at the fire-alarm control panel. 

END OF SECTION 210800 
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SECTION 211000 - WATER-BASED FIRE-SUPPRESSION SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Fire-suppression piping, fittings, and appurtenances. 
2. Fire department connections. 
3. Hose connections and hose stations. 
4. System control valves. 
5. Fire-suppression piping specialties. 
6. Cover systems for sprinkler piping. 
7. Sprinklers. 
8. Alarm devices. 
9. Control panels. 
10. Pressure gauges. 

B. Related Requirements: 

1. Section 331415 "Site Water Distribution Piping" for site fire-suppression water-service 
and backflow prevention devices. 

1.2 DEFINITIONS 

A. Standard-Pressure Fire-Suppression System Piping: Piping designed to operate at working 
pressure of 175 psig maximum. 

B. High-Pressure Fire-Suppression System Piping: Piping designed to operate at working pressure 
higher than standard 175 psig, but not higher than 250 psig. 

1.3 ACTION SUBMITTALS 

A. Product Data: 

1. For each type of product. 

a. Include construction details, material descriptions, dimensions of individual 
components and profiles. 

b. Include rated capacities, operating characteristics, electrical characteristics, and 
furnished specialties and accessories. 

B. Shop Drawings: 

1. Prepare in accordance with NFPA 13 section "Working Plans." 

a. Include plans, elevations, and sections of the system piping and details. 
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b. Include detailed riser diagram and schematic diagram showing system supply, 
supply connection, devices, valves, pipe and fittings, as well as the delineation of 
the standard-pressure and high-pressure portions of the fire-suppression system. 

c. Indicate dimensions, weights, loads, required clearances, method of field 
assembly, components, and location and size of each field connection. 

2. Prepare computer-generated hydraulic calculations in accordance with the following: 
a. Name of hydraulic program used. 
b. Water supply information, including fire hydrant flow test data report. 

3. Submit documents and calculations signed and sealed by qualified professional engineer 
responsible for their preparation and prepared by NICET Level III-certified technician, 
"Water-Based Systems Layout."  

4. Include diagrams for power, signal, and control wiring. 

1.4 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Fire-suppression system plans and sections, or Building Information 
Model (BIM), drawn to scale, showing the items described in this Section and coordinated with 
all building trades. 

B. Qualification Data: For qualified Installer and professional engineer and NICET-certified 
technician. 

C. Design Data: Approved fire-suppression piping working plans, prepared in accordance with 
NFPA 13, including documented approval by AHJs, and including hydraulic calculations if 
applicable. 

D. Welding certificates. 

E. Field Test Reports: 

1. Indicate and interpret test results for compliance with performance requirements and as 
described in NFPA 13. Include "Contractor's Material and Test Certificate for 
Aboveground Piping." 

2. Fire-hydrant flow test report. 

F. Field quality-control reports. 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For fire-suppression systems and specialties to include in 
emergency, operation, and maintenance manuals. 

1.6 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Sprinkler Cabinets: Finished, wall-mounted, steel cabinet with hinged cover, and with 
space for minimum of six spare sprinklers plus sprinkler wrench. Include number of 
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sprinklers required by NFPA 13 and sprinkler wrench. Include separate cabinet with 
sprinklers and wrench for each type of sprinkler used on Project. 

2. System control valves. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: 

1. Installer's responsibilities include designing, fabricating, and installing fire-suppression 
systems and providing professional engineering services needed to assume engineering 
responsibility. Base calculations on results of fire-hydrant flow test. 

a. Engineering Responsibility: Preparation of working plans, calculations, and field 
test reports by qualified professional engineer. 

B. Welding Qualifications: Qualify procedures and operators in accordance with ASME Boiler and 
Pressure Vessel Code. 

1.8 FIELD CONDITIONS 

A. Interruption of Existing Fire-Suppression Service: Do not interrupt fire-suppression service to 
facilities occupied by Owner or others unless permitted under the following conditions and then 
only after arranging to provide temporary fire-suppression service in accordance with 
requirements indicated: 

1. Notify Construction Manager no fewer than seven days in advance of proposed 
interruption of fire-suppression service. 

2. Do not proceed with interruption of fire-suppression service without Construction 
Manager's written permission. 

PART 2 - PRODUCTS 

2.1 SYSTEM DESCRIPTION 

A. Automatic wet-pipe sprinkler system. 

2.2 PERFORMANCE REQUIREMENTS 

A. Fire-Suppression System Components, Devices, and Accessories: Listed in UL's "Fire 
Protection Equipment Directory" and FM Approvals' "Approval Guide." 

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

C. Fire-suppression system equipment, specialties, accessories, installation, and testing to comply 
with NFPA 13 and ASME A17.1. 

D. Standard-Pressure Piping System Component: Listed for 175 psig minimum working pressure. 

E. High-Pressure Piping System Component: Listed for 250 psig minimum working pressure. 
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1. Fire-Hydrant Flow Test: 

a. Perform fire-hydrant flow test and record the following conditions: 

1) Date:  
2) Time:  
3) Performed by:  
4) Location of Residual Fire Hydrant R:  
5) Location of Flow Fire Hydrant F:  
6) Static Pressure at Residual Fire Hydrant R:  
7) Measured Flow at Flow Fire Hydrant F:  
8) Residual Pressure at Residual Fire Hydrant R:  

b. Fire-hydrant flow test must be performed within previous 6months prior to 
completion of design documents and hydraulic calculations. 

2. Margin of Safety for Available Water Flow and Pressure: 20 percent, including losses 
through water-service piping, valves, and backflow preventers. 

3. Sprinkler Occupancy Hazard Classifications: 
a. Educational: Light Hazard 
b. Electrical Equipment Rooms: Ordinary Hazard, Group 1 
c. Elevator Machine Room and Hoistway: Ordinary Hazard, Group 1 and 2 
d. General Storage Areas: Ordinary Hazard, Group 1 
e. Libraries, except Large Stack Rooms: Light Hazard 
f. Mechanical Equipment Rooms: Ordinary Hazard, Group 1 
g. Offices, including Data Processing: Light Hazard 

4. Minimum Density for Automatic-Sprinkler Piping Design: 
a. Light-Hazard Occupancy: 0.10 gpm/sq. ft. over 1500 sq. ft. area. 
b. Ordinary-Hazard, Group 1 Occupancy:  0.15 gpm/sq. ft. over 1500 sq. ft. area. 
c. Ordinary-Hazard, Group 2 Occupancy: 0.20 gpm/sq. ft. over 1500 sq. ft. area. 

5. Maximum Protection Area per Sprinkler: 
a. Office Spaces: 225 sq. ft.. 
b. Storage Areas: 130 sq. ft.. 
c. Mechanical Equipment Rooms: 130 sq. ft.. 
d. Electrical Equipment Rooms: 130 sq. ft.. 
e. Other Areas: In accordance with NFPA 13 recommendations unless otherwise 

indicated. 

6. Total Combined Hose-Stream Demand Requirement: In accordance with NFPA 13 
unless otherwise indicated: 

a. Light-Hazard Occupancies: 100 gpm for 30 minutes. 
b. Ordinary-Hazard Occupancies: 250 gpm for 60 to 90 minutes. 

F. Obtain documented approval of fire-suppression system design from AHJs. 

2.3 FIRE-SUPPRESSION PIPING, FITTINGS, AND APPURTENANCES 

A. Steel Pipe, Fittings, and Appurtenances: 

1. Schedule 40 Steel Pipe: black-steel pipe, ASTM A53/A53M, ASTM A135/A135M, or 
ASTM A795/A795M. 
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a. Standards: 

1) UL 852. 
2) FM 1630. 

b. Factory-applied exterior coating. 
c. Factory-applied bacterial-resistant internal coating to reduce microbiologically 

influenced corrosion. 

2. Steel Pipe Nipples: black steel, ASTM A733, made of ASTM A53/A53M, standard-weight, 
seamless steel pipe with threaded ends. 

3. Steel Couplings: uncoated steel, ASTM A865/A865M, threaded. 
4. Gray-Iron Threaded Fittings: uncoated gray-iron threaded fittings, ASME B16.4, 

Class 125, standard pattern. 
5. Malleable- or Ductile-Iron Unions: ASME B16.3. 
6. Cast-Iron Flanges: ASME B16.1, Class 125. 
7. Steel Flanges and Flanged Fittings: ASME B16.5, Class 150. 

a. Pipe-Flange Gasket Materials: AWWA C110, rubber, flat face, 1/8 inch thick. 

1) Class 125 and Class 250, Cast-Iron, Flat-Face Flanges: Full-face gaskets. 
2) Class 150 and Class 300, Ductile-Iron or -Steel, Raised-Face Flanges: 

Ring-type gaskets. 

b. Metal, Pipe-Flange Bolts and Nuts: ASME B18.2.1 carbon steel unless otherwise 
indicated. 

8. Steel Welding Fittings: ASTM A234/A234M and ASME B16.9. 

a. Welding Filler Metals: Comply with AWS D10.12M/D10.12 for welding materials 
appropriate for wall thickness and chemical analysis of steel pipe being welded. 

9. Plain-End-Pipe Fittings: 

a. Pressure Rating: 175 psig minimum. 
b. Plain-End Fittings for Steel Piping: Painted, plain-end fittings, ASTM A53/A53M, 

carbon steel or ASTM A106/A106M, forged steel with dimensions matching steel 
pipe. 

c. Plain-End-Pipe Couplings for Steel Piping: Rigid pattern for steel-pipe dimensions, 
ductile-iron or malleable-iron housing. Include EPDM-rubber gasket, and bolts and 
nuts. 

10. Grooved-Joint, Steel-Pipe Appurtenances: 

a. Pressure Rating: 175 psig minimum. 
b. Grooved-End Fittings for Steel Piping: Painted grooved-end fittings, 

ASTM A47/A47M, malleable-iron casting or ASTM A536, ductile-iron casting, with 
dimensions matching steel pipe. 

c. Grooved-End-Pipe Couplings for Steel Piping: AWWA C606 and UL 213 rigid 
pattern, unless otherwise indicated, for steel-pipe dimensions. Include ferrous 
housing sections, EPDM-rubber gasket, and bolts and nuts. 

11. Carbon Steel Pressure-Seal Fittings: UL 213, FM Approvals-approved, 175 psig pressure 
rating with carbon steel-, zinc-nickel-coated housing, EDPM O-rings, and pipe stop; for 
use with fitting manufacturers' pressure-seal tools. 
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B. Copper Tube, Fittings, and Appurtenances: 

1. Copper Tube, Drawn Temper: ASTM B88, Type K. 
2. Solder-Joint Fittings, Cast Copper: ASME B16.18 pressure fittings. 
3. Solder-Joint Fittings, Wrought Copper: ASME B16.22 pressure fittings. 
4. Bronze Flanges: ASME B16.24, Class 150, with solder-joint ends. 
5. Unions, Cast Copper: MSS SP-123, cast-copper-alloy, hexagonal-stock body, with ball-

and-socket, metal-to-metal seating surfaces and solder-joint or threaded ends. 
6. Brazing Filler Metals: AWS A5.8/A5.8M, BCuP Series, copper-phosphorus alloys for 

general-duty brazing unless otherwise indicated. 
7. Copper Tube, Mechanically Formed Tee Fitting: For forming T-branch on copper water 

tube. 

a. Description: Tee formed in copper tube in accordance with ASTM F2014. 

8. Grooved, Mechanical-Joint, Copper-Tube Appurtenances: 

a. Standard: UL 213. 
b. Grooved-End Copper Fittings: ASTM B75/B75M copper tube or ASTM B584 

bronze castings. 
c. Grooved-End-Tube Couplings: To fit copper tube dimensions; rigid pattern unless 

otherwise indicated; gasketed fitting EPDM-rubber gasket rated for minimum 
180 deg F for use with ferrous housing and steel bolts and nuts; 300 psig minimum 
CWP pressure rating. 

9. Copper-Tube, Pressure-Seal-Joint Fittings: 

a. Fittings: Cast brass, cast bronze, or wrought copper with EPDM O-ring seal in 
each end. 

b. Minimum 200 psig working-pressure rating at 250 deg F. 

2.4 FIRE DEPARTMENT CONNECTIONS 

A. Fire Department Connection, Exposed Type: 

1. Standard: UL 405. 
2. Description: Exposed, projecting, for BFP mounting. 
3. Pressure Rating: 175 psig minimum. 
4. Body Material: Corrosion-resistant metal. 
5. Inlets: Brass with threads in accordance with NFPA 1963 and matching local fire 

department sizes and threads. Include extension pipe nipples, brass lugged swivel 
connections, and check devices or clappers. 

6. Caps: Brass, lugged type, with gasket and chain. 
7. Outlet: Back, with pipe threads. 
8. Number of Inlets: Two. 
9. Escutcheon Plate Marking: "AUTO SPKR". 
10. Finish: Rough brass or bronze. 
11. Outlet Size: NPS 4. 

2.5 SYSTEM CONTROL VALVES 

A. Listed in UL's "Fire Protection Equipment Directory" or FM Approvals' "Approval Guide." 
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B. Pressure Rating: 

1. Standard-Pressure Piping Valves: 175 psig minimum. 
2. High-Pressure Piping Valves: 250 psig minimum. 

C. Body Material: Cast or ductile iron. 

D. Size: Same as connected piping. 

E. End Connections: Flanged or grooved. 

F. System Control Valve, Alarm Valve: 

1. Standard: UL 193. 
2. Design: For horizontal or vertical installation. 
3. Include trim sets for bypass, drain, electrical sprinkler alarm switch, pressure 

gauges, retarding chamber, and fill-line attachment with strainer. 
4. Drip cup assembly pipe drain without valves and separate from main drain piping. 

2.6 FIRE-SUPPRESSION PIPING SPECIALTIES 

A. Branch Outlet Fittings: 

1. Standard: UL 213. 
2. Pressure Rating: 175 psig minimum 300 psig. 
3. Body Material: Ductile-iron housing with EPDM seals and bolts and nuts. 
4. Type: Mechanical-tee and -cross fittings. 
5. Configurations: Snap-on and strapless, ductile-iron housing with branch outlets. 
6. Size: Of dimension to fit onto sprinkler main and with outlet connections as required to 

match connected branch piping. 
7. Branch Outlets: Grooved, plain-end pipe, or threaded. 

B. Flow Detection and Test Assemblies: 

1. Standard: UL's "Fire Protection Equipment Directory" or FM Approvals' "Approval Guide." 
2. Pressure Rating: 175 psig minimum. 
3. Body Material: Cast- or ductile-iron housing with orifice, sight glass, and integral test 

valve. 
4. Size: Same as connected piping. 
5. Inlet and Outlet: Threaded or grooved. 

C. Branch Line Testers: 

1. Standard: UL 199. 
2. Pressure Rating: 175 psig. 
3. Body Material: Brass. 
4. Size: Same as connected piping. 
5. Inlet: Threaded. 
6. Drain Outlet: Threaded and capped. 
7. Branch Outlet: Threaded, for sprinkler. 

D. Sprinkler Inspector's Test Fittings: 

1. Standard: UL's "Fire Protection Equipment Directory" or FM Approvals' "Approval Guide." 
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2. Pressure Rating: 175 psig minimum. 
3. Body Material: Cast- or ductile-iron housing with sight glass. 
4. Size: Same as connected piping. 
5. Inlet and Outlet: Threaded. 

E. Adjustable Drop Nipples: 

1. Standard: UL 1474. 
2. Pressure Rating: 250 psig minimum. 
3. Body Material: Steel pipe with EPDM-rubber O-ring seals. 
4. Size: Same as connected piping. 
5. Length: Adjustable. 
6. Inlet and Outlet: Threaded. 

F. Flexible Sprinkler Hose Fittings: 

1. Standards: 

a. UL 2443. 
b. FM 1637. 

2. Description: Flexible hose for connection to sprinkler, and with bracket for connection to 
ceiling grid. 

3. Pressure Rating: 175 psig minimum. 
4. Size: Same as connected piping, for sprinkler. 

G. Automatic (Ball-Drip) Drain Valves: 

1. Pressure Rating: 175 psig minimum. 
2. Type: Automatic draining, ball check. 
3. Size: NPS 3/4. 
4. End Connections: Threaded. 

H. Automatic Air Vent: 

1. Description: Automatic air vent that automatically vents trapped air without human 
intervention. Approved for use in wet-pipe fire-suppression system. 

2. Vents oxygen continuously from system. 
3. Float valve to prevent water discharge. 
4. Minimum Water Working Pressure Rating: 175 psig. 
5. Description: Automatic air vent assembly that automatically vents trapped air without 

human intervention, including Y-strainer and ball valve in a pre-piped assembly. 
Approved for use in wet-pipe fire-suppression system. 

6. Vents oxygen continuously from system. 
7. Float valve to prevent water discharge. 
8. Minimum Water Working Pressure Rating: 175 psig. 

2.7 COVER SYSTEMS FOR SPRINKLER PIPING 

A. Cover System, Fabricated Steel: 

1. Description: System of support brackets and covers designed to protect sprinkler piping. 
2. Brackets: Per cover manufacturer. 
3. Covers: Factory-fabricated steel cover with concealed attachment clamps. 



DMC RPi Fit-Out  Niceville Florida 
 

WATER-BASED FIRE-SUPPRESSION SYSTEMS 211000 - 9 

a. Stainless Steel with #4 Finish: 16 gauge. 

1) Zinc-galvanized treated to accept painting but not painted. 

2.8 SPRINKLERS 

A. Standards: 

1. UL 199. 
2. UL 1767. 
3. UL 1626. 
4. FM 2000. 
5. FM 2008. 
6. FM 2030. 

B. Listed in UL's "Fire Protection Equipment Directory" or FM Approvals' "Approval Guide." 

C. Pressure Rating for Sprinklers: 

1. Standard Automatic Sprinklers: 175 psig minimum. 
2. High-Pressure Automatic Sprinklers: 250 psig minimum. 

D. Sprinklers, Automatic Wet with Heat-Responsive Element: 

1. Characteristics: Nominal 1/2-inch orifice with Discharge Coefficient K of 5.6, and for 
"Ordinary" temperature classification rating unless otherwise indicated or required by 
application. 

. 
2. Standard Spray, Standard Response: 

a. Upright. 
b. Pendent. 
c. Recessed pendent. 
d. Flat, concealed pendent. 
e. Vertical sidewall. 
f. Horizontal sidewall. 

E. Sprinklers, Automatic Dry with Heat-Responsive Element: 

1. Standard Spray, Standard Response: 

a. Upright. 
b. Pendent. 
c. Recessed pendent. 
d. Flat, concealed pendent. 
e. Horizontal sidewall. 

F. Sprinkler Finishes: Chrome plated. 

G. Sprinkler Escutcheons: Materials, types, and finishes for the following sprinkler mounting 
applications. Escutcheons for concealed, flush, and recessed-type sprinklers are specified with 
sprinklers. 
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1. Ceiling Mounting: Chrome-plated steel, one piece, flat. 
2. Sidewall Mounting: Chrome-plated steel, one piece, flat. 

H. Sprinkler Guards and Water Shields: 

1. Standard: UL 199. 
2. Description: Wire cage with fastening device for attaching to sprinkler. 

2.9 ALARM DEVICES 

A. Match alarm-device material and connection types to piping and equipment materials and 
connection types. 

B. Water-Motor-Operated Alarm: 

1. Standard: UL 753. 
2. Type: Mechanically operated, with Pelton wheel. 
3. Alarm Gong: Cast aluminum with red-enamel factory finish. 
4. Size: 10-inch diameter. 
5. Components: Shaft length, bearings, and sleeve to suit wall construction. 
6. Inlet: NPS 3/4. 
7. Outlet: NPS 1 drain connection. 

C. Water-Flow Indicators: 

1. Standard: UL 346. 
2. Water-Flow Detector: Electrically supervised. 
3. Components: Two single-pole, double-throw circuit switches for isolated alarm and 

auxiliary contacts, 7 A, 125 V ac and 0.25 A, 24 V dc; complete with factory-set, field-
adjustable retard element to prevent false signals and tamperproof cover that sends 
signal if removed. 

4. Type: Paddle operated. 
5. Pressure Rating: 250 psig. 
6. Design Installation: Horizontal or vertical. 

D. Valve Supervisory Switches: 

1. Standard: UL 346. 
2. Type: Electrically supervised. 
3. Design: Signals that controlled valve is in other than fully open position. 
4. Wire Terminal Designations: Indicates normal switch position when switch is properly 

installed on valve and valve is fully open. 
5. Electrical Components, Devices, and Accessories: Listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and 
application. 

6. OS&Y Valve Supervisory Switches: 

a. One or two single-pole, double-throw switches. 
b. NEMA Rating: NEMA 4 and NEMA 6P enclosures suitable for mounting in any 

position indoors or outdoors. 
c. Visual Switch Indication: Indicates device is properly installed and OS&Y valve is 

fully open. 
d. Mounting Hardware: Mounting bracket to grip valve yoke and prevent movement of 

switch assembly on OS&Y valve. 
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e. Trip Rod Length: Adjustable 

7. Butterfly Valve Supervisory Switches: 

a. Two single-pole, double-throw switches. 
b. NEMA Rating: NEMA 4 and NEMA 6P enclosures suitable for mounting in any 

position indoors or outdoors. 
c. Mounting Hardware: Removable nipple. 
d. Trip Rod Length: Adjustable 

8. Ball Valve Supervisory Switches: 

a. One single-pole, double-throw switch. 
b. NEMA Rating: NEMA 4 enclosure suitable for mounting in any position indoors or 

outdoors. 
c. Mounting Hardware: Suitable for mounting directly to pipe, ball valves, or backflow 

preventers sized from up to NPS 2. 

2.10 PRESSURE GAUGES 

A. Standard: UL 393. 

B. Dial Size: 3-1/2- to 4-1/2-inch diameter. 

C. Pressure Gauge Range: 0 to 300 psig. 

D. Water System Piping Gauge: Include "WATER" or "AIR/WATER" label on dial face. 

E. Air System Piping Gauge: Include retard feature and "AIR" or "AIR/WATER" label on dial face. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Perform fire-hydrant flow test. Use results for system design calculations required in "Quality 
Assurance" Article. 

1. Flow test is to be performed to meet the criteria established by NFPA 13. 
2. Flow test is to be conducted in accordance with NFPA 291. 
3. Test is to be performed during a period of ordinary demand for the water system. 

a. To obtain satisfactory test results of expected flow or rated capacities, sufficient 
discharge should be achieved to cause drop of at least 10 percent. 

4. Pitot readings are to be taken at the 2-1/2-inch orifice connection. 
5. The pitot reading is to range from 10 to 35 psig. 
6. Open additional hydrant outlets as needed to control pitot readings. 
7. The pitot pressure and corresponding residual pressure readings are to be taken 

consecutively as pressure fluctuates between a high number and low number. 

B. Flow Test Data Written Report: 
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1. Flow data report is to be written in accordance with NFPA 291. 
2. Flow data report is to include a copy of all flow data recorded during the test, including a 

site plan showing the tested fire hydrants with respect to the fire water service to the 
building. Site plan is to indicate which hydrant was flowed and which hydrant was used 
for pressure reading. Provide date of test, name of testing agency, and name of individual 
performing test. 

C. Water Supply Curve: Provide water supply curve based on the lowest supply for a given set of 
test data. For a given residual pressure reading, the supply is to be graphed utilizing the 
corresponding pitot pressure/flow reading and static pressure reading. 

D. Documentation is to include calibration certifications for gauges used in the flow tests. The 
certifications are to be from within the previous six (6) months from a reputable agency 
recognized for certifying pressure gauges. 

E. Report flow test results promptly and in writing. A copy of the flow test data report is to be 
submitted with the hydraulic calculations. 

3.2 INSTALLATION OF FIRE-SUPPRESSION WATER-SERVICE PIPING 

A. Comply with requirements for fire-suppression water-service piping in Section 331415 "Site 
Water Distribution Piping." 

3.3 INSTALLATION OF DOMESTIC WATER-SUPPLY CONNECTIONS 

A. Connect fire-suppression water piping to building's interior domestic water-distribution piping. 
Comply with requirements for interior piping in Section "Domestic Water Piping." 

B. Install shutoff valve, backflow preventer, pressure gauge, drain, and other accessories indicated 
at connection to water-distribution piping. Comply with requirements for backflow preventers in 
Section "Site Water Distribution Piping." 

3.4 INSTALLATION OF FIRE-SUPPRESSION PIPING 

A. Locations and Arrangements: Drawing plans, schematics, and diagrams indicate general 
location and arrangement of piping. Install piping as indicated on approved working plans. 

1. Deviations from approved working plans for piping require written approval from AHJs. 
File written approval with Architect before deviating from approved working plans. 

2. Coordinate layout and installation of sprinklers with other construction that penetrates 
ceilings, including light fixtures, HVAC equipment, and partition assemblies. 

B. Piping Standard: Comply with NFPA 13 requirements for installation of fire-suppression piping. 

C. Install listed fittings to make changes in direction, branch takeoffs from mains, and reductions in 
pipe sizes. 

D. Install unions adjacent to each valve in pipes NPS 2 and smaller. 

E. Install flanges, flange adapters, or couplings for grooved-end piping on valves, apparatus, and 
equipment having NPS 2-1/2 and larger end connections. 
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F. Install inspector's test connections in sprinkler system piping, complete with shutoff valve, and 
sized and located in accordance with NFPA 13. 

G. Install fire-suppression system piping with drains for complete system drainage. Extend drain 
piping to exterior of building where possible. 

H. Install sprinkler control valves, test assemblies, and drain risers adjacent to standpipes when 
sprinkler piping is connected to standpipes. 

I. Install automatic (ball drip) drain valve at each check valve for fire department connection, to 
drain piping between fire department connection and check valve. Install drain piping to and spill 
over floor drain or to exterior of building. 

J. Install alarm devices in piping systems. 

K. Install hangers and supports for fire-suppression piping in accordance with NFPA standards. 
Comply with requirements for hanger materials in NFPA standards. In seismic-rated areas, refer 
to Section "Vibration and Seismic Controls for Fire-Suppression Piping and Equipment." 

L. Install pressure gauges on riser or feed main, at each sprinkler test connection, and at top of 
each standpipe/sprinkler supply. Include pressure gauges with connection not less than 
NPS 1/4 and with soft-metal seated globe valve, arranged for draining pipe between gauge and 
valve. Install gauges to permit removal, and install where they are not subject to freezing. 

M. Fill wet-type fire-suppression system piping with water. 

N. Install sleeves for piping penetrations of walls, ceilings, and floors. Comply with requirements for 
sleeves specified in Section "Common Work Results for Fire-Suppression Piping." 

O. Install escutcheons for piping penetrations of walls, ceilings, and floors. Comply with 
requirements for escutcheons specified in Section "Common Work Results for Fire-Suppression 
Piping." 

3.5 INSTALLATION OF PIPING JOINTS 

A. Install couplings, flanges, flanged fittings, unions, nipples, and transition and special fittings that 
have finish and pressure ratings same as or higher than system's pressure rating for 
aboveground applications unless otherwise indicated. 

B. Install unions adjacent to each valve in pipes NPS 2 and smaller. 

C. Install flanges, flange adapters, or couplings for grooved-end piping on valves, apparatus, and 
equipment having NPS 2-1/2 and larger end connections. 

D. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe. 

E. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before 
assembly. 

F. Flanged Joints: Select appropriate gasket material in size, type, and thickness suitable for water 
service. Join flanges with gasket and bolts in accordance with ASME B31.9. 
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G. Threaded Joints: Thread pipe with tapered pipe threads in accordance with ASME B1.20.1. Cut 
threads full and clean using sharp dies. Ream threaded pipe ends to remove burrs and restore 
full ID. Join pipe fittings and valves as follows: 

1. Apply appropriate tape or thread compound to external pipe threads. 
2. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or 

damaged. 

H. Twist-Locked Joints: Insert plain end of steel pipe into plain-end-pipe fitting. Rotate retainer lugs 
one-quarter turn or tighten retainer pin. 

I. Steel-Piping, Pressure-Sealed Joints: Join steel pipe and steel pressure-seal fittings with tools 
recommended by fitting manufacturer. 

J. Welded Joints: Construct joints in accordance with AWS D10.12M/D10.12, using qualified 
processes and welding operators in accordance with "Quality Assurance" Article. 

1. Shop weld pipe joints where welded piping is indicated. Do not use welded joints for 
galvanized-steel pipe. 

K. Steel-Piping, Cut-Grooved Joints: Cut square-edge groove in end of pipe in accordance with 
AWWA C606. Assemble coupling with housing, gasket, lubricant, and bolts. Join steel pipe and 
grooved-end fittings in accordance with AWWA C606 for steel-pipe joints. 

L. Steel-Piping, Roll-Grooved Joints: Roll rounded-edge groove in end of pipe in accordance with 
AWWA C606. Assemble coupling with housing, gasket, lubricant, and bolts. Join steel pipe and 
grooved-end fittings in accordance with AWWA C606 for steel-pipe grooved joints. 

M. Brazed Joints: Join copper tube and fittings in accordance with Copper Development 
Association's "Copper Tube Handbook," "Brazed Joints" chapter. 

N. Copper-Tubing Grooved Joints: Roll rounded-edge groove in end of tube in accordance with 
AWWA C606. Assemble coupling with housing, gasket, lubricant, and bolts. Join copper tube 
and grooved-end fittings in accordance with AWWA C606 for steel-pipe grooved joints. 

O. Copper-Tubing, Pressure-Sealed Joints: Join copper tube and copper pressure-seal fittings with 
tools recommended by fitting manufacturer. 

P. Extruded-Tee Connections: Form tee in copper tube in accordance with ASTM F2014. Use tool 
designed for copper tube; drill pilot hole, form collar for outlet, dimple tube to form seating stop, 
and braze branch tube into collar. 

Q. Dissimilar-Material Piping Joints: Make joints using adapters compatible with materials of both 
piping systems. 

3.6 INSTALLATION OF FIRE DEPARTMENT CONNECTIONS 

A. Install wall-type fire department connections mounted on the backflow preventer. 

B. Install automatic (ball-drip) drain valve at each check valve for fire department connection. 
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3.7 INSTALLATION OF COVER SYSTEM FOR SPRINKLER PIPING 

A. Install cover system, brackets, and cover components for sprinkler piping in accordance with 
manufacturer's installation manual and in accordance with NFPA 13 for supports. 

3.8 INSTALLATION OF VALVES AND SPECIALTIES 

A. Install listed fire-suppression system control valves, trim and drain valves, specialty valves and 
trim, controls, and specialties in accordance with manufacturer's installation instructions, NFPA 
standards, and AHJ. 

B. Install listed fire-suppression system shutoff valves in supervised open position, located to 
control sources of water supply except from fire department connections. Install permanent 
identification signs indicating portion of system controlled by each valve. 

C. System Control Valves: 

1. Install alarm valves with bypass check valve and retarding chamber drain-line 
connection. 

D. Air Vent: 

1. Provide at least one air vent at high point in each wet-pipe fire-suppression system in 
accordance with NFPA standards. Connect vent into top of fire-suppression piping. 

2. Provide dielectric union for dissimilar metals, ball valve, and strainer upstream of 
automatic air vent. 

3.9 INSTALLATION OF SPRINKLERS 

A. Install sprinklers in suspended ceilings symmetrically in center of acoustical ceiling panels within 
tolerance of 1/2 inch. Coordinate entire pattern of sprinkler locations with approved reflected 
ceiling plan. 

B. Install sprinklers into flexible, sprinkler hose fittings, and install hose into bracket on ceiling grid. 

3.10 IDENTIFICATION 

A. Install labeling and pipe markers on equipment and piping in accordance with requirements for 
identification specified in Section "Identification for Fire-Suppression Piping and Equipment." 

B. Identify system components, wiring, cabling, and terminals. Comply with requirements for 
identification specified in Section "Identification for Electrical Systems." 

3.11 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

B. Perform the following tests and inspections: 

1. Leak Test: After installation, charge systems and test for leaks. Repair leaks and retest 
until no leaks exist. 



DMC RPi Fit-Out  Niceville Florida 
 

WATER-BASED FIRE-SUPPRESSION SYSTEMS 211000 - 16 

2. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and 
equipment. 

3. Flush, test, and inspect fire-suppression systems in accordance with NFPA standards. 
4. Energize circuits to electrical equipment and devices. 
5. Start and run air compressors. 
6. Coordinate with fire-alarm tests. Operate as required. 
7. Coordinate with fire-pump tests. Operate as required. 
8. Verify that equipment hose threads are same as local fire department equipment. 
9. Verify that sprinklers original factory finish has not been contaminated with dirt, debris, or 

paint. Sprinklers containing other-than-original factory finish are to be considered 
defective and replaced with new products. Repair and/or cleaning is not acceptable. 

C. Fire-suppression piping system will be considered defective if it does not pass tests and 
inspections. 

D. Fire-suppression piping system components considered defective during testing will be replaced 
with new components. Repair of defective components is not acceptable. 

E. Prepare test and inspection reports. 

3.12 CLEANING 

A. Clean dirt and debris from fire-suppression system piping, system control valves, sprinklers, and 
associated components. 

B. Only sprinklers with their original factory finish are acceptable. Remove and replace any 
sprinklers that are painted or have any other finish than their original factory finish. 

3.13 DEMONSTRATION 

A. Train Owner's maintenance personnel to adjust, operate, and maintain system control valves. 

3.14 PIPING SCHEDULE 

A. Piping between Fire Department Connections and Check Valves: Galvanized, standard-weight 
steel pipe with threaded ends, cast-iron threaded fittings, and threaded joints. 

B. Sprinkler specialty fittings may be used, downstream of control valves, instead of specified 
fittings. 

C. Copper-tube, extruded-tee connections may be used for tee branches in copper tubing instead 
of specified copper fittings. Branch-connection joints must be brazed. 

D. Standard-Pressure, Wet-Pipe Sprinkler System to Be One of the Following: 

1. Schedule 40, black-steel pipe with threaded ends; uncoated, gray-iron threaded fittings; 
and threaded joints. 

E. High-Pressure, Wet-Pipe Sprinkler System, to Be One of the Following: 

1. Schedule 40, galvanized-steel pipe with threaded ends; galvanized, gray-iron threaded 
fittings; and threaded joints. 
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END OF SECTION 211000 
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SECTION 220523 - GENERAL-DUTY VALVES FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Ball valves. 
2. Check valves. 

1.2 DEFINITIONS 

A. CWP: Cold working pressure. 

B. EPDM: Ethylene propylene-diene terpolymer. 

C. FKM: Fluoroelastomer. 

D. NBR: Nitrile butadiene rubber (also known as Buna-N). 

E. NRS: Nonrising stem. 

F. OS&Y: Outside screw and yoke. 

G. PTFE: Polytetrafluoroethylene. 

H. RPTFE: Reinforced polytetrafluoroethylene. 

I. RS: Rising stem. 

1.3 ACTION SUBMITTALS 

A. Product Data: 

1. For each type of product. 

a. Include material descriptions and dimensions of individual components. 
b. Include operating characteristics and furnished accessories. 

1.4 DELIVERY, STORAGE, AND HANDLING 

A. Prepare valves for shipping as follows: 

1. Protect internal parts against rust and corrosion. 
2. Protect flange faces and press ends. 
3. Set ball valves open to minimize exposure of functional surfaces. 
4. Block check valves in either closed or open position. 
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B. Use the following precautions during storage: 

1. Maintain valve end protection. 
2. Store valves indoors and maintain at higher-than-ambient-dew-point temperature. If 

outdoor storage is necessary, store valves off the ground in watertight enclosures. 

C. Use sling to handle large valves; rig sling to avoid damage to exposed parts. Do not use 
operating handles or stems or other components as lifting or rigging points unless specifically 
indicated for this purpose in manufacturer's written instructions. 

PART 2 - PRODUCTS 

2.1 SOURCE LIMITATIONS 

A. Obtain each type of valve from single source from single manufacturer. 

2.2 PERFORMANCE REQUIREMENTS 

A. Standards: 

1. Domestic-water piping valves intended to convey or dispense water for human 
consumption must comply with the U.S. Safe Drinking Water Act (SDWA), requirements 
of authorities having jurisdiction, and NSF 61/NSF 372; or to be certified in compliance 
with NSF 61/NSF 372 by an American National Standards Institute (ANSI)-accredited 
third-party certification body, that the weighted average lead content at wetted surfaces is 
less than or equal to 0.25 percent. 

B. ASME Compliance: 
1. ASME B16.5 for flanges on steel valves. 
2. ASME B16.10 and ASME B16.34 for ferrous valve dimensions and design criteria. 
3. ASME B16.34 for flanged connections. 
4. ASME B16.51 for press joint connections. 
5. ASME B31.9 for building services piping valves. 

C. AWWA Compliance: Comply with AWWA C606 for grooved-end connections. 

D. Provide bronze valves made with dezincification-resistant materials. Bronze valves made with 
copper alloy (brass) containing more than 15 percent zinc are unacceptable. 

E. Valve Pressure-Temperature Ratings: Not less than indicated and as required for system 
pressures and temperatures. 

F. Valve Sizes: Same as upstream piping unless otherwise indicated. 

G. Valve Bypass and Drain Connections: MSS SP-45. 

H. Valve Actuator Type: 
1. Hand Lever: For quarter-turn ball valves. 

I. Valves in Insulated Piping: 

1. Provide 2-inch extended neck stems. 
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2. Provide extended operating handles with nonthermal-conductive covering material and 
protective sleeves that allow operation of valves without breaking vapor seals or 
disturbing insulation. 

3. Provide memory stops that are fully adjustable after insulation is applied. 

2.3 BALL VALVES, LEAD FREE 

A. Ball Valves, Lead Free, Press Ends - Brass, Two Piece with Full Port and Brass Trim: 
1. Standards: MSS SP-110, MSS SP-145, IAPMO/ANSI Z1157. 
2. CWP Rating: Minimum 200 psig. 
3. Body Design: Two piece. 
4. Body Material: Forged brass. 
5. Ends: Press. 
6. Press-End Connections Rating: Minimum 200 psig. 
7. Seats: PTFE or RPTFE. 
8. Stem: Brass. 
9. Ball: Chrome-plated brass. 
10. Port: Full. 
11. O-Ring Seal: NBR or EPDM. 

B. Ball Valves, Lead Free, Threaded or Flanged Ends - Stainless Steel, Two Piece with Full Port: 
1. Standards: MSS SP-110 and MSS SP-145. 
2. CWP Rating: 200 psig. 
3. Body Design: Split body. 
4. Body Material: Type 316 stainless steel. 
5. Ends: Flanged. See Part 3 ball valve schedule articles. 
6. Seats: PTFE. 
7. Stem: Type 316 stainless steel. 
8. Ball: Type 316 stainless steel. 
9. Port: Full. 

2.4 CHECK VALVES, LEAD FREE 

A. Check Valves, Lead Free, Swing Type, Press Ends - Bronze: 
1. Standards: MSS SP-80 and MSS SP-139. 
2. CWP Rating: Minimum 200 psig. 
3. Body Design: Horizontal flow. 
4. Body Material: ASTM B584, bronze. 
5. Ends: Press. 
6. Press-End Connections Rating: Minimum 200 psig. 
7. Disc: Brass or bronze. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine valve interior for cleanliness, freedom from foreign matter, and corrosion. Remove 
special packing materials, such as blocks, used to prevent disc movement during shipping and 
handling. 
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B. Operate valves in positions from fully open to fully closed. Examine guides and seats made 
accessible by such operations. 

C. Examine mating flange faces for conditions that might cause leakage. Check bolting for proper 
size, length, and material. Verify that gasket is of proper size, that its material composition is 
suitable for service, and that it is free from defects and damage. 

D. Examine press fittings to verify they have been properly pressed. 

E. Do not attempt to repair defective valves; replace with new valves. Remove defective valves 
from site. 

3.2 INSTALLATION OF VALVES 

A. Install valves with unions or flanges at each piece of equipment arranged to allow service, 
maintenance, and equipment removal without system shutdown. 

B. Provide support of piping adjacent to valves such that no force is imposed upon valves. 

C. Locate valves for easy access and where not blocked by equipment, other piping, or building 
components. 

D. For valves in horizontal piping, install valves with stem at or above center of pipe. 

E. Install valves in position that does not project into aisles or block access to other equipment. 

F. Install valves in position to allow full stem and actuator or manual operator movement. 

G. Verify that joints of each valve have been properly installed and sealed to assure there is no 
leakage or damage. 

H. Install check valves for proper direction of flow and as follows: 
1. Check Valves, Swing Type: In horizontal position with hinge pin level. 

I. Valve Tags: Comply with requirements in Section 220553 "Identification for Plumbing Piping 
and Equipment" for valve tags and schedules. 

J. Adhere to manufacturer's written installation instructions. When soldering or brazing valves, do 
not heat valves above maximum permitted temperature. Do not use solder with melting point 
temperature above valve manufacturer's written recommended maximum. 

3.3 ADJUSTING 

A. Adjust or replace valve packing after piping systems have been tested and put into service but 
before final adjusting and balancing. Replace valves if persistent leaking occurs. 

3.4 GENERAL REQUIREMENTS FOR VALVE APPLICATIONS 

A. If valves with specified CWP ratings are unavailable, the same types of valves with higher CWP 
ratings may be substituted. 

B. Select valves with the following end connections: 
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1. For Copper Tubing, NPS 2 (DN 50) and Smaller: Press-ends. 
2. For Copper Tubing, NPS 2-1/2 to NPS 4 (DN 65 to DN 100): Flanged ends 

3.5 DOMESTIC HOT- AND COLD-WATER BALL VALVE SCHEDULE 

A. Pipe NPS 2 (DN 50) and Smaller: 
1. Ball valves, lead free, press ends - brass, two piece with full port and brass trim. 

B. Pipe NPS 2-1/2 (DN 65) and Larger: 
1. Ball valves, flanged ends - stainless steel, two piece with full port; flanged ends. 

3.6 DOMESTIC HOT- AND COLD-WATER CHECK VALVE SCHEDULE 

A. Pipe NPS 2 (DN 50) and Smaller: 
1. Check valves, lead free, swing type, press ends - bronze. 

END OF SECTION 220523 
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SECTION 220529 - HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Fiberglass pipe hangers. 
4. Metal framing systems. 
5. Fiberglass strut systems. 
6. Thermal hanger-shield inserts. 
7. Fastener systems. 
8. Pipe stands. 
9. Pipe-positioning systems. 
10. Equipment supports. 

B. Related Requirements: 

1. Section 055000 "Metal Fabrications" for structural-steel shapes and plates for trapeze 
hangers for pipe and equipment supports. 

2. Section 220500 "Common Work Results for Plumbing." 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication and 
installation details and include calculations for the following: 

1. Trapeze pipe hangers. 
2. Metal framing systems. 
3. Fiberglass strut systems. 
4. Pipe stands. 
5. Equipment supports. 

C. Delegated Design Submittals: For trapeze hangers indicated to comply with performance 
requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

1. Detail fabrication and assembly of trapeze hangers. 
2. Include design calculations for designing trapeze hangers. 

1.3 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 
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1.4 QUALITY ASSURANCE 

A. Structural-Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M. 

B. Pipe Welding Qualifications: Qualify procedures and operators according to 2015 ASME Boiler 
and Pressure Vessel Code, Section IX. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Delegated Design: Engage a qualified professional engineer, as defined in Section 014000 
"Quality Requirements," to design trapeze pipe hangers and equipment supports. 

B. Structural Performance: Hangers and supports for plumbing piping and equipment shall 
withstand the effects of gravity loads and stresses within limits and under conditions indicated 
according to ASCE/SEI 7. 

1. Design supports for multiple pipes, including pipe stands, capable of supporting 
combined weight of supported systems, system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of 
supported equipment and connected systems and components. 

2.2 METAL PIPE HANGERS AND SUPPORTS 

A. Copper Pipe and Tube Hangers: 

1. Description: MSS SP-58, Types 1 through 58, copper-coated-steel, factory-fabricated 
components. 

2. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

2.3 TRAPEZE PIPE HANGERS 

A. Description: MSS SP-58, Type 59, shop- or field-fabricated pipe-support assembly, made from 
structural-carbon-steel shapes, with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and 
U-bolts. 

2.4 FIBERGLASS PIPE HANGERS 

A. Clevis-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 1 steel pipe hanger, except hanger is made of 
fiberglass or fiberglass-reinforced resin. 

2. Hanger Rods: Continuous-thread rod, washer, and nuts made of stainless steel. 
3. Flammability: ASTM D635, ASTM E84, UL 94. 

B. Strap-Type, Fiberglass Pipe Hangers: 
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1. Description: Similar to MSS SP-58, Type 9 or Type 10 steel pipe hanger, except hanger 
is made of fiberglass-reinforced resin. 

a. Flammability: ASTM D635, ASTM E84, UL 94. 

2. Hanger Rod and Fittings: Continuous-thread rod, washer, and nuts made of stainless 
steel. 

2.5 METAL FRAMING SYSTEMS 

A. MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated pipe-support assembly, made of steel channels, 

accessories, fittings, and other components for supporting multiple parallel pipes. 
2. Standard: Comply with MFMA-4, factory-fabricated components for field assembly. 
3. Channels: Continuous slotted carbon-steel 
4. Channel Width: Selected for applicable load criteria. 
5. Channel Nuts: Formed or stamped nuts or other devices designed to fit into channel slot 

and, when tightened, prevent slipping along channel. 
6. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel. 

B. Non-MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated pipe-support assembly, made of steel channels, 

accessories, fittings, and other components for supporting multiple parallel pipes. 
2. Standard: Comply with MFMA-4, factory-fabricated components for field assembly. 
3. Channels: Continuous slotted carbon-steel channel with inturned lips. 
4. Channel Width: Select for applicable load criteria. 
5. Channel Nuts: Formed or stamped nuts or other devices designed to fit into channel slot 

and, when tightened, prevent slipping along channel. 
6. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel. 

2.6 FIBERGLASS STRUT SYSTEMS 

A. Description: Structural-grade, factory-formed, glass-fiber-resin channels and angles for 
supporting multiple parallel pipes. 

1. Standard: Comply with MFMA-4, factory-fabricated components for field assembly. 
2. Channels: Continuous slotted fiberglass-reinforced plastic channel with inturned lips. 
3. Channel Width: Selected for applicable load criteria. 
4. Fittings and Accessories: Products provided by channel and angle manufacturer and 

designed for use with those items. 
5. Fitting and Accessory Materials: Same as those for channels and angles[, except metal 

items may be stainless steel]. 
6. Rated Strength: Selected to suit applicable load criteria. 
7. Protect finishes on exposed surfaces from damage by applying a strippable, temporary 

protective covering before shipping. 

2.7 THERMAL HANGER-SHIELD INSERTS 

A. Insulation-Insert Material for Cold Piping: ASTM C591, Type VI, Grade 1 polyisocyanurate with 
125-psig minimum compressive strength and vapor barrier. 
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B. Insulation-Insert Material for Hot Piping: ASTM C591, Type VI, Grade 1 polyisocyanurate with 
125-psig minimum compressive strength. 

C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe. 

D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe. 

E. Insert Length: Extend 2 inches beyond sheet metal shield for piping operating below ambient air 
temperature. 

2.8 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland cement 
concrete, with pull-out, tension, and shear capacities appropriate for supported loads and 
building materials where used. 

B. Mechanical-Expansion Anchors: Insert-wedge-type anchors, for use in hardened portland 
cement concrete, with pull-out, tension, and shear capacities appropriate for supported loads 
and building materials where used. 
1. Indoor Applications: Zinc-coatedor stainless steel. 
2. Outdoor Applications: Stainless steel. 

2.9 PIPE STANDS 

A. General Requirements for Pipe Stands: Shop- or field-fabricated assemblies made of 
manufactured corrosion-resistant components to support roof-mounted piping. 

B. Compact Pipe Stand: 

1. Description: Single base unit with integral-rod roller, pipe clamps, or V-shaped cradle to 
support pipe, for roof installation without membrane penetration. 

2. Base: Single, vulcanized rubber, molded polypropylene, or polycarbonate. 

3. Hardware: Galvanized steel or polycarbonate. 
4. Accessories: Protection pads. 

C. Low-Profile, Single-Base, Single-Pipe Stand: 

1. Description: Single base with vertical and horizontal members, and pipe support, for roof 
installation without membrane protection. 

2. Base: Single, vulcanized rubber, molded polypropylene, or polycarbonate. 

3. Vertical Members: Two galvanized steel, continuous-thread, 1/2-inch rods. 
4. Horizontal Member: Adjustable horizontal, galvanized-steel pipe support channels. 
5. Pipe Supports: Strut clamps. 
6. Hardware: Galvanized steel. 
7. Accessories: Protection pads. 
8. Height: 12 inches above surface. 

D. High-Profile, Single-Base, Single-Pipe Stand: 

1. Description: Single base, vertical and horizontal members, and pipe support, for roof 
installation without membrane penetration. 
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2. Base: Single vulcanized rubber or molded polypropylene. 

3. Vertical Members: Two galvanized steel, continuous-thread, 1/2-inch rods. 
4. Horizontal Member: One adjustable-height, galvanized steel, pipe-support slotted 

channel or plate. 
5. Pipe Supports: Roller. 
6. Hardware: Galvanized steel. 
7. Accessories: Protection pads, 1/2-inch, continuous-thread, galvanized-steel rod. 
8. Height: 36 inches above surface. 

E. High-Profile, Multiple-Pipe Stand: 

1. Description: Assembly of bases, vertical and horizontal members, and pipe supports, for 
roof installation without membrane penetration. 

2. Bases: Two or more; vulcanized rubber. 

3. Vertical Members: Two or more, galvanized steel channels. 
4. Horizontal Members: One or more, adjustable-height, galvanized steel pipe support. 
5. Pipe Supports: Strut clamps. 
6. Hardware: Galvanized steel. 
7. Height: 36 inches above surface. 

F. Curb-Mounted-Type Pipe Stands: Shop- or field-fabricated pipe supports made from structural-
steel shapes, continuous-thread rods, and rollers, for mounting on permanent stationary roof 
curb. 

2.10 PIPE-POSITIONING SYSTEMS 

A. Description: IAPMO PS 42 positioning system composed of metal brackets, clips, and straps for 
positioning piping in pipe spaces; for plumbing fixtures in commercial applications. 

2.11 EQUIPMENT SUPPORTS 

A. Description: Welded, shop- or field-fabricated equipment support made from structural-carbon-
steel shapes. 

2.12 MATERIALS 

A. Aluminum: ASTM B221. 

B. Carbon Steel: ASTM A1011/A1011M. 

C. Structural Steel: ASTM A36/A36M carbon-steel plates, shapes, and bars; black and galvanized. 

D. Stainless Steel: ASTM A240/A240M. 

E. Grout: ASTM C1107/C1107M, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink 
and nonmetallic grout; suitable for interior and exterior applications. 

1. Properties: Nonstaining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi, 28-day compressive strength. 
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PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with requirements in Section 078413 "Penetration Firestopping" for firestopping 
materials and installation, for penetrations through fire-rated walls, ceilings, and assemblies. 

B. Strength of Support Assemblies: Where not indicated, select sizes of components, so strength 
will be adequate to carry present and future static loads within specified loading limits. Minimum 
static design load used for strength determination shall be weight of supported components plus 
200 lb. 

3.2 INSTALLATION OF HANGERS AND SUPPORTS 

A. Metal Pipe-Hanger Installation: Comply with MSS SP-58. Install hangers, supports, clamps, and 
attachments as required to properly support piping from building structure. 

B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-58. Arrange for grouping of 
parallel runs of horizontal piping, and support together on field-fabricated trapeze pipe hangers. 

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size, or 
install intermediate supports for smaller-diameter pipes as specified for individual pipe 
hangers. 

2. Field fabricate from ASTM A36/A36M carbon-steel shapes selected for loads being 
supported. Weld steel according to AWS D1.1/D1.1M. 

C. Fiberglass Pipe-Hanger Installation: Comply with applicable portions of MSS SP-58. Install 
hangers and attachments as required to properly support piping from building structure. 

D. Framing System Installation: Metal; arrange for grouping of parallel runs of piping, and support 
together on field-assembled metal framing systems. 

E. Thermal Hanger-Shield Installation: Install in pipe hanger or shield for insulated piping. 

F. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less 
than 4 inches thick in concrete, after concrete is placed and completely cured. Use 
operators that are licensed by powder-actuated tool manufacturer. Install fasteners 
according to powder-actuated tool manufacturer's operating manual. 

2. Install mechanical-expansion anchors in concrete, after concrete is placed and 
completely cured. Install fasteners according to manufacturer's written instructions. 

G. Pipe Stand Installation: 

1. Pipe Stand Types, except Curb-Mounted Type: Assemble components and mount on 
smooth roof surface. Do not penetrate roof membrane. 

2. Curb-Mounted-Type Pipe Stands: Assemble components or fabricate pipe stand and 
mount on permanent, stationary roof curb. See Section 077200 "Roof Accessories" for 
curbs. 

H. Pipe-Positioning-System Installation: Install support devices to make rigid supply and waste 
piping connections to each plumbing fixture. 
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I. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, 
washers, and other accessories. 

J. Equipment Support Installation: Fabricate from welded-structural-steel shapes. 

K. Install hangers and supports to allow controlled thermal and seismic movement of piping 
systems, to permit freedom of movement between pipe anchors, and to facilitate action of 
expansion joints, expansion loops, expansion bends, and similar units. 

L. Install lateral bracing with pipe hangers and supports to prevent swaying. 

M. Install building attachments within concrete slabs or attach to structural steel. Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 and 
larger and at changes in direction of piping. Install concrete inserts before concrete is placed; 
fasten inserts to forms, and install reinforcing bars through openings at top of inserts. 

N. Load Distribution: Install hangers and supports, so that piping live and dead loads and stresses 
from movement will not be transmitted to connected equipment. 

O. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed 
maximum pipe deflections allowed by ASME B31.9 for building services piping. 

P. Insulated Piping: 

1. Attach clamps and spacers to piping. 

a. Piping Operating Above Ambient Air Temperature: Clamp may project through 
insulation. 

b. Piping Operating Below Ambient Air Temperature: Use thermal hanger-shield 
insert with clamp sized to match OD of insert. 

c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services 
piping. 

2. MSS SP-58, Type 39: Install protection saddles if insulation without vapor barrier is 
indicated. Fill interior voids with insulation that matches adjoining insulation. 

a. Option: Thermal hanger-shield inserts may be used. Include steel weight-
distribution plate for pipe NPS 4 and larger if pipe is installed on rollers. 

3. MSS SP-58, Type 40: Install protective shields on cold piping with vapor barrier. Shields 
shall span an arc of 180 degrees. 

a. Option: Thermal hanger-shield inserts may be used. Include steel weight-
distribution plate for pipe NPS 4 and larger if pipe is installed on rollers. 

4. Shield Dimensions for Pipe: Not less than the following: 

a. NPS 1/4 to NPS 3-1/2 (DN 8 to DN 90): 12 inches long and 0.048 inch thick. 
b. NPS 4 (DN 100): 12 inches long and 0.06 inch thick. 
c. NPS 5 and NPS 6 (DN 125 and DN 150): 18 inches long and 0.06 inch thick. 
d. NPS 8 to NPS 14 (DN 200 to DN 350): 24 inches long and 0.075 inch thick. 

5. Pipes NPS 8 (DN 200) and Larger: Include wood or reinforced calcium-silicate-insulation 
inserts of length at least as long as protective shield. 

6. Thermal Hanger Shields: Install with insulation of same thickness as piping insulation. 
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3.3 INSTALLATION OF EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment, and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 

3.4 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment 
supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be 
shop welded because of shipping size limitations. 

C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; 
appearance and quality of welds; and methods used in correcting welding work; and with the 
following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections, so no roughness shows after finishing and so 

contours of welded surfaces match adjacent contours. 

3.5 ADJUSTING 

A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve 
indicated slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches. 

3.6 PAINTING 

A. Touchup: 

1. Clean field welds and abraded, shop-painted areas. Paint exposed areas immediately 
after erecting hangers and supports. Use same materials as those used for shop 
painting. Comply with SSPC-PA 1 requirements for touching up field-painted surfaces. 

a. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils. 

2. Cleaning and touchup painting of field welds, bolted connections, and abraded, shop-
painted areas on miscellaneous metal are specified in Section 099123 "Interior Painting." 

B. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas, and apply 
galvanizing-repair paint to comply with ASTM A780/A780M. 
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3.7 HANGER AND SUPPORT SCHEDULE 

A. Specific hanger and support requirements are in Sections specifying piping systems and 
equipment. 

B. Comply with MSS SP-58 for pipe-hanger selections and applications that are not specified in 
piping system Sections. 

C. Use hangers and supports with galvanized metallic coatings for piping and equipment that will 
not have field-applied finishes. 

D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in 
direct contact with copper tubing. 

E. Use carbon-steel pipe hangers and supports metal trapeze pipe hangers and metal framing 
systems and attachments for general service applications. 

F. Use stainless steel pipe hangers and fiberglass pipe hangers and fiberglass strut systems and 
stainless steel or corrosion-resistant attachments for hostile environment applications. 

G. Use copper-plated pipe hangers and copper or stainless steel attachments for copper piping 
and tubing. 

H. Use padded hangers for piping that is subject to scratching. 

I. Use thermal hanger-shield inserts for insulated piping and tubing. 

J. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in 
piping system Sections, install the following types: 

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or 
insulated, stationary pipes NPS 1/2 to NPS 30. 

2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F pipes NPS 4 
to NPS 24, requiring up to 4 inches of insulation. 

3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of pipes 
NPS 3/4 to NPS 36, requiring clamp flexibility and up to 4 inches of insulation. 

4. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes NPS 1/2 to 
NPS 24 if little or no insulation is required. 

5. Pipe Hangers (MSS Type 5): For suspension of pipes NPS 1/2 to NPS 4, to allow off-
center closure for hanger installation before pipe erection. 

6. Adjustable, Swivel Split- or Solid-Ring Hangers (MSS Type 6): For suspension of 
noninsulated, stationary pipes NPS 3/4 to NPS 8. 

7. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8. 

8. Adjustable Band Hangers (MSS Type 9): For suspension of noninsulated, stationary 
pipes NPS 1/2 to NPS 8. 

9. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8. 

10. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 8. 

11. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 3. 

12. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30. 
13. Clips (MSS Type 26): For support of insulated pipes not subject to expansion or 

contraction. 
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14. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36, with steel-
pipe base stanchion support and cast-iron floor flange or carbon-steel plate. 

15. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36, with 
steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate, and 
with U-bolt to retain pipe. 

16. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes 
NPS 2-1/2 to NPS 36 if vertical adjustment is required, with steel-pipe base stanchion 
support and cast-iron floor flange. 

17. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30, from two 
rods if longitudinal movement caused by expansion and contraction occurs. 

18. Adjustable Roller Hangers (MSS Type 43): For suspension of pipes NPS 2-1/2 to NPS 24 
, from single rod if horizontal movement caused by expansion and contraction occurs. 

19. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 if 
longitudinal movement caused by expansion and contraction occurs but vertical 
adjustment is unnecessary. 

20. Pipe Roll and Plate Units (MSS Type 45): For support of pipes NPS 2 to NPS 24 if small 
horizontal movement caused by expansion and contraction occurs and vertical 
adjustment is unnecessary. 

21. Adjustable Pipe Roll and Base Units (MSS Type 46): For support of pipes NPS 2 to 
NPS 30 if vertical and lateral adjustment during installation, in addition to expansion and 
contraction, is required. 

K. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to 
NPS 24. 

2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 
to NPS 24 if longer ends are required for riser clamps. 

L. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel Turnbuckles (MSS Type 13): For adjustment of up to 6 inches for heavy loads. 
2. Steel Clevises (MSS Type 14): For 120 to 450 deg F piping installations. 
3. Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11 split pipe rings. 
4. Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of 

building attachments. 
5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F piping installations. 

M. Building Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel or Malleable-Concrete Inserts (MSS Type 18): For upper attachment to suspend 
pipe hangers from concrete ceiling. 

2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist 
construction, to attach to top flange of structural shape. 

3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, 
channels, or angles. 

4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams. 
5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are 

considerable and rod sizes are large. 
6. C-Clamps (MSS Type 23): For structural shapes. 
7. Top-Beam Clamps (MSS Type 25): For top of beams if hanger rod is required tangent to 

flange edge. 
8. Side-Beam Clamps (MSS Type 27): For bottom of steel I-beams. 



DMC RPi Fit-Out  Niceville Florida 
 

HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT 220529 - 11 

9. Steel-Beam Clamps with Eye Nuts (MSS Type 28): For attaching to bottom of steel I-
beams for heavy loads. 

10. Linked-Steel Clamps with Eye Nuts (MSS Type 29): For attaching to bottom of steel I-
beams for heavy loads, with link extensions. 

11. Malleable-Beam Clamps with Extension Pieces (MSS Type 30): For attaching to 
structural steel. 

12. Welded-Steel Brackets: For support of pipes from below or for suspending from above by 
using clip and rod. Use one of the following for indicated loads: 

a. Light (MSS Type 31): 750 lb. 
b. Medium (MSS Type 32): 1500 lb. 
c. Heavy (MSS Type 33): 3000 lb. 

13. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams. 
14. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required. 
15. Horizontal Travelers (MSS Type 58): For supporting piping systems subject to linear 

horizontal movement where headroom is limited. 

N. Saddles and Shields: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with 
insulation that matches adjoining insulation. 

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to 
prevent crushing insulation. 

3. Thermal Hanger-Shield Inserts: For supporting insulated pipe. 

O. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping 
system Sections, install the following types: 

1. Restraint-Control Devices (MSS Type 47): Where indicated to control piping movement. 
2. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-

1/4 inches. 
3. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41 roll hanger with 

springs. 
4. Spring Sway Braces (MSS Type 50): To retard sway, shock, vibration, or thermal 

expansion in piping systems. 
5. Variable-Spring Hangers (MSS Type 51): Preset to indicated load, and limit variability 

factor to 25 percent to allow expansion and contraction of piping system from hanger. 
6. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load, and limit 

variability factor to 25 percent to allow expansion and contraction of piping system from 
base support. 

7. Variable-Spring Trapeze Hangers (MSS Type 53): Preset to indicated load, and limit 
variability factor to 25 percent to allow expansion and contraction of piping system from 
trapeze support. 

8. Constant Supports: For critical piping stress and if necessary to avoid transfer of stress 
from one support to another support, critical terminal, or connected equipment. Include 
auxiliary stops for erection, hydrostatic test, and load-adjustment capability. These 
supports include the following types: 

a. Horizontal (MSS Type 54): Mounted horizontally. 
b. Vertical (MSS Type 55): Mounted vertically. 
c. Trapeze (MSS Type 56): Two vertical-type supports and one trapeze member. 

P. Comply with MSS SP-58 for trapeze pipe-hanger selections and applications that are not 
specified in piping system Sections. 
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Q. Comply with MFMA-103 for metal framing system selections and applications that are not 
specified in piping system Sections. 

R. Use powder-actuated fasteners or mechanical-expansion anchors instead of building 
attachments where required in concrete construction. 

S. Use pipe-positioning systems in pipe spaces behind plumbing fixtures to support supply and 
waste piping for plumbing fixtures. 

END OF SECTION 220529 
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SECTION 220553 - IDENTIFICATION FOR PLUMBING PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Equipment labels. 
2. Warning signs and labels. 
3. Warning tape. 
4. Pipe labels. 
5. Stencils. 
6. Valve tags. 
7. Warning tags. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Samples: For color, letter style, and graphic representation required for each identification 
material and device. 

C. Equipment-Label Schedule: Include a listing of all equipment to be labeled with the proposed 
content for each label. 

D. Valve-numbering scheme. 

E. Valve Schedules: For each piping system. Include in operation and maintenance manuals. 

PART 2 - PRODUCTS 

2.1 EQUIPMENT LABELS 

A. Metal Labels for Equipment: 
1. Material and Thickness: Brass, 0.032-inch stainless steel, 0.025-inch aluminum, 0.032-

inch or anodized aluminum, 0.032-inch minimum thickness, with predrilled or stamped 
holes for attachment hardware. 

2. Letter and Background Color: As indicated for specific application under Part 3. 
3. Minimum Label Size: Length and width vary for required label content, but not less than 

2-1/2 by 3/4 inch. 
4. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 

1/2 inch for viewing distances of up to 72 inches, and proportionately larger lettering for 
greater viewing distances. Include secondary lettering two-thirds to three-fourths the size 
of principal lettering. 

5. Fasteners: Stainless steel rivets or self-tapping screws. 
6. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

B. Plastic Labels for Equipment: 
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1. Material and Thickness: Multilayer, multicolor, plastic labels for mechanical engraving, 
1/8 inch thick, with predrilled holes for attachment hardware. 

2. Letter and Background Color: As indicated for specific application under Part 3. 
3. Maximum Temperature: Able to withstand temperatures of up to 160 deg F. 
4. Minimum Label Size: Length and width vary for required label content, but not less than 

2-1/2 by 3/4 inch. 
5. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 

1/2 inch for viewing distances of up to 72 inches, and proportionately larger lettering for 
greater viewing distances. Include secondary lettering two-thirds to three-fourths the size 
of principal lettering. 

6. Fasteners: Stainless steel rivets or self-tapping screws. 
7. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

C. Label Content: Include equipment's Drawing designation or unique equipment number, Drawing 
numbers where equipment is indicated (plans, details, and schedules), and the Specification 
Section number and title where equipment is specified. 

2.2 WARNING SIGNS AND LABELS 

A. Material and Thickness: Multilayer, multicolor, plastic labels for mechanical engraving, 1/8 inch 
thick, with predrilled holes for attachment hardware. 

B. Letter and Background Color: As indicated for specific application under Part 3. 

C. Maximum Temperature: Able to withstand temperatures of up to 160 deg F. 

D. Minimum Label Size: Length and width vary for required label content, but not less than 2-1/2 by 
3/4 inch. 

E. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 1/2 
inch for viewing distances of up to 72 inches, and proportionately larger lettering for greater 
viewing distances. Include secondary lettering two-thirds to three-fourths the size of principal 
lettering. 

F. Fasteners: Stainless steel rivets or self-tapping screws. 

G. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

H. Arc-Flash Warning Signs: Provide arc-flash warning signs in locations and with content in 
accordance with requirements of OSHA and NFPA 70E. 

I. Label Content: Include caution and warning information plus emergency notification instructions. 

2.3 WARNING TAPE 

A. Material: Vinyl. 

B. Minimum Thickness: 0.005 inch. 

C. Letter, Pattern, and Background Color: As indicated for specific application under Part 3. 

D. Waterproof Adhesive Backing: Suitable for indoor or outdoor use. 
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E. Maximum Temperature: 160 deg F. 

F. Minimum Width: 4 inches. 

2.4 PIPE LABELS 

A. General Requirements for Manufactured Pipe Labels: Preprinted, color coded, with lettering 
indicating service and showing flow direction in accordance with ASME A13.1. 

B. Letter and Background Color: As indicated for specific application under Part 3. 

C. Pretensioned Pipe Labels: Precoiled, semirigid plastic formed to partially cover circumference of 
pipe and to attach to pipe without fasteners or adhesive. 

D. Self-Adhesive Pipe Labels: Printed plastic with contact-type, permanent-adhesive backing. 

E. Pipe Label Contents: Include identification of piping service using same designations or 
abbreviations as used on Drawings. Also include: 

1. Pipe size. 
2. Flow-Direction Arrows: Include flow-direction arrows on main distribution piping. Arrows 

may be either integral with label or applied separately. 
3. Lettering Size: Size letters in accordance with ASME A13.1 for piping. 

2.5 STENCILS 

A. Stencils for Piping: 
1. Lettering Size: Size letters in accordance with ASME A13.1 for piping. 
2. Stencil Material: Aluminum, brass, or fiberboard. 
3. Stencil Paint: Exterior, gloss, alkyd enamel in colors complying with recommendations in 

ASME A13.1 unless otherwise indicated. Paint may be in pressurized spray-can form. 
4. Identification Paint: Exterior, alkyd enamelin colors in accordance with ASME A13.1 

unless otherwise indicated. Paint may be in pressurized spray-can form. 
5. Letter and Background Color: As indicated for specific application under Part 3. 

2.6 VALVE TAGS 

A. Description: Stamped or engraved with 1/4-inch letters for piping system abbreviation and 1/2-
inch numbers. 

1. Tag Material: Brass, 0.04-inch stainless steel, 0.024-inch aluminum, 0.031-inch or 
anodized aluminum, 0.031-inch minimum thickness, with predrilled or stamped holes for 
attachment hardware. 

2. Fasteners: Brass wire link chain or beaded chain or S-hook. 

B. Letter and Background Color: As indicated for specific application under Part 3. 

C. Valve Schedules: For each piping system, on 8-1/2-by-11-inch bond paper. Tabulate valve 
number, piping system, system abbreviation (as shown on valve tag), location of valve (room or 
space), normal operating position (open, closed, or modulating), and variations for identification. 
Mark valves for emergency shutoff and similar special uses. 
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1. Include valve-tag schedule in operation and maintenance data. 

2.7 WARNING TAGS 

A. Description: Preprinted or partially preprinted accident-prevention tags of plasticized card 
stock with matte finish suitable for writing. 

1. Size: Approximately 4 by 7 inches. 
2. Fasteners: Reinforced grommet and wire or string. 
3. Nomenclature: Large-size primary caption, such as "DANGER," "CAUTION," or "DO NOT 

OPERATE." 
4. Letter and Background Color: As indicated for specific application under Part 3. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Clean piping and equipment surfaces of incompatible primers, paints, and encapsulants, as well 
as dirt, oil, grease, release agents, and other substances that could impair bond of identification 
devices. 

3.2 INSTALLATION, GENERAL REQUIREMENTS 

A. Coordinate installation of identifying devices with completion of covering and painting of 
surfaces where devices are to be applied. 

B. Coordinate installation of identifying devices with locations of access panels and doors. 

C. Install identifying devices before installing acoustical ceilings and similar concealment. 

D. Locate identifying devices so that they are readily visible from the point of normal approach. 

3.3 INSTALLATION OF EQUIPMENT LABELS, WARNING SIGNS, AND LABELS 

A. Permanently fasten labels on each item of plumbing equipment. 

B. Sign and Label Colors. 

1. White letters on an ANSI Z535.1 safety-green background. 

C. Locate equipment labels where accessible and visible. 

D. Arc-Flash Warning Signs: Provide arc-flash warning signs on electrical disconnects and other 
equipment where are-flash hazard exists, as indicated on Drawings, and in accordance with 
requirements of OSHA and NFPA 70E. 

3.4 INSTALLATION OF WARNING TAPE 

A. Warning Tape Color and Pattern: Yellow background with black diagonal stripes. 
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B. Install warning tape on pipes and ducts, with cross-designated walkways providing less than 6 
ft. of clearance. 

C. Locate tape so as to be readily visible from the point of normal approach. 

3.5 INSTALLATION OF PIPE LABELS 

A. Piping Color Coding: Painting of piping is specified in Section 099123 "Interior Painting." 

B. Install pipe labels showing service and flow direction with permanent adhesive on pipes. 

C. Stenciled Pipe Label Option: Stenciled labels showing service and flow direction may be 
provided instead of manufactured pipe labels, at Installer's option. Install stenciled pipe labels, 
complying with ASME A13.1, on each piping system. 

1. Identification Paint: Use for contrasting background. 
2. Stencil Paint: Use for pipe marking. 

D. Pipe-Label Locations: Locate pipe labels where piping is exposed or above accessible ceilings 
in finished spaces; machine rooms; accessible maintenance spaces such as shafts, tunnels, 
and plenums; and exterior exposed locations as follows: 

1. Within 3 ft. of each valve and control device. 
2. At access doors, manholes, and similar access points that permit view of concealed 

piping. 
3. Within 3 ft. of equipment items and other points of origination and termination. 
4. Spaced at maximum intervals of 25 ft. along each run. Reduce intervals to 10 ft. in areas 

of congested piping and equipment. 

E. Do not apply plastic pipe labels or plastic tapes directly to bare pipes conveying fluids at 
temperatures of 125 deg F or higher. Where these pipes are to remain uninsulated, use a short 
section of insulation or use stenciled labels. 

F. Flow-Direction Flow Arrows: Use arrows, in compliance with ASME A13.1, to indicate direction 
of flow in pipes, including pipes where flow is allowed in both directions. 

G. Pipe-Label Color Schedule: 
1. Domestic Cold-Water Piping: White letters on an ANSI Z535.1 safety-green background. 
2. Domestic Hot-Water Piping: White letters on an ANSI Z535.1 safety-green background. 
3. Domestic Hot-Water Return Piping White letters on an ANSI Z535.1 safety-green 

background. 
4. Sanitary Waste and Storm Drainage Piping: White letters on a black background. 

3.6 INSTALLATION OF VALVE TAGS 

A. Install tags on valves and control devices in piping systems, except check valves, valves within 
factory-fabricated equipment units, shutoff valves, faucets, convenience and lawn-watering 
hose connections, and similar roughing-in connections of end-use fixtures and units. List tagged 
valves in a valve schedule in the operating and maintenance manual. 

B. Valve-Tag Application Schedule: Tag valves according to size, shape, and color scheme and 
with captions similar to those indicated in "Valve-Tag Size and Shape" Subparagraph below: 
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1. Valve-Tag Size and Shape: 

a. Domestic Cold Water: 2 inches, round. 
b. Domestic Hot Water: 2 inches, round. 
c. Domestic Hot-Water Return: 2 inches, round. 

2. Valve-Tag Colors: 

a. For each piping system, use the same lettering and background coloring system 
on valve tags as used in the piping system labels and background. 

3.7 INSTALLATION OF WARNING TAGS 

A. Warning Tag Color: Black letters on an ANSI Z535.1 safety-yellow background. 

B. Attach warning tags, with proper message, to equipment and other items where indicated on 
Drawings. 

END OF SECTION 220553 
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SECTION 220593 - TESTING, ADJUSTING, AND BALANCING FOR PLUMBING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. TAB of domestic water system. 
2. TAB of plumbing equipment: 

a. Domestic hot-water in-line circulation pumps. 

3. Pipe-leakage test verification. 

1.3 DEFINITIONS 

A. AABC: Associated Air Balance Council.  

B. NEBB: National Environmental Balancing Bureau. 

C. TAB: Testing, adjusting, and balancing. 

D. TABB: Testing, Adjusting, and Balancing Bureau. 

E. TAB Specialist: An independent entity meeting qualifications to perform TAB work. 

F. TDH: Total dynamic head. 

1.4 PREINSTALLATION MEETINGS 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: Within 30 days of Contractor's Notice to Proceed, submit documentation that 
the TAB specialist and this Project's TAB team members meet the qualifications specified in 
"Quality Assurance" Article. 

B. Contract Documents Examination Report: Within 30 days of Contractor's Notice to Proceed, 
submit the Contract Documents review report, as specified in Part 3. 

C. Strategies and Procedures Plan: Within 30 days of Contractor's Notice to Proceed, submit TAB 
strategies and step-by-step procedures, as specified in "Preparation" Article. 
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D. System Readiness Checklists: Within 30 days of Contractor's Notice to Proceed, submit system 
readiness checklists, as specified in "Preparation" Article. 

E. Examination Report: Submit a summary report of the examination review required in 
"Examination" Article. 

F. Certified TAB reports. 

G. Sample report forms. 

H. Instrument calibration reports, to include the following: 

1. Instrument type and make. 
2. Serial number. 
3. Application. 
4. Dates of use. 
5. Dates of calibration. 

1.6 QUALITY ASSURANCE 

A. TAB Specialists Qualifications, Certified by AABC: 

1. TAB Field Supervisor: Employee of the TAB specialist and certified by AABC. 
2. TAB Technician: Employee of the TAB specialist and certified by AABC. 

B. TAB Specialists Qualifications, Certified by [NEBB] [or] [TABB]: 

1. TAB Field Supervisor: Employee of the TAB specialist and certified by NEBB or TABB. 
2. TAB Technician: Employee of the TAB specialist and certified by NEBB or TABB. 

C. Instrumentation Type, Quantity, Accuracy, and Calibration: Comply with requirements in 
ASHRAE 111, Section 4, "Instrumentation." 

D. ASHRAE 111 Compliance: Requirements in ASHRAE 111 applicable to analogous domestic 
water system and plumbing equipment balancing. 

E. ASHRAE 188 Compliance: Comply with balancing and report requirements, Section 8.3 
"Balancing." 

F. Code and Authorities Having Jurisdiction Compliance: TAB is required to comply with governing 
codes and requirements of authorities having jurisdiction. 

1.7 FIELD CONDITIONS 

A. Full Owner Occupancy: Owner will occupy the site and existing building during entire TAB 
period. Cooperate with Owner during TAB operations to minimize conflicts with Owner's 
operations. 

B. Partial Owner Occupancy: Owner may occupy completed areas of building before Substantial 
Completion. Cooperate with Owner during TAB operations to minimize conflicts with Owner's 
operations. 
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PART 2 - PRODUCTS (Not Applicable) 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine the Contract Documents to become familiar with Project requirements and to discover 
conditions in systems designs that may preclude proper TAB of systems and equipment. 

B. Examine installed systems for balancing devices, such as test ports, gauge cocks, thermometer 
wells, flow-control devices, and balancing valves and fittings. Verify that locations of these 
balancing devices are applicable for intended purpose and are accessible. 

C. Examine approved submittals for plumbing systems and equipment. 

D. Examine design data, including plumbing system descriptions, statements of design 
assumptions for environmental conditions and systems output, and statements of philosophies 
and assumptions about plumbing system and equipment controls. 

E. Examine equipment performance data, including pump curves. 

1. Relate performance data to Project conditions and requirements, including pump system 
effects that can create undesired or unpredicted conditions that cause reduced capacities 
in all or part of a system. 

2. Calculate pump system-effect factors to reduce performance ratings of plumbing 
equipment when installed under conditions different from the conditions used to rate 
equipment performance. Compare results with the design data and installed conditions. 

F. Examine system and equipment installations, and verify that field quality-control testing, 
cleaning, and adjusting specified in individual Sections have been performed. 

G. Examine test reports specified in individual system and equipment Sections. 

H. Examine plumbing equipment and verify that bearings are greased, belts are aligned and tight, 
filters are clean, and equipment with functioning controls is ready for operation. 

I. Examine temporary and permanent strainers. Verify that temporary strainer screens used 
during system cleaning and flushing have been removed and permanent strainers are installed 
and clean. 

J. Examine control valves for proper installation for their intended function of isolating, throttling, 
diverting, or mixing fluid flows. 

K. Examine system pumps to ensure absence of entrained air in the suction piping. 

L. Examine operating safety interlocks and controls on plumbing equipment. 

M. Report deficiencies discovered before and during performance of TAB procedures. Observe 
and record system reactions to changes in conditions. Record default set points if different from 
indicated values. 
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3.2 PREPARATION 

A. Prepare a TAB plan that includes the following: 

1. Equipment and systems to be tested. 
2. Strategies and step-by-step procedures for balancing the systems. 
3. Instrumentation to be used. 
4. Sample forms with specific identification for all equipment. 

B. Perform system-readiness checks of plumbing systems and equipment to verify system 
readiness for TAB work. Include, at a minimum, the following: 

1. Domestic Water System: 

a. Verify leakage and pressure tests on water distribution systems have been 
satisfactorily completed in accordance with applicable code and authority having 
jurisdiction. 

b. Water heaters are installed and functioning. 
c. Piping is complete and all points of outlet are installed. 
d. Water treatment is complete. 
e. Systems are flushed, filled, and air purged. 
f. Strainers are clean. 
g. Control valves are functioning in accordance with the sequence of operation. 
h. Shutoff and balance valves are 100 percent open. 
i. Hot-water circulating pumps are operational and proper rotation is verified. 
j. Pump gauge connections are installed directly at pump inlet and outlet flanges or 

in discharge and suction pipe prior to valves or strainers. 
k. Variable-frequency controllers' startup is complete and safeties are verified. 
l. Suitable access to balancing devices and equipment is provided. 

2. Sanitary Sewage/Drainage System: 

a. Leakage and pressure tests on sanitary sewage/drainage systems have been 
completed in accordance with applicable code and authority having jurisdiction 
requirements. 

b. Piping is complete. 
c. Sanitary sewage pumps/drainage pumps are operational. 
d. Control valves are functioning in accordance with the sequence of operation. 
e. Shutoff valves are 100 percent open. 
f. Suitable access to equipment is provided. 

3.3 GENERAL PROCEDURES FOR TESTING AND BALANCING 

A. Perform testing and balancing procedures on each system in accordance with the procedures 
contained in AABC's "National Standards for Total System Balance", ASHRAE 111, NEBB's 
"Procedural Standards for Testing, Adjusting, and Balancing of Environmental Systems", and in 
this Section. 

B. Cut insulation, pipes, and equipment casings for installation of test probes to the minimum 
extent necessary for TAB procedures. 

1. Where holes for probes are required in piping or equipment, install pressure and 
temperature test plugs to seal systems. 
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2. Install and join new insulation that matches removed materials. Restore insulation, 
coverings, vapor barrier, and finish in accordance with Section 220716 "Plumbing 
Equipment Insulation" and Section 220719 "Plumbing Piping Insulation." 

C. Mark equipment and balancing devices, including valve position indicators and similar controls 
and devices, with paint or other suitable, permanent identification material to show final settings. 

D. Take and report testing and balancing measurements in inch-pound (IP) units. 

3.4 GENERAL PROCEDURES FOR PLUMBING EQUIPMENT 

A. Test, adjust, and balance plumbing equipment indicated on Drawings, including, but not limited 
to, the following: 

1. Motors. 
2. Domestic water in-line pumps. 
3. Domestic water heaters. 

3.5 PROCEDURES FOR DOMESTIC WATER SYSTEMS 

A. Prepare test reports for pumps and other equipment. Obtain approved submittals and 
manufacturer-recommended testing procedures. Crosscheck the summation of required 
equipment flow rates with system design flow rates. 

B. Prepare schematic diagrams of systems' Record drawings piping layouts. 

C. In addition to requirements in "Preparation" Article, prepare domestic water systems for testing 
and balancing as follows: 

1. Check expansion tank for proper setting. 
2. Check water heater for proper discharge temperature setting. 
3. Check remotest point of outlet for adequate pressure. 
4. Check flow-control valves for proper position. 
5. Locate start-stop and disconnect switches, electrical interlocks, and motor controllers. 
6. Verify that motor controllers are equipped with properly sized thermal protection. 
7. Check that air has been purged from the system. 

D. Measure and record upstream and downstream pressure of each piece of equipment. 

E. Measure and record upstream and downstream pressure of pressure-reducing valves. 

F. Check settings and operation of automatic temperature-control valves, self-contained control 
valves, and pressure-reducing valves. Record final settings. 

G. Check settings and operation of each safety valve. Record settings. 

3.6 PROCEDURES FOR DOMESTIC HOT-WATER CIRCULATING INLINE PUMP 

A. Balance system with manual or automatic balancing valves by setting at design flow. 

1. Measure flow in main and branch pipes. 
2. Adjust main and branch balance valves for design flow. 
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3. Re-measure each main and branch after all have been adjusted. 

B. Adjust pump to deliver total design flow. 

1. Measure pump TDH as follows: 

a. Measure discharge pressure directly at the pump outlet flange or in discharge pipe 
prior to any valves. 

b. Measure inlet pressure directly at the pump inlet flange or in suction pipe prior to 
any valves or strainers. 

c. Convert pressure to head and correct for differences in gauge heights. 
d. Verify pump impeller size by measuring the TDH with the discharge valve closed. 

Note the point on manufacturer's pump curve at zero flow, and verify that the pump 
has the intended impeller size. 

2. Monitor motor performance during procedures, and do not operate motor in an 
overloaded condition. 

3. Mark final settings and verify that all memory stops have been set. 
4. Verify final system conditions as follows: 

a. Re-measure and confirm that total flow is within design. 
b. Re-measure final pumps' operating data, TDH, volts, amps, speed, and static 

profile. 
c. Mark final settings. 

3.7 PROCEDURES FOR MOTORS 

A. Motors 1/25 HP and Larger: Test at final balanced conditions and record the following data: 

1. Manufacturer's name, model number, and serial number. 
2. Motor horsepower rating. 
3. Motor rpm. 
4. Phase and hertz. 
5. Nameplate and measured voltage, each phase. 
6. Nameplate and measured amperage, each phase. 
7. Starter size and thermal-protection-element rating. 
8. Service factor and frame size. 

B. Motors Driven by Variable-Frequency Controllers: Test manual bypass of controller to prove 
proper operation. 

3.8 PROCEDURES FOR WATER HEATERS 

A. Electric Water Heaters: 

1. Measure and record entering- and leaving-water temperatures. 
2. Measure and record water flow. 
3. Measure and record pressure drop. 
4. Measure and Record relief valve(s) pressure setting. 
5. Capacity: Calculate in Btu/h of heating output. 
6. Efficiency: Calculate operating efficiency for comparison to submitted equipment. 
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3.9 PROCEDURES FOR TESTING, ADJUSTING, AND BALANCING EXISTING SYSTEMS 

A. Perform a preconstruction inspection of existing equipment that is to remain and be reused. 

1. Measure and record flows, temperatures, and pressures of each piece of equipment. 
Compare the values to design or nameplate information, where information is available. 

2. Measure motor voltage and amperage. Compare the values to motor nameplate 
information. 

3. Check the condition of filters. 
4. Check bearings and other lubricated parts for proper lubrication. 
5. Report on the operating condition of the equipment and the results of the measurements 

taken. Report deficiencies. 

B. TAB After Construction: Before performing testing and balancing of renovated existing systems, 
inspect existing equipment that is to remain and be reused to verify that existing equipment has 
been cleaned and refurbished in accordance with renovation scope indicated by Contract 
Documents. Verify the following: 

1. New filters are installed. 
2. Bearings and other parts are properly lubricated. 
3. Deficiencies noted in the preconstruction report are corrected. 

C. Perform testing and balancing of existing systems to the extent that existing systems are 
affected by the renovation work. 

1. Compare the indicated system flows of the renovated work to the measured flows, and 
determine the new pump speed. 

2. Verify that the indicated system flows of the renovated work result in velocities and pump 
speeds that are within the acceptable limits defined by equipment manufacturer. 

3. If calculations increase or decrease the system flow rates by more than 5 percent, make 
equipment adjustments to achieve the calculated rates. If increase or decrease is 
5percent or less, equipment adjustments are not required. 

3.10 TOLERANCES 

A. Set plumbing system's flow rates within the following tolerances: 

1. Domestic Water Flow Rate: Plus or minus 5 percent. If design value is less than 10 gpm, 
within 10 percent. 

3.11 PROGRESS REPORTING 

A. Initial Construction-Phase Report: Based on examination of the Contract Documents as 
specified in "Examination" Article, prepare a report on the adequacy of design for system-
balancing devices. Recommend changes and additions to system-balancing devices, to 
facilitate proper performance measuring and balancing. Recommend changes and additions to 
plumbing systems and general construction to allow access for performance-measuring and -
balancing devices. 

B. Status Reports: Prepare weekly progress reports to describe completed procedures, 
procedures in progress, and scheduled procedures. Include a list of deficiencies and problems 
found in systems being tested and balanced. Prepare a separate report for each system and 
each building floor for systems serving multiple floors. 
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3.12 FINAL REPORT 

A. General: Prepare a certified written report; tabulate and divide the report into separate sections 
for tested systems and balanced systems. 

1. Include a certification sheet at the front of the report's binder, signed and sealed by the 
certified testing and balancing engineer. 

2. Include a list of instruments used for procedures, along with proof of calibration. 
3. Certify validity and accuracy of field data. 

B. Final Report Contents: In addition to certified field-report data, include the following: 

1. Pump curves. 
2. Manufacturers' test data. 
3. Field test reports prepared by system and equipment installers. 
4. Other information relative to equipment performance; do not include Shop Drawings and 

Product Data. 

C. General Report Data: In addition to form titles and entries, include the following data: 

1. Title page. 
2. Name and address of the TAB specialist. 
3. Project name. 
4. Project location. 
5. Architect's name and address. 
6. Engineer's name and address. 
7. Contractor's name and address. 
8. Report date. 
9. Signature of TAB supervisor who certifies the report. 
10. Table of Contents with the total number of pages defined for each section of the report. 

Number each page in the report. 
11. Summary of contents, including the following: 

a. Indicated versus final performance. 
b. Notable characteristics of systems. 
c. Description of system operation sequence if it varies from the Contract 

Documents. 

12. Nomenclature sheets for each item of equipment. 
13. Notes to explain why certain final data in the body of reports vary from indicated values. 
14. Test conditions for pump performance forms, including the following: 

a. Variable-frequency controller settings for variable-flow hydronic systems. 
b. Settings for pressure controller(s). 
c. Other system operating conditions that affect performance. 

D. System Diagrams: Include schematic layouts of distribution systems. Present each system with 
single-line diagram and include the following: 

1. Flow rates. 
2. Pipe and valve sizes and locations. 
3. Balancing stations. 
4. Position of balancing devices. 



DMC RPi Fit-Out  Niceville Florida 
 

TESTING, ADJUSTING, AND BALANCING FOR PLUMBING 220593 - 9 

E. Electric Water Heater Test Reports: In addition to manufacturer's factory startup equipment 
reports, include the following: 

1. Unit Data: 

a. System identification. 
b. Location. 
c. Model number and unit size. 
d. Manufacturer's serial number. 
e. Output capacity in Btu/h. 
f. Number of stages. 
g. Connected volts, phase, and hertz. 
h. Rated amperage. 

2. Test Data (Indicated and Actual Values): 

a. Heat output in Btu/h. 
b. Entering-water temperature in deg F. 
c. Leaving-water temperature in deg F. 
d. High-temperature-limit setting in deg F. 
e. Operating set point in deg F. 
f. Voltage at each connection. 
g. Amperage for each phase. 

F. Pump Test Reports: Calculate impeller size by plotting the shutoff head on pump curves, and 
include the following: 

1. Unit Data: 

a. Unit identification. 
b. Location. 
c. Service. 
d. Make and size. 
e. Model number and serial number. 
f. Water flow rate in gpm. 
g. Water-pressure differential in feet of head or psig. 
h. Required net positive suction head in feet of head or psig. 
i. Pump speed. 
j. Impeller diameter in inches. 
k. Motor make and frame size. 
l. Motor horsepower and rpm. 
m. Voltage at each connection. 
n. Amperage for each phase. 
o. Full-load amperage and service factor. 
p. Seal type. 

2. Test Data (Indicated and Actual Values): 

a. Static head in feet of head or psig. 
b. Pump shutoff pressure in feet of head or psig. 
c. Actual impeller size in inches. 
d. Full-open flow rate in gpm. 
e. Full-open pressure in feet of head or psig. 
f. Final discharge pressure in feet of head or psig. 
g. Final suction pressure in feet of head or psig. 
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h. Final total pressure in feet of head or psig. 
i. Final water flow rate in gpm. 
j. Voltage at each connection. 
k. Amperage for each phase. 

G. Instrument Calibration Reports: 

1. Report Data: 

a. Instrument type and make. 
b. Serial number. 
c. Application. 
d. Dates of use. 
e. Dates of calibration. 

3.13 VERIFICATION OF TAB REPORT 

A. The TAB specialist's test and balance engineer shall conduct the inspection in the presence of 
Construction Manager. 

B. Construction Manager shall randomly select measurements, documented in the final report, to 
be rechecked. Rechecking shall be limited to the lesser of either 10 percent of the total 
measurements recorded or the extent of measurements that can be accomplished in a normal 
8-hour business day. 

C. If rechecks yield measurements that differ from the measurements documented in the final 
report by more than the tolerances allowed, the measurements shall be noted as "FAILED." 

D. If the number of "FAILED" measurements is greater than 10 percent of the total measurements 
checked during the final inspection, the TAB shall be considered incomplete and shall be 
rejected. 

E. If recheck measurements find the number of failed measurements noncompliant with 
requirements indicated, proceed as follows: 

1. TAB specialists shall recheck all measurements and make adjustments. Revise the final 
report and balancing device settings to include all changes; resubmit the final report and 
request a second final inspection. All changes shall be tracked to show changes made to 
previous report. 

2. If the second final inspection also fails, Owner may pursue other Contract options to 
complete TAB work. 

F. Prepare test and inspection reports. 

3.14 ADDITIONAL TESTS 

A. Within 90days of completing TAB, perform additional TAB to verify that balanced conditions are 
being maintained throughout and to correct unusual conditions. 

END OF SECTION 220593 
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SECTION 220716 - PLUMBING EQUIPMENT INSULATION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes insulating the following plumbing equipment that is not factory insulated: 
1. Domestic water, hot-water pumps. 

B. Related Sections: 

1. Section 220719 "Plumbing Piping Insulation." 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include thermal conductivity, water-vapor permeance 
thickness, and jackets (both factory and field applied, if any). 

B. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1. Detail removable insulation at equipment connections. 
2. Detail application of field-applied jackets. 
3. Detail application at linkages of control devices. 
4. Detail field application for each equipment type. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified Installer. 

B. Material Test Reports: From a qualified testing agency acceptable to authorities having 
jurisdiction indicating, interpreting, and certifying test results for compliance of insulation 
materials, sealers, attachments, cements, and jackets, with requirements indicated. Include 
dates of tests and test methods employed. 

C. Field quality-control reports. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications: Skilled mechanics who have successfully completed an apprenticeship 
program or another craft training program. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Packaging: Insulation system materials are to be delivered to the Project site in unopened 
containers. The packaging is to include, the name of the manufacturer, fabricator, type, 
description, and size, as well as ASTM standard designation, and maximum use temperature. 
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1.6 COORDINATION 

A. Coordinate sizes and locations of supports, hangers, and insulation shields specified in 
Section 220529 "Hangers and Supports for Plumbing Piping and Equipment." 

B. Coordinate clearance requirements with equipment Installer for equipment insulation 
application. 

C. Coordinate installation and testing of heat tracing. 

1.7 SCHEDULING 

A. Schedule insulation application after pressure testing systems and, where required, after 
installing and testing heat tracing. Insulation application may begin on segments that have 
satisfactory test results. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Surface-Burning Characteristics: For insulation and related materials, as determined by testing 
identical products in accordance with ASTM E84, by a testing agency acceptable to authorities 
having jurisdiction. Factory label insulation, jacket materials, adhesive, mastic, tapes, and 
cement material containers with appropriate markings of applicable testing agency. 

1. All Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed 
index of 50 or less. 

2.2 INSULATION MATERIALS 

A. Products do not contain asbestos, lead, mercury, or mercury compounds. 

B. Products that come into contact with stainless steel have a leachable chloride content of less 
than 50 ppm when tested in accordance with ASTM C871. 

C. Insulation materials for use on austenitic stainless steel are qualified as acceptable in 
accordance with ASTM C795. 

D. Foam insulation materials do not use CFC or HCFC blowing agents in the manufacturing 
process. 

E. Flexible Elastomeric: Closed-cell or expanded-rubber materials; suitable for maximum use 
temperature between minus 70 deg F and 220 deg F. Comply with ASTM C534/C534M, Type II 
for sheet materials. 

2.3 INSULATING CEMENTS 

A. Glass-Fiber and Mineral Wool Insulating Cement: Comply with ASTM C195. 

B. Expanded or Exfoliated Vermiculite Insulating Cement: Comply with ASTM C196. 
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C. Glass-Fiber and Mineral Wool, Hydraulic-Setting Insulating and Finishing Cement: Comply with 
ASTM C449. 

2.4 ADHESIVES 

A. Materials are compatible with insulation materials, jackets, and substrates and for bonding 
insulation to itself and to surfaces to be insulated unless otherwise indicated. 

B. Flexible Elastomeric and Polyolefin Adhesive: Solvent-based adhesive. 
1. Flame-spread index is 25 or less and smoke-developed index is 50 or less as tested in 

accordance with ASTM E84. 
2. Wet Flash Point: Below 0 deg F 
3. Service Temperature Range: 40 to 200 deg F. 
4. Color: Black. 

2.5 MASTICS AND COATINGS 

A. Materials are compatible with insulation materials, jackets, and substrates. 

B. Vapor-Retarder Mastic, Water Based: Suitable for indoor use on below-ambient services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: 0 to plus 180 deg F. 
3. Comply with MIL-PRF-19565C, Type II, for permeance requirements, with supplier listing 

on DOD QPD - Qualified Products Database. 
4. Color: White. 

C. Vapor-Retarder Mastic, Solvent Based, Indoor Use: Suitable for indoor use on below-ambient 
services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: 0 to 180 deg F. 
3. Color: White. 

D. Vapor-Retarder Mastic, Solvent Based, Outdoor Use: Suitable for outdoor use on below-
ambient services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: Minus 50 to plus 220 deg F. 
3. Color: White. 

E. Breather Mastic: Water based; suitable for indoor and outdoor use on above-ambient services. 
1. Water-Vapor Permeance: ASTM E96/E96M, greater than 1.0 perm at manufacturer's 

recommended dry film thickness. 
2. Service Temperature Range: 0 to plus 180 deg F. 
3. Color: White. 

2.6 LAGGING ADHESIVES 

A. Description: Comply with MIL-A-3316C, Class I, Grade A, and be compatible with insulation 
materials, jackets, and substrates. 
1. Fire-resistant, water-based lagging adhesive and coating for use indoors to adhere fire-

resistant lagging cloths over insulation. 
2. Service Temperature Range: 20 to plus 180 deg F. 
3. Color: White. 
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2.7 SEALANTS 

A. Materials are as recommended by the insulation manufacturer and are compatible with 
insulation materials, jackets, and substrates. 

B. Joint Sealants: 
1. Permanently flexible, elastomeric sealant. 
2. Service Temperature Range: Minus 150 to plus 250 deg F. 
3. Color: White or gray. 

C. FSK and Metal Jacket Flashing Sealants: 
1. Fire- and water-resistant, flexible, elastomeric sealant. 
2. Service Temperature Range: Minus 40 to plus 250 deg F. 
3. Color: Aluminum. 

2.8 FACTORY-APPLIED JACKETS 

A. Insulation system schedules indicate factory-applied jackets on various applications. When 
factory-applied jackets are indicated, comply with the following: 

1. ASJ: White, kraft-paper, fiberglass-reinforced scrim with aluminum-foil backing; 
complying with ASTM C1136, Type I. 

2. ASJ-SSL: ASJ with self-sealing, pressure-sensitive, acrylic-based adhesive covered by a 
removable protective strip; complying with ASTM C1136, Type I. 

3. FSK Jacket: Aluminum-foil, fiberglass-reinforced scrim with kraft-paper backing; 
complying with ASTM C1136, Type II. 

2.9 FIELD-APPLIED JACKETS 

A. Field-applied jackets comply with ASTM C1136, Type I, unless otherwise indicated. 

B. FSK Jacket: Aluminum-foil-face, fiberglass-reinforced scrim with kraft-paper backing. 
1. Color: White 

C. Metal Jacket: 
1. Aluminum Jacket: Comply with ASTM B209, Alloy 3003, 3005, 3105, or 5005, Temper H-

14. 

a. Sheet and roll stock ready for shop or field sizing. 
b. Finish and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper. 
d. Moisture Barrier for Outdoor Applications: 3-mil-thick, heat-bonded polyethylene 

and kraft paper. 
e. Factory-Fabricated Fitting Covers: 

1) Same material, finish, and thickness as jacket. 
2) Preformed two-piece or gore, 45- and 90-degree, short- and long-radius 

elbows. 
3) Tee covers. 
4) Flange and union covers. 
5) End caps. 
6) Beveled collars. 
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7) Valve covers. 
8) Field fabricate fitting covers only if factory-fabricated fitting covers are not 

available. 

2. Stainless Steel Jacket: ASTM A240/A240M. 

a. Sheet and roll stock ready for shop or field sizing. 
b. Material, finish, and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper. 
d. Moisture Barrier for Outdoor Applications: 3-mil-thick, heat-bonded polyethylene 

and kraft paper. 
e. Factory-Fabricated Fitting Covers: 

1) Same material, finish, and thickness as jacket. 
2) Preformed two-piece or gore, 45- and 90-degree, short- and long-radius 

elbows. 
3) Tee covers. 
4) Flange and union covers. 
5) End caps. 
6) Beveled collars. 
7) Valve covers. 
8) Field fabricate fitting covers only if factory-fabricated fitting covers are not 

available. 

D. Self-Adhesive Outdoor Jacket (Asphaltic): 60-mil-thick, laminated vapor barrier and 
waterproofing membrane for installation over insulation located aboveground outdoors; 
consisting of a rubberized bituminous resin on a cross laminated polyethylene film covered with 
white aluminum-foil facing. 

E. Self-Adhesive Indoor/Outdoor Jacket (Non-Asphaltic): Vapor barrier and waterproofing jacket 
for installation over insulation located aboveground outdoors or indoors. Specialized jacket has 
five layers of laminated aluminum and polyester film with low-temperature acrylic pressure-
sensitive adhesive. Outer aluminum surface is coated with UV-resistant coating for protection 
from environmental contaminants. 
1. Permeance: 0.00 perm as tested in accordance with ASTM F1249. 
2. Flamespread/Smoke Developed: 25/50 as tested in accordance with ASTM E84. 
3. Aluminum Finish: Embossed. 

F. PVDC Jacket for Indoor Applications: 4-mil-thick, white PVDC biaxially oriented barrier film with 
a permeance at 0.02 perm when tested in accordance with ASTM E96/E96M and with a flame-
spread index of 10 and a smoke-developed index of 20 when tested in accordance with 
ASTM E84. 

G. PVDC Jacket for Outdoor Applications: 6-mil-thick, white PVDC biaxially oriented barrier film 
with a permeance at 0.01 perm when tested in accordance with ASTM E96/E96M and with a 
flame-spread index of 25 and a smoke-developed index of 50 when tested in accordance with 
ASTM E84. 

H. PVDC-SSL Jacket: PVDC jacket with a self-sealing, pressure-sensitive, acrylic-based adhesive 
covered by a removable protective strip. 
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2.10 FIELD-APPLIED FABRIC-REINFORCING MESH 

A. Woven Glass-Fiber Mesh: Approximately 4 oz./sq. yd. with a thread count of 5 strands by 5 
strands/sq. in. for covering equipment. 

B. Woven Polyester Mesh: Approximately 1 oz./sq. yd. with a thread count of 10 strands by 10 
strands/sq. in., in a Leno weave, for equipment. 

2.11 FIELD-APPLIED CLOTHS 

A. Woven Glass-Fiber Cloth: Comply with MIL-C-20079H, Type I, plain weave, and presized a 
minimum of 8 oz./sq. yd.. 

2.12 TAPES 

A. ASJ Tape: White vapor-retarder tape matching factory-applied jacket with acrylic adhesive, 
complying with ASTM C1136. 
1. Width: 3 inches. 
2. Thickness: 11.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. ASJ Tape Disks and Squares: Precut disks or squares of ASJ tape. 

B. FSK Tape: Foil-face, vapor-retarder tape matching factory-applied jacket with acrylic adhesive; 
complying with ASTM C1136. 
1. Width: 3 inches. 
2. Thickness: 6.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. FSK Tape Disks and Squares: Precut disks or squares of FSK tape. 

C. Aluminum-Foil Tape: Vapor-retarder tape with acrylic adhesive. 
1. Width: 2 inches. 
2. Thickness: 3.7 mils. 
3. Adhesion: 100 ounces force/inch in width. 
4. Elongation: 5 percent. 
5. Tensile Strength: 34 lbf/inch in width. 

D. PVDC Tape for Indoor Applications: White vapor-retarder PVDC tape with acrylic adhesive. 
1. Width: 3 inches. 
2. Film Thickness: 6 mils. 
3. Adhesive Thickness: 1.5 mils. 
4. Elongation at Break: 145percent. 
5. Tensile Strength: 55 psi in width. 

E. PVDC Tape for Outdoor Applications: White vapor-retarder PVDC tape with acrylic adhesive. 
1. Width: 3 inches. 
2. Film Thickness: 6 mils. 
3. Adhesive Thickness: 1.5 mils. 
4. Elongation at Break: 145percent. 
5. Tensile Strength: 55 psi in width. 
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2.13 SECUREMENTS 

A. Bands: 
1. Stainless Steel: ASTM A240/A240M, Type 304 or Type 316; 0.015 inch thick, 1/2 inch 

wide with wing seal or closed seal. 
2. Aluminum: ASTM B209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch thick, 

1/2 inch wide with wing seal or closed seal. 
3. Springs: Twin spring set constructed of stainless steel with ends flat and slotted to accept 

metal bands. Spring size is determined by manufacturer for application. 

B. Insulation Pins and Hangers: 

1. Capacitor-Discharge-Weld Pins: Copper- or zinc-coated steel pin, fully annealed for 
capacitor-discharge welding; 0.106-inch-diameter shank, length to suit depth of insulation 
indicated. 

2. Cupped-Head, Capacitor-Discharge-Weld Pins: Copper- or zinc-coated steel pin, fully 
annealed for capacitor-discharge welding; 0.106-inch-diameter shank, length to suit 
depth of insulation indicated with integral 1-1/2-inch galvanized carbon-steel washer. 

3. Metal, Adhesively Attached, Perforated-Base Insulation Hangers: Baseplate welded to 
projecting spindle that is capable of holding insulation, of thickness indicated, securely in 
position indicated when self-locking washer is in place. 
a. Baseplate: Perforated, galvanized carbon-steel sheet, 0.030 inch thick by 2 inches 

square. 
b. Spindle: Copper- or zinc-coated, low-carbon steel, fully annealed, 0.106-inch-

diameter shank; length to suit depth of insulation indicated. 
c. Adhesive: Recommended by hanger manufacturer. Use product with 

demonstrated capability to bond insulation hanger securely to substrates indicated 
without damaging insulation, hangers, and substrates. 

4. Nonmetal, Adhesively Attached, Perforated-Base Insulation Hangers: Baseplate fastened 
to projecting spindle that is capable of holding insulation, of thickness indicated, securely 
in position indicated when self-locking washer is in place. 
a. Baseplate: Perforated, nylon sheet, 0.030 inch thick by 1-1/2 inches in diameter. 
b. Spindle: Nylon, 0.106-inch-diameter shank; length to suit depth of insulation 

indicated, up to 2-1/2 inches. 
c. Adhesive: Recommended by hanger manufacturer. Use product with 

demonstrated capability to bond insulation hanger securely to substrates indicated 
without damaging insulation, hangers, and substrates. 

5. Self-Sticking-Base Insulation Hangers: Baseplate welded to projecting spindle that is 
capable of holding insulation, of thickness indicated, securely in position indicated when 
self-locking washer is in place. 
a. Baseplate: Galvanized carbon-steel sheet, 0.030 inch thick by 2 inches square. 
b. Spindle: Copper- or zinc-coated, low-carbon steel, fully annealed; 0.106-inch- 

diameter shank, length to suit depth of insulation indicated. 
c. Adhesive-backed base with a peel-off protective cover. 

6. Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch-thick, 
galvanized-steel sheet, with beveled edge sized as required to hold insulation securely in 
place but not less than 1-1/2 inches in diameter. 
a. Protect ends with capped self-locking washers incorporating a spring steel insert to 

ensure permanent retention of cap in exposed locations. 
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7. Nonmetal Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch-
thick nylon sheet, with beveled edge sized as required to hold insulation securely in place 
but not less than 1-1/2 inches in diameter. 

C. Staples: Outward-clinching insulation staples, nominal 3/4-inch- wide, stainless steel or Monel. 

D. Wire: 0.080-inch nickel-copper alloy. 

2.14 CORNER ANGLES 

A. PVC Corner Angles: 30-mils thick, minimum 1- by 1-inch PVC in accordance with ASTM D1784, 
Class 16354-C, white or color-coded to match adjacent surface. 

B. Aluminum Corner Angles: 0.040-inch thick, minimum 1- by 1-inch, aluminum in accordance with 
ASTM B209, Alloy 3003, 3005, 3105, or 5005; Temper H-14. 

C. Stainless Steel Corner Angles: 0.024-inch thick, minimum 1- by 1-inch stainless steel in 
accordance with ASTM A240/A240M, Type 304 or Type 316. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions for compliance with requirements for installation tolerances 
and other conditions affecting performance of insulation application. 

1. Verify that systems and equipment to be insulated have been tested and are free of 
defects. 

2. Verify that surfaces to be insulated are clean and dry. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean and dry surfaces to receive insulation. Remove materials that will adversely affect 
insulation application. 

B. Clean and prepare surfaces to be insulated. Before insulating, apply a corrosion coating to 
insulated surfaces as follows: 

1. Stainless Steel: Coat 300 series stainless steel with an epoxy primer 5 mils  thick and an 
epoxy finish 5 mils thick if operating in a temperature range between 140 and 300 deg F. 
Consult coating manufacturer for appropriate coating materials and application methods 
for operating temperature range. 

2. Carbon Steel: Coat carbon steel operating at a service temperature between 32 and 300 
deg F with an epoxy coating. Consult coating manufacturer for appropriate coating 
materials and application methods for operating temperature range. 

C. Coordinate insulation installation with the tradesman installing heat tracing. Comply with 
requirements for heat tracing that apply to insulation. 
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D. Mix insulating cements with clean potable water; if insulating cements are to be in contact with 
stainless steel surfaces, use demineralized water. 

3.3 GENERAL INSTALLATION REQUIREMENTS 

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; 
free of voids throughout the length of equipment. 

B. Install insulation materials, forms, vapor barriers or retarders, jackets, and of thicknesses 
required for each item of equipment, as specified in insulation system schedules. 

C. Install accessories compatible with insulation materials and suitable for the service. Install 
accessories that do not corrode, soften, or otherwise attack insulation or jacket in either wet or 
dry state. 

D. Install insulation with longitudinal seams at top and bottom of horizontal runs. 

E. Install multiple layers of insulation with longitudinal and end seams staggered. 

F. Keep insulation materials dry during storage, application, and finishing. Replace insulation 
materials that get wet during storage or in the installation process before being properly covered 
and sealed in accordance with Contract Documents, unless otherwise approved by the engineer 
of record. 

G. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with 
adhesive recommended by insulation material manufacturer. 

H. Install insulation with least number of joints practical. 

I. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers, 
supports, anchors, and other projections with vapor-barrier mastic. 

1. Install insulation continuously through hangers and around anchor attachments. 
2. For insulation application where vapor barriers are indicated, extend insulation on anchor 

legs from point of attachment to supported item to point of attachment to structure. Taper 
and seal ends attached to structure with vapor-barrier mastic. 

3. Install insert materials and insulation to tightly join the insert. Seal insulation to insulation 
inserts with adhesive or sealing compound recommended by insulation material 
manufacturer. 

4. Cover inserts with jacket material matching adjacent insulation. Install shields over jacket, 
arranged to protect jacket from tear or puncture by hanger, support, and shield. 

J. Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet 
and dry film thicknesses. 

K. Install insulation with factory-applied jackets as follows: 

1. Draw jacket tight and smooth, but not to the extent of creating wrinkles or area of 
compression in the insulation. 

2. Cover circumferential joints with 3-inch-wide strips, of same material as insulation jacket. 
Secure strips with adhesive and outward-clinching staples along both edges of strip, 
spaced 4 inches o.c. 

3. Overlap jacket longitudinal seams at least 1-1/2 inches. Clean and dry surface to receive 
self-sealing lap. Staple laps with outward-clinching staples along edge at 2 inches o.c. 
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a. For below-ambient services, apply vapor-barrier mastic over staples. 

4. Cover joints and seams with tape, in accordance with insulation material manufacturer's 
written instructions, to maintain vapor seal. 

5. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints. 

L. Cut insulation in a manner to avoid compressing insulation. 

M. Finish installation with systems at operating conditions. Repair joint separations and cracking 
due to thermal movement. 

N. Repair damaged insulation facings by applying same facing material over damaged areas. 
Extend patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches in 
similar fashion to butt joints. 

O. For above-ambient services, do not install insulation to the following: 

1. Vibration-control devices. 
2. Testing agency labels and stamps. 
3. Nameplates and data plates. 
4. Manholes. 
5. Handholes. 
6. Cleanouts. 

3.4 INSTALLATION OF FLEXIBLE ELASTOMERIC INSULATION 

A. Install in accordance with manufacturer's written installation instructions and ASTM C1710. 

B. Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate 
openings in insulation that allow passage of air to surface being insulated. 

3.5 FIELD-APPLIED JACKET INSTALLATION 

A. Where glass-cloth jackets are indicated, install directly over bare insulation or insulation with 
factory-applied jackets. 

1. Draw jacket smooth and tight to surface with 2-inch overlap at seams and joints. 
2. Embed glass cloth between two 0.062-inch-thick coats of lagging adhesive. 
3. Completely encapsulate insulation with coating, leaving no exposed insulation. 

B. Where FSK jackets are indicated, install as follows: 

1. Draw jacket material smooth and tight. 
2. Install lap or joint strips with same material as jacket. 
3. Secure jacket to insulation with manufacturer's recommended adhesive. 
4. Install jacket with 1-1/2-inch laps at longitudinal seams and 3-inch-wide joint strips at end 

joints. 
5. Seal openings, punctures, and breaks in vapor-retarder jackets and exposed insulation 

with vapor-barrier mastic. 

C. Where metal jackets are indicated, install with 2-inch overlap at longitudinal seams and end 
joints. Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof 
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sealant recommended by insulation manufacturer. Secure jacket with stainless steel bands 12 
inches o.c. and at end joints. 

D. Where PVDC jackets are indicated, install as follows: 

1. Jacket can be wrapped in cigarette fashion along length of roll for insulation systems with 
an outer circumference of 33-1/2 inches or less. 33-1/2-inch-circumference limit allows for 
2-inch-overlap seal. Using the length of roll allows for longer sections of jacket to be 
installed at one time. Use adhesive on the lap seal. Visually inspect lap seal for 
"fishmouthing," and use PVDC tape along lap seal to secure joint. 

2. Repair holes or tears in PVDC jacket by placing PVDC tape over the hole or tear and 
wrapping a minimum of 1-1/4 circumferences to avoid damage to tape edges. 

3.6 FINISHES 

A. Equipment Insulation with ASJ, Glass-Cloth, or Other Paintable Jacket Material: Paint jacket 
with paint system identified below and as specified in Section 099113 "Exterior Painting" and 
Section 099123 "Interior Painting." 

1. Flat Acrylic Finish: Two finish coats over a primer that is compatible with jacket material 
and finish coat paint. Add fungicidal agent to render fabric mildew proof. 

a. Finish Coat Material: Interior, flat, latex-emulsion size. 

B. Flexible Elastomeric Thermal Insulation: After adhesive has fully cured, apply two coats of 
insulation manufacturer's recommended protective coating. 

C. Color: Final color as selected by Architect. Vary first and second coats to allow visual inspection 
of the completed Work. 

D. Do not field paint aluminum or stainless steel jackets. 

3.7 FIELD QUALITY CONTROL 

A. Owner will engage a qualified testing agency to perform tests and inspections. 

B. Engage a qualified testing agency to perform tests and inspections. 

C. Manufacturer's Field Service: Engage a factory-authorized service representative to test and 
inspect components, assemblies, and equipment installations, including connections. 

D. Perform tests and inspections. 

E. Tests and Inspections: Inspect field-insulated equipment, randomly selected by Architect, by 
removing field-applied jacket and insulation in layers in reverse order of their installation. Extent 
of inspection is limited to one location(s) for each type of equipment defined in the "Indoor 
Equipment Insulation Schedule" Article. For large equipment, remove only a portion adequate to 
determine compliance. 

F. All insulation applications will be considered defective if they do not pass tests and inspections. 

G. Prepare test and inspection reports. 
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3.8 INDOOR EQUIPMENT INSULATION SCHEDULE 

A. Insulate indoor and outdoor equipment that is not factory insulated. 

B. Domestic hot-water pump insulation is one of the following: 

1. Cellular Glass: 2 inches thick. 
2. Glass-Fiber Blanket: 1 inch thick and 2 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 1 inch thick and 2 lb/cu. ft. nominal density. 
4. Mineral Wool Blanket: 1 inch thick and 4 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 1 inch thick and 4 lb/cu. ft. nominal density. 

END OF SECTION 220716 
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SECTION 220719 - PLUMBING PIPING INSULATION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes insulating the following plumbing piping services: 

1. Domestic cold-water piping. 
2. Domestic hot-water piping. 
3. Domestic recirculating hot-water piping. 
4. Domestic chilled-water piping for drinking fountains. 
5. Sanitary waste piping exposed to freezing conditions. 
6. Storm-water piping exposed to freezing conditions. 
7. Roof drains and rainwater leaders. 
8. Supplies and drains for handicap-accessible lavatories and sinks. 

B. Related Sections: 

1. Section 220716 "Plumbing Equipment Insulation" for equipment insulation. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include thermal conductivity, water-vapor permeance 
thickness, and jackets (both factory and field applied if any). 

B. Sustainable Design Submittals: 

C. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1. Detail application of protective shields, saddles, and inserts at hangers for each type of 
insulation and hanger. 

2. Detail insulation application at pipe expansion joints for each type of insulation. 
3. Detail insulation application at elbows, fittings, flanges, valves, and specialties for each 

type of insulation. 
4. Detail removable insulation at piping specialties, equipment connections, and access 

panels. 
5. Detail application of field-applied jackets. 
6. Detail application at linkages of control devices. 

D. Samples: For each type of insulation and jacket indicated. Identify each Sample, describing 
product and intended use. Sample sizes are as follows: 

1. Preformed Pipe Insulation Materials: 12 inches long by NPS 2. 
2. Jacket Materials for Pipe: 12 inches (300 mm) long by NPS 2 (DN 50). 
3. Sheet Jacket Materials: 12 inches (300 mm) square. 
4. Manufacturer's Color Charts: For products where color is specified, show the full range of 

colors available for each type of finish material. 
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1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified Installer. 

B. Material Test Reports: From a qualified testing agency acceptable to authorities having 
jurisdiction indicating, interpreting, and certifying test results for compliance of insulation 
materials, sealers, attachments, and cements, and jackets, with requirements indicated. Include 
dates of tests and test methods employed. 

C. Field quality-control reports. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications: Skilled mechanics who have successfully completed an apprenticeship 
program or another craft training program certified by the Department of Labor, Bureau of 
Apprenticeship and Training. 

B. Comply with the following applicable standards and other requirements specified for 
miscellaneous components: 

1. Supply and Drain Protective Shielding Guards: ICC A117.1. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Packaging: Insulation system materials are to be delivered to the Project site in unopened 
containers. The packaging is to include name of the manufacturer, fabricator, type, description, 
and size, as well as ASTM standard designation and maximum use temperature. 

1.6 COORDINATION 

A. Coordinate sizes and locations of supports, hangers, and insulation shields specified in 
Section 220529 "Hangers and Supports for Plumbing Piping and Equipment." 

B. Coordinate clearance requirements with piping Installer for piping insulation application. Before 
preparing piping Shop Drawings, establish and maintain clearance requirements for installation 
of insulation and field-applied jackets and finishes and for space required for maintenance. 

1.7 SCHEDULING 

A. Schedule insulation application after pressure testing systems. Insulation application may begin 
on segments that have satisfactory test results. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Surface-Burning Characteristics: For insulation and related materials, as determined by testing 
identical products in accordance with ASTM E84, by a testing agency acceptable to authorities 
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having jurisdiction. Factory label insulation, jacket materials, adhesive, mastic, tapes, and 
cement material containers with appropriate markings of applicable testing agency. 

1. All Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed 
index of 50 or less. 

2. All Insulation Installed Indoors; Outdoors-Installed Insulation in Contact with Airstream: 
Flame-spread index of 25 or less, and smoke-developed index of 50 or less. 

3. All Insulation Installed Indoors and Outdoors: Flame-spread index of 25 or less, and 
smoke-developed index of 50 or less. 

2.2 INSULATION MATERIALS 

A. Comply with requirements in "Piping Insulation Schedule, General," "Indoor Piping Insulation 
Schedule," "Outdoor, Aboveground Piping Insulation Schedule," and "Outdoor, Underground 
Piping Insulation Schedule" articles for where insulating materials are applied. 

B. Products do not contain asbestos, lead, mercury, or mercury compounds. 

C. Products that come into contact with stainless steel have a leachable chloride content of less 
than 50 ppm when tested in accordance with ASTM C871. 

D. Insulation materials for use on austenitic stainless steel are qualified as acceptable in 
accordance with ASTM C795. 

E. Foam insulation materials do not use CFC or HCFC blowing agents in the manufacturing 
process. 

F. Cellular Glass: Inorganic, incombustible, foamed or cellulated glass with annealed, rigid, 
hermetically sealed cells. Comply with ASTM C552. 
1. Preformed Pipe Insulation, Type II, Class 1: Unfaced. 
2. Fabricated shapes in accordance with ASTM C450, ASTM C585, and ASTM C1639. 
3. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

G. Flexible Elastomeric: Closed-cell or expanded-rubber materials; suitable for maximum use 
temperature between minus 70 deg F and 220 deg F. Comply with ASTM C534/C534M, Type I 
for tubular materials. 

2.3 INSULATING CEMENTS 

A. Glass-Fiber and Mineral Wool Insulating Cement: Comply with ASTM C195. 

B. Expanded or Exfoliated Vermiculite Insulating Cement: Comply with ASTM C196. 

C. Glass-Fiber and Mineral Wool Hydraulic-Setting Insulating and Finishing Cement: Comply with 
ASTM C449. 

2.4 ADHESIVES 

A. Materials are compatible with insulation materials, jackets, and substrates and for bonding 
insulation to itself and to surfaces to be insulated unless otherwise indicated. 
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B. Cellular-Glass Adhesive: Two-component, thermosetting urethane adhesive containing no 
flammable solvents, with a service temperature range of minus 100 to plus 200 deg F (minus 73 
to plus 93 deg C). 

C. Flexible Elastomeric and Polyolefin Adhesive: Solvent-based adhesive. 
1. Flame-spread index is 25 or less and smoke-developed index is 50 or less as tested in 

accordance with ASTM E84. 
2. Wet Flash Point: Below 0 deg F. 
3. Service Temperature Range: 40 to 200 deg F. 
4. Color: Black. 

2.5 MASTICS AND COATINGS 

A. Materials are compatible with insulation materials, jackets, and substrates. 

B. Vapor-Retarder Mastic, Water Based: Suitable for indoor use on below-ambient services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: 0 to plus 180 deg F. 
3. Comply with MIL-PRF-19565C, Type II, for permeance requirements. 
4. Color: White. 

C. Vapor-Retarder Mastic, Solvent Based, Indoor Use: Suitable for indoor use on below-ambient 
services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: 0 to 180 deg F. 
3. Color: White. 

D. Vapor-Retarder Mastic, Solvent Based, Outdoor Use: Suitable for outdoor use on below-
ambient services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: Minus 50 to plus 220 deg F. 
3. Color: White. 

E. Breather Mastic: Water based; suitable for indoor and outdoor use on above-ambient services. 
1. Water-Vapor Permeance: ASTM E96/E96M, greater than 1.0 perm at manufacturer's 

recommended dry film thickness. 
2. Service Temperature Range: 0 to plus 180 deg F. 
3. Color: White. 

2.6 LAGGING ADHESIVES 

A. Adhesives comply with MIL-A-3316C, Class I, Grade A, and are compatible with insulation 
materials, jackets, and substrates. 
1. Fire-resistant, water-based lagging adhesive and coating for use indoors to adhere fire-

resistant lagging cloths over pipe insulation. 
2. Service Temperature Range: 20 to plus 180 deg F. 
3. Color: White. 

2.7 SEALANTS 

A. Materials are as recommended by the insulation manufacturer and are compatible with 
insulation materials, jackets, and substrates. 
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B. Joint Sealants: 
1. Permanently flexible, elastomeric sealant. 
2. Service Temperature Range: Minus 58 to plus 176 deg F. 
3. Color: White or gray. 

C. FSK and Metal Jacket Flashing Sealants: 
1. Fire- and water-resistant, flexible, elastomeric sealant. 
2. Service Temperature Range: Minus 40 to plus 250 deg F. 
3. Color: Aluminum. 

2.8 FIELD-APPLIED JACKETS 

A. Field-applied jackets comply with ASTM C1136, Type I, unless otherwise indicated. 

B. Metal Jacket: 
1. Aluminum Jacket: Comply with ASTM B209, Alloy 3003, 3005, 3105, or 5005, Temper H-

14. 

a. Sheet and roll stock ready for shop or field sizing. 
b. Finish and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper. 
d. Moisture Barrier for Outdoor Applications: 3-mil-thick, heat-bonded polyethylene 

and kraft paper. 
e. Factory-Fabricated Fitting Covers: 

1) Same material, finish, and thickness as jacket. 
2) Preformed two-piece or gore, 45- and 90-degree, short- and long-radius 

elbows. 
3) Tee covers. 
4) Flange and union covers. 
5) End caps. 
6) Beveled collars. 
7) Valve covers. 
8) Field fabricate fitting covers only if factory-fabricated fitting covers are not 

available. 

C. Underground Direct-Buried Jacket: 125-mil-thick vapor barrier and waterproofing membrane, 
consisting of a rubberized bituminous resin reinforced with a woven-glass fiber or polyester 
scrim and laminated aluminum foil. 

D. Self-Adhesive Outdoor Jacket (Asphaltic): 60-mil-thick, laminated vapor barrier and 
waterproofing membrane for installation over insulation located aboveground outdoors; 
consisting of a rubberized bituminous resin on a cross-laminated polyethylene film covered with 
white aluminum-foil facing. 

E. Self-Adhesive Indoor/Outdoor Jacket (Non-Asphaltic): Vapor barrier and waterproofing jacket 
for installation over insulation located aboveground outdoors or indoors. Specialized jacket with 
five layers of laminated aluminum and polyester film with low-temperature acrylic pressure-
sensitive adhesive. Outer aluminum surface is coated with UV-resistant coating for protection 
from environmental contaminants. 
1. Permeance: 0.00 perm as tested in accordance with ASTM F1249. 
2. Flamespread/Smoke Developed: 25/50 as tested in accordance with ASTM E84. 
3. Aluminum Finish: Embossed. 
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2.9 FIELD-APPLIED FABRIC-REINFORCING MESH 

A. Woven Glass-Fiber Mesh: Approximately 2 oz./sq. yd. with a thread count of 10 strands by 10 
strands/sq. in. for covering pipe and pipe fittings. 

B. Woven Polyester Mesh: Approximately 1 oz./sq. yd. with a thread count of 10 strands by 10 
strands/sq. in., in a Leno weave, for pipe. 

2.10 FIELD-APPLIED CLOTHS 

A. Woven Glass-Fiber Cloth: Comply with MIL-C-20079H, Type I, plain weave, and presized a 
minimum of 8 oz./sq. yd.. 

2.11 TAPES 

A. Aluminum-Foil Tape: Vapor-retarder tape with acrylic adhesive. 
1. Width: 2 inches. 
2. Thickness: 3.7 mils. 
3. Adhesion: 100 ounces force/inch in width. 
4. Elongation: 5 percent. 
5. Tensile Strength: 34 lbf/inch in width. 

2.12 SECUREMENTS 

A. Bands: 
1. Stainless Steel: ASTM A240/A240M, Type 304 or Type 316; 0.015 inch thick, 1/2 inch 

wide with wing seal. 
2. Aluminum: ASTM B209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch thick, 

1/2 inch wide with wing seal. 

B. Staples: Outward-clinching insulation staples, nominal 3/4-inch-wide, stainless steel or Monel. 

C. Wire: 0.080-inch nickel-copper alloy. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions for compliance with requirements for installation tolerances 
and other conditions affecting performance of insulation application. 

1. Verify that systems to be insulated have been tested and are free of defects. 
2. Verify that surfaces to be insulated are clean and dry. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 PREPARATION 

A. Clean and dry surfaces to receive insulation. Remove materials that will adversely affect 
insulation application. 

B. Clean and prepare surfaces to be insulated. Before insulating, apply a corrosion coating to 
insulated surfaces as follows: 

1. Stainless Steel: Coat 300 series stainless steel with an epoxy primer 5 mils thick and an 
epoxy finish 5 mils thick if operating in a temperature range of between 140 and 300 
deg F. Consult coating manufacturer for appropriate coating materials and application 
methods for operating temperature range. 

2. Carbon Steel: Coat carbon steel operating at a service temperature of between 32 and 
300 deg F with an epoxy coating. Consult coating manufacturer for appropriate coating 
materials and application methods for operating temperature range. 

C. Mix insulating cements with clean potable water; if insulating cements are to be in contact with 
stainless steel surfaces, use demineralized water. 

3.3 GENERAL INSTALLATION REQUIREMENTS 

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; 
free of voids throughout the length of piping, including fittings, valves, and specialties. 

B. Install insulation materials, forms, vapor barriers or retarders, jackets, and of thicknesses 
required for each item of pipe system, as specified in insulation system schedules. 

C. Install accessories compatible with insulation materials and suitable for the service. Install 
accessories that do not corrode, compress, or otherwise damage insulation or jacket. 

D. Install insulation with longitudinal seams at top and bottom (12 o'clock and 6 o'clock positions) 
of horizontal runs. 

E. Install multiple layers of insulation with longitudinal and end seams staggered. 

F. Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties. 

G. Keep insulation materials dry during storage, application, and finishing. Replace insulation 
materials that get wet during storage or in the installation process before being properly covered 
and sealed in accordance with Contract Documents. 

H. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with 
adhesive recommended by insulation material manufacturer. 

I. Install insulation with least number of joints practical. 

J. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers, 
supports, anchors, and other projections with vapor-barrier mastic. 

1. Install insulation continuously through hangers and around anchor attachments. 
2. For insulation application where vapor barriers are indicated, extend insulation on anchor 

legs from point of attachment to supported item to point of attachment to structure. Taper 
and seal ends attached to structure with vapor-barrier mastic. 
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3. Install insert materials and insulation to tightly join the insert. Seal insulation to insulation 
inserts with adhesive or sealing compound recommended by insulation material 
manufacturer. 

4. Cover inserts with jacket material matching adjacent pipe insulation. Install shields over 
jacket, arranged to protect jacket from tear or puncture by hanger, support, and shield. 

K. Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet 
and dry film thicknesses. 

L. Install insulation with factory-applied jackets as follows: 

1. Draw jacket tight and smooth, but not to the extent of creating wrinkles or areas of 
compression in the insulation. 

2. Cover circumferential joints with 3-inch-wide strips, of same material as insulation jacket. 
Secure strips with adhesive and outward-clinching staples along both edges of strip, 
spaced 4 inches o.c. 

3. Overlap jacket longitudinal seams at least 1-1/2 inches. Install insulation with longitudinal 
seams at bottom of pipe. Clean and dry surface to receive self-sealing lap. Staple laps 
with outward-clinching staples along edge at 4 inches o.c. 

a. For below-ambient services, apply vapor-barrier mastic over staples. 

4. Cover joints and seams with tape, in accordance with insulation material manufacturer's 
written instructions, to maintain vapor seal. 

5. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints and 
at ends adjacent to pipe flanges and fittings. 

M. Cut insulation in a manner to avoid compressing insulation. 

N. Finish installation with systems at operating conditions. Repair joint separations and cracking 
due to thermal movement. 

O. Repair damaged insulation facings by applying same facing material over damaged areas. 
Extend patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches in 
similar fashion to butt joints. 

P. For above-ambient services, do not install insulation to the following: 

1. Vibration-control devices. 
2. Testing agency labels and stamps. 
3. Nameplates and data plates. 
4. Cleanouts. 

3.4 PENETRATIONS 

A. Insulation Installation at Roof Penetrations: Install insulation continuously through roof 
penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation above roof surface 

and seal with joint sealant. For applications requiring indoor and outdoor insulation, install 
insulation for outdoor applications tightly joined to indoor insulation ends. Seal joint with 
joint sealant. 
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3. Extend jacket of outdoor insulation outside roof flashing at least 2 inches below top of 
roof flashing. 

4. Seal jacket to roof flashing with flashing sealant. 

B. Insulation Installation at Underground Exterior Wall Penetrations: Terminate insulation flush with 
sleeve seal. Seal terminations with flashing sealant. 

C. Insulation Installation at Aboveground Exterior Wall Penetrations: Install insulation continuously 
through wall penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation inside wall surface 

and seal with joint sealant. For applications requiring indoor and outdoor insulation, install 
insulation for outdoor applications tightly joined to indoor insulation ends. Seal joint with 
joint sealant. 

3. Extend jacket of outdoor insulation outside wall flashing and overlap wall flashing at least 
2 inches. 

4. Seal jacket to wall flashing with flashing sealant. 

D. Insulation Installation at Interior Wall and Partition Penetrations (That Are Not Fire Rated): 
Install insulation continuously through walls and partitions. 

E. Insulation Installation at Fire-Rated Wall and Partition Penetrations: Install insulation 
continuously through penetrations of fire-rated walls and partitions. 

1. Comply with requirements in Section 078413 "Penetration Firestopping" for firestopping 
and fire-resistive joint sealers. 

F. Insulation Installation at Floor Penetrations: 

1. Pipe: Install insulation continuously through floor penetrations. 
2. Seal penetrations through fire-rated assemblies. Comply with requirements in 

Section 078413 "Penetration Firestopping." 

3.5 GENERAL PIPE INSULATION INSTALLATION 

A. Requirements in this article generally apply to all insulation materials, except where more 
specific requirements are specified in various pipe insulation material installation articles below. 

B. Insulation Installation on Fittings, Valves, Strainers, Flanges, Mechanical Couplings, and 
Unions: 

1. Install insulation over fittings, valves, strainers, flanges, mechanical couplings, unions, 
and other specialties with continuous thermal and vapor-retarder integrity unless 
otherwise indicated. 

2. Insulate pipe elbows using preformed fitting insulation or mitered or routed fittings made 
from same material and density as that of adjacent pipe insulation. Each piece is butted 
tightly against adjoining piece and bonded with adhesive. Fill joints, seams, voids, and 
irregular surfaces with insulating cement finished to a smooth, hard, and uniform contour 
that is uniform with adjoining pipe insulation. 

3. Insulate tee fittings with preformed fitting insulation or sectional pipe insulation of same 
material and thickness as that used for adjacent pipe. Cut sectional pipe insulation to fit. 
Butt each section closely to the next and hold in place with tie wire. Bond pieces with 
adhesive. 
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4. Insulate valves using preformed fitting insulation or sectional pipe insulation of same 
material, density, and thickness as that used for adjacent pipe. Overlap adjoining pipe 
insulation by not less than 2 times the thickness of pipe insulation, or one pipe diameter, 
whichever is thicker. For valves, insulate up to and including the bonnets, valve stuffing-
box studs, bolts, and nuts. Fill joints, seams, and irregular surfaces with insulating 
cement. 

5. Insulate strainers using preformed fitting insulation or sectional pipe insulation of same 
material, density, and thickness as used for adjacent pipe. Overlap adjoining pipe 
insulation by not less than 2 times the thickness of pipe insulation, or one pipe diameter, 
whichever is thicker. Fill joints, seams, and irregular surfaces with insulating cement. 
Insulate strainers, so strainer basket flange or plug can be easily removed and replaced 
without damaging the insulation and jacket. Provide a removable reusable insulation 
cover. For below-ambient services, provide a design that maintains vapor barrier. 

6. Insulate flanges, mechanical couplings, and unions, using a section of oversized 
preformed pipe insulation. Overlap adjoining pipe insulation by not less than 2 times the 
thickness of pipe insulation, or one pipe diameter, whichever is thicker. Stencil or label 
the outside insulation jacket of each union with the word "union" matching size and color 
of pipe labels. 

7. Cover segmented insulated surfaces with a layer of finishing cement and coat with a 
mastic. Install vapor-barrier mastic for below-ambient services and a breather mastic for 
above-ambient services. Reinforce the mastic with fabric-reinforcing mesh. Trowel the 
mastic to a smooth and well-shaped contour. 

8. For services not specified to receive a field-applied jacket, except for flexible elastomeric 
and polyolefin, install fitted PVC cover over elbows, tees, strainers, valves, flanges, and 
unions. Terminate ends with PVC end caps. Tape PVC covers to adjoining insulation 
facing, using PVC tape. 

C. Insulate instrument connections for thermometers, pressure gages, pressure temperature taps, 
test connections, flow meters, sensors, switches, and transmitters on insulated pipes. Shape 
insulation at these connections by tapering it to and around the connection with insulating 
cement and finish with finishing cement, mastic, and flashing sealant. 

D. Install removable insulation covers at locations indicated. Installation conforms to the following: 

1. Make removable flange and union insulation from sectional pipe insulation of same 
thickness as that on adjoining pipe. Install same insulation jacket as that of adjoining pipe 
insulation. 

2. When flange and union covers are made from sectional pipe insulation, extend insulation 
from flanges or union at least 2 times the insulation thickness over adjacent pipe 
insulation on each side of flange or union. Secure flange cover in place with stainless 
steel or aluminum bands. Select band material compatible with insulation and jacket. 

3. Construct removable valve insulation covers in same manner as for flanges, except 
divide the two-part section on the vertical center line of valve body. 

4. When covers are made from block insulation, make two halves, each consisting of 
mitered blocks wired to stainless steel fabric. Secure this wire frame, with its attached 
insulation, to flanges with tie wire. Extend insulation at least 2 inches over adjacent pipe 
insulation on each side of valve. Fill space between flange or union cover and pipe 
insulation with insulating cement. Finish cover assembly with insulating cement applied in 
two coats. After first coat is dry, apply and trowel second coat to a smooth finish. 

5. Unless a PVC jacket is indicated in field-applied jacket schedules, finish exposed 
surfaces with a metal jacket. 

3.6 INSTALLATION OF CELLULAR-GLASS INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 
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1. Secure each layer of insulation to pipe with wire or bands, and tighten bands without 
deforming insulation materials. 

2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions 
with vapor-barrier mastic and joint sealant. 

3. For insulation with jackets on above-ambient services, secure laps with outward-clinched 
staples at 6 inches (150 mm) o.c. 

4. For insulation with jackets on below-ambient services, do not staple longitudinal tabs. 
Instead, secure tabs with additional adhesive, as recommended by insulation material 
manufacturer, and seal with vapor-barrier mastic and flashing sealant. 

B. Insulation Installation on Pipe Flanges: 

1. Install prefabricated pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of 

adjacent straight pipe segments with cut sections of cellular-glass block insulation of 
same thickness as that of pipe insulation. Where voids are difficult to fill with block 
insulation, fill the voids with a fibrous insulation material suitable for the specific operating 
temperature. 

4. Install jacket material with manufacturer's recommended adhesive, overlap seams at 
least 1 inch (25 mm), and seal joints with flashing sealant. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install prefabricated sections of same material as that of straight segments of pipe 
insulation when available. Secure according to manufacturer's written instructions. 

2. When preformed sections of insulation are not available, install mitered or routed sections 
of cellular-glass insulation. Secure insulation materials with wire or bands. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install prefabricated sections of cellular-glass insulation to valve body. 
2. Arrange insulation to permit access to packing and to allow valve operation without 

disturbing insulation. 
3. Install insulation to flanges as specified for flange insulation application. 

3.7 INSTALLATION OF FLEXIBLE ELASTOMERIC INSULATION 

A. Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate 
openings in insulation that allow passage of air to surface being insulated. 

B. Insulation Installation on Pipe Flanges: 

1. Install pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of 

adjacent straight pipe segments with cut sections of sheet insulation of same thickness 
as that of pipe insulation. 

4. Secure insulation to flanges and seal seams with manufacturer's recommended adhesive 
to eliminate openings in insulation that allow passage of air to surface being insulated. 

C. Insulation Installation on Pipe Fittings and Elbows: 
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1. Install sections of pipe insulation and miter if required in accordance with manufacturer's 
written instructions. 

2. Secure insulation materials and seal seams with manufacturer's recommended adhesive 
to eliminate openings in insulation that allow passage of air to surface being insulated. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install prefabricated valve covers manufactured of same material as that of pipe 
insulation when available. 

2. When prefabricated valve covers are not available, install cut sections of pipe and sheet 
insulation to valve body. Arrange insulation to permit access to packing and to allow 
valve operation without disturbing insulation. 

3. Install insulation to flanges as specified for flange insulation application. 
4. Secure insulation to valves and specialties, and seal seams with manufacturer's 

recommended adhesive to eliminate openings in insulation that allow passage of air to 
surface being insulated. 

3.8 INSTALLATION OF FIELD-APPLIED JACKETS 

A. Where glass-cloth jackets are indicated, install directly over bare insulation or insulation with 
factory-applied jackets. 

1. Draw jacket smooth and tight to surface with 2-inch overlap at seams and joints. 
2. Embed glass cloth between two 0.062-inch-thick coats of lagging adhesive. 
3. Completely encapsulate insulation with coating, leaving no exposed insulation. 

B. Where FSK jackets are indicated, install as follows: 

1. Draw jacket material smooth and tight. 
2. Install lap or joint strips with same material as jacket. 
3. Secure jacket to insulation with manufacturer's recommended adhesive. 
4. Install jacket with 1-1/2-inch laps at longitudinal seams and 3-inch-wide joint strips at end 

joints. 
5. Seal openings, punctures, and breaks in vapor-retarder jackets and exposed insulation 

with vapor-barrier mastic. 

C. Where PVC jackets are indicated, install with 1-inch overlap at longitudinal seams and end 
joints. Seal with manufacturer's recommended adhesive. 

1. Apply two continuous beads of adhesive to seams and joints, one bead under lap and the 
finish bead along seam and joint edge. 

D. Where metal jackets are indicated, install with 2-inch overlap at longitudinal seams and end 
joints. Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof 
sealant recommended by insulation manufacturer. Secure jacket with stainless steel bands 12 
inches o.c. and at end joints. 

3.9 FINISHES 

A. Insulation with ASJ, Glass-Cloth, or Other Paintable Jacket Material: Paint jacket with paint 
system identified below and as specified in Section 099113 "Exterior Painting" and 
Section 099123 "Interior Painting." 



DMC RPi Fit-Out  Niceville Florida 
 

PLUMBING PIPING INSULATION 220719 - 13 

1. Flat Acrylic Finish: Two finish coats over a primer that is compatible with jacket material 
and finish coat paint. Add fungicidal agent to render fabric mildew proof. 

a. Finish Coat Material: Interior, flat, latex-emulsion size. 

B. Flexible Elastomeric Thermal Insulation: After adhesive has fully cured, apply two coats of 
insulation manufacturer's recommended protective coating. 

C. Color: Final color as selected by Architect. Vary first and second coats to allow visual inspection 
of the completed Work. 

D. Do not field paint aluminum or stainless steel jackets. 

3.10 FIELD QUALITY CONTROL 

A. Owner will engage a qualified testing agency to perform tests and inspections. 

B. Tests and Inspections: Inspect pipe, fittings, strainers, and valves, randomly selected by 
Architect, by removing field-applied jacket and insulation in layers in reverse order of their 
installation. Extent of inspection is limited to three locations of straight pipe, three locations of 
threaded fittings, three locations of welded fittings, two locations of threaded strainers, two 
locations of welded strainers, three locations of threaded valves, and three locations of flanged 
valves for each pipe service defined in the "Piping Insulation Schedule, General" Article. 

C. All insulation applications will be considered defective if they do not pass tests and inspections. 

D. Prepare test and inspection reports. 

3.11 PIPING INSULATION SCHEDULE, GENERAL 

A. Acceptable preformed pipe and tubular insulation materials and thicknesses are identified for 
each piping system and pipe size range. If more than one material is listed for a piping system, 
selection from materials listed is Contractor's option. 

B. Items Not Insulated: Unless otherwise indicated, do not install insulation on the following: 

1. Drainage piping located in crawl spaces. 
2. Underground piping. 
3. Chrome-plated pipes and fittings unless there is a potential for personnel injury. 

3.12 INDOOR PIPING INSULATION SCHEDULE 

A. Domestic Cold Water: 

1. NPS 1 and Smaller: Insulation is the following: 
a. Flexible Elastomeric: 1/2 inch (13 mm) thick. 

2. NPS 1-1/4 and Larger: Insulation is the following: 
a. Flexible Elastomeric: 1 inch thick. 

B. Domestic Hot and Recirculated Hot Water: 
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1. NPS 1-1/4 and Smaller: Insulation is the following: 
a. Flexible Elastomeric: 3/4 inch thick. 

2. NPS 1-1/2 (DN 40) and Larger: Insulation is the following: 
a. Flexible Elastomeric: 1 inch thick. 

C. Domestic Chilled Water (Potable): 

1. All Pipe Sizes: Insulation is the following: 
a. Flexible Elastomeric: 1 inch thick. 

D. Stormwater and Overflow: 

1. All Pipe Sizes: Insulation is the following: 
a. Flexible Elastomeric: 1 inch thick. 

E. Roof Drain and Overflow Drain Bodies: 

1. All Pipe Sizes: Insulation is the following: 
a. Flexible Elastomeric: 1 inch thick. 

F. Exposed Sanitary Drains, Domestic Water, Domestic Hot Water, and Stops for Plumbing 
Fixtures for People with Disabilities: 

1. All Pipe Sizes: Insulation is the following: 

a. Flexible Elastomeric: 1/2 inch thick. 

G. Floor Drains, Traps, and Sanitary Drain Piping within 10 Feet of Drain Receiving Condensate 
and Equipment Drain Water below 60 Deg F: 

1. All Pipe Sizes: Insulation is the following: 
a. Flexible Elastomeric: 3/4 inch thick. 

H. Hot Service Drains: 

1. All Pipe Sizes: Insulation is the following: 

a. Cellular Glass: 1-1/2 inches thick. 

I. Hot Service Vents: 

1. All Pipe Sizes: Insulation is the following: 

a. Cellular Glass: 1-1/2 inches thick. 

3.13 OUTDOOR, ABOVEGROUND PIPING INSULATION SCHEDULE 

A. Domestic Water Piping: 

1. All Pipe Sizes: Insulation is the following: 
a. Flexible Elastomeric: 2 inches thick. 

B. Domestic Hot and Recirculated Hot Water: 
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1. All Pipe Sizes: Insulation is the following: 
a. Flexible Elastomeric: 2 inches thick. 

C. Hot Service Drains: 

1. All Pipe Sizes: Insulation is the following: 

a. Cellular Glass: 1-1/2 inches thick. 

D. Hot Service Vents: 

1. All Pipe Sizes: Insulation is the following: 

a. Cellular Glass: 1-1/2 inches thick. 

3.14 OUTDOOR, UNDERGROUND PIPING INSULATION SCHEDULE 

A. Chilled Water, All Sizes: Cellular glass, 2 inches thick. 

3.15 INDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-
applied jacket over the factory-applied jacket. 

B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Piping, Concealed: 
1. Aluminum, Smooth: 0.016 inch thick. 

D. Piping, Exposed: 
1. Aluminum, Smooth: 0.016 inch thick. 

3.16 OUTDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-
applied jacket over the factory-applied jacket. 

B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Piping, Concealed: 
1. Aluminum, Smooth: 0.016 inch thick. 

D. Piping, Exposed: 
1. Aluminum, Smooth: 0.016 inch thick. 

3.17 UNDERGROUND, FIELD-APPLIED INSULATION JACKET 

A. For underground direct-buried piping applications, install underground direct-buried jacket over 
insulation material. 
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END OF SECTION 220719 
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SECTION 220800 - COMMISSIONING OF PLUMBING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes Cx process requirements for the following plumbing systems, assemblies, and 
equipment: 

1. Domestic hot- and cold-water piping. 
2. Sanitary waste and vent piping. 
3. Storm drainage piping. 
4. Plumbing pumps. 
5. Plumbing equipment. 

B. Related Requirements: 

1. Section 019113 "General Commissioning Requirements" for general Cx process 
requirements and CxA responsibilities. 

2. For construction checklists, comply with requirements in various Division 22 Sections 
specifying plumbing systems, system components, equipment, and products. 

1.2 DEFINITIONS 

A. Cx: Commissioning, as defined in Section 019113 "General Commissioning Requirements." 

B. CxA: Commissioning Authority, as defined in Section 019113 "General Commissioning 
Requirements." 

C. IAPMO: International Association of Plumbing and Mechanical Officials. 

D. IgCC: International Green Construction Code. 

E. "Systems," "Assemblies," "Subsystems," "Equipment," and "Components": Where these terms 
are used together or separately, they shall mean "as-built" systems, assemblies, subsystems, 
equipment, and components. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For plumbing testing technician. 

B. Construction Checklists: 

1. Draft Cx plan, including draft construction checklists to be prepared by CxA under 
Section 019113 "General Commissioning Requirements." Contractor is to review 
Construction Checklist in accordance with requirements in Section 019113 "General 
Commissioning Requirements" and ASHRAE 202 and to resolve any issues with the 
CxA. 

2. Cx plan, including material, installation, and performance construction checklists for 
systems, assemblies, subsystems, equipment, and components relating to plumbing to 
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be part of the Cx process and in accordance with requirements in Section 019113 
"General Commissioning Requirements", IAPMO "Green Plumbing and Mechanical Code 
Supplement," and ASHRAE 202. 

C. Test Equipment and Instruments: For all test equipment and instruments to be used in 
conducting Cx tests by Contractor, provide the following: 

1. Equipment/instrument identification number. 
2. Planned Cx application or use. 
3. Manufacturer, make, model, and serial number. 
4. Calibration history, including certificates from agencies that calibrate the equipment and 

instrumentation. 
5. Equipment manufacturers' proprietary instrumentation and tools. For each instrument or 

tool, identify the following: 

a. Instrument or tool identification number. 
b. Equipment schedule designation of equipment for which the instrument or tool is 

required. 
c. Manufacturer, make, model, and serial number. 
d. Calibration history, including certificates from agencies that calibrate the 

instrument or tool, where appropriate. 

1.4 QUALITY ASSURANCE 

A. Plumbing Testing Technician Qualifications: Technicians to perform plumbing Construction 
Checklist verification tests. Construction Checklist verification test demonstrations, Cx tests, and 
Cx test demonstrations shall have the following minimum qualifications: 

1. Journey level or equivalent skill level with knowledge of plumbing system, electrical 
concepts, and building operations. 

2. Minimum three years' experience installing, servicing, and operating systems 
manufactured by approved manufacturer. 

B. Medical Gas Piping Systems Testing Technician Qualifications: Technicians to perform medical 
compressed-air, vacuum, and medical gas piping for laboratory and healthcare facilities sy[stem 
Construction Checklist verification tests. Construction Checklist verification test demonstrations, 
Cx tests, and Cx test demonstrations shall have the following minimum qualifications: 

1. Journey level or equivalent skill level. Vocational school four-year-program graduate or 
an Associate's degree in mechanical systems, plumbing systems, or similar field. Degree 
requirement may be offset by three years' experience in servicing plumbing systems and 
gas piping for laboratory and healthcare facilities. Generally, required knowledge includes 
design and maintenance of gas piping for laboratory and healthcare facility systems, 
electrical concepts, building operations, and application and use of tools and 
instrumentation to measure performance of plumbing system equipment, assemblies, 
and systems. 

2. Minimum three years' experience installing, servicing, and operating systems 
manufactured by approved manufacturer. 

C. Testing Equipment and Instrumentation Quality and Calibration: 

1. Capable of testing and measuring performance within the specified acceptance criteria. 
2. Be calibrated at manufacturer's recommended intervals with current calibration tags 

permanently affixed to the instrument being used. 
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3. Be maintained in good repair and operating condition throughout duration of use on 
Project. 

4. Be recalibrated/repaired if dropped or damaged in any way since last calibrated. 

D. Proprietary Test Instrumentation and Tools: 

1. Equipment Manufacturer's Proprietary Instrumentation and Tools: For installed equipment 
included in the Cx process, test instrumentation and tools manufactured or prescribed by 
equipment manufacturer to service, calibrate, adjust, repair, or otherwise work on its 
equipment or required as a condition of equipment warranty, shall comply with the 
following: 

a. Be calibrated by manufacturer with current calibration tags permanently affixed. 
b. Include a separate list of proprietary test instrumentation and tools in operation and 

maintenance manuals. 
c. Plumbing system proprietary test instrumentation and tools become property of 

Owner at the time of Substantial Completion. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 Cx PROCESS 

A. Perform Cx process for plumbing systems in accordance with: 

1. IgCC, which requires compliance with ASHRAE 202. 
2. Commissioning standards acceptable to the authority having jurisdiction. 

3.2 CONSTRUCTION CHECKLISTS 

A. Preliminary detailed construction checklists are to be prepared under Section 019113 "General 
Commissioning Requirements" for each plumbing system, assembly, subsystem, equipment, 
and component required to be commissioned, as detailed in IgCC. Contractor performs the 
following: 

1. Review plumbing preliminary construction checklists and provide written comments on 
Construction Checklist items where appropriate. 

2. Return preliminary Construction Checklist with review comments within 10 days of 
receipt. 

3. When review comments have been resolved, the CxA will provide final construction 
checklists marked "Approved for Use, (date)." 

4. Use only construction checklists marked "Approved for Use, (date)." Mark construction 
checklists in the appropriate place, as indicated Project events are completed, and 
provide pertinent details and other information. 

B. Prepare preliminary detailed construction checklists for each plumbing system, assembly, 
subsystem, equipment, and component required to be commissioned, as detailed in IgCC. 

1. Submit preliminary construction checklists to CxA and Designer for review. 
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2. When review comments have been resolved, the CxA will provide final construction 
checklists marked "Approved for Use, (date)." 

3. Use only construction checklists marked "Approved for Use, (date)." Mark construction 
checklists in the appropriate place as indicated Project events are completed, and 
provide pertinent details and other information. 

C. Systems Required to Be Commissioned under IgCC:  

1. Domestic hot-water systems and controls. 
2. Water-pumping and -mixing systems over 5 hp and purification systems. 
3. Irrigation system performance that uses more than 1000 gal. per day. 
4. Renewable energy systems and energy storage systems. 

D. Additional Systems Required to Be Commissioned: 

1. Facility water-distribution piping, including the following: 

a. Domestic water piping, fittings, and specialties outside the building. 
b. Pumps, motors, accessories, and controls. 
c. Sleeves and sleeve seals. 
d. Meters and gauges. 
e. General-duty and specialty valves. 
f. Hangers and supports. 
g. Vibration isolation. 

2. Domestic water piping, including the following: 

a. Domestic cold- and hot-water piping, fittings, and specialties inside the building. 
b. Pumps, motors, accessories, and controls. 
c. Sleeves and sleeve seals. 
d. Indoor water-storage tanks. 
e. Meters and gauges. 
f. General-duty and specialty valves. 
g. Hangers and supports. 
h. Vibration isolation. 

3. Sanitary waste and vent piping, including the following: 

a. Gravity and forced-main sewerage piping, fittings, and specialties. 
b. Sanitary waste interceptors. 
c. Pumps, motors, accessories, and controls. 
d. Drains. 
e. Sleeves and sleeve seals. 
f. Meters and gauges. 
g. General-duty and specialty valves. 
h. Hangers and supports. 
i. Vibration isolation. 

4. Storm-water piping, including the following: 

a. Drainage piping, fittings, and specialties. 
b. Pumps, motors, accessories, and controls. 
c. Drains and collection basins. 
d. Sleeves and sleeve seals. 
e. Meters and gauges. 
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f. General-duty and specialty valves. 
g. Hangers and supports. 
h. Vibration isolation. 

5. Plumbing fixtures, including the following: 

a. Water closets, supports and connections, supplies, and flush valves. 
b. Urinals, supports and connections, supplies, and flush valves. 
c. Lavatories, supports, supplies, drain connections, and faucets. 
d. Sinks, supports, supplies, drain connections, and faucets. 
e. Tubs, drain connections, and faucets. 
f. Showers, supplies, drain connections, and faucets. 
g. Wash fountains, supplies, drain connections, and faucets. 
h. Emergency plumbing fixtures, supplies, drain connections, and controls. 
i. Drinking fountains, supplies, and drainage connections. 

3.3 Cx TESTING PREPARATION 

A. Certify that plumbing systems, subsystems, and equipment have been installed, calibrated, and 
started and that they are operating in accordance with the Contract Documents and approved 
submittals. 

B. Certify that plumbing system instrumentation and control systems have been completed and 
calibrated, point-to-point checkout has been successfully completed, and systems are operating 
in accordance with their design sequence of operation, Contract Documents, and approved 
submittals. Certify that all sensors are operating within specified accuracy and that all systems 
are set to and maintaining set points as required by the design documents. 

C. Set systems, subsystems, and equipment into operating mode to be tested in accordance with 
approved test procedures (for example, normal shutdown, normal auto position, normal manual 
position, unoccupied cycle, emergency power, and alarm conditions). 

3.4 Cx TEST CONDITIONS 

A. Perform tests using design conditions, whenever possible. 

1. Simulated conditions may, with approval of Architect, be imposed using an artificial load 
when it is impractical to test under design conditions. Before simulating conditions, 
calibrate testing instruments. Provide equipment to simulate loads. Set simulated 
conditions as directed by CxA, and document simulated conditions and methods of 
simulation. After tests, return configurations and settings to normal operating conditions. 

2. Cx test procedures may direct that set points be altered when simulating conditions is 
impractical. 

3. Cx test procedures may direct that sensor values be altered with a signal generator when 
design or simulating conditions and altering set points are impractical. 

B. If tests cannot be completed because of a deficiency outside the scope of the plumbing system, 
document the deficiency and report it to Architect. After deficiencies are resolved, reschedule 
tests. 

C. If seasonal testing is specified, complete appropriate initial performance tests and 
documentation and schedule seasonal tests. 
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3.5 Cx TESTS COMMON TO PLUMBING SYSTEMS 

A. Measure capacities and effectiveness of systems, assemblies, subsystems, equipment, and 
components, including operational and control functions, to verify compliance with acceptance 
criteria. 

B. Test systems, assemblies, subsystems, equipment, and components for operating modes, 
interlocks, control responses, responses to abnormal or emergency conditions, and response 
compared to acceptance criteria. 

C. Coordinate schedule with, and perform Cx activities at the direction of, CxA. 

D. Comply with Construction Checklist requirements, including material verification, installation 
checks, startup, and performance test requirements specified in Division 22 Sections specifying 
plumbing systems and equipment. 

E. Provide technicians, instrumentation, tools, and equipment to perform and document the 
following: 

1. Cx Construction Checklist verification tests. 
2. Cx Construction Checklist verification test demonstrations. 

3.6 CONSTRUCTION CHECKLIST EXAMPLES 

A. Vibration Isolation in Plumbing Systems: 

1. Prerequisites: Acceptance of results of construction checklists for vibration control 
devices specified in Section 220548.13 "Vibration Controls for Plumbing Piping and 
Equipment." 

2. Components to Be Tested: 

a. Vibration isolation control devices in plumbing systems. 
b. Support systems. 

3. Test Purpose: Evaluate effectiveness of vibration isolation control devices. 
4. Test Conditions: Measure vibration of the facility structure at three locations designated 

by Owner's witness at the following operating conditions: 

a. Maximum speed. 
b. Minimum speed. 
c. Critical speed. 

5. Acceptance Criteria: Structure-borne vibration not to exceed specified performance. 

B. Supervision of Alarms in Plumbing Systems: 

1. Prerequisites: Acceptance of results of construction checklists for plumbing systems 
specified in the following Sections: 
a. Section 221429 "Sump Pumps." 

2. Test Scope: 

a. Supervised plumbing system alarms. 
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3. Test Purpose: 

a. Verify reporting of supervised plumbing alarm at building management system. 

4. Test Conditions: 

a. Alarm monitoring systems operating in normal, automatic mode. 
b. Activate supervised plumbing alarms, one at a time. 

5. Acceptance Criteria: 

a. Activation of supervised plumbing alarm generates alarm at building management 
system control panel. 

C. Plumbing Meter Reporting: 

1. Prerequisites: Acceptance of results of construction checklists for plumbing systems 
specified in the following Sections : 

a. Section 221119 "Domestic Water Piping Specialties." 

2. Test Scope: 

a. Supervised plumbing system water meters. 

3. Test Purpose: 

a. Verify accuracy of reporting of supervised plumbing system water meters at 
building management system. 

4. Test Conditions: 

a. Plumbing system water meter recording systems operating in normal, automatic 
mode. 

b. Compare cumulative consumption data at plumbing system water meter recording 
systems with independent, calibrated, flow-measuring instrumentation under the 
following conditions: 

1) Low Flow: 1 percent of maximum design flow rate for a period of four hours. 
2) High Flow: 80 percent of maximum design flow rate for a period of 20 

minutes. 

c. Activate supervised plumbing alarms, one at a time. 

5. Acceptance Criteria: 

a. Cumulative flow reported for low-flow condition is within 5 percent flow recorded by 
calibrated flow-measuring instrumentation. 

b. Cumulative flow reported for high-flow condition is within 1 percent flow recorded 
by calibrated flow-measuring instrumentation. 

END OF SECTION 220800 
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SECTION 221116 - DOMESTIC WATER PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Copper tube and fittings - domestic water. 
2. Piping joining materials - domestic water. 

B. Related Requirements: 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Piping layout, or BIM model, drawn to scale, showing the items 
described in this Section, and coordinated with all building trades. 

B. System purging and disinfecting activities report. 

C. Field quality-control reports. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications: Installers of pressure-sealed joints are to be certified by pressure-seal 
joint manufacturer as having been trained and qualified to join piping with pressure-seal pipe 
couplings and fittings. 

1.5 FIELD CONDITIONS 

A. Interruption of Existing Water Service: Do not interrupt water service to facilities occupied by 
Owner or others unless permitted under the following conditions and then only after arranging to 
provide temporary water service in accordance with requirements indicated: 

1. Notify Construction Manager no fewer than two days in advance of proposed interruption 
of water service. 

2. Do not interrupt water service without Construction Manager's written permission. 



DMC RPi Fit-Out  Niceville Florida 
 

DOMESTIC WATER PIPING 221116 - 2 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Domestic water piping, tubing, fittings, joints, and appurtenances intended to convey or 
dispense water for human consumption are to comply with the U.S. Safe Drinking Water Act, 
with requirements of authorities having jurisdiction, and with NSF 61 and NSF 372, or be 
certified in compliance with NSF 61 and NSF 372 by an ANSI-accredited third-party certification 
body, in that the weighted average lead content at wetted surfaces is less than or equal to 0.25 
percent. 

2.2 PIPING MATERIALS 

A. Potable-water piping and components are to comply with NSF 14, NSF 61, and NSF 372. 

2.3 COPPER TUBE AND FITTINGS - DOMESTIC WATER 

A. Drawn-Temper Copper Tube: ASTM B88, Type K and ASTM B88, Type L. 

B. Copper-Tube, Push-on-Joint Fittings - Domestic Water: 
1. Source Limitations: Obtain copper-tube, push-on-joint fittings from single manufacturer. 
2. Description: 

a. Cast-copper fitting complying with ASME B16.18 or wrought-copper fitting 
complying with ASME B 16.22. 

PART 3 - EXECUTION 

3.1 PIPING APPLICATIONS 

A. Transition and special fittings with pressure ratings at least equal to piping rating may be used 
in applications below unless otherwise indicated. 

B. Flanges and unions may be used for aboveground piping joints unless otherwise indicated. 

C. Fitting Option: Extruded-tee connections and brazed joints may be used on aboveground 
copper tubing. 

D. Under-building-slab, domestic water, building-service piping, NPS 3 (DN 80) and smaller is to 
be the following: 

1. Annealed-temper copper tube, ASTM B88, Type K copper pressure-seal fittings; and 
pressure-sealed joints. 

E. Aboveground domestic water piping, NPS 2 (DN 50) and smaller is to be the following: 
1. Drawn-temper copper tube, ASTM B88, Type L (ASTM B88M, Type B); copper push-on 

joint fittings; and push-on joints. 

F. Aboveground domestic water piping, NPS 2-1/2 to NPS 4 (DN 65 to DN 100) is to be the 
following: 
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1. Drawn-temper copper tube, ASTM B88, Type L; copper pressure-seal-joint fittings; and 
pressure-sealed joints. 

3.2 EARTHWORK 

A. Comply with requirements in Section 312000 "Earth Moving" for excavating, trenching, and 
backfilling. 

3.3 INSTALLATION OF PIPING 

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of 
domestic water piping. Indicated locations and arrangements are used to size pipe and 
calculate friction loss, expansion, and other design considerations. Install piping as indicated 
unless deviations to layout are approved on coordination drawings. 

B. Install copper tubing under building slab in accordance with CDA's "Copper Tube Handbook." 

C. Install underground copper tube in PE encasement in accordance with ASTM A674 or 
AWWA C105/A21.5. 

D. Install valves in accordance with Section 220523 "General-Duty Valves for Plumbing Piping." 

E. Install piping concealed from view and protected from physical contact by building occupants 
unless otherwise indicated and except in equipment rooms and service areas. 

F. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls. Diagonal runs are prohibited unless specifically indicated 
otherwise. 

G. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal, and 
coordinate with other services occupying that space. 

H. Install piping to permit valve servicing. 

I. Install nipples, unions, special fittings, and valves with pressure ratings the same as or higher 
than the system pressure rating used in applications below unless otherwise indicated. 

J. Install piping free of sags and bends. 

K. Install fittings for changes in direction and branch connections. 

L. Install unions in copper tubing at final connection to each piece of equipment, machine, and 
specialty. 

M. Install sleeve seals for piping penetrations of concrete walls and slabs.  

N. Install escutcheons for piping penetrations of walls, ceilings, and floors.  

3.4 JOINT CONSTRUCTION 

A. Ream ends of pipes and tubes and remove burrs.  
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B. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before 
assembly. 

C. Pressure-Sealed Joints for Copper Tubing: Join copper tube and pressure-seal fittings with 
tools and procedure recommended by pressure-seal-fitting manufacturer. Leave insertion marks 
on pipe after assembly. 

D. Push-on Joints for Copper Tubing: Clean end of tube. Measure insertion depth with 
manufacturer's depth gage. Join copper tube and push-on joint fittings by inserting tube to 
measured depth. 

E. Flanged Joints: Select appropriate asbestos-free, nonmetallic gasket material in size, type, and 
thickness suitable for domestic water service. Join flanges with gasket and bolts in accordance 
with ASME B31.9. 

3.5 INSTALLATION OF HANGERS AND SUPPORTS 

A. Comply with requirements for hangers, supports, and anchor devices in Section 220529 
"Hangers and Supports for Plumbing Piping and Equipment." 

B. Install hangers for copper pipe, with maximum horizontal spacing and minimum rod diameters, 
to comply with MSS SP-58, locally enforced codes, and authorities having jurisdiction 
requirements, whichever are most stringent. 

C. Support horizontal piping within 12 inches of each fitting. 

D. Support vertical runs of copper pipe to comply with MSS SP-58, locally enforced codes, and 
authorities having jurisdiction requirements, whichever are most stringent. 

3.6 PIPING CONNECTIONS 

A. Drawings indicate general arrangement of piping, fittings, and specialties. 

B. When installing piping adjacent to equipment and machines, allow space for service and 
maintenance. 

C. Connect domestic water piping to exterior water-service piping. Use transition fitting to join 
dissimilar piping materials. 

D. Connect domestic water piping to water-service piping with shutoff valve; extend and connect to 
the following: 
1. Water Heaters: Cold-water inlet and hot-water outlet piping in sizes indicated, but not 

smaller than sizes of water heater connections. 
2. Plumbing Fixtures: Cold- and hot-water-supply piping in sizes indicated, but not smaller 

than that required by plumbing code. 
3. Equipment: Cold- and hot-water-supply piping as indicated, but not smaller than 

equipment connections. Provide shutoff valve and union for each connection. Use 
flanges instead of unions for NPS 2-1/2 and larger. 
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3.7 IDENTIFICATION 

A. Identify system components. Comply with requirements for identification materials and 
installation in Section 220553 "Identification for Plumbing Piping and Equipment." 

3.8 CLEANING 

A. Clean and disinfect potable domestic water piping as follows: 

1. Purge new piping and parts of existing piping that have been altered, extended, or 
repaired before using. 

2. Use purging and disinfecting procedures prescribed by authorities having jurisdiction; if 
methods are not prescribed, use procedures described in either AWWA C651 or 
AWWA C652 or follow procedures described below: 

a. Flush piping system with clean, potable water until dirty water does not appear at 
outlets. 

b. Fill and isolate system in accordance with either of the following: 

1) Fill system or part thereof with water/chlorine solution with at least 50 ppm 
of chlorine. Isolate with valves and allow to stand for 24 hours. 

2) Fill system or part thereof with water/chlorine solution with at least 200 ppm 
of chlorine. Isolate and allow to stand for three hours. 

c. Flush system with clean, potable water until no chlorine is in water coming from 
system after the standing time. 

d. Repeat procedures if biological examination shows contamination. 
e. Submit water samples in sterile bottles to authorities having jurisdiction. 

B. Prepare and submit reports of purging and disinfecting activities. Include copies of water-
sample approvals from authorities having jurisdiction. 

C. Clean interior of domestic water piping system. Remove dirt and debris as work progresses. 

3.9 ADJUSTING 

A. Perform the following adjustments before operation: 

1. Close drain valves, hydrants, and hose bibbs. 
2. Open shutoff valves to fully open position. 
3. Open throttling valves to proper setting. 
4. Adjust balancing valves in hot-water-circulation return piping to provide adequate flow. 

a. Manually adjust ball-type balancing valves in hot-water-circulation return piping to 
provide hot-water flow in each branch. 

b. Adjust calibrated balancing valves to flows indicated. 

5. Remove plugs used during testing of piping and for temporary sealing of piping during 
installation. 

6. Remove and clean strainer screens. Close drain valves and replace drain plugs. 
7. Remove filter cartridges from housings and verify that cartridges are as specified for 

application where used and are clean and ready for use. 
8. Check plumbing specialties and verify proper settings, adjustments, and operation. 
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3.10 FIELD QUALITY CONTROL 

A. Tests and Inspections: 

1. Piping Inspections: 

a. Do not enclose, cover, or put piping into operation until it has been inspected and 
approved by authorities having jurisdiction. 

b. During installation, notify authorities having jurisdiction at least one day before 
inspection must be made. Perform tests specified below in presence of authorities 
having jurisdiction: 

1) Roughing-in Inspection: Arrange for inspection of piping before concealing 
or closing in after installation and before setting fixtures. 

2) Final Inspection: Arrange for authorities having jurisdiction to observe tests 
specified in "Piping Tests" Subparagraph below and to ensure compliance 
with requirements. 

c. Reinspection: If authorities having jurisdiction find that piping will not pass tests or 
inspections, make required corrections and arrange for reinspection. 

d. Reports: Prepare inspection reports and have them signed by authorities having 
jurisdiction. 

2. Piping Tests: 

a. Fill domestic water piping. Check components to determine that they are not air 
bound and that piping is full of water. 

b. Test for leaks and defects in new piping and parts of existing piping that have been 
altered, extended, or repaired. If testing is performed in segments, submit a 
separate report for each test, complete with diagram of portion of piping tested. 

c. Leave new, altered, extended, or replaced domestic water piping uncovered and 
unconcealed until it has been tested and approved. Expose work that was covered 
or concealed before it was tested. 

d. Cap and subject piping to static water pressure of 50 psig above operating 
pressure, without exceeding pressure rating of piping system materials. Isolate test 
source and allow it to stand for four hours. Leaks and loss in test pressure 
constitute defects that must be repaired. 

e. Repair leaks and defects with new materials, and retest piping or portion thereof 
until satisfactory results are obtained. 

f. Prepare reports for tests and for corrective action required. 

B. Domestic water piping will be considered defective if it does not pass tests and inspections. 

C. Prepare test and inspection reports. 

END OF SECTION 221116 
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SECTION 221119 - DOMESTIC WATER PIPING SPECIALTIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Vacuum breakers. 
2. Backflow preventers. 
3. Temperature-actuated, water mixing valves. 
4. Outlet boxes. 
5. Wall hydrants. 
6. Drain valves. 
7. Water-hammer arresters. 
8. Trap-seal primer device. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For domestic water piping specialties. 

1. Include diagrams for power, signal, and control wiring. 

1.3 INFORMATIONAL SUBMITTALS 

A. Test and inspection reports. 

B. Field quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For domestic water piping specialties to include in 
emergency, operation, and maintenance manuals. 

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS FOR PIPING SPECIALTIES 

A. Domestic water piping specialties intended to convey or dispense water for human consumption 
are to comply with the SDWA, requirements of authorities having jurisdiction, and NSF 61 and 
NSF 372, or to be certified in compliance with NSF 61 and NSF 372 by an American National 
Standards Institute (ANSI)-accredited third-party certification body that the weighted average 
lead content at wetted surfaces is less than or equal to 0.25 percent. 
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2.2 VACUUM BREAKERS 

A. Hose-Connection Vacuum Breakers: 

 
1. Standard: ASSE 1011. 
2. Body: Bronze, nonremovable, with manual drain. 
3. Outlet Connection: Garden-hose threaded complying with ASME B1.20.7. 
4. Finish: Chrome or nickel plated. 

2.3 BACKFLOW PREVENTERS 

A. Reduced-Pressure-Principle Backflow Preventers  

 
1. Standard: ASSE 1013. 
2. Operation: Continuous-pressure applications. 
3. Pressure Loss: 12.5 psig maximum, at ~10-20 gpm, and 8 psig at ~100-225 gpm . 
4. Design Flow Rate: 68 gpm. 
5. Selected Unit Flow Range Limits: Maximum 100 gpm. 
6. Pressure Loss at Design Flow Rate: 10 psig. 
7. Body: Stainless steel. 
8. End Connections: Flanged 
9. Configuration: Designed for horizontal, straight-through flow. 
10. Accessories: 

a. Valves: Outside-screw and yoke-gate type with flanged ends on inlet and outlet. 
b. Air-Gap Fitting: ASME A112.1.2, matching backflow-preventer connection. 

B. Backflow-Preventer Test Kits: 

 
1. Description: Factory calibrated, with gauges, fittings, hoses, and carrying case with test-

procedure instructions. 

2.4 TEMPERATURE-ACTUATED, WATER MIXING VALVES 

A. Primary, Thermostatic, Water Mixing Valves: 
1. Standard: ASSE 1017. 
2. Pressure Rating: 125 psig minimum unless otherwise indicated. 
3. Type: Exposed-mounted, thermostatically controlled, water mixing valve. 
4. Material: Bronze body with corrosion-resistant interior components. 
5. Connections: Threaded union inlets and outlet. 
6. Accessories: Manual temperature control, check stops on hot- and cold-water supplies, 

and adjustable, temperature-control handle. 
7. Tempered-Water Setting: 120 deg F. 
8. Tempered-Water Design Flow Rate: 18 gpm. 
9. Selected Valve Flow Rate at 45-psig (310-kPa) Pressure Drop: 127 gpm. 
10. Pressure Drop at Design Flow Rate: 2.5 psig. 
11. Valve Finish: Rough bronze. 
12. Piping Finish: Chrome plated. 
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2.5 OUTLET BOXES 

A. Icemaker Outlet Boxes: 
 

1. Mounting: Recessed. 
2. Material and Finish: Enameled-steel, epoxy-painted-steel, or plastic box and faceplate. 
3. Faucet: Valved fitting complying with ASME A112.18.1. Include NPS 1/2 or smaller 

copper tube outlet. 
4. Accessory: Water hammer arrestor. 
5. Supply Shutoff Fitting: NPS 1/2 ball valve and NPS 1/2 copper, water tubing. 

2.6 WALL HYDRANTS 

A. Nonfreeze Vacuum Breaker Wall Hydrants: 
 

1. Standard: ASSE 1019, Type A or Type B. 
2. Type: Automatic draining with integral air-inlet valve. 
3. Classification: Type A, for automatic draining with hose removed or Type B, for automatic 

draining with hose removed or with hose attached and nozzle closed. 
4. Pressure Rating: 125 psig. 
5. Operation: Loose key. 
6. Casing and Operating Rod: Of length required to match wall thickness. Include wall 

clamp. 
7. Outlet: Exposed with garden-hose thread complying with ASME B1.20.7. 

2.7 DRAIN VALVES 

A. Ball-Valve-Type, Hose-End Drain Valves: 

1. Standard: MSS SP-110 for standard-port, two-piece ball valves. 
2. Pressure Rating: 400-psig minimum CWP. 
3. Size: NPS 3/4. 
4. Body: Copper alloy. 
5. Ball: Chrome-plated brass. 
6. Seats and Seals: Replaceable. 
7. Handle: Vinyl-covered steel. 
8. Inlet: Threaded or solder joint. 
9. Outlet: Threaded, short nipple with garden-hose thread complying with ASME B1.20.7 

and cap with brass chain. 

2.8 WATER-HAMMER ARRESTERS 

A. Water-Hammer Arresters: 
 

1. Standard: ASSE 1010 or PDI-WH 201. 
2. Type: Piston. 
3. Size: ASSE 1010, Sizes AA and A through F, or PDI-WH 201, Sizes A through F. 

2.9 TRAP-SEAL PRIMER DEVICE 

A. Supply-Type, Trap-Seal Primer Device: 
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1. Standard: ASSE 1018. 
2. Pressure Rating: 125 psig minimum. 
3. Body: Bronze. 
4. Inlet and Outlet Connections: NPS 1/2 threaded, union, or solder joint. 
5. Gravity Drain Outlet Connection: NPS 1/2 threaded or solder joint. 
6. Finish: Chrome plated, or rough bronze for units used with pipe or tube that is not chrome 

finished. 

B. Drainage-Type, Trap-Seal Primer Device: 
 

1. Standard: ASSE 1044, lavatory P-trap with NPS 3/8 minimum, trap makeup connection. 
2. Size: NPS 1-1/4 minimum. 
3. Material: Chrome-plated, cast brass. 

PART 3 - EXECUTION 

3.1 INSTALLATION OF PIPING SPECIALTIES 

A. Backflow Preventers: Install in each water supply to mechanical equipment and systems and to 
other equipment and water systems that may be sources of contamination. Comply with 
authorities having jurisdiction. 

1. Locate backflow preventers in same room as connected equipment or system. 
2. Install drain for backflow preventers with atmospheric-vent drain connection with air-gap 

fitting, fixed air-gap fitting, or equivalent positive pipe separation of at least two pipe 
diameters in drain piping and pipe-to-floor drain. Locate air-gap device attached to or 
under backflow preventer. Simple air breaks are unacceptable for this application. 

3. Do not install bypass piping around backflow preventers. 

B. Temperature-Actuated, Water Mixing Valves: Install with check stops or shutoff valves on inlets 
and with shutoff valve on outlet. 

C. Outlet Boxes: Install boxes recessed in wall or surface mounted on wall. Install 1-1/2-by-3-1/2-
inch fire-retardant-treated-wood blocking, wall reinforcement between studs.  

D. Water-Hammer Arresters: Install in water piping in accordance with PDI-WH 201. 

E. Supply-Type, Trap-Seal Primer Device: Install with outlet piping pitched down toward drain trap 
a minimum of 1 percent, and connect to floor-drain body, trap, or inlet fitting. Adjust valve for 
proper flow. 

F. Drainage-Type, Trap-Seal Primer Device: Install as lavatory trap with outlet piping pitched down 
toward drain trap a minimum of 1 percent, and connect to floor-drain body, trap, or inlet fitting. 

3.2 PIPING CONNECTIONS 

A. Drawings indicate general arrangement of piping, fittings, and specialties. 

B. When installing piping specialties adjacent to equipment and machines, allow space for service 
and maintenance. 
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3.3 ELECTRICAL CONNECTIONS 

A. Install electrical devices furnished by manufacturer, but not factory mounted, in accordance with 
NFPA 70 and NECA 1. 

3.4 CONTROL CONNECTIONS 

A. Connect control wiring by following manufacturer instructions. 

3.5 IDENTIFICATION 

A. Plastic Labels for Equipment: Install engraved plastic-laminate equipment nameplate or sign on 
or near each of the following: 

1. Vacuum breakers. 
2. Backflow preventers. 
3. Temperature-actuated, water mixing valves. 
4. Outlet boxes. 
5. Wall hydrants. 
6. Trap-seal primer device. 

B. Distinguish among multiple units, inform operator of operational requirements, indicate safety 
and emergency precautions, and warn of hazards and improper operations, in addition to 
identifying unit. Nameplates and signs are specified in Section 220553 "Identification for 
Plumbing Piping and Equipment." 

3.6 ADJUSTING 

A. Set field-adjustable temperature set points of temperature-actuated, water mixing valves. 

B. Adjust each pressure vacuum breaker and reduced-pressure-principle backflow preventer in 
accordance with manufacturer's written instructions, authorities having jurisdiction and the 
device's reference standard. 

3.7 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

B. Manufacturer's Field Service: Engage a factory-authorized service representative to test and 
inspect components, assemblies, and equipment installations, including connections. 

C. Perform the following tests and inspections. 

1. Test each pressure vacuum breaker and reduced-pressure-principle backflow preventer 
according to authorities having jurisdiction and the device's reference standard. 

2. Leak Test: After installation, charge system and test for leaks. Repair leaks and retest 
until no leaks exist. 

3. Operational Test: After electrical circuitry has been energized, start units to confirm unit 
operation. 

4. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and 
equipment. 
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D. Domestic water piping specialties will be considered defective if they do not pass tests and 
inspections. 

E. Prepare test and inspection reports. 

END OF SECTION 221119 



DMC RPi Fit-Out  Niceville Florida 
 

FACILITY SANITARY SEWERS 221313 - 1 

SECTION 221313 - FACILITY SANITARY SEWERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. PVC pipe and fittings. 
2. Cleanouts. 
3. Encasement for piping. 

1.3 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Pipe and fittings. 
2. Non-pressure and pressure couplings 
3. Expansion joints and deflection fittings. 
4. Backwater valves. 
5. Cleanouts. 

B. Shop Drawings: For manholes. Include plans, elevations, sections, details, and frames and 
covers. 

1.4 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: 

1. Show pipe sizes, locations, and elevations. Show other piping in same trench and 
clearances from sewer system piping. Indicate interface and spatial relationship between 
manholes, piping, and proximate structures. 

2. Show system piping in profile. Draw profiles to horizontal scale of not less than 1 inch 
equals 50 feet and to vertical scale of not less than 1 inch equals 5 feet. Indicate 
manholes and piping. Show types, sizes, materials, and elevations of other utilities 
crossing system piping. 

B. Product Certificates: For each type of pipe and fitting. 

C. Field quality-control reports. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Do not store plastic manholes, pipe, and fittings in direct sunlight. 
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B. Protect pipe, pipe fittings, and seals from dirt and damage. 

C. Handle manholes according to manufacturer's written rigging instructions. 

1.6 FIELD CONDITIONS 

A. Interruption of Existing Sanitary Sewerage Service: Do not interrupt service to facilities occupied 
by Owner or others unless permitted under the following conditions and then only after 
arranging to provide temporary service according to requirements indicated: 

1. Notify Construction Manager no fewer than two days in advance of proposed interruption 
of service. 

2. Do not proceed with interruption of service without Construction Manager's written 
permission. 

PART 2 - PRODUCTS 

2.1 PVC PIPE AND FITTINGS 

A. PVC Gravity Sewer Piping: 

1. Pipe and Fittings: ASTM F679, T-1 wall thickness, PVC gravity sewer pipe with bell-and-
spigot ends and with integral ASTM F477, elastomeric seals for gasketed joints. 

2.2 CLEANOUTS 

A. PVC Cleanouts: 

1. Description: PVC body with PVC threaded plug. Include PVC sewer pipe fitting and riser 
to cleanout of same material as sewer piping. 

2.3 ENCASEMENT FOR PIPING 

A. Standard: ASTM A674 or AWWA C105/A21.5. 

B. Material: Linear low-density polyethylene film of 0.008-inch minimum thickness. 

C. Form: Sheet or tube. 

D. Color: Black or natural. 

PART 3 - EXECUTION 

3.1 PIPING INSTALLATION 

A. General Locations and Arrangements: Drawing plans and details to indicate general location 
and arrangement of underground sanitary sewer piping. Location and arrangement of piping 



DMC RPi Fit-Out  Niceville Florida 
 

FACILITY SANITARY SEWERS 221313 - 3 

layout take into account design considerations. Install piping as indicated, to extent practical. 
Where specific installation is not indicated, follow piping manufacturer's written instructions. 

B. Install piping beginning at low point, true to grades and alignment indicated with unbroken 
continuity of invert. Place bell ends of piping facing upstream. Install gaskets, seals, sleeves, 
and couplings according to manufacturer's written instructions for using lubricants, cements, 
and other installation requirements. 

C. Install manholes for changes in direction unless fittings are indicated. Use fittings for branch 
connections unless direct tap into existing sewer is indicated. 

D. Install proper size increasers, reducers, and couplings where different sizes or materials of 
pipes and fittings are connected. Reducing size of piping in direction of flow is prohibited. 

E. Install gravity-flow, nonpressure, drainage piping according to the following: 

1. Install piping pitched down in direction of flow, at minimum slope of 1 percent unless 
otherwise indicated. 

2. Install piping with 36-inch minimum cover. 
3. Install PVC gravity sewer piping according to ASTM D2321 and ASTM F1668. 

F. Install force-main, pressure piping according to the following: 

1. Install piping with restrained joints at tee fittings and at horizontal and vertical changes in 
direction. Use corrosion-resistant rods, pipe or fitting manufacturer's proprietary restraint 
system, or cast-in-place-concrete supports or anchors. 

2. Install piping with 36-inch minimum cover. 

3.2 PIPE JOINT CONSTRUCTION 

A. Join gravity-flow, nonpressure, drainage piping according to the following: 
1. Join PVC gravity sewer piping according to ASTM D2321 and ASTM D3034 for 

elastomeric-seal joints or ASTM D3034 for elastomeric-gasket joints. 

3.3 CLEANOUT INSTALLATION 

A. Install cleanouts and riser extensions from sewer pipes to cleanouts at grade. Use cast-iron soil 
pipe fittings in sewer pipes at branches for cleanouts, and use cast-iron soil pipe for riser 
extensions to cleanouts. Install piping so cleanouts open in direction of flow in sewer pipe. 
1. Use Medium-Duty, top-loading classification cleanouts in paved foot-traffic areas. 

B. Set cleanout frames and covers in earth in cast-in-place-concrete block, 18 by 18 by 12 inches 
deep. Set with tops 1 inch above surrounding grade. 

C. Set cleanout frames and covers in concrete pavement and roads with tops flush with pavement 
surface. 

3.4 CONNECTIONS 

A. Connect nonpressure, gravity-flow drainage piping to building's sanitary building drains 
specified in Section 221316 "Sanitary Waste and Vent Piping." 
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B. Connect force-main piping to building's sanitary force mains specified in Section 221316 
"Sanitary Waste and Vent Piping." Terminate piping where indicated. 

C. Make connections to existing piping and underground manholes. 

1. Use commercially manufactured wye fittings for piping branch connections. Remove 
section of existing pipe, install wye fitting into existing piping, and encase entire wye 
fitting plus 6-inch overlap with not less than 6 inches of concrete with 28-day compressive 
strength of 3000 psi. 

2. Make branch connections from side into existing piping, NPS 4 to NPS 20. Remove 
section of existing pipe, install wye fitting into existing piping, and encase entire wye with 
not less than 6 inches of concrete with 28-day compressive strength of 3000 psi. 

3. Make branch connections from side into existing piping, NPS 21 or larger, or to 
underground manholes by cutting opening into existing unit large enough to allow 3 
inches of concrete to be packed around entering connection. Cut end of connection pipe 
passing through pipe or structure wall to conform to shape of, and be flush with, inside 
wall unless otherwise indicated. On outside of pipe or manhole wall, encase entering 
connection in 6 inches of concrete for minimum length of 12 inches to provide additional 
support of collar from connection to undisturbed ground. 

a. Use concrete that will attain a minimum 28-day compressive strength of 3000 psi 
unless otherwise indicated. 

b. Use epoxy-bonding compound as interface between new and existing concrete 
and piping materials. 

4. Protect existing piping and manholes to prevent concrete or debris from entering while 
making tap connections. Remove debris or other extraneous material that may 
accumulate. 

3.5 IDENTIFICATION 

A. Comply with requirements in Section 312000 "Earth Moving" for underground utility 
identification devices. Arrange for installation of green warning tapes directly over piping and at 
outside edges of underground manholes. 

 
1. Use detectable warning tape over nonferrous piping and over edges of underground 

manholes. 

3.6 FIELD QUALITY CONTROL 

A. Inspect interior of piping to determine whether line displacement or other damage has occurred. 
Inspect after approximately 24 inches of backfill is in place, and again at completion of Project. 

1. Submit separate report for each system inspection. 
2. Defects requiring correction include the following: 

a. Alignment: Less than full diameter of inside of pipe is visible between structures. 
b. Deflection: Flexible piping with deflection that prevents passage of ball or cylinder 

of size not less than 92.5 percent of piping diameter. 
c. Damage: Crushed, broken, cracked, or otherwise damaged piping. 
d. Infiltration: Water leakage into piping. 
e. Exfiltration: Water leakage from or around piping. 
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3. Replace defective piping using new materials, and repeat inspections until defects are 
within allowances specified. 

4. Reinspect and repeat procedure until results are satisfactory. 

B. Test new piping systems, and parts of existing systems that have been altered, extended, or 
repaired, for leaks and defects. 

1. Do not enclose, cover, or put into service before inspection and approval. 
2. Test completed piping systems according to requirements of authorities having 

jurisdiction. 
3. Schedule tests and inspections by authorities having jurisdiction with at least 24 hours' 

advance notice. 
4. Submit separate report for each test. 
5. Hydrostatic Tests: Test sanitary sewerage according to requirements of authorities 

having jurisdiction and the following: 

a. Fill sewer piping with water. Test with pressure of at least 10-foot head of water, 
and maintain such pressure without leakage for at least 15 minutes. 

b. Close openings in system and fill with water. 
c. Purge air and refill with water. 
d. Disconnect water supply. 
e. Test and inspect joints for leaks. 

6. Air Tests: Test sanitary sewerage according to requirements of authorities having 
jurisdiction, UNI-B-6, and the following: 

a. Test plastic gravity sewer piping according to ASTM F1417. 
b. Test concrete gravity sewer piping according toASTM C1628. 

C. Leaks and loss in test pressure constitute defects that must be repaired. 

D. Replace leaking piping using new materials, and repeat testing until leakage is within 
allowances specified. 

3.7 CLEANING 

A. Clean dirt and superfluous material from interior of piping. Flush with potable water. 

END OF SECTION 221313 
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SECTION 221316 - SANITARY WASTE AND VENT PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 
1. PVC pipe and fittings. 
2. Specialty pipe fittings. 
3. Encasement for underground metal piping. 

B. Related Requirements: 

1. Section 221313 "Facility Sanitary Sewers" for sanitary sewerage piping and structures 
outside the building. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For hubless, single-stack drainage system. Include plans, elevations, sections, 
and details. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Plans and elevations, or Building Information Model (BIM) drawn to 
scale, showing items described in this Section and coordinated with all building trades. 

B. Field quality-control reports. 

1.4 WARRANTY 

A. Listed manufacturers to provide labeling and warranty of their respective products. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Components and installation are capable of withstanding the following minimum working 
pressure unless otherwise indicated: 

1. Soil, Waste, and Vent Piping: 10 ft. head of water. 

2.2 PIPING MATERIALS 

A. Piping materials to bear label, stamp, or other markings of specified testing agency. 
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B. Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, fitting 
materials, and joining methods for specific services, service locations, and pipe sizes. 

2.3 PVC PIPE AND FITTINGS 

A. Comply with NSF 14 for plastic piping components. Include "NSF-dwv" marking for plastic drain, 
waste, and vent piping and "NSF-sewer" marking for plastic sewer piping. 

B. Solid-Wall PVC Pipe: ASTM D2665 drain, waste, and vent. 

C. PVC Socket Fittings: ASTM D2665, made in accordance with ASTM D3311, drain, waste, and 
vent patterns and to fit Schedule 40 pipe. 

D. Adhesive Primer: ASTM F656. 

E. Solvent Cement: ASTM D2564. 

2.4 SPECIALTY PIPE FITTINGS 

A. Transition Couplings: 

1. General Requirements: Fitting or device for joining piping with small differences in ODs or 
of different materials. Include end connections of same size as and compatible with pipes 
to be joined. 

2. Fitting-Type Transition Couplings: Manufactured piping coupling or specified piping 
system fitting. 

3. Unshielded, Nonpressure Transition Couplings: 
 

a. Standard: ASTM C1173. 
b. Description: Elastomeric, sleeve-type, reducing or transition pattern. Include shear 

ring and corrosion-resistant-metal tension band and tightening mechanism on each 
end. 

c. End Connections: Same size as and compatible with pipes to be joined. 
d. Sleeve Materials: 

1) For Cast-Iron Soil Pipes: ASTM C564, rubber. 
2) For Plastic Pipes: ASTM F477, elastomeric seal or ASTM D5926 PVC. 
3) For Dissimilar Pipes: ASTM D5926 PVC or other material compatible with 

pipe materials being joined. 

4. Shielded, Nonpressure Transition Couplings: 
 

a. Standard: ASTM C1460. 
b. Description: Elastomeric or rubber sleeve with full-length, corrosion-resistant outer 

shield and corrosion-resistant-metal tension band and tightening mechanism on 
each end. 

c. End Connections: Same size as and compatible with pipes to be joined. 
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PART 3 - EXECUTION 

3.1 INSTALLATION OF PIPING 

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping 
systems. 

1. Indicated locations and arrangements were used to size pipe and calculate friction loss, 
expansion, pump sizing, and other design considerations. 

2. Install piping as indicated unless deviations to layout are approved on coordination 
drawings. 

B. Install piping in concealed locations unless otherwise indicated and except in equipment rooms 
and service areas. 

C. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls. Diagonal runs are prohibited unless specifically indicated 
otherwise. 

D. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal. 

E. Install piping to permit valve servicing. 

F. Install piping at indicated slopes. 

G. Install piping free of sags and bends. 

H. Install fittings for changes in direction and branch connections. 

I. Install piping to allow application of insulation. 

J. Make changes in direction for soil and waste drainage and vent piping using appropriate 
branches, bends, and long-sweep bends. 

1. Sanitary tees and short-sweep 1/4 bends may be used on vertical stacks if change in 
direction of flow is from horizontal to vertical. 

2. Use long-turn, double Y-branch, and 1/8-bend fittings if two fixtures are installed back to 
back or side by side with common drain pipe. 

a. Straight tees, elbows, and crosses may be used on vent lines. 

3. Do not change direction of flow more than 90 degrees. 
4. Use proper size of standard increasers and reducers if pipes of different sizes are 

connected. 

a. Reducing size of waste piping in direction of flow is prohibited. 

K. Lay buried building waste piping beginning at low point of each system. 

1. Install true to grades and alignment indicated, with unbroken continuity of invert. Place 
hub ends of piping upstream. 

2. Install required gaskets according to manufacturer's written instructions for use of 
lubricants, cements, and other installation requirements. 

3. Maintain swab in piping and pull past each joint as completed. 



DMC RPi Fit-Out  Niceville Florida 
 

SANITARY WASTE AND VENT PIPING 221316 - 4 

L. Install soil and waste and vent piping at the following minimum slopes unless otherwise 
indicated: 

1. Building Sanitary Waste: Two percent downward in direction of flow for piping NPS 3 and 
smaller; 1Spercent downward in direction of flow for piping NPS 4 and larger. 

2. Horizontal Sanitary Waste Piping: Two percent downward in direction of flow. 
3. Vent Piping: One percent down toward vertical fixture vent or toward vent stack. 

M. Install aboveground PVC piping in accordance with ASTM D2665. 

N. Install underground PVC piping in accordance with ASTM D2321. 

O. Install engineered soil and waste and vent piping systems as follows: 

1. Combination Waste and Vent: Comply with standards of authorities having jurisdiction. 
2. Hubless, Single-Stack Drainage System: Comply with ASME B16.45 and hubless, single-

stack aerator fitting manufacturer's written installation instructions. 
3. Reduced-Size Venting: Comply with standards of authorities having jurisdiction. 

P. Plumbing Specialties: 

1. Install backwater valves in sanitary waster gravity-flow piping. 

a. Comply with requirements for backwater valves specified in Section 221319 
"Sanitary Waste Piping Specialties." 

2. Install cleanouts at grade and extend to where building sanitary drains connect to building 
sanitary sewers in sanitary waste gravity-flow piping. 

a. Install cleanout fitting with closure plug inside the building in sanitary drainage 
force-main piping. 

b. Comply with requirements for cleanouts specified in Section 221319 "Sanitary 
Waste Piping Specialties." 

3. Install drains in sanitary waste gravity-flow piping. 

a. Comply with requirements for drains specified in Section 221319 "Sanitary Waste 
Piping Specialties." 

Q. Do not enclose, cover, or put piping into operation until it is inspected and approved by 
authorities having jurisdiction. 

R. Install sleeves for piping penetrations of walls, ceilings, and floors. 

S. Install sleeve seals for piping penetrations of concrete walls and slabs. 

T. Install escutcheons for piping penetrations of walls, ceilings, and floors. 

3.2 JOINT CONSTRUCTION 

A. Plastic, Nonpressure-Piping, Solvent-Cement Joints: Clean and dry joining surfaces. Join pipe 
and fittings in accordance with the following: 
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1. Comply with ASTM F402 for safe-handling practice of cleaners, primers, and solvent 
cements. 

2. PVC Piping: Join in accordance with ASTM D2855 and ASTM D2665 appendixes. 

B. Joint Restraints and Sway Bracing: 

1. Provide joint restraints and sway bracing for storm drainage piping joints to comply with 
the following conditions: 
a. Provide rigid sway bracing for pipe and fittings 4 inches and larger, upstream and 

downstream of all changes in direction 45 degrees and greater. 

3.3 INSTALLATION OF SPECIALTY PIPE FITTINGS 

A. Transition Couplings: 

1. Install transition couplings at joints of piping with small differences in ODs. 

a. NPS 1-1/2 (DN 40) and Smaller: Fitting-type transition couplings. 

3.4 INSTALLATION OF HANGERS AND SUPPORTS 

A. Comply with requirements for pipe hanger and support devices and installation specified in 
Section 220529 "Hangers and Supports for Plumbing Piping and Equipment". 

1. Install carbon-steel pipe hangers for horizontal piping in noncorrosive environments. 
2. Install carbon-steel pipe support clamps for vertical piping in noncorrosive environments. 
3. Vertical Piping: MSS Type 8 or Type 42 clamps. 
4. Install individual, straight, horizontal piping runs: 

a. 100 Ft. (30 m) and Less: MSS Type 1, adjustable, steel clevis hangers. 
b. Longer Than 100 Ft. (30 m): MSS Type 43, adjustable roller hangers. 
c. Longer Than 100 Ft. (30 m) if Indicated: MSS Type 49, spring cushion rolls. 

5. Multiple, Straight, Horizontal Piping Runs 100 Ft. (30 m) or Longer: MSS Type 44 pipe 
rolls. Support pipe rolls on trapeze. 

6. Base of Vertical Piping: MSS Type 52 spring hangers. 

B. Install hangers for PVC piping, with maximum horizontal spacing and minimum rod diameters, 
to comply with manufacturer's written instructions, locally enforced codes, and authorities 
having jurisdiction requirements, whichever are most stringent. 

C. Support horizontal piping and tubing within 12 inches of each fitting and coupling. 

D. Support vertical runs of PVC piping to comply with manufacturer's written instructions, locally 
enforced codes, and authorities having jurisdiction requirements, whichever are most stringent. 

3.5 CONNECTIONS 

A. Drawings indicate general arrangement of piping, fittings, and specialties. 

B. Connect soil and waste piping to exterior sanitary sewerage piping. Use transition fitting to join 
dissimilar piping materials. 
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C. Connect waste and vent piping to the following: 

1. Plumbing Fixtures: Connect waste piping in sizes indicated, but not smaller than required 
by plumbing code. 

2. Plumbing Fixtures and Equipment: Connect atmospheric vent piping in sizes indicated, 
but not smaller than required by authorities having jurisdiction. 

3. Plumbing Specialties: Connect waste and vent piping in sizes indicated, but not smaller 
than required by plumbing code. 

4. Install test tees (wall cleanouts) in conductors near floor and floor cleanouts with cover 
flush with floor. 

5. Equipment: Connect waste piping as indicated. 

D. Where installing piping adjacent to equipment, allow space for service and maintenance of 
equipment. 

E. Make connections in accordance with the following unless otherwise indicated: 

1. Install unions, in piping NPS 2 and smaller, adjacent to each valve and at final connection 
to each piece of equipment. 

2. Install flanges, in piping NPS 2-1/2 and larger, adjacent to flanged valves and at final 
connection to each piece of equipment. 

3.6 IDENTIFICATION 

A. Identify exposed sanitary waste and vent piping. 

B. Comply with requirements for identification specified in Section 220553 "Identification for 
Plumbing Piping and Equipment." 

3.7 FIELD QUALITY CONTROL 

A. During installation, notify authorities having jurisdiction at least 24 hours before inspection must 
be made. Perform tests specified below in presence of authorities having jurisdiction. 

1. Roughing-in Inspection: Arrange for inspection of piping before concealing or closing-in 
after roughing-in and before setting fixtures. 

2. Final Inspection: Arrange for final inspection by authorities having jurisdiction to observe 
tests specified below and to ensure compliance with requirements. 

B. Reinspection: If authorities having jurisdiction find that piping will not pass test or inspection, 
make required corrections and arrange for reinspection. 

C. Reports: Prepare inspection reports and have them signed by authorities having jurisdiction. 

D. Test sanitary waste and vent piping in accordance with procedures of authorities having 
jurisdiction or, in absence of published procedures, as follows: 

1. Test for leaks and defects in new piping and parts of existing piping that have been 
altered, extended, or repaired. 

a. If testing is performed in segments, submit separate report for each test, complete 
with diagram of portion of piping tested. 
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2. Leave uncovered and unconcealed new, altered, extended, or replaced waste and vent 
piping until it has been tested and approved. 

a. Expose work that was covered or concealed before it was tested. 

3. Roughing-in Plumbing Test Procedure: Test waste and vent piping except outside 
leaders on completion of roughing-in. 

a. Close openings in piping system and fill with water to point of overflow, but not less 
than 10 ft. head of water. 

b. From 15 minutes before inspection starts to completion of inspection, water level 
must not drop. 

c. Inspect joints for leaks. 

4. Finished Plumbing Test Procedure: After plumbing fixtures have been set and traps filled 
with water, test connections and prove they are gastight and watertight. 

a. Plug vent-stack openings on roof and building drains where they leave building. 
Introduce air into piping system equal to pressure of 1 inch wg. 

b. Use U-tube or manometer inserted in trap of water closet to measure this 
pressure. 

c. Air pressure must remain constant without introducing additional air throughout 
period of inspection. 

d. Inspect plumbing fixture connections for gas and water leaks. 

5. Repair leaks and defects with new materials and retest piping, or portion thereof, until 
satisfactory results are obtained. 

6. Prepare reports for tests and required corrective action. 

E. Test force-main piping in accordance with procedures of authorities having jurisdiction or, in 
absence of published procedures, as follows: 

1. Leave uncovered and unconcealed new, altered, extended, or replaced force-main piping 
until it has been tested and approved. 

a. Expose work that was covered or concealed before it was tested. 

2. Cap and subject piping to static-water pressure of 50 psig above operating pressure, 
without exceeding pressure rating of piping system materials. 

a. Isolate test source and allow to stand for four hours. 
b. Leaks and loss in test pressure constitute defects that must be repaired. 

3. Repair leaks and defects with new materials and retest piping, or portion thereof, until 
satisfactory results are obtained. 

4. Prepare reports for tests and required corrective action. 

3.8 CLEANING AND PROTECTION 

A. Clean interior of piping. Remove dirt and debris as work progresses. 

B. Protect sanitary waste and vent piping during remainder of construction period to avoid clogging 
with dirt and debris and to prevent damage from traffic and construction work. 
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C. Place plugs in ends of uncompleted piping at end of day and when work stops. 

D. Exposed Plastic Piping: Protect PVC plumbing vents exposed to sunlight with two coats of 
water-based latex paint. 

E. Repair damage to adjacent materials caused by waste and vent piping installation. 

3.9 PIPING SCHEDULE 

A. Flanges and unions may be used on aboveground pressure piping unless otherwise indicated. 

B. Aboveground, soil and waste piping NPS 4 (DN 100) and smaller are to be the following: 
 

1. Solid-wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 

C. Aboveground, vent piping NPS 4 (DN 100) is to be the following: 
 

1. Solid-wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 

D. Underground, soil, waste, and vent piping NPS 4 (DN 100) and smaller are to be the following: 
 

1. Solid-wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 

END OF SECTION 221316 
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SECTION 221319 - SANITARY WASTE PIPING SPECIALTIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Backwater valves. 
2. Cleanouts. 
3. Air-admittance valves. 
4. Miscellaneous sanitary drainage piping specialties. 

1.2 DEFINITIONS 

A. ABS: Acrylonitrile butadiene styrene. 

B. PVC: Polyvinyl chloride. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For sanitary waste piping specialties to include in emergency, 
operation, and maintenance manuals. 

PART 2 - PRODUCTS 

2.1 ASSEMBLY DESCRIPTIONS 

A. Sanitary waste piping specialties shall bear label, stamp, or other markings of specified testing 
agency. 

B. Comply with NSF 14 for plastic sanitary waste piping specialty components. 

2.2 BACKWATER VALVES 

A. Horizontal, Cast-Iron Backwater Valves: 
1. Standard: ASME A112.14.1. 
2. Size: Same as connected piping. 
3. Body: Cast iron. 
4. Cover: Cast iron with bolted or threaded access check valve. 
5. End Connections: Hubless. 
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6. Type Check Valve: Removable, bronze, swing check, factory assembled or field modified 
to hang open for airflow unless subject to backflow condition. 

7. Extension: ASTM A74, Service Class; full-size, cast-iron, soil-pipe extension to field-
installed cleanout at floor; replaces backwater valve cover. 

B. Drain-Outlet Backwater Valves: 
1. Size: Same as floor drain outlet. 
2. Body: Cast iron or bronze; made for vertical installation in bottom outlet of floor drain. 
3. Check Valve: Removable ball float. 
4. Inlet: Threaded. 
5. Outlet: Threaded or spigot. 

C. Horizontal, Plastic Backwater Valves: 
1. Size: Same as connected piping. 
2. Body: ABS or PVC. 
3. Cover: Same material as body with threaded access to check valve. 
4. Check Valve: Removable swing check. 
5. End Connections: Socket type. 

2.3 CLEANOUTS 

A. Cast-Iron Exposed Cleanouts: 
1. Standard: ASME A112.36.2M. 
2. Size: Same as connected drainage piping 
3. Body Material: Hubless, cast-iron soil pipe test tee as required to match connected 

piping. 
4. Closure: Countersunk, brass plug. 
5. Closure Plug Size: Same as or not more than one size smaller than cleanout size. 

B. Stainless Steel Exposed Cleanouts: 
1. Standard: ASME A112.3.1. 
2. Size: Same as connected drainage piping. 
3. Body Material: Stainless steel tee with side cleanout as required to match connected 

piping. 
4. Closure: Stainless steel plug with seal. 

C. Cast-Iron Exposed Floor Cleanouts: 
1. Standard: ASME A112.36.2M for adjustable housing cleanout. 
2. Size: Same as connected branch. 
3. Type: Adjustable housing. 
4. Body or Ferrule: Cast iron. 
5. Clamping Device: Required. 
6. Outlet Connection: Threaded. 
7. Closure: Brass plug with straight threads and gasket. 
8. Adjustable Housing Material: Cast iron with setscrews or other device. 
9. Frame and Cover Material and Finish: Polished bronze. 
10. Frame and Cover Shape: Round. 
11. Riser: ASTM A74, Service Class, cast-iron drainage pipe fitting and riser to cleanout. 

D. Stainless Steel Exposed Floor Cleanouts: 
1. Standards: ASME A112.3.1. 
2. Size: Same as connected branch. 
3. Housing: Type 304 stainless steel. 
4. Closure: Stainless steel with seal. 
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5. Riser: ASTM A74, Service Class, stainless steel drainage pipe fitting and riser to 
cleanout. 

6. Body or Ferrule: Stainless steel. 
7. Clamping Device: Required. 
8. Outlet Connection: Threaded. 
9. Adjustable Housing Material: Cast iron with setscrews or other device. 
10. Frame and Cover Material and Finish: Stainless steel. 
11. Frame and Cover Shape: Round. 

E. Cast-Iron Wall Cleanouts: 
1. Standard: ASME A112.36.2M. Include wall access. 
2. Size: Same as connected drainage piping. 
3. Body: Hubless, cast-iron soil pipe test tee as required to match connected piping. 
4. Closure Plug: 

a. Brass. 
b. Countersunk or raised head. 
c. Drilled and threaded for cover attachment screw. 
d. Size: Same as or not more than one size smaller than cleanout size. 

5. Wall Access, Cover Plate: Round, flat, chrome-plated brass or stainless steel cover plate 
with screw. 

6. Wall Access, Frame and Cover: Round, nickel-bronze, copper-alloy, or stainless steel 
wall-installation frame and cover. 

2.4 AIR-ADMITTANCE VALVES 

A. Fixture Air-Admittance Valves: 
1. Standard: ASSE 1051, Type A for single fixture or Type B for branch piping. 
2. Housing: Plastic. 
3. Operation: Mechanical sealing diaphragm. 
4. Size: Same as connected fixture or branch vent piping. 

B. Stack Air-Admittance Valves: 
1. Standard: ASSE 1050 for vent stacks. 
2. Housing: Plastic. 
3. Operation: Mechanical sealing diaphragm. 
4. Size: Same as connected stack vent or vent stack. 

C. Wall Box for Air-Admittance Valves: 
1. Description: White plastic housing with white plastic grille, made for recessed installation. 

Include bottom pipe connection and space to contain one air-admittance valve. 
2. Size: Approximately 6 inches wide by 6 inches high by 4 inches deep. 

2.5 MISCELLANEOUS SANITARY DRAINAGE PIPING SPECIALTIES 

A. Open Drains: 

1. Description: Shop or field fabricate from ASTM A74, Service Class, hub-and-spigot, cast-
iron soil-pipe fittings. Include P-trap, hub-and-spigot riser section; and where required, 
increaser fitting joined with ASTM C564 rubber gaskets. 

2. Size: Same as connected waste piping with increaser fitting of size indicated. 
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B. Deep-Seal Traps: 

1. Description: Cast-iron or bronze casting, with inlet and outlet matching connected piping 
and cleanout trap-seal primer valve connection. 

2. Size: Same as connected waste piping. 

a. NPS 2: 4-inch-minimum water seal. 
b. NPS 2-1/2 and Larger: 5-inch-minimum water seal. 

C. Floor-Drain, Trap-Seal Primer Fittings: 

1. Description: Cast iron, with threaded inlet and threaded or spigot outlet, and trap-seal 
primer valve connection. 

2. Size: Same as floor drain outlet with NPS 1/2 side inlet. 

D. Floor-Drain, Inline Trap Seal: 
1. Description: Inline floor drain trap seal, forming a physical barrier to slow trap evaporation 

while not impeding flow from drain. 
2. Material: Polymer. 
3. Standard: Tested and certified in accordance with ASSE 1072. 
4. Listing: ICC-ES or IAPMO listed. 
5. Size: Same as floor drain outlet or strainer throat. 

E. Air-Gap Fittings: 

1. Standard: ASME A112.1.2, for fitting designed to ensure fixed, positive air gap between 
installed inlet and outlet piping. 

2. Body: Bronze or cast iron. 
3. Inlet: Opening in top of body. 
4. Outlet: Larger than inlet. 
5. Size: Same as connected waste piping and with inlet large enough for associated indirect 

waste piping. 

F. Sleeve Flashing Device: 

1. Description: Manufactured, cast-iron fitting, with clamping device that forms sleeve for 
pipe floor penetrations of floor membrane. Include galvanized-steel pipe extension in top 
of fitting that will extend 2 inches above finished floor and galvanized-steel pipe extension 
in bottom of fitting that will extend through floor slab. 

2. Size: As required for close fit to riser or stack piping. 

G. Stack Flashing Fittings: 

1. Description: Counterflashing-type, cast-iron fitting, with bottom recess for terminating roof 
membrane, and with threaded or hub top for extending vent pipe. 

2. Size: Same as connected stack vent or vent stack. 

H. Vent Caps: 

1. Description: Cast-iron body with threaded or hub inlet and vandal-proof design. Include 
vented hood and setscrews to secure to vent pipe. 

2. Size: Same as connected stack vent or vent stack. 

I. Frost-Resistant Vent Terminals: 
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1. Description: Manufactured or shop-fabricated assembly constructed of copper, lead-
coated copper, or galvanized steel. 

2. Design: To provide 1-inch enclosed air space between outside of pipe and inside of 
flashing collar extension, with counterflashing. 

J. Expansion Joints: 

1. Standard: ASME A112.6.4. 
2. Body: Cast iron with bronze sleeve, packing, and gland. 
3. End Connections: Matching connected piping. 
4. Size: Same as connected soil, waste, or vent piping. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install backwater valves in building drain piping. 

1. For interior installation, provide cleanout deck plate flush with floor and centered over 
backwater valve cover, and of adequate size to remove valve cover for servicing. 

B. Install cleanouts in aboveground piping and building drain piping according to the following, 
unless otherwise indicated: 

1. Size same as drainage piping up to NPS 4. Use NPS 4 for larger drainage piping unless 
larger cleanout is indicated. 

2. Locate at each change in direction of piping greater than 45 degrees. 
3. Locate at minimum intervals of 50 feet for piping NPS 4 and smaller and 100 feet for 

larger piping. 
4. Locate at base of each vertical soil and waste stack. 

C. For floor cleanouts for piping below floors, install cleanout deck plates with top flush with 
finished floor. 

D. For cleanouts located in concealed piping, install cleanout wall access covers, of types 
indicated, with frame and cover flush with finished wall. 

E. Install fixture air-admittance valves on fixture drain piping. 

F. Install stack air-admittance valves at top of stack vent and vent stack piping. 

G. Install air-admittance-valve wall boxes recessed in wall. 

H. Assemble open drain fittings and install with top of hub 2 inches above floor. 

I. Install deep-seal traps on floor drains and other waste outlets, if indicated. 

J. Install floor-drain, trap-seal primer fittings on inlet to floor drains that require trap-seal primer 
connection. 

1. Exception: Fitting may be omitted if trap has trap-seal primer connection. 
2. Size: Same as floor drain inlet. 
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K. Install air-gap fittings on draining-type backflow preventers and on indirect-waste piping 
discharge into sanitary drainage system. 

L. Install sleeve and sleeve seals with each riser and stack passing through floors with waterproof 
membrane. 

M. Install frost-resistant vent terminals on each vent pipe passing through roof. Maintain 1-inch 
clearance between vent pipe and roof substrate. 

N. Install expansion joints on vertical stacks and conductors. Position expansion joints for easy 
access and maintenance. 

O. Install wood-blocking reinforcement for wall-mounting-type specialties. 

P. Install traps on plumbing specialty drain outlets. Omit traps on indirect wastes unless trap is 
indicated. 

3.2 PIPING CONNECTIONS 

A. Comply with requirements in Section 221316 "Sanitary Waste and Vent Piping" for piping 
installation requirements. Drawings indicate general arrangement of piping, fittings, and 
specialties. 

B. Install piping adjacent to equipment, to allow service and maintenance. 

3.3 LABELING AND IDENTIFYING 

A. Distinguish among multiple units, inform operator of operational requirements, indicate safety 
and emergency precautions, and warn of hazards and improper operations, in addition to 
identifying unit. 

1. Nameplates and signs are specified in Section 220553 "Identification for Plumbing Piping 
and Equipment." 

3.4 PROTECTION 

A. Protect drains during remainder of construction period to avoid clogging with dirt or debris and 
to prevent damage from traffic or construction work. 

B. Place plugs in ends of uncompleted piping at end of each day or when work stops. 

END OF SECTION 221319 
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SECTION 221319.13 - SANITARY DRAINS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Floor drains. 

1.2 DEFINITIONS 

A. ABS: Acrylonitrile-butadiene styrene. 

B. FRP: Fiberglass-reinforced plastic. 

C. HDPE: High-density polyethylene. 

D. PE: Polyethylene. 

E. PP: Polypropylene. 

F. PVC: Polyvinyl chloride. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

PART 2 - PRODUCTS 

2.1 DRAIN ASSEMBLIES 

A. Sanitary drains shall bear label, stamp, or other markings of specified testing agency. 

B. Comply with NSF 14 for plastic sanitary piping specialty components. 

2.2 FLOOR DRAINS 

A. Cast-Iron Floor Drains : 
1. Standard: ASME A112.6.3. 
2. Pattern: Floor drain. 
3. Body Material: Gray iron. 
4. Top or Strainer Material: Bronze. 
5. Top of Body and Strainer Finish: Polished bronze. 
6. Top Shape: Round. 
7. Inlet Fitting: Gray iron, with threaded inlet and threaded or spigot outlet, and trap-seal 

primer valve connection. 
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8. Trap Features: Trap-seal primer valve drain connection. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install floor drains at low points of surface areas to be drained. Set grates of drains flush with 
finished floor, unless otherwise indicated. 

1. Position floor drains for easy access and maintenance. 
2. Set floor drains below elevation of surrounding finished floor to allow floor drainage. 
3. Set with grates depressed according to the following drainage area radii: 

a. Radius, 30 Inches or Less: Equivalent to 1 percent slope, but not less than 1/4-
inch total depression. 

b. Radius, 30 to 60 Inches: Equivalent to 1 percent slope. 
c. Radius, 60 Inches or Larger: Equivalent to 1 percent slope, but not greater than 1-

inch total depression. 

4. Install floor-drain flashing collar or flange, so no leakage occurs between drain and 
adjoining flooring. 

a. Maintain integrity of waterproof membranes where penetrated. 

5. Install individual traps for floor drains connected to sanitary building drain, unless 
otherwise indicated. 

3.2 CONNECTIONS 

A. Comply with requirements in Section 221316 "Sanitary Waste and Vent Piping" for piping 
installation requirements. Drawings indicate general arrangement of piping, fittings, and 
specialties. 

B. Comply with requirements in Section 221319 "Sanitary Waste Piping Specialties" for backwater 
valves, air admittance devices and miscellaneous sanitary drainage piping specialties. 

3.3 LABELING AND IDENTIFYING 

A. Distinguish among multiple units, inform operator of operational requirements, indicate safety 
and emergency precautions, and warn of hazards and improper operations, in addition to 
identifying unit. Nameplates and signs are specified in Section 220553 "Identification for 
Plumbing Piping and Equipment." 

3.4 PROTECTION 

A. Protect drains during remainder of construction period to avoid clogging with dirt or debris and 
to prevent damage from traffic or construction work. 

B. Place plugs in ends of uncompleted piping at end of each day or when work stops. 
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END OF SECTION 221319.13 
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SECTION 223300 - ELECTRIC, DOMESTIC-WATER HEATERS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 
1. Commercial, electric, storage, domestic-water heaters. 
2. Flow-control, electric, tankless, domestic-water heaters. 
3. Thermostat-control, electric, tankless, domestic-water heaters. 
4. Domestic-water heater accessories. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include rated capacities, operating characteristics, electrical characteristics, and 
furnished specialties and accessories. 

B. Shop Drawings: 

1. Include diagrams for power, signal, and control wiring. 

1.3 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For electric, domestic-water heaters to include emergency, 
operation, and maintenance manuals. 

1.4 COORDINATION 

A. Coordinate sizes and locations of concrete bases with actual equipment provided. 

1.5 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of electric, domestic-
water heaters that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Structural failures including storage tank and supports. 
b. Faulty operation of controls. 
c. Deterioration of metals, metal finishes, and other materials beyond normal use. 

2. Warranty Periods: From date of Substantial Completion. 

a. Commercial, Electric, Storage, Domestic-Water Heaters: 

1) Storage Tank: Five years. 
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2) Controls and Other Components: Five years. 

b. Electric, Tankless, Domestic-Water Heaters: Five years. 
c. Expansion Tanks: Five years. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, 
by an NRTL, and marked for intended location and use. 

B. ASHRAE/IES Compliance: Applicable requirements in ASHRAE/IES 90.1. 

C. ASME Compliance: Where ASME-code construction is indicated, fabricate and label 
commercial, domestic-water heater storage tanks to comply with ASME Boiler and Pressure 
Vessel Code: Section VIII, Division 1. 

D. NSF Compliance: Fabricate and label equipment components that will be in contact with potable 
water to comply with NSF 61 and NSF 372. 

2.2 COMMERCIAL, ELECTRIC, DOMESTIC-WATER HEATERS 

A. Commercial, Electric, Storage, Domestic-Water Heaters: 
1. Source Limitations: Obtain domestic-water heaters from single source from single 

manufacturer. 
2. Standard: UL 1453. 
3. Storage-Tank Construction: ASME-code, steel vertical arrangement. 

a. Tappings: Factory fabricated of materials compatible with tank and piping 
connections. Attach tappings to tank before testing. 

1) NPS 2 (DN 50) and Smaller: Threaded ends in accordance with 
ASME B1.20.1. 

2) NPS 2-1/2 (DN 65) and Larger: Flanged ends in accordance with 
ASME B16.5 for steel and stainless steel flanges, and in accordance with 
ASME B16.24 for copper and copper-alloy flanges. 

b. Pressure Rating: 150 psig. 
c. Interior Finish: Comply with NSF 61 and NSF 372 barrier materials for potable-

water tank linings, including extending lining material into tappings. 

4. Factory-Installed, Storage-Tank Appurtenances: 

a. Anode Rod: Replaceable magnesium. 
b. Drain Valve: Corrosion-resistant metal with hose-end connection. 
c. Insulation: Comply with ASHRAE/IES 90.1. 
d. Jacket: Steel with enameled finish or high-impact composite material. 
e. Heating Elements: Electric, screw-in or bolt-on immersion type arranged in 

multiples of three. 
f. Temperature Control: Adjustable thermostat. 
g. Safety Controls: High-temperature-limit and low-water cutoff devices or systems. 
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h. Relief Valves: ASME rated and stamped for combination temperature-and-
pressure relief valves. Include one or more relief valves with total relieving capacity 
at least as great as heat input, and include pressure setting less than working-
pressure rating of domestic-water heater. Select one relief valve with sensing 
element that extends into storage tank. 

2.3 ELECTRIC, TANKLESS, DOMESTIC-WATER HEATERS 

A. Flow-Control, Electric, Tankless, Domestic-Water Heaters: 
1.  Source Limitations: Obtain domestic-water heaters from single source from single 

manufacturer. 
2. Standard: UL 499 for electric, tankless, (domestic-water-heater) heating appliance. 
3. Construction: Copper piping or tubing complying with NSF 61 and NSF 372 barrier 

materials for potable water, without storage capacity. 

a. Connections: ASME B1.20.1 pipe thread. 
b. Pressure Rating: 150 psig. 
c. Heating Element: Resistance heating system. 
d. Temperature Control: Flow-control fitting. 
e. Safety Control: High-temperature-limit cutoff device or system. 
f. Jacket: Aluminum or steel with enameled finish or plastic. 

4. Support: Bracket for wall mounting. 

B. Thermostat-Control, Electric, Tankless, Domestic-Water Heaters: 
1. Source Limitations: Obtain domestic-water heaters from single source from single 

manufacturer. 
2. Standard: UL 499 for electric, tankless, (domestic-water-heater) heating appliance. 
3. Construction: Copper piping or tubing complying with NSF 61 and NSF 372 barrier 

materials for potable water, without storage capacity. 

a. Connections: ASME B1.20.1 pipe thread. 
b. Pressure Rating: 150 psig. 
c. Heating Element: Resistance heating system. 
d. Temperature Control: Thermostat. 
e. Safety Control: High-temperature-limit cutoff device or system. 
f. Jacket: Aluminum or steel with enameled finish or plastic. 

4. Support: Bracket for wall mounting. 

2.4 DOMESTIC-WATER HEATER ACCESSORIES 

A. Drain Pans: Corrosion-resistant metal with raised edge. Include dimensions not less than base 
of domestic-water heater, and include drain outlet not less than NPS 3/4 with ASME B1.20.1 
pipe threads. 

B. Piping-Type Heat Traps: Field-fabricated piping arrangement in accordance with ASHRAE 90.2. 

C. Heat-Trap Fittings: ASHRAE 90.2. 

D. Pressure-Reducing Valves: ASSE 1003 for water. Set at 25-psig-maximum outlet pressure 
unless otherwise indicated. 
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E.  

F. Combination Temperature-and-Pressure Relief Valves: ASME rated and stamped. Include 
relieving capacity at least as great as heat input, and include pressure setting less than working-
pressure rating of domestic-water heater. Select relief valves with sensing element that extends 
into storage tank. 

G. Pressure Relief Valves: ASME rated and stamped. Include pressure setting less than working-
pressure rating of domestic-water heater. 

H. Vacuum Relief Valves: ANSI Z21.22/CSA 4.4. 

I. Shock Absorbers: ASSE 1010 or PDI-WH 201, Size A water hammer arrester. 

J. Domestic-Water Heater Stands: Manufacturer's factory-fabricated steel stand for floor mounting, 
capable of supporting domestic-water heater and water. Include dimension that will support 
bottom of domestic-water heater a minimum of  18 inches above the floor. 

K. Domestic-Water Heater Mounting Brackets: Manufacturer's factory-fabricated steel bracket for 
wall mounting, capable of supporting domestic-water heater and water. 

2.5 SOURCE QUALITY CONTROL 

A. Hydrostatically test commercial domestic-water heaters to minimum of one and one-half times 
pressure rating before shipment. 

B. Electric, domestic-water heaters will be considered defective if they do not pass tests and 
inspections. 

C. Prepare test and inspection reports. 

PART 3 - EXECUTION 

3.1 DOMESTIC-WATER HEATER INSTALLATION 

A. Commercial, Electric, Domestic-Water Heater Mounting: Install commercial, electric, domestic-
water heaters on concrete base. Comply with requirements for concrete bases specified in 
Section 033000 "Cast-in-Place Concrete." 

1. Exception: Omit concrete bases for commercial, electric, domestic-water heaters if 
installation on stand, bracket, suspended platform, or directly on floor is indicated. 

2. Maintain manufacturer's recommended clearances. 
3. Arrange units so controls and devices that require servicing are accessible. 
4. Install dowel rods to connect concrete base to concrete floor. Unless otherwise indicated, 

install dowel rods on 18-inch centers around the full perimeter of concrete base. 
5. For supported equipment, install epoxy-coated anchor bolts that extend through concrete 

base and anchor into structural concrete floor. 
6. Place and secure anchorage devices. Use setting drawings, templates, diagrams, 

instructions, and directions furnished with items to be embedded. 
7. Install anchor bolts to elevations required for proper attachment to supported equipment. 
8. Anchor domestic-water heaters to substrate. 
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B. Electric, Tankless, Domestic-Water Heater Mounting: Install electric, tankless, domestic-water 
heaters at least 18 inches above floor on wall bracket. 

1. Maintain manufacturer's recommended clearances. 
2. Arrange units so controls and devices that require servicing are accessible. 
3. Place and secure anchorage devices. Use setting drawings, templates, diagrams, 

instructions, and directions furnished with items to be embedded. 
4. Install anchor bolts to elevations required for proper attachment to supported equipment. 
5. Anchor domestic-water heaters to substrate. 

C. Install electric, domestic-water heaters level and plumb, in accordance with layout drawings, 
original design, and referenced standards. Maintain manufacturer's recommended clearances. 
Arrange units so controls and devices needing service are accessible. 

1. Install shutoff valves on domestic-water-supply piping to domestic-water heaters and on 
domestic-hot-water outlet piping. Comply with requirements for shutoff valves specified in 
Section 220523 "General-Duty Valves for Plumbing Piping." 

D. Install combination temperature-and-pressure relief valves in top portion of storage tanks. Use 
relief valves with sensing elements that extend into tanks. Extend domestic-water heater relief-
valve outlet, with drain piping same as domestic-water piping in continuous downward pitch, 
and discharge by positive air gap onto closest floor drain. 

E. Install combination temperature-and-pressure relief valves in water piping for electric, domestic-
water heaters without storage. Extend domestic-water heater relief-valve outlet, with drain 
piping same as domestic-water piping in continuous downward pitch, and discharge by positive 
air gap onto closest floor drain. 

F. Install water-heater drain piping as indirect waste to spill by positive air gap into open drains or 
over floor drains. Install hose-end drain valves at low points in water piping for electric, 
domestic-water heaters that do not have tank drains. Comply with requirements for hose-end 
drain valves specified in Section 221119 "Domestic Water Piping Specialties." 

G. Install thermometers on outlet piping of electric, domestic-water heaters. Comply with 
requirements for thermometers specified in Section 220500 "Common Work Results for 
Plumbing." 

H. Install thermometers on inlet and outlet piping of residential, solar, electric, domestic-water 
heaters. Comply with requirements for thermometers specified in Section 220500 "Common 
Work Results for Plumbing." 

I. Assemble and install inlet and outlet piping manifold kits for multiple electric, domestic-water 
heaters. Fabricate, modify, or arrange manifolds for balanced water flow through each electric, 
domestic-water heater. Include shutoff valve and thermometer in each domestic-water heater 
inlet and outlet, and throttling valve in each electric, domestic-water heater outlet. Comply with 
requirements for valves specified in Section 220523 "General-Duty Valves for Plumbing Piping" 
and comply with requirements for thermometers specified in Section 220500 "Common Work 
Results for Plumbing." 

J. Install pressure-reducing valve with integral bypass relief valve in electric, domestic-water 
booster-heater inlet piping and water hammer arrester in booster-heater outlet piping. Set 
pressure-reducing valve for outlet pressure of  25 psig. Comply with requirements for pressure-
reducing valves and water hammer arresters specified in Section 221119 "Domestic Water 
Piping Specialties." 
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K. Install piping-type heat traps on inlet and outlet piping of electric, domestic-water heater storage 
tanks without integral or fitting-type heat traps. 

L. Fill electric, domestic-water heaters with water. 

M. Charge domestic-water expansion tanks with air to required system pressure. 

N. Install dielectric fittings in all locations where piping of dissimilar metals is to be joined. The 
wetted surface of the dielectric fitting contacted by potable water to contain less than 0.25 
percent of lead by weight. 

3.2 PIPING CONNECTIONS 

A. Comply with requirements for piping specified in Section 221116 "Domestic Water Piping." 
Drawings indicate general arrangement of piping, fittings, and specialties. 

B. Where installing piping adjacent to electric, domestic-water heaters, allow space for service and 
maintenance of water heaters. Arrange piping for easy removal of domestic-water heaters. 

3.3 IDENTIFICATION 

A. Identify system components. Comply with requirements for identification specified in 
Section 220553 "Identification for Plumbing Piping and Equipment." 

3.4 FIELD QUALITY CONTROL 

A. Manufacturer's Field Service: Engage a factory-authorized service representative to test and 
inspect components, assemblies, and equipment installations, including connections. 

B. Tests and Inspections: 

1. Leak Test: After installation, charge system and test for leaks. Repair leaks and retest 
until no leaks exist. 

2. Operational Test: After electrical circuitry has been energized, start units to confirm 
proper operation. 

3. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and 
equipment. 

C. Electric, domestic-water heaters will be considered defective if they do not pass tests and 
inspections. 

D. Prepare test and inspection reports. 

3.5 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain commercial and tankless, electric, domestic-water heaters.  

END OF SECTION 223300 
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SECTION 224200 - COMMERCIAL PLUMBING FIXTURES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Commercial lavatories. 
2. Commercial showers. 
3. Commercial sinks. 
4. Commercial water closets. 
5. Fixture carriers. 

1.2 DEFINITIONS 

A. FRP: Fiberglass-reinforced plastic. 

B. PMMA: Polymethyl methacrylate; also known as "acrylic." 

C. Standard-Efficiency Flush Volume: 1.6 gal. per flush. 

D. High-Efficiency Flush Volume: 1.28 gal. or less per flush. 

E. WaterSense Fixture: Water closet and/or flushometer valve/tank certified by the EPA to meet 
the WaterSense performance criteria. 

1.3 ACTION SUBMITTALS 

A. Product Data: 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for plumbing fixtures. 

2. Include rated capacities, operating characteristics, electrical characteristics, and 
furnished specialties and accessories. 

B. Shop Drawings: 
1. Details of equipment assemblies. Indicate dimensions, weights, loads, required 

clearances, method of field assembly, components, and location and size of each field 
connection. 

2. Diagrams for power, signal, and control wiring. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: 

1. For lavatories and faucets. 

2. For shower valves to include in maintenance manuals 
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3. For sinks and faucets to include in operation and maintenance manuals. 

4. For flushometer valves and electronic sensors to include in operation and maintenance 
manuals. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Lavatory faucets, sink faucets, shower valves, and wash fountain spray heads and faucets 
intended to convey or dispense water for human consumption are to comply with the U.S. Safe 
Drinking Water Act (SDWA), with requirements of the Authority Having Jurisdiction (AHJ), and 
with NSF 61 and NSF 372, or be certified in compliance with NSF 61 and NSF 372 by an ANSI-
accredited third-party certification body, in that the weighted average lead content at wetted 
surfaces is less than or equal to 0.25 percent. 

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

2.2 COMMERCIAL LAVATORIES 

A. Lavatories: ASME A112.19.1/CSA B45.2 for ADA wall hung, white vitreous china minimum 
dimensions of 20 inches wide by 17 inches front to ADA compliant A117.1 cast brass center set 
faucet with polished chrome plated finish not to exceed 0.5 gallons per minute.  

2.3 COMMERCIAL SHOWERS 

A. Showers, Individual: 

1. Showers, Individual - FRP, One Piece without Top: 
a. Source Limitations: Obtain FRP showers without top from single source from 

single manufacturer. 
b. Description: FRP shower enclosure with valve and receptor. 
c. Standard: CSA B45.5/IAPMO Z124. 
d. Style: Accessible in accordance with ICC A117. 
e. Shower Head and Shower Valve:. 
f. Shower Nominal Size: 36 by 36 inches 
g. Outlet: Drain with NPS 2 outlet. 
h. Shower Rod and Curtain: Required. 
i. Grab Bar: ASTM F446, mounted on support area back wall. 

B. Shower Valve Assemblies: 

1. Shower Valve Assemblies - Single-Handle, Pressure-Balanced Mixing Valve with Head: 
a. Source Limitations: Obtain shower heads and shower valves from single source 

from single manufacturer. 
b. Description: Single-handle, accessible, pressure-balance mixing valve with hot- 

and cold-water indicators; diverting valve check stops; and shower head. 
c. Shower Valve: 

1) Standards: 



DMC RPi Fit-Out  Niceville Florida 
 

COMMERCIAL PLUMBING FIXTURES 224200 - 3 

a) ASME A112.18.1/CSA B125.1. 
b) ASSE 1016/ASME A112.1016/CSA B125.16. 

2) Body Material: Solid brass. 
3) Finish: Polished chrome plate. 
4) Operation: Single-handle, twist or rotate control. 
5) Antiscald Device: Integral with mixing valve. 
6) Check Stops: Check-valve type, integral with or attached to body; on hot- 

and cold-water supply connections. 

d. Supply Connections: NPS 1/2. 
e. Shower Head: 

1) Standard: ASME A112.18.1/CSA B125.1. 
2) Shower Head Maximum Flow Rate: 2.0 gpm. 
3) Shower Head Material: Metallic with chrome-plated finish. 
4) Spray Pattern: Adjustable. 

C. Shower Basins: 

1. Shower Basins - Solid Surface: 
a. Source Limitations: Obtain shower basins from single source from single 

manufacturer. 
b. Description: Solid-surface base for built-up-type shower fixture. 
c. Standard: CSA B45.5/IAPMO Z124. 
d. Type: Accessible in accordance with ICC A117.1. 
e. Nominal Size and Shape: 36 by 36 inches square. 
f. Outlet: Drain with NPS 2. 

D. Grout: 

1. Standard: ASTM C1107/C1107M, Grade B, post-hardening and volume-adjusting, dry, 
hydraulic-cement grout. 

2. Characteristics: Nonshrink; recommended for interior and exterior applications. 
3. Design Mix: 5000 psi, 28-day compressive strength. 
4. Packaging: Premixed and factory packaged. 

2.4 COMMERCIAL SINKS 

A. Service Sinks, Floor Mounted: 

1. Service Sinks, Floor Mounted - Terrazzo: 
a. Source Limitations: Obtain sinks from single source from single manufacturer. 
b. Fixture: 

1) Material: Marble chips cast in portland cement to produce a compressive 
strength of not less than 3000 psi, seven days after casting. 

2) Shape: Square 
3) Nominal Size: 24 by 24 inches.. 
4) Rim Guard: On all top surfaces. 

c. Mounting: On floor and flush to wall. 

B. Sinks: 
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1. Kitchen/Utility Sinks, Counter Mounted - Stainless Steel: 
a. Source Limitations: Obtain sinks from single source from single manufacturer. 
b. Fixture: 

1) Standard: ASME A112.19.3/CSA B45.4. 
2) Type: Stainless steel, self-rimming, sound-deadened unit 
3) Material: Type 304 stainless steel. 

a) Depth: Accessible in accordance with ICC A117.1. 

c. Supply Fittings: 

1) Standard: ASME A112.18.1/CSA B125.1. 
2) Supplies: Chrome-plated brass compression stop with inlet connection 

matching water-supply piping type and size. 

d. Waste Fittings: 

1) Standard: ASME A112.18.2/CSA B125.2. 
2) Trap(s) Size: NPS 2. 

e. Mounting: On counter with sealant. 

C. Sink Faucets, Manually Operated: 

1. Sink Faucets, Manually Operated: Two handle, mixing. 
a. Source Limitations: Obtain sink faucets from single source from single 

manufacturer. 
b. Standards: 

1) ASME A112.18.1/CSA B125.1. 
2) NSF 61. 
3) NSF 372. 

c. Description: Include hot- and cold-water indicators; coordinate faucet inlets with 
supplies and fixture hole punchings; coordinate outlet with spout and sink receptor. 

d. Body Type: Centerset. 
e. Body Material: Commercial, solid-brass, or die-cast housing with brazed copper 

and brass waterway. 
f. Finish: Polished chrome plate. 
g. Spout Type: Swivel, gooseneck. 

2. Sink Faucets, Manually Operated - Service Sink: 
a. Source Limitations: Obtain sink faucets from single source from single 

manufacturer. 
b. Description: Wall/back mounted, brass body, with integral service stops, checks, 

spout with bucket/pail hook, 3/4-inch hose thread end, integral vacuum breaker, 
inlets 8 inches o.c., and two-handle mixing. 

c. Faucet: 

1) Standards: 

a) ASME A112.18.1/CSA B125.1. 
b) NSF 61 and NSF 372. 
c) ICC A117.1. 
d) ASSE 1001 (VB). 
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2) Finish: Polished chrome plated. 

d. Vacuum Breaker: Required for hose outlet. 

D. Grout: 

1. Standard: ASTM C1107/C1107M, Grade B, post-hardening and volume-adjusting, dry, 
hydraulic-cement grout. 

2. Characteristics: Nonshrink; recommended for interior and exterior applications. 
3. Design Mix: 5000 psi, 28-day compressive strength. 
4. Packaging: Premixed and factory packaged. 

2.5 COMMERCIAL WATER CLOSETS  

Flush tank type water closets: ASME A112.19.2/CSA B45.1 and ASSE1037, white vitreous china, 
floor-mounted, floor outlet as indicated, elongated bowl, white solid plastic elongated open-front seat, 
and ASME A112.19.5 trim. The water flushing volume of the flush valve shall not exceed 1.28 (gpm) 
gallons per flush. ADA height. 

2.6 FIXTURE CARRIERS 

A. Fixture Carriers - Lavatory: 
1. Source Limitations: Obtain lavatory carriers from single source from single manufacturer. 
2. Standards: 

a. ASME A112.6.1M. 
b. ASME A112.6.2. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine roughing-in of water-supply piping and sanitary drainage and vent piping systems to 
verify actual locations of piping connections before plumbing fixture installation. 

B. Examine walls and floors for suitable conditions where plumbing fixtures will be installed. 

C. Examine counters for suitable conditions where lavatories and sinks will be installed. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION OF COMMERCIAL PLUMBING FIXTURES 

A. Lavatory Installation: 

1. Install lavatories level and plumb in accordance with roughing-in drawings. 
2. Install supports, affixed to building substrate, for wall-mounted lavatories. 
3. Install accessible, wall-mounted lavatories at mounting height in accordance with 

ICC A117.1. 
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4. Install water-supply piping with stop on each supply to each lavatory faucet. Install stops 
in locations that are accessible for ease of operation. 

5. Install trap and waste piping on each drain outlet of each lavatory to be connected to 
sanitary drainage system. 

6. Install wall flanges or escutcheons at piping wall penetrations in exposed, finished 
locations. Use deep-pattern escutcheons if required to conceal protruding fittings.  

7. Seal joints between lavatories, counters, and walls using sanitary-type, one-part, mildew-
resistant silicone sealant. Match sealant color to fixture color. Comply with sealant 
requirements specified in Section 079200 "Joint Sealants." 

8. Install protective shielding pipe covers and enclosures on exposed supplies and waste 
piping of accessible lavatories. Comply with requirements in Section 220719 "Plumbing 
Piping Insulation." 

B. Shower Installation: 

1. Assemble shower components in accordance with manufacturers' written instructions. 
2. Install showers level and plumb in accordance with roughing-in drawings. 
3. Install ball valves in water-supply piping to the shower if supply stops are specified with 

the shower valve. Comply with ball valve requirements specified in Section 220523 
"General Duty Valves for Plumbing Piping." Install valves in locations that are accessible 
for ease of operation. 

4. Install shower flow-control fittings with specified maximum flow rates in shower arms. 
5. Set shower receptors and shower basins in leveling bed of cement grout. 
6. Install wall flanges or escutcheons at piping wall penetrations in exposed, finished 

locations. Use deep-pattern escutcheons if required to conceal protruding fittings.  
7. Seal joints between showers, floors, and walls using sanitary-type, one-part, mildew-

resistant silicone sealant. Match sealant color to fixture color. Comply with sealant 
requirements specified in Section 079200 "Joint Sealants." 

C. Sink Installation: 

1. Install sinks level and plumb in accordance with roughing-in drawings. 
2. Install supports, affixed to building substrate, for wall-mounted sinks. 
3. Install accessible, wall-mounted sinks at mounting height in accordance with ICC A117.1. 
4. Set floor-mounted sinks in leveling bed of cement grout. 
5. Install water-supply piping with stop on each supply to each sink faucet. 

a. Exception: Use ball or gate valves if supply stops are not specified with sink. 
Comply with valve requirements specified in Section 220523 "General Duty Valves 
for Plumbing Piping." 

b. Install stops/valves in locations that are accessible for ease of operation. 

6. Install trap and waste piping on each drain outlet of each sink to be connected to sanitary 
drainage system. 

7. Install wall flanges or escutcheons at piping wall penetrations in exposed, finished 
locations. Use deep-pattern escutcheons if required to conceal protruding fittings.  

8. Seal joints between sinks, counters, floors, and walls using sanitary-type, one-part, 
mildew-resistant silicone sealant. Match sealant color to fixture color. Comply with 
sealant requirements specified in Section 079200 "Joint Sealants." 

9. Install protective shielding pipe covers and enclosures on exposed supplies and waste 
piping of accessible sinks. Comply with requirements in Section 220719 "Plumbing Piping 
Insulation." 

D. Water Closet Installation: 

1. Install water closets level and plumb in accordance with roughing-in drawings. 
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2. Install floor-mounted water closets on bowl-to-drain connecting fitting attachments to 
piping or building substrate. 

3. Install supports, affixed to building substrate, for floor-mounted, back-outlet water closets. 
4. Install floor-mounted, back-outlet water closets, attached to building floor substrate, onto 

waste-fitting seals; and attach to support. 
5. Measure support height installation from finished floor, not structural floor. 
6. Attach supply piping to supports or substrate within pipe spaces behind fixtures. 
7. Install actuators in locations easily reachable for people with disabilities. 
8. Install new batteries in battery-powered, electronic-sensor mechanisms. 
9. Install toilet seats on water closets. 
10. Install wall flanges or escutcheons at piping wall penetrations in exposed, finished 

locations. Install deep-pattern escutcheons if required to conceal protruding fittings.  
11. Seal joints between water closets, walls, and floors using sanitary-type, one-part, mildew-

resistant silicone sealant. Match sealant color to water-closet color. Comply with sealant 
requirements specified in Section 079200 "Joint Sealants." 

3.3 INSTALLATION OF PIPING CONNECTIONS 

A. Connect plumbing fixtures with water supplies and soil, waste, and vent piping. Use size fittings 
required to match plumbing fixtures. 

B. Comply with water piping requirements specified in Section 221116 "Domestic Water Piping." 

C. Comply with soil, waste, and vent piping requirements specified in Section 221316 "Sanitary 
Waste and Vent Piping." 

D. Install protective-shielding pipe covers and enclosures on exposed supplies and waste piping of 
accessible plumbing fixtures. Comply with requirements in Section 220719 "Plumbing Piping 
Insulation." 

E. Where installing piping adjacent to water closets and urinals, allow space for service and 
maintenance. 

3.4 ADJUSTING 

A. Operate and adjust plumbing fixtures and controls. Replace damaged and malfunctioning 
plumbing fixtures, fittings, and controls. 

B. Adjust water pressure at faucets to produce proper flow. 

C. Adjust water pressure at shower valves to produce proper flow. 

D. Adjust water pressure at flushometer valves to produce proper flow. 

E. Install new batteries in battery-powered, electronic-sensor mechanisms. 

3.5 CLEANING AND PROTECTION 

A. After completing installation of plumbing fixtures, inspect and repair damages finishes. Replace 
any fixtures unable to be repaired to the satisfaction of the Architect. 



DMC RPi Fit-Out  Niceville Florida 
 

COMMERCIAL PLUMBING FIXTURES 224200 - 8 

B. Clean plumbing fixtures and associated faucets, valves, flushometer valves, and fittings with 
manufacturers' recommended cleaning methods and materials. 

C. Provide protective covering for installed plumbing fixtures and associated faucets, valves, 
flushometer valves, and fittings. 

D. Do not allow use of plumbing fixtures for temporary facilities unless approved in writing by 
Owner. 

END OF SECTION 224200 
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SECTION 224713 - DRINKING FOUNTAINS 

1.1 SUMMARY 

A. Section Includes: 

1. Drinking fountains. 
2. Bottle filling stations. 
3. Supports. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes. 

2. Include operating characteristics, and furnished specialties and accessories. 

1.3 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For drinking fountains and bottle filling stations to include in 
maintenance manuals. 

1.4 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Standards: 

1. Drinking fountains and bottle filling stations intended to convey or dispense water for 
human consumption are to comply with the U.S. Safe Drinking Water Act (SDWA), 
requirements of the Authority Having Jurisdiction (AHJ), and with NSF 61 or NSF 372, or 
be certified in compliance with NSF 61 or NSF 372 by an ANSI-accredited third-party 
certification body, that the weighted average lead content at wetted surfaces is less than 
or equal to 0.25 percent. 

2. Comply with ASME A112.19.3/CSA B45.4 for stainless steel drinking fountains and bottle 
filling stations. 

3. Comply with ASME A112.19.2/CSA B45.1 for vitreous china drinking fountains. 
4. Comply with NSF 42 and NSF 53 for water filters for drinking fountains and bottle filling 

stations. 
5. Comply with ICC A117.1 for accessible drinking fountains and bottle filling stations. 
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2.2 DRINKING FOUNTAINS 

A. Drinking Fountains - Surface Wall-Mounted, Powder-Coated Metal:. 
1. Source Limitations: Obtain surface wall-mounted, powder-coated-metal drinking fountains 

-from single source from single manufacturer. 
2. Type: Vandal resistant and freeze resistant. 

a. Bubblers: One for each receptor, with adjustable stream regulator, located on 
deck. 

b. Drain: Grid type with NPS 1-1/4 tailpiece. 
3. Supply: NPS 3/8 with shutoff valve. 
4. Waste Fitting: ASME A112.18.2/CSA B125.2, NPS 1-1/4 chrome-plated brass P-trap and 

waste. 
5. Filter: One or more water filters with capacity sized for unit peak flow rate. 
6. Electrical Characteristics: 

a. Volts: 120 V ac. 
b. Phase: Single. 
c. Hertz: 60 Hz. 

7. Support: Provide manufacturer's mounting plate and drinking fountain carrier. 
8. Drinking Fountain Mounting Height: High/low - standard/accessible in accordance with 

ICC A117.1. 
9. Freeze-Resistant Supply Fittings: Through wall freeze-resistant shutoff and flow-control 

valve assembly. 

B. Drinking Fountains - Surface Wall-Mounted, Stainless Steel: 
1. Source Limitations: Obtain surface wall-mounted, stainless steel drinking fountains from 

single source from single manufacturer. 
2. Type: Vandal resistant and freeze resistant. 

a. Bubblers: One for each receptor, with adjustable stream regulator, located on 
deck. 

b. Drain: Grid type with NPS 1-1/4 tailpiece. 
3. Supply: NPS 3/8 with shutoff valve. 
4. Waste Fitting: ASME A112.18.2/CSA B125.2, NPS 1-1/4 chrome-plated brass P-trap and 

waste. 
5. Filter: One or more water filters with capacity sized for unit peak flow rate. 
6. Electrical Characteristics: 

a. Volts: 120 V ac. 
b. Phase: Single. 
c. Hertz: 60 Hz. 

7. Support: Provide manufacturer's mounting plate and drinking fountain carrier. 
8. Drinking Fountain Mounting Height: High/low - standard/accessible in accordance with 

ICC A117.1. 
9. Freeze-Resistant Supply Fittings: Through wall freeze-resistant shutoff and flow-control 

valve assembly. 

C. Drinking Fountains - Surface Wall-Mounted, Vitreous China: 
1. Source Limitations: Obtain surface wall-mounted, vitreous-china drinking fountains from 

single source from single manufacturer. 
2. Type: Vandal resistant and freeze resistant. 

a. Bubblers: One for each receptor, with adjustable stream regulator, located on 
deck. 

b. Drain: Grid type with NPS 1-1/4 tailpiece. 
3. Supply: NPS 3/8 with shutoff valve. 
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4. Waste Fitting: ASME A112.18.2/CSA B125.2, NPS 1-1/4 chrome-plated brass P-trap and 
waste. 

5. Filter: One or more water filters with capacity sized for unit peak flow rate. 
6. Electrical Characteristics: 

a. Volts: 120 V ac. 
b. Phase: Single. 
c. Hertz: 60 Hz. 

7. Support: Provide manufacturer's mounting plate and drinking fountain carrier. 
8. Drinking Fountain Mounting Height: High/low - standard/accessible in accordance with 

ICC A117.1. 
9. Freeze-Resistant Supply Fittings: Through wall freeze-resistant shutoff and flow-control 

valve assembly. 

2.3 BOTTLE FILLING STATIONS 

A. Bottle Filling Station - Surface Wall-Mounted, Powder-Coated Metal: 
1. Source Limitations: Obtain surface wall-mounted, powder-coated-metal, bottle filling 

stations from single source from single manufacturer. 
2. Type: Vandal resistant and freeze resistant. 
3. Cabinet: Powder-coated metal. 
4. Drain: Grid type with NPS 1-1/4 tailpiece. 
5. Supply: NPS 3/8 with shutoff valve. 
6. Waste Fitting: ASME A112.18.2/CSA B125.2, NPS 1-1/4 brass P-trap. 
7. Filter: One or more water filters complying with NSF 42 and NSF 53 and with capacity 

sized for peak flow rate. 
8. Support: Provide manufacturer's mounting plate and drinking fountain carrier. 
9. Bottle Filling Station Mounting Height: Accessible in accordance with ICC A117.1. 
10. Electrical Characteristics: 

a. Volts: 120 V ac. 
b. Phase: Single. 
c. Hertz: 60 Hz. 

11.  

B. Bottle Filling Station - Surface Wall-Mounted, Stainless Steel: 
1. Source Limitations: Obtain surface wall-mounted, stainless steel, bottle filling stations 

from single source from single manufacturer. 
2. Type: Vandal resistant and freeze resistant. 
3. Cabinet: Stainless steel. 
4. Drain: Grid type with NPS 1-1/4 tailpiece. 
5. Supply: NPS 3/8 with shutoff valve. 
6. Waste Fitting: ASME A112.18.2/CSA B125.2, NPS 1-1/4 brass P-trap. 
7. Filter: One or more water filters complying with NSF 42 and NSF 53 and with capacity 

sized for peak flow rate. 
8. Support: Provide manufacturer's mounting plate and drinking fountain carrier. 
9. Bottle Filling Station Mounting Height: Accessible in accordance with ICC A117.1. 
10. Electrical Characteristics: 

a. Volts: 120 V ac. 
b. Phase: Single. 
c. Hertz: 60 Hz. 
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2.4 SUPPORTS 

A. Drinking Fountain Carrier: 
1. Standard: ASME A112.6.1M. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine roughing-in for water-supply and sanitary drainage and vent piping systems to verify 
actual locations of piping connections before fixture installation. 

B. Examine walls and floors for suitable conditions where fixtures will be installed. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install fixtures level and plumb according to roughing-in drawings. For fixtures indicated for 
children, install at height required by authorities having jurisdiction. 

B. Set pedestal drinking fountains and bottle filling stations on flat surface in accordance with 
manufacturer's written installation instructions. 

C. Install recessed, drinking fountains and bottle filling stations secured to wood blocking in wall 
construction. 

D. Install off-the-floor carrier supports, affixed to building substrate, for wall-mounted fixtures. 

E. Install water-supply piping with shutoff valve on supply to each fixture to be connected to 
domestic-water distribution piping. Use ball valve. Install valves in locations where they can be 
easily reached for operation. Valves are specified in Section 220523 "General-Duty Valves for 
Plumbing Piping." 

F. Install trap and waste piping on drain outlet of each fixture to be connected to sanitary drainage 
system. 

G. Install wall flanges or escutcheons at piping wall penetrations in exposed, finished locations. 
Use deep-pattern escutcheons where required to conceal protruding fittings. Comply with 
escutcheon requirements. 

H. Seal joints between fixtures and walls using sanitary-type, one-part, mildew-resistant, silicone 
sealant. Match sealant color to fixture color. Comply with sealant requirements. 

3.3 PIPING CONNECTIONS 

A. Connect fixtures with water supplies, stops, and risers, and with traps, soil, waste, and vent 
piping. Use size fittings required to match fixtures. 

B. Comply with water piping requirements specified in Section 221116 "Domestic Water Piping." 
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C. Install ball shutoff valve on water supply to each fixture. Install valve upstream from filter for 
drinking fountain. Comply with valve requirements specified in Section 220523 "General-Duty 
Valves for Plumbing Piping." 

D. Comply with soil and waste piping requirements specified in Section 221316 "Sanitary Waste 
and Vent Piping." 

3.4 ELECTRICAL CONNECTIONS 

A. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical 
Systems." 

B. Install electrical devices furnished by manufacturer, but not factory mounted, according to 
NFPA 70 and NECA 1. 

C. Install nameplate for each electrical connection, indicating electrical equipment designation and 
circuit number feeding connection. 
1. Nameplates to be laminated acrylic or melamine plastic signs with a black background 

and engraved white letters at least 1/2 inch high. 

3.5 ADJUSTING 

A. Adjust fixture flow regulators for proper flow and stream height. 

3.6 CLEANING 

A. After installing fixtures, inspect unit. Remove paint splatters and other spots, dirt, and debris. 
Repair damaged finish to match original finish. 

B. Clean fixtures, on completion of installation, according to manufacturer's written instructions. 

C. Provide protective covering for installed fixtures. 

D. Do not allow use of fixtures for temporary facilities unless approved in writing by Owner. 

END OF SECTION 224713 
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SECTION 230529 - HANGERS AND SUPPORTS FOR HVAC PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Fiberglass pipe hangers. 
4. Metal framing systems. 
5. Fiberglass strut systems. 
6. Thermal-hanger shield inserts. 
7. Fastener systems. 
8. Pipe stands. 
9. Equipment stands. 
10. Equipment supports. 

B. Related Requirements: 

1. Section 055000 "Metal Fabrications" for structural-steel shapes and plates for trapeze 
hangers for pipe and equipment supports. 

2. Section 233113 "Metal Ducts" for duct hangers and supports. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: Show fabrication and installation details and include calculations for the 
following; include Product Data for components: 

1. Trapeze pipe hangers. 
2. Metal framing systems. 
3. Fiberglass strut systems. 
4. Pipe stands. 
5. Equipment supports. 

1.3 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.4 QUALITY ASSURANCE 

A. Structural-Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and 
Pressure Vessel Code, Section IX. 
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PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Structural Performance: Hangers and supports for HVAC piping and equipment shall withstand 
the effects of gravity loads and stresses within limits and under conditions indicated according 
to ASCE/SEI 7. 

1. Design supports multiple pipes, including pipe stands, capable of supporting combined 
weight of supported systems, system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of 
supported equipment and connected systems and components. 

2.2 METAL PIPE HANGERS AND SUPPORTS 

A. Carbon-Steel Pipe Hangers and Supports: 

1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components. 
2. Galvanized Metallic Coatings: Pregalvanized, hot-dip galvanized, or electro-galvanized. 
3. Nonmetallic Coatings: Plastic coated, or epoxy powder-coated. 
4. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to 

support bearing surface of piping. 
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel or stainless 

steel. 

B. Stainless Steel Pipe Hangers and Supports: 

1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components. 
2. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to 

support bearing surface of piping. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

C. Copper Pipe and Tube Hangers: 

1. Description: MSS SP-58, Types 1 through 58, copper-plated steel, factory-fabricated 
components. 

2. Hanger Rods: Continuous-thread rod, nuts, and washer made of copper-plated steel or 
stainless steel. 

2.3 TRAPEZE PIPE HANGERS 

A. Description: MSS SP-58, Type 59, shop- or field-fabricated pipe-support assembly made from 
structural carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-
bolts. 

2.4 FIBERGLASS PIPE HANGERS 

A. Clevis-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 1, factory-fabricated steel pipe hanger except 
hanger is made of fiberglass or fiberglass-reinforced resin. 
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Hanger rods for fiberglass pipe hangers in first subparagraph below are typically stainless steel. 
2. Hanger Rods: Continuous-thread rod, washer, and nuts made of fiberglass, polyurethane 

or stainless steel. 
3. Flammability: ASTM D635, ASTM E84, and UL 94. 

B. Strap-Type, Fiberglass Pipe Hangers: 

1. Description: Similar to MSS SP-58, Type 9 or Type 10, steel pipe hanger except hanger 
is made of fiberglass-reinforced resin. 

a. Flammability: ASTM D635, ASTM E84, and UL 94. 

Hanger rods and attachments in subparagraph below are typically stainless steel. 

2. Hanger Rod and Fittings: Continuous-thread rod, washer, and nuts made of stainless 
steel. 

2.5 PLASTIC PIPE HANGERS 

A. Description: Similar to MSS SP-58, Types 1 through 58, factory-fabricated steel pipe hanger 
except hanger is made of plastic. 

B. Hanger Rods: Continuous-thread rod, nuts, and washer made of galvanized steel or stainless 
steel. 

C. Flammability: ASTM D635, ASTM E84, and UL 94. 

2.6 METAL FRAMING SYSTEMS 

A. MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated, pipe-support assembly made of steel channels, 

accessories, fittings, and other components for supporting multiple parallel pipes. 
2. Standard: Comply with MFMA-4 factory-fabricated components for field assembly. 
3. Channels: Continuous slotted carbon-steel, stainless steel Type 304, stainless steel 

Type 316, or extruded-aluminum channel with inturned lips. 
4. Channel Width: Selected for applicable load criteria. 
5. Channel Nuts: Formed or stamped nuts or other devices designed to fit into channel slot 

and, when tightened, prevent slipping along channel. 
6. Hanger Rods: Continuous-thread rod, nuts, and washer made of galvanized steel or 

stainless steel. 
7. Metallic Coating: Plain, Pregalvanized, Hot-dip galvanized. 

B. Non-MFMA Manufacturer Metal Framing Systems: 
1. Description: Shop- or field-fabricated, pipe-support assembly made of steel channels, 

accessories, fittings, and other components for supporting multiple parallel pipes. 
2. Standard: Comply with MFMA-4 factory-fabricated components for field assembly. 
3. Channels: Continuous slotted carbon-steel or stainless-steel channel with inturned lips. 
4. Channel Width: Select for applicable load criteria. 
5. Channel Nuts: Formed or stamped nuts or other devices designed to fit into channel slot 

and, when tightened, prevent slipping along channel. 
6. Hanger Rods: Continuous-thread rod, nuts, and washer made of galvanized steel or 

stainless steel. 
7. Metallic Coating: Plain, Pregalvanized, Hot-dip galvanized. 
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2.7 FIBERGLASS STRUT SYSTEMS 

A. Description: Structural-grade, factory-formed, glass-fiber-resin channels and angles for 
supporting multiple parallel pipes. 

1. Standard: Comply with MFMA-4 factory-fabricated components for field assembly. 
2. Channels: Continuous slotted fiberglass-reinforced plastic channel with inturned lips. 
3. Channel Width: Selected for applicable load criteria. 
4. Fittings and Accessories: Products provided by channel and angle manufacturer and 

designed for use with those items. 
5. Fitting and Accessory Materials: Same as those for channels and angles, except metal 

items may be stainless steel. 
6. Rated Strength: Selected to suit applicable load criteria. 
7. Protect finishes on exposed surfaces from damage by applying a strippable, temporary 

protective covering before shipping. 

2.8 THERMAL-HANGER SHIELD INSERTS 

A. Insulation-Insert Material for Cold Piping: ASTM C552, Type II cellular glass with 100-psi or 
ASTM C591, Type VI, Grade 1 polyisocyanurate with 125-psi minimum compressive strength 
and vapor barrier. 

B. Insulation-Insert Material for Hot Piping: Water-repellent-treated, ASTM C533, Type I calcium 
silicate with 100-psi or ASTM C552, Type II cellular glass with 100-psi or ASTM C591, Type VI, 
Grade 1 polyisocyanurate with 125-psi minimum compressive strength. 

C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe. 

D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe. 

E. Insert Length: Extend 2 inches beyond sheet metal shield for piping operating below ambient air 
temperature. 

2.9 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened portland cement 
concrete with pull-out, tension, and shear capacities appropriate for supported loads and 
building materials where used. 

B. Mechanical-Expansion Anchors: Insert-wedge-type anchors for use in hardened portland 
cement concrete; with pull-out, tension, and shear capacities appropriate for supported loads 
and building materials where used. 
1. Indoor Applications: Zinc-coated or stainless steel. 
2. Outdoor Applications: Stainless steel. 

2.10 PIPE STANDS 

A. General Requirements for Pipe Stands: Shop- or field-fabricated assemblies made of 
manufactured corrosion-resistant components to support roof-mounted piping. 

B. Compact Pipe Stand: 
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1. Description: Single base unit with integral-rod roller, pipe clamps, or V-shaped cradle to 
support pipe, for roof installation without membrane penetration. 

2. Base: Single, vulcanized rubber, molded polypropylene, or polycarbonate. 
3. Hardware: Galvanized steel or polycarbonate. 
4. Accessories: Protection pads. 

C. Low-Profile, Single Base, Single-Pipe Stand: 
1. Description: Single base with vertical and horizontal members, and pipe support, for roof 

installation without membrane protection. 
2. Base: Single, vulcanized rubber, molded polypropylene, or polycarbonate. 
3. Vertical Members: Two, galvanized or stainless steel, continuous-thread 1/2-inch rods. 
4. Horizontal Member: Adjustable horizontal, galvanized or stainless steel pipe support 

channels. 
5. Pipe Supports: Roller, Strut clamps, Clevis hanger, or Swivel hanger. 
6. Hardware: Galvanized or stainless steel. 
7. Accessories: Protection pads. 
8. Height: 12 inches above roof.  

D. High-Profile, Single Base, Single-Pipe Stand: 
1. Description: Single base, vertical and horizontal members, and pipe support, for roof 

installation without membrane penetration. 
2. Base: Single vulcanized rubber or molded polypropylene. 
3. Vertical Members: Two, galvanized or stainless steel, continuous-thread 1/2-inch rods. 
4. Horizontal Member: One, adjustable height, galvanized or stainless steel pipe support 

slotted channel or plate. 
5. Pipe Supports: Roller, Clevis hanger or Swivel hanger. 
6. Hardware: Galvanized or Stainless steel. 
7. Accessories: Protection pads 1/2-inch continuous-thread galvanized-steel rod or 1/2-inch 

continuous-thread stainless steel rod. 
8. Height: 36 inches above roof. 

E. High-Profile, Multiple-Pipe Stand: 
1. Description: Assembly of bases, vertical and horizontal members, and pipe supports, for 

roof installation without membrane penetration. 
2. Bases: Two or more; vulcanized rubber or molded polypropylene. 
3. Vertical Members: Two or more, galvanized- or stainless-steel channels. 
4. Horizontal Members: One or more, adjustable height, galvanized- or stainless-steel pipe 

support. 
5. Pipe Supports: Roller, Strut clamps, Clevis hanger or Swivel hanger. 
6. Hardware: Galvanized or Stainless steel. 
7. Accessories: Protection pads, 1/2-inch continuous-thread rod. 
8. Height: 36 inches above roof. 

F. Curb-Mounted-Type Pipe Stands: Shop- or field-fabricated pipe supports made from structural-
steel shapes, continuous-thread rods, and rollers, for mounting on permanent stationary roof 
curb. 

2.11 EQUIPMENT SUPPORTS 

A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-
steel shapes. 
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2.12 OUTDOOR EQUIPMENT STANDS 

A. Description: Individual foot supports with elevated adjustable channel cross bars and 
clamps/fasteners/bolts for ground or roof supported outdoor equipment components, without 
roof membrane penetration, in a pre-fabricated system that can be modularly-assembled on 
site. 

B. Foot Material: Rubber or polypropylene. 

C. Rails Material: Hot dip galvanized carbon steel. 

D. Wind/Sliding Load Resistance: Up to 100 mph minimum. 

2.13 MATERIALS 

A. Aluminum: ASTM B221. 

B. Carbon Steel: ASTM A1011. 

C. Structural Steel: ASTM A36, carbon-steel plates, shapes, and bars; galvanized. 

D. Stainless Steel: ASTM A240. 

E. Threaded Rods: Continuously threaded. Zinc-plated or galvanized steel for indoor applications 
and stainless steel for outdoor applications. Mating nuts and washers of similar materials as 
rods. 

F. Grout: ASTM C1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and 
nonmetallic grout; suitable for interior and exterior applications. 

1. Properties: Nonstaining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi, 28-day compressive strength. 

PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with requirements in Section 078413 "Penetration Firestopping" for firestopping 
materials and installation for penetrations through fire-rated walls, ceilings, and assemblies. 

B. Strength of Support Assemblies: Where not indicated, select sizes of components so strength 
will be adequate to carry present and future static loads within specified loading limits. Minimum 
static design load used for strength determination shall be weight of supported components plus 
200 lb. 

3.2 INSTALLATION OF HANGERS AND SUPPORTS 

A. Metal Pipe-Hanger Installation: Comply with MSS SP-58. Install hangers, supports, clamps, and 
attachments as required to properly support piping from the building structure. 
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B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-58. Arrange for grouping of 
parallel runs of horizontal piping, and support together on field-fabricated trapeze pipe hangers. 

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or 
install intermediate supports for smaller diameter pipes as specified for individual pipe 
hangers. 

2. Field fabricate from ASTM A36/A36M, carbon-steel shapes selected for loads being 
supported. Weld steel according to AWS D1.1/D1.1M. 

C. Fiberglass Pipe-Hanger Installation: Comply with applicable portions of MSS SP-58. Install 
hangers and attachments as required to properly support piping from building structure. 

D. Framing System Installation: Metal or Fiberglass. Arrange for grouping of parallel runs of piping, 
and support together on field-assembled strut systems. 

E. Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping. 

F. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less 
than 4 inches thick in concrete after concrete is placed and completely cured. Use 
operators that are licensed by powder-actuated tool manufacturer. Install fasteners 
according to powder-actuated tool manufacturer's operating manual. 

2. Install mechanical-expansion anchors in concrete after concrete is placed and completely 
cured. Install fasteners according to manufacturer's written instructions. 

G. Pipe Stand Installation: 

1. Pipe Stand Types except Curb-Mounted Type: Assemble components and mount on 
smooth roof surface. Do not penetrate roof membrane. 

2. Curb-Mounted-Type Pipe Stands: Assemble components or fabricate pipe stand and 
mount on permanent, stationary roof curb. See Section 077200 "Roof Accessories" for 
curbs. 

H. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, 
washers, and other accessories. 

I. Equipment Support Installation: Fabricate from welded-structural-steel shapes. 

J. Install hangers and supports to allow controlled thermal and seismic movement of piping 
systems, to permit freedom of movement between pipe anchors, and to facilitate action of 
expansion joints, expansion loops, expansion bends, and similar units. 

K. Install lateral bracing with pipe hangers and supports to prevent swaying. 

L. Install building attachments within concrete slabs or attach to structural steel. Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 and 
larger and at changes in direction of piping. Install concrete inserts before concrete is placed; 
fasten inserts to forms and install reinforcing bars through openings at top of inserts. 

M. Load Distribution: Install hangers and supports so that piping live and dead loads and stresses 
from movement will not be transmitted to connected equipment. 

N. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed 
maximum pipe deflections allowed by ASME B31.9 for building services piping. 
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O. Insulated Piping: 

1. Attach clamps and spacers to piping. 

a. Piping Operating above Ambient Air Temperature: Clamp may project through 
insulation. 

b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield 
insert with clamp sized to match OD of insert. 

c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services 
piping. 

2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is 
indicated. Fill interior voids with insulation that matches adjoining insulation. 

a. Thermal-hanger shield inserts may be used as an option. Include steel weight-
distribution plate for pipe NPS 4 and larger if pipe is installed on rollers. 

3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields 
shall span an arc of 180 degrees. 

a. Thermal-hanger shield inserts may be used as an option. Include steel weight-
distribution plate for pipe NPS 4 and larger if pipe is installed on rollers. 

4. Shield Dimensions for Pipe: Not less than the following: 

a. NPS 1/4 to NPS 3-1/2 (DN 8 to DN 90): 12 inches long and 0.048 inch thick. 
b. NPS 4 (DN 100): 12 inches long and 0.06 inch thick. 
c. NPS 5 and NPS 6 (DN 125 and DN 150): 18 inches long and 0.06 inch thick. 
d. NPS 8 to NPS 14 (DN 200 to DN 350): 24 inches long and 0.075 inch thick. 

5. Pipes NPS 8 (DN 200) and Larger: Include wood or reinforced calcium-silicate-insulation 
inserts of length at least as long as protective shield. 

6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation. 

3.3 INSTALLATION OF EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 

3.4 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment 
supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be 
shop welded because of shipping size limitations. 
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C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; 
appearance and quality of welds; and methods used in correcting welding work; and with the 
following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections so no roughness shows after finishing and so 

contours of welded surfaces match adjacent contours. 

3.5 ADJUSTING 

A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve 
indicated slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches. 

3.6 PAINTING 

A. Touchup: 

1. Clean field welds and abraded areas of shop paint. Paint exposed areas immediately 
after erecting hangers and supports. Use same materials as used for shop painting. 
Comply with SSPC-PA 1 requirements for touching up field-painted surfaces. 

a. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils. 
2. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply 

galvanizing-repair paint to comply with ASTM A780. 

3.7 HANGER AND SUPPORT SCHEDULE 

A. Specific hanger and support requirements are in Sections specifying piping systems and 
equipment. 

B. Comply with MSS SP-58 for pipe-hanger selections and applications that are not specified in 
piping system Sections. 

C. Use hangers and supports with galvanized metallic coatings for piping and equipment that will 
not have field-applied finish. 

D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in 
direct contact with copper tubing. 

E. Use carbon-steel pipe hangers and supports, metal trapeze pipe hangers, and metal framing 
systems and attachments for general service applications. 

F. Use stainless steel pipe hangers and fiberglass pipe hangers and fiberglass strut systems and 
stainless steel or corrosion-resistant attachments for hostile environment applications. 

G. Use copper-plated pipe hangers and copper or stainless-steel attachments for copper piping 
and tubing. 
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H. Use padded hangers for piping that is subject to scratching. 

I. Use thermal-hanger shield inserts for insulated piping and tubing. 

J. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in 
piping system Sections, install the following types: 

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of noninsulated or 
insulated, stationary pipes NPS 1/2 to NPS 30. 

2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F, pipes 
NPS 4 to NPS 24, requiring up to 4 inches of insulation. 

3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of pipes 
NPS 3/4 to NPS 36, requiring clamp flexibility and up to 4 inches of insulation. 

4. Steel Pipe Clamps (MSS Type 4): For suspension of cold and hot pipes NPS 1/2 to 
NPS 24 if little or no insulation is required. 

5. Pipe Hangers (MSS Type 5): For suspension of pipes NPS 1/2 to NPS 4, to allow off-
center closure for hanger installation before pipe erection. 

6. Adjustable, Swivel Split- or Solid-Ring Hangers (MSS Type 6): For suspension of 
noninsulated, stationary pipes NPS 3/4 to NPS 8. 

7. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8. 

8. Adjustable Band Hangers (MSS Type 9): For suspension of noninsulated, stationary 
pipes NPS 1/2 to NPS 8. 

9. Adjustable, Swivel-Ring Band Hangers (MSS Type 10): For suspension of noninsulated, 
stationary pipes NPS 1/2 to NPS 8. 

10. Split Pipe Ring with or without Turnbuckle Hangers (MSS Type 11): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 8. 

11. Extension Hinged or Two-Bolt Split Pipe Clamps (MSS Type 12): For suspension of 
noninsulated, stationary pipes NPS 3/8 to NPS 3. 

12. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30. 
13. Clips (MSS Type 26): For support of insulated pipes not subject to expansion or 

contraction. 
14. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36, with steel-

pipe base stanchion support and cast-iron floor flange or carbon-steel plate. 
15. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36, with 

steel-pipe base stanchion support and cast-iron floor flange or carbon-steel plate, and 
with U-bolt to retain pipe. 

16. Adjustable Pipe Saddle Supports (MSS Type 38): For stanchion-type support for pipes 
NPS 2-1/2 to NPS 36 if vertical adjustment is required, with steel-pipe base stanchion 
support and cast-iron floor flange. 

17. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30, from two 
rods if longitudinal movement caused by expansion and contraction might occur. 

18. Adjustable Roller Hangers (MSS Type 43): For suspension of pipes NPS 2-1/2 to 
NPS 24, from single rod if horizontal movement caused by expansion and contraction 
might occur. 

19. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 if 
longitudinal movement caused by expansion and contraction might occur but vertical 
adjustment is unnecessary. 

20. Pipe Roll and Plate Units (MSS Type 45): For support of pipes NPS 2 to NPS 24 if small 
horizontal movement caused by expansion and contraction might occur and vertical 
adjustment is unnecessary. 

21. Adjustable Pipe Roll and Base Units (MSS Type 46): For support of pipes NPS 2 to 
NPS 30 if vertical and lateral adjustment during installation might be required in addition 
to expansion and contraction. 
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K. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to 
NPS 24. 

2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 
to NPS 24 if longer ends are required for riser clamps. 

L. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches for heavy loads. 
2. Steel Clevises (MSS Type 14): For 120 to 450 deg F piping installations. 
3. Swivel Turnbuckles (MSS Type 15): For use with MSS Type 11, split pipe rings. 
4. Malleable-Iron Sockets (MSS Type 16): For attaching hanger rods to various types of 

building attachments. 
5. Steel Weldless Eye Nuts (MSS Type 17): For 120 to 450 deg F piping installations. 

M. Building Attachments: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 

1. Steel or Malleable Concrete Inserts (MSS Type 18): For upper attachment to suspend 
pipe hangers from concrete ceiling. 

2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist 
construction, to attach to top flange of structural shape. 

3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, 
channels, or angles. 

4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams. 
5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are 

considerable and rod sizes are large. 
6. C-Clamps (MSS Type 23): For structural shapes. 
7. Top-Beam Clamps (MSS Type 25): For top of beams if hanger rod is required tangent to 

flange edge. 
8. Side-Beam Clamps (MSS Type 27): For bottom of steel I-beams. 
9. Steel-Beam Clamps with Eye Nuts (MSS Type 28): For attaching to bottom of steel I-

beams for heavy loads. 
10. Linked-Steel Clamps with Eye Nuts (MSS Type 29): For attaching to bottom of steel I-

beams for heavy loads, with link extensions. 
11. Malleable-Beam Clamps with Extension Pieces (MSS Type 30): For attaching to 

structural steel. 
12. Welded-Steel Brackets: For support of pipes from below or for suspending from above by 

using clip and rod. Use one of the following for indicated loads: 

a. Light (MSS Type 31): 750 lb. 
b. Medium (MSS Type 32): 1500 lb. 
c. Heavy (MSS Type 33): 3000 lb. 

13. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams. 
14. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required. 
15. Horizontal Travelers (MSS Type 58): For supporting piping systems subject to linear 

horizontal movement where headroom is limited. 

N. Saddles and Shields: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 
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1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with 
insulation that matches adjoining insulation. 

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to 
prevent crushing insulation. 

3. Thermal-Hanger Shield Inserts: For supporting insulated pipe. 

O. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping 
system Sections, install the following types: 

1. Restraint-Control Devices (MSS Type 47): Where indicated to control piping movement. 
2. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-

1/4 inches. 
3. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41, roll hanger with 

springs. 
4. Spring Sway Braces (MSS Type 50): To retard sway, shock, vibration, or thermal 

expansion in piping systems. 
5. Variable-Spring Hangers (MSS Type 51): Preset to indicated load and limit variability 

factor to 25 percent to allow expansion and contraction of piping system from hanger. 
6. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load and limit 

variability factor to 25 percent to allow expansion and contraction of piping system from 
base support. 

7. Variable-Spring Trapeze Hangers (MSS Type 53): Preset to indicated load and limit 
variability factor to 25 percent to allow expansion and contraction of piping system from 
trapeze support. 

8. Constant Supports: For critical piping stress and if necessary to avoid transfer of stress 
from one support to another support, critical terminal, or connected equipment. Include 
auxiliary stops for erection, hydrostatic test, and load-adjustment capability. These 
supports include the following types: 

a. Horizontal (MSS Type 54): Mounted horizontally. 
b. Vertical (MSS Type 55): Mounted vertically. 
c. Trapeze (MSS Type 56): Two vertical-type supports and one trapeze member. 

P. Comply with MSS SP-58 for trapeze pipe-hanger selections and applications that are not 
specified in piping system Sections. 

Q. Comply with MFMA-103 for metal framing system selections and applications that are not 
specified in piping system Sections. 

R. Use powder-actuated fasteners or mechanical-expansion anchors instead of building 
attachments where required in concrete construction. 

END OF SECTION 230529 



DMC RPi Fit-Out  Niceville Florida 

TESTING, ADJUSTING, AND BALANCING FOR HVAC 230593 - 1 

SECTION 230593 - TESTING, ADJUSTING, AND BALANCING FOR HVAC 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Testing, Adjusting, and Balancing of Air Systems: 

a. Constant-volume air systems. 
2. Testing, adjusting, and balancing of equipment. 
3. HVAC-control system verification. 

1.2 DEFINITIONS 

A. AABC: Associated Air Balance Council. 

B. NEBB: National Environmental Balancing Bureau. 

C. TAB: Testing, adjusting, and balancing. 

D. TABB: Testing, Adjusting, and Balancing Bureau. 

E. TAB Specialist: An independent entity meeting qualifications to perform TAB work. 

F. TDH: Total dynamic head. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: Within 30 days of Contractor's Notice to Proceed, submit documentation that 
the TAB specialist and this Project's TAB team members meet the qualifications specified in 
"Quality Assurance" Article. 

B. Contract Documents Examination Report: Within 30 days of Contractor's Notice to Proceed, 
submit the Contract Documents review report, as specified in Part 3. 

C. Strategies and Procedures Plan: Within 30 days of Contractor's Notice to Proceed, submit TAB 
strategies and step-by-step procedures, as specified in "Preparation" Article. 

D. System Readiness Checklists: Within 30 days of Contractor's Notice to Proceed, submit system 
readiness checklists, as specified in "Preparation" Article. 

E. Examination Report: Submit a summary report of the examination review required in 
"Examination" Article. 

F. Certified TAB reports. 

G. Sample report forms. 
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H. Instrument calibration reports, to include the following: 

1. Instrument type and make. 
2. Serial number. 
3. Application. 
4. Dates of use. 
5. Dates of calibration. 

1.4 QUALITY ASSURANCE 

A. TAB Specialists Qualifications, Certified by AABC: 

1. TAB Field Supervisor: Employee of the TAB specialist and certified by AABC. 
2. TAB Technician: Employee of the TAB specialist and certified by AABC. 

B. TAB Specialists Qualifications, Certified by NEBB or TABB: 

1. TAB Field Supervisor: Employee of the TAB specialist and certified by NEBB or TABB. 
2. TAB Technician: Employee of the TAB specialist and certified by NEBB or TABB. 

C. Instrumentation Type, Quantity, Accuracy, and Calibration: Comply with requirements in 
ASHRAE 111, Section 4, "Instrumentation." 

D. ASHRAE/IES 90.1 Compliance: Applicable requirements in ASHRAE/IES 90.1, Section 6.7.2.3 - 
"System Balancing." 

E. Code and AHJ Compliance: TAB is required to comply with governing codes and requirements 
of authorities having jurisdiction. 

1.5 FIELD CONDITIONS 

A. Partial Owner Occupancy: Owner may occupy completed areas of building before Substantial 
Completion. Cooperate with Owner during TAB operations to minimize conflicts with Owner's 
operations. 

PART 2 - PRODUCTS (Not Applicable) 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine the Contract Documents to become familiar with Project requirements and to discover 
conditions in systems designs that may preclude proper TAB of systems and equipment. 

B. Examine installed systems for balancing devices, such as test ports, gauge cocks, thermometer 
wells, flow-control devices, balancing valves and fittings, and manual volume dampers. Verify 
that locations of these balancing devices are applicable for intended purpose and are 
accessible. 

C. Examine the approved submittals for HVAC systems and equipment. 
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D. Examine design data, including HVAC system descriptions, statements of design assumptions 
for environmental conditions and systems output, and statements of philosophies and 
assumptions about HVAC system and equipment controls. 

E. Examine ceiling plenums and underfloor air plenums used for HVAC to verify that they are 
properly separated from adjacent areas and sealed. 

F. Examine equipment performance data, including fan and pump curves. 

1. Relate performance data to Project conditions and requirements, including system effects 
that can create undesired or unpredicted conditions that cause reduced capacities in all 
or part of a system. 

2. Calculate system-effect factors to reduce performance ratings of HVAC equipment when 
installed under conditions different from the conditions used to rate equipment 
performance. To calculate system effects for air systems, use tables and charts found in 
AMCA 201, "Fans and Systems," or in SMACNA's "HVAC Systems - Duct Design." 
Compare results with the design data and installed conditions. 

G. Examine system and equipment installations and verify that field quality-control testing, 
cleaning, and adjusting specified in individual Sections have been performed. 

H. Examine test reports specified in individual system and equipment Sections. 

I. Examine HVAC equipment and verify that bearings are greased, belts are aligned and tight, 
filters are clean, and equipment with functioning controls is ready for operation. 

J. Examine heat-transfer coils for correct piping connections and for clean and straight fins. 

K. Examine operating safety interlocks and controls on HVAC equipment. 

L. Examine control dampers for proper installation for their intended function of isolating, throttling, 
diverting, or mixing air flows. 

M. Report deficiencies discovered before and during performance of TAB procedures. Observe 
and record system reactions to changes in conditions. Record default set points if different from 
indicated values. 

3.2 PREPARATION 

A. Prepare a TAB plan that includes the following: 

1. Equipment and systems to be tested. 
2. Strategies and step-by-step procedures for balancing the systems. 
3. Instrumentation to be used. 
4. Sample forms with specific identification for all equipment. 

B. Perform system-readiness checks of HVAC systems and equipment to verify system readiness 
for TAB work. Include, at a minimum, the following: 

1. Airside: 

a. Verify that leakage and pressure tests on air distribution systems have been 
satisfactorily completed. 

b. Duct systems are complete with terminals installed. 
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c. Volume, smoke, and fire dampers are open and functional. 
d. Clean filters are installed. 
e. Fans are operating, free of vibration, and rotating in correct direction. 
f. Variable-frequency controllers' startup is complete and safeties are verified. 
g. Automatic temperature-control systems are operational. 
h. Ceilings are installed. 
i. Windows and doors are installed. 
j. Suitable access to balancing devices and equipment is provided. 

3.3 GENERAL PROCEDURES FOR TESTING AND BALANCING 

A. Perform testing and balancing procedures on each system in accordance with the procedures 
contained in AABC's "National Standards for Total System Balance", ASHRAE 111,  NEBB's 
"Procedural Standards for Testing, Adjusting, and Balancing of Environmental Systems" and in 
this Section. 

B. Cut insulation, ducts, pipes, and equipment casings for installation of test probes to the 
minimum extent necessary for TAB procedures. 

1. After testing and balancing, patch probe holes in ducts with same material and thickness 
as used to construct ducts. 

2. Install and join new insulation that matches removed materials. Restore insulation, 
coverings, vapor barrier, and finish in accordance with Section 230713 "Duct Insulation," 
Section 230716 "HVAC Equipment Insulation," and Section 230719 "HVAC Piping 
Insulation." 

C. Mark equipment and balancing devices, including damper-control positions, valve position 
indicators, fan-speed-control levers, and similar controls and devices, with paint or other 
suitable, permanent identification material to show final settings. 

D. Take and report testing and balancing measurements in inch-pound (IP). 

3.4 TESTING, ADJUSTING, AND BALANCING OF HVAC EQUIPMENT 

A. Test, adjust, and balance HVAC equipment indicated on Drawings, including, but not limited to, 
the following: 
1. Fans and ventilators. 
2. Condensing units. 
3. Air-handling units. 
4. Rooftop air-conditioning units. 
5. Packaged air conditioners. 
6. Split-system air conditioners. 
7. Heat pumps. 

3.5 GENERAL PROCEDURES FOR BALANCING AIR SYSTEMS 

A. Prepare test reports for both fans and outlets. Obtain manufacturer's outlet factors and 
recommended testing procedures. Crosscheck the summation of required outlet volumes with 
required fan volumes. 

B. Prepare schematic diagrams of systems' Record drawings duct layouts. 
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C. For variable-air-volume systems, develop a plan to simulate diversity. 

D. Determine the best locations in main and branch ducts for accurate duct-airflow measurements. 

E. Check airflow patterns from the outdoor-air louvers and dampers and the return- and exhaust-
air dampers through the supply-fan discharge and mixing dampers. 

F. Locate start-stop and disconnect switches, electrical interlocks, and motor starters. 

G. Verify that motor starters are equipped with properly sized thermal protection. 

H. Check dampers for proper position to achieve desired airflow path. 

I. Check for airflow blockages. 

J. Check condensate drains for proper connections and functioning. 

K. Check for proper sealing of air-handling-unit components. 

3.6 PROCEDURES FOR CONSTANT-VOLUME AIR SYSTEMS 

A. Adjust fans to deliver total indicated airflows within the maximum allowable fan speed listed by 
fan manufacturer. 

1. Measure total airflow. 

a. Set outside-air, return-air, and relief-air dampers for proper position that simulates 
minimum outdoor-air conditions. 

b. Where duct conditions allow, measure airflow by main Pitot-tube traverse. If 
necessary, perform multiple Pitot-tube traverses close to the fan and prior to any 
outlets, to obtain total airflow. 

c. Where duct conditions are unsuitable for Pitot-tube traverse measurements, a coil 
traverse may be acceptable. 

2. Measure fan static pressures as follows: 

a. Measure static pressure directly at the fan outlet or through the flexible connection. 
b. Measure static pressure directly at the fan inlet or through the flexible connection. 
c. Measure static pressure across each component that makes up the air-handling 

system. 
d. Report artificial loading of filters at the time static pressures are measured. 

3. Review Contractor-prepared shop drawings and Record drawings to determine variations 
in design static pressures versus actual static pressures. Calculate actual system-effect 
factors. Recommend adjustments to accommodate actual conditions. 

4. Obtain approval from Architect for adjustment of fan speed higher or lower than indicated 
speed. Comply with requirements in HVAC Sections for air-handling units for adjustment 
of fans, belts, and pulley sizes to achieve indicated air-handling-unit performance. 

5. Do not make fan-speed adjustments that result in motor overload. Consult equipment 
manufacturers about fan-speed safety factors. Modulate dampers and measure fan-
motor amperage to ensure that no overload occurs. Measure amperage in full-cooling, 
full-heating, economizer, and any other operating mode to determine the maximum 
required brake horsepower. 
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B. Adjust volume dampers for main duct, submain ducts, and major branch ducts to indicated 
airflows. 

1. Measure airflow of submain and branch ducts. 
2. Adjust submain and branch duct volume dampers for specified airflow. 
3. Re-measure each submain and branch duct after all have been adjusted. 

C. Adjust air inlets and outlets for each space to indicated airflows. 

1. Set airflow patterns of adjustable outlets for proper distribution without drafts. 
2. Measure inlets and outlets airflow. 
3. Adjust each inlet and outlet for specified airflow. 
4. Re-measure each inlet and outlet after they have been adjusted. 

D. Verify final system conditions. 

1. Re-measure and confirm that minimum outdoor, return, and relief airflows are within 
design. Readjust to design if necessary. 

2. Re-measure and confirm that total airflow is within design. 
3. Re-measure all final fan operating data, speed, volts, amps, and static profile. 
4. Mark all final settings. 
5. Test system in economizer mode. Verify proper operation and adjust if necessary. 
6. Measure and record all operating data. 
7. Record final fan-performance data. 

3.7 PROCEDURES FOR AIR-COOLED CONDENSING UNITS 

A. Verify proper rotation of fan(s). 

B. Measure and record entering- and leaving-air temperatures. 

C. Measure and record entering and leaving refrigerant pressures. 

D. Measure and record operating data of compressor(s), fan(s), and motors. 

3.8 HVAC CONTROLS VERIFICATION 

A. In conjunction with system balancing, perform the following: 

1. Verify HVAC control system is operating within the design limitations. 
2. Confirm that the sequences of operation are in compliance with Contract Documents. 
3. Verify that controllers are calibrated and function as intended. 
4. Verify that controller set points are as indicated. 
5. Verify the operation of lockout or interlock systems. 
6. Verify the operation of valve and damper actuators. 
7. Verify that controlled devices are properly installed and connected to correct controller. 
8. Verify that controlled devices travel freely and are in position indicated by controller: 

open, closed, or modulating. 
9. Verify location and installation of sensors to ensure that they sense only intended 

temperature, humidity, or pressure. 

B. Reporting: Include a summary of verifications performed, remaining deficiencies, and variations 
from indicated conditions. 
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3.9 TOLERANCES 

A. Set HVAC system's airflow rates and water flow rates within the following tolerances: 

1. Supply, Return, and Exhaust Fans and Equipment with Fans: Plus or minus 10 percent. If 
design value is less than 100 cfm, within 10 cfm. 

2. Air Outlets and Inlets: Plus or minus 10 percent. If design value is less than 100 cfm, 
within 10 cfm. 

3.10 PROGRESS REPORTING 

A. Initial Construction-Phase Report: Based on examination of the Contract Documents as 
specified in "Examination" Article, prepare a report on the adequacy of design for system-
balancing devices. Recommend changes and additions to system-balancing devices, to 
facilitate proper performance measuring and balancing. Recommend changes and additions to 
HVAC systems and general construction to allow access for performance-measuring and -
balancing devices. 

B. Status Reports: Prepare biweekly progress reports to describe completed procedures, 
procedures in progress, and scheduled procedures. Include a list of deficiencies and problems 
found in systems being tested and balanced. Prepare a separate report for each system and 
each building floor for systems serving multiple floors. 

3.11 FINAL REPORT 

A. General: Prepare a certified written report; tabulate and divide the report into separate sections 
for tested systems and balanced systems. 

1. Include a certification sheet at the front of the report's binder, signed and sealed by the 
certified testing and balancing engineer. 

2. Include a list of instruments used for procedures, along with proof of calibration. 
3. Certify validity and accuracy of field data. 

B. Final Report Contents: In addition to certified field-report data, include the following: 
1. Fan curves. 
2. Manufacturers' test data. 
3. Field test reports prepared by system and equipment installers. 
4. Other information relative to equipment performance; do not include Shop Drawings and 

Product Data. 

C. General Report Data: In addition to form titles and entries, include the following data: 

1. Title page. 
2. Name and address of the TAB specialist. 
3. Project name. 
4. Project location. 
5. Architect's name and address. 
6. Engineer's name and address. 
7. Contractor's name and address. 
8. Report date. 
9. Signature of TAB supervisor who certifies the report. 
10. Table of Contents with the total number of pages defined for each section of the report. 

Number each page in the report. 
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11. Summary of contents, including the following: 

a. Indicated versus final performance. 
b. Notable characteristics of systems. 
c. Description of system operation sequence if it varies from the Contract 

Documents. 

12. Nomenclature sheets for each item of equipment. 
13. Notes to explain why certain final data in the body of reports vary from indicated values. 
14. Test conditions for fans performance forms, including the following: 

a. Settings for outdoor-, return-, and exhaust-air dampers. 
b. Conditions of filters. 
c. Cooling coil, wet- and dry-bulb conditions. 
d. Heating coil, dry-bulb conditions. 
e. Face and bypass damper settings at coils. 
f. Fan drive settings, including settings and percentage of maximum pitch diameter. 
g. Other system operating conditions that affect performance. 

D. System Diagrams: Include schematic layouts of air distribution systems. Present each system 
with single-line diagram and include the following: 

1. Quantities of outdoor, supply, return, and exhaust airflows. 
2. Duct, outlet, and inlet sizes. 
3. Terminal units. 
4. Position of balancing devices. 

E. Air-Handling-Unit Test Reports: For air-handling units, include the following: 

1. Unit Data: 

a. Unit identification. 
b. Location. 
c. Make and type. 
d. Model number and unit size. 
e. Manufacturer's serial number. 
f. Unit arrangement and class. 
g. Discharge arrangement. 
h. Sheave make, size in inches, and bore. 
i. Center-to-center dimensions of sheave and amount of adjustments in inches. 
j. Number, make, and size of belts. 
k. Number, type, and size of filters. 

2. Motor Data: 

a. Motor make, and frame type and size. 
b. Horsepower and speed. 
c. Volts, phase, and hertz. 
d. Full-load amperage and service factor. 
e. Sheave make, size in inches, and bore. 
f. Center-to-center dimensions of sheave and amount of adjustments in inches. 

3. Test Data (Indicated and Actual Values): 

a. Total airflow rate in cfm. 
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b. Total system static pressure in inches wg. 
c. Fan speed. 
d. Inlet and discharge static pressure in inches wg. 
e. For each filter bank, filter static-pressure differential in inches wg. 
f. Preheat-coil static-pressure differential in inches wg. 
g. Cooling-coil static-pressure differential in inches wg. 
h. Heating-coil static-pressure differential in inches wg . 
i. List for each internal component with pressure-drop, static-pressure differential in 

inches wg. 
j. Outdoor airflow in cfm. 
k. Return airflow in cfm. 
l. Outdoor-air damper position. 
m. Return-air damper position. 

F. Electric-Coil Test Reports: For electric furnaces, duct coils, and electric coils installed in central-
station air-handling units, include the following: 

1. Unit Data: 

a. System identification. 
b. Location. 
c. Coil identification. 
d. Capacity in Btu/h. 
e. Number of stages. 
f. Connected volts, phase, and hertz. 
g. Rated amperage. 
h. Airflow rate in cfm. 
i. Face area in sq. ft.. 
j. Minimum face velocity in fpm. 

2. Test Data (Indicated and Actual Values): 

a. Heat output in Btu/h. 
b. Airflow rate in cfm. 
c. Air velocity in fpm. 
d. Entering-air temperature in deg F. 
e. Leaving-air temperature in deg F. 
f. Voltage at each connection. 
g. Amperage for each phase. 

G. Fan Test Reports: For supply, return, and exhaust fans, include the following: 

1. Fan Data: 

a. System identification. 
b. Location. 
c. Make and type. 
d. Model number and size. 
e. Manufacturer's serial number. 
f. Arrangement and class. 
g. Sheave make, size in inches, and bore. 
h. Center-to-center dimensions of sheave and amount of adjustments in inches. 

2. Motor Data: 
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a. Motor make, and frame type and size. 
b. Horsepower and speed. 
c. Volts, phase, and hertz. 
d. Full-load amperage and service factor. 
e. Sheave make, size in inches, and bore. 
f. Center-to-center dimensions of sheave and amount of adjustments in inches. 
g. Number, make, and size of belts. 

3. Test Data (Indicated and Actual Values): 

a. Total airflow rate in cfm. 
b. Total system static pressure in inches wg. 
c. Fan speed. 
d. Discharge static pressure in inches wg. 
e. Suction static pressure in inches wg. 

H. Round, Flat-Oval, and Rectangular Duct Traverse Reports: Include a diagram with a grid 
representing the duct cross-section and record the following: 

1. Report Data: 

a. System fan and air-handling-unit number. 
b. Location and zone. 
c. Traverse air temperature in deg F. 
d. Duct static pressure in inches wg. 
e. Duct size in inches. 
f. Duct area in sq. ft.. 
g. Indicated airflow rate in cfm. 
h. Indicated velocity in fpm. 
i. Actual airflow rate in cfm. 
j. Actual average velocity in fpm. 
k. Barometric pressure in psig. 

I. Air-Terminal-Device Reports: 

1. Unit Data: 

a. System and air-handling unit identification. 
b. Location and zone. 
c. Apparatus used for test. 
d. Area served. 
e. Make. 
f. Number from system diagram. 
g. Type and model number. 
h. Size. 
i. Effective area in sq. ft.. 

2. Test Data (Indicated and Actual Values): 

a. Airflow rate in cfm. 
b. Air velocity in fpm. 
c. Preliminary airflow rate as needed in cfm. 
d. Preliminary velocity as needed in fpm. 
e. Final airflow rate in cfm. 
f. Final velocity in fpm. 
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g. Space temperature in deg F. 

J. Instrument Calibration Reports: 

1. Report Data: 

a. Instrument type and make. 
b. Serial number. 
c. Application. 
d. Dates of use. 
e. Dates of calibration. 

3.12 VERIFICATION OF TAB REPORT 

A. The TAB specialist's test and balance engineer shall conduct the inspection in the presence of 
Commissioning Authority. The following shall be invited to witness the TAB inspection but not 
required to attend: Owner, Engineer of Record and Architect.   

B. Commissioning Authority shall randomly select measurements, documented in the final report, 
to be rechecked. Rechecking shall be limited to the lesser of either 10 percent of the total 
measurements recorded or the extent of measurements that can be accomplished in a normal 
8-hour business day. 

C. If rechecks yield measurements that differ from the measurements documented in the final 
report by more than the tolerances allowed, the measurements shall be noted as "FAILED." 

D. If the number of "FAILED" measurements is greater than 15 percent of the total measurements 
checked during the final inspection, the TAB shall be considered incomplete and shall be 
rejected. 

E. If recheck measurements find the number of failed measurements noncompliant with 
requirements indicated, proceed as follows: 

1. TAB specialists shall recheck all measurements and make adjustments. Revise the final 
report and balancing device settings to include all changes; resubmit the final report and 
request a second final inspection. All changes shall be tracked to show changes made to 
previous report. 

2. If the second final inspection fails, Owner may pursue other contractual options to 
complete TAB work. 

F. Prepare test and inspection reports. 

END OF SECTION 230593 
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SECTION 230713 - DUCT INSULATION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes insulating the following duct services: 

1. Indoor, concealed supply and outdoor air. 
2. Indoor, exposed supply and outdoor air. 
3. Indoor, concealed return located in unconditioned space. 
4. Indoor, exposed return located in unconditioned space. 
5. Indoor, concealed exhaust between isolation damper and penetration of building exterior. 
6. Indoor, exposed exhaust between isolation damper and penetration of building exterior. 

B. Related Requirements: 
1. Section 230719 "HVAC Piping Insulation." 
2. Section 233113 "Metal Ducts" for duct liners. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. Include thermal conductivity, water-vapor 
permeance thickness, and jackets (both factory- and field-applied if any). 

B. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1. Detail application of protective shields, saddles, and inserts at hangers for each type of 
insulation and hanger. 

2. Detail insulation application at elbows, fittings, dampers, specialties and flanges for each 
type of insulation. 

3. Detail application of field-applied jackets. 
4. Detail application at linkages of control devices. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified Installer. 

B. Material Test Reports: From a qualified testing agency acceptable to authorities having 
jurisdiction indicating, interpreting, and certifying test results for compliance of insulation 
materials, sealers, attachments, cements, and jackets, with requirements indicated. Include 
dates of tests and test methods employed. 

C. Field quality-control reports. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications: Skilled mechanics who have successfully completed an apprenticeship 
program or craft training program. 
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1.5 DELIVERY, STORAGE, AND HANDLING 

A. Packaging: Insulation material containers are to be marked with the manufacturer's name, 
appropriate ASTM standard designation, type and grade, and maximum use temperature. 

1.6 COORDINATION 

A. Coordinate sizes and locations of supports, hangers, and insulation shields specified in 
Section 230529 "Hangers and Supports for HVAC Piping and Equipment." 

B. Coordinate clearance requirements with duct Installer for duct insulation application. Before 
preparing ductwork Shop Drawings, establish and maintain clearance requirements for 
installation of insulation and field-applied jackets and finishes and for space required for 
maintenance. 

C. Coordinate installation and testing of heat tracing. 

1.7 SCHEDULING 

A. Schedule insulation application after pressure testing systems and, where required, after 
installing and testing heat tracing. Insulation application may begin on segments that have 
satisfactory test results. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Surface-Burning Characteristics: For insulation and related materials, as determined by testing 
identical products in accordance with ASTM E84, by a testing agency acceptable to authorities 
having jurisdiction. Factory label insulation, jacket materials, adhesive, mastic, tapes, and 
cement material containers with appropriate markings of applicable testing agency. 

1. All Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed 
index of 50 or less. 

2.2 INSULATION MATERIALS 

A. Comply with requirements in "Duct Insulation Schedule, General," "Indoor Duct and Plenum 
Insulation Schedule," and "Aboveground, Outdoor Duct and Plenum Insulation Schedule" 
articles for where insulating materials are to be applied. 

B. Products do not contain asbestos, lead, mercury, or mercury compounds. 

C. Products that come in contact with stainless steel have a leachable chloride content of less than 
50 ppm when tested in accordance with ASTM C871. 

D. Insulation materials for use on austenitic stainless steel are qualified as acceptable in 
accordance with ASTM C795. 



DMC RPi Fit-Out  Niceville Florida 

DUCT INSULATION 230713 - 3 

E. Foam insulation materials do not use CFC or HCFC blowing agents in the manufacturing 
process. 

F. Flexible Elastomeric: Closed-cell or expanded-rubber materials; suitable for maximum use 
temperature between minus 70 deg F and 220 deg F. Comply with ASTM C534, Type II for 
sheet materials. 

G. Glass-Fiber Blanket: Glass fibers bonded with a thermosetting resin; suitable for maximum use 
temperature up to 450 deg F in accordance with ASTM C411. Comply with ASTM C553, 
Type II, and ASTM C1290, Type III with factory-applied FSK jacket or Type III with factory-
applied FSP jacket. Factory-applied jacket requirements are specified in "Factory-Applied 
Jackets" Article. 

H. High-Temperature, Glass-Fiber Blanket: Glass fibers bonded with a thermosetting resin, 
unfaced; suitable for maximum use temperature up to 1000 deg F. Comply with ASTM C553, 
Type V. 

I. Mineral Wool Blanket: Basalt volcanic rock-derived fibers bonded with a thermosetting resin, 
unfaced; suitable for maximum use temperature up to 1200 deg F in accordance with 
ASTM C447. Comply with ASTM C553. 

J. Glass-Fiber Board Insulation: Glass fibers bonded with a thermosetting resin; suitable for 
maximum use temperature between 35 deg F and 250 deg F for jacketed and between 35 
deg F and 450 deg F for unfaced in accordance with ASTM C411. Comply with ASTM C612, 
Type IA or Type IB. For duct and plenum applications, provide insulation with factory-applied 
ASJ or with factory-applied FSK jacket. Factory-applied jacket requirements are specified in 
"Factory-Applied Jackets" Article. 

K. High-Temperature, Glass-Fiber Board: Glass fibers bonded with a thermosetting resin; suitable 
for maximum use temperature up to 1000 deg F in accordance with ASTM C411. Comply with 
ASTM C612, Type III, unfaced. 

L. Mineral Wool Board: Basalt volcanic rock-derived fibers bonded with a thermosetting resin; 
suitable for maximum use temperature up to 1100 deg F in accordance with ASTM C411. 
Comply with ASTM C612, Type III, unfaced. 

M. Glass-Fiber, Pipe and Tank: Glass fibers bonded with a thermosetting resin; suitable for 
maximum use temperature between 35 deg F and 850 deg F, in accordance with ASTM C411. 
Comply with ASTM C1393. 
1. Semirigid board material with factory-applied ASJ or FSK jacket. 
2. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

N. Mineral Wool, Pipe and Tank: Mineral wool fibers bonded with a thermosetting resin; suitable for 
maximum use temperature up to 1000 deg F, in accordance with ASTM C411. Comply with 
ASTM C1393. 
1. Semirigid board material with factory-applied ASJ or FSK jacket. 
2. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

O. Polyolefin: Polyethylene thermal plastic insulation. Comply with ASTM C1427, Type I, Grade 1 
for tubular materials and Type II, Grade 1 for sheet materials. 
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2.3 ADHESIVES 

A. Materials are compatible with insulation materials, jackets, and substrates and for bonding 
insulation to itself and to surfaces to be insulated unless otherwise indicated. 

B. Flexible Elastomeric and Polyolefin Adhesive: Comply with MIL-A-24179A, Type II, Class I. 

C. Glass-Fiber and Mineral Wool Adhesive: Comply with MIL-A-3316C, Class 2, Grade A. 

D. ASJ Adhesive, and FSK Jacket Adhesive: Comply with MIL-A-3316C, Class 2, Grade A for 
bonding insulation jacket lap seams and joints. 

E. PVC Jacket Adhesive: Compatible with PVC jacket. 

2.4 MASTICS AND COATINGS 

A. Materials are compatible with insulation materials, jackets, and substrates. 

B. Vapor-Retarder Mastic, Water Based, Interior Use: Suitable for indoor use on below ambient 
services. 
1. Water-Vapor Permeance: Comply with ASTM C755, Section 7.2.2, Table 2, for insulation 

type and service conditions. 
2. Service Temperature Range: Minus 20 to plus 180 deg F. 
3. Comply with MIL-PRF-19565C, Type II, for permeance requirements, with supplier listing 

on DOD QPD - Qualified Products Database. 
4. Color: White 

C. Vapor-Retarder Mastic, Solvent Based, Interior Use: Suitable for indoor use on below ambient 
services. 
1. Water-Vapor Permeance: Comply with ASTM C755, Section 7.2.2, Table 2, for insulation 

type and service conditions. 
2. Service Temperature Range: 0 to 180 deg F. 
3. Color: White 

D. Vapor-Retarder Mastic, Solvent Based, Exterior Use: Suitable for outdoor use on below ambient 
services. 
1. Water-Vapor Permeance: Comply with ASTM C755, Section 7.2.2, Table 2, for insulation 

type and service conditions. 
2. Service Temperature Range: Minus 50 to plus 220 deg F. 
3. Color: White. 

E. Breather Mastic: Water based; suitable for indoor and outdoor use on above ambient services. 
1. Water-Vapor Permeance: ASTM E96/E96M, greater than 1.0 perm at manufacturer's 

recommended dry film thickness. 
2. Service Temperature Range: Minus 20 to plus 180 deg F. 
3. Color: White. 

2.5 LAGGING ADHESIVES 

A. Description: Comply with MIL-A-3316C, Class I, Grade A and are compatible with insulation 
materials, jackets, and substrates. 
1. Fire-resistant, water-based lagging adhesive and coating for use indoors to adhere fire-

resistant lagging cloths over duct insulation. 
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2. Service Temperature Range: 0 to plus 180 deg F. 
3. Color: White. 

2.6 SEALANTS 

A. FSK and Metal Jacket Flashing Sealants: 
1. Materials are compatible with insulation materials, jackets, and substrates. 
2. Fire- and water-resistant, flexible, elastomeric sealant. 
3. Service Temperature Range: Minus 40 to plus 250 deg F. 
4. Color: Aluminum. 

B. ASJ Flashing Sealants, and Vinyl and PVC Jacket Flashing Sealants: 
1. Materials are compatible with insulation materials, jackets, and substrates. 
2. Fire- and water-resistant, flexible, elastomeric sealant. 
3. Service Temperature Range: Minus 40 to plus 250 deg F. 
4. Color: White. 

2.7 FACTORY-APPLIED JACKETS 

A. Insulation system schedules indicate factory-applied jackets on various applications. When 
factory-applied jackets are indicated, comply with the following: 

1. ASJ: White, kraft-paper, fiberglass-reinforced scrim with aluminum-foil backing; 
complying with ASTM C1136, Type I. 

2. ASJ-SSL: ASJ with self-sealing, pressure-sensitive, acrylic-based adhesive covered by a 
removable protective strip; complying with ASTM C1136, Type I. 

3. FSK Jacket: Aluminum-foil, fiberglass-reinforced scrim with kraft-paper backing; 
complying with ASTM C1136, Type II. 

4. FSP Jacket: Aluminum-foil, fiberglass-reinforced scrim with polyethylene backing; 
complying with ASTM C1136, Type II. 

5. Vinyl Jacket: White vinyl with a permeance of 1.3 perms when tested in accordance with 
ASTM E96/E96M, Procedure A, and complying with NFPA 90A and NFPA 90B. 

6. ASJ+: All-service jacket composed of aluminum foil reinforced with glass scrim bonded to 
a kraft paper interleaving with an outer film leaving no paper exposed; complying with 
ASTM C1136, Types I, II, III, IV, and VII. 

7. PSK Jacket: Aluminum foil, fiberglass-reinforced scrim with polyethylene backing; 
complying with ASTM C1136, Type II. 

2.8 FIELD-APPLIED JACKETS 

A. Field-applied jackets comply with ASTM C921, Type I, unless otherwise indicated. 

B. FSK Jacket: Aluminum-foil-face, fiberglass-reinforced scrim with kraft-paper backing. 

C. PVC Jacket: High-impact-resistant, UV-resistant PVC complying with ASTM D1784, 
Class 16354-C; thickness as scheduled; roll stock ready for shop or field cutting and forming. 
Thickness is indicated in field-applied jacket schedules. 
1. Adhesive: As recommended by jacket material manufacturer. 
2. Color: Color-code jackets based on system. Color as selected by Architect. 

D. Metal Jacket: 
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1. Aluminum Jacket: Comply with ASTM B209, Alloy 3003, 3005, 3105, or 5005, Temper H-
14. 

a. Sheet and roll stock ready for shop or field sizing or Factory cut and rolled to size. 
b. Finish and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper. 
d. Moisture Barrier for Outdoor Applications: 3-mil-thick, heat-bonded polyethylene 

and kraft paper or 3-mil-thick polysurlyn. 

2. Stainless Steel Jacket: ASTM A240/A240M. 

a. Sheet and roll stock ready for shop or field sizing or Factory cut and rolled to size. 
b. Material, finish, and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper. 
d. Moisture Barrier for Outdoor Applications: 3-mil-thick, heat-bonded polyethylene 

and kraft paper or 3-mil-thick polysurlyn. 

E. Self-Adhesive Outdoor Jacket (Asphaltic): 60-mil-thick, laminated vapor barrier and 
waterproofing membrane for installation over insulation located aboveground outdoors; 
consisting of a rubberized bituminous resin on a crosslaminated polyethylene film covered with 
white or stucco-embossed aluminum-foil facing. 

F. Self-Adhesive Indoor/Outdoor Jacket (Non-Asphaltic): Vapor barrier and waterproofing jacket 
for installation over insulation located aboveground outdoors or indoors. Specialized jacket has 
five layers of laminated aluminum and polyester film with low-temperature acrylic pressure-
sensitive adhesive. Outer aluminum surface is coated with UV-resistant coating for protection 
from environmental contaminants. 
1. Permeance: 0.00 perm as tested in accordance with ASTM F1249. 
2. Flamespread/Smoke Developed: 25/50 as tested in accordance with ASTM E84. 
3. Aluminum Finish: Embossed or Smooth. 

2.9 FIELD-APPLIED FABRIC-REINFORCING MESH 

A. Woven Glass-Fiber Mesh: Approximately 6 oz./sq. yd. with a thread count of 5 strands by 5 
strands/sq. in. for covering ducts. 

B. Woven Polyester Mesh: Approximately 1 oz./sq. yd. with a thread count of 10 strands by 10 
strands/sq. in., in a Leno weave, for ducts. 

2.10 FIELD-APPLIED CLOTHS 

A. Woven Glass-Fiber Cloth: Comply with MIL-C-20079H, Type I, plain weave, and presized a 
minimum of 8 oz./sq. yd.. 

2.11 TAPES 

A. ASJ Tape: White vapor-retarder tape matching factory-applied jacket with acrylic adhesive, 
complying with ASTM C1136. 
1. Width: 3 inches. 
2. Thickness: 11.5 mils. 
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3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. ASJ Tape Disks and Squares: Precut disks or squares of ASJ tape. 

B. FSK Tape: Foil-face, vapor-retarder tape matching factory-applied jacket with acrylic adhesive; 
complying with ASTM C1136. 
1. Width: 3 inches. 
2. Thickness: 6.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. FSK Tape Disks and Squares: Precut disks or squares of FSK tape. 

C. PVC Tape: White vapor-retarder tape matching field-applied PVC jacket with acrylic adhesive; 
suitable for indoor and outdoor applications. 
1. Width: 2 inches. 
2. Thickness: 6 mils. 
3. Adhesion: 64 ounces force/inch in width. 
4. Elongation: 500 percent. 
5. Tensile Strength: 18 lbf/inch in width. 

D. Aluminum-Foil Tape: Vapor-retarder tape with acrylic adhesive. 
1. Width: 2 inches. 
2. Thickness: 3.7 mils. 
3. Adhesion: 100 ounces force/inch in width. 
4. Elongation: 5 percent. 
5. Tensile Strength: 34 lbf/inch in width. 

2.12 SECUREMENTS 

A. Bands: 
1. Stainless Steel: ASTM A240, Type 304 or Type 316; 0.015 inch thick, 1/2 inch or 3/4 inch 

wide with wing seal or closed seal. 
2. Aluminum: ASTM B209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch thick, 

1/2 inch or 3/4 inch wide with wing seal or closed seal. 
3. Springs: Twin spring set constructed of stainless steel with ends flat and slotted to accept 

metal bands. Spring size determined by manufacturer for application. 

B. Insulation Pins and Hangers: 

1. Capacitor-Discharge-Weld Pins: Copper- or zinc-coated steel pin, fully annealed for 
capacitor-discharge welding, 0.106-inch- or 0.135-inch-diameter shank, length to suit 
depth of insulation indicated. 

2. Cupped-Head, Capacitor-Discharge-Weld Pins: Copper- or zinc-coated steel pin, fully 
annealed for capacitor-discharge welding, 0.106-inch- or 0.135-inch-diameter shank, 
length to suit depth of insulation indicated with integral 1-1/2-inch galvanized carbon-steel 
washer. 

3. Metal, Adhesively Attached, Perforated-Base Insulation Hangers: Baseplate welded to 
projecting spindle that is capable of holding insulation, of thickness indicated, securely in 
position indicated when self-locking washer is in place. Comply with the following 
requirements: 
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a. Baseplate: Perforated, galvanized carbon-steel sheet, 0.030 inch thick by 2 inches 
square. 

b. Spindle: Copper- or zinc-coated, low-carbon steel, Aluminum, or Stainless steel, 
fully annealed, 0.106-inch-diameter shank, length to suit depth of insulation 
indicated. 

c. Adhesive: Recommended by hanger manufacturer. Product with demonstrated 
capability to bond insulation hanger securely to substrates indicated without 
damaging insulation, hangers, and substrates. 

4. Nonmetal, Adhesively Attached, Perforated-Base Insulation Hangers: Baseplate fastened 
to projecting spindle that is capable of holding insulation, of thickness indicated, securely 
in position indicated when self-locking washer is in place. Comply with the following 
requirements: 
a. Baseplate: Perforated, nylon sheet, 0.030 inch thick by 1-1/2 inches in diameter. 
b. Spindle: Nylon, 0.106-inch-diameter shank, length to suit depth of insulation 

indicated, up to 2-1/2 inches. 
c. Adhesive: Recommended by hanger manufacturer. Product with demonstrated 

capability to bond insulation hanger securely to substrates indicated without 
damaging insulation, hangers, and substrates. 

5. Self-Sticking-Base Insulation Hangers: Baseplate welded to projecting spindle that is 
capable of holding insulation, of thickness indicated, securely in position indicated when 
self-locking washer is in place. Comply with the following requirements: 
a. Baseplate: Galvanized carbon-steel sheet, 0.030 inch thick by 2 inches  square. 
b. Spindle: Copper- or zinc-coated, low-carbon steel, Aluminum, or Stainless steel, 

fully annealed, 0.106-inch-diameter shank, length to suit depth of insulation 
indicated. 

c. Adhesive-backed base with a peel-off protective cover. 

6. Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch-thick, 
galvanized-steel, aluminum, or stainless-steel sheet, with beveled edge sized as required 
to hold insulation securely in place but not less than 1-1/2 inches in diameter. 
a. Protect ends with capped self-locking washers incorporating a spring steel insert to 

ensure permanent retention of cap in exposed locations. 

7. Nonmetal Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch-
thick nylon sheet, with beveled edge sized as required to hold insulation securely in place 
but not less than 1-1/2 inches in diameter. 

C. Staples: Outward-clinching insulation staples, nominal 3/4-inch-wide, stainless steel or Monel. 

D. Wire: 0.062-inch soft-annealed, stainless steel. 

2.13 CORNER ANGLES 

A. PVC Corner Angles: 30 mils thick, minimum 1 by 1 inch, PVC in accordance with ASTM D1784, 
Class 16354-C. White or color-coded to match adjacent surface. 

B. Aluminum Corner Angles: 0.040 inch thick, minimum 1 by 1 inch, aluminum in accordance with 
ASTM B209, Alloy 3003, 3005, 3105, or 5005; Temper H-14. 

C. Stainless Steel Corner Angles: 0.024 inch thick, minimum 1 by 1 inch, stainless steel in 
accordance with ASTM A240, Type 304 or Type 316. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions for compliance with requirements for installation tolerances 
and other conditions affecting performance of insulation application. 

1. Verify that systems to be insulated have been tested and are free of defects. 
2. Verify that surfaces to be insulated are clean and dry. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Surface Preparation: Clean and dry surfaces to receive insulation. Remove materials that will 
adversely affect insulation application. 

3.3 GENERAL INSTALLATION REQUIREMENTS 

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; 
free of voids throughout the length of ducts and fittings. 

B. Install insulation materials, vapor barriers or retarders, jackets, and thicknesses required for 
each item of duct system as specified in insulation system schedules. 

C. Install accessories compatible with insulation materials and suitable for the service. Install 
accessories that do not corrode, compress, or otherwise damage insulation or jacket. 

D. Install insulation with longitudinal seams at top and bottom of horizontal runs. 

E. Install multiple layers of insulation with longitudinal and end seams staggered. 

F. Keep insulation materials dry during application and finishing. Replace insulation materials that 
get wet during storage or in the installation process before being properly covered and sealed in 
accordance with Contract Documents. 

G. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with 
adhesive recommended by insulation material manufacturer. 

H. Install insulation with least number of joints practical. 

I. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers, 
supports, anchors, and other projections with vapor-barrier mastic. 

1. Install insulation continuously through hangers and around anchor attachments. 
2. For insulation application where vapor barriers are indicated, extend insulation on anchor 

legs from point of attachment to supported item to point of attachment to structure. Taper 
and seal ends at attachment to structure with vapor-barrier mastic. 

3. Install insert materials and install insulation to tightly join the insert. Seal insulation to 
insulation inserts with adhesive or sealing compound recommended by insulation 
material manufacturer. 



DMC RPi Fit-Out  Niceville Florida 

DUCT INSULATION 230713 - 10 

J. Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet 
and dry film thicknesses. 

K. Install insulation with factory-applied jackets as follows: 

1. Draw jacket tight and smooth, but not to the extent of creating wrinkles or areas of 
compression in the insulation. 

2. Cover circumferential joints with 3-inch-wide strips, of same material as insulation jacket. 
Secure strips with adhesive and outward clinching staples along both edges of strip, 
spaced 4 inches o.c. 

3. Overlap jacket longitudinal seams at least 1-1/2 inches. Clean and dry surface to receive 
self-sealing lap. Staple laps with outward clinching staples along edge at 2 inches or 4 
inches o.c. 

a. For below ambient services, apply vapor-barrier mastic over staples. 

4. Cover joints and seams with tape, according to insulation material manufacturer's written 
instructions, to maintain vapor seal. 

5. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints and 
at ends adjacent to duct flanges and fittings. 

L. Cut insulation in a manner to avoid compressing insulation. 

M. Finish installation with systems at operating conditions. Repair joint separations and cracking 
due to thermal movement. 

N. Repair damaged insulation facings by applying same facing material over damaged areas. 
Extend patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches 
similar to butt joints. 

3.4 PENETRATIONS 

A. Insulation Installation at Roof Penetrations: Install insulation continuously through roof 
penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation above roof surface 

and seal with joint sealant. For applications requiring indoor and outdoor insulation, install 
insulation for outdoor applications tightly joined to indoor insulation ends. Seal joint with 
joint sealant. 

3. Extend jacket of outdoor insulation outside roof flashing at least 2 inches below top of 
roof flashing. 

4. Seal jacket to roof flashing with flashing sealant. 

B. Insulation Installation at Aboveground Exterior Wall Penetrations: Install insulation continuously 
through wall penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation inside wall surface 

and seal with joint sealant. For applications requiring indoor and outdoor insulation, install 
insulation for outdoor applications tightly joined to indoor insulation ends. Seal joint with 
joint sealant. 

3. Extend jacket of outdoor insulation outside wall flashing and overlap wall flashing at least 
2 inches. 
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4. Seal jacket to wall flashing with flashing sealant. 

C. Insulation Installation at Interior Wall and Partition Penetrations (That Are Not Fire Rated): 
Install insulation continuously through walls and partitions. 

D. Insulation Installation at Fire-Rated Wall and Partition Penetrations: Terminate insulation at fire 
damper sleeves for fire-rated wall and partition penetrations. Externally insulate damper sleeves 
to match adjacent insulation and overlap duct insulation at least 2 inches. 

1. Comply with requirements in Section 078413 "Penetration Firestopping." 

E. Insulation Installation at Floor Penetrations: 

1. Duct: For penetrations through fire-rated assemblies, terminate insulation at fire damper 
sleeves and externally insulate damper sleeve beyond floor to match adjacent duct 
insulation. Overlap damper sleeve and duct insulation at least 2 inches. 

2. Seal penetrations through fire-rated assemblies. Comply with requirements in 
Section 078413 "Penetration Firestopping." 

3.5 INSTALLATION OF FLEXIBLE ELASTOMERIC AND POLYOLEFIN INSULATION 

A. Comply with manufacturer's written installation instructions and ASTM C1710. 

B. Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate 
openings in insulation that allow passage of air to surface being insulated. 

C. Square and Rectangular Ducts and Plenums: 

1. Provide 1/4 inch more per side for a tight, compression fit. 
2. Cut sheet insulation with the following dimensions: 

a. Width of duct plus 1/4 inch, one piece. 
b. Height of duct plus 1/4 inch, plus thickness of insulation, two pieces. 
c. Width of duct plus 1/4 inch, plus two times the thickness of insulation, one piece. 

3. Insulate the bottom of the duct with the sheet from (a) above, then the sides with the two 
sheets from (b) above, and finally the top of the duct with the sheet from (c) above. 

4. Insulation without self-adhering backing: 

a. Apply 100 percent coverage of manufacturer adhesive on the metal surface, then 
the insulation, except for the last 1/4 inch where sheets will butt together. 

b. Roll sheet down into position. 
c. Press two sheets together under compression and apply adhesive at the butt joint 

to seal the two sheets together. 

5. Insulation with self-adhering backing: 

a. Peel back release paper in 6- to 8-inch increments and line up sheet. 
b. Press firmly to activate adhesive. 
c. Align material and continue to line up correctly, pressing firmly while slowly 

removing release paper. 
d. Allow 1/4-inch overlap for compression at butt joints. 
e. Apply adhesive at the butt joint to seal the two sheets together. 
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6. Insulate duct brackets following manufacturer's written installation instructions. 

D. Circular Ducts: 

1. Determine the circumference of the duct, using a strip of insulation the same thickness as 
to be used. 

2. Cut the sheet to the required size. 
3. Apply 100 percent coverage of manufacturer adhesive on the metal surface then the 

insulation. 
4. Apply manufacturer adhesive to the cut surfaces along 100 percent of the longitudinal 

seam. Press together the seam at the ends and then the middle. Close the entire seam 
starting from the middle. 

3.6 INSTALLATION OF GLASS-FIBER AND MINERAL-WOOL INSULATION 

A. Blanket Insulation Installation on Ducts and Plenums: Secure with adhesive and insulation pins. 

B. Comply with manufacturer's written installation instructions. 

1. Apply adhesives according to manufacturer's recommended coverage rates per unit 
area, for 50 percent coverage of duct and plenum surfaces. 

2. Apply adhesive to entire circumference of ducts and to all surfaces of fittings and 
transitions. 

3. Install either capacitor-discharge-weld pins and speed washers or cupped-head, 
capacitor-discharge-weld pins on sides and bottom of horizontal ducts and sides of 
vertical ducts as follows: 

a. On duct sides with dimensions 18 inches and smaller, place pins along longitudinal 
centerline of duct. Space 3 inches maximum from insulation end joints, and 16 
inches o.c. 

b. On duct sides with dimensions larger than 18 inches, place pins 16 inches o.c. 
each way, and 3 inches maximum from insulation joints. Install additional pins to 
hold insulation tightly against surface at cross bracing. 

c. Pins may be omitted from top surface of horizontal, rectangular ducts and 
plenums. 

d. Do not overcompress insulation during installation. 
e. Impale insulation over pins and attach speed washers. 
f. Cut excess portion of pins extending beyond speed washers or bend parallel with 

insulation surface. Cover exposed pins and washers with tape matching insulation 
facing. 

4. For ducts and plenums with surface temperatures below ambient, install a continuous 
unbroken vapor barrier. Create a facing lap for longitudinal seams and end joints with 
insulation by removing 2 inches from one edge and one end of insulation segment. 
Secure laps to adjacent insulation section with 1/2-inch outward-clinching staples, 1 inch 
o.c. Install vapor barrier consisting of factory- or field-applied jacket, adhesive, vapor-
barrier mastic, and sealant at joints, seams, and protrusions. 

a. Repair punctures, tears, and penetrations with tape or mastic to maintain vapor-
barrier seal. 

b. Install vapor stops for ductwork and plenums operating below 50 deg F at 18-foot 
intervals. Vapor stops consist of vapor-barrier mastic applied in a Z-shaped pattern 
over insulation face, along butt end of insulation, and over the surface. Cover 
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insulation face and surface to be insulated a width equal to two times the insulation 
thickness, but not less than 3 inches. 

5. Overlap unfaced blankets a minimum of 2 inches on longitudinal seams and end joints. At 
end joints, secure with steel bands spaced a maximum of 18 inches o.c. 

6. Install insulation on rectangular duct elbows and transitions with a full insulation section 
for each surface. Install insulation on round and flat-oval duct elbows with individually 
mitered gores cut to fit the elbow. 

7. Insulate duct stiffeners, hangers, and flanges that protrude beyond insulation surface with 
6-inch-wide strips of same material used to insulate duct. Secure on alternating sides of 
stiffener, hanger, and flange with pins spaced 6 inches o.c. 

C. Board Insulation Installation on Ducts and Plenums: Secure with adhesive and insulation pins. 

1. Apply adhesives according to manufacturer's recommended coverage rates per unit 
area, for 50 percent coverage of duct and plenum surfaces. 

2. Apply adhesive to entire circumference of ducts and to all surfaces of fittings and 
transitions. 

3. Install either capacitor-discharge-weld pins and speed washers or cupped-head, 
capacitor-discharge-weld pins on sides and bottom of horizontal ducts and sides of 
vertical ducts as follows: 

a. On duct sides with dimensions 18 inches and smaller, place pins along longitudinal 
centerline of duct. Space 3 inches maximum from insulation end joints, and 16 
inches o.c. 

b. On duct sides with dimensions larger than 18 inches, space pins 16 inches o.c. 
each way, and 3 inches maximum from insulation joints. Install additional pins to 
hold insulation tightly against surface at cross bracing. 

c. Pins may be omitted from top surface of horizontal, rectangular ducts and 
plenums. 

d. Do not overcompress insulation during installation. 
e. Cut excess portion of pins extending beyond speed washers or bend parallel with 

insulation surface. Cover exposed pins and washers with tape matching insulation 
facing. 

4. For ducts and plenums with surface temperatures below ambient, install a continuous 
unbroken vapor barrier. Create a facing lap for longitudinal seams and end joints with 
insulation by removing 2 inches from one edge and one end of insulation segment. 
Secure laps to adjacent insulation section with 1/2-inch outward-clinching staples, 1 inch 
o.c. Install vapor barrier consisting of factory- or field-applied jacket, adhesive, vapor-
barrier mastic, and sealant at joints, seams, and protrusions. 

a. Repair punctures, tears, and penetrations with tape or mastic to maintain vapor-
barrier seal. 

b. Install vapor stops for ductwork and plenums operating below 50 deg F at 18-foot 
intervals. Vapor stops consist of vapor-barrier mastic applied in a Z-shaped pattern 
over insulation face, along butt end of insulation, and over the surface. Cover 
insulation face and surface to be insulated a width equal to two times the insulation 
thickness, but not less than 3 inches. 

5. Install insulation on rectangular duct elbows and transitions with a full insulation section 
for each surface. Groove and score insulation to fit as closely as possible to outside and 
inside radius of elbows. Install insulation on round and flat-oval duct elbows with 
individually mitered gores cut to fit the elbow. 
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6. Insulate duct stiffeners, hangers, and flanges that protrude beyond insulation surface with 
6-inch-wide strips of same material used to insulate duct. Secure on alternating sides of 
stiffener, hanger, and flange with pins spaced 6 inches o.c. 

3.7 FIELD-APPLIED JACKET INSTALLATION 

A. Where glass-cloth jackets are indicated, install directly over bare insulation or insulation with 
factory-applied jackets. 

1. Draw jacket smooth and tight to surface with 2-inch overlap at seams and joints. 
2. Embed glass cloth between two 0.062-inch-thick coats of lagging adhesive. 
3. Completely encapsulate insulation with coating, leaving no exposed insulation. 

B. Where FSK jackets are indicated, install as follows: 

1. Draw jacket material smooth and tight. 
2. Install lap or joint strips with same material as jacket. 
3. Secure jacket to insulation with manufacturer's recommended adhesive. 
4. Install jacket with 1-1/2-inch laps at longitudinal seams and 3-inch-wide joint strips at end 

joints. 
5. Seal openings, punctures, and breaks in vapor-retarder jackets and exposed insulation 

with vapor-barrier mastic. 

C. Where PVC jackets are indicated, install with 1-inch overlap at longitudinal seams and end 
joints; for horizontal applications, install with longitudinal seams along top and bottom of tanks 
and vessels. Seal with manufacturer's recommended adhesive. 

1. Apply two continuous beads of adhesive to seams and joints, one bead under lap and the 
finish bead along seam and joint edge. 

D. Where metal jackets are indicated, install with 2-inch overlap at longitudinal seams and end 
joints. Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof 
sealant recommended by insulation manufacturer. Secure jacket with stainless steel bands 12 
inches o.c. and at end joints. 

3.8 FIRE-RATED INSULATION SYSTEM INSTALLATION 

A. Comply with manufacturer's written installation instructions. 

B. Where fire-rated insulation system is indicated, secure system to ducts and duct hangers and 
supports to maintain a continuous fire rating. 

C. Insulate duct access panels and doors to achieve same fire rating as duct. 

D. Install firestopping at penetrations through fire-rated assemblies. Fire-stop systems are 
specified in Section 078413 "Penetration Firestopping." 

3.9 FINISHES 

A. Insulation with ASJ, Glass-Cloth, or Other Paintable Jacket Material: Paint jacket with paint 
system identified below and as specified in Section 099113 "Exterior Painting" and 
Section 099123 "Interior Painting." 
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1. Flat Acrylic Finish: Two finish coats over a primer that is compatible with jacket material 
and finish coat paint. Add fungicidal agent to render fabric mildew proof. 

a. Finish Coat Material: Interior, flat, latex-emulsion size. 

B. Flexible Elastomeric Thermal Insulation: After adhesive has fully cured, apply two coats of 
insulation manufacturer's recommended protective coating. 

C. Color: Final color as selected by Architect. Vary first and second coats to allow visual inspection 
of the completed Work. 

D. Do not field paint aluminum or stainless steel jackets. 

3.10 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

B. Perform tests and inspections. 

C. Tests and Inspections: 

1. Inspect ductwork, randomly selected by Architect, by removing field-applied jacket and 
insulation in layers in reverse order of their installation. Extent of inspection is limited to 
two locations for each duct system defined in the "Duct Insulation Schedule, General" 
Article. 

D. All insulation applications will be considered defective Work if sample inspection reveals 
noncompliance with requirements. 

3.11 DUCT INSULATION SCHEDULE, GENERAL 

A. Plenums and Ducts Requiring Insulation: 

1. Indoor, concealed supply and outdoor air. 
2. Indoor, exposed supply and outdoor air. 
3. Indoor, concealed return located in unconditioned space. 
4. Indoor, exposed return located in unconditioned space. 
5. Indoor, concealed exhaust between isolation damper and penetration of building exterior. 
6. Indoor, exposed exhaust between isolation damper and penetration of building exterior. 

B. Items Not Insulated: 

1. Fibrous-glass ducts. 
2. Metal ducts with duct liner of sufficient thickness to comply with energy code and 

ASHRAE/IESNA 90.1. 
3. Factory-insulated flexible ducts. 
4. Factory-insulated plenums and casings. 
5. Flexible connectors. 
6. Vibration-control devices. 
7. Factory-insulated access panels and doors. 
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3.12 INDOOR DUCT AND PLENUM INSULATION SCHEDULE 

A. Concealed, round and flat-oval, supply-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
4. Polyolefin: 1 inch thick. 

B. Concealed, round and flat-oval, return-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
4. Polyolefin: 1 inch thick. 

C. Concealed, round and flat-oval, outdoor-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
4. Polyolefin: 1 inch thick. 

D. Concealed, round and flat-oval, exhaust-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
4. Polyolefin: 1 inch thick. 

E. Concealed, rectangular, supply-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft.  nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6 lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

F. Concealed, rectangular, return-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft.  nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6 lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

 

 

G. Concealed, rectangular, outdoor-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
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2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft.  nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6 lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

H. Concealed, rectangular, exhaust-air duct insulation between isolation damper and penetration 
of building exterior is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft.  nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6 lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

I. Return-air plenum insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft. nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6 lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

J. Outdoor-air plenum insulation is one of the following: 

1. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
2. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft. nominal density. 
3. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
4. Mineral Wool Board: 2 inches thick and 6 lb/cu. ft. nominal density. 

K. Exposed, round and flat-oval, supply-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Pipe and Tank: 2 inches thick. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Pipe and Tank: 2 inches thick. 
6. Polyolefin: 1 inch thick. 

L. Exposed, round and flat-oval, return-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Pipe and Tank: 2 inches thick. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Pipe and Tank: 2 inches thick. 
6. Polyolefin: 1 inch thick. 

M. Exposed, round and flat-oval, outdoor-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Pipe and Tank: 2 inches thick. 
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4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Pipe and Tank: 2 inches thick. 
6. Polyolefin: 1 inch thick. 

N. Exposed, round and flat-oval, exhaust-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Pipe and Tank: 2 inches thick. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Pipe and Tank: 2 inches thick. 
6. Polyolefin: 1 inch thick. 

O. Exposed, rectangular, supply-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft. nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6-lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

P. Exposed, rectangular, return-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft. nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6-lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

Q. Exposed, rectangular, outdoor-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft. nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6-lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

R. Exposed, rectangular, exhaust-air duct insulation is one of the following: 

1. Flexible Elastomeric: 1 inch thick. 
2. Glass-Fiber Blanket: 2 inches thick and 1.5 lb/cu. ft. nominal density. 
3. Glass-Fiber Board: 2 inches thick and 3 lb/cu. ft. nominal density. 
4. Mineral Wool Blanket: 2 inches thick and 6 lb/cu. ft. nominal density. 
5. Mineral Wool Board: 2 inches thick and 6-lb/cu. ft. nominal density. 
6. Polyolefin: 1 inch thick. 

3.13 INDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-
applied jacket over the factory-applied jacket. 
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B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Ducts and Plenums, Concealed: 
1. PVC: 20 mils thick. 
2. Aluminum, Smooth: 0.024 inch thick. 
3. Painted Aluminum, Smooth: 0.024 inch thick. 
4. Stainless Steel, Type 304 or Type 316, Smooth 2B Finish: 0.020 inch thick. 

D. Ducts and Plenums, Exposed: 
1.  PVC: 20 mils thick. 
2. Aluminum, Smooth: 0.024 inch thick. 
3. Painted Aluminum, Smooth: 0.024 inch thick. 
4. Stainless Steel, Type 304 or Type 316, Smooth 2B Finish: 0.020 inch thick. 

END OF SECTION 230713 
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SECTION 230719 - HVAC PIPING INSULATION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes insulation for HVAC piping systems. 

B. Related Requirements: 

1. Section 230713 "Duct Insulation" for duct insulation. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include thermal conductivity, water-vapor permeance 
thickness, and jackets (both factory and field applied, if any). 

B. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1. Detail application of protective shields, saddles, and inserts at hangers for each type of 
insulation and hanger. 

2. Detail attachment and covering of heat tracing inside insulation. 
3. Detail insulation application at pipe expansion joints for each type of insulation. 
4. Detail insulation application at elbows, fittings, flanges, valves, and specialties for each 

type of insulation. 
5. Detail removable insulation at piping specialties. 
6. Detail application of field-applied jackets. 
7. Detail application at linkages of control devices. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified Installer. 

B. Material Test Reports: From a qualified testing agency acceptable to authorities having 
jurisdiction indicating, interpreting, and certifying test results for compliance of insulation 
materials, sealers, attachments, cements, and jackets, with requirements indicated. Include 
dates of tests and test methods employed. 

C. Field quality-control reports. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications: Skilled mechanics who have successfully completed an apprenticeship 
program or craft training program. 
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1.5 DELIVERY, STORAGE, AND HANDLING 

A. Packaging: Insulation system materials are to be delivered to the Project site in unopened 
containers. The packaging is to include name of manufacturer, fabricator, type, description, and 
size. 

1.6 COORDINATION 

A. Coordinate sizes and locations of supports, hangers, and insulation shields specified in 
Section 230529 "Hangers and Supports for HVAC Piping and Equipment." 

B. Coordinate clearance requirements with piping Installer for piping insulation application. Before 
preparing piping Shop Drawings, establish and maintain clearance requirements for installation 
of insulation and field-applied jackets and finishes and for space required for maintenance. 

C. Coordinate installation and testing of heat tracing. 

1.7 SCHEDULING 

A. Schedule insulation application after pressure testing systems and, where required, after 
installing and testing heat tracing. Insulation application may begin on segments that have 
satisfactory test results. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Surface-Burning Characteristics: For insulation and related materials, as determined by testing 
identical products in accordance with ASTM E84 by a testing agency acceptable to authority 
having jurisdiction. Factory label insulation, jacket materials, adhesive, mastic, tapes, and 
cement material containers with appropriate markings of applicable testing agency. 
1. All Insulation Installed Indoors and Outdoors: Flame-spread index of 25 or less, and 

smoke-developed index of 50 or less. 

2.2 INSULATION MATERIALS 

A. Comply with requirements in "Piping Insulation Schedule, General," "Indoor Piping Insulation 
Schedule," "Outdoor, Aboveground Piping Insulation Schedule," and "Outdoor, Underground 
Piping Insulation Schedule" articles for where insulating materials are applied. 

B. Products do not contain asbestos, lead, mercury, or mercury compounds. 

C. Products that come into contact with stainless steel have a leachable chloride content of less 
than 50 ppm when tested in accordance with ASTM C871. 

D. Insulation materials for use on austenitic stainless steel are qualified as acceptable in 
accordance with ASTM C795. 

E. Foam insulation materials do not use CFC or HCFC blowing agents in the manufacturing 
process. 
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F. Calcium Silicate: Preformed Pipe Sections: Flat-, curved-, and grooved-block sections of 
noncombustible, inorganic, hydrous calcium silicate with a non-asbestos fibrous reinforcement. 
Comply with ASTM C533, Type I. 

1. Prefabricated Fitting Covers: Comply with ASTM C450 and ASTM C585 for dimensions 
used in preforming insulation to cover valves, elbows, tees, and flanges. 

G. Cellular Glass: Inorganic, incombustible, foamed or cellulated glass with annealed, rigid, 
hermetically sealed cells. Comply with ASTM C552. 
1. Preformed Pipe Insulation without Jacket: Type II, Class 1, unfaced. 
2. Preformed Pipe Insulation with Jacket: Type II, Class 2, with factory-applied ASJ or PSK 

jacket. 
3. Fabricated shapes in accordance with ASTM C450, ASTM C585, and ASTM C1639. 
4. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

H. Flexible Elastomeric: Closed-cell, or expanded-rubber materials; suitable for maximum use 
temperature between minus 70 deg F and 220 deg F. Comply with ASTM C534/C534M, Type I, 
for tubular materials, Type II for sheet materials. 

I. Glass-Fiber, Preformed Pipe: Glass fibers bonded with a thermosetting resin; suitable for 
maximum use temperature up to 850 deg F in accordance with ASTM C411. Comply with 
ASTM C547. 
1. Preformed Pipe Insulation: Type I, Grade A with factory-applied ASJ or with factory-

applied PSK jacket. 
2. Fabricated shapes in accordance with ASTM C450 and ASTM C585. 
3. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

J. Mineral Wool, Preformed Pipe: Mandrel-wound mineral wool fibers bonded with a thermosetting 
resin, unfaced; suitable for maximum use temperature up to 1200 deg F in accordance with 
ASTM C447. Comply with ASTM C547. 
1. Preformed Pipe Insulation: Type II, Grade A with factory-applied ASJ or with factory-

applied PSK jacket. 
2. Fabricated shapes in accordance with ASTM C450 and ASTM C585. 

K. Glass-Fiber, Pipe and Tank: Glass fibers bonded with a thermosetting resin; suitable for 
maximum use temperature between 35 deg F and 850 deg F, in accordance with ASTM C411. 
Comply with ASTM C1393. 
1. Semirigid board material with factory-applied ASJ or PSK jacket. 
2. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

L. Mineral Wool, Pipe and Tank: Mineral wool fibers bonded with a thermosetting resin; suitable for 
maximum use temperature up to 1000 deg F, in accordance with ASTM C411. Comply with 
ASTM C1393. 
1. Semirigid board material with factory-applied ASJ or PSK jacket. 
2. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

M. Phenolic: Prefabricated pipe insulation of rigid, expanded, closed-cell structure. Comply with 
ASTM C1126, Type III. 
1. Prefabricated Pipe Insulation: Type III, with factory-applied ASJ or with factory-applied 

PSK jacket. 
2. Prefabricated shapes in accordance with ASTM C450 and ASTM C585. 
3. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 
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2.3 INSULATING CEMENTS 

A. Glass-Fiber and Mineral Wool Insulating Cement: Comply with ASTM C195. 

B. Expanded or Exfoliated Vermiculite Insulating Cement: Comply with ASTM C196. 

C. Glass-Fiber and Mineral Wool Hydraulic-Setting Insulating and Finishing Cement: Comply with 
ASTM C449. 

2.4 ADHESIVES 

A. Materials are compatible with insulation materials, jackets, and substrates and for bonding 
insulation to itself and to surfaces to be insulated unless otherwise indicated. 

B. Calcium Silicate Adhesive: Fibrous, sodium-silicate-based adhesive with a service temperature 
range of 50 to 800 deg F. 

C. Cellular-Glass Adhesive: Two-component, thermosetting urethane adhesive containing no 
flammable solvents, with a service temperature range of minus 100 to plus 200 deg F. 

D. Phenolic and Polyisocyanurate Adhesive: Solvent-based resin adhesive, with a service 
temperature range of minus 75 to plus 300 deg F. 

E. Flexible Elastomeric and Polyolefin Adhesive: Solvent-based adhesive. 
1. Flame-spread index is 25 or less and smoke-developed index is 50 or less as tested in 

accordance with ASTM E84. 
2. Wet Flash Point: Below 0 deg F. 
3. Service Temperature Range: 40 to 200 deg F. 

F. Glass-Fiber and Mineral Wool Adhesive: Comply with MIL-A-3316C, Class 2, Grade A. 

G. Polystyrene Adhesive: Solvent- or water-based, synthetic resin adhesive with a service 
temperature range of minus 20 to plus 140 deg F. 

H. ASJ Adhesive and FSK and PVDC Jacket Adhesive: Comply with MIL-A-3316C, Class 2, 
Grade A, for bonding insulation jacket lap seams and joints. 

I. PVC Jacket Adhesive: Compatible with PVC jacket. 

2.5 MASTICS AND COATINGS 

A. Materials are compatible with insulation materials, jackets, and substrates. 

B. Vapor-Retarder Mastic, Water Based: Suitable for indoor use on below-ambient services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: 0 to plus 180 deg F. 
3. Color: White. 

C. Vapor-Retarder Mastic, Solvent Based, Outdoor Use: Suitable for outdoor use on below-
ambient services. 
1. Water-Vapor Permeance: Comply with ASTM E96/E96M or ASTM F1249. 
2. Service Temperature Range: Minus 50 to plus 220 deg F. 
3. Color: White. 
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D. Breather Mastic: Water based; suitable for indoor and outdoor use on above-ambient services. 
1. Water-Vapor Permeance: ASTM E96/E96M, greater than 1.0 perm at manufacturer's 

recommended dry film thickness. 
2. Service Temperature Range: 0 to plus 180 deg F. 
3. Color: White. 

2.6 LAGGING ADHESIVES 

A. Adhesives comply with MIL-A-3316C, Class I, Grade A, and are compatible with insulation 
materials, jackets, and substrates. 
1. Fire-resistant, water-based lagging adhesive and coating for use indoors to adhere fire-

resistant lagging cloths over pipe insulation. 
2. Service Temperature Range: 20 to plus 180 deg F. 
3. Color: White. 

2.7 SEALANTS 

A. Materials are as recommended by the insulation manufacturer and are compatible with 
insulation materials, jackets, and substrates. 

B. Joint Sealants: 
1. Permanently flexible, elastomeric sealant. 

a. Service Temperature Range: Minus 150 to plus 250 deg F. 
b. Color: White or gray. 

C. FSK and Metal Jacket Flashing Sealants: 
1. Fire- and water-resistant, flexible, elastomeric sealant. 
2. Service Temperature Range: Minus 40 to plus 250 deg F. 
3. Color: Aluminum. 

D. ASJ Flashing Sealants and PVDC and PVC Jacket Flashing Sealants: 
1. Fire- and water-resistant, flexible, elastomeric sealant. 
2. Service Temperature Range: Minus 40 to plus 250 deg F. 
3. Color: White. 

2.8 FACTORY-APPLIED JACKETS 

A. Insulation system schedules indicate factory-applied jackets on various applications. When 
factory-applied jackets are indicated, comply with the following: 

1. ASJ: White, kraft-paper, fiberglass-reinforced scrim with aluminum-foil backing; 
complying with ASTM C1136, Type I. 

2. ASJ-SSL: ASJ with self-sealing, pressure-sensitive, acrylic-based adhesive covered by a 
removable protective strip; complying with ASTM C1136, Type I. 

3. FSK Jacket: Aluminum-foil, fiberglass-reinforced scrim with kraft-paper backing; 
complying with ASTM C1136, Type II. 

4. ASJ+: Aluminum foil reinforced with glass scrim bonded to a kraft paper interleaving with 
an outer film leaving no paper exposed; complying with ASTM C1136, Types I, II, III, IV, 
and VII. 

5. PSK Jacket: Aluminum-foil, fiberglass-reinforced scrim with polyethylene backing; 
complying with ASTM C1136, Type II. 
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2.9 FIELD-APPLIED JACKETS 

A. Field-applied jackets comply with ASTM C1136, Type I, unless otherwise indicated. 

B. FSK Jacket: Aluminum-foil-face, fiberglass-reinforced scrim with kraft-paper backing. 

C. PVC Jacket: High-impact-resistant, UV-resistant PVC complying with ASTM D1784, 
Class 16354-C; thickness as scheduled; roll stock ready for shop or field cutting and forming. 
Thickness is indicated in field-applied jacket schedules. 
1. Adhesive: As recommended by jacket material manufacturer. 
2. Color: White. 
3. Factory-fabricated fitting covers to match jacket if available; otherwise, field fabricate. 

a. Shapes: 45- and 90-degree, short- and long-radius elbows, tees, valves, flanges, 
unions, reducers, end caps, soil-pipe hubs, traps, mechanical joints, and P-trap 
and supply covers for lavatories. 

D. Metal Jacket: 
1. Aluminum Jacket: Comply with ASTM B209, Alloy 3003, 3005, 3105, or 5005, Temper H-

14. 

a. Sheet and roll stock ready for shop or field sizing or Factory cut and rolled to size. 
b. Finish and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper 
d. Moisture Barrier for Outdoor Applications: 53-mil-thick polysurlyn. 
e. Factory-Fabricated Fitting Covers: 

1) Same material, finish, and thickness as jacket. 
2) Preformed two-piece or gore, 45- and 90-degree, short- and long-radius 

elbows. 
3) Tee covers. 
4) Flange and union covers. 
5) End caps. 
6) Beveled collars. 
7) Valve covers. 
8) Field fabricate fitting covers only if factory-fabricated fitting covers are not 

available. 

2. Stainless Steel Jacket: ASTM A240/A240M. 

a. Sheet and roll stock ready for shop or field sizing or Factory cut and rolled to size. 
b. Material, finish, and thickness are indicated in field-applied jacket schedules. 
c. Moisture Barrier for Indoor Applications: 1-mil-thick, heat-bonded polyethylene and 

kraft paper. 
d. Moisture Barrier for Outdoor Applications: 53-mil-thick polysurlyn. 
e. Factory-Fabricated Fitting Covers: 

1) Same material, finish, and thickness as jacket. 
2) Preformed two-piece or gore, 45- and 90-degree, short- and long-radius 

elbows. 
3) Tee covers. 
4) Flange and union covers. 
5) End caps. 
6) Beveled collars. 



 DMC RPi Fit-Out  Niceville Florida 

HVAC PIPING INSULATION 230719 - 7 

7) Valve covers. 
8) Field fabricate fitting covers only if factory-fabricated fitting covers are not 

available. 

E. Underground Direct-Buried Jacket: 125-mil-thick vapor barrier and waterproofing membrane, 
consisting of a rubberized bituminous resin reinforced with a woven-glass fiber or polyester 
scrim and laminated aluminum foil. 

F. Self-Adhesive Outdoor Jacket (Asphaltic): 60-mil-thick, laminated vapor barrier and 
waterproofing membrane for installation over insulation located aboveground outdoors; 
consisting of a rubberized bituminous resin on a cross-laminated polyethylene film covered with 
white aluminum-foil facing. 

G. Self-Adhesive Indoor/Outdoor Jacket (Non-Asphaltic): Vapor barrier and waterproofing jacket 
for installation over insulation located aboveground outdoors or indoors. Specialized jacket has 
five layers of laminated aluminum and polyester film with low-temperature acrylic pressure-
sensitive adhesive. Outer aluminum surface is coated with UV-resistant coating for protection 
from environmental contaminants. 
1. Permeance: 0.00 perm as tested in accordance with ASTM F1249. 
2. Flamespread/Smoke Developed: 25/50 as tested in accordance with ASTM E84. 
3. Aluminum Finish: [Embossed] [Smooth]. 

2.10 FIELD-APPLIED FABRIC REINFORCING MESH 

A. Woven Glass-Fiber Mesh: Approximately 2 oz./sq. yd. with a thread count of 10 strands by 10 
strands/sq. in. for covering pipe and pipe fittings. 

B. Woven Polyester Mesh: Approximately 1 oz./sq. yd. with a thread count of 10 strands by 10 
strands/sq. in, in a Leno weave, for pipe. 

2.11 FIELD-APPLIED CLOTHS 

A. Woven Glass-Fiber Cloth: Comply with MIL-C-20079H, Type I, plain weave, and presized a 
minimum of 8 oz./sq. yd.. 

2.12 TAPES 

A. ASJ Tape: White vapor-retarder tape matching factory-applied jacket with acrylic adhesive, 
complying with ASTM C1136. 
1. Width: 3 inches. 
2. Thickness: 11.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. ASJ Tape Disks and Squares: Precut disks or squares of ASJ tape. 

B. FSK Tape: Foil-face, vapor-retarder tape matching factory-applied jacket with acrylic adhesive; 
complying with ASTM C1136. 
1. Width: 3 inches. 
2. Thickness: 6.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
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5. Tensile Strength: 40 lbf/inch in width. 
6. FSK Tape Disks and Squares: Precut disks or squares of FSK tape. 

C. Aluminum-Foil Tape: Vapor-retarder tape with acrylic adhesive. 
1. Width: 2 inches. 
2. Thickness: 3.7 mils. 
3. Adhesion: 100 ounces force/inch in width. 
4. Elongation: 5 percent. 
5. Tensile Strength: 34 lbf/inch in width. 

2.13 SECUREMENTS 

A. Bands: 
1. Stainless Steel: ASTM A240/A240M, Type 304 or Type 316; 0.015 inch thick, 1/2 inch 

wide with wing seal or closed seal. 
2. Aluminum: ASTM B209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch thick, 

1/2 inch wide with wing seal or closed seal. 
3. Springs: Twin spring set constructed of stainless steel, with ends flat and slotted to 

accept metal bands. Spring size is determined by manufacturer for application. 

B. Staples: Outward-clinching insulation staples, nominal 3/4 inch wide, stainless steel or Monel. 

C. Wire: 0.062-inch soft-annealed, stainless steel. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions for compliance with requirements for installation tolerances 
and other conditions affecting performance of insulation application. 

1. Verify that systems to be insulated have been tested and are free of defects. 
2. Verify that surfaces to be insulated are clean and dry. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean and dry surfaces to receive insulation. Remove materials that will adversely affect 
insulation application. 

B. Clean and prepare surfaces to be insulated. Before insulating, apply a corrosion coating to 
insulated surfaces as follows: 

1. Stainless Steel: Coat 300 series stainless steel with an epoxy primer 5 mils thick and an 
epoxy finish 5 mils thick if operating in a temperature range between 140 and 300 deg F. 
Consult coating manufacturer for appropriate coating materials and application methods 
for operating temperature range. 

2. Carbon Steel: Coat carbon steel operating at a service temperature of between 32 and 
300 deg F with an epoxy coating. Consult coating manufacturer for appropriate coating 
materials and application methods for operating temperature range. 
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C. Coordinate insulation installation with the tradesman installing heat tracing. Comply with 
requirements for heat tracing that apply to insulation. 

D. Mix insulating cements with clean potable water; if insulating cements are to be in contact with 
stainless steel surfaces, use demineralized water. 

3.3 GENERAL INSTALLATION REQUIREMENTS 

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; 
free of voids throughout the length of piping, including fittings, valves, and specialties. 

B. Install insulation materials, forms, vapor barriers or retarders, jackets, and of thicknesses 
required for each item of pipe system, as specified in insulation system schedules. 

C. Install accessories compatible with insulation materials and suitable for the service. Install 
accessories that do not corrode, compress, or otherwise damage insulation or jacket. 

D. Install insulation with longitudinal seams at top and bottom (12 o'clock and 6 o'clock positions) 
of horizontal runs. 

E. Install multiple layers of insulation with longitudinal and end seams staggered. 

F. Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties. 

G. Keep insulation materials dry during storage, application, and finishing. Replace insulation 
materials that get wet during storage or in the installation process before being properly covered 
and sealed in accordance with the Contract Documents. 

H. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with 
adhesive recommended by insulation material manufacturer. 

I. Install insulation with least number of joints practical. 

J. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers, 
supports, anchors, and other projections with vapor-barrier mastic. 

1. Install insulation continuously through hangers and around anchor attachments. 
2. For insulation application where vapor barriers are indicated, extend insulation on anchor 

legs from point of attachment to supported item to point of attachment to structure. Taper 
and seal ends attached to structure with vapor-barrier mastic. 

3. Install insert materials and insulation to tightly join the insert. Seal insulation to insulation 
inserts with adhesive or sealing compound recommended by insulation material 
manufacturer. 

4. Cover inserts with jacket material matching adjacent pipe insulation. Install shields over 
jacket, arranged to protect jacket from tear or puncture by hanger, support, and shield. 

K. Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet 
and dry film thicknesses. 

L. Install insulation with factory-applied jackets as follows: 

1. Draw jacket tight and smooth, but not to the extent of creating wrinkles or areas of 
compression in the insulation. 
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2. Cover circumferential joints with 3-inch-wide strips, of same material as insulation jacket. 
Secure strips with adhesive and outward-clinching staples along both edges of strip, 
spaced 4 inches o.c. 

3. Overlap jacket longitudinal seams at least 1-1/2 inches. Install insulation with longitudinal 
seams at bottom of pipe. Clean and dry surface to receive self-sealing lap. Staple laps 
with outward-clinching staples along edge at 2 inches o.c. 

4. For below-ambient services, apply vapor-barrier mastic over staples. 
5. Cover joints and seams with tape, in accordance with insulation material manufacturer's 

written instructions, to maintain vapor seal. 
6. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints and 

at ends adjacent to pipe flanges and fittings. 

M. Cut insulation in a manner to avoid compressing insulation. 

N. Finish installation with systems at operating conditions. Repair joint separations and cracking 
due to thermal movement. 

O. Repair damaged insulation facings by applying same facing material over damaged areas. 
Extend patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches in 
similar fashion to butt joints. 

P. For above-ambient services, do not install insulation to the following: 

1. Vibration-control devices. 
2. Testing agency labels and stamps. 
3. Nameplates and data plates. 

3.4 PENETRATIONS 

A. Insulation Installation at Roof Penetrations: Install insulation continuously through roof 
penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation above roof surface 

and seal with joint sealant. For applications requiring indoor and outdoor insulation, install 
insulation for outdoor applications tightly joined to indoor insulation ends. Seal joint with 
joint sealant. 

3. Extend jacket of outdoor insulation outside roof flashing at least 2 inches below top of 
roof flashing. 

4. Seal jacket to roof flashing with flashing sealant. 

B. Insulation Installation at Underground Exterior Wall Penetrations: Terminate insulation flush with 
sleeve seal. Seal terminations with flashing sealant. 

C. Insulation Installation at Aboveground Exterior Wall Penetrations: Install insulation continuously 
through wall penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation inside wall surface 

and seal with joint sealant. For applications requiring indoor and outdoor insulation, install 
insulation for outdoor applications tightly joined to indoor insulation ends. Seal joint with 
joint sealant. 

3. Extend jacket of outdoor insulation outside wall flashing and overlap wall flashing at least 
2 inches. 
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4. Seal jacket to wall flashing with flashing sealant. 

D. Insulation Installation at Interior Wall and Partition Penetrations (That Are Not Fire Rated): 
Install insulation continuously through walls and partitions. 

E. Insulation Installation at Fire-Rated Wall and Partition Penetrations: Install insulation 
continuously through penetrations of fire-rated walls and partitions. 

1. Comply with requirements in Section 078413 "Penetration Firestopping" for firestopping 
and fire-resistive joint sealers. 

F. Insulation Installation at Floor Penetrations: 

1. Pipe: Install insulation continuously through floor penetrations. 
2. Seal penetrations through fire-rated assemblies. Comply with requirements in 

Section 078413 "Penetration Firestopping." 

3.5 GENERAL PIPE INSULATION INSTALLATION 

A. Requirements in this article generally apply to all insulation materials, except where more 
specific requirements are specified in various pipe insulation material installation articles below. 

B. Insulation Installation on Fittings, Valves, Strainers, Flanges, Mechanical Couplings, and 
Unions: 

1. Install insulation over fittings, valves, strainers, flanges, mechanical couplings, unions, 
and other specialties with continuous thermal and vapor-retarder integrity unless 
otherwise indicated. 

2. Insulate pipe elbows using prefabricated fitting insulation or mitered or routed fittings 
made from same material and density as that of adjacent pipe insulation. Each piece is 
butted tightly against adjoining piece and bonded with adhesive. Fill joints, seams, voids, 
and irregular surfaces with insulating cement finished to a smooth, hard, and uniform 
contour that is uniform with adjoining pipe insulation. 

3. Insulate tee fittings with prefabricated fitting insulation or sectional pipe insulation of same 
material and thickness as that used for adjacent pipe. Cut sectional pipe insulation to fit. 
Butt each section closely to the next and hold in place with tie wire. Bond pieces with 
adhesive. 

4. Insulate valves using prefabricated fitting insulation or sectional pipe insulation of same 
material, density, and thickness as that used for adjacent pipe. Overlap adjoining pipe 
insulation by not less than 2 times the thickness of pipe insulation, or one pipe diameter, 
whichever is thicker. For valves, insulate up to and including the bonnets, valve stuffing-
box studs, bolts, and nuts. Fill joints, seams, and irregular surfaces with insulating 
cement. 

5. Insulate strainers using prefabricated fitting insulation or sectional pipe insulation of same 
material, density, and thickness as that used for adjacent pipe. Overlap adjoining pipe 
insulation by not less than 2 times the thickness of pipe insulation, or one pipe diameter, 
whichever is thicker. Fill joints, seams, and irregular surfaces with insulating cement. 
Insulate strainers, so strainer basket flange or plug can be easily removed and replaced 
without damaging the insulation and jacket. Provide a removable reusable insulation 
cover. For below-ambient services, provide a design that maintains vapor barrier. 

6. Insulate flanges, mechanical couplings, and unions using a section of oversized 
preformed pipe insulation to fit. Overlap adjoining pipe insulation by not less than 2 times 
the thickness of pipe insulation, or one pipe diameter, whichever is thicker. Stencil or 
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label the outside insulation jacket of each union with the word "union" matching size and 
color of pipe labels. 

7. Cover segmented insulated surfaces with a layer of finishing cement and coat with a 
mastic. Install vapor-barrier mastic for below-ambient services and a breather mastic for 
above-ambient services. Reinforce the mastic with reinforcing mesh. Trowel the mastic to 
a smooth and well-shaped contour. 

8. For services not specified to receive a field-applied jacket, except for flexible elastomeric 
and polyolefin, install fitted PVC cover over elbows, tees, strainers, valves, flanges, and 
unions. Terminate ends with PVC end caps. Tape PVC covers to adjoining insulation 
facing, using PVC tape. 

C. Insulate instrument connections for thermometers, pressure gages, pressure temperature taps, 
test connections, flow meters, sensors, switches, and transmitters on insulated pipes. Shape 
insulation at these connections by tapering it to and around the connection with insulating 
cement and finish with finishing cement, mastic, and flashing sealant. 

D. Install removable insulation covers. Installation conforms to the following: 

1. Make removable flange and union insulation from sectional pipe insulation of same 
thickness as that on adjoining pipe. Install same insulation jacket as that of adjoining pipe 
insulation. 

2. When flange and union covers are made from sectional pipe insulation, extend insulation 
from flanges or union at least 2 times the insulation thickness over adjacent pipe 
insulation on each side of flange or union. Secure flange cover in place with stainless 
steel or aluminum bands. Select band material compatible with insulation and jacket. 

3. Construct removable valve insulation covers in same manner as for flanges, except 
divide the two-part section on the vertical center line of valve body. 

4. When covers are made from block insulation, make two halves, each consisting of 
mitered blocks wired to stainless steel fabric. Secure this wire frame, with its attached 
insulation, to flanges with tie wire. Extend insulation at least 2 inches over adjacent pipe 
insulation on each side of valve. Fill space between flange or union cover and pipe 
insulation with insulating cement. Finish cover assembly with insulating cement applied in 
two coats. After first coat is dry, apply and trowel second coat to a smooth finish. 

5. Unless a PVC jacket is indicated in field-applied jacket schedules, finish exposed 
surfaces with a metal jacket. 

3.6 INSTALLATION OF CALCIUM SILICATE INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 

1. Secure single-layer insulation with stainless steel bands at 12-inch intervals, and tighten 
bands without deforming insulation materials. 

2. Install two-layer insulation with joints tightly butted and staggered at least 3 inches. 
Secure inner layer with wire spaced at 12-inch intervals. Secure outer layer with stainless 
steel bands at 12-inch intervals. 

3. Apply a skim coat of mineral-fiber, hydraulic-setting cement to insulation surface. When 
cement is dry, apply flood coat of lagging adhesive and press on one layer of glass cloth 
or tape. Overlap edges at least 1 inch. Apply finish coat of lagging adhesive over glass 
cloth or tape. Thin finish coat to achieve smooth, uniform finish. 

B. Insulation Installation on Pipe Flanges: 

1. Install prefabricated pipe insulation to outer diameter of pipe flange. 
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2. Make width of insulation section same as overall width of flange and bolts, plus twice the 
thickness of pipe insulation. 

3. Fill voids between inner circumference of flange insulation and outer circumference of 
adjacent straight pipe segments with cut sections of block insulation of same material and 
thickness as that of pipe insulation. Where voids are difficult to fill with block insulation, fill 
the voids with a fibrous insulation material suitable for the specific operating temperature. 

4. Finish flange insulation same as pipe insulation. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install prefabricated sections of same material as that of straight segments of pipe 
insulation when available. Secure according to manufacturer's written instructions. 

2. When prefabricated insulation sections of insulation are not available, install mitered 
sections of calcium silicate insulation. Secure insulation materials with wire or bands. 

3. Finish fittings insulation same as pipe insulation. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install pipe insulation, quads, hex sections, or beveled lag segments, adhered together, 
of calcium silicate insulation to valve body. Arrange insulation to permit access to packing 
and to allow valve operation without disturbing insulation. 

2. Install insulation to flanges as specified for flange insulation application. 
3. Finish valve and specialty insulation same as pipe insulation. 

3.7 INSTALLATION OF CELLULAR-GLASS INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 

1. Secure each layer of insulation to pipe with wire or bands, and tighten bands without 
deforming insulation materials. 

2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions 
with vapor-barrier mastic and joint sealant. 

3. For insulation with jackets on above-ambient services, secure laps with outward-clinched 
staples at 6 inches o.c. 

4. For insulation with jackets on below-ambient services, do not staple longitudinal tabs. 
Instead, secure tabs with additional adhesive, as recommended by insulation material 
manufacturer, and seal with vapor-barrier mastic and flashing sealant. 

B. Insulation Installation on Pipe Flanges: 

1. Install prefabricated pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of 

adjacent straight pipe segments with cut sections of cellular-glass block insulation of 
same thickness as that of pipe insulation. Where voids are difficult to fill with block 
insulation, fill the voids with a fibrous insulation material suitable for the specific operating 
temperature. 

4. Install jacket material with manufacturer's recommended adhesive, overlap seams at 
least 1 inch, and seal joints with flashing sealant. 

C. Insulation Installation on Pipe Fittings and Elbows: 



 DMC RPi Fit-Out  Niceville Florida 

HVAC PIPING INSULATION 230719 - 14 

1. Install prefabricated sections of same material as that of straight segments of pipe 
insulation when available. Secure according to manufacturer's written instructions. 

2. When preformed sections of insulation are not available, install mitered or routed sections 
of cellular-glass insulation. Secure insulation materials with wire or bands. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install prefabricated sections of cellular-glass insulation to valve body. 
2. Arrange insulation to permit access to packing and to allow valve operation without 

disturbing insulation. 
3. Install insulation to flanges as specified for flange insulation application. 

3.8 INSTALLATION OF FLEXIBLE ELASTOMERIC INSULATION 

A. Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate 
openings in insulation that allow passage of air to surface being insulated. 

B. Insulation Installation on Pipe Flanges: 

1. Install pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of 

adjacent straight pipe segments with cut sections of sheet insulation of same thickness 
as that of pipe insulation. 

4. Secure insulation to flanges and seal seams with manufacturer's recommended adhesive 
to eliminate openings in insulation that allow passage of air to surface being insulated. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install sections of pipe insulation and miter if required in accordance with manufacturer's 
written instructions. 

2. Secure insulation materials and seal seams with manufacturer's recommended adhesive 
to eliminate openings in insulation that allow passage of air to surface being insulated. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install prefabricated valve covers manufactured of same material as that of pipe 
insulation when available. 

2. When prefabricated valve covers are not available, install cut sections of pipe and sheet 
insulation to valve body. Arrange insulation to permit access to packing and to allow 
valve operation without disturbing insulation. 

3. Install insulation to flanges as specified for flange insulation application. 
4. Secure insulation to valves and specialties, and seal seams with manufacturer's 

recommended adhesive to eliminate openings in insulation that allow passage of air to 
surface being insulated. 

3.9 INSTALLATION OF GLASS-FIBER AND MINERAL WOOL INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 

1. Secure each layer of preformed pipe insulation to pipe with wire or bands, and tighten 
bands without deforming insulation materials. 
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2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions 
with vapor-barrier mastic and joint sealant. 

3. For insulation with jackets on above-ambient surfaces, secure laps with outward-clinched 
staples at 6 inches o.c. 

4. For insulation with jackets on below-ambient surfaces, do not staple longitudinal tabs. 
Instead, secure tabs with additional adhesive, as recommended by insulation material 
manufacturer, and seal with vapor-barrier mastic and flashing sealant. 

B. Insulation Installation on Pipe Flanges: 

1. Install prefabricated pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of 

adjacent straight pipe segments with glass-fiber or mineral-wool blanket insulation. 
4. Install jacket material with manufacturer's recommended adhesive, overlap seams at 

least 1 inch, and seal joints with flashing sealant. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install prefabricated sections of same material as that of straight segments of pipe 
insulation when available. 

2. When preformed insulation elbows and fittings are not available, install mitered sections 
of pipe insulation, to a thickness equal to adjoining pipe insulation. Secure insulation 
materials with wire or bands. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install prefabricated sections of same material as that of straight segments of pipe 
insulation when available. 

2. When prefabricated sections are not available, install fabricated sections of pipe 
insulation to valve body. 

3. Arrange insulation to permit access to packing and to allow valve operation without 
disturbing insulation. 

4. Install insulation to flanges as specified for flange insulation application. 

3.10 INSTALLATION OF PHENOLIC INSULATION 

A. General Installation Requirements: 

1. Secure single-layer insulation with stainless steel bands at 12-inch intervals, and tighten 
bands without deforming insulation materials. 

2. Install two-layer insulation with joints tightly butted and staggered at least 3 inches. 
Secure inner layer with 0.062-inch wire spaced at 12-inch intervals. Secure outer layer 
with stainless steel bands at 12-inch intervals. 

B. Insulation Installation on Straight Pipes and Tubes: 

1. Secure each layer of insulation to pipe with wire or bands, and tighten bands without 
deforming insulation materials. 

2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions 
with vapor-barrier mastic and joint sealant. 

3. For insulation with jackets on above-ambient services, secure laps with outward-clinched 
staples at 6 inches o.c. 
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4. For insulation with jackets with vapor retarder on below-ambient services, do not staple 
longitudinal tabs. Instead, secure tabs with additional adhesive, as recommended by 
insulation material manufacturer, and seal with vapor-barrier mastic and flashing sealant. 

C. Insulation Installation on Pipe Flanges: 

1. Install prefabricated pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of 

adjacent straight pipe segments with cut sections of block insulation of same material and 
thickness as that of pipe insulation. Where voids are difficult to fill with block insulation, fill 
the voids with a fibrous insulation material suitable for the specific operating temperature. 

D. Insulation Installation on Pipe Fittings and Elbows: 

1. Install prefabricated insulation sections, or mitered or routed fittings, of same material as 
that of straight segments of pipe insulation. Secure according to manufacturer's written 
instructions. 

E. Insulation Installation on Valves and Pipe Specialties: 

1. Install prefabricated insulation sections of same material as that of straight segments of 
pipe insulation. Secure according to manufacturer's written instructions. 

2. Arrange insulation to permit access to packing and to allow valve operation without 
disturbing insulation. 

3. Install insulation to flanges as specified for flange insulation application. 

3.11 INSTALLATION OF FIELD-APPLIED JACKETS 

A. Where glass-cloth jackets are indicated, install directly over bare insulation or insulation with 
factory-applied jackets. 

1. Draw jacket smooth and tight to surface with 2-inch overlap at seams and joints. 
2. Embed glass cloth between two 0.062-inch-thick coats of lagging adhesive. 
3. Completely encapsulate insulation with coating, leaving no exposed insulation. 

B. Where FSK jackets are indicated, install as follows: 

1. Draw jacket material smooth and tight. 
2. Install lap or joint strips with same material as jacket. 
3. Secure jacket to insulation with manufacturer's recommended adhesive. 
4. Install jacket with 1-1/2-inch laps at longitudinal seams and 3-inch-wide joint strips at end 

joints. 
5. Seal openings, punctures, and breaks in vapor-retarder jackets and exposed insulation 

with vapor-barrier mastic. 

C. Where PVC jackets are indicated and for horizontal applications, install with 1-inch overlap at 
longitudinal seams and end joints. Seal with manufacturer's recommended adhesive. 

1. Apply two continuous beads of adhesive to seams and joints, one bead under lap and the 
finish bead along seam and joint edge. 
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D. Where metal jackets are indicated, install with 2-inch overlap at longitudinal seams and end 
joints. Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof 
sealant recommended by insulation manufacturer. Secure jacket with stainless steel bands 12 
inches o.c. and at end joints. 

3.12 FINISHES 

A. Insulation with ASJ, Glass-Cloth, or Other Paintable Jacket Material: Paint jacket with paint 
system identified below and as specified in Section 099113 "Exterior Painting" and 
Section 099123 "Interior Painting." 

1. Flat Acrylic Finish: Two finish coats over a primer that is compatible with jacket material 
and finish coat paint. Add fungicidal agent to render fabric mildew proof. 

a. Finish Coat Material: Interior, flat, latex-emulsion size. 

B. Flexible Elastomeric Thermal Insulation: After adhesive has fully cured, apply two coats of 
insulation manufacturer's recommended protective coating. 

C. Color: Final color as selected by Architect. Vary first and second coats to allow visual inspection 
of the completed Work. 

D. Do not field paint aluminum or stainless steel jackets. 

3.13 FIELD QUALITY CONTROL 

A. Manufacturer's Field Service: Engage a factory-authorized service representative to test and 
inspect components, assemblies, and equipment installations, including connections. 

B. Tests and Inspections: Inspect pipe, fittings, strainers, and valves, randomly selected by 
Architect, by removing field-applied jacket and insulation in layers in reverse order of their 
installation. Extent of inspection is limited to three locations of straight pipe, three locations of 
threaded fittings, three locations of welded fittings, two locations of threaded strainers, two 
locations of welded strainers, three locations of threaded valves, and three locations of flanged 
valves for each pipe service defined in the "Piping Insulation Schedule, General" Article. 

C. All insulation applications will be considered defective if they do not pass tests and inspections. 

D. Prepare test and inspection reports. 

3.14 PIPING INSULATION SCHEDULE, GENERAL 

A. Insulation conductivity and thickness per pipe size comply with schedules in this Section or with 
requirements of authorities having jurisdiction, whichever is more stringent. 

B. Acceptable preformed pipe and tubular insulation materials and thicknesses are identified for 
each piping system and pipe size range. If more than one material is listed for a piping system, 
selection from materials listed is Contractor's option. 

C. Items Not Insulated: Unless otherwise indicated, do not install insulation on the following: 
1. Chrome-plated pipes and fittings unless there is a potential for personnel injury. 
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3.15 INDOOR PIPING INSULATION SCHEDULE 

A. Condensate and Equipment Drain Water below 60 Deg F: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Cellular Glass: 1-1/2 inches thick. 
b. Flexible Elastomeric: 1 inch thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I: 1 inch thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type II: 1 inch thick. 

B. Refrigerant Suction and Hot-Gas Piping: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Cellular Glass: 1-1/2 inches thick. 
b. Flexible Elastomeric: 1 inch thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I: 1 inch thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type II: 1 inch thick. 

C. Refrigerant Suction and Hot-Gas Flexible Tubing: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Flexible Elastomeric: 2 inches thick. 
b. Polyolefin: 2 inches thick. 

D. Refrigerant Liquid Piping: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Cellular Glass: 1-1/2 inches thick. 
b. Flexible Elastomeric: 1 inch thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I: 1 inch thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type II: 1 inch thick. 

E. Dual-Service Heating and Cooling, 40 to 200 Deg F: 

1. NPS 12 and Smaller: Insulation is one of the following: 

a. Cellular Glass: 2 inches thick. 
b. Flexible Elastomeric: 1-1/2 inches thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I: 1-1/2 inches thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type I: 1-1/2 inches thick. 

2. NPS 14 and Larger: Insulation is one of the following: 

a. Cellular Glass: 3 inches thick. 
b. Mineral-Fiber, Preformed Pipe Insulation, Type I or Pipe and Tank Insulation: 2 

inches thick. 

F. Heat-Recovery Piping: 

1. All Pipe Sizes: Insulation is one of the following: 
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a. Cellular Glass: 1-1/2 inches thick. 
b. Flexible Elastomeric: 1 inch thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I or Pipe and Tank Insulation: 1 inch 

thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type II or Pipe and Tank Insulation: 1 

inch thick. 

3.16 OUTDOOR, ABOVEGROUND PIPING INSULATION SCHEDULE 

A. Refrigerant Suction and Hot-Gas Piping: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Cellular Glass: 2 inches thick. 
b. Flexible Elastomeric: 2 inches thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I: 2 inches thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type II: 2 inches thick. 

B. Refrigerant Suction and Hot-Gas Flexible Tubing: 

1. All Pipe Sizes: Insulation is the following: 

a. Flexible Elastomeric: 2 inches thick. 

C. Refrigerant Liquid Piping: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Flexible Elastomeric: 2 inches thick. 
b. Polyolefin: 1 inch thick. 

D. Heat-Recovery Piping: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Cellular Glass: 2 inches thick. 
b. Flexible Elastomeric: 2 inches thick. 
c. Glass-Fiber, Preformed Pipe Insulation, Type I: 2 inches thick. 
d. Mineral Wool, Preformed Pipe Insulation, Type II: 2 inches thick. 

E. Dual-Service Heating and Cooling: 

1. All Pipe Sizes: Insulation is one of the following: 

a. Cellular Glass: 3 inches thick. 
b. Glass-Fiber, Preformed Pipe Insulation, Type I: 2 inches thick. 
c. Mineral Wool, Preformed Pipe Insulation, Type II: 2 inches thick. 

3.17 OUTDOOR, UNDERGROUND, PIPING INSULATION SCHEDULE 

A. Dual-Service Heating and Cooling, All Sizes, 40 to 200 Deg F: Cellular glass, 3 inches thick. 
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3.18 INDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-
applied jacket over the factory-applied jacket. 

B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Piping, Concealed: 
1. PVC: 20 mils thick. 
2. Aluminum, Smooth: 0.024 inch thick. 
3. Painted Aluminum, Smooth: 0.020 inch thick. 

D. Piping, Exposed: 
1. PVC: 20 mils thick. 
2. Aluminum, Smooth: 0.024 inch thick. 
3. Painted Aluminum, Smooth: 0.020 inch thick. 

3.19 OUTDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-
applied jacket over the factory-applied jacket. 

B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Piping, Concealed: 
1. PVC: 30 mils thick. 
2. Aluminum, Smooth: 0.032 inch thick. 
3. Painted Aluminum, Smooth: 0.024 inch thick. 

D. Piping, Exposed: 

1. PVC: 30 mils thick. 
2. Painted Aluminum, Smooth: 0.032 inch thick. 

3.20 UNDERGROUND, FIELD-APPLIED INSULATION JACKET 

A. For underground direct-buried piping applications, install underground direct-buried jacket over 
insulation material. 

END OF SECTION 230719 
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SECTION 230800 - COMMISSIONING OF HVAC 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes Cx process requirements for the following HVAC systems, assemblies, and 
equipment: 

1. Energy supply systems. 
2. Heat generation systems. 
3. Cooling generation systems. 
4. Central-station air-handling systems. 
5. Air distribution systems. 
6. Heating and cooling terminal and unitary equipment. 
7. HVAC controls. 
8. TAB verification. 

B. Related Requirements: 

1. Section 019113 "General Commissioning Requirements" for general Cx process 
requirements and CxA responsibilities. 

2. For construction checklists, comply with requirements in various Division 23 Sections 
specifying HVAC systems, system components, equipment, and products. 

1.3 DEFINITIONS 

A. Cx: Commissioning, as defined in Section 019113 "General Commissioning Requirements." 

B. CxA: Commissioning Authority, as defined in Section 019113 "General Commissioning 
Requirements." 

C. IgCC: International Green Construction Code. 

D. "Systems," "Assemblies," "Subsystems," "Equipment," and "Components": Where these terms 
are used together or separately, they mean "as-built" systems, assemblies, subsystems, 
equipment, and components. 

E. TAB: Testing, adjusting, and balancing. 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For HVAC testing technician. 

B. Construction Checklists: 
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1. Draft Cx plan, including draft construction checklists to be prepared by CxA under 
Section 019113 "General Commissioning Requirements." Div. 23 Subcontractor is to 
review Construction Checklist in accordance with requirements in Section 019113 
"General Commissioning Requirements" and ASHRAE 202 and to resolve any issues 
with the CxA. 

C. Test Equipment and Instruments: For all test equipment and instruments to be used in 
conducting Cx tests by Div. 23 Subcontractor, provide the following: 

1. Equipment/instrument identification number. 
2. Planned Cx application or use. 
3. Manufacturer, make, model, and serial number. 
4. Calibration history, including certificates from agencies that calibrate the equipment and 

instrumentation. 
5. Equipment manufacturers' proprietary instrumentation and tools. For each instrument or 

tool, identify the following: 

a. Instrument or tool identification number. 
b. Equipment schedule designation of equipment for which the instrument or tool is 

required. 
c. Manufacturer, make, model, and serial number. 
d. Calibration history, including certificates from agencies that calibrate the 

instrument or tool, where appropriate. 

1.5 QUALITY ASSURANCE 

A. HVAC Testing Technician Qualifications: Technicians to perform HVAC Construction Checklist 
verification tests, Construction Checklist verification test demonstrations, Cx tests, and Cx test 
demonstrations shall have the following minimum qualifications: 

1. Journey level or equivalent skill level; vocational school four-year-program graduate or an 
Associate's degree in mechanical systems, air conditioning, or similar field. Degree may 
be offset by three years' experience in servicing mechanical systems in the HVAC 
industry. Generally, required knowledge includes HVAC systems, electrical concepts, 
building operations, and application and use of tools and instrumentation to measure 
performance of HVAC equipment, assemblies, and systems. 

2. Minimum three years' experience that is to include installing, servicing, and operating 
systems manufactured by approved manufacturer. 

B. Testing Equipment and Instrumentation Quality and Calibration: 

1. Capable of testing and measuring performance within the specified acceptance criteria. 
2. Be calibrated at manufacturer's recommended intervals with current calibration tags 

permanently affixed to the instrument being used. 
3. Be maintained in good repair and operating condition throughout duration of use on 

Project. 
4. Be recalibrated/repaired if dropped or damaged in any way since last calibrated. 

C. Proprietary Test Instrumentation and Tools: 

1. Equipment Manufacturer's Proprietary Instrumentation and Tools: For installed equipment 
included in the Cx process, test instrumentation and tools manufactured or prescribed by 
equipment manufacturer to service, calibrate, adjust, repair, or otherwise work on its 
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equipment or required as a condition of equipment warranty, shall comply with the 
following: 

a. Be calibrated by manufacturer with current calibration tags permanently affixed. 
b. Include a separate list of proprietary test instrumentation and tools in operation and 

maintenance manuals. 

2. HVAC proprietary test instrumentation and tools become property of Owner at the time of 
Substantial Completion. 

PART 2 - EXECUTION 

2.1 Cx PROCESS: 

A. Perform Cx process in accordance with Section 019113 "General Commissioning 
Requirements" for HVAC and in accordance with the following: 
1. ASHRAE 202. 
2. Commissioning standards acceptable to the authority having jurisdiction. 

2.2 CONSTRUCTION CHECKLISTS 

A. Prepare preliminary detailed construction checklists for each HVAC system, assembly, 
subsystem, equipment, and component required to be commissioned, as detailed in 
ASHRAE 202. 

1. Submit preliminary construction checklists to CxA and Designer for review. 
2. When review comments have been resolved, the CxA will provide final construction 

checklists marked "Approved for Use, (date)." 
3. Use only construction checklists, marked "Approved for Use, (date)" when performing 

tests. Mark construction checklists in the appropriate place, as indicated Project events 
are completed and provide pertinent details and other information. 

B. Additional systems required to be commissioned: 

1. Heat generation systems, including the following: 

2. Cooling generation systems, including the following: 

3. Air-handling systems, including the following: 

a. Supply, return, and exhaust air fans, motors, and drives. 
b. Automatic and gravity dampers. 
c. Heating and cooling devices. 
d. Humidification and dehumidification devices. 
e. Air filters. 
f. Hangers and supports. 
g. Interlock between air-handling system and fire/smoke alarm system. 

4. Air duct systems, including the following: 

a. Duct systems. 
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b. Air-duct accessories, including volume dampers, fire and smoke dampers, turning 
vanes, sound attenuators, and flexible connectors. 

c. Duct-mounted access doors and panels. 
d. Hangers and supports. 

5. Refrigerant piping, including the following: 

a. Refrigerant piping, fittings, and specialties. 
b. Refrigerant charge. 
c. Sleeves and sleeve seals. 
d. Meters and gauges. 
e. General-duty and specialty valves. 
f. Hangers and supports. 

6. Smoke-control systems, including the following: 

a. Exhaust and makeup fans, motors, and drives. 
b. Exhaust and makeup air distribution systems. 
c. Smoke dampers. 
d. Smoke detectors. 
e. Fire and smoke alarm system interface. 

7. Vibration isolation systems. 
8. Controls and instrumentation, including the following: 

a. Energy monitoring and recording system. 
b. Controllers and sensors. 
c. Automatic control valves, dampers, and actuators. 
d. Control interface with fans, pumps, dampers, and other equipment and systems. 
e. Demand-control systems. 

9. TAB Verification: 

a. Airflow. 
b. Water flow. 

10. Documentation: 

a. Mechanical systems manuals. 
b. Documentation of required commissioning. 

11. Mechanical insulation, including the following: 

a. Duct and plenum insulation. 
b. HVAC piping insulation. 

2.3 Cx TESTING PREPARATION 

A. Certify that HVAC systems, subsystems, and equipment have been installed, calibrated, and 
started and that they are operating in accordance with the Contract Documents and approved 
submittals. 

B. Certify that HVAC instrumentation and control systems have been completed and calibrated, 
point-to-point checkout has been successfully completed, and systems are operating in 
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accordance with their design sequence of operation, Contract Documents, and approved 
submittals. Certify that all sensors are operating within specified accuracy and all systems are 
set to and maintaining set points as required by the design documents. 

C. Certify that TAB procedures have been completed and that TAB reports have been submitted, 
discrepancies corrected, and corrective work approved. 

D. Set systems, subsystems, and equipment into operating mode to be tested in accordance with 
approved test procedures (e.g., normal shutdown, normal auto position, normal manual 
position, unoccupied cycle, emergency power, and alarm conditions). 

2.4 Cx TEST CONDITIONS 

A. Perform tests using design conditions, whenever possible. 

1. Simulated conditions may, with approval of Architect, be imposed using an artificial load 
when it is impractical to test under design conditions. Before simulating conditions, 
calibrate testing instruments. Provide equipment to simulate loads. Set simulated 
conditions as directed by CxA, and document simulated conditions and methods of 
simulation. After tests, return configurations and settings to normal operating conditions. 

2. Cx test procedures may direct that set points be altered when simulating conditions is 
impractical. 

3. Cx test procedures may direct that sensor values be altered with a signal generator when 
design or simulating conditions and altering set points are impractical. 

B. If tests cannot be completed because of a deficiency outside the scope of the HVAC system, 
document the deficiency and report it to Architect. After deficiencies are resolved, reschedule 
tests. 

C. If seasonal testing is specified, complete appropriate initial performance tests and 
documentation, and schedule seasonal tests. 

2.5 Cx TESTS COMMON TO HVAC SYSTEMS 

A. Measure capacities and effectiveness of systems, assemblies, subsystems, equipment, and 
components, including operational and control functions, to verify compliance with acceptance 
criteria. 

B. Test systems, assemblies, subsystems, equipment, and components for operating modes, 
interlocks, control responses, responses to abnormal or emergency conditions, and response in 
accordance with acceptance criteria. 

C. Coordinate schedule with, and perform Cx activities at the direction of, CxA. 

D. Comply with Construction Checklist requirements, including material verification, installation 
checks, startup, and performance test requirements specified in Division 23 Sections specifying 
HVAC systems and equipment. 

E. Provide technicians, instrumentation, tools, and equipment to perform and document the 
following: 

1. Cx Construction Checklist verification tests. 
2. Cx Construction Checklist verification test demonstrations. 
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2.6 CONSTRUCTION CHECKLIST EXAMPLES 

A. Vibration Isolation in HVAC Systems: 
1. Components to Be Tested: 

a. Vibration isolation control devices in HVAC systems. 
b. Support systems. 

2. Test Purpose: Evaluate effectiveness of vibration isolation control devices. 
3. Test Conditions, Constant Speed Equipment: Measure vibration of the facility structure at 

three locations designated by Owner's witness while the isolated equipment operates. 

4. Acceptance Criteria: Structure-borne vibration not to exceed specified performance. 

2.7 TAB VERIFICATION 

A. Prerequisites: Completion of "Examination" Article requirements and correction of deficiencies, 
as specified in Section 230593 "Testing, Adjusting, and Balancing for HVAC." 

B. Completion of "Preparation" Article requirements for preparation of a TAB plan that includes 
strategies and step-by-step procedures, and system-readiness checks and reports, as specified 
in Section 230593 "Testing, Adjusting, and Balancing for HVAC." 

C. Scope: HVAC air systems and hydronic piping systems. 

D. Purpose: Differential flow relationships intended to maintain air and water pressurization 
differentials between the various areas of Project. 

E. Conditions of the Test: 

1. Cx Test Demonstration Sampling Rate: As specified in "Inspections" Article in 
Section 230593 "Testing, Adjusting, and Balancing for HVAC." 

2. Systems operating in full heating mode. 
3. Systems operating in full cooling mode. 
4. For measurements at air-handling units with economizer controls; systems operating in 

economizer mode with 100 percent outside air. 

F. Acceptance Criteria: 

1. Under all conditions, rechecked measurements comply with "Inspections" Article in 
Section 230593 "Testing, Adjusting, and Balancing for HVAC." 

2. Additionally, no rechecked measurement shall differ from measurements documented in 
the final report by more than the tolerances allowed. 

3. Under all conditions, where the Contract Documents indicate a differential in airflow 
between supply and exhaust and/or return in a space, the differential relationship shall be 
maintained. 

2.8 AIR-HANDLING SYSTEM Cx TESTS 

A. Air-Handler Mixed-Air Control: 

1. Prerequisites: Installation verification of the following: 
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a. Minimum Position Input Device: Time clock or DDC system time schedule. 
b. Output Device: Receiver controller or DDC system analog output to modulating 

damper actuator(s). 
c. Heating Reset Input Device: Room thermostat. 
d. Supply-Air Temperature Input Device: Electronic temperature sensor. 
e. Cooling Reset Input Device: Outdoor- and return-air, duct-mounted electronic 

temperature sensors. 
f. Display the following at the operator's workstation: 

1) Mixed-air-temperature indication. 
2) Mixed-air-temperature set point. 
3) Mixed-air damper position. 

2. Scope: Air handler with mixed-air control and associated controls. 
3. Purpose: 

a. Occupied time control. 
b. Minimum damper position control. 
c. Heating reset control. 
d. Supply-air temperature control. 
e. Cooling reset control. 
f. Unoccupied time control. 

4. Conditions of the Test: 

a. Occupied Time Control: Start in unoccupied schedule. Advance to occupied 
schedule time. 

b. Minimum Damper Position Control: Command system to mode in which minimum 
damper position is required. 

c. Heating Reset Control: Create a call for heating. 
d. Supply-Air Temperature Control: Override supply-air temperature set point to a 

value 2.0 deg F above current supply-air temperature. 
e. Cooling Reset Control: Override outdoor-air temperature to a value that exceeds 

return-air temperature. 
f. Unoccupied Time Control: Advance to unoccupied schedule time. 
g. Control Data Trend Log: Set up a data trend log of the following input device 

values and output device commands. Record data at hourly intervals. Submit trend 
data for 24-hour periods in which natural conditions require heating reset control, 
supply-air temperature control, and cooling reset control. 

1) Minimum position input device. 
2) Heating reset input device. 
3) Supply-air temperature input device. 
4) Cooling reset input device. 

5. Acceptance Criteria: 

a. Occupied Time Control: Mixed-air control is active in occupied mode. 
b. Minimum Damper Position Control: Controller positions outdoor-air dampers to 

minimum position. 
c. Heating Reset Control: Controller sets outdoor-air dampers to minimum position. 
d. Supply-Air Temperature Control: Controller modulates outdoor-, return-, and relief-

air dampers to maintain temporary supply-air temperature set point, plus or minus 
1.0 deg F. 

e. Cooling Reset Control: Controller sets outdoor-air dampers to minimum position 
when outdoor-air temperature exceeds return-air temperature. 
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f. Unoccupied Time Control: Controller positions outdoor- and relief-air dampers 
closed and return-air dampers open. 

g. Control Data Trend Log: Data verify control in accordance with sequence of 
control. 

END OF SECTION 230800 
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SECTION 232300 - REFRIGERANT PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Copper tube and fittings. 
2. Steel pipe and fittings. 
3. Valves and specialties. 
4. Refrigerants. 

1.2 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Solenoid valves. 
2. Thermostatic expansion valves. 
3. Hot-gas bypass valves. 
4. Strainers. 
5. Filter dryers. 
6. Pressure-regulating valves. 
7. Mufflers. 

B. Product Data Submittals: For each product. 

1. Submit data for each type of refrigerant piping, fitting, valve, piping specialty, and 
refrigerant. 

C. Delegated Design Submittals: For refrigerant piping size and layout, including oil traps, double 
risers, specialties, and pipe and tube sizes to accommodate, as a minimum, equipment 
provided, elevation difference between compressor and evaporator, and length of piping to 
ensure proper operation and compliance with warranties of connected equipment. 

D. Shop Drawings: 

1. Show piping size and piping layout, including oil traps, double risers, specialties, and pipe 
and tube sizes to accommodate, as a minimum, equipment provided, elevation difference 
between compressor and evaporator, and length of piping to ensure proper operation and 
compliance with warranties of connected equipment. 

2. Show interface and spatial relationships between piping and equipment. 

1.3 INFORMATIONAL SUBMITTALS 

A. Welding Certificates: For each welder performing shop or field welding on Project. 

B. Field Quality-Control Reports: For each field quality control test and inspection. 
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1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For refrigerant valves and piping specialties to include in 
maintenance manuals. 

1.5 QUALITY ASSURANCE 

A. Welding Qualifications: Qualify procedures and personnel in accordance with ASME Boiler and 
Pressure Vessel Code: Section IX, "Welding, Brazing, and Fusing Qualifications." 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Store piping with end caps in place to ensure that piping interior and exterior are clean when 
installed. 

B. Prepare valves and specialties for shipping as follows: 

1. Protect internal parts against rust and corrosion. 
2. Protect threads and other end connections. 

C. Use the following precautions during storage: 

1. Maintain valve and specialty end protection. 
2. Store valves and specialties indoors and maintain at higher-than-ambient-dew-point 

temperature. If outdoor storage is necessary, store valves off the ground in watertight 
enclosures. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Comply with ASHRAE 15. 

B. Comply with ASME B31.5. 

2.2 COPPER TUBE AND FITTINGS 

A. Copper Tube: ASTM B88, Type K or L. 

B. Wrought-Copper Fittings, Solder Joint: ASME B16.22. 

C. Wrought-Copper Fittings, Brazed Joint: ASME B16.50. 

D. Wrought-Copper Unions: ASME B16.22. 

E. Solder Filler Metals: ASTM B32. Use 95-5 tin antimony or alloy HB solder to join copper socket 
fittings on copper pipe. 

F. Brazing Filler Metals: AWS A5.8M/A5.8. 
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G. Flexible Connectors: 

1. Body: Tin-bronze bellows with woven, flexible, tinned-bronze-wire-reinforced protective 
jacket. 

2. End Connections: Socket ends. 
3. Offset Performance: Capable of minimum 3/4-inch misalignment in minimum 7-inch- long 

assembly. 
4. Working Pressure Rating: Factory test at minimum 500 psig. 
5. Maximum Operating Temperature: 250 deg F. 

H. Copper-Tube, Pressure-Seal-Joint Fittings for Refrigerant Piping: 
1. Standard: UL 207; certified by UL for field installation. Certification as a UL-recognized 

component alone is unacceptable. 
2. Housing: Copper. 
3. O-Rings: HNBR compatible with specific refrigerant. 
4. Tools: Manufacturer's approved special tools. 
5. Minimum Rated Pressure: 700 psig. 

2.3 STEEL PIPE AND FITTINGS 

A. Steel Pipe: ASTM A53/A53M, black steel with plain ends; type, grade, and wall thickness as 
selected in piping application articles. 

B. Wrought-Steel Fittings: ASTM A234/A234M, for welded joints. 

C. Steel Flanges and Flanged Fittings: ASME B16.5 steel, including bolts, nuts, gaskets, bevel-
welded end connection, and raised face. 

D. Welding Filler Metals: Comply with AWS D10.12M/D10.12 and ASME Boiler and Pressure 
Vessel Code for welding materials appropriate for wall thickness and chemical analysis of steel 
pipe being welded. 

E. Flanged Unions: 

1. Body: Forged-steel flanges for NPS 1 to NPS 1-1/2 and ductile iron for NPS 2 to NPS 3. 
Factory apply rust-resistant finish. 

2. Gasket: Fiber asbestos free. 
3. Fasteners: Four plated-steel bolts, with silicon bronze nuts. Factory apply rust-resistant 

finish. 
4. End Connections: Brass tailpiece adapters for solder-end connections to copper tubing. 
5. Offset Performance: Capable of minimum 3/4-inch misalignment in minimum 7-inch-long 

assembly. 
6. Pressure Rating: Factory test at minimum 400 psig. 
7. Maximum Operating Temperature: 330 deg F. 

F. Flexible Connectors: 

1. Body: Stainless steel bellows with woven, flexible, stainless steel-wire-reinforced 
protective jacket. 

2. End Connections: 

a. NPS 2 (DN 50) and Smaller: With threaded-end connections. 
b. NPS 2-1/2 (DN 65) and Larger: With flanged-end connections. 
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3. Offset Performance: Capable of minimum 3/4-inch misalignment in minimum 7-inch-long 
assembly. 

4. Pressure Rating: Factory test at minimum 500 psig. 
5. Maximum Operating Temperature: 250 deg F. 

2.4 VALVES AND SPECIALTIES 

A. Diaphragm Packless Valves: 
1. Body and Bonnet: Forged brass or cast bronze; globe design with straight-through or 

angle pattern. 
2. Diaphragm: Phosphor bronze and stainless steel with stainless steel spring. 
3. Operator: Rising stem and hand wheel. 
4. Seat: Nylon. 
5. End Connections: Socket, union, or flanged. 
6. Working Pressure Rating: 500 psig. 
7. Maximum Operating Temperature: 240 deg F. 

B. Packed-Angle Valves: 
1. Body and Bonnet: Forged brass or cast bronze. 
2. Packing: Molded stem, back seating, and replaceable under pressure. 
3. Operator: Rising stem. 
4. Seat: Nonrotating, self-aligning polytetrafluoroethylene. 
5. Seal Cap: Forged-brass or valox hex cap. 
6. End Connections: Socket, union, threaded, or flanged. 
7. Working Pressure Rating: 500 psig. 
8. Maximum Operating Temperature: 275 deg F. 

C. Check Valves: 
1. Body: Ductile iron, forged brass, or cast bronze; globe pattern. 
2. Bonnet: Bolted ductile iron, forged brass, or cast bronze; or brass hex plug. 
3. Piston: Removable polytetrafluoroethylene seat. 
4. Closing Spring: Stainless steel. 
5. Manual Opening Stem: Seal cap, plated-steel stem, and graphite seal. 
6. End Connections: Socket, union, threaded, or flanged. 
7. Maximum Opening Pressure: 0.50 psig. 
8. Working Pressure Rating: 500 psig. 
9. Maximum Operating Temperature: 275 deg F. 

D. Service Valves: 
1. Body: Forged brass with brass cap, including key end to remove core. 
2. Core: Removable ball-type check valve with stainless steel spring. 
3. Seat: Polytetrafluoroethylene. 
4. End Connections: Copper spring. 
5. Working Pressure Rating: 500 psig. 
6. Maximum Operating Temperature: 275 deg F. 

E. Refrigerant Locking Caps: 
1. Description: Locking-type, tamper-resistant, threaded caps to protect refrigerant-charging 

ports from unauthorized refrigerant access and leakage. 
2. Material: Brass, with protective shroud or sleeve. 
3. Refrigerant Identification: Color-coded, refrigerant specific based on AHRI Guideline N or 

Universal design. 
4. Special Tool: For installing and unlocking. 

F. Solenoid Valves: Comply with AHRI 760 I-P and UL 429; listed and labeled by an NRTL. 
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1. Body and Bonnet: Plated steel. 
2. Solenoid Tube, Plunger, Closing Spring, and Seat Orifice: Stainless steel. 
3. Seat: Polytetrafluoroethylene. 
4. End Connections: Threaded. 
5. Electrical: Molded, watertight coil in NEMA 250 enclosure of type required by location 

with 1/2-inch conduit adapter, and 24V ac coil. 
6. Working Pressure Rating: 400 psig. 
7. Maximum Operating Temperature: 240 deg F. 

G. Safety Relief Valves: Comply with ASME Boiler and Pressure Vessel Code; listed and labeled 
by an NRTL. 
1. Body and Bonnet: Ductile iron and steel, with neoprene O-ring seal. 
2. Piston, Closing Spring, and Seat Insert: Stainless steel. 
3. Seat: Polytetrafluoroethylene. 
4. End Connections: Threaded. 
5. Working Pressure Rating: 400 psig. 
6. Maximum Operating Temperature: 240 deg F. 

H. Thermostatic Expansion Valves: Comply with AHRI 750 I-P. 
1. Body, Bonnet, and Seal Cap: Forged brass or steel. 
2. Diaphragm, Piston, Closing Spring, and Seat Insert: Stainless steel. 
3. Packing and Gaskets: Non-asbestos. 
4. Capillary and Bulb: Copper tubing filled with refrigerant charge. 
5. Suction Temperature: 40 deg F. 
6. Superheat: Adjustable. 
7. Reverse-flow option (for heat-pump applications). 
8. End Connections: Socket, flare, or threaded union. 
9. Working Pressure Rating: 700 psig. 

I. Hot-Gas Bypass Valves: Comply with UL 429; listed and labeled by an NRTL. 
1. Body, Bonnet, and Seal Cap: Ductile iron or steel. 
2. Diaphragm, Piston, Closing Spring, and Seat Insert: Stainless steel. 
3. Packing and Gaskets: Non-asbestos. 
4. Solenoid Tube, Plunger, Closing Spring, and Seat Orifice: Stainless steel. 
5. Seat: Polytetrafluoroethylene. 
6. Equalizer: Internal. 
7. Electrical: Molded, watertight coil in NEMA 250 enclosure of type required by location 

with 1/2-inch conduit adapter and 24 V ac coil. 
8. End Connections: Socket. 
9. Throttling Range: Maximum 5 psig. 
10. Working Pressure Rating: 500 psig. 
11. Maximum Operating Temperature: 240 deg F. 

J. Straight-Type Strainers: 
1. Body: Welded steel with corrosion-resistant coating. 
2. Screen: 100-mesh stainless steel. 
3. End Connections: Socket or flare. 
4. Working Pressure Rating: 500 psig. 
5. Maximum Operating Temperature: 275 deg F. 

K. Angle-Type Strainers: 
1. Body: Forged brass or cast bronze. 
2. Drain Plug: Brass hex plug. 
3. Screen: 100-mesh monel. 
4. End Connections: Socket or flare. 
5. Working Pressure Rating: 500 psig. 
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6. Maximum Operating Temperature: 275 deg F. 

L. Moisture/Liquid Indicators: 
1. Body: Forged brass. 
2. Window: Replaceable, clear, fused glass window with indicating element protected by 

filter screen. 
3. Indicator: Color-coded to show moisture content in parts per million (ppm). 
4. Minimum Moisture Indicator Sensitivity: Indicate moisture above 60 ppm. 
5. End Connections: Socket or flare. 
6. Working Pressure Rating: 500 psig. 
7. Maximum Operating Temperature: 240 deg F. 

M. Replaceable-Core Filter Dryers: Comply with AHRI 730 I-P. 
1. Body and Cover: Painted-steel shell with ductile-iron cover, stainless steel screws, and 

neoprene gaskets. 
2. Filter Media: 10 micron, pleated with integral end rings; stainless steel support. 
3. Desiccant Media: Activated charcoal. 
4. Design: Reverse flow (for heat-pump applications). 
5. End Connections: Socket. 
6. Access Ports: NPS 1/4 connections at entering and leaving sides for pressure differential 

measurement. 
7. Maximum Pressure Loss: 2 psig. 
8. Working Pressure Rating: 500 psig. 
9. Maximum Operating Temperature: 240 deg F. 

N. Permanent Filter Dryers: Comply with AHRI 730 I-P. 
1. Body and Cover: Painted-steel shell. 
2. Filter Media: 10 micron, pleated with integral end rings; stainless steel support. 
3. Desiccant Media: Activated charcoal. 
4. Design: Reverse flow (for heat-pump applications). 
5. End Connections: Socket. 
6. Access Ports: NPS 1/4 connections at entering and leaving sides for pressure differential 

measurement. 
7. Maximum Pressure Loss: 2 psig. 
8. Working Pressure Rating: 500 psig. 
9. Maximum Operating Temperature: 240 deg F. 

O. Mufflers: 
1. Body: Welded steel with corrosion-resistant coating. 
2. End Connections: Socket or flare. 
3. Working Pressure Rating: 500 psig. 
4. Maximum Operating Temperature: 275 deg F. 

P. Receivers: Comply with AHRI 495. 
1. Comply with UL 207; listed and labeled by an NRTL. 
2. Body: Welded steel with corrosion-resistant coating. 
3. Tappings: Inlet, outlet, liquid-level indicator, and safety-relief valve. 
4. End Connections: Socket or threaded. 
5. Working Pressure Rating: 450 psig. 
6. Maximum Operating Temperature: 250 deg F. 

Q. Liquid Accumulators: Comply with AHRI 495. 
1. Body: Welded steel with corrosion-resistant coating. 
2. End Connections: Socket or threaded. 
3. Working Pressure Rating: 500 psig. 
4. Maximum Operating Temperature: 275 deg F. 
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PART 3 - EXECUTION 

3.1 PIPING APPLICATION SCHEDULES 

A. Suction, Hot-Gas, and Liquid Tubing for Conventional Air-Conditioning (Cooling-Only) 
Applications, NPS 4 (DN 100) and Smaller: Copper, Type L, drawn-temper tubing and wrought-
copper fittings with brazed or soldered joints. 

B. Safety-Relief-Valve Discharge Piping for Conventional Air-Conditioning (Cooling-Only) 
Applications, Steel: Schedule 40, black steel and wrought-steel fittings with welded joints. 

C. Suction, Hot-Gas, and Liquid Tubing for Heat-Pump Applications, NPS 4 (DN 100) and Smaller: 
Copper, Type L, drawn-temper tubing and wrought-copper fittings with brazed or soldered 
joints. 

D. Safety-Relief-Valve Discharge Piping for Heat-Pump Applications, Steel: Schedule 40, black 
steel and wrought-steel fittings with welded joints. 

3.2 VALVE AND SPECIALTY APPLICATIONS 

A. Install diaphragm packless valves in suction and discharge lines of compressor. 

B. Install service valves for gauge taps at inlet and outlet of hot-gas bypass valves and strainers if 
they are not an integral part of valves and strainers. 

C. Install a check valve at the compressor discharge and a liquid accumulator at the compressor 
suction connection. 

D. Except as otherwise indicated, install diaphragm packless valves on inlet and outlet side of filter 
dryers. 

E. Install solenoid valves upstream from each expansion valve and hot-gas bypass valve. Install 
solenoid valves in horizontal lines with coil at top. 

F. Install thermostatic expansion valves as close as possible to distributors on evaporators. 

1. Install valve so diaphragm case is warmer than bulb. 
2. Secure bulb to clean, straight, horizontal section of suction line using two bulb straps.  

Confirm bulb location is acceptable with manufacturer.  Do not mount bulb in a trap or at 
bottom of the line. 

3. If external equalizer lines are required, make connection where it will reflect suction-line 
pressure at bulb location. 

G. Install safety-relief valves where required by ASME Boiler and Pressure Vessel Code. Pipe 
safety-relief-valve discharge line to outside in accordance with ASHRAE 15. 

H. Install moisture/liquid indicators in liquid line at the inlet of the thermostatic expansion valve or 
at the inlet of the evaporator coil capillary tube. 

I. Install strainers upstream from and adjacent to the following unless they are furnished as an 
integral assembly for the device being protected: 

1. Solenoid valves. 
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2. Thermostatic expansion valves. 
3. Hot-gas bypass valves. 
4. Compressor. 

J. Install filter dryers in liquid line between compressor and thermostatic expansion valve, and in 
the suction line at the compressor. 

K. If recommended by manufacturer, install receivers sized to accommodate pump-down charge. 

L. Install flexible connectors at compressors. 

M. Provide refrigerant locking caps on refrigerant charging ports that are located outdoors unless 
otherwise protected from unauthorized access by a means acceptable to authority having 
jurisdiction. 

3.3 INSTALLATION OF PIPING, GENERAL 

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping 
systems; indicated locations and arrangements were used to size pipe and calculate friction 
loss, expansion, pump sizing, and other design considerations. Install piping as indicated unless 
deviations to layout are approved on Shop Drawings. 

B. Install refrigerant piping in accordance with ASHRAE 15. 

C. Install piping in concealed locations unless otherwise indicated and except in equipment rooms 
and service areas. 

D. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls. Diagonal runs are prohibited unless specifically indicated 
otherwise. 

E. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal. 

F. Install piping adjacent to machines to allow service and maintenance. 

G. Install piping free of sags and bends. 

H. Install fittings for changes in direction and branch connections. 

I. Select system components with pressure rating equal to or greater than system operating 
pressure. 

J. Install piping as short and direct as possible, with a minimum number of joints, elbows, and 
fittings. 

K. Arrange piping to allow inspection and service of refrigeration equipment. Install valves and 
specialties in accessible locations to allow for service and inspection. Install access doors or 
panels as specified in Section 083113 "Access Doors and Frames" if valves or equipment 
requiring maintenance is concealed behind finished surfaces. 

L. Install refrigerant piping in protective conduit where installed belowground. 

M. Install refrigerant piping in rigid or flexible conduit in locations where exposed to mechanical 
injury. 
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N. Slope refrigerant piping as follows: 

1. Install horizontal hot-gas discharge piping with a uniform slope downward away from 
compressor. 

2. Install horizontal suction lines with a uniform slope downward to compressor. 
3. Install traps and double risers to entrain oil in vertical runs. 
4. Liquid lines may be installed level. 

O. When brazing or soldering, remove solenoid-valve coils and sight glasses; also remove valve 
stems, seats, packing, and accessible internal parts of refrigerant specialties. Do not apply heat 
near expansion-valve bulb. 

P. Before installation of steel refrigerant piping, clean pipe and fittings using the following 
procedures: 

1. Shot blast the interior of piping. 
2. Remove coarse particles of dirt and dust by drawing a clean, lintless cloth through tubing 

by means of a wire or electrician's tape. 
3. Draw a clean, lintless cloth saturated with trichloroethylene through the tube or pipe. 

Continue this procedure until cloth is not discolored by dirt. 
4. Draw a clean, lintless cloth, saturated with compressor oil, squeezed dry, through the 

tube or pipe to remove remaining lint. Inspect tube or pipe visually for remaining dirt and 
lint. 

5. Finally, draw a clean, dry, lintless cloth through the tube or pipe. 
6. Safety-relief-valve discharge piping is not required to be cleaned but is required to be 

open to allow unrestricted flow. 

Q. Install piping with adequate clearance between pipe and adjacent walls and hangers or between 
pipes for insulation installation. 

R. Install sleeves for piping penetrations of walls, ceilings, and floors. 

S. Install sleeve seals for piping penetrations of concrete walls and slabs. 

T. Install escutcheons for piping penetrations of walls, ceilings, and floors. 

3.4 PIPE JOINT CONSTRUCTION 

A. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe. 

B. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before 
assembly. 

C. Fill pipe and fittings with an inert gas (nitrogen or carbon dioxide), during brazing or welding, to 
prevent scale formation. 

D. Soldered Joints: Construct joints in accordance with ASTM B828 or CDA's "Copper Tube 
Handbook." 

E. Brazed Joints: Construct joints in accordance with AWS BRH, "Brazing Handbook," Ch. 35, 
"Pipe and Tubing." 

1. Use Type BCuP (copper-phosphorus) alloy for joining copper socket fittings with copper 
pipe. 
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2. Use Type BAg (cadmium-free silver) alloy for joining copper with bronze or steel. 

F. Threaded Joints: Thread steel pipe with tapered pipe threads in accordance with 
ASME B1.20.1. Cut threads full and clean using sharp dies. Ream threaded pipe ends to 
remove burrs and to restore full ID. Join pipe fittings and valves as follows: 

1. Apply appropriate tape or thread compound to external pipe threads unless dry-seal 
threading is specified. 

2. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or 
damaged. Do not use pipe sections that have cracked or open welds. 

G. Steel pipe can be threaded, but threaded joints must be seal brazed or seal welded. 

H. Welded Joints: Construct joints in accordance with AWS D10.12M/D10.12. 

I. Flanged Joints: Select appropriate gasket material, size, type, and thickness for service 
application. Install gasket concentrically positioned. Use suitable lubricants on bolt threads. 

3.5 INSTALLATION OF HANGERS AND SUPPORTS 

A. Comply with Section 230529 "Hangers and Supports for HVAC Piping and Equipment" for 
hangers, supports, and anchor devices. 

B. Install the following pipe attachments: 

1. Adjustable steel clevis hangers for individual horizontal runs less than 20 ft. long. 
2. Roller hangers and spring hangers for individual horizontal runs 20 ft. or longer. 
3. Pipe Roller: MSS SP-58, Type 44 for multiple horizontal piping 20 ft. or longer, supported 

on a trapeze. 
4. Spring hangers to support vertical runs. 
5. Copper-clad hangers and supports for hangers and supports in direct contact with copper 

pipe. 

C. Install hangers for copper tubing and steel piping, with maximum horizontal spacing and 
minimum rod diameters, to comply with MSS SP-58, locally enforced codes, and authorities 
having jurisdiction requirements, whichever are most stringent. 

D. Support horizontal piping within 12 inches of each fitting. 

E. Support vertical runs of copper tubing and steel piping to comply with MSS SP-58, locally 
enforced codes, and authorities having jurisdiction requirements, whichever are most stringent. 

3.6 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

B. Tests and Inspections: 

1. Comply with ASME B31.5, Chapter VI. 
2. Test refrigerant piping, specialties, and receivers. Isolate compressor, condenser, 

evaporator, and safety devices from test pressure if they are not rated above the test 
pressure. 
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3. Test high- and low-pressure side piping of each system separately at not less than the 
pressures indicated in "Performance Requirements" Article. 

a. Fill system with nitrogen to the required test pressure. 
b. System must maintain test pressure at the manifold gauge throughout duration of 

test. 
c. Test joints and fittings with electronic leak detector or by brushing a small amount 

of soap and glycerin solution over joints. 
d. Remake leaking joints using new materials, and retest until satisfactory results are 

achieved. 

C. Prepare test and inspection reports. 

3.7 SYSTEM CHARGING 

A. Charge system using the following procedures: 

1. Install core in filter dryers after leak test but before evacuation. 
2. Evacuate entire refrigerant system with a vacuum pump to 500 micrometers. If vacuum 

holds for 12 hours, system is ready for charging. 
3. Break vacuum with refrigerant gas, allowing pressure to build up to 2 psig. 
4. Charge system with a new filter-dryer core in charging line. 

3.8 ADJUSTING 

A. Adjust thermostatic expansion valve to obtain proper evaporator superheat. 

B. Adjust high- and low-pressure switch settings to avoid short cycling in response to fluctuating 
suction pressure. 

C. Adjust set-point temperature of air-conditioning or chilled-water controllers to the system design 
temperature. 

D. Perform the following adjustments before operating the refrigeration system, in accordance with 
manufacturer's written instructions: 

1. Open shutoff valves in condenser water circuit. 
2. Verify that compressor oil level is correct. 
3. Open compressor suction and discharge valves. 
4. Open refrigerant valves but not bypass valves that are used for other purposes. 
5. Check open compressor-motor alignment and verify lubrication for motors and bearings. 

E. Replace core of replaceable filter dryer after system has been adjusted and after design flow 
rates and pressures are established. 

END OF SECTION 232300 
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SECTION 233113 - METAL DUCTS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Single-wall rectangular ducts and fittings. 
2. Single-wall round ducts and fittings. 
3. Double-wall round ducts and fittings. 
4. Sheet metal materials. 
5. Duct liner. 
6. Sealants and gaskets. 
7. Hangers and supports. 

B. Related Requirements: 
1. Section 230593 "Testing, Adjusting, and Balancing for HVAC" for testing, adjusting, and 

balancing requirements for metal ducts. 
2. Section 233300 "Air Duct Accessories" for dampers, sound-control devices, duct-

mounting access doors and panels, turning vanes, and flexible ducts. 

1.2 DEFINITIONS 

A. OSHPD: Office of Statewide Health Planning and Development (State of California). 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of the following products: 

1. Liners and adhesives. 
2. Sealants and gaskets. 
3. Seismic-restraint devices. 

B. Shop Drawings: 

1. Fabrication, assembly, and installation, including plans, elevations, sections, 
components, and attachments to other work. 

2. Factory- and shop-fabricated ducts and fittings. 
3. Duct layout indicating sizes, configuration, liner material, and static-pressure classes. 
4. Elevation of top and bottom of ducts. 
5. Dimensions of main duct runs from building grid lines. 
6. Fittings. 
7. Reinforcement and spacing. 
8. Seam and joint construction. 
9. Penetrations through fire-rated and other partitions. 
10. Equipment installation based on equipment being used on Project. 
11. Locations for duct accessories, including dampers, turning vanes, and access doors and 

panels. 
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12. Hangers and supports, including methods for duct and building attachment and vibration 
isolation. 

1.4 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: A single set of plans, drawn to scale, showing the items described in 
this Section, and coordinated with all building trades. 

B. Welding certificates. 

C. Field quality-control reports. 

1.5 QUALITY ASSURANCE 

A. Welding Qualifications: Qualify procedures and personnel in accordance with the following: 

1. AWS D1.1/D1.1M, "Structural Welding Code - Steel," for hangers and supports. 
2. AWS D1.2/D1.2M, "Structural Welding Code - Aluminum," for aluminum supports. 
3. AWS D9.1/D9.1M, "Sheet Metal Welding Code," for duct joint and seam welding. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Delegated Duct Design: Duct construction, including sheet metal thicknesses, seam and joint 
construction, reinforcements, and hangers and supports, comply with SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible" and with performance requirements and design 
criteria indicated in "Duct Schedule" Article. 

B. Structural Performance: Duct hangers and supports are to withstand the effects of gravity loads 
and stresses within limits and under conditions described in SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible". 

C. Airstream Surfaces: Surfaces in contact with airstream comply with requirements in 
ASHRAE 62.1. 

D. ASHRAE Compliance: Applicable requirements in ASHRAE 62.1, Section 5 - "Systems and 
Equipment," and Section 7 - "Construction and System Startup." 

E. ASHRAE/IES Compliance: Applicable requirements in ASHRAE/IES 90.1, Section 6.4.4 - 
"HVAC System Construction and Insulation." 

F. Duct Dimensions: Unless otherwise indicated, all duct dimensions indicated on Drawings are 
inside clear dimensions and do not include insulation or duct wall thickness. 

2.2 SINGLE-WALL RECTANGULAR DUCTS AND FITTINGS 

A. General Fabrication Requirements: Comply with SMACNA's "HVAC Duct Construction 
Standards - Metal and Flexible" based on indicated static-pressure class unless otherwise 
indicated. 
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1. Construct ducts of galvanized sheet steel unless otherwise indicated. 
2. For ducts exposed to weather, construct of Type 316 stainless steel indicated by 

manufacturer to be suitable for outdoor installation. 

B. Transverse Joints: Fabricate joints in accordance with SMACNA's "HVAC Duct Construction 
Standards - Metal and Flexible," Figure 2-1, "Rectangular Duct/Transverse Joints," for static-
pressure class, applicable sealing requirements, materials involved, duct-support intervals, and 
other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and Flexible." 

1. For ducts with longest side less than 36 inches, select joint types in accordance with 
Figure 2-1. 

2. For ducts with longest side 36 inches or greater, use flange joint connector Type T-22, T-
24, T-24A, T-25a, or T-25b. Factory-fabricated flanged duct connection system may be 
used if submitted and approved by engineer of record. 

C. Longitudinal Seams: Select seam types and fabricate in accordance with SMACNA's "HVAC 
Duct Construction Standards - Metal and Flexible," Figure 2-2, "Rectangular Duct/Longitudinal 
Seams," for static-pressure class, applicable sealing requirements, materials involved, duct-
support intervals, and other provisions in SMACNA's "HVAC Duct Construction Standards - 
Metal and Flexible." 

D. Elbows, Transitions, Offsets, Branch Connections, and Other Duct Construction: Select types 
and fabricate in accordance with SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible," Ch. 4, "Fittings and Other Construction," for static-pressure class, applicable sealing 
requirements, materials involved, duct-support intervals, and other provisions in SMACNA's 
"HVAC Duct Construction Standards - Metal and Flexible." 

2.3 SINGLE-WALL ROUND DUCTS AND FITTINGS 

A. General Fabrication Requirements: Comply with SMACNA's "HVAC Duct Construction 
Standards - Metal and Flexible," Ch. 3, "Round, Oval, and Flexible Duct," based on indicated 
static-pressure class unless otherwise indicated. 

1. Construct ducts of galvanized sheet steel unless otherwise indicated. 
2. For ducts exposed to weather, construct of Type 316 stainless steel indicated by 

manufacturer to be suitable for outdoor installation. 

B. Source Limitations: Obtain single-wall round ducts and fittings from single manufacturer. 

C. Flat-Oval Ducts: Indicated dimensions are the duct width (major dimension) and diameter of the 
round sides connecting the flat portions of the duct (minor dimension). 

D. Transverse Joints: Select joint types and fabricate in accordance with SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible," Figure 3-1, "Round Duct Transverse Joints," for 
static-pressure class, applicable sealing requirements, materials involved, duct-support 
intervals, and other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible." 

1. Transverse Joints in Ducts Larger Than 60 Inches in Diameter: Flanged. 

E. Longitudinal Seams: Select seam types and fabricate in accordance with SMACNA's "HVAC 
Duct Construction Standards - Metal and Flexible," Figure 3-2, "Round Duct Longitudinal 
Seams," for static-pressure class, applicable sealing requirements, materials involved, duct-
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support intervals, and other provisions in SMACNA's "HVAC Duct Construction Standards - 
Metal and Flexible." 

1. Fabricate round ducts larger than 90 inches in diameter with butt-welded longitudinal 
seams. 

2. Fabricate flat-oval ducts larger than 72 inches in width (major dimension) with butt-
welded longitudinal seams. 

F. Tees and Laterals: Select types and fabricate in accordance with SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible," Figure 3-5, "90 Degree Tees and Laterals," and 
Figure 3-6, "Conical Tees," for static-pressure class, applicable sealing requirements, materials 
involved, duct-support intervals, and other provisions in SMACNA's "HVAC Duct Construction 
Standards - Metal and Flexible." 

2.4 DOUBLE-WALL ROUND DUCTS AND FITTINGS 

A. Source Limitations: Obtain double-wall round ducts and fittings from single manufacturer. 

B. Flat-Oval Ducts: Indicated dimensions are the duct width (major dimension) and diameter of the 
round sides connecting the flat portions of the duct (minor dimension) of the inner duct. 

C. Outer Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible," 
Ch. 3, "Round, Oval, and Flexible Duct," based on static-pressure class unless otherwise 
indicated. 

1. Construct ducts of galvanized sheet steel unless otherwise indicated. 
2. For ducts exposed to weather, construct outer duct of Type 316 stainless steel indicated 

by manufacturer to be suitable for outdoor installation. 
3. Transverse Joints: Select joint types and fabricate in accordance with SMACNA's "HVAC 

Duct Construction Standards - Metal and Flexible," Figure 3-1, "Round Duct Transverse 
Joints," for static-pressure class, applicable sealing requirements, materials involved, 
duct-support intervals, and other provisions in SMACNA's "HVAC Duct Construction 
Standards - Metal and Flexible." 

a. Transverse Joints in Ducts Larger Than 60 Inches  in Diameter: Flanged. 

4. Longitudinal Seams: Select seam types and fabricate in accordance with SMACNA's 
"HVAC Duct Construction Standards - Metal and Flexible," Figure 3-2, "Round Duct 
Longitudinal Seams," for static-pressure class, applicable sealing requirements, materials 
involved, duct-support intervals, and other provisions in SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible." 

a. Fabricate round ducts larger than 90 inches in diameter with butt-welded 
longitudinal seams. 

b. Fabricate flat-oval ducts larger than 72 inches in width (major dimension) with butt-
welded longitudinal seams. 

5. Tees and Laterals: Select types and fabricate in accordance with SMACNA's "HVAC 
Duct Construction Standards - Metal and Flexible," Figure 3-5, "90 Degree Tees and 
Laterals," and Figure 3-6, "Conical Tees," for static-pressure class, applicable sealing 
requirements, materials involved, duct-support intervals, and other provisions in 
SMACNA's "HVAC Duct Construction Standards - Metal and Flexible." 

D. Inner Duct: Minimum 24-gauge solid galvanized sheet steel. 
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E. Interstitial Insulation, Fibrous Glass: Duct liner complying with ASTM C1071, NFPA 90A, or 
NFPA 90B; and with NAIMA AH124, "Fibrous Glass Duct Liner Standard." 

1. Maximum Thermal Conductivity: 0.27 Btu x in./h x sq. ft. x deg F at 75 deg F mean 
temperature. 

2. Install spacers that position the inner duct at uniform distance from outer duct without 
compressing insulation. 

3. Coat insulation with antimicrobial coating. 
4. Cover insulation with polyester film complying with UL 181, Class 1. 

F. Interstitial Insulation, Flexible Elastomeric: Duct liner complying with ASTM C534/C534M, 
Type II for sheet materials, and with NFPA 90A or NFPA 90B. 

1. Maximum Thermal Conductivity: 0.25 Btu x in./h x sq. ft. x deg F at 75 deg F mean 
temperature. 

2.5 SHEET METAL MATERIALS 

A. General Material Requirements: Comply with SMACNA's "HVAC Duct Construction Standards - 
Metal and Flexible" for acceptable materials, material thicknesses, and duct construction 
methods unless otherwise indicated. Sheet metal materials are to be free of pitting, seam 
marks, roller marks, stains, discolorations, and other imperfections. 

B. Galvanized Sheet Steel: Comply with ASTM A653/A653M. 

1. Galvanized Coating Designation: G60 or G90. 
2. Finishes for Surfaces Exposed to View: Mill phosphatized. 

C. PVC-Coated, Galvanized Sheet Steel: Comply with ASTM A653/A653M. 

1. Galvanized Coating Designation: G60 or G90. 
2. Minimum Thickness for Factory-Applied PVC Coating: 4 mils thick. 
3. Coating Materials: Acceptable to authorities having jurisdiction for use on ducts listed and 

labeled by an NRTL for compliance with UL 181, Class 1. 

D. Carbon-Steel Sheets: Comply with ASTM A1008/A1008M, with oiled, matte finish for exposed 
ducts. 

E. Stainless Steel Sheets: Comply with ASTM A480/A480M, Type 304 or 316, as indicated in 
"Duct Schedule" Article; cold rolled, annealed, sheet. Exposed surface finish is to be No. 2B, 
No. 2D, No. 3, or No. 4 as indicated in "Duct Schedule" Article. 

F. Aluminum Sheets: Comply with ASTM B209 Alloy 3003, H14 temper; with mill finish for 
concealed ducts, and standard, one-side bright finish for duct surfaces exposed to view. 

G. Reinforcement Shapes and Plates: ASTM A36/A36M, steel plates, shapes, and bars; black and 
galvanized. 

1. Where black- and galvanized-steel shapes and plates are used to reinforce aluminum 
ducts, isolate the different metals with butyl rubber, neoprene, or EPDM gasket materials. 

H. Tie Rods: Galvanized steel, 1/4-inch-minimum diameter for lengths 36 inches or less; 3/8-inch-
minimum diameter for lengths longer than 36 inches. 
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2.6 DUCT LINER 

A. Fibrous-Glass Duct Liner: Comply with ASTM C1071, NFPA 90A, or NFPA 90B; and with 
NAIMA AH124, "Fibrous Glass Duct Liner Standard." 
1. Source Limitations: Obtain fibrous-glass duct liner from single manufacturer. 
2. Maximum Thermal Conductivity: 
3. Water-Based Liner Adhesive: Comply with NFPA 90A or NFPA 90B and with 

ASTM C916. 

B. Flexible Elastomeric Duct Liner: Preformed, cellular, closed-cell, sheet materials complying with 
ASTM C534/C534M, Type II, Grade 1; and with NFPA 90A or NFPA 90B. 
1. Source Limitations: Obtain flexible elastomeric duct liner from single manufacturer. 
2. Surface-Burning Characteristics: Maximum flame-spread index of 25 and maximum 

smoke-developed index of 50 when tested in accordance with UL 723; certified by an 
NRTL. 

3. Liner Adhesive: As recommended by insulation manufacturer and complying with 
NFPA 90A or NFPA 90B. 

C. Fibrous-Glass-Free, Natural-Fiber Duct Liner: Made from partially recycled cotton or polyester 
products and containing no fiberglass. Airstream surface overlaid with fire-resistant facing to 
prevent surface erosion by airstream, complying with NFPA 90A or NFPA 90B. Treat natural-
fiber products with antimicrobial coating. 
1. Source Limitations: Obtain fibrous-glass-free, natural-fiber duct liner from single 

manufacturer. 
2. Maximum Thermal Conductivity: 0.24 Btu x in./h x sq. ft. x deg F at 75 deg F mean 

temperature when tested in accordance with ASTM C518. 
3. Surface-Burning Characteristics: Maximum flame-spread index of 25 and maximum 

smoke-developed index of 50 when tested in accordance with ASTM E84; certified by an 
NRTL. 

4. Liner Adhesive: As recommended by insulation manufacturer and complying with 
NFPA 90A or NFPA 90B. 

D. Polyolefin Duct Liner: Cross-linked, partially open-cell polyolefin foam sheet or roll materials, 
with reinforced aluminum foil facing and adhesive backing, complying with NFPA 90A or 
NFPA 90B; sheet (Type II) complying with ASTM C1427. 
1. Source Limitations: Obtain polyolefin duct liner from single manufacturer. 
2. Foam Core Density: 1.5 pcf. 
3. Maximum Thermal Conductivity: 0.25 Btu x in./h x sq. ft. x deg F at 75 deg F mean 

temperature when tested in accordance with ASTM C518. 
4. Minimum Noise Reduction Coefficient (NRC): 0.50 for 3/8-inch thickness, 0.45 for 5/8-

inch thickness, 0.55 for 1-inchthickness, 0.55 for 2-1/8-inch thickness. 
5. Surface-Burning Characteristics: Maximum flame-spread index of 25 and maximum 

smoke-developed index of 50 when tested in accordance with UL 723; certified by an 
NRTL. 

6. Liner Adhesive: As recommended by insulation manufacturer and complying with 
NFPA 90A or NFPA 90B. 

E. Insulation Pins and Washers: 

1. Cupped-Head, Capacitor-Discharge-Weld Pins: Copper- or zinc-coated steel pin, fully 
annealed for capacitor-discharge welding, 0.135-inch-diameter shank, length to suit 
depth of insulation indicated with integral 1-1/2-inch galvanized carbon-steel washer. 

2. Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch-thick 
galvanized steel, aluminum, or stainless steel; with beveled edge sized as required to 
hold insulation securely in place, but not less than 1-1/2 inches in diameter. 
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F. Shop Application of Duct Liner: Comply with SMACNA's "HVAC Duct Construction Standards - 
Metal and Flexible," Figure 7-11, "Flexible Duct Liner Installation." 

1. Adhere a single layer of indicated thickness of duct liner with at least 90 percent adhesive 
coverage at liner contact surface area. Attaining indicated thickness with multiple layers 
of duct liner is prohibited. 

2. Apply adhesive to transverse edges of liner facing upstream that do not receive metal 
nosing. 

3. Butt transverse joints without gaps, and coat joint with adhesive. 
4. Fold and compress liner in corners of rectangular ducts or cut and fit to ensure butted-

edge overlapping. 
5. Do not apply liner in rectangular ducts with longitudinal joints, except at corners of ducts, 

unless duct size and dimensions of standard liner make longitudinal joints necessary. 
6. Secure liner with mechanical fasteners 4 inches from corners and at intervals not 

exceeding 12 inches transversely; at 3 inches from transverse joints and at intervals not 
exceeding 18 inches longitudinally. 

7. Secure transversely oriented liner edges facing the airstream with metal nosings that 
have either channel or "Z" profiles or are integrally formed from duct wall. Fabricate edge 
facings at the following locations: 

a. Fan discharges. 
b. Intervals of lined duct preceding unlined duct. 

8. Terminate inner ducts with buildouts attached to fire-damper sleeves, dampers, turning 
vane assemblies, or other devices. Fabricated buildouts (metal hat sections) or other 
buildout means are optional; when used, secure buildouts to duct walls with bolts, 
screws, rivets, or welds. 

2.7 SEALANT AND GASKETS 

A. General Sealant and Gasket Requirements: Surface-burning characteristics for sealants and 
gaskets are to be a maximum flame-spread index of 25 and a maximum smoke-developed 
index of 50 when tested in accordance with UL 723; certified by an NRTL. 

B. Two-Part Tape Sealing System: 

1. Tape: Woven cotton fiber impregnated with mineral gypsum and modified acrylic/silicone 
activator to react exothermically with tape to form hard, durable, airtight seal. 

2. Tape Width: 4 inches. 
3. Sealant: Modified styrene acrylic. 
4. Water resistant. 
5. Mold and mildew resistant. 
6. Maximum Static-Pressure Class: 10 inch wg, positive and negative. 
7. Service: Indoor and outdoor. 
8. Service Temperature: Minus 40 to plus 200 deg F. 
9. Substrate: Compatible with galvanized sheet steel (both PVC coated and bare), stainless 

steel, or aluminum. 

C. Water-Based Joint and Seam Sealant: 

1. Application Method: Brush on. 
2. Solids Content: Minimum 65 percent. 
3. Shore A Hardness: Minimum 20. 
4. Water resistant. 
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5. Mold and mildew resistant. 
6. VOC: Maximum 75 g/L (less water). 
7. Maximum Static-Pressure Class: 10 inch wg, positive and negative. 
8. Service: Indoor or outdoor. 
9. Substrate: Compatible with galvanized sheet steel (both PVC coated and bare), stainless 

steel, or aluminum sheets. 

D. Flanged Joint Sealant: Comply with ASTM C920. 

1. General: Single-component, acid-curing, silicone, elastomeric. 
2. Type: S. 
3. Grade: NS. 
4. Class: 25. 
5. Use: O. 

E. Flange Gaskets: Butyl rubber, neoprene, or EPDM polymer with polyisobutylene plasticizer. 

F. Round Duct Joint O-Ring Seals: 

1. Seal is to provide maximum leakage class of 3 cfm/100 sq. ft. at 1-inch wg and is to be 
rated for10-inch wg static-pressure class, positive or negative. 

2. EPDM O-ring to seal in concave bead in coupling or fitting spigot. 
3. Double-lipped, EPDM O-ring seal, mechanically fastened to factory-fabricated couplings 

and fitting spigots. 

2.8 HANGERS AND SUPPORTS 

A. Hanger Rods for Noncorrosive Environments: Galvanized-steel rods and nuts. 

B. Hanger Rods for Corrosive Environments: Electrogalvanized, all-thread rods or galvanized rods 
with threads painted with zinc-chromate primer after installation. 

C. Strap and Rod Sizes: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible," Table 5-1, "Rectangular Duct Hangers Minimum Size," and Table 5-2, "Minimum 
Hanger Sizes for Round Duct." 

D. Steel Cables for Galvanized-Steel Ducts: Galvanized steel complying with ASTM A603. 

E. Steel Cables for Stainless Steel Ducts: Stainless steel complying with ASTM A492. 

F. Steel Cable End Connections: Galvanized-steel assemblies with brackets, swivel, and bolts 
designed for duct hanger service; with an automatic-locking and clamping device. 

G. Duct Attachments: Sheet metal screws, blind rivets, or self-tapping metal screws; compatible 
with duct materials. 

H. Trapeze and Riser Supports: 

1. Supports for Galvanized-Steel Ducts: Galvanized-steel shapes and plates. 
2. Supports for Stainless Steel Ducts: Stainless steel shapes and plates. 
3. Supports for Aluminum Ducts: Aluminum or galvanized steel coated with zinc chromate. 
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PART 3 - EXECUTION 

3.1 DUCT INSTALLATION 

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of duct 
system. Indicated duct locations, configurations, and arrangements were used to size ducts and 
calculate friction loss for air-handling equipment sizing and for other design considerations. 
Install duct systems as indicated unless deviations to layout are approved on Shop Drawings 
and coordination drawings. 

B. Install ducts in accordance with SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible" unless otherwise indicated. 

C. Install ducts in maximum practical lengths with fewest possible joints. 

D. Install factory- or shop-fabricated fittings for changes in direction, size, and shape and for 
branch connections. 

E. Unless otherwise indicated, install ducts vertically and horizontally, and parallel and 
perpendicular to building lines. 

F. Install ducts close to walls, overhead construction, columns, and other structural and permanent 
enclosure elements of building. 

G. Install ducts with a clearance of 1 inch, plus allowance for insulation thickness. 

H. Route ducts to avoid passing through transformer vaults and electrical equipment rooms and 
enclosures. 

I. Where ducts pass through non-fire-rated interior partitions and exterior walls and are exposed 
to view, cover the opening between the partition and duct or duct insulation with sheet metal 
flanges of same metal thickness as the duct. Overlap openings on four sides by at least 1-1/2 
inches. 

J. Install fire, combination fire/smoke, and smoke dampers where indicated on Drawings and as 
required by code, and by local authorities having jurisdiction. Comply with requirements in 
Section 233300 "Air Duct Accessories" for fire and smoke dampers and specific installation 
requirements of the damper UL listing. 

K. Install heating coils, cooling coils, air filters, dampers, and all other duct-mounted accessories in 
air ducts where indicated on Drawings. 

L. Protect duct interiors from moisture, construction debris and dust, and other foreign materials 
both before and after installation. Comply with SMACNA's "IAQ Guidelines for Occupied 
Buildings Under Construction," Appendix G, "Duct Cleanliness for New Construction 
Guidelines." 

M. Elbows: Use long-radius elbows wherever they fit. 

1. Fabricate 90-degree rectangular mitered elbows to include turning vanes. 
2. Fabricate 90-degree round elbows with a minimum of three segments for 12 inches and 

smaller and a minimum of five segments for 14 inches and larger. 

N. Branch Connections: Use lateral or conical branch connections. 
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3.2 INSTALLATION OF EXPOSED DUCTWORK 

A. Protect ducts exposed in finished spaces from being dented, scratched, or damaged. 

B. Trim duct sealants flush with metal. Create a smooth and uniform exposed bead. Do not use 
two-part tape sealing system. 

C. Grind welds to provide smooth surface free of burrs, sharp edges, and weld splatter. When 
welding stainless steel with a No. 3 or 4 finish, grind the welds flush, polish the exposed welds, 
and treat the welds to remove discoloration caused by welding. 

D. Maintain consistency, symmetry, and uniformity in arrangement and fabrication of fittings, 
hangers and supports, duct accessories, and air outlets. 

E. Repair or replace damaged sections and finished work that does not comply with these 
requirements. 

3.3 DUCTWORK EXPOSED TO WEATHER 

A. All external joints are to be welded or have secure watertight mechanical connections. Seal all 
openings to provide weatherproof construction. 

B. Construct ductwork to resist external loads of wind, snow, ice, and other effects of weather. 
Provide necessary supporting structures. 

C. Single Wall: 

1. Ductwork is to be Type 316 stainless steel. 

a. If duct outer surface is uninsulated, protect outer surface with suitable paint. Paint 
materials and application requirements are specified in Section 099113 "Exterior 
Painting." 

2. Where ducts have external insulation, provide weatherproof aluminum jacket. See 
Section 230713 "Duct Insulation." 

D. Double Wall: 

1. Ductwork complies with requirements in "Double-Wall Rectangular Ducts and Fittings" or 
"Double-Wall Round Ducts and Fittings" Article. 

2. Ductwork outer wall is to be Type 316 stainless steel indicated by manufacturer to be 
suitable for outdoor installation. 

3. Provide interstitial insulation. 

3.4 DUCT SEALING 

A. Seal ducts at a minimum to the following seal classes in accordance with ASHRAE 90.1: 

1. Comply with ASHRAE 90.1 and SMACNA's "HVAC Duct Construction Standards - Metal 
and Flexible." 

2. Outdoor, Supply-Air Ducts: Seal Class A. 
3. Outdoor, Exhaust Ducts: Seal Class A. 
4. Outdoor, Return-Air Ducts: Seal Class A. 
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5. Unconditioned Space, Supply-Air Ducts in Pressure Classes 2-Inch wg and Lower: Seal 
Class A. 

6. Unconditioned Space, Supply-Air Ducts in Pressure Classes Higher Than 2-Inch wg: 
Seal Class A. 

7. Unconditioned Space, Exhaust Ducts: Seal Class A. 
8. Unconditioned Space, Return-Air Ducts: Seal Class A. 
9. Conditioned Space, Supply-Air Ducts in Pressure Classes 2-Inch wg and Lower: Seal 

Class A. 
10. Conditioned Space, Supply-Air Ducts in Pressure Classes Higher Than 2-Inch wg: Seal 

Class A. 
11. Conditioned Space, Exhaust Ducts: Seal Class A. 
12. Conditioned Space, Return-Air Ducts: Seal Class A. 

3.5 HANGER AND SUPPORT INSTALLATION 

A. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible," Chapter 5, 
"Hangers and Supports." 

B. Building Attachments: Concrete inserts, powder-actuated fasteners, or structural-steel fasteners 
appropriate for construction materials to which hangers are being attached. 

1. Where practical, install concrete inserts before placing concrete. 
2. Install powder-actuated concrete fasteners after concrete is placed and completely cured. 
3. Use powder-actuated concrete fasteners for standard-weight aggregate concretes or for 

slabs more than 4 inches thick. 
4. Do not use powder-actuated concrete fasteners for lightweight-aggregate concretes or for 

slabs less than 4 inches thick. 

C. Hanger Spacing: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible," Table 5-1, "Rectangular Duct Hangers Minimum Size," and Table 5-2, "Minimum 
Hanger Sizes for Round Duct," for maximum hanger spacing; install hangers and supports 
within 24 inches of each elbow and within 48 inches of each branch intersection. 

D. Hangers Exposed to View: Threaded rod and angle or channel supports. 

E. Support vertical ducts with steel angles or channel secured to the sides of the duct with welds, 
bolts, sheet metal screws, or blind rivets; support at each floor and at a maximum intervals of 16 
feet. 

F. Install upper attachments to structures. Select and size upper attachments with pull-out, 
tension, and shear capacities appropriate for supported loads and building materials where 
used. 

3.6 DUCTWORK CONNECTIONS 

A. Make connections to equipment with flexible connectors complying with Section 233300 "Air 
Duct Accessories." 

B. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for branch, 
outlet and inlet, and terminal unit connections. 



 DMC RPi Fit-Out  Niceville Florida 

METAL DUCTS 233113 - 12 

3.7 PAINTING 

A. Paint interior of metal ducts that are visible through registers and grilles and that do not have 
duct liner. Apply one coat of flat, black, latex paint over a compatible galvanized-steel primer. 
Paint materials and application requirements are specified in Section 099113 "Exterior Painting" 
and Section 099123 "Interior Painting." 

3.8 STARTUP 

A. Air Balance: Comply with requirements in Section 230593 "Testing, Adjusting, and Balancing for 
HVAC." 

3.9 DUCT SCHEDULE 

A. Fabricate ducts with galvanized sheet steel except as otherwise indicated and as follows: 

1. Fabricate all ducts to achieve SMACNA pressure class, seal class, and leakage class as 
indicated below. 

B. Supply Ducts: 

1. Ducts Connected to Constant-Volume Air-Handling Units and Rooftop Units: 

a. Pressure Class: Positive 2-inch wg. 
b. Minimum SMACNA Seal Class: A. 
c. SMACNA Leakage Class for Rectangular: 8. 
d. SMACNA Leakage Class for Round and Flat Oval: 8. 

C. Return Ducts: 

1. Ducts Connected to Air-Handling Units and Rooftop Units: 

a. Pressure Class: Positive or negative 2-inch wg. 
b. Minimum SMACNA Seal Class: A. 
c. SMACNA Leakage Class for Rectangular: 8. 
d. SMACNA Leakage Class for Round and Flat Oval: 8. 

D. Exhaust Ducts: 

1. Ducts Connected to Fans Exhausting (ASHRAE 62.1, Class 1 and 2) Air: 

a. Pressure Class: Negative 2-inch wg. 
b. Minimum SMACNA Seal Class: A if negative pressure, and A if positive pressure. 
c. SMACNA Leakage Class for Rectangular: 8. 
d. SMACNA Leakage Class for Round and Flat Oval: 8. 

E. Intermediate Reinforcement: 

1. Galvanized-Steel Ducts: Galvanized steel. 
2. PVC-Coated Ducts: 

a. Exposed to Airstream: Match duct material. 
b. Not Exposed to Airstream: Match duct material. 
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3. Stainless Steel Ducts: 

a. Exposed to Airstream: Match duct material. 
b. Not Exposed to Airstream: Match duct material. 

4. Aluminum Ducts: Aluminum or galvanized steel coated with zinc chromate. 

F. Liner: 

1. Supply-Air Ducts: Fibrous glass, Type I or Flexible elastomeric, 1 inch thick. 
2. Return-Air Ducts: Fibrous glass, Type I or Flexible elastomeric, 1 inch thick. 
3. Exhaust-Air Ducts: Fibrous glass, Type I or Flexible elastomeric, 1 inch thick. 
4. Supply Fan Plenums: Fibrous glass, Type II or Flexible elastomeric, 1 inch thick. 
5. Return- and Exhaust-Fan Plenums: Fibrous glass, Type II or Flexible elastomeric, 1 inch 

thick. 
6. Transfer Ducts: Fibrous glass, Type I or Flexible elastomeric, 1 inch thick. 

G. Double-Wall Duct Interstitial Insulation: 

1. Supply-Air Ducts: 1-1/2 inch thick. 
2. Return-Air Ducts: 1-1/2 inch thick. 
3. Exhaust-Air Ducts: 1-1/2 inch thick. 

H. Elbow Configuration: 

1. Rectangular Duct - Requirements for All Velocities: Comply with SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible," Figure 4-2, "Rectangular Elbows." 

a. Radius Type RE 1 with minimum 1.5 radius-to-diameter ratio. 
b. Radius Type RE 3 with minimum 1.0 radius-to-diameter ratio and two vanes. 
c. Mitered Type RE 2 with vanes complying with SMACNA's "HVAC Duct 

Construction Standards - Metal and Flexible," Figure 4-3, "Vanes and Vane 
Runners," and Figure 4-4, "Vane Support in Elbows." 

2. Round Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and 
Flexible," Figure 3-4, "Round Duct Elbows." 

a. Minimum Radius-to-Diameter Ratio and Elbow Segments: Comply with SMACNA's 
"HVAC Duct Construction Standards - Metal and Flexible," Table 3-1, "Mitered 
Elbows." Elbows with less than 90-degree change of direction have proportionately 
fewer segments. 
1) Radius-to Diameter Ratio: 1.5. 

b. Round Elbows, 12 Inches and Smaller in Diameter: Stamped or pleated. 
c. Round Elbows, 14 Inches and Larger in Diameter: Standing seam or Welded. 

I. Branch Configuration: 

1. Rectangular Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal 
and Flexible," Figure 4-6, "Branch Connection." 

a. Rectangular Main to Rectangular Branch: 45-degree entry. 
b. Rectangular Main to Round Branch: Conical spin in. 
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2. Round and Flat Oval: Comply with SMACNA's "HVAC Duct Construction Standards - 
Metal and Flexible," Figure 3-5, "90 Degree Tees and Laterals," and Figure 3-6, "Conical 
Tees." Saddle taps are permitted in existing duct. 

a. Velocity 1000 fpm or Lower: 90-degree tap. 
b. Velocity 1000 to 1500 fpm: Conical tap. 
c. Velocity 1500 fpm or Higher: 45-degree lateral. 

END OF SECTION 233113 
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SECTION 233300 - AIR DUCT ACCESSORIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Backdraft and pressure relief dampers. 
2. Barometric relief dampers. 
3. Manual volume dampers. 
4. Control dampers. 
5. Turning vanes. 
6. Fire dampers. 
7. Smoke dampers. 
8. Combination fire and smoke dampers. 
9. Duct-mounted access doors. 
10. Flexible connectors. 
11. Duct accessory hardware. 

B. Related Requirements: 

1. Section 233346 "Flexible Ducts" for insulated and non-insulated flexible ducts. 
2. Section 284621.11 "Addressable Fire-Alarm Systems" for duct-mounted fire and smoke 

detectors. 
3. Section 284621.13 "Conventional Fire-Alarm Systems" for duct-mounted fire and smoke 

detectors. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. For duct silencers, include pressure drop, dynamic insertion loss, and self-generated 
noise data. Include breakout noise calculations for high-transmission-loss casings. 

B. Shop Drawings: For duct accessories. Include plans, elevations, sections, details, and 
attachments to other work. 

1. Detail duct accessories' fabrication and installation in ducts and other construction. 
Include dimensions, weights, loads, and required clearances; and method of field 
assembly into duct systems and other construction. Include the following: 

a. Special fittings. 
b. Manual volume damper installations. 
c. Control-damper installations. 
d. Fire-damper, smoke-damper, combination fire- and smoke-damper, ceiling, and 

corridor-damper installations, including sleeves; and duct-mounted access doors 
and remote damper operators. 

e. Duct security bars. 
f. Include diagrams for power, signal, and control wiring. 
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1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Reflected ceiling plans, or BIM model, drawn to scale, on which ceiling-
mounted access panels and access doors required for access to duct accessories are shown 
and coordinated with each other, using input from installers of the items involved. 

B. Source quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For air duct accessories to include in operation and 
maintenance manuals. 

1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Fusible Links: Furnish quantity equal to [10] <Insert number> percent of amount 
installed. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Comply with NFPA 90A and NFPA 90B. 

B. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for 
acceptable materials, material thicknesses, and duct construction methods unless otherwise 
indicated. Sheet metal materials shall be free of pitting, seam marks, roller marks, stains, 
discolorations, and other imperfections. 

2.2 BACKDRAFT AND PRESSURE RELIEF DAMPERS 

A. Description: Gravity balanced. 

B. Performance: 

1. Maximum Air Velocity: 2000 fpm. 
2. Maximum System Pressure: 3 inches wg. 
3. AMCA Certification: Test and rate in accordance with AMCA 511. 
4. Leakage: 

a. Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential static 
pressure. 

C. Construction: 

1. Frame: 

a. Hat shaped. 
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b. 16-gauge-thick, galvanized sheet steel, with welded or mechanically attached 
corners and mounting flange. 

2. Blades: 

a. Multiple single-piece blades. 
b. Center or End pivoted, maximum 6-inch width, 16-gauge-thick, galvanized sheet 

steel with sealed edges. 

3. Blade Action: Parallel. 

D. Blade Seals: Neoprene, mechanically locked. 

E. Blade Axles: 

1. Material: Galvanized steel or aluminum 
2. Diameter: 0.20 inch. 

F. Tie Bars and Brackets: Aluminum, or Galvanized steel. 

G. Return Spring: Adjustable tension. 

H. Bearings: Steel ball, Brass sleeve or synthetic pivot bushings. 

I. Damper Actuator - Electric: 

1. Electric - 24 V ac. 
2. UL 873 plenum rated. 
3. Two position. 

a. Sufficient motor torque to drive damper fully closed with adequate force to achieve 
required damper seal. 

b. Minimum 90-degree drive rotation. 

4. Clockwise or counterclockwise drive rotation as required for application. 
5. Environmental Operating Range: 

a. Temperature: Minus 40 to plus 130 deg F. 
b. Humidity: 5 to 95 percent relative humidity noncondensing. 

6. Environmental Enclosure: NEMA 2. 
7. Actuator to be factory mounted and provided with a single-point wiring connection. 

J. Accessories: 

1. Adjustment device to permit setting for varying differential static pressure. 
2. Counterweights and spring-assist kits for vertical airflow installations. 
3. Chain pulls. 
4. Screen Mounting: 

1) Sleeve Thickness: 20 gauge minimum. 
2) Sleeve Length: 6 inches minimum. 

5. Screen Material: Aluminum. 
6. Screen Type: Bird. 



 DMC RPi Fit-Out  Niceville Florida 

AIR DUCT ACCESSORIES 233300 - 4 

7. 90-degree stops. 

2.3 BAROMETRIC RELIEF DAMPERS 

A. General Requirements: 

1. Suitable for horizontal or vertical mounting. 
2. Maximum Air Velocity: 2000 fpm. 
3. Maximum System Pressure: 3 inches wg. 

B. Construction: 

1. Frame: Hat shaped, 16-gauge-thick, galvanized sheet steel with welded corners or 
mechanically attached and mounting flange. 

2. Blades: 

a. Multiple, 16-gauge-thick, galvanized sheet steel. 
b. Maximum Width: 6 inches. 
c. Action: Parallel. 
d. Balance: Gravity. 
e. Eccentrically, Off-center, or End pivoted. 

3. Blade Seals: Neoprene. 
4. Blade Axles: Galvanized steel. 
5. Tie Bars and Brackets: 

a. Material: Aluminum or Galvanized steel. 
b. Rattle free with 90-degree stop. 

6. Bearings: Stainless steel. 

C. Pressure Adjustment: Return spring or counter weight with adjustable tension. 

D. Accessories: 

1. Flange on intake. 
2. Adjustment device to permit setting for varying differential static pressures. 

2.4 MANUAL VOLUME DAMPERS 

A. Low-Leakage, Steel, Manual Volume Dampers: 
1. Performance: 

a. AMCA Certification: Test and rate in accordance with AMCA 511. 
b. Leakage: 

1) Class IA: Leakage shall not exceed 3 cfm/sq. ft. against 1-inch wg 
differential static pressure. 

2) Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential 
static pressure. 

2. Construction: 
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a. Linkage: Out of airstream. 
b. Suitable for horizontal or vertical airflow applications. 

3. Frames: 

a. Hat, U, or angle shaped. 
b. Thickness: 16-gauge galvanized sheet steel. 
c. Mitered and welded corners. 
d. Flanges for attaching to walls and flangeless frames for installing in ducts. 

4. Blades: 

a. Multiple or single blade. 
b. Parallel- or opposed-blade design. 
c. Stiffen damper blades for stability. 
d. Galvanized, roll-formed steel; 16 gauge thick. 

5. Blade Edging Seals: 

a. Closed-cell neoprene. 

6. Blade Jamb Seals: Neoprene. 
7. Blade Axles: Galvanized steel. 
8. Bearings: 

a. Oil-impregnated bronze, Molded synthetic, or Stainless steel sleeve. 
b. Dampers mounted with vertical blades to have thrust bearing at each end of every 

blade. 

9. Tie Bars and Brackets: Galvanized steel or Aluminum. 
10. Locking device to hold damper blades in a fixed position without vibration. 

B. Low-Leakage, Aluminum, Manual Volume Dampers: 
1. Performance: 

a. AMCA Certification: Test and rate in accordance with AMCA 511. 
b. Leakage: 

1) Class IA: Leakage shall not exceed 3 cfm/sq. ft. against 1-inch wg 
differential static pressure. 

2) Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential 
static pressure. 

2. Construction: 

a. Linkage out of airstream. 
b. Suitable for horizontal or vertical airflow applications. 

3. Frames: 

a. Hat, U, or angle shaped. 
b. Thickness: 0.08-inch aluminum sheet channels. 
c. Flanges for attaching to walls and flangeless frames for installing in ducts. 

4. Blades: 
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a. Multiple or single blade. 
b. Parallel- or opposed-blade design. 
c. Roll-Formed Aluminum Blades: 0.072-inch-thick aluminum sheet. 

5. Blade Edging Seals: 

a. Closed-cell neoprene. 

6. Blade Jamb Seals: Neoprene. 
7. Blade Axles: Galvanized steel. 
8. Bearings: 

a. Oil-impregnated bronze, Molded synthetic, or Stainless steel sleeve. 
b. Dampers mounted with vertical blades to have thrust bearings at each end of 

every blade. 

9. Tie Bars and Brackets: Galvanized steel or Aluminum. 
10. Locking device to hold damper blades in a fixed position without vibration. 

C. Jackshaft: 

1. Size: 1-inch diameter. 
2. Material: Galvanized-steel pipe rotating within pipe-bearing assembly mounted on 

supports at each mullion and at each end of multiple-damper assemblies. 
3. Length and Number of Mountings: As required to connect linkage of each damper in 

multiple-damper assembly. 

D. Damper Hardware: 

1. Zinc-plated, die-cast core with dial and handle, made of 3/32-inch-thick zinc-plated steel, 
and a 3/4-inch hexagon locking nut. 

2. Include center hole to suit damper operating-rod size. 
3. Include elevated platform for insulated duct mounting. 

2.5 CONTROL DAMPERS 

A. General Requirements: 

1. Unless otherwise indicated, use parallel-blade configuration for two-position control, 
equipment isolation service, and when mixing two airstreams. For other applications, use 
opposed-blade configuration. 

2. Factory or field assemble multiple damper sections to provide a single damper assembly 
of size required by the application. 

B. Performance: 

1. AMCA Certification: Test and rate in accordance with AMCA 511. 
2. Leakage: 

a. Class IA: Leakage shall not exceed 3 cfm/sq. ft. against 1-inch wg differential static 
pressure. 

b. Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential static 
pressure. 
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3. Pressure Drop: 0.05 inch wg at 1500 fpm across a 24-by-24-inch damper when tested in 
accordance with AMCA 500-D, Figure 5.3. 

4. Velocity: Up to 3000 fpm. 
5. Temperature: Minus 25 to plus 180 deg F. 
6. Pressure Rating: Damper close-off pressure equal to fan shutoff pressure with a 

maximum blade deflection of 1/200 of blade length. 

C. Construction: 

1. Linkage out of airstream. 
2. Suitable for horizontal or vertical airflow applications. 
3. Frames: 

a. Hat, U, or angle shaped. 
b. 16-gauge-thick, galvanized sheet steel or 18-gauge-thick stainless steel. 
c. Mitered and welded corners. 
d. Flanges for attaching to walls and flangeless frames for installing in ducts. 

4. Blades: 

a. Multiple blade with maximum blade width of 6 inches. 
b. Opposed-blade design. 
c. Galvanized steel, Stainless steel, or Aluminum. 
d. 16-gauge-thick single skin or 14-gauge-thick air foil dual skin. 

5. Blade Edging Seals: 

a. Replaceable Closed-cell neoprene. 

6. Blade Jamb Seal: Flexible stainless steel, compression type. 
7. Blade Axles: 1/2-inch diameter; galvanized steel. 
8. Blade-Linkage Hardware: Zinc-plated steel and brass; ends sealed against blade 

bearings. Linkage mounted out of air stream. 
9. Bearings: 

a. Oil-impregnated bronze, Molded synthetic, or Stainless steel sleeve. 
b. Dampers mounted with vertical blades to have thrust bearings at each end of 

every blade. 

D. Damper Actuator - Electric: 

1. Electric - 24 V ac. 
2. UL 873, plenum rated. 
3. Two position. 

a. Sufficient motor torque to drive damper fully open and fully closed with adequate 
force to achieve required damper seal. 

b. Minimum 90-degree drive rotation. 

4. Clockwise or counterclockwise drive rotation as required for application. 
5. Environmental Operating Range: 

a. Temperature: Minus 40 to plus 130 deg F. 
b. Humidity: 5 to 95 percent relative humidity noncondensing. 
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6. Environmental enclosure: NEMA 2. 
7. Actuator to be factory mounted and provided with a single-point wiring connection. 

2.6 TURNING VANES 

A. Manufactured Turning Vanes for Metal Ducts: Fabricate curved blades of galvanized sheet 
steel; support with bars perpendicular to blades set; set into vane runners suitable for duct 
mounting. 

1. Acoustic Turning Vanes: Fabricate airfoil-shaped aluminum extrusions with perforated 
faces and fibrous-glass fill. 

B. Manufactured Turning Vanes for Nonmetal Ducts: Fabricate curved blades of resin-bonded 
fiberglass with acrylic polymer coating; support with bars perpendicular to blades set; set into 
vane runners suitable for duct mounting. 

C. General Requirements: Comply with SMACNA's "HVAC Duct Construction Standards - Metal 
and Flexible"; Figure 4-3, "Vanes and Vane Runners," and Figure 4-4, "Vane Support in 
Elbows." 

D. Vane Construction: 
1. Single wall for ducts up to 48 inches wide and double wall for larger dimensions. 

2.7 FIRE DAMPERS 

A. Type: dynamic; rated and labeled in accordance with UL 555 by an NRTL. 

B. Closing rating in ducts up to 4-inch wg static pressure class and minimum 2000 fpm velocity. 

C. Fire Rating: 1-1/2 and/or 3 hours. 

D. Frame: Curtain type with blades inside airstream, or Curtain type with blades outside airstream, 
or Multiple-blade type; fabricated with roll-formed galvanized steel; with mitered and interlocking 
corners; gauge in accordance with UL listing. 

E. Mounting Sleeve: Factory- or field-installed, stainless steel; gauge in accordance with UL listing. 

F. Mounting Orientation: Vertical or horizontal as indicated. 

G. Blades: Roll-formed stainless steel, interlocking or full-length steel blade connectors. Material 
gauge is to be in accordance with UL listing. 

H. Heat-Responsive Device: 

1. Replaceable, 165 deg F rated, fusible links. 
2. Resettable or replaceable link and switch package, factory installed, 165 deg F rated. 

2.8 SMOKE DAMPERS 

A. General Requirements: 

1. Label to indicate conformance to UL 555 and UL 555S by an NRTL. 
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2. Label to indicate conformance to NFPA 80 and NFPA 90A by an NRTL. 
3. Unless otherwise indicated, use parallel-blade configuration. 
4. Factory or field assemble multiple damper sections to provide a single damper assembly 

of size required by the application. 
5. Factory install damper actuator by damper manufacturer as integral part of damper 

assembly. Coordinate actuator location, mounting, and electrical requirements with 
damper manufacturer. 

B. Performance: 

1. AMCA Certification: Test and rate in accordance with AMCA Publication 511. 
2. Leakage:. 

a. Class IA: Leakage shall not exceed 3 cfm/sq. ft. against 1-inch wg differential static 
pressure. 

b. Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential static 
pressure. 

3. Pressure Drop: 0.05 inch wg at 1500 fpm across a 24-by-24-inch damper when tested in 
accordance with AMCA 500-D, Figure 5.3. 

4. Velocity: Up to 3000 fpm. 
5. Temperature: Minus 25 to plus 180 deg F. 
6. Pressure Rating: Damper close-off pressure equal to fan shutoff pressure with a 

maximum blade deflection of 1/200 of blade length. 

C. Construction: 

1. Suitable for horizontal or vertical airflow applications. 
2. Linkage out of airstream. 
3. Frame: 

a. Hat shaped. 
b. Stainless steel, with welded or mechanically attached corners and mounting 

flange. 
c. Gauge in accordance with UL listing.. 

4. Blades: 

a. Roll-formed, horizontal, airfoil, stainless steel or extruded aluminum. 
b. Maximum width and gauge in accordance with UL listing. 

5. Blade Edging Seals: 

a. Silicone rubber. 

6. Blade Jamb Seal: Flexible stainless steel, compression type. 
7. Blade Axles: 1/2-inch diameter; stainless steel; blade-linkage hardware of zinc-plated 

steel and brass; ends sealed against blade bearings. Linkage is to be mounted out of 
airstream. 

8. Bearings: 

a. Oil-impregnated stainless steel sleeve. 

D. Mounting Sleeve: Factory-installed, galvanized sheet steel; length to suit wall or floor application 
with factory-furnished silicone caulking; gauge in accordance with UL listing. 
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E. Damper Actuator - Electric: 

1. Electric - 24 V ac. 
2. UL 873, plenum rated. 
3. Designed to operate in smoke-control systems complying with UL 555S requirements. 
4. Two position with fail-safe spring return. 

a. Sufficient motor torque and spring torque to drive damper fully open and fully 
closed with adequate force to achieve required damper seal. 

b. Maximum 15-second full-stroke closure. 
c. Minimum 90-degree drive rotation. 

5. Clockwise or counterclockwise drive rotation as required for application. 
6. Environmental Operating Range: 

a. Temperature: Minus 40 to plus 130 deg F. 
b. Humidity: 5 to 95 percent relative humidity noncondensing. 

7. Environmental Enclosure: NEMA 2. 
8. Actuator to be factory mounted and provided with single-point wiring connection. 

F. Damper Actuator - Pneumatic: 

1. Operated by 0 to 20 psig pneumatic signal. 
2. Designed to operate in smoke-control systems complying with UL 555S requirements. 
3. Two position with fail-safe spring return. 

a. Sufficient power and spring force to drive damper fully open and fully closed with 
adequate force to achieve required damper seal. 

b. Maximum 15-second full-stroke closure. 

4. Actuator to be factory mounted. 

G. Controllers, Electrical Devices, and Wiring: 

1. Comply with requirements for electrical devices and connections specified in 
Section 230923 "Direct Digital Control (DDC) System for HVAC." 

2. Electrical Connection: 24 V, 60 Hz 

H. Accessories: 
1. Test and reset switches, damper mounted. 
2. Smoke Detector: Integral, factory wired for single-point connection. 

2.9 COMBINATION FIRE AND SMOKE DAMPERS 

A. General Requirements: 

1. Label to indicate conformance to UL 555 and UL 555S by an NRTL. 
2. Label to indicate conformance to NFPA 80 and NFPA 90A by an NRTL. 
3. Unless otherwise indicated, use parallel-blade configuration. 

B. Closing rating in ducts up to 4-inch wg static pressure class and minimum 2000 fpm velocity. 

C. Fire Rating: 1-1/2 and/or 3 hours. 
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D. Performance: 

1. AMCA Certification: Test and rate in accordance with AMCE Publication 511. 
2. Leakage: 

a. Class IA: Leakage shall not exceed 3 cfm/sq. ft. against 1-inch wg differential static 
pressure. 

b. Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential static 
pressure. 

3. Pressure Drop: 0.05 in. wg at 1500 fpm across a 24-by-24-inch damper when tested in 
accordance with AMCA 500-D, Figure 5.3. 

4. Velocity: Up to 3000 fpm. 
5. Temperature: Minus 25 to plus 180 deg F. 
6. Pressure Rating: Damper close-off pressure equal to fan shutoff pressure with a 

maximum blade deflection of 1/200 of blade length. 

E. Construction: 

1. Suitable or horizontal or vertical airflow applications. 
2. Linkage out of airstream. 
3. Frame: 

a. Hat shaped. 
b. Stainless steel, with welded or mechanically attached corners and mounting 

flange. 
c. Gauge is to be in accordance with UL listing. 

4. Blades: 

a. Roll-formed, horizontal, airfoil, stainless steel or extruded aluminum. 
b. Maximum width and gauge in accordance with UL listing. 

5. Blade Edging Seals: 

a. Silicone rubber. 

6. Blade Jamb Seal: Flexible stainless steel, compression type. 
7. Blade Axles: 1/2-inch-diameter; stainless steel; blade-linkage hardware of zinc-plated 

steel and brass; ends sealed against blade bearings. Linkage mounted out of airstream. 
8. Bearings: 

a. Molded synthetic or Oil-impregnated stainless steel sleeve. 

F. Mounting Sleeve: 

1. Factory installed, galvanized sheet steel. 
2. Length to suit wall or floor application with factory-furnished silicone caulking. 
3. Gauge in accordance with UL listing. 

G. Heat-Responsive Device: 

1. Resettable or Replaceable, 165 deg F rated, fusible links or fire-closure device. 

H. Master control panel for use in dynamic smoke-management systems. 
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I. Damper Actuator - Electric: 

1. Electric - 24 V ac. 
2. UL 873, plenum rated. 
3. Designed to operate in smoke-control systems complying with UL 555S requirements. 
4. Two position with fail-safe spring return. 

a. Sufficient motor torque and spring torque to drive damper fully open and fully 
closed with adequate force to achieve required damper seal. 

b. Maximum 15-second full-stroke closure. 
c. Minimum 90-degree drive rotation. 

5. Clockwise or counterclockwise drive rotation as required for application. 
6. Environmental Operating Range: 

a. Temperature: Minus 40 to plus 130 deg F. 
b. Humidity: 5 to 95 percent relative humidity noncondensing. 

7. Environmental Enclosure: NEMA 2. 
8. Actuator to be factory mounted and provided with single-point wiring connection. 

J. Controllers, Electrical Devices, and Wiring: 

1. Comply with requirements for electrical devices and connections specified in 
Section 230923 "Direct Digital Control (DDC) System for HVAC." 

2. Electrical Connection: 24 V, 60 Hz. 

K. Accessories: 
1. Test and reset switches, damper mounted. 
2. Smoke Detector: Integral, factory wired for single-point connection. 

2.10 DUCT-MOUNTED ACCESS DOORS 

A. Duct-Mounted Access Doors: Fabricate access panels in accordance with SMACNA's "HVAC 
Duct Construction Standards - Metal and Flexible"; Figure 7-2 (7-2M), "Duct Access Doors and 
Panels," and Figure 7-3, "Access Doors - Round Duct." 

1. Door: 

a. Double wall, rectangular. 
b. Galvanized sheet metal with insulation fill and thickness as indicated for duct 

pressure class. 
c. 24-gauge-thick galvanized steel or 0.032-inchthick aluminum or 24-gauge-thick 

stainless steel door panel. 
d. Vision panel. 
e. Hinges and Latches: 1-by-1-inch butt or piano hinge and cam latches. 
f. Fabricate doors airtight and suitable for duct pressure class. 

2. Frame: Galvanized sheet steel, with bend-over tabs and foam gaskets. 

a. 24-gauge-thick galvanized steel or 0.032-inch-thick aluminum frame. 

3. Number of Hinges and Locks: 
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a. Access Doors Less Than 12 Inches Square: No hinges and two sash locks. 
b. Access Doors up to 18 Inches Square: Two hinges and two sash locks. 
c. Access Doors up to 24 by 48 Inches: Three hinges and two compression latches 

with outside and inside handles. 
d. Access Doors Larger Than 24 by 48 Inches: Four hinges and two compression 

latches with outside and inside handles. 

2.11 FLEXIBLE CONNECTORS 

A. Fire-Performance Characteristics: Adhesives, sealants, fabric materials, and accessory 
materials shall have flame-spread index not exceeding 25 and smoke-developed index not 
exceeding 50 when tested in accordance with ASTM E84. 

B. Airstream Surfaces: Surfaces in contact with the airstream shall comply with requirements in 
ASHRAE 62.1. 

C. Materials: Flame-retardant or noncombustible fabrics. 

D. Coatings and Adhesives: Comply with UL 181, Class 1. 

E. Metal-Edged Connectors: Factory fabricated with a fabric strip 5-3/4 inches wide attached to 
two strips of 2-3/4-inch-wide, 0.028-inch-thick, galvanized sheet steel or 0.032-inch-thick 
aluminum sheets. Provide metal compatible with connected ducts. 

F. Indoor System, Flexible Connector Fabric: Glass fabric double coated with neoprene. 

1. Minimum Weight: 26 oz./sq. yd.. 
2. Tensile Strength: 480 lbf/inch in the warp and 360 lbf/inch in the filling. 
3. Service Temperature: Minus 40 to plus 200 deg F. 

G. Outdoor System, Flexible Connector Fabric: Glass fabric double coated with weatherproof, 
synthetic rubber resistant to UV rays and ozone. 

1. Minimum Weight: 24 oz./sq. yd.. 
2. Tensile Strength: 530 lbf/inch in the warp and 440 lbf/inch in the filling. 
3. Service Temperature: Minus 50 to plus 250 deg F. 

H. High-Temperature System, Flexible Connectors: Glass fabric coated with silicone rubber. 

1. Minimum Weight: 16 oz./sq. yd.. 
2. Tensile Strength: 285 lbf/inch in the warp and 185 lbf/inch in the filling. 
3. Service Temperature: Minus 67 to plus 500 deg F. 

I. High-Corrosive-Environment System, Flexible Connectors: Glass fabric with chemical-resistant 
coating. 

1. Minimum Weight: 14 oz./sq. yd.. 
2. Tensile Strength: 450 lbf/inch in the warp and 340 lbf/inch in the filling. 
3. Service Temperature: Minus 67 to plus 500 deg F. 

J. Thrust Limits: Combination coil spring and elastomeric insert with spring and insert in 
compression, and with a load stop. Include rod and angle-iron brackets for attaching to fan 
discharge and duct. 
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1. Frame: Steel, fabricated for connection to threaded rods and to allow for a maximum of 
30 degrees of angular rod misalignment without binding or reducing isolation efficiency. 

2. Outside Spring Diameter: Not less than 80 percent of the compressed height of the 
spring at rated load. 

3. Minimum Additional Travel: 50 percent of the required deflection at rated load. 
4. Lateral Stiffness: More than 80 percent of rated vertical stiffness. 
5. Overload Capacity: Support 200 percent of rated load, fully compressed, without 

deformation or failure. 
6. Elastomeric Element: Molded, oil-resistant rubber or neoprene. 
7. Coil Spring: Factory set and field adjustable for a maximum of 1/4-inch movement at start 

and stop. 

2.12 DUCT ACCESSORY HARDWARE 

A. Instrument Test Holes: Cast iron or cast aluminum to suit duct material, including screw cap and 
gasket. Size to allow insertion of pitot tube and other testing instruments and of length to suit 
duct-insulation thickness. 

B. Adhesives: High strength, quick setting, neoprene based, waterproof, and resistant to gasoline 
and grease. 

2.13 MATERIALS 

A. Galvanized Sheet Steel: Comply with ASTM A653/A653M. 

1. Galvanized Coating Designation: G90. 
2. Exposed-Surface Finish: Mill phosphatized. 

B. Stainless Steel Sheets: Comply with ASTM A480/A480M, Type 304, and having a No. 2 finish 
for concealed ducts and No. 2 finish for exposed ducts. 

C. Aluminum Sheets: Comply with ASTM B209, Alloy 3003, Temper H14; with mill finish for 
concealed ducts and standard, one-side bright finish for exposed ducts. 

D. Extruded Aluminum: Comply with ASTM B221, Alloy 6063, Temper T6. 

E. Reinforcement Shapes and Plates: Galvanized-steel reinforcement where installed on 
galvanized sheet metal ducts; compatible materials for aluminum and stainless steel ducts. 

F. Tie Rods: Galvanized steel, 1/4-inch minimum diameter for lengths 36 inches or less; 3/8-inch 
minimum diameter for lengths longer than 36 inches. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install duct accessories in accordance with applicable details in SMACNA's "HVAC Duct 
Construction Standards - Metal and Flexible" for metal ducts and in NAIMA AH116 for fibrous-
glass ducts. 
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B. Install duct accessories of materials suited to duct materials; use galvanized-steel accessories 
in galvanized-steel and fibrous-glass ducts, stainless steel accessories in stainless steel ducts, 
and aluminum accessories in aluminum ducts. 

C. Install backdraft dampers at inlet of exhaust fans or exhaust ducts as close as possible to 
exhaust fan unless otherwise indicated. 

D. Where multiple damper sections are necessary to achieve required dimensions, provide 
reinforcement to fully support damper assembly when fully closed at full system design static 
pressure. 

E. Install volume dampers at points on supply, return, and exhaust systems where branches 
extend from larger ducts. Where dampers are installed in ducts having duct liner, install 
dampers with hat channels of same depth as liner, and terminate liner with nosing at hat 
channel. 

1. Install steel volume dampers in steel ducts. 
2. Install aluminum volume dampers in aluminum ducts. 

F. Set dampers to fully open position before testing, adjusting, and balancing. 

G. Install test holes at fan inlets and outlets and elsewhere as indicated and as needed for testing 
and balancing. 

H. Install fire and smoke dampers in accordance with UL listing. 

I. Install duct access doors on sides of ducts to allow for inspecting, adjusting, and maintaining 
accessories and equipment at the following locations: 

1. On both sides of duct coils. 
2. Upstream from duct filters. 
3. At outdoor-air intakes and mixed-air plenums. 
4. At drain pans and seals. 
5. Downstream from manual volume dampers, control dampers, backdraft dampers, and 

equipment. 
6. Adjacent to and close enough to fire or smoke dampers, to reset or reinstall fusible links. 

Access doors for access to fire or smoke dampers having fusible links shall be pressure 
relief access doors and shall be outward operation for access doors installed upstream 
from dampers and inward operation for access doors installed downstream from 
dampers. 

7. At each change in direction and at maximum 50-ft. spacing. 
8. Upstream from turning vanes. 
9. Upstream or downstream from duct silencers. 
10. For grease ducts, install at locations and spacing as required by NFPA 96. 
11. Control devices requiring inspection. 
12. Elsewhere as indicated. 

J. Install access doors with swing against duct static pressure. 

K. Access Door Sizes: 

1. One-Hand or Inspection Access: 8 by 5 inches. 
2. Two-Hand Access: 12 by 6 inches. 
3. Head and Hand Access: 18 by 10 inches. 
4. Head and Shoulders Access: 21 by 14 inches. 
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5. Body Access: 25 by 14 inches. 
6. Body plus Ladder Access: 25 by 17 inches. 

L. Install flexible connectors to connect ducts to equipment. 

M. For fans developing static pressures of 5 inches wg and more, cover flexible connectors with 
loaded vinyl sheet held in place with metal straps. 

N. Install duct test holes where required for testing and balancing purposes. 

O. Install thrust limits at centerline of thrust, symmetrical on both sides of equipment. Attach thrust 
limits at centerline of thrust and adjust to a maximum of 1/4-inch movement during start and 
stop of fans. 

3.2 FIELD QUALITY CONTROL 

A. Tests and Inspections: 

1. Operate dampers to verify full range of movement. 
2. Inspect locations of access doors, and verify that size and location of access doors are 

adequate to perform required operation. 
3. Operate fire, smoke, and combination fire and smoke dampers to verify full range of 

movement and that proper heat-response device is installed. 
4. Inspect turning vanes for proper and secure installation, and verify that vanes do not 

move or rattle. 
5. Operate remote damper operators to verify full range of movement of operator and 

damper. 

END OF SECTION 233300 
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SECTION 233346 - FLEXIBLE DUCTS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Flexible ducts, noninsulated. 
2. Flexible ducts, insulated. 
3. Flexible duct connectors. 

1.2 ACTION SUBMITTALS 

A. Product Data: 
1. Flexible ducts, insulated. 
2. Flexible duct connectors. 

B. Product Data Submittals: For each type of product. 

C. Shop Drawings: For flexible ducts. 

1. Include plans showing locations, mounting details, and attachment details. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Reflected ceiling plans, drawn to scale, on which ceiling-mounted 
access panels and access doors required for access to duct accessories are shown and 
coordinated with each other, using input from installers of the items involved. 

PART 2 - PRODUCTS 

2.1 ASSEMBLY DESCRIPTION 

A. Comply with NFPA 90A and NFPA 90B. 

B. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for 
acceptable materials, material thicknesses, and duct construction methods unless otherwise 
indicated. Sheet metal materials must be free of pitting, seam marks, roller marks, stains, 
discolorations, and other imperfections. 

C. Comply with the Air Duct Council's (formerly, Air Diffusion Council) "ADC Flexible Air Duct Test 
Code - FD 72-R1" and "Flexible Duct Performance & Installation Standards." 

D. Comply with ASTM E96/E96M. 
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2.2 FLEXIBLE DUCTS, INSULATED 

A. Standard: Product is to be UL 181 listed and bearing the UL label. 

B. Flexible Ducts, Insulated - Class 1, Two-Ply Vinyl Film Supported by Helically Wound, Spring-
Steel Wire; Fibrous-Glass Insulation: 
1. Pressure Rating: 10 inch wg positive and 1.0 inch wg negative. 
2. Maximum Air Velocity: 4000 fpm. 
3. Temperature Range: Minus 10 to plus 160 deg F. 
4. Insulation R-Value: Comply with ASHRAE/IES 90.1. 
5. Vapor-Barrier Film: Polyethylene or Aluminized. 

C. Flexible Ducts, Insulated - Class 1, Black Polymer Film Supported by Helically Wound, Spring-
Steel Wire; Fibrous-Glass Insulation: 
1. Pressure Rating: 4 inch wg positive and 0.5 inch wg negative. 
2. Maximum Air Velocity: 4000 fpm. 
3. Temperature Range: Minus 20 to plus 175 deg F. 
4. Insulation R-Value: Comply with ASHRAE/IES 90.1. 
5. Vapor-Barrier Film: Polyethylene or Aluminized. 

D. Flexible Ducts, Insulated - Class 1, Multiple Layers of Aluminum Laminate Supported by 
Helically Wound, Spring-Steel Wire; Fibrous-Glass Insulation: 
1. Pressure Rating: 10 inch wg positive and 1.0 inch wg negative. 
2. Maximum Air Velocity: 4000 fpm. 
3. Temperature Range: Minus 20 to plus 210 deg F. 
4. Insulation R-Value: Comply with ASHRAE/IES 90.1. 
5. Vapor-Barrier Film: Polyethylene or Aluminized. 

E. Flexible Ducts, Insulated - Class 1, Aluminum Laminate and Polyester Film with Latex Adhesive 
Supported by Helically Wound, Spring-Steel Wire; Fibrous-Glass Insulation: 
1. Pressure Rating: 10 inch wg positive and 1.0 inch wg negative. 
2. Maximum Air Velocity: 4000 fpm. 
3. Temperature Range: Minus 20 to plus 210 deg F. 
4. Insulation R-Value: Comply with ASHRAE/IES 90.1. 
5. Vapor-Barrier Film: Polyethylene or Aluminized. 

F. Flexible Ducts, Insulated - Class 0, Interlocking Spiral of Aluminum Foil; Fibrous-Glass 
Insulation: 
1. Pressure Rating: 8 inch wg positive or negative. 
2. Maximum Air Velocity: 5000 fpm. 
3. Temperature Range: Minus 20 to plus 250 deg F. 
4. Insulation R-Value: Comply with ASHRAE/IES 90.1 
5. Vapor-Barrier Film: Polyethylene or Aluminized. 

2.3 FLEXIBLE DUCT CONNECTORS 

A. Clamps: Stainless steel band with stainless steel or zinc-plated hex screw to tighten band with a 
worm-gear action in sizes 3 through 18 inches, to suit duct size. 

B. Non-Clamp Connectors: Liquid adhesive plus tape or Adhesive plus sheet metal screws. 
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PART 3 - EXECUTION 

3.1 INSTALLATION OF FLEXIBLE DUCTS 

A. Install flexible ducts in accordance with applicable details in the following publications: 

1. ADC's "Flexible Duct Performance & Installation Standards" for flexible ducts. 
2. NAIMA AH116. 
3. SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for metal ducts. 
4. SMACNA's "Fibrous Glass Duct Construction Standards" for fibrous-glass ducts. 

B. Install in indoor applications only. Do not install flexible duct in locations where it will be exposed 
to UV lighting. 

C. Connect terminal units to supply ducts with maximum 12 inch lengths of flexible duct. Do not 
use flexible ducts to change directions. 

D. Connect diffusers and light troffer boots to ducts with maximum 48 inch lengths of flexible duct 
clamped or strapped in place. 

E. Connect flexible ducts to metal ducts with liquid adhesive plus tape or draw bands or adhesive 
plus sheet metal screws. 

F. Installation: 

1. Install ducts fully extended. 
2. Do not bend ducts across sharp corners. 
3. Bends of flexible ducting must not exceed a minimum of one-duct diameter. 
4. Avoid contact with metal fixtures, water lines, pipes, or conduits. 
5. Install flexible ducts in a direct line, without sags, twists, or turns. 
6. Install in accordance with ADC instructions. 

G. Supporting Flexible Ducts: 

1. Support flexible duct at manufacturer's recommended intervals, but at no greater 
distance than 4 ft.. Provide sufficient support so that maximum centerline sag is 1/2 in. 
per ft. between supports. A connection to rigid duct or equipment may be considered a 
support joint. 

2. Install extra supports at bends placed approximately one-duct diameter from center line 
of the bend. 

3. Ducts may rest on ceiling joists or truss supports. Spacing between supports must not 
exceed the maximum spacing in accordance with manufacturer's written installation 
instructions. 

4. Vertically installed ducts must be stabilized by support straps at a maximum of 72 inches 
o.c. 

END OF SECTION 233346 
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SECTION 233416 - CENTRIFUGAL HVAC FANS 

PART 1 - GENERAL 

1.1 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Construction details, material descriptions, dimensions of individual components and 
profiles, and finishes for fans. 

2. Rated capacities, operating characteristics, and furnished specialties and accessories. 
3. Certified fan performance curves with system operating conditions indicated. 
4. Certified fan sound-power ratings. 
5. Motor ratings and electrical characteristics, plus motor and electrical accessories. 
6. Material thickness and finishes, including color charts. 
7. Dampers, including housings, linkages, and operators. 
8. Fan speed controllers. 

B. Shop Drawings: 

1. Include plans, elevations, sections, and attachment details. 
2. Include details of equipment assemblies. Indicate dimensions, weights, loads, required 

clearances, method of field assembly, components, and location and size of each field 
connection. 

3. Include diagrams for power, signal, and control wiring. 
4. Design Calculations: Calculate requirements for selecting vibration isolators and for 

designing vibration isolation bases. 
5. Vibration Isolation Base Details: Detail fabrication, including anchorages and attachments 

to structure and to supported equipment. Include adjustable motor bases, rails, and 
frames for equipment mounting. 

1.2 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Fan room layout and relationships between components and adjacent 
structural and mechanical elements, drawn to scale, and coordinated with each other, using 
input from installers of the items involved. 

1.3 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For centrifugal fans to include in normal operation, 
emergency operation, and maintenance manuals with replacement parts listing. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 
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B. NFPA Compliance: Comply with NFPA 90A for design, fabrication, and installation of unit 
components. 

C. ASHRAE 62.1 Compliance: Applicable requirements in ASHRAE 62.1, Section 5 - "Systems 
and Equipment" and Section 7 - "Construction and System Startup." 

D. ASHRAE/IES 90.1 Compliance: Applicable requirements in ASHRAE/IES 90.1, Section 6 - 
"Heating, Ventilating, and Air-Conditioning." 

2.2 BACKWARD-INCLINED CENTRIFUGAL FANS 

A. Description: 

1. Factory-fabricated, -assembled, -tested, and -finished, [belt-][direct-]driven centrifugal 
fans, consisting of housing, wheel, fan shaft, bearings, motor, drive assembly, and 
support structure. Deliver fans as factory-assembled units, to the extent allowable by 
shipping limitations. 

2. Factory-installed and -wired disconnect switch. 

B. Housings: 

1. Housing Material: Reinforced steel. 
2. Housing Coating: Hot-dip galvanized or Powder-baked enamel. 
3. Housing Assembly: Side plates continuously welded or attached by continuous Pittsburgh 

lock seal or similar seal. 
4. Formed panels to make curved-scroll housings with shaped cutoff. 
5. Panel Bracing: Steel angle- or channel-iron member supports for mounting and 

supporting fan scroll, wheel, motor, and accessories. 
6. Horizontally split, bolted-flange housing. 
7. Spun inlet cone with flange. 
8. Outlet flange. 
9. Discharge Arrangement: Fan scroll housing is field rotatable to any of eight discharge 

positions. Provide fan with discharge positioned in proper direction to minimize connected 
duct turns. 

C. Wheels: 

1. Wheel Configuration: SWSI construction with a precision-spun curved inlet flange and a 
backplate fastened to shaft with setscrews. Wheels shall be statically and dynamically 
balanced, and nonoverloading. 

2. Wheel and Blade Material: Aluminum. 

3. Wheel and Blade Coating: Hot-dip galvanized or Powder-baked enamel. 
4. Cast-iron or cast-steel hub riveted to backplate and fastened to shaft with set screws. 
5. Backward-Inclined Airfoil Blades: 

a. Aerodynamic design. 
b. Heavy backplate. 
c. Hollow die-formed, airfoil-shaped blades continuously welded at tip flange and 

backplate. 

6. Backward-Inclined Curved Blades: 

a. Curved design. 
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b. Heavy backplate. 
c. Single-thickness blades continuously welded at tip flange and backplate. 

D. Shafts: 

1. Statically and dynamically balanced, and selected for continuous operation at maximum 
rated fan speed and motor horsepower, with adjustable alignment and belt tensioning. 

2. Turned, ground, and polished hot-rolled steel with keyway. Ship with protective coating of 
lubricating oil. 

3. Designed to operate at no more than 70 percent of first critical speed at top of fan's 
speed range. 

E. Bearings: 

1. Prelubricated and Sealed Shaft Bearings: 

a. Self-aligning, pillow-block-type ball bearings. 
b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 

2. Grease-Lubricated Shaft Bearings, Tapered Roller: 

a. Self-aligning, pillow-block-type, tapered roller bearings with double-locking collars 
and two-piece, cast-iron housing. 

b. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
c. Extended Lubrication Lines: Extend lines to accessible location. 

3. Grease-Lubricated Shaft Bearings, Ball or Roller: 

a. Self-aligning, pillow-block-type, ball or roller bearings with adapter mount and two-
piece, cast-iron housing. 

b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
d. Extended Lubrication Lines: Extend lines to accessible location. 

F. Belt Drives: 

1. Factory mounted, with adjustable alignment and belt tensioning. 
2. Service Factor Based on Fan Motor Size: 1.5. 
3. Fan Pulleys: Cast iron or cast steel with split, tapered bushing; dynamically balanced at 

factory. 
4. Motor Pulleys: Adjustable pitch for use with motors through 5 hp. Select pulley so pitch 

adjustment is at the middle of adjustment range at fan design conditions. Provide fixed 
pitch pulleys for use with motors larger than 5 hp. 

5. Belts: Oil resistant, nonsparking, and nonstatic; matched sets for multiple belt drives. 
6. Belt Guards: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 

Construction Standards"; 0.146 inch-thick, 3/4-inch diamond-mesh wire screen, welded to 
steel angle frame or equivalent, prime coated. Secure to fan or fan supports without 
short-circuiting vibration isolation. Include provisions for adjustment of belt tension, 
lubrication, and use of tachometer with guard in place. 

7. Motor Mount: Adjustable for belt tensioning. 

G. Motor Enclosure: Open, dripproof. 

H. Accessories: 
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1. Access for Inspection, Cleaning, and Maintenance: Comply with requirements in 
ASHRAE 62.1. 

2. Scroll Drain Connection: NPS 1 steel pipe coupling welded to low point of fan scroll. 
3. Companion Flanges: Rolled flanges for duct connections of same material as housing. 
4. Discharge Dampers: Assembly with opposed blades constructed of two plates formed 

around, and to, shaft, channel frame, and sealed ball bearings; with blades linked outside 
of airstream to single control lever of same material as housing. 

5. Inlet Screens: Grid screen of same material as housing. 
6. Shaft Cooler: Metal disk between bearings and fan wheel, designed to dissipate heat 

from shaft. 
7. Shaft Seals: Airtight seals installed around shaft on drive side of single-width fans. 
8. Weather Cover: Enameled-steel sheet with ventilation slots, bolted to housing. 
9. Piezometer Ring: Piezometer ring mounted at fan inlet cone for airflow measurement. 

2.3 FORWARD-CURVED CENTRIFUGAL FANS 

A. Description: 

1. Factory-fabricated, -assembled, -tested, and -finished, direct-driven centrifugal fans, 
consisting of housing, wheel, fan shaft, bearings, motor, drive assembly, and support 
structure. 

2. Deliver fans as factory-assembled units, to the extent allowable by shipping limitations. 
3. Factory-installed and -wired disconnect switch. 

B. Housings: 

1. Housing Material: Reinforced steel. 
2. Housing Coating: Hot-dip galvanized or Powder-baked enamel. 
3. Housing Assembly: Sideplates continuously welded or attached by continuous Pittsburgh 

lock seal or similar seal. 
4. Formed panels to make curved-scroll housings with shaped cutoff. 
5. Panel Bracing: Steel angle- or channel-iron member supports for mounting and 

supporting fan scroll, wheel, motor, and accessories. 
6. Horizontally split, bolted-flange housing. 
7. Spun inlet cone with flange. 
8. Outlet flange. 
9. Discharge Arrangement: Fan scroll housing field rotatable to any of eight discharge 

positions. Provide fan with discharge positioned in proper direction to minimize connected 
duct turns. 

C. Wheels: 

1. Wheel Configuration: SWSI construction with a curved inlet flange, and a backplate 
fastened to shaft with setscrews. 

2. Wheel and Blade Material: Aluminum. 

3. Wheel and Blade Coating: Hot-dip galvanized or Powder-baked enamel. 
4. Cast-iron or cast-steel hub riveted to backplate and fastened to shaft with setscrews. 
5. Forward-Curved Wheels: 

a. Black-enameled or galvanized-steel construction with inlet flange, backplate, and 
shallow blades with inlet and tip curved forward in direction of airflow. 

b. Mechanically secured to flange and backplate; cast-steel hub swaged to backplate 
and fastened to shaft with setscrews. 
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D. Shafts: 

1. Statically and dynamically balanced and selected for continuous operation at maximum 
rated fan speed and motor horsepower, with adjustable alignment and belt tensioning. 

2. Turned, ground, and polished hot-rolled steel with keyway. Ship with protective coating of 
lubricating oil. 

3. Designed to operate at no more than 70 percent of first critical speed at top of fan's 
speed range. 

E. Bearings: 

1. Prelubricated and Sealed Shaft Bearings: 

a. Self-aligning, pillow-block-type ball or roller bearings. 
b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 

2. Grease-Lubricated Shaft Bearings, Tapered Roller: 

a. Self-aligning, pillow-block-type, tapered roller bearings with double-locking collars 
and two-piece, cast-iron housing. 

b. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
c. Extended Lubrication Lines: Extend lines to accessible location. 

3. Grease-Lubricated Shaft Bearings, Ball or Roller: 

a. Self-aligning, pillow-block-type, ball or roller bearings with adapter mount and two-
piece, cast-iron housing. 

b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
d. Extended Lubrication Lines: Extend lines to accessible location. 

F. Belt Drives: 

1. Factory mounted, with adjustable alignment and belt tensioning. 
2. Service Factor Based on Fan Motor Size: 1.5. 
3. Fan Pulleys: Cast iron or cast steel with split, tapered bushing; dynamically balanced at 

factory. 
4. Motor Pulleys: Adjustable pitch for use with motors through 5 hp. Select pulley so pitch 

adjustment is at the middle of adjustment range at fan design conditions. Provide fixed 
pitch for use with motors larger than 5 hp. 

5. Belts: Oil resistant, nonsparking, and nonstatic; matched sets for multiple belt drives. 
6. Belt Guards: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 

Construction Standards"; 0.146 inch-thick, 3/4-inch diamond-mesh wire screen, welded to 
steel angle frame or equivalent, prime coated. Secure to fan or fan supports without 
short-circuiting vibration isolation. Include provisions for adjustment of belt tension, 
lubrication, and use of tachometer with guard in place. 

7. Motor Mount: Adjustable for belt tensioning. 

G. Motor Enclosure: Open, dripproof. 

H. Accessories: 

1. Access for Inspection, Cleaning, and Maintenance: Comply with requirements in 
ASHRAE 62.1. 
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2. Scroll Drain Connection: NPS 1 steel pipe coupling welded to low point of fan scroll. 
3. Companion Flanges: Rolled flanges for duct connections of same material as housing. 
4. Discharge Dampers: Assembly with [parallel] [opposed] blades constructed of two 

plates formed around, and to, shaft, channel frame, and sealed ball bearings; with blades 
linked outside of airstream to single control lever of same material as housing. 

5. Inlet Screens: Grid screen of same material as housing. 
6. Shaft Cooler: Metal disk between bearings and fan wheel, designed to dissipate heat 

from shaft. 
7. Shaft Seals: Airtight seals installed around shaft on drive side of single-width fans. 
8. Weather Cover: Enameled-steel sheet with ventilation slots, bolted to housing. 
9. Piezometer Ring: Piezometer ring mounted at fan inlet cone for airflow measurement. 

2.4 SQUARE IN-LINE CENTRIFUGAL FANS 

A. Description: Square in-line centrifugal fans. 

B. Housing: 

1. Housing Material: Reinforced steel. 
2. Housing Coating: Hot-dip galvanized or Powder-baked enamel. 
3. Housing Construction: Side panels shall be easily removable for service. Include inlet and 

outlet flanges, and support bracket adaptable to floor, side wall, or ceiling mounting. 

C. Direct-Drive Units: Motor mounted in airstream, factory wired to disconnect switch located on 
outside of fan housing; with wheel, inlet cone, and motor on swing-out service door. 

D. Belt-Driven Units: Motor mounted on adjustable base, with adjustable sheaves, enclosures 
around belts within fan housing, and lubricating tubes from fan bearings extended to outside of 
fan housing 

E. Fan Wheels: Aluminum airfoil blades welded to aluminum hub. 

F. Motor Enclosure: Open, dripproof. 

G. Accessories: 

1. Access for Inspection, Cleaning, and Maintenance: Comply with requirements in 
ASHRAE 62.1. 

2. Variable-Speed Controller: Solid-state control to reduce speed from 100 to less than 50 
percent. 

3. Volume-Control Damper: Manually operated with quadrant lock, located in fan outlet. 
4. Companion Flanges: For inlet and outlet duct connections. 
5. Fan Guards: 1/2- by 1-inch mesh of galvanized steel in removable frame. Provide guard 

for inlet or outlet for units not connected to ductwork. 
6. Motor and Drive Cover (Belt Guard): Epoxy-coated steel. 
7. Side Discharge: Flange connector and attachment hardware to provide right-angle 

discharge on side of unit. 

2.5 TUBULAR IN-LINE CENTRIFUGAL FANS 

A. Description: Tubular in-line centrifugal fans. 

B. Housing: 
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1. Housing Material: Reinforced steel. 
2. Housing Coating: Hot-dip galvanized or Powder-baked enamel. 
3. Housing Construction: Split, spun aluminum with aluminum straightening vanes, inlet and 

outlet flanges, and support bracket adaptable to floor, side wall, or ceiling mounting. 

C. Direct-Drive Units: Motor mounted in airstream, factory wired to disconnect switch located on 
outside of fan housing; with wheel, inlet cone, and motor on swing-out service door. 

D. Belt-Driven Units: Motor mounted on adjustable base, with adjustable sheaves, enclosure 
around belts within fan housing, and lubricating tubes from fan bearings extended to outside of 
fan housing. 

E. Fan Wheels: Aluminum, airfoil blades welded to aluminum hub. 

F. Motor Enclosure: Open, dripproof. 

G. Accessories: 

1. Access for Inspection, Cleaning, and Maintenance: Comply with requirements in 
ASHRAE 62.1. 

2. Variable-Speed Controller: Solid-state control to reduce speed from 100 to less than 50 
percent. 

3. Volume-Control Damper: Manually operated with quadrant lock, located in fan outlet. 
4. Companion Flanges: For inlet and outlet duct connections. 
5. Fan Guards: 1/2- by 1-inch mesh of galvanized steel in removable frame. Provide guard 

for inlet or outlet for units not connected to ductwork. 
6. Motor and Drive Cover (Belt Guard): Epoxy-coated steel. 

2.6 PLENUM FANS 

A. Description: 

1. Factory-fabricated, -assembled, -tested, and -finished, direct-driven centrifugal fans, 
consisting of wheel, fan shaft, bearings, motor, drive assembly, and support structure. 

2. Deliver fans as factory-assembled units, to the extent allowable by shipping limitations. 
3. Factory-installed and -wired disconnect switch. 

B. Wheels: 

1. Wheel Configuration: SWSI construction with curved inlet flange and heavy backplate; 
fastened to shaft with setscrews. 

2. Wheel and Blade Material: Steel. 

3. Wheel and Blade Coating: Hot-dip galvanized or Powder-baked enamel. 
4. Backward-Inclined Airfoil Blades: Hollow, die-formed, airfoil-shaped blades continuously 

welded at tip flange and backplate. 

C. Shafts: 

1. Statically and dynamically balanced, and selected for continuous operation at maximum-
rated fan speed and motor horsepower, with adjustable alignment and belt tensioning. 

2. Turned, ground, and polished hot-rolled steel with keyway. Ship with protective coating of 
lubricating oil. 
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3. Designed to operate at no more than 70 percent of first critical speed at top of fan's 
speed range. 

D. Bearings: 

1. Prelubricated and Sealed Shaft Bearings: 

a. Self-aligning, pillow-block-type ball bearings. 
b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 

2. Grease-Lubricated Shaft Bearings, Tapered Roller: 

a. Self-aligning, pillow-block-type, tapered roller bearings with double-locking collars 
and two-piece, cast-iron housing. 

b. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
c. Extended Lubrication Lines: Extend lines to accessible location. 

3. Grease-Lubricated Shaft Bearings, Ball or Roller: 

a. Self-aligning, pillow-block-type, ball or roller bearings with adapter mount and two-
piece, cast-iron housing. 

b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
d. Extended Lubrication Lines: Extend lines to accessible location. 

E. Belt Drives: 

1. Factory mounted, with adjustable alignment and belt tensioning. 
2. Service Factor Based on Fan Motor Size: 1.5. 
3. Fan Pulleys: Cast iron or cast steel with split, tapered bushing; dynamically balanced at 

factory. 
4. Motor Pulleys: Adjustable pitch for use with motors through 5 hp. Select pulley so pitch 

adjustment is at the middle of adjustment range at fan design conditions. Provide fixed 
pitch for use with motors larger than 5 hp. 

5. Belts: Oil resistant, nonsparking, and nonstatic; matched sets for multiple belt drives. 
6. Belt Guards: Comply with OSHA and fabricate to SMACNA's "HVAC Duct Construction 

Standards"; 0.146 inch-thick, 3/4-inch diamond-mesh wire screen welded to steel angle 
frame or equivalent, prime coated. Secure to fan or fan supports without short-circuiting 
vibration isolation. Include provisions for adjustment of belt tension, lubrication, and use 
of tachometer with guard in place. 

7. Motor Mount: Adjustable for belt tensioning. 

F. Motor Enclosure: Open, dripproof. 

G. Accessories: 

1. Inlet Safety Screen: Comply with OSHA and fabricate according to SMACNA's "HVAC 
Duct Construction Standards." Diamond mesh wire screen is welded to steel angle frame 
or equivalent, prime coated. 

2. Safety Enclosure: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 
Construction Standards." Diamond mesh wire screen is welded to steel angle frame or 
equivalent, prime coated. 



 DMC RPi Fit-Out  Niceville Florida 

CENTRIFUGAL HVAC FANS 233416 - 9 

3. Belt Guard: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 
Construction Standards." Diamond mesh wire screen is welded to steel angle frame or 
equivalent, prime coated. 

4. Inlet Companion Flange: Rolled flanges for duct connections of same material as 
housing. 

5. Shaft Cooler: Metal disk between bearings and fan wheel, designed to dissipate heat 
from shaft. 

6. Shaft Seals: Airtight seals installed around shaft on drive side of single-width fans. 
7. Piezometer Ring: Piezometer ring mounted at fan inlet cone for airflow measurement. 

2.7 PLUG FANS 

A. Description: 

1. Factory-fabricated, -assembled, -tested, and -finished, belt-driven centrifugal fans, 
consisting of wheel, fan shaft, bearings, motor, drive assembly, and support structure. 

2. Deliver fans as factory-assembled units, to the extent allowable by shipping limitations. 
3. Factory-installed and -wired disconnect switch. 

B. Wheels: 

1. Wheel Configuration: SWSI construction with curved inlet flange and heavy backplate; 
fastened to shaft with setscrews. 

2. Wheel and Blade Material: Steel. 

3. Wheel and Blade Coating: Hot-dip galvanized or Powder-baked enamel. 
4. Backward-Inclined Airfoil Blades: Hollow, die-formed, airfoil-shaped blades continuously 

welded at tip flange and backplate. 

C. Shafts: 

1. Statically and dynamically balanced, and selected for continuous operation at maximum 
rated fan speed and motor horsepower, with adjustable alignment and belt tensioning. 

2. Turned, ground, and polished hot-rolled steel with keyway. Ship with protective coating of 
lubricating oil. 

3. Designed to operate at no more than 70 percent of first critical speed at top of fan's 
speed range. 

D. Bearings: 

1. Prelubricated and Sealed Shaft Bearings: 

a. Self-aligning, pillow-block-type ball bearings. 
b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 

2. Grease-Lubricated Shaft Bearings, Tapered Roller: 

a. Self-aligning, pillow-block-type, tapered roller bearings with double-locking collars 
and two-piece, cast-iron housing. 

b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
d. Extended Lubrication Lines: Extend lines to accessible location. 
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3. Grease-Lubricated Shaft Bearings, Ball or Roller: 

a. Self-aligning, pillow-block-type, ball or roller bearings with adapter mount and two-
piece, cast-iron housing. 

b. Ball-Bearing Rating Life: ABMA 9, L(10) at 120,000 hours. 
c. Roller-Bearing Rating Life: ABMA 11, L(10) at 120,000 hours. 
d. Extended Lubrication Lines: Extend lines to accessible location. 

E. Belt Drives: 

1. Factory mounted, with adjustable alignment and belt tensioning. 
2. Service Factor Based on Fan Motor Size: 1.5. 
3. Fan Pulleys: Cast iron or cast steel with split, tapered bushing; dynamically balanced at 

factory. 
4. Motor Pulleys: Adjustable pitch for use with motors through 5 hp. Select pulley so pitch 

adjustment is at the middle of adjustment range at fan design conditions. Provide fixed 
pitch for use with larger motors. 

5. Belts: Oil resistant, nonsparking, and nonstatic; matched sets for multiple belt drives. 
6. Belt Guards: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 

Construction Standards"; 0.146 inch-thick, 3/4-inch diamond-mesh wire screen, welded to 
steel angle frame or equivalent, prime coated. Secure to fan or fan supports without 
short-circuiting vibration isolation. Include provisions for adjustment of belt tension, 
lubrication, and use of tachometer with guard in place. 

7. Motor Mount: Adjustable for belt tensioning. 

F. Motor Enclosure: Open, dripproof. 

G. Accessories: 

1. Inlet Safety Screen: Comply with OSHA and fabricate according to SMACNA's "HVAC 
Duct Construction Standards." Diamond mesh wire screen is welded to steel angle frame 
or equivalent, prime coated. 

2. Safety Enclosure: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 
Construction Standards." Diamond mesh wire screen is welded to steel angle frame or 
equivalent, prime coated. 

3. Belt Guard: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 
Construction Standards." Diamond mesh wire screen is welded to steel angle frame or 
equivalent, prime coated. 

4. Inlet Companion Flange: Rolled flanges for duct connections of same material as 
housing. 

5. Shaft Cooler: Metal disk between bearings and fan wheel, designed to dissipate heat 
from shaft. 

6. Shaft Seals: Airtight seals installed around shaft on drive side of single-width fans. 

2.8 UTILITY SET FANS 

A. Description: 

1. Factory-fabricated, -assembled, -tested, and -finished, belt-driven centrifugal fan utility 
vent sets, consisting of housing, wheel, fan shaft, bearings, motor, drive assembly, and 
support structure. 

B. Housings: 
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1. Housing Material: Reinforced steel. 
2. Housing Coating: Hot-dip galvanized or Powder-baked enamel. 
3. Formed panels to make curved-scroll housings with shaped cutoff. 
4. Panel Bracing: Steel angle- or channel-iron member supports for mounting and 

supporting fan scroll, wheel, motor, and accessories. 
5. Discharge Arrangement: Fan scroll housing field rotatable to any of eight discharge 

positions. Provide fan with discharge positioned in proper direction to minimize connected 
duct turns. 

C. Wheels: 

1. Wheel Configuration: SWSI, with hub keyed to shaft. 
2. Wheel and Blade Materials: Steel. 

3. Wheel and Blade Coating: Hot-dip galvanized or Powder-baked enamel. 
4. Backward-Inclined Airfoil Blades: 

a. Aerodynamic design. 
b. Heavy backplate. 
c. Hollow die-formed, airfoil-shaped blades continuously welded at tip flange and 

backplate. 

5. Backward-Inclined Curved Blades: 

a. Curved design. 
b. Heavy backplate. 
c. Single-thickness blades continuously welded at tip flange and backplate. 

6. Backward-Inclined Flat Blades: 

a. Flat design. 
b. Heavy backplate. 
c. Single-thickness blades continuously welded at tip flange and backplate. 

7. Forward-Curved Blades: 

a. Curved design. 
b. Heavy backplate. 
c. Single-thickness blades continuously welded or riveted at tip flange and backplate. 

D. Shafts: 

1. Turned, ground, and polished steel; keyed to wheel hub. First critical speed at least 1.4 
times maximum class speed. 

E. Bearings: 

1. Heavy-duty regreasable ball or roller type in a cast iron pillowblock housing. 
2. Ball-Bearing Rating Life: ABMA 9, L(10) of 80,000 hours. 
3. Roller-Bearing Rating Life: ABMA 11, L(10) of 80,000 hours. 
4. Extend grease fitting to accessible location outside of unit. 

F. Belt Drive: 

1. Factory mounted, with final alignment and belt adjustment made after installation. 
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2. Service Factor Based on Fan Motor Size: 1.5. 
3. Fan Pulleys: Cast iron or cast steel with split, tapered bushing; dynamically balanced at 

factory. 
4. Motor Pulleys: Adjustable pitch for use with motors through 5 hp; fixed pitch for use with 

motors larger than 5 hp. Select pulley so pitch adjustment is at the middle of adjustment 
range at fan design conditions. 

5. Belts: Oil resistant, nonsparking, and nonstatic; matched sets for multiple belt drives. 
6. Belt Guards: Comply with OSHA and fabricate according to SMACNA's "HVAC Duct 

Construction Standards," 0.146 inch-thick, 3/4-inch diamond-mesh wire screen welded to 
steel angle frame or equivalent, prime coated. Secure to fan or fan supports without 
short-circuiting vibration isolation. Include provisions for adjustment of belt tension, 
lubrication, and use of tachometer with guard in place. 

G. Motor Enclosure: Open, dripproof. 

H. Accessories: 

1. Inlet and Outlet: Flanged. 
2. Companion Flanges: Rolled flanges for duct connections of same material as housing. 
3. Backdraft Dampers: Gravity actuated with counterweight and interlocking aluminum 

blades, with felt edges in steel frame installed on fan discharge. 
4. Access Door: Gasketed door in scroll with latch-type handles. 
5. Scroll Dampers: Single-blade damper installed at fan scroll top with adjustable linkage. 
6. Inlet Screens: Removable wire mesh. 
7. Outlet Screens: Removable wire mesh. 
8. Belt Guard: OSHA-compliant, completely enclosed shaft and drive components. 
9. Shaft Cooler: Metal disk between bearings and fan wheel, designed to dissipate heat 

from shaft. 
10. Drain Connections: NPS 3/4 threaded coupling drain connection installed at lowest point 

of housing. 
11. Weather Hoods: Weather resistant with stamped vents over motor and drive 

compartment. 
12. Discharge Dampers: Assembly with opposed blades constructed of two plates formed 

around, and to, shaft, channel frame, and sealed ball bearings, with blades linked outside 
of airstream to single control lever of same material as housing. 

13. Grease Collection Trough and Receiver: For restaurant exhaust application. 
14. Speed Controller: Solid-state control to reduce speed from 100 to less than 50 percent. 

2.9 SOURCE QUALITY CONTROL 

A. AMCA Certification for Fan Sound Performance Rating: Test, rate, and label in accordance with 
AMCA 311. 

B. AMCA Certification for Fan Aerodynamic Performance Ratings: Test, rate, and label in 
accordance with AMCA 211. 

C. AMCA Certification for Fan Energy Index (FEI): Test, rate, and label in accordance with 
AMCA 211. 

D. Operating Limits: Classify fans in accordance with AMCA 99, Section 14. 
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PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Install centrifugal fans level and plumb. 

B. Disassemble and reassemble units, as required for moving to the final location, according to 
manufacturer's written instructions. 

C. Lift and support units with manufacturer's designated lifting or supporting points. 

3.2 DUCTWORK AND PIPING CONNECTIONS 

A. Install ducts adjacent to fans to allow service and maintenance. 

B. Install piping from scroll drain connection, with trap with seal equal to 1.5 times specified static 
pressure, to nearest floor drain with pipe sizes matching the drain connection. 

3.3 ELECTRICAL CONNECTIONS 

A. Install electrical devices furnished by manufacturer, but not factory mounted, according to 
NFPA 70 and NECA 1. 

B. Install nameplate for each electrical connection, indicating electrical equipment designation and 
circuit number feeding connection. 
1. Nameplate shall be laminated acrylic or melamine plastic signs with a black background 

and engraved white letters at least 1/2 inch high. 

3.4 CONTROL CONNECTIONS 

A. Install control and electrical power wiring to field-mounted control devices. 

3.5 STARTUP SERVICE: 

A. Engage a factory-authorized service representative to perform startup service. 

1. Complete installation and startup checks in accordance with manufacturer's written 
instructions. 

2. Verify that shipping, blocking, and bracing are removed. 
3. Verify that unit is secure on mountings and supporting devices and that connections to 

ducts and electrical components are complete. Verify that proper thermal-overload 
protection is installed in motors, starters, and disconnect switches. 

4. Verify that cleaning and adjusting are complete. 
5. For direct-drive fans, verify proper motor rotation direction and verify fan wheel free 

rotation and smooth bearing operation. 
6. For belt-drive fans, disconnect fan drive from motor, verify proper motor rotation direction, 

and verify fan wheel free rotation and smooth bearing operation. Reconnect fan drive 
system, align and adjust belts, and install belt guards. 

7. Adjust belt tension. 
8. Adjust damper linkages for proper damper operation. 
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9. Verify lubrication for bearings and other moving parts. 
10. Verify that manual and automatic volume control and fire and smoke dampers in 

connected ductwork systems are in fully open position. 
11. Disable automatic temperature-control operators, energize motor and confirm proper 

motor rotation and unit operation, adjust fan to indicated rpm, and measure and record 
motor voltage and amperage. 

12. Shut unit down and reconnect automatic temperature-control operators. 
13. Remove and replace malfunctioning units and retest as specified above. 

3.6 ADJUSTING 

A. Adjust damper linkages for proper damper operation. 

B. Adjust belt tension. 

C. Lubricate bearings. 

D. Comply with requirements in Section 230593 "Testing, Adjusting, and Balancing for HVAC." 

3.7 CLEANING 

A. After completing system installation and testing, adjusting, and balancing and after completing 
startup service, clean fans internally to remove foreign material and construction dirt and dust 

3.8 FIELD QUALITY CONTROL 

A. Testing Agency: Contractor will engage a qualified testing agency to perform tests and 
inspections. 

B. Manufacturer's Field Service: Engage a factory-authorized service representative to test and 
inspect components, assemblies, and equipment installations, including connections. 

C. Perform tests and inspections with the assistance of a factory-authorized service representative. 

1. Fan Operational Test: After electrical circuitry has been energized, start units to confirm 
proper motor rotation and unit operation. 

2. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and 
equipment. 

3. Fans and components will be considered defective if they do not pass tests and 
inspections. 

D. Prepare test and inspection reports. 

3.9 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain centrifugal fans. 

END OF SECTION 233416 
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SECTION 233713.13 - AIR DIFFUSERS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 
1. Round Ceiling Diffusers 
2. Rectangular and square ceiling diffusers. 
3. Louver face diffusers. 
4. Linear bar diffusers. 
5. Linear slot diffusers. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Data Sheet: Indicate materials of construction, finish, and mounting details; and 
performance data including throw and drop, static-pressure drop, and noise ratings. 

2. Diffuser Schedule: Indicate drawing designation, room location, quantity, model number, 
size, and accessories furnished. 

PART 2 - PRODUCTS 

2.1 ROUND CEILING DIFFUSERS 

A. Material: Aluminum. 

B. Finish: Baked enamel, color selected by Architect. 

C. Face Style: Three cone. 

D. Mounting: Duct connection. 

E. Pattern: Fully adjustable. 

F. Dampers: Radial opposed blade. 

G. Accessories: 

1. Equalizing grid. 
2. Plaster ring. 
3. Safety chain. 
4. Wire guard. 
5. Sectorizing baffles. 
6. Operating rod extension. 
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2.2 RECTANGULAR AND SQUARE CEILING DIFFUSERS 

A. Material: Aluminum. 

B. Finish: Baked enamel, color selected by Architect. 

C. Face Style: Three cone. 

D. Pattern: Adjustable. 

E. Dampers: Radial opposed blade. 

F. Accessories: 

1. Equalizing grid. 
2. Plaster ring. 
3. Safety chain. 
4. Wire guard. 
5. Sectorizing baffles. 
6. Operating rod extension. 

2.3 LOUVER FACE DIFFUSERS 

A. Material: Aluminum. 

B. Finish: Baked enamel, color selected by Architect. 

C. Pattern: Adjustable core style. 

D. Dampers: Radial opposed blade. 

E. Accessories: 

1. Square to round neck adaptor. 
2. Adjustable pattern vanes. 
3. Throw reducing vanes. 
4. Equalizing grid. 
5. Plaster ring. 
6. Safety chain. 
7. Wire guard. 
8. Sectorizing baffles. 
9. Operating rod extension. 

2.4 LINEAR BAR DIFFUSERS 

A. Material: Aluminum. 

B. Finish: Baked enamel, color selected by Architect. 

C. Two-Way Deflection Vanes: Extruded construction adjustable louvers with removable core. 

D. Mounting: Countersunk screw. 
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E. Damper Type: Adjustable opposed-blade assembly. 

2.5 LINEAR SLOT DIFFUSERS 

A. Material - Shell: Aluminum, insulated. 

B. Material - Pattern Controller and Tees: Aluminum. 

C. Finish - Face and Shell: Baked enamel, color selected by Architect. 

D. Finish - Pattern Controller: Baked enamel, color selected by Architect. 

E. Finish - Tees: Baked enamel, color selected by Architect. 

2.6 SOURCE QUALITY CONTROL 

A. Verification of Performance: Rate diffusers according to ASHRAE 70, "Method of Testing for 
Rating the Performance of Air Outlets and Inlets." 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas where diffusers are installed for compliance with requirements for installation 
tolerances and other conditions affecting performance of equipment. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install diffusers level and plumb. 

B. Ceiling-Mounted Outlets and Inlets: Drawings indicate general arrangement of ducts, fittings, 
and accessories. Air outlet and inlet locations have been indicated to achieve design 
requirements for air volume, noise criteria, airflow pattern, throw, and pressure drop. Make final 
locations where indicated, as much as practical. For units installed in lay-in ceiling panels, 
locate units in the center of panel. Where architectural features or other items conflict with 
installation, notify Architect for a determination of final location. 

C. Install diffusers with airtight connections to ducts and to allow service and maintenance of 
dampers, air extractors, and fire dampers. 

3.3 ADJUSTING 

A. After installation, adjust diffusers to air patterns indicated, or as directed, before starting air 
balancing. 

END OF SECTION 233713.13 
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SECTION 233713.23 - REGISTERS AND GRILLES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Adjustable blade face registers and grilles. 
2. Fixed face registers and grilles. 
3. Linear bar grilles. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Data Sheet: Indicate materials of construction, finish, and mounting details; and 
performance data including throw and drop, static-pressure drop, and noise ratings. 

2. Register and Grille Schedule: Indicate drawing designation, room location, quantity, 
model number, size, and accessories furnished. 

PART 2 - PRODUCTS 

2.1 REGISTERS 

A. Adjustable Blade Face Register: 
1. Material: Aluminum. 
2. Finish: Baked enamel, color selected by Architect 
3. Face Blade Arrangement: Horizontal spaced 3/4 inch apart. 
4. Core Construction: Integral. 
5. Rear-Blade Arrangement: Vertical spaced 3/4 inch apart. 
6. Frame: 1 inch wide. 
7. Mounting: Countersunk screw. 
8. Damper Type: Adjustable opposed blade. 

B. Fixed Face Register: 
1. Material: Aluminum. 
2. Finish: Baked enamel, color selected by Architect 
3. Face Blade Arrangement: Horizontal spaced 3/4 inch apart. 
4. Core Construction: Integral. 
5. Frame: 1 inch wide. 
6. Mounting: Countersunk screw. 
7. Damper Type: Adjustable opposed blade. 

2.2 GRILLES 

A. Adjustable Blade Face Grille: 
1. Material: Aluminum. 
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2. Finish: Baked enamel, color selected by Architect. 
3. Face Blade Arrangement: Horizontal spaced 3/4 inch apart. 
4. Core Construction: Integral. 
5. Frame: 1 inch wide. 
6. Mounting: Countersunk screw. 

B. Fixed Face Grille: 
1. Material: Aluminum. 
2. Finish: Baked enamel, color selected by Architect. 
3. Face Blade Arrangement: Horizontal; spaced 3/4 inch apart. 
4. Face Arrangement: Perforated core. 
5. Core Construction: Integral. 
6. Frame: 1 inch wide. 
7. Mounting: Countersunk screw. 

C. Linear Bar Grilles  
1. Material: Aluminum. 
2. Finish: Baked enamel, color selected by Architect. 
3. Face Blade Arrangement: Horizontal spaced 1/2 inch apart. 
4. Face Arrangement: Perforated core. 
5. Core Construction: Integral. 
6. Distribution plenum. 

a. Internal insulation. 

7. Frame: 1 inch wide. 
8. Mounting: Countersunk screw. 

2.3 SOURCE QUALITY CONTROL 

A. Verification of Performance: Rate registers and grilles according to ASHRAE 70, "Method of 
Testing for Rating the Performance of Air Outlets and Inlets." 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas where registers and grilles are installed for compliance with requirements for 
installation tolerances and other conditions affecting performance of equipment. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install registers and grilles level and plumb. 

B. Outlets and Inlets Locations: Drawings indicate general arrangement of ducts, fittings, and 
accessories. Air outlet and inlet locations have been indicated to achieve design requirements 
for air volume, noise criteria, airflow pattern, throw, and pressure drop. Make final locations 
where indicated, as much as practical. For units installed in lay-in ceiling panels, locate units in 
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the center of panel. Where architectural features or other items conflict with installation, notify 
Architect for a determination of final location. 

C. Install registers and grilles with airtight connections to ducts and to allow service and 
maintenance of dampers, air extractors, and fire dampers. 

3.3 ADJUSTING 

A. After installation, adjust registers and grilles to air patterns indicated, or as directed, before 
starting air balancing. 

END OF SECTION 233713.23 
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SECTION 238126 - SPLIT-SYSTEM AIR-CONDITIONERS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Split-system air-conditioners. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. Include rated capacities, operating 
characteristics, and furnished specialties and accessories. Include performance data in terms of 
capacities, outlet velocities, static pressures, sound power characteristics, motor requirements, 
and electrical characteristics. 

B. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1. Detail equipment assemblies and indicate dimensions, weights, loads, required 
clearances, method of field assembly, components, and location and size of each field 
connection. 

2. Wiring Diagrams: For power, signal, and control wiring. 

C. Samples for Initial Selection: For units with factory-applied color finishes. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

B. Warranty: Sample of special warranty. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For split-system air-conditioning units to include in 
emergency, operation, and maintenance manuals. 

1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Filters: One set for each air-handling unit. 
2. Gaskets: One set for each access door. 
3. Fan Belts: One set for each air-handling unit fan. 
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1.6 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

B. ASHRAE Compliance: 

1. Fabricate and label refrigeration system to comply with ASHRAE 15, "Safety Standard for 
Refrigeration Systems." 

2. ASHRAE Compliance: Applicable requirements in ASHRAE 62.1, Section 4 - "Outdoor 
Air Quality," Section 5 - "Systems and Equipment," Section 6 - " Procedures," and 
Section 7 - "Construction and System Start-up." 

C. ASHRAE/IES Compliance: Applicable requirements in ASHRAE/IES 90.1. 

1.7 COORDINATION 

A. Coordinate sizes and locations of concrete bases with actual equipment provided. Cast anchor-
bolt inserts into bases. Concrete, reinforcement, and formwork are specified in Section 033000 
"Cast-in-Place Concrete." 

B. Coordinate sizes and locations of roof curbs, equipment supports, and roof penetrations with 
actual equipment provided. 

1.8 WARRANTY 

A. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or 
replace components of split-system air-conditioning units that fail in materials or workmanship 
within specified warranty period. 

1. Warranty Period: 

a. For Compressor: Five years from date of Substantial Completion. 
b. For Parts: Five years from date of Substantial Completion. 
c. For Labor: Five years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 SPLIT-SYSTEM AIR-CONDITIONERS 

A. Indoor Units (5 tons (18 kW) or Less): 

1. Concealed Evaporator-Fan Components: 

a. Chassis: Galvanized steel with flanged edges, removable panels for servicing, and 
insulation on back of panel. 

b. Insulation: Faced, glass-fiber duct liner. 
c. Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 

thermal-expansion valve. Comply with ARI 206/110. 
d. Electric Coil: Helical, nickel-chrome, resistance-wire heating elements; with 

refractory ceramic support bushings, automatic-reset thermal cutout, built-in 
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magnetic contactors, manual-reset thermal cutout, airflow proving device, and one-
time fuses in terminal box for overcurrent protection. 

e. Fan: Forward-curved, double-width wheel of galvanized steel; directly connected to 
motor. 

f. Fan Motors: 

1) Comply with NEMA designation, temperature rating, service factor, 
enclosure type, and efficiency requirements: 
a) Content includes motors for use on alternating-current power systems 

of up to 600 V and installed at equipment manufacturer's factory or 
shipped separately by equipment manufacturer for field installation. 

b) Comply with NEMA MG 1 unless otherwise indicated. 
c) Duty: Continuous duty at ambient temperature of 40 deg C and at 

altitude of 3300 ft. above sea level. 
d) Capacity and Torque Characteristics: Sufficient to start, accelerate, 

and operate connected loads at designated speeds, at installed 
altitude and environment, with indicated operating sequence, and 
without exceeding nameplate ratings or considering service factor. 

e) Service Factor: 1.15. 
f) Efficiency: Premium Efficient 
g) Enclosure Material: Cast iron for motor frame sizes 324T and larger; 

rolled steel for motor frame sizes smaller than 324T. 
2) Multitapped, multispeed with internal thermal protection and permanent 

lubrication. 
3) Wiring Terminations: Connect motor to chassis wiring with plug connection. 

g. Airstream Surfaces: Surfaces in contact with the airstream shall comply with 
requirements in ASHRAE 62.1. 

h. Filters: Permanent, cleanable. 
i. Condensate Drain Pans: 

1) Fabricated with two percent slope in at least two planes to collect 
condensate from cooling coils (including coil piping connections, coil 
headers, and return bends) and humidifiers, and to direct water toward drain 
connection. 

a) Length: Extend drain pan downstream from leaving face to comply 
with ASHRAE 62.1. 

b) Depth: A minimum of 2 inches deep. 

2) Single-wall, stainless-steel sheet. 
3) Drain Connection: Located at lowest point of pan and sized to prevent 

overflow. Terminate with threaded nipple on one end of pan. 

a) Minimum Connection Size: NPS 1. 
4) Units with stacked coils shall have an intermediate drain pan to collect 

condensate from top coil. 

2. Floor-Mounted, Evaporator-Fan Components: 

a. Cabinet: Enameled steel with removable panels on front and ends in color selected 
by Architect. 

1) Discharge Grille: Steel with surface-mounted frame. 
2) Insulation: Faced, glass-fiber duct liner. 
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3) Drain Pans: Galvanized steel, with connection for drain; insulated. 

b. Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 
thermal-expansion valve. Comply with ARI 206/110. 

c. Electric Coil: Helical, nickel-chrome, resistance-wire heating elements; with 
refractory ceramic support bushings, automatic-reset thermal cutout, built-in 
magnetic contactors, manual-reset thermal cutout, airflow proving device, and one-
time fuses in terminal box for overcurrent protection. 

d. Fan: Direct drive, centrifugal. 
e. Fan Motors: 

1) Comply with NEMA designation, temperature rating, service factor, 
enclosure type, and efficiency requirements: 
a) Content includes motors for use on alternating-current power systems 

of up to 600 V and installed at equipment manufacturer's factory or 
shipped separately by equipment manufacturer for field installation. 

b) Comply with NEMA MG 1 unless otherwise indicated. 
c) Duty: Continuous duty at ambient temperature of 40 deg C and at 

altitude of 3300 ft. above sea level. 
d) Capacity and Torque Characteristics: Sufficient to start, accelerate, 

and operate connected loads at designated speeds, at installed 
altitude and environment, with indicated operating sequence, and 
without exceeding nameplate ratings or considering service factor. 

e) Service Factor: 1.15. 
f) Efficiency: Premium Efficient 
g) Enclosure Material: Cast iron for motor frame sizes 324T and larger; 

rolled steel for motor frame sizes smaller than 324T. 
2) Multitapped, multispeed with internal thermal protection and permanent 

lubrication. 

f. Air Filtration Section: 

1) General Requirements for Air Filtration Section: 

a) Comply with NFPA 90A. 
b) Minimum MERV according to ASHRAE 52.2. 
c) Filter-Holding Frames: Arranged for flat or angular orientation, with 

access doors on both sides of unit. Filters shall be removable from 
one side or lifted out from access plenum. 

2) Disposable Panel Filters: 

a) Factory-fabricated, viscous-coated, flat-panel type. 
b) Thickness: 2 inches. 
c) MERV 8. 
d) Media: Interlaced glass fibers sprayed with nonflammable adhesive. 
e) Frame: Galvanized steel, with metal grid on outlet side, steel rod grid 

on inlet side, and hinged; with pull and retaining handles. 

3) Extended-Surface, Disposable Panel Filters: 

a) Factory-fabricated, dry, extended-surface type. 
b) Thickness: 2 inches. 
c) MERV 8. 
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d) Media: Fibrous material formed into deep-V-shaped pleats and held 
by self-supporting wire grid. 

e) Media-Grid Frame: Galvanized steel. 
f) Mounting Frames: Welded, galvanized steel, with gaskets and 

fasteners; suitable for bolting together into built-up filter banks. 

3. Wall-Mounted, Evaporator-Fan Components: 

a. Cabinet: Enameled steel with removable panels on front and ends in color selected 
by Architect, and discharge drain pans with drain connection. 

b. Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 
thermal-expansion valve. Comply with ARI 206/110. 

c. Fan: Direct drive, centrifugal. 
d. Fan Motors: 

1) Comply with NEMA designation, temperature rating, service factor, 
enclosure type, and efficiency requirements: 
a) Content includes motors for use on alternating-current power systems 

of up to 600 V and installed at equipment manufacturer's factory or 
shipped separately by equipment manufacturer for field installation. 

b) Comply with NEMA MG 1 unless otherwise indicated. 
c) Duty: Continuous duty at ambient temperature of 40 deg C and at 

altitude of 3300 ft. above sea level. 
d) Capacity and Torque Characteristics: Sufficient to start, accelerate, 

and operate connected loads at designated speeds, at installed 
altitude and environment, with indicated operating sequence, and 
without exceeding nameplate ratings or considering service factor. 

e) Service Factor: 1.15. 
f) Efficiency: Premium Efficient 

2) Multitapped, multispeed with internal thermal protection and permanent 
lubrication. 

3) Enclosure Type: Totally enclosed, fan cooled. 
4) NEMA Premium (TM) efficient motors as defined in NEMA MG 1. 
5) Controllers, Electrical Devices, and Wiring: Comply with requirements for 

electrical devices and connections specified in electrical Sections. 
e. Condensate Drain Pans: 

1) Fabricated with two percent slope in at least two planes to collect 
condensate from cooling coils (including coil piping connections, coil 
headers, and return bends) and humidifiers, and to direct water toward drain 
connection. 

a) Length: Extend drain pan downstream from leaving face to comply 
with ASHRAE 62.1. 

b) Depth: A minimum of 1 inch deep. 

2) Single-wall, stainless-steel sheet. 
3) Drain Connection: Located at lowest point of pan and sized to prevent 

overflow. Terminate with threaded nipple on [one end] [both ends] of pan. 
4) Minimum Connection Size: NPS 1. 

f. Air Filtration Section: 

1) General Requirements for Air Filtration Section: 
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a) Comply with NFPA 90A. 
b) Minimum MERV according to ASHRAE 52.2. 
c) Filter-Holding Frames: Arranged for flat or angular orientation, with 

access doors on both sides of unit. Filters shall be removable from 
one side or lifted out from access plenum. 

2) Disposable Panel Filters: 

a) Factory-fabricated, viscous-coated, flat-panel type. 
b) Thickness: 2 inches. 
c) MERV according to ASHRAE 52.2. 
d) Media: Interlaced glass fibers sprayed with nonflammable adhesive. 

3) Extended-Surface, Disposable Panel Filters: 

a) Factory-fabricated, dry, extended-surface type. 
b) Thickness: 2 inches. 
c) MERV according to ASHRAE 52.2. 
d) Media: Fibrous material formed into deep-V-shaped pleats and held 

by self-supporting wire grid. 

B. Indoor Units (6 tons (21 kW) or More: 

1. Concealed Evaporator-Fan Components: 

a. Chassis: Galvanized steel with flanged edges, removable panels for servicing, and 
insulation on back of panel. 

b. Insulation: Faced, glass-fiber duct liner. 
c. Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 

thermal-expansion valve. Comply with ARI 206/110. 
d. Electric Coil: Helical, nickel-chrome, resistance-wire heating elements; with 

refractory ceramic support bushings, automatic-reset thermal cutout, built-in 
magnetic contactors, manual-reset thermal cutout, airflow proving device, and one-
time fuses in terminal box for overcurrent protection. 

e. Fan: Forward-curved, double-width wheel of galvanized steel; directly connected to 
motor. 

f. Fan Motors: 

1) Comply with NEMA designation, temperature rating, service factor, 
enclosure type, and efficiency requirements: 
a) Content includes motors for use on alternating-current power systems 

of up to 600 V and installed at equipment manufacturer's factory or 
shipped separately by equipment manufacturer for field installation. 

b) Comply with NEMA MG 1 unless otherwise indicated. 
c) Duty: Continuous duty at ambient temperature of 40 deg C and at 

altitude of 3300 ft. above sea level. 
d) Capacity and Torque Characteristics: Sufficient to start, accelerate, 

and operate connected loads at designated speeds, at installed 
altitude and environment, with indicated operating sequence, and 
without exceeding nameplate ratings or considering service factor. 

e) Service Factor: 1.15. 
f) Efficiency: Premium Efficient 

2) Multitapped, multispeed with internal thermal protection and permanent 
lubrication. 

3) Enclosure Type: Totally enclosed, fan cooled. 
4) NEMA Premium (TM) efficient motors as defined in NEMA MG 1. 
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5) Controllers, Electrical Devices, and Wiring: Comply with requirements for 
electrical devices and connections specified in electrical Sections. 

6) Three-phase, permanently lubricated, ball-bearing motors with built-in 
thermal-overload protection. 

7) Wiring Terminations: Connect motor to chassis wiring with plug connection. 

g. Airstream Surfaces: Surfaces in contact with the airstream shall comply with 
requirements in ASHRAE 62.1. 

h. Filters: Permanent, cleanable. 
i. Condensate Drain Pans: 

1) Fabricated with two percent slope in at least two planes to collect 
condensate from cooling coils (including coil piping connections, coil 
headers, and return bends) and humidifiers, and to direct water toward drain 
connection. 

a) Length: Extend drain pan downstream from leaving face to comply 
with ASHRAE 62.1. 

b) Depth: A minimum of  2 inches deep. 

2) Single-wall, stainless-steel sheet. 
3) Drain Connection: Located at lowest point of pan and sized to prevent 

overflow. Terminate with threaded nipple on one end of pan. 

a) Minimum Connection Size: NPS 2. 
4) Units with stacked coils shall have an intermediate drain pan to collect 

condensate from top coil. 

2. Floor-Mounted, Evaporator-Fan Components: 

a. Cabinet: Enameled steel with removable panels on front and ends in color selected 
by Architect. 

1) Discharge Grille: Steel with surface-mounted frame. 
2) Insulation: Faced, glass-fiber duct liner. 

b. Condensate Drain Pans: 

1) Fabricated with two percent slope in at least two planes to collect 
condensate from cooling coils (including coil piping connections, coil 
headers, and return bends) and humidifiers, and to direct water toward drain 
connection. 

a) Length: Extend drain pan downstream from leaving face to comply 
with ASHRAE 62.1. 

b) Depth: A minimum of 2 inches deep. 

2) Single-wall, [galvanized] [stainless]-steel sheet. 
3) Drain Connection: Located at lowest point of pan and sized to prevent 

overflow. Terminate with threaded nipple on [one end] [both ends] of pan. 

a) Minimum Connection Size: NPS 2. 
4) Units with stacked coils shall have an intermediate drain pan to collect 

condensate from top coil. 
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c. Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 
thermal-expansion valve. Comply with ARI 206/110. 

d. Electric Coil: Helical, nickel-chrome, resistance-wire heating elements; with 
refractory ceramic support bushings, automatic-reset thermal cutout, built-in 
magnetic contactors, manual-reset thermal cutout, airflow proving device, and one-
time fuses in terminal box for overcurrent protection. 

e. Fan: Direct drive, centrifugal. 
f. Fan Motors: 

1) Comply with NEMA designation, temperature rating, service factor, 
enclosure type, and efficiency requirements: 
a) Content includes motors for use on alternating-current power systems 

of up to 600 V and installed at equipment manufacturer's factory or 
shipped separately by equipment manufacturer for field installation. 

b) Comply with NEMA MG 1 unless otherwise indicated. 
c) Duty: Continuous duty at ambient temperature of 40 deg C and at 

altitude of 3300 ft. above sea level. 
d) Capacity and Torque Characteristics: Sufficient to start, accelerate, 

and operate connected loads at designated speeds, at installed 
altitude and environment, with indicated operating sequence, and 
without exceeding nameplate ratings or considering service factor. 

e) Service Factor: 1.15. 
f) Efficiency: Premium Efficient 

2) Multitapped, multispeed with internal thermal protection and permanent 
lubrication. 

3) Enclosure Type: Totally enclosed, fan cooled. 
4) NEMA Premium (TM) efficient motors as defined in NEMA MG 1. 
5) Controllers, Electrical Devices, and Wiring: Comply with requirements for 

electrical devices and connections specified in electrical Sections. 

g. Air Filtration Section: 

1) General Requirements for Air Filtration Section: 

a) Comply with NFPA 90A. 
b) Minimum MERV according to ASHRAE 52.2. 
c) Filter-Holding Frames: Arranged for flat or angular orientation, with 

access doors on both sides of unit. Filters shall be removable from 
one side or lifted out from access plenum. 

2) Disposable Panel Filters: 

a) Factory-fabricated, viscous-coated, flat-panel type. 
b) Thickness: 2 inches. 
c) MERV 8. 
d) Media: Interlaced glass fibers sprayed with nonflammable adhesive. 
e) Frame: Galvanized steel, with metal grid on outlet side, steel rod grid 

on inlet side, and hinged; with pull and retaining handles. 

3) Extended-Surface, Disposable Panel Filters: 

a) Factory-fabricated, dry, extended-surface type. 
b) Thickness: 2 inches. 
c) MERV according to ASHRAE 52.2: 8. 
d) Media: Fibrous material formed into deep-V-shaped pleats and held 

by self-supporting wire grid. 
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e) Media-Grid Frame: Galvanized steel. 
f) Mounting Frames: Welded, galvanized steel, with gaskets and 

fasteners; suitable for bolting together into built-up filter banks. 

C. Outdoor Units (5 tons (18 kW) or Less: 

1. Air-Cooled, Compressor-Condenser Components: 

a. Casing: Steel, finished with baked enamel in color selected by Architect, with 
removable panels for access to controls, weep holes for water drainage, and 
mounting holes in base. Provide brass service valves, fittings, and gage ports on 
exterior of casing. 

b. Compressor: Hermetically sealed with crankcase heater and mounted on vibration 
isolation device. Compressor motor shall have thermal- and current-sensitive 
overload devices, start capacitor, relay, and contactor. 

1) Compressor Type: Scroll. 
2) Two-speed compressor motor with manual-reset high-pressure switch and 

automatic-reset low-pressure switch. 
3) Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 

liquid subcooler. Comply with ARI 206/110. 

c. Heat-Pump Components: Reversing valve and low-temperature-air cutoff 
thermostat. 

d. Fan: Aluminum-propeller type, directly connected to motor. 
e. Motor: Permanently lubricated, with integral thermal-overload protection. 
f. Low Ambient Kit: Permits operation down to 45 deg F. 
g. Mounting Base: Polyethylene. 

D. Outdoor Units (6 tons (21 kW) or More: 

1. Air-Cooled, Compressor-Condenser Components: 

a. Casing: Steel, finished with baked enamel in color selected by Architect, with 
removable panels for access to controls, weep holes for water drainage, and 
mounting holes in base. Provide brass service valves, fittings, and gage ports on 
exterior of casing. 

b. Compressor: Hermetically sealed with crankcase heater and mounted on vibration 
isolation device. Compressor motor shall have thermal- and current-sensitive 
overload devices, start capacitor, relay, and contactor. 

1) Compressor Type: Scroll. 
2) Two-speed compressor motor with manual-reset high-pressure switch and 

automatic-reset low-pressure switch. 
3) Refrigerant Coil: Copper tube, with mechanically bonded aluminum fins and 

liquid subcooler. Comply with ARI 206/110. 

c. Heat-Pump Components: Reversing valve and low-temperature-air cutoff 
thermostat. 

d. Fan: Aluminum-propeller type, directly connected to motor. 
e. Motor: Permanently lubricated, with integral thermal-overload protection. 
f. Low Ambient Kit: Permits operation down to 45 deg F. 
g. Mounting Base: Polyethylene. 

E. Accessories 
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1. Thermostat: 

a. Low voltage with subbase to control compressor and evaporator fan. 

2. Automatic-reset timer to prevent rapid cycling of compressor. 
3. Refrigerant Line Kits: Soft-annealed copper suction and liquid lines factory cleaned, 

dried, pressurized, and sealed; factory-insulated suction line with flared fittings at both 
ends. 

4. Drain Hose: For condensate. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install units level and plumb. 

B. Install evaporator-fan components using manufacturer's standard mounting devices securely 
fastened to building structure. 

C. Install roof-mounted, compressor-condenser components on equipment supports specified in 
Section 077200 "Roof Accessories." Anchor units to supports with removable, cadmium-plated 
fasteners. 

D. Equipment Mounting: 

1. Install ground-mounted, compressor-condenser components on cast-in-place concrete 
equipment base(s). Comply with requirements for equipment bases and foundations 
specified in Section 033000 "Cast-in-Place Concrete." 

2. Install ground-mounted, compressor-condenser components on polyethylene mounting 
base. 

E. Install and connect precharged refrigerant tubing to component's quick-connect fittings. Install 
tubing to allow access to unit. 

3.2 CONNECTIONS 

A. Piping installation requirements are specified in other Sections. Drawings indicate general 
arrangement of piping, fittings, and specialties. 

B. Where piping is installed adjacent to unit, allow space for service and maintenance of unit. 

C. Duct Connections: Duct installation requirements are specified in Section 233113 "Metal Ducts." 
Drawings indicate the general arrangement of ducts. Connect supply[ and return] ducts to split-
system air-conditioning units with flexible duct connectors. Flexible duct connectors are 
specified in Section 233300 "Air Duct Accessories." 

3.3 FIELD QUALITY CONTROL 

A. Manufacturer's Field Service: Engage a factory-authorized service representative to inspect, 
test, and adjust components, assemblies, and equipment installations, including connections. 
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B. Perform tests and inspections. 

1. Engage a factory-authorized service representative to inspect components, assemblies, 
and equipment installations, including connections, and to assist in testing. 

C. Tests and Inspections: 

1. Leak Test: After installation, charge system and test for leaks. Repair leaks and retest 
until no leaks exist. 

2. Operational Test: After electrical circuitry has been energized, start units to confirm 
proper motor rotation and unit operation. 

3. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and 
equipment. 

D. Remove and replace malfunctioning units and retest as specified above. 

E. Prepare test and inspection reports. 

3.4 STARTUP SERVICE 

A. Engage a factory-authorized service representative to perform startup service. 

1. Complete installation and startup checks according to manufacturer's written instructions. 

3.5 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain units. 

END OF SECTION 238126 
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